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PROJECT NAME: UTSC LIBRARY PH1  

THE HARDWARE SETS REPRESENT THE DESIGN INTENT AND DIRECTION OF THE OWNER AND ARCHITECT. 
THEY ARE A GUIDELINE ONLY AND SHOULD NOT BE CONSIDERED A DETAILED HARDWARE SCHEDULE. 
DISCREPANCIES, CONFLICTING HARDWARE AND MISSING ITEMS SHOULD BE BROUGHT TO THE 
ATTENTION OF THE ARCHITECT WITH CORRECTIONS MADE PRIOR TO THE BIDDING PROCESS. OMITTED 
ITEMS NOT INCLUDED IN A HARDWARE SET SHOULD BE SCHEDULED WITH THE APPROPRIATE 
ADDITIONAL HARDWARE REQUIRED FOR PROPER APPLICATION AND FUNCTIONALITY. 
 
THE SUPPLIER IS RESPONSIBLE FOR HANDING AND SIZING ALL PRODUCTS AND PROVIDING THE CORRECT 
OPTION FOR THE APPROPRIATE DOOR TYPE AND MATERIAL WHERE MORE THAN ONE IS PRESENTED IN 
THE HARDWARE SETS. QUANTITIES LISTED ARE FOR EACH PAIR OF DOORS, OR FOR EACH SINGLE DOOR. 
 
REFER TO THE ARCHITECTURAL DOOR SCHEDULE FOR DOOR AND FRAME SIZE, MATERIAL AND SWING. 
 
HARDWARE CONTRACTOR TO CONFIRM FINISH OF HARDWARE WITH ARCHITECT PRIOR TO ORDERING. 

HARDWARE SETS 

SET: 1.0 
DOORS: AC200, AC200B, AC201 
DESCRIPTION: PC350 P5 DOOR AND 5.5 ELITE FRAME 
 

4 HINGE PC350 BLK PC350 
1 STOREROOM/CLOSET LOCK LC 8204 LNJ BSP SA 
1 CYLINDER C/W CMK & GMK TO MATCH EXISTING OWNERS 

STANDARDS C/W CAM AS REQ'D 
 UTSC 

1 ELECTRIC STRIKE 4500C-LBM 613 HS 
1 CONC OVERHEAD STOP 6-X36 BSP RF 
1 AUTO. DOOR OPERATOR SW300 BLK BM 
1 DOOR INTERFACE RELAY CX-12  ELEC/SEC 
1 ELECTROLYNX HARNESS (IN 

FRAME) 
QC-C1500P  MK 

1 CONCEALED DOOR POSITION 
SWITCH 

SARGENT 3287 DOOR STATUS 
SWITCH 

 ELEC/SEC 

1 REQUEST TO EXIT CM-RQE70 or IS-320BL  ELEC/SEC 
1 CARD READER HID iClass RW40 6141  ELEC/SEC 
1 CENTRALIZED POWER SUPPLY BY SECURITY PROVIDER  ELEC/SEC 
2 ACTUATOR CM-60  ELEC/SEC 
1 MOHAIR DOOR SEALS PC350  PC350 
1 DOOR STRIKE EXTENDED LIP STRIKE PC350 OR 

SARGENT/82-0029 
 PC350/SA 

 
NOTES: DIVISION 26 TO PROVIDE; 120VAC POWER TO FRAME HEADER, FINAL CONNECTION OF AUTO DOOR 
OPERATOR, ALL BACK BOXES, AND CONDUIT WITH LOW-VOLTAGE WIRING. 
 
DESCRIPTION OF OPERATION: 
- ENTRY BY ACCESS CONTROL SYSTEM SCHEDULE OR PRESENTING AUTHORIZED CARD AT CARD READER OR BY 
MECHANICAL KEY OVERRIDE. 
- EXIT BY DEPRESSING ON INSIDE LEVER/PUSH PAD. FREE EGRESS AT ALL TIMES. 
- REQUEST TO EXIT MONITORING AND LATCH BOLT MONITOR. 
 
SET: 2.0 
DOORS: AC200A1, AC200A2 
DESCRIPTION: WOOD DOOR AND WOOD FRAME 
 

3 HINGE PC350 BLK PC350 
1 HINGE T4A3786 QC8 SIZE TO SUIT  PC350 
1 STOREROOM/CLOSET LOCK RX 8271-24V LNJ BSP SA 
1 CYLINDER C/W CMK & GMK TO MATCH EXISTING OWNERS 

STANDARDS C/W CAM AS REQ'D 
 UTSC 

1 CONCEALED CLOSER 3133 .H .693 LC 
1 WALL STOP 405 BSP RO 
1 CONCEALED DOOR POSITION 

SWITCH 
SARGENT 3287 DOOR STATUS 
SWITCH 

 ELEC/SEC 

1 CARD READER HID iClass RW40 6141  ELEC/SEC 
1 CENTRALIZED POWER SUPPLY BY SECURITY PROVIDER  ELEC/SEC 
1 MOHAIR DOOR SEALS PC350  PC350 
1 DOOR STRIKE EXTENDED LIP STRIKE PC350 OR 

SARGENT/82-0029 
 PC350/SA 
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NOTES: DIVISION 26 TO PROVIDE; 120VAC POWER TO FRAME HEADER, FINAL CONNECTION OF AUTO DOOR 
OPERATOR, ALL BACK BOXES, AND CONDUIT WITH LOW-VOLTAGE WIRING. 
 
DESCRIPTION OF OPERATION: 
- ENTRY BY ACCESS CONTROL SYSTEM SCHEDULE OR PRESENTING AUTHORIZED CARD AT CARD READER OR BY 
MECHANICAL KEY OVERRIDE. 
- EXIT BY DEPRESSING ON INSIDE LEVER/PUSH PAD. FREE EGRESS AT ALL TIMES. 
- REQUEST TO EXIT MONITORING AND LATCH BOLT MONITOR. 
 
SET: 3.0 
DOORS: AC270 
DESCRIPTION: EXISTING DOOR AND FRAME 
 

4 HINGE EXISITNG BLK EXISITING 
1 STOREROOM/CLOSET LOCK LC 8204 LNJ BSP SA 
1 CYLINDER C/W CMK & GMK TO MATCH EXISTING OWNERS 

STANDARDS C/W CAM AS REQ'D 
 UTSC 

1 ELECTRIC STRIKE 4500C-LBM 613 HS 
1 CONC OVERHEAD STOP 6-X36 BSP RF 
1 CONCEALED CLOSER 3133 .H .693 LC 
1 ELECTROLYNX HARNESS (IN 

FRAME) 
QC-C1500P  MK 

1 CONCEALED DOOR POSITION 
SWITCH 

SARGENT 3287 DOOR STATUS 
SWITCH 

 ELEC/SEC 

1 REQUEST TO EXIT CM-RQE70 or IS-320BL  ELEC/SEC 
1 CARD READER HID iClass RW40 6141  ELEC/SEC 
1 CENTRALIZED POWER SUPPLY BY SECURITY PROVIDER  ELEC/SEC 
     

 
NOTES: DIVISION 26 TO PROVIDE; 120VAC POWER TO POWER SUPPLY, FINAL CONNECTION ALL BACK BOXES, AND 
CONDUIT WITH LOW-VOLTAGE WIRING. 
 
DESCRIPTION OF OPERATION: 
- ENTRY BY ACCESS CONTROL SYSTEM SCHEDULE OR PRESENTING AUTHORIZED CARD AT CARD READER OR BY 
MECHANICAL KEY OVERRIDE. 
- EXIT BY DEPRESSING ON INSIDE LEVER/PUSH PAD. FREE EGRESS AT ALL TIMES. 
- REQUEST TO EXIT MONITORING AND LATCH BOLT MONITOR. 
 
SET: 4.0 
DOORS: AC271, AC272, AC273-1, AC273A 
DESCRIPTION: PC350 P5 DOOR AND 5.5 ELITE FRAME 
 

3 HINGE PC350 BLK PC350 
1 HINGE T4A3786 QC8 SIZE TO SUIT  PC350 
1 STOREROOM/CLOSET LOCK RX 8271-24V LNJ BSP SA 
1 CYLINDER C/W CMK & GMK TO MATCH EXISTING OWNERS 

STANDARDS C/W CAM AS REQ'D 
 UTSC 

1 CONCEALED CLOSER 3133 .H .693 LC 
1 WALL STOP 405 BSP RO 
1 CONCEALED DOOR POSITION 

SWITCH 
SARGENT 3287 DOOR STATUS 
SWITCH 

 ELEC/SEC 

1 CARD READER HID iClass RW40 6141  ELEC/SEC 
1 CENTRALIZED POWER SUPPLY BY SECURITY PROVIDER  ELEC/SEC 
1 MOHAIR DOOR SEALS PC350  PC350 
1 DOOR STRIKE EXTENDED LIP STRIKE PC350 OR 

SARGENT/82-0029 
 PC350/SA 

 
NOTES: DIVISION 26 TO PROVIDE; 120VAC POWER TO POWER SUPPLY, FINAL CONNECTION ALL BACK BOXES, AND 
CONDUIT WITH LOW-VOLTAGE WIRING. 
 
DESCRIPTION OF OPERATION: 
- ENTRY BY ACCESS CONTROL SYSTEM SCHEDULE OR PRESENTING AUTHORIZED CARD AT CARD READER OR BY 
MECHANICAL KEY OVERRIDE. 
- EXIT BY DEPRESSING ON INSIDE LEVER/PUSH PAD. FREE EGRESS AT ALL TIMES. 
- REQUEST TO EXIT MONITORING AND LATCH BOLT MONITOR. 
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SET: 5.0 
DOORS: AC270V 
DESCRIPTION: WOOD DOOR AND 5.5 ELITE FRAME 
 

4 HINGE PC350R  PC350 
1 STOREROOM/CLOSET LOCK LC 8204 LNJ US32D SA 
1 CYLINDER C/W CMK & GMK TO MATCH EXISTING OWNERS 

STANDARDS C/W CAM AS REQ'D 
 UTSC 

1 ELECTRIC STRIKE 4500C-LBM 630 HS 
1 CONC OVERHEAD STOP 6-X36 630 RF 
1 AUTO. DOOR OPERATOR SW300  BM 
1 KICK PLATE K1050 203MM X SIZE TO SUIT B4E 

SA 
US32D RO 

1 ELECTROLYNX HARNESS (IN 
FRAME) 

QC-C1500P  MK 

1 BARRIER FREE RESTROOM 
CONTROL 

CX-WC13AXFM  ELEC/SEC 

1 CONCEALED DOOR POSITION 
SWITCH 

3287  SA 

1 MOHAIR DOOR SEALS PC350  PC350 
1 DOOR STRIKE EXTENDED LIP STRIKE PC350 OR 

SARGENT/82-0029 
 PC350/SA 

 
NOTES: DIVISION 26 TO PROVIDE; 120VAC POWER TO FRAME HEADER, FINAL CONNECTION OF AUTO DOOR 
OPERATOR, ALL BACK BOXES, AND CONDUIT WITH LOW-VOLTAGE WIRING. 
 
DOOR NORMALLY CLOSED, LATCHED AND OUTSIDE ACTUATOR LIGHT INDICATING GREEN. 
DOOR OPENED BY PUSHING ON DOOR OR PRESSING OUTSIDE ACTUATOR. ONCE DOOR IS FULLY CLOSED AND 
LATCHED PRESSING ON PUSH TO LOCK ACTUATOR WILL DISABLE OUTSIDE ACTUATOR CHANGING LIGHT FROM 
GREEN TO RED AND SECURING THE ELECTRIC STRIKE. EGRESS BY DEPRESSING ON INSIDE LEVER OR PUSHING 
INSIDE ACTUATOR.  
FREE EGRESS AT ALL TIMES. 
 
SET: 6.0 
DOORS: AC273-2, AC274, AC275, AC276 
DESCRIPTION: PC350 DOOR AND FRAME 
 

3 HINGE PC350  PC350 
1 OFFICE/ENTRY LOCK LC 8205 LNJ BSP SA 
1 CYLINDER C/W CMK & GMK TO MATCH EXISTING OWNERS 

STANDARDS C/W CAM AS REQ'D 
 UTSC 

1 CONCEALED CLOSER 3133 .H .693 LC 
1 WALL STOP 405 US26D RO 
1 MOHAIR DOOR SEALS PC350  PC350 
1 DOOR STRIKE EXTENDED LIP STRIKE PC350 OR 

SARGENT/82-0029 
 PC350/SA 

 

 
SET: 7.0 
DOORS: AC277, AC278, AC279, AC281, AC282, AC283 
DESCRIPTION: PC350 DOOR AND FRAME 
 

4 HINGE PC350  PC350 
1 CONCEALED CLOSER 3133 .H 689 LC 
1 WALL STOP 405 US26D RO 
2 DOOR PULLS PC350 30” DOOR PULL  PC350 
1 MOHAIR DOOR SEALS PC350  PC350 

 

 
SET: 8.0 
DOORS: AC284, AC285 
DESCRIPTION: PC350 DOOR AND FRAME 
 

4 HINGE PC350  PC350 
1 AUTO. DOOR OPERATOR SW300 BLK BM 
1 WALL STOP 405 BSP RO 
2 WIRELESS TOUCHLESS 

ACTUATOR 
CM-331/42  ELEC/SEC 

2 DOOR PULLS 30” PULL BY PC350  PC350 
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1 MOHAIR DOOR SEALS PC350  PC350 

 

 
SET: 9.0 
DOORS: AC385-1, AC290G 
DESCRIPTION: EXISTING DOOR AND FRAME 
 

4 HINGE PC350  PC350 
1 STOREROOM/CLOSET LOCK LC 8204 LNJ US32D SA 
1 CYLINDER C/W CMK & GMK TO MATCH EXISTING OWNERS 

STANDARDS C/W CAM AS REQ'D 
 UTSC 

1 ELECTRIC STRIKE 4500C-LBM 613 HS 
1 AUTO. DOOR OPERATOR SW300 BLK BM 
1 WALL STOP 405 BSP RO 
1 DOOR INTERFACE RELAY CX-12  ELEC/SEC 
1 ELECTROLYNX HARNESS (IN 

FRAME) 
QC-C1500P  MK 

1 CONCEALED DOOR POSITION 
SWITCH 

SARGENT 3287 DOOR STATUS 
SWITCH 

 ELEC/SEC 

1 REQUEST TO EXIT CM-RQE70 or IS-320BL  ELEC/SEC 
1 CARD READER HID iClass RW40 6141  ELEC/SEC 
1 CENTRALIZED POWER SUPPLY BY SECURITY PROVIDER  ELEC/SEC 
2 TOUCHLESS ACTUATOR CM-330/42  ELEC/SEC 
1 DOOR STRIKE EXTENDED LIP STRIKE PC350 OR 

SARGENT/82-0029 
 PC350/SA 

 
NOTES: DIVISION 26 TO PROVIDE; 120VAC POWER TO FRAME HEADER, FINAL CONNECTION OF AUTO DOOR 
OPERATOR, ALL BACK BOXES, AND CONDUIT WITH LOW-VOLTAGE WIRING. 
 
DESCRIPTION OF OPERATION: 
- ENTRY BY ACCESS CONTROL SYSTEM SCHEDULE OR PRESENTING AUTHORIZED CARD AT CARD READER OR BY 
MECHANICAL KEY OVERRIDE. 
- EXIT BY DEPRESSING ON INSIDE LEVER/PUSH PAD. FREE EGRESS AT ALL TIMES. 
- REQUEST TO EXIT MONITORING AND LATCH BOLT MONITOR. 
 
SET: 10.0 
DOORS: AC385B AC385B, AC385C, AC385-2 
DESCRIPTION:  
 

1 RE-USE  EXISTING HARDWARE AND 
MODIFY WHERE NECESSARY  

 EXISTING 
 

SET: 11.0 
DOORS:, AC286, AC290, AC290F 
DESCRIPTION: PC350 P2 DOOR AND 5.5 ELITE FRAME 
 

4 HINGE PC350 BLK PC350 
1 STOREROOM/CLOSET LOCK ADAMS RITE  4510 BSP SA 
1 CYLINDER C/W CMK & GMK TO MATCH EXISTING OWNERS 

STANDARDS C/W CAM AS REQ'D 
 UTSC 

1 ELECTRIC STRIKE 4500C-LBM 613 HS 
1 CONC OVERHEAD STOP 6-X36 BSP RF 
1 AUTO. DOOR OPERATOR SW300 BLK BM 
1 DOOR INTERFACE RELAY CX-12  ELEC/SEC 
1 ELECTROLYNX HARNESS (IN 

FRAME) 
QC-C1500P  MK 

1 CONCEALED DOOR POSITION 
SWITCH 

SARGENT 3287 DOOR STATUS 
SWITCH 

 ELEC/SEC 

1 REQUEST TO EXIT CM-RQE70 or IS-320BL  ELEC/SEC 
1 CARD READER HID iClass RW40 6141  ELEC/SEC 
1 CENTRALIZED POWER SUPPLY BY SECURITY PROVIDER  ELEC/SEC 
2 ACTUATOR CM-60  ELEC/SEC 
1 MOHAIR DOOR SEALS PC350  PC350 
2 DOOR PULLS PC350 30” DOOR PULL  PC350 
1 DOOR STRIKE EXTENDED LIP STRIKE PC350 OR 

SARGENT/82-0029 
 PC350/SA 

 

NOTES: DIVISION 26 TO PROVIDE; 120VAC POWER TO FRAME HEADER, FINAL CONNECTION OF AUTO DOOR 
OPERATOR, ALL BACK BOXES, AND CONDUIT WITH LOW-VOLTAGE WIRING. 
 
DESCRIPTION OF OPERATION: 
- ENTRY BY ACCESS CONTROL SYSTEM SCHEDULE OR PRESENTING AUTHORIZED CARD AT CARD READER OR BY 
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MECHANICAL KEY OVERRIDE. 
- NOT AN EXIT. PASSAGE ONLY  
- REQUEST TO EXIT MONITORING AND LATCH BOLT MONITOR. 
 


