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PLUMBING FIXTURE SCHEDULE
SERVICES
DESCRIPTION REMARKS
CwW HW WASTE VENT

WATER CLOSET (FLUSH VALVE) 25 - 75 40
WATER CLOSET (FLUSH TANK) 12 - 75 40
URINAL (FLUSH VALVE) 20 - 50 40
URINAL (FLUSH TANK) 12 - 40 32
LAVATORY 12 12 32 32
SHOWER 12 12 75 32
SERVICE SINK 12 12 75 40
DRINKING FOUNTAIN 12 - 32 32
SINKS 12 12 40 32
GROUP WASH FOUNTAIN 25 25 40 40
NOTES:

1. SIZING OF SUPPLIES INSIDE WASHROOM TO BE BASED ON 35 KPa PRESSURE

DROP PER 30m OF PIPE OR MAXIMUM VELOCITY OF 1.2 mps.
2. CONTRACTOR SHALL PROVIDE SHOP DRAWING OF PLUMBING AND DRAINAGE
INSIDE WASHROOM AREA FOR ALL WASHROOMS.
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Se = =
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m e
== ==

POCKET LOCK

COMPANION ANGLES
(CAULK OR GASKET)

ANGLE REINFORCED
POCKET LOCK

DUCT DIMENSION METAL GA. CONSTRUCTION METHODS
MAXIMUM SIZE U.S. STD. TRANSVERSE JOINTS AND REINFORCING
300mm AND LESS 26 GA.

325mm THRU 450mm 24 GA.

DRIVE SLIP, PLAIN "S" SLIP, OR
25mm POCKET LOCK ON 2400mm. CENTRES.

475mm THRU 750mm 24 GA.

HEMMED "S" SLIP, 25mm BAR SLIP, 256mm POCKET LOCK
ON 1200 CENTRES, OR ON 2400 CENTRES
WITH 25x25x3mm ANGLES ON CENTRE LINE BETWEEN.

775mm THRU 1080mm 22 GA.

25mm BAR SLIP, REINFORCED BAR SLIP 26mm POCKET
LOCK ON 1200 CENTRES, OR ON 2400 CENTRES
WITH 25x25x3mm ANGLES ON CENTRE LINE BETWEEN.

1100mm THRU 1375mm 22 GA.
|

1400mm THRU 1525mn‘1 20 GA.

40mm BAR SLIP, 40mm POCKET LOCK ON 1200 CENTRES,
OR ON 2400 CENTRES ITH 40x40x3mm ANGLES
ON CENTRE LINE BETWEEN.

1550mm THRU 2135mm| 20 GA.

40mm REINFORCED BAR SLIP, ANGLE SLIP OR ANGLE REINFORCED
POCKET LOCK, ON 1200 CENTRES WITH 40x40x3mm REINFORCING
ANGLES ON JOINTS & ON CENTRE LINE BETWEEN.

2150mm THRU 2440mm 18 GA.

COMPANION ANGLES, ANGLE SLIP OR ANGLE REINFORCED POCKET
LOCK, ON 1200mm CENTRES WITH 40x40x4mm COMPANION OR
REINFORCING ANGLES ON JOINTS & ON CENTRE LINE BETWEEN.

2450mm AND OVER 18 GA.

COMPANION ANGLES, ANGLE SLIP OR ANGLE REINFORCED POCKET
LOCK, ON 1200 CENTRES WITH 50x50x6mm COMPANION OR
REINFORCING ANGLES ON JOINTS & ON CENTRE LINE BETWEEN.
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D3501 / Scale: N.T.S.

(NOTE 3)

r
I
I
I
I

1

D %D

-

+

r

(NOTE 3)

(NOTE 3)

|

o}

NOTES:

r
I
I
I
I

=T

|

fo

)

ﬁ W/4 BUT
NO LESS
THAN
4"(100)

N
AIR FLOW [ %K
/ [ ——
W
——1
{r
|
3
AIRFLOW [ % ﬂﬂw
N
|
DOUBLE THICKNESS
TURNING VANES
L
g2
<
\‘\/\\/\hh
| [ [
[ .l
- I~ s~
> 1
| |

I

1. OMIT VOLUME DAMPERS ON RETURN AIR DUCT WORK.
2. DIMENSIONS IN BRACKETS IN MILLIMETERS.
3. DO NOT USE SPLITTER DAMPERS.

m LOW PRESSURE SUPPLY AND RETURN AIR DUCT TAKE-OFFS

CLIENT

CITY OF TORONTO

il ToronTo

Corporate Real Estate Management
Project Management Office
Metro Hall Toronto, ON
M5V 3C6

COPYRIGHT

This drawing has been prepared solely for the intended use, thus any reproduction

or distribution for any purpose other than authorized by IBI Group is forbidden.
Written dimensions shall have precedence over scaled dimensions. Contractors

shall verify and be responsible for all dimensions and conditions on the job, and IBI
Group shall be informed of any variations from the dimensions and conditions

shown on the drawing. Shop drawings shall be submitted to IBI Group for general

conformance before proceeding with fabrication.

IBI Group Professional Services (Canada) Inc.
is @ member of the 1Bl Group of companies

ISSUES
No. DESCRIPTION DATE
B |90% SUBMISSION 2021-04-12
C |ISSUED FOR PERMIT 2021-04-12
D |ISSUED FOR TENDER 2021-05-25

D3501 / Scale: N.T.S.

DRAIN LINE CONDENSATE DIRECTLY TO
FLOOR DRAIN.
FUNNEL TYPE
2. FOR SUPPLY HOSE SIZE
FLOOR DRAIN REFER TO MANUFACTURERS
INSTRUCTIONS.
TO SANITARY
SEWER
/"1 "\ IN DUCT HUMIDIFIER STEAM ELECTRODE TYPE
D3501 / Scale: N.T.S.
DIVIDING WALL
v OR PARTITION
WALL SLEEVE

DUCT

AN

SEAL AND CAULK
OPENING AROUND

<~

MIN. STRAIGHT LENGTH TO BE

e
N4
N
A B INTERNAL
CFM ACOUSTICAL
(MIN.) | (MIN.)
LINING
200 10" 10" 1" TH
400 16" 10" 1" TH
600 20" 12" 1" TH
800 20" 12" 1" TH
1000 20" 16" 1" TH

"Z" CONFIGURATION SHOWN.
DIMENSIONS SIMILAR FOR
"C" CONFIGURATION.

NOTE:

1. OPENING DIRECTIONS ARE
NONSPECIFIC. REFER TO
FLOOR PLANS.

/~4 "\ CROSS TALK SILENCER DETAIL

D3501 / Scale: N.T.S.

4xD or 1000mm WHICH EVER
o IS GREATER. DUCT DIMENSIONS
TO BE SAME AS BOX
VAV BOX OUTLET DIMENSIONS.
ACCESS ACOUSTIC
= | \ p HATCH LINING (25mm)
%9 ] | SEE FLOOR PLANS
o)) mn—
[7p] = Ef
REHEAT BD
colL RIGID DUCT
| SILENCER FLEX DUCT
DUCT SIZE (D) SAME AS (ASSA mEFSL'éiR
BOX INLET. MINIMUM NECK) MAXIMUM
4xD STRAIGHT RUN. LENGTH 3m.
S/A DIFFUSER
TYPICAL VAV
INSTALLATION DETAIL
(MSD-8108)

/"5 \TYPICAL VAV INSTALLATION DETAIL

D3501 / Scale: N.T.S.

CONSULTANTS

SEAL

PRIME CONSULTANT

I 1 1BIGROUP

175 Galaxy Blvd, Unit 100
Toronto, ON M9W 0C9, Canada
tel 416 679 1930 fax 416 675 4620
| | ibigroup.com

PROJECT TITLE

CITY OF TORONTO
ACCESSIBILITY UPGRADES

PROJECT ADDRESS

PROJECT NO:

122260

DRAWN BY: CHECKED BY:
K.DURUKAN B.LIAO
PROJECT MGR: APPROVED BY:
F.BOLOURIAN S.LIU

SHEET TITLE

HVAC DETAILS

C:\Users\bingxi.liao\Documents\REVIT2020\122260-TAU-G08-Details-R20_bingxi.liao.rvt

SHEET NUMBER ISSUE

G08-D3501 D

SCALE CHECK

1in

|10mm




2021-05-25 12:09:13 PM
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