1820-11, York Region Administrative Centre, 17250 Yonge St. Newmarket, 4th Floor Expansion, SM.dwg
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Please provide two, dedicated 120-volt, 15 amp duplex receptacles in the
selected room with adjacent 18" x 18" wall space in order to mount the
Network Control Panel and power supplies.
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GENERAL NOTES_RCP

CONSULT WITH THE ARCHITECT PRIOR TO THE START OF WORK WHERE AMBIGUITY EXISTS
BETWEEN THE BDRAWINGS AND SITE CONDITIONS
GC TO COMMUNICATE WITH ARCHITECT, THE CEILING DESIGN INTENT PRIOR TO SUPPLY/INSTALL
ARCHITECT TO APPROVE GRID LAYOUT PRIOR TO INSTALLATION OF ACOUSTIC CEILING TILE
PATCH, REPAIR, PAINT ALL EXISTING BULKHEADS AND GYPSUM CEILINGS THROUGHOUT THE SCOPE
OF WORK THAT HAVE BEEN DAMAGED AS A RESULT OF DEMOLITION
EXISTING BUILKHEAIS TO BE REPAIRED HAVE A 300MM ERGE TO RE INCLUBED IN
PATCH/REPAIR/PAINT WORK
ALL DIFFUSERS TO BE CUSTOM FRAMED WITH TBAR GRID AND FIT WITHIN THE ITS RESPECTIVE
LOCATION AS SHOWN ON PLAN
FINAL CEILING GRII PATTERN TO BE COORBINATED WITH CONSULTANT ON SITE
CONSULTANT SIGN-OFF ON GRIB PATTERN BESIGN PRIOR TO SUPPLY/INSTALL OF TBAR GRID
CONSULTANT SIGN-OFF ON GRIB LAYOUT PRIOR TO SUPPLY/INSTALL OF ACOUSTIC CEILING TILE
. CONTRACTOR TO PROVIBE A MOCK-UP SECTION OF T-BAR CEILING WITH DUCTWORK AND LIGHT
FIXTURES INSTALLED TO ENSURE ALL EQUIPMENT ABOVE T-BAR CEILING FITS. GENERAL
CONTRACTOR TO BEAR ALL COSTS IF MOBIFICATIONS OF THE CEILING ARE REQUIRED
11. PRIOR TO COMMENCING THE INSTALL OF THE NEW TBAR CEILING GC IS TO SITE VERIFY THAT THE
PLENUM SPACE IS HIGH ENOUGH TO ACCOMMODATE THE NEW MECHANICAL/ELECTRICAL SERVICES
LOCATED IN PLENUM SPACE. GC TO CREATE 'MOCK-UP' AND BEMONSTRATE TO CLIENT REQUIRED
CLEARANCE SPACE IN PLENUM CAN BE ACHIEVED PRIOR TO INSTALL OF DROP CEILING.
12. HEIGHT FROM FINISHED FLOOR TO UNBERSIDE OF CONCRETE SLAB ABOVE +-3300MM. GC TO SITE
VERIFY PRIOR TO THE START OF WORK
13. PATCH/REPAIR/PAINT EXISTING GYPSUM CEILINGS WHERE EXISTING POT LIGHTS ARE BEING
REMOVED®
14. REFER TO ELECTRICAL ENGINEER'S DRAWINGS/SPECS FOR LOCATION/SPECIFICATION OF ALL NEW
AND EXISTING LIGHT FIXTURES. ARCHITECT'S DRAWINGS RELATED TO NEW/EXISTING LIGHTING IS
FOR REFERENCE ONLY.
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TBENOTES AREA OUTSIDE OF CURRENT SCOPE OF WORK

DENOTES ROOM NAME/NUMBER

THNAME

= DBENOTES CEILING FINISH TAG

EXISTING WALLS

P-{ PARTITION TYPE. REFER TO A200 & A201 FOR SPEC

P-2 PARTITION TYPE, REFER TO A200 &A201 FOR SPEC

P-3 PARTITION TYPE . REFER TO A200 & A201 FOR SPEC

ACT{_NEW CUSTOM CUT ACOUSTIC CEILING AND TBAR GRID.
REFER TO SPEC PACKAGE FOR DETAILED SPECIFICATION

EXISTING GYPSUM CEILING TO REMAIN. PATCH AND REPAIR/PAINT
ALL GYPSUM CEILINGS INCLUDING GYPSUM BULKHEADS THAT HAVE
BEEN DAMAGED AS A RESULT OF PRIOR DEMOLITION

NEW GYPSUM CEILING. MATCH CEILING HEIGHT TO THAT OF EXISTING
ADJACENT GYPSUM CEILINGS. SITE VERIFY WITH ARCHITECT PRIOR
TO THE START OF WORK.

NEW LED LINEAR AND POT. REFER TO
ELECTRICAL ENGINEER'S DRAWINGS FOR SPEC

NEW SUSPENDED LINEAR LED IN MEET ROOM 4-88

EXISTING LIGHTS

KEYNOTES:

ALLOW FOR OPENING IN GYPSUM CEILING 1220X3660MM TO ACCOMMOATE 610Xt 220MM
t ACQUSTIC CEILING, REFER TO BETAIL 4/A600

Please provide two, dedicated 120-volt, 15 amp duplex receptacles in the
selected room with adjacent 18" x 18" wall space in order to mount the
Network Control Panel and power supplies.
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This section is based on the products manufactured by K.R. Moeller Associates Ltd.
as distributed by Environmental Acoustics Inc. located at

Attn: Jen Damiani

405 Brunel Road Mississauga, ON L4Z 1Z5 Canada

Tel (905) 238-1077 x2237 Fax (905) 238-9079

Email jdamiani@enviraco.com Web www.enviraco.com <http://www.logison.com/>
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Symbol Qty. Item Description Part Number
with Loudepeaker | [PHRCiw LA
10 ot O Lot gL
Eﬂrgzz}rzl;\letwork Hub PNH-x
Erei?\:\?o?lkpl-cl)vae[)nly PNH-xP
28 |T-1 Transducer Speaker T-1
E:rt]vevlork Control NCP-x
8 Power Supply PS-3
18 |36 éaiﬂ%zt;;bw CA2-18
25 |8 [Cable Assemby CA2-25
0|2 [Cable Assemby CA2-50
> Cable C,LLlscsteC)r:ﬂbly CAG->
18 ga(i)?g C,LLlscsteC)r:ﬂbly CAG-18
25 ga(i)?g C,LLlscsteC)r:ﬂbly CAG-25
>0 Cable %Ztgnrqbw CA6-50
100 ga%??‘liif&bw .
0' Power Line PL 18 - 2(min)
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17250 Yonge Street

Newmarket, ON

PROJECT NUMBER:

1820-11 Note: units and wiring
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