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152mm EXISTING 
CRAWL SPACE SLAB
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COORDINATE DOOR 
OPENING SIZE WITH 
ARCHITECTURAL 
DRAWING

DEMOLISH EXISTING SLAB AND PROVIDE NEW 
THICKENING BELOW WALL PER TYPICAL 
DETAIL 5/D2100, EXCEPT WHERE WALL IS 
ABOVE CRAWL SPACE, PROVIDE ADHESIVE 
DOWELS MATCHING VERTICAL 
REINFORCEMENT WITH 100mm EMBEDMENT 
AND 600mm LONG IN NEW WALL
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EXISTING CRAWL SPACE BELOW, 
DIMENSIONS PROVIDED ARE FOR 
REFERENCE ONLY AND SHALL BE 
FIELD VERIFIED BY THE 
CONTRACTOR

FOR SLAB DEMOLISHED FOR NEW 
DRAIN INSTALLATION, REPLACE 
WITH 152mm SLAB REINFORCED 
WITH 15M@300 EW CENTERED 
WITH ONE SIDE ADHESIVE 
DOWELED 150mm INTO EXISTING 
SLAB ON GRADE

152mm THICK CRAWL 
SPACE WALLS

152mm EXISTING S.O.G 
BELOW, EXCEPT AT 
CRAWL SPACE

3

S5900

4

S5900
JOIST DESIGNER TO 
PROVIDE ADDITIONAL 
FRAMING FOR OPENINGS 
IN ROOF FOR EXISTING 
AND NEW SERVICES. SEE 
MECHANICAL AND 
ELECTRICAL DRAWINGS. 
CONTRACTOR TO FIELD 
VERIFY EXISTING 
SERVICES

FIRST FLOOR 0 m

Steel Deck - 38x0.76mm

BAILEY

EXISTING SLAB ON 
GRADE 152mm

ANCHORED TO WALL
WITH 12.7mm Hilti
HAS + HY-270
ADHESIVE ANCHORS
@ 400mm SPACING MAX,
100mm MIN EMBEDMENT.

SEE NOTE 1
EXISTING BLOCK WALL
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L203X152X12.7 LLV

600S200-54
@406mm C/C MAX

EXISTING CONCRETE 
FOUNDATION WALL BELOW

PROVIDE 1 COURSE BOND 
BEAM WITH 2-15M ALL AROUND 
AT THE TOP MOST COURSE.
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FULLY GROUT CELLS 
WITH ANCHORS

FIRST FLOOR 0 m

EXISTING SLAB ON 
GRADE 152mm

EXISTING CONCRETE 
FOUNDATION WALL 
BELOW

3
0
0
0

PROVIDE 1 COURSE BOND 
BEAM WITH 2-15M ABOVE 
DOOR AND 200MM BEARING 
EACH SIDE

EXISTING WINDOW 
OPENING

PROVIDE 1 COURSE BOND 
BEAM WITH 2-15M ALL 
AROUND AT THE TOP MOST 
COURSE.
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L102x76x9.5 LLH
ANCHORED TO WALL WITH 
12.7mm HILTI HAS + HY-270 
ADHESIVE ANCHORS @ 400mm 
SPACING MAX, 100mm MIN 
EMBEDMENT

BLOCK WALL SCHEDULE

MARK BLOCK VERT. REINFORCING HORIZ. REINFORCING

W1 140mm 15M@ 600 C/C VERT EXTRA HEAVY DUTY REINF. IN JOINTS AT 400 C/C

REMARKS

1. WALL TO BE GROUTED AT REINFORCED CELLS

175 Galaxy Blvd, Unit 100
Toronto, ON M9W 0C9, Canada
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NEW WASHROOM PLAN

9119-19-0162 / IBI 122260

F. BOLOURIAN

G28-103-S5900

CITY OF TORONTO
ACCESSIBILITY UPGRADES

K. ANGER

G. POULOU T. MYSOREWALA

FIRE HALL NO. 227
1904 QUEEN ST. E.

S5900 Scale:  1 : 25

1 GROUND WASHROOM ENLARGED PLAN
S5900 Scale:  1 : 25

2 WASHROOM ROOF PLAN

NOTE:
1. JOISTS AND ASSOCIATEDCONNECTIONS AND 

ANCHORAGE SHALLBE DESIGNED AND 
STAMPED BY THECONTRACTOR'S 
PROFESSIONAL ENGINEER, LICENSED TO 
PRACTICE IN THE PROVINCEOF ONTARIO.

2. DESIGN LIVE LOAD FOR NEW WASHROOM
ROOF IS 1 kPa.

3. COORDINATE UNDERSIDE OF JOIST AND TOP 
OF WALL HEIGHTS WITH ARCHITECTURAL 
DRAWINGS.

4. SCAN AND MAP REINFORCEMENT IN EXISTING 
SLAB BEFORE DRILLING IN NEW DOWELS. DO 
NOT DAMAGE EXISTING REINFORCEMENT
WHEN INSTALLING NEW DOWELS. 

S5900 Scale:  1 : 25

3 SECTION
S5900 Scale:  1 : 25

4 SECTION

No. DESCRIPTION DATE

A 50% SUBMISSION 2021-09-23

B 90% SUBMISSION 2022-01-04

C ISSUED FOR PERMIT 2022-01-04

D ISSUED FOR PERMIT REV 1 2022-04-20

E ISSUED FOR TENDER 2022-11-01
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