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PLUMBING FIXTURE SCHEDULE
SERVICES
DESCRIPTION REMARKS
CW HW WASTE VENT

WATER CLOSET (FLUSH VALVE) 25 - 75 40
WATER CLOSET (FLUSH TANK) 12 - 75 40
URINAL (FLUSH VALVE) 20 - 50 40
URINAL (FLUSH TANK) 12 - 40 32
LAVATORY 12 12 32 32
SHOWER 12 12 75 32
SERVICE SINK 12 12 75 40
DRINKING FOUNTAIN 12 - 32 32
SINKS 12 12 40 32
GROUP WASH FOUNTAIN 25 25 40 40
NOTES:

1. SIZING OF SUPPLIES INSIDE WASHROOM TO BE BASED ON 35 KPa PRESSURE

DROP PER 30m OF PIPE OR MAXIMUM VELOCITY OF 1.2 mps.
2. CONTRACTOR SHALL PROVIDE SHOP DRAWING OF PLUMBING AND DRAINAGE
INSIDE WASHROOM AREA FOR ALL WASHROOMS.
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300mm AND LESS 26 GA. | DRIVE SLIP, PLAIN "S" SLIP, OR
325mm THRU 450mm 24 GA. 25mm POCKET LOCK ON 2400mm. CENTRES.
HEMMED "S" SLIP, 25mm BAR SLIP, 25mm POCKET LOCK
475mm THRU 750mm 24 GA. ON 1200 CENTRES, OR ON 2400 CENTRES
WITH 25x25x3mm ANGLES ON CENTRE LINE BETWEEN.
25mm BAR SLIP, REINFORCED BAR SLIP 25mm POCKET
775mm THRU 1080mm 22 GA. | L OCK ON 1200 CENTRES, OR ON 2400 CENTRES
WITH 25x25x3mm ANGLES ON CENTRE LINE BETWEEN.
1100mm THRU 1375mm 22 GA. | 40mm BAR SLIP, 40mm POCKET LOCK ON 1200 CENTRES,
: OR ON 2400 CENTRES ITH 40x40x3mm ANGLES
1400mm THRU 1525mm 20 GA. ON CENTRE LINE BETWEEN.
40mm REINFORCED BAR SLIP, ANGLE SLIP OR ANGLE REINFORCED
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ANGLES ON JOINTS & ON CENTRE LINE BETWEEN.
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2150mm THRU 2440mm| 18 GA. | LOCK, ON 1200mm CENTRES WITH 40x40x4mm COMPANION OR
REINFORCING ANGLES ON JOINTS & ON CENTRE LINE BETWEEN.
COMPANION ANGLES, ANGLE SLIP OR ANGLE REINFORCED POCKET
2450mm AND OVER 18 GA. | LOCK, ON 1200 CENTRES WITH 50x50x6mm COMPANION OR
REINFORCING ANGLES ON JOINTS & ON CENTRE LINE BETWEEN.
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TEMPERATURE CONTROL

OEM CONTROL MODULATES OUTDOOR AIR, RETURN AIR AND EXHAUST AIR DAMPERS IN AN AIR-ECONOMIZER CYCLE TO MAINTAIN SPACE AIR TEMPERATURE
SETPOINT. MECHANICAL COOLING SUPPLEMENTS THE ECONOMIZER COOLING AS REQUIRED

. SPACE AIR TEMPERATURE SETPOINT: 25°C

. ECONOMIZER CUTOFF TEMPERATURE SETPOINT > 18°C

WHEN RETURN AIR RELATIVE HUMIDITY LEVEL > 55%, STOP AIR-ECONOMIZER CYCLE, START MECHANICAL COOLING.

SYSTEM STOP
OPERATOR INITIATED OR BY OPERATING SCHEDULE.

ON COMMAND OR SCHEDULE STOP ESS, SUPPLY AND RETURN FANS STOP, OUTDOOR AIR AND EXHAUST DAMPERS CLOSE, AND RECIRCULATION DAMPER
OPENS.
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