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150mm MIN

POWDER COATED STEEL 38⌀ PIPE 
TOP RAIL

POWDER COATED STEEL 38⌀  
PIPE HANDRAIL

POWDER COATED STEEL 38⌀  
PIPE POST @ 1200MM O.C. MAX. 

EMBEDDED POST, 
CORE DRILLED AND 
EPOXY GROUTED

EMBEDDED POST, 
CORE DRILLED AND 
EPOXY GROUTED

NOTES:
• INTERIOR GUARDS AND HANDRAILS TO BE STEEL WITH POWDER COATED FINISH UNLESS NOTED OTHERWISE
• EXTERIOR GUARDS AND HANDRAILS TO BE GALVANIZED STEEL WITH POWDER COATED FINISH UNLESS NOTED OTHERWISE
• FOR ALL TACTILE INDICATOR, USE TA-1A - YELLOW COLOUR UNLESS OTHERWISE NOTED
• FOR ALL TEXTURE AND CONTRAST WARNING STRIP INTERIOR APPLICATION, USE TA-10 -YELLOW COLOUR UNLESS OTHERWISE NOTED
• FOR ALL TEXTURE AND CONTRAST WARNING STRIP EXTERIOR APPLICATION, USE TA-11, EXCEPT CAST IN PLACE EXTERIOR CONCRETE 

APPLICATION USE TA-12
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ELEVATION OF GUARDRAIL FOR RAMP AT GRADE DIFFERENCE MORE THAN 600 MM1
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SECTION OF GUARDRAIL FOR RAMP AT GRADE DIFFERENCE MORE THAN 600 MM2
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EXTERIOR AND INTERIOR APPLICATION
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150 mm

CENTER
BRAILLE INDICATES FLOOR 
LEVEL AND NUMBER ON TOP 
OF RAILING. SEE 10/D1405

150mm LONG YELLOW COLOUR 
WAYFINDING SIGN WITH BRAILLE AND 
25mm WIDE RED COLOUR ON EITHER 
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SIDE OF THE SIGN
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GYPSUM WALLBOARD

ZINC 
CONTROL 
JOINT

METAL STUD

M
A

X
.
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3
  
G

A
P

0.91 (20GA)
NOTCHED GALV.
METAL CLOSURE
SCREW TO DECK

16MM
GYPSUM BOARD

@ 400 O.C.

VARIES
METAL STUDS

PACK DECK FLUTES
WITH MINERAL WOOL
INSULATION

ULC LISTED 
SPRAY APPLIED 
SMOKE SEAL BOTH SIDES

20 GA GALV METAL
DEFLECTION TRACK
SCREW TO  DECK

TOP TRACK

PACK WITH MINERAL 
WOOL INSULATION

NOTE: 
PROVIDE CONT. METAL PLATE
WHERE WALL IS PARALLEL TO 
DECK FLUTES

1
5

2
5

2
55

0
2
5

2
5

4
0 2
5

GLASS FIBRE
BETWEEN FLUTES

CONT. METAL PLATE
1.2MM X 200W
(18GA X 8"W)
REQUIRED WHERE BOTTOM
OF METAL DECK FLUTE
IS NOT CENTERED 
OVER TOP TRACK

GLASS FIBRE
BETWEEN FLUTES

76 DEEP TOP TRACK
SECURED TO METAL DECK
OR METAL STRIP
@ 400 C/C

NOTE:
NO GYPSUM WALLBOARD 
SCREWS
INTO TOP TRACK

S
C

R
E

W
 S

P
A

C
IN

G

3
0
0
 C

/C
 T

Y
P

.

EXISTING METAL DECK
(FLOOR OR ROOF)
FLUTES SHOWN
PARALLEL
TO PARTITION

METAL CLOSURE
BOTH SIDES

GAP FOR BOTH
METAL STUD
& WALLBOARD
TO ALLOW FOR
DEFLECTION
(TYP.)

EXISTING METAL DECK
(FLOOR OR ROOF)
FLUTES SHOWN
PERPENDICULAR
TO PARTITION

METAL CLOSURE
BOTH SIDES

GYPSUM WALLBOARD
& METAL STUD FRAMING
REFER TO
PARTITION SCHEDULE
OR SECTION DETAILS

.

2
5

3
0

3
0

2
5

7
6

2
5

NOTE: ANCHOR TOP TRACK TO T-BAR WITH CLIPS OR FASTENERS DO NOT SCREW TO MAIN T's

FINISHED FLOOR

ACOUSTIC SEALANT

U/S OF SLAB OR DECK

PROVIDE ACOUSTIC SEALANT WHERE 
BAFFLE MEETS SURFACE

CLOSED CELL FOAM TAPE

51MM BATT INSULATION SOUND 
ATTENUATION BLANKET

CENTER PARTITION ON T-BAR 
UNLESS NOTED

2 SHEETS 1" RIGID 
INSULATION W/ FOIL 
BACKING.

FOIL TAPE ALL EXPOSED 
EDGES OF MINERAL WOOL 
INSULATION

FINISHED CEILING AS 
SPECIFIED

APPLIED BASE AS SPECIFIED

SINGLE LAYER 16MM GWB ONE SIDE 2 
12.7MM METAL STUDS AT 400MM O/C

CL
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CONTROL JOINT PLAN DETAIL - DRYWALL1
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HEAD DRYWALL FIRE RATED PARTITION3
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HEAD FULL HEIGHT DRYWALL PARTITION - NON RATED4
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DRYWALL - ACOUSTICAL TREATMENT ABOVE CEILING5
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FOAM ROD AND 
SEALANT 

PREFORMED CONTROL 
JOINT KEY

NOTE:
EXACT LOCATION OF CONTROL JOINT LOCATIONS 
TO BE CONFIRMED ON SITE BY CONTRACTOR
TYP.
REFER TO SPEC. FOR MINIMUM SPACING

VERTICAL REINFORCING
REFER STRUCT. DWGS.

CONC. BLOCK MASONRY

22ga PREPAINTED METAL 
CLOSURE BOTH SIDES

COMPRESSIBLE FILLER

METAL FLOOR OR ROOF DECK

2
5

DEFLECTION
ALLOWANCE

PROVIDE LATERAL SUPPORT FOR
MASONRY. REFER TO STRUCTURAL
DWGS.

6.4 MILD STEEL CLIP
WELDED TO BEAM OR
STRUT OR COLUMN

6.4 MILD STEEL CLIP
WELDED TO BEAM OR
STRUT OR COLUMN

6.4 GALV. STEEL
PLATE ANCHOR

6.4 GALV. STEEL
PLATE ANCHOR

LOCATE ANCHORS:
HORIZONTALLY - 2000 O.C.
TYP. (EXCEPT AS NOTED)
VERTICALLY - 400 O.C.

50

38

50

90
9.5

VARIES

VARIES

38

50

9.5

90

38

VARIES

ULC LISTED FIRE STOP
AND SMOKE SEAL
(TYP.)

CONCRETE
BLOCK WALL

EXISTING METAL DECK (FLOOR 
OR ROOF) FLUTES SHOWN 

PARALLEL TO PARTITION

1.2MM (16GA) CONT. 
METAL PLATE

CONT. FIRESTOP 
SEALANT BOTH SIDES

5
0

GAP FOR 
DEFLECTION

FOR LATERAL SUPPORT 
REFER TO STRUCTURAL 

FLEXIBLE DOVETAIL ANCHOR

DOVETAIL SLOT

COMPRESSIBLE MATERIAL

BRICK AND CONCRETE 
BLOCK WALL

PUSH ARM

EXISTING GYPSUM WALL BOARD. 
REFER TO FLOOR PLAN.

NEW 12mm FIRE-RETARDENT 
TREATED PLYWOOD FILLER 
PLATE. SAND, PAINT AND SEAL 
EXPOSED EDGES TO MATCH PT3 . 

AUTO DOOR OPERATOR 
FASTENED TO NEW 
PLYWOOD

EXISTING STUDS. TO BE SITE 
VERIFIED

FACE OF DOOR

MIN. 10 SCREWS IN A 
STAGGERED PATTERN, 
EQUALLY SPACED ACROSS 
THE FRAME WIDTH

PUSH ARM

GYPSUM WALL BOARD. 
REFER TO FLOOR PLAN.

NEW 12mm FIRE-RETARDENT TREATED 
PLYWOOD FILLER PLATE. SAND, PAINT 
AND SEAL EXPOSED EDGES TO MATCH 
PAINTED WALL.

AUTO DOOR OPERATOR 
FASTENED TO NEW PLYWOOD

GALVANIZED 18Ga SHEET METAL 
REINFORCEMENT SECURED TO 
METAL STUDS

STEEL STUDS. SIZES VARY 
REFER TO WALL TYPE

FACE OF DOOR
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CONC BLOCK CONTROL JOINT DETAIL1
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CONCRETE BLOCK TO CONCRETE METAL DECK2
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MASONRY ANCHOR DETAIL4
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WALL REINFORCEMENT DETAIL FOR DOOR OPERATOR AT EXISTING GB PARTITION7
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WALL REINFORCEMENT DETAIL FOR DOOR OPERATOR AT NEW GB PARTITION3
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HEARING DEVICE SIGN

2G

MAXIMUM 
CAPACITY 1136 KG 

OR 16 PERSONS

ONTARIO INSTALLATION 
6800

HOLD

OFF ON

FIRE FIGHTERS' 
OPERATION 
SYSTEME DE 

SECOURS SPECIAL

CALL RECEIVED - WHEN FLASHING

HELP ALARM

ALARM BUTTON

HELP BUTTON

DOOR OPEN & CLOSE BUTTON

GROUND FLOOR BUTTON

SECOND FLOOR BUTTON

SQUARE FLUSH MOUNTED 
TACTILE WITH SYMBOL & BRAILLE

FIREHAT VANISHING 
INDICATOR

FIRE SERVICE PHASE 
2 KEY SWITCH

ACCESS KEY SWITCH

TWO WAY COMMUNICATION 
AND HAND FREE SPEAKER 
SYSTEM

CALL RECEIVED WHEN 
FLASHING INDICATOR  LIGHT

FLUSH MOUNT EMERGENCY 
LIGHT UNIT

CAR OPERATING PANEL

CAPACITY VARIES BASED 
ON THE BUILDING 

MIN. NUMERICAL HEIGHT
SANS SERIF FONT

1
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5
0

8
9
0

1
6
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ADDITIONAL FLOORS AS APPLICABLE

19mm MIN
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5
0

8
5
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MIRROR MIRROR

WALL FINISH AS SPECIFIED FRONT ELEVATION
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5
0

70
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5
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5
0
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A
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JAMB MOUNTED 
TACTILE WITH 

BRAILLE

DOOR JAMB MOUNT SIGN

1
0
0
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FFL

FIREFIGHTER'S OPERATION

TO REVALL ELEVATORS INSERT 

FIRE KEY AND TURN TO 'ON'
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RESET ON

FIRE RECALL HOISTWAY ACCESS

DN UP

PASSENGER 
ASSISTANCE INTERCOM

HELP

2
0
0

1
5
0

2
6
0

FFL

ELEVATOR DOOR

TWO WAY 
COMMUNICATION AND 
HAND FREE SPEAKER 
SYSTEM

HELP BUTTON

FIREHAT VANISHING 
INDICATOR

FIRE SERVICE PHASE 
2 KEY SWITCH

UP & DOWN ELEVATOR 
CALL BUTTON

SQUARE FLUSH MOUNTED TACTILE 
WITH 'UP' SYMBOL & BRAILLE

SQUARE FLUSH 
MOUNTED TACTILE WITH 
SYMBOL & BRAILLE
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PROVIDE METAL STUD
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FINISHED CEILING
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EXTENDED TO U/S OF 
STRUCT. CONC. CEILING

MECH. FASTEN TOP
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GROUP 28 BUILDINGS

GENERAL SPECIFICATIONS

          D1901

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
1234567890

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
1234567890

UNIVERS - CONDENSED
Base font used throughout the
signage for the City of Toronto 

UNIVERS - BOLD CONDENSED
Used for numeric identifiers, 
eg: Stairwell IDs or Building 
Street Number   

GRADE 1 BRAILLE  

ABCDEFGHIJKLM-

NOPQRSTUVWXYZ

abcdefghijklmnopqrstuvwxyz

CITY OF TORONTO BLUE

Pantone 647C
Matthews Acrylic:
MP-11183 Franco Blue
Semi-Gloss Finish

Vinyl
Avery SC95750
Opaque Interstate Blue
 

BRUSHED ALUMINUM OR SILVER

Pantone 877C
Gripguard Plus 085642
Brushed Aluminum
Semi-Gloss Finish

Vinyl
3M 180C-220
Opaque Light Silver
Metallic Vinyl 

WHITE

Matthews Acrylic:
MP-32071 White Wonder
Semi-Gloss Finish

Vinyl
3M7725-20
Opaque Matte White

Elevator

Men
Washroom

Universal
Washroom

Men/Women
Washroom

Women
Washroom

Accessible

Parent
Room

City of Toronto Signage Standard Arrows

Servery Cafeteria Telephone Copy Room
Photocopier

Meeting
Room

Staff
Directory

Stairs Up
on the

Lowest Level

Stairs Stairs Down
on the

Top Level

Escalator

Accessible
Women

Washroom
w/Baby Change

Accessible
Men/Women
Washroom

w/Baby Change

Accessible
Universal
Washroom

w/Baby Change

Women’s
Lockers

Men/ Women
Lockers

Drinking
Fountain

Men’s
Lockers

Accessible
Men

Washroom
w/Baby Change

Accessible
Women

Washroom

Accessible
Men/Women
Washroom

Accessible
Men

Washroom

Freight
Elevator

Accessible
Universal
Washroom

Mail Room High Density
Filing Room

Female 
Washroom

Baby Change

Accessible
Men’s

Washroom
Changeroom

Accessible
Women’s

Washroom
Changeroom

+Shower +Shower

Changeroom

Parking

Information

Changeroom
+ Shower

+Shower

Accessible
Changeroom
+ Washroom

Coat Check

Accessible
Changeroom

+ Shower

Protect
in Place

Temporary
Waiting

Area

Accessible
Washroom

Changeroom
+Shower

WiFi
Service

Service
Pet Only

Accessible
w/ Colour

GENTLE GRAY

Matthews Acrylic
MP-07596
Semi-Gloss Finish

 

BLACK

TOP VIEW

H1.1: AMENITY ID
SCALE: 1:4
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11 mm 168 mm

1
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10 mm 22 mm 10 mm

Grade 1 Braille, colour to match background

Tactile message silkscreened in Black Semi-Gloss 
Finish on the 1st surface

Tactile picto silkscreened in Black 

10mm thick Novacryl panel (PT-236-NGC) with 
tactile picto, message & braille. In MP-07596 
Gentle Gray Semi-Gloss Finish

Sign mounted on wall surface with 3M D-S Clear 
Silicone Mounting Tape & Silicone

10 x 10mm MP-07596 Gentle Gray Semi-Gloss 
FinishBar on both ends to match sign wall

E2.1: ROOM ID - WITH BRAILLE
SCALE 1:4

TOP VIEW

1
0

 m
m

1
9

 m
m

10 x 10mm MP-07596 Gentle Gray 
Semi-Gloss Finish Bar on both ends 

Grade 1 Braille, colour to match background.

255 mm

275 mm

1
0

 m
m

5
4

 m
m

10 mm 10 mm

7
 m

m

10 mm

TOP VIEW

2
 m

m

195 mm

2
5

1
 m

m

2 mm

Sign mounted on interior Door surface with 3M D/S Clear 
Silicone Mounting Tape.

If mounted on Glass Surface:
apply same size MP-07596 Gentle Gray Semi-Gloss Finish 
on the 1st surface of glass before applying sign on top. Sign 
mounted on vinyl surface with 3M D/S VHB Foam Tape. Do 
not use Silicone.

SIDE VIEW

SIDE VIEW

SIDE VIEW

10mm

2
7

0
 m

m

210 mm

1
0

 m
m

10 mm 10 mm

10mm thick Novacryl panel (PT-236-NGC) with 
tactile picto, message & braille. In MP-07596 
Gentle Gray Semi-Gloss Finish

Tactile picto silkscreened in MP-07596 Gentle 
Gray Semi-Gloss Finish

TYPICAL TORONTO POLICE SERVICE STANDARDS

Note:
Typical colours for all Toronto Police 
Service Standards building upgrades.

195 mm

South Entrance

J4.2: ACCESSIBLE ENTRANCE ID - EXTERIOR
SCALE 1:2
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2
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CL Of Sign Face And All
Graphic Characters

20 mm 155 mm 20 mm

2mm thick zinc panel (PT-236-NGC) with tactile 
picto, message & braille. 
Surface and returns painted in Matthews Paint 
MP-11183 Franco Blue Semi-gloss Finish.
Sign mounted on exterior door surface with 3M 
D/S Exterior Mounting Tape and Silicone.

Tactile graphics, message and line painted in 
MP-32071 White Wonder Semi-Gloss Finish on 
the 1st surface.

Do not use STAMP PAINT for Exterior sign, have 
to be painted.

Grade 1 Braille, colour to match 
background.
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B1.1: DIRECTIONAL SIGNAGE

          D1902

Public Health

Health Clinic

Child Care

Elevator

Washrooms

B1.1: DIRECTIONAL - 5 LINE
SCALE 1:4

TOP VIEW
SCALE 1:4

SIDE VIEW
SCALE 1:4
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TYPICAL ELEVATION
SCALE 1:25

25 mm

6 mm20 mm

10 mm

Single sided 10mm thick 'SintraTM' panel attached
to existing building with heavy duty VHB tape and/or 
silicone and ready to take:
- Sickens 'Gripguard Plus' 085642 - Brushed Aluminum 
paint finish over vertical edges (10mm wide continued 
over top, bottom and vertical side edges)
- Surface and returns painted in MP-11183 Franco Blue 
Semi-Gloss Finish.
- White silkscreened sign message characters applied on 
first surface, as shown.

Typical White silkscreened characters 
applied on first surface, as shown.

NOTE 1: Typical, 6mm high band (between two 3mm 
typical “V” grooves). This configuration ALWAYS occurs 
between and separates two consecutive groups
of message lines with directional arrows pointing to 
different directions.
Typical band finish to match MP-11183 Franco Blue 
Semi-Gloss Finish.

SIGN MESSAGE NOTE: Overall height of signs type B1.1 
varies by location, depending on the number of message 
lines and separation bands of each specific sign (number 
of message line combinations for different signs type 
B1.1 spans between 2 and 8 lines). See ‘Note 1’ above 
and Sign Message Schedule for complete messaging 
details on all signs.

Typical 3mm. wide x 3mm. deep x 560mm. long “V” 
grooves finish to match MP-11183 Franco Blue 
Semi-Gloss Finish.

PUMPERNICKLE

Matthews Acrylic
MP-06179 
Semi-Gloss Finish

 

BLACK

TOP VIEW

H1.1: AMENITY ID
SCALE: 1:4
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11 mm 168 mm
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10 mm 22 mm 10 mm

Grade 1 Braille, colour to match background

Tactile message silkscreened in MP-32071 White 
Wonder matte finish on the 1st surface

Tactile picto silkscreened in MP-06179 
Pumpernickle Semi-Gloss Finish

10mm thick Novacryl panel (PT-236-NGC) In 
MP-06179 Pumpernickle Semi-Gloss Finish

Sign mounted on wall surface with 3M D-S Clear 
Silicone Mounting Tape & Silicone

10 x 10mm silver bars on both ends painted in 
Gripguard Plus 085642 brushed aluminum matte 
finish

E2.1: ROOM ID - WITH BRAILLE
SCALE 1:4

TOP VIEW

2
2

 m
m

1
9

 m
m

10 x 10mm silver bars on both ends 
painted in Gripguard Plus 085642 brushed 
aluminum matte finish

Grade 1 Braille, colour to match background.

255 mm

275 mm
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10 mm 20 mm 10 mm
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10 mm

TOP VIEW

2
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195 mm

2
5

1
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2 mm

Sign mounted on interior Door surface with 3M D/S Clear 
Silicone Mounting Tape.

If mounted on Glass Surface:
apply same size MP-06179 Pumpernickle Semi-Gloss Finish 
on the 1st surface of glass before applying sign on top. Sign 
mounted on vinyl surface with 3M D/S VHB Foam Tape. Do 
not use Silicone.

SIDE VIEW

SIDE VIEW

SIDE VIEW

10mm

2
7

0
 m

m

210 mm

1
0

 m
m

10 mm 10 mm

10mm thick Novacryl panel (PT-236-NGC) with 
tactile message & braille. In MP-06179 
Pumpernickle Semi-Gloss Finish

Tactile message silkscreened in MP-32071 White 
Wonder matte finish on the 1st surface.

TYPICAL TORONTO ARCHIVES BUILDING STANDARDS

Note:
Typical colours for Toronto Archives 
Building Standards building upgrades.

Coatroom

168mm x 168mm Inside area painted area in 
MP-32071 White Wonder Semi-Gloss Finish

195 mm

South Entrance
South Entrance

J4.2: ACCESSIBLE ENTRANCE ID - EXTERIOR
SCALE 1:2
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CL Of Sign Face And All
Graphic Characters

20 mm 155 mm 20 mm

2mm thick zinc panel (PT-236-NGC) with tactile 
picto, message & braille. 
Surface and returns painted in Matthews Paint 
MP-06179 Pumpernickle Semi-Gloss Finish.
Sign mounted on exterior door surface with 3M 
D/S Exterior Mounting Tape and Silicone.

Tactile graphics, message and line painted in 
MP-32071 White Wonder Semi-Gloss Finish on 
the 1st surface.

Do not use STAMP PAINT for Exterior sign, have 
to be painted.

Grade 1 Braille, colour to match 
background.
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E2: ROOM ID

          D1903

E2.1: ROOM ID - WITH BRAILLE
SCALE 1:2

TOP VIEW
SCALE 1:2

SIDE VIEW
SCALE 1:2
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255 mm

275 mm
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Sign mounted on interior Door surface with 
3M D/S Clear Silicone Mounting Tape.

If mounted on Glass Surface:
apply same size Avery SC9575O Opaque 
Interstate Blue Vinyl on the 1st surface of 
glass before applying sign on top. Sign 
mounted on vinyl surface with 3M D/S 
VHB Foam Tape. Do not use Silicone.

10mm thick Novacryl panel 
(PT-236-NGC) with tactile picto, 
message & braille. Surface and returns 
painted in MP-11183 Franco Blue 
Semi-Gloss Finish.

10 x 10mm Silver Bar on both ends 
painted in Gripguard Plus 085642 
Brushed Aluminum Semi-Gloss Finish.

Grade 1 Braille, colour to 
match background.

Tactile picto and message silkscreened 
in MP-32071 White Wonder 
Semi-Gloss Finish on the 1st surface.

Mechanical Room
Janitor

1-on-1 Meeting Room
Multipurpose Room Privacy film applied

on the 2nd surface

C

TYPICAL ELEVATION
SCALE 1:25

TYPICAL ELEVATION - GLASS DOOR INSTALLATION
SCALE 1:25
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Sign on the 1st surface with vinyl backer 
align with the privacy film at one end at 
the back 13” or 330mm away from the 
door frame (inside)

140 mm

VARIATIONS
SCALE 1:3

IT Room Lunchroom Janitor Room Meeting Room

Mechanical Room Computer Lab Multipurpose Room

VARIATIONS
SCALE 1:3

E2.2: 2 LINE ROOM ID - WITH BRAILLE
SCALE 1:2

TOP VIEW
SCALE 1:2

SIDE VIEW
SCALE 1:2
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10 mm

Sign mounted on interior Door surface with 
3M D/S Clear Silicone Mounting Tape.

If mounted on Glass Surface:
apply same size Avery SC9575O Opaque 
Interstate Blue Vinyl on the 1st surface of 
glass before applying sign on top. Sign 
mounted on vinyl surface with 3M D/S 
VHB Foam Tape. Do not use Silicone.

10mm thick Novacryl panel 
(PT-236-NGC) with tactile picto, 
message & braille. Surface and returns 
painted in MP-11183 Franco Blue 
Semi-Gloss Finish.

10 x 10mm Silver Bar on both ends 
painted in Gripguard Plus 085642 
Brushed Aluminum Semi-Gloss Finish.

Grade 1 Braille, colour to 
match background.

Tactile picto and message silkscreened 
in MP-32071 White Wonder 
Semi-Gloss Finish on the 1st surface.

Privacy film applied
on the 2nd surface

C

C

TYPICAL ELEVATION
SCALE 1:25

TYPICAL ELEVATION - GLASS DOOR INSTALLATION
SCALE 1:25

Sign on the 1st surface with vinyl backer 
align with the privacy film at one end at 
the back 13” or 330mm away from the 
door frame (inside)
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140 mm

VARIATIONS
SCALE 1:3

Mail Room /
Business Centre

I.T Room /
Mechanical Room

Meeting Room
Name

VARIATIONS
SCALE 1:3

Telephone /
Electrical Room

Servery /
Business Centre

Elevator Machine
Room
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E4: INSERT HOLDER

          D1904

E4: INSERT HOLDERS
SCALE 1:2

TOP VIEW
SCALE 1:2

SECTION VIEW
WITHOUT INSERT
SCALE 1:2

SECTION VIEW
WITH INSERT
SCALE 1:2

1
0

 m
m

1
9

 m
m

Sign mounted on interior Door surface with 
3M D/S Clear Silicone Mounting Tape.

If mounted on Glass Surface:
apply White Vinyl 275mmW x 109mmH on 
the 1st surface of glass before applying 
sign on top. Sign mounted on vinyl surface 
with 3M D/S VHB Foam Tape. Do not use 
Silicone.

U-Channel Insert Bar with the bottom 
end sealed as stopper. All sides and 
surface painted in Gripguard Plus 
085642 Brushed Aluminum Semi-gloss 
Finish.
Keep 255mm between left and right 
insert bars.

10 mm

262 mm

275 mm

BOTTOM VIEW
SCALE 1:2

INSTALLATION DETAILS
SCALE 1:5

Insert:
2pcs of 1.5mm thick non-glare acrylic 
plaques to keep Black and White Laser 
Print in between. 
U-Channel Insert Bar with the bottom 
end sealed as stopper. All sides and 
surface painted in Gripguard Plus 
085642 Brushed Aluminum Semi-gloss 
Finish.

1
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10 mm

1
0
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m

Install both ends with 255mm
away from each other

Inserts:
1)1.5mm thick acrylic plate
2) B/W laser Print
3) 1.5mm thick acrylic plate

5
4

 m
m

Mechanical Room

Executive Office
Multipurpose Room Privacy film

 applied on 
the 2nd 
surface

C

TYPICAL ELEVATION
SCALE 1:25

TYPICAL ELEVATION - GLASS DOOR INSTALLATION
SCALE 1:25
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Sign on the 1st surface with white vinyl 
backer 75mm above tactile signage or 
1680mm on center A.F.F. One end at the 
back 13” or 330mm away from the door 
frame (inside). 

140 mm

7
5
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m

Staff Name
Supervisor

Staff Name
Supervisor

Staff Name
Supervisor

Executive Office
Janitor

Staff Name
Supervisor
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          D1905

H1.1: AMENITY ID

Women
Women

H1.1: AMENITY ID
SCALE 1:2

TOP VIEW
SCALE 1:2

SIDE VIEW
SCALE 1:2

10mm thick Novacryl panel 
(PT-236-NGC) with tactile picto, 
message & braille. Surface and returns 
painted in MP-11183 Franco Blue 
Semi-Gloss Finish.

Sign mounted on wall surface with 3M 
D-S Clear Silicone Mounting Tape & 
Silicone.

10 x 10mm Silver Bar on both ends 
painted in Gripguard Plus 085642 
Brushed Aluminum Semi-Gloss Finish.

Grade 1 Braille, colour to 
match background.

Tactile message silkscreened in 
MP-32071 White Wonder Semi-Gloss 
Finish on the 1st surface.

Tactile picto silkscreened in MP-11183 
Franco Blue Semi-Gloss Finish.

168mm x 168mm Inside area painted 
area in MP-32071 White Wonder 
Semi-Gloss Finish

210 mm

11 mm
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TYPICAL ELEVATION
SCALE 1:25
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Men
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Washroom
Women

VARIATIONS
SCALE 1:3

VARIATIONS
SCALE 1:3

Lockers
Women

Men
Women

Women
Women

Washroom
Women

Changeroom
Women

Men’s Lockers
Women

Temporary 
Waiting Area
Women

Temporary 
Waiting Area
Women

H1.1: AMENITY ID - ALTERNATE DOUBLE LINE
SCALE 1:2

TOP VIEW
SCALE 1:2

SIDE VIEW
SCALE 1:2
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10mm thick Novacryl panel 
(PT-236-NGC) with tactile picto, 
message & braille. Surface and returns 
painted in MP-11183 Franco Blue 
Semi-Gloss Finish.

Sign mounted on wall surface with 3M 
D-S Clear Silicone Mounting Tape & 
Silicone.

10 x 10mm Silver Bar on both ends 
painted in Gripguard Plus 085642 
Brushed Aluminum Semi-Gloss Finish.

Grade 1 Braille, colour to 
match background.

Tactile message silkscreened in 
MP-32071 White Wonder Semi-Gloss 
Finish on the 1st surface.

Tactile picto silkscreened in MP-11183 
Franco Blue Semi-Gloss Finish.

168mm x 168mm Inside area painted 
area in MP-32071 White Wonder 
Semi-Gloss Finish

TYPICAL ELEVATION
SCALE 1:25
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Protect 
in Place
Women

VARIATIONS
SCALE 1:3

Men’s 
Changeroom 

Women’s
Lockers
Women

Drinking
Fountain
Women

Women’s 
Changeroom 

Emergency 
Telephone
Women Women Women

Men’s 
Shower
Women

Accessible
Lift
LIFT
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          D1906

H2.1:PROJECTING AMENITY 
ID

TYPICAL ELEVATION
SCALE 1:25
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(4) 1/4" C/S Toggle bolts into existing 
drywall (TBC). Heads painted to match.

6mm (1/4") thick Aluminum Wall Plate 
Painted in Gripguard Plus 085642 
Brushed Aluminum.
C/W (2) grooves to accept aluminum 
support bracket - welded through plate.

(2) 6mm thick Sintra panels, attached 
back to back to 6mm thick Aluminum 
bracket.

H2.1: PROJECTING AMENITY ID
SCALE 1:2

SIDE VIEW
SCALE 1:2

TOP VIEW
SCALE 1:2

245 mm

(Aluminum Bracket)
35 mm 10 mm

6 mm

Elevators3
7
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25 mm 25 mm

6 mm 6 mm

18 mm
1

6
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3M 7725-20 Opaque Matte White 
Vinyl Letters applied to both sign 
faces.

3M 7725-20 Opaque Matte White 
Vinyl with knocked-out graphics 
applied to both sign faces.

(2) 6mm thick ‘Sintra panels, attached 
back to back to the 6mm thick 
Aluminum wall bracket, as shown.

Paint sign face (230mm wide 
continued over top & bottom) in 
Matthews Paint Semi-Gloss Finish 
MP-11183 Franco Blue.

Vertical edges (10mm wide continued 
over top, bottom and vertical edges) 
painted in Gripguard Plus 085642 
Brushed Aluminum Semi-Gloss Finish.
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Elevators

VARIATIONS
SCALE 1:4

Men Women Washroom
Protect  
in Place
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J4: ACCESSIBLE ENTRANCE

          D1907
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20 mm 155 mm 20 mm

2mm thick zinc panel (PT-236-NGC) with tactile 
picto, message & braille. 
Surface and returns painted in Matthews Paint 
MP-11183 Franco Blue Semi-gloss Finish.
Sign mounted on exterior door surface with 3M 
D/S Exterior Mounting Tape and Silicone.

Tactile graphics, message and line painted in 
MP-32071 White Wonder Semi-Gloss Finish on 
the 1st surface.

Do not use STAMP PAINT for Exterior sign, have 
to be painted.

Grade 1 Braille, colour to match back-
ground.

J4.2: ACCESSIBLE ENTRANCE ID - EXTERIOR
SCALE 1:2

L Of Sign Face And All
Graphic Characters

South Entrance
South Entrance

TOP VIEW
SCALE 1:2

SIDE VIEW
SCALE 1:2
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TYPICAL ELEVATION
SCALE 1:25

195 mm

South West
Entrance
South Entrance
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2 mm

2mm thick zinc panel (PT-236-NGC) with tactile 
picto, message & braille. 
Surface and returns painted in Matthews Paint 
MP-11183 Franco Blue Semi-gloss Finish.
Sign mounted on exterior door surface with 3M 
D/S Exterior Mounting Tape and Silicone.

Tactile graphics, message and line painted in 
MP-32071 White Wonder Semi-Gloss Finish on 
the 1st surface.

Do not use STAMP PAINT for Exterior sign, have 
to be painted.

Grade 1 Braille, colour to match back-
ground.

J4.2: ACCESSIBLE ENTRANCE ID - EXTERIOR
SCALE 1:2
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CL Of Sign Face And All
Graphic Characters

20 mm 155 mm 20 mm

South West
Entrance
South Entrance

TOP VIEW
SCALE 1:2

SIDE VIEW
SCALE 1:2
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TYPICAL ELEVATION
SCALE 1:25

VARIATIONS
SCALE 1:3

North Entrance
South Entrance

East Entrance
South Entrance

West Entrance
South Entrance

Main Entrance
South Entrance

Staff Entrance
South Entrance

VARIATIONS
SCALE 1:3

North West
Entrance
South Entrance
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S1: STAIR ID

          D1908

T
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Floor 1

Stairwell
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S1.1: STAIR ID - INSIDE STAIRWELL
SCALE 1:2

TOP VIEW
SCALE 1:2
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SIDE VIEW
SCALE 1:2

Tactile message and line silkscreened 
in MP-32071 White Wonder 
Semi-Gloss Finish on the 1st surface.

Grade 1 Braille, colour to match 
background.

10mm thick Novacryl panel 
(PT-236-NGC) with tactile picto, 
message & braille. Surface and 
returns painted in MP-11183 Franco 
Blue Semi-Gloss Finish.

Sign mounted on wall surface with 
3M D/S Clear Silicone Mounting Tape 
& Silicone.

10 mm
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TYPICAL ELEVATION
SCALE 1:25
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S1.3: STAIR ID - ROOF EXIT, INSIDE STAIRWELL
SCALE 1:2 

TOP VIEW
SCALE 1:2

SIDE VIEW
SCALE 1:2
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Tactile message and line silkscreened 
in MP-32071 White Wonder 
Semi-Gloss Finish on the 1st surface.

Grade 1 Braille, colour to match 
background.

10mm thick Novacryl panel 
(PT-236-NGC) with tactile picto, 
message & braille. Surface and 
returns painted in MP-11183 Franco 
Blue Semi-Gloss Finish.

Sign mounted on wall surface with 
3M D/S Clear Silicone Mounting Tape 
& Silicone.
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S1.2: STAIR ID - CORRIDOR SIDE (ENTRANCE TO STAIRWELL)
SCALE 1:2
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SIDE VIEW
SCALE 1:2
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10mm thick Novacryl panel (PT-236-NGC) 
with tactile picto, message & braille.
Surface and returns painted in MP-11183 
Franco Blue Semi-Gloss Finish.

Sign mounted on wall surface with 3M D/S 
Clear Silicone Mounting Tape & Silicone.

Grade 1 Braille, colour to 
match background.

Tactile graphics, message and line 
silkscreened in MP-32071 White Wonder 
Semi-Gloss Finish on the 1st surface.
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S1.4: STAIR ID - EXTERIOR DOOR
SCALE 1:2 2
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2mm thick ZINC panel (PT-236-NGC) with 
tactile picto, message & braille. 
Surface and returns painted in Matthews 
Paint MP-11183 Franco Blue Semi-gloss 
Finish.
Sign mounted on exterior door surface 
with 3M D/S Exterior Mounting Tape and 
Silicone.

Grade 1 Braille, colour to 
match background.

Tactile graphics, message and line painted 
in MP-32071 White Wonder Semi-Gloss 
Finish on the 1st surface.

Do not use STAMP PAINT for Exterior sign, 
have to be painted.

SIDE VIEW
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