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DO NOT SCALE THIS DRAWING.

CONTRACTOR TO VERIFY ALL MEASUREMENTS ON SITE AND REPORT
ANY DISCREPANCIES TO THE DESIGNER PRIOR TO PROCEEDING.

ALL DRAWINGS REMAIN THE PROPERTY OF COMLEY VAN BRUSSEL
DESIGN. ALL PREVIOUS ISSUES OF THIS DRAWING ARE SUPERCEDED.
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01  client review 31Aug.23 dly
02  client review 11Sep.23 dly
03  permit 270ct.23  dly
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05  client review 17Jan.24  fh
06  budget pricing 12Feb.24 dly
07  engineer coord 12Feb.24 fh
08  budget pricing r1 16Feb.24 fth
09  engineer coord 28Feb.24 fh
10  client review 04Mar.24 fh
11 client review 07Mar.24  fh
12 engineer coord 27Mar.24  fh
13 client review 03Apr.24  fh
14 client review 05Apr.24 fh
15 tender 11Apr.24  fh
16 engineer coord 15Apr.24  fh
REVISIONS
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2600 skymark avenue building 8, suite 101

WHERE REMOVAL OF FURNITURE WALL FEED, CONTRACTOR TO REMOVE CONDUIT FROM
COLUMNS. REFER TO DEMOLITION PLAN ID1

POWER & COMMUNICATIONS : NOTES

EXISTING CARD READER TO BE RE-ACTIVATED

THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL
CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS. EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE

DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

THIS DRAWING SHALL TAKE PRECEDENCE FOR LOCATION, ENGINEERING DRAWINGS TO TAKE

RELOCATED/NEW 'ON-AIR' LIGHTS

BOOKING PANEL

R DENOTES EXISTING TO BE REMOVED AND/OR RELOCATED
R $ SINGLE SWITCH TO BE WALL MOUNTED TO MATCH EXISTING HEIGHT, UNLESS NOTED DENOTES ELECTRIC STRIKE
- DENOTES EXISTING TO REMAIN OTHERWISE. '0A' DENOTES ON-AIR LIGHTS, 'UC' DENOTES UNDER CABINET LIGHT
'c DENOTES EXISTING TO BE CAPPED SYSTEM FURNITURE POWER POLE. REFER TO RCP PLAN FOR LOCATION:
LOCATION OF CEILING INCOMING FEED TO SYSTEMS FURNITURE INSCREEN ELECTRICS DENOTES CARD READER TO MATCH EXISTING OR RELOCATED
RL' DENOTES RELOCATED LOCATION AND CABLING FOR SYSTEMS FURNITURE INSCREEN VOICE/DATA. STANDARD FOR AN
CJpp | &WIRE SYSTEMS FURNITURE (3 CIRCUIT, 3 NEUTRALS, 1 GROUND, 1 ISOLATED GROUND - SENOTES VAG LOCK
= CONFIRM W/ SYSTEMS FURNITURE DEALER). SUPPLY 1 CIRCUIT PER 4 STATIONS FOR
(H) DENOTES DUPLEX ELECTRICAL RECEPTACLE, WALL MOUNTED @ 12" AF.F. COMPUTERS ONLY. STANDARD 2 VOIP UNLESS NOTED OTHERWISE, THUS #V. ALLOW FOR EE)LETRRXSTE(;“RG'NEERS DRAWINGS FOR CONDUIT LOCATION. PERMIT BY SECURITY
SUFFICIENT CABLE TO TERMINATE TO TARGET STATION
LOCATION OF WALL MOUNTED INCOMING FEED TO SYSTEMS FURNITURE INSCREEN
/ﬁf DENOTES DUPLEX ELECTRICAL, WALL MOUNTED @ SPECIFIED NON-STANDARD HEIGHT ELECTRICS AND COMMUNICATIONS. WALL MOUNT TO BE INSTALLED AT 8"AFF UNLESS AUDIO VISUAL LEGEND
NOTED OTHERWISE. STANDARD FOR AN 8-WIRE SYSTEMS FURNITURE (3 CIRCUIT, 3
@ NEUTRALS, 1 GROUND, 1 ISOLATED GROUND - CONFIRM W/ SYSTEMS FURNITURE DEALER).
DENOTES QUAD ELECTRICAL RECEPTACLE, WALL MOUNTED @ 12" A F.F. UNLESS NOTED SUPPLY 1 CIRCUIT PER 4 STATIONS FOR COMPUTERS ONLY. STANDARD 2 VOIP UNLESS DENOTES FLAT SCREEN MONITOR SUPPLIED BY OTHERS. MOUNTING HEIGHTS AND POWER
% OTHERWISE. NOTED OTHERWISE, THUS #V. REFER TO ENGINEER' DRAWINGS FOR CONDUIT SIZE. & COMMUNICATION REQUIREMENTS AS NOTED ON PLAN
ALLOW FOR SUFFICIENT CABLE TO TERMINATE TO TARGET STATION
CP DENOTES SINGLE POLE COPIER RECEPTACLE, SEPARATE CIRCUIT WALL MOUNT @ 12" PN FLUSH FLOOR MOUNTED DUPLEX CIRCUIT ELECTRICAL RECEPTACLE, 3 DATA
A.F.F. UNLESS OTHERWISE NOTED : LOCATION OF FLOOR MONUMENT TO BE CO-ORDINATED WITH FURNITURE INSTALLATION
DENOTES DATA OUTLET, WALL MOUNTED @ 12' AF F. UNLESS NOTED OTHERWISE. NEW AUTOMATIC DOOR OPERATORS TO BE SUPPLIED AND INSTALLED BY THIS
AN STANDARD 2 DATA UNLESS NOTED OTHERWISE, THUS #D ADO CONTRACTOR. REFER TO EI\;GINIT:ERSTDRAWINGS FOR CONDUIT LOCATION. REFER TO
/-\/\N
DENOTES DATA OUTLET, WALL MOUNTED WALL MOUNTED @ SPECIFIEDNON-STANDARD ( | NEW WIREMOLD - REFER TO ENGINEERS' DRAWINGS FOR SPECIFICATION
,K HEIGHT TO BE WHITE, INSTALLED ON THE WALL TIGHT TO FLOOR, ON TOP OF WALL BASE
O ON-ARR LIGHTS ‘ ™| DENOTES IN-CARPET CONNECTRAC. REFER TO ENGINEERS' DRAWINGS FOR
= /| SPECIFICATION. FINISH FOR TOP COVER AND RAMP TO BE SILVER STANDARD FINISH

SUPPLY AND INSTALL ADDITIONAL DUPLEX RECEPTACLE IF EXISTING IS ONLY DUPLEX, NOT
QUADRUPLEX RECEPTACL. CONTRACTOR TO CONFIRM WITH CONSULTANT WHETHER
EXISTING OUTLET LOCATIONS WORK WITH NEW FURNITURE SETTING

PROVIDE ELECTRICAL OUTLET REQUIRED FOR WATER FILTER MACHINE.
REFER TO ELECTRICAL DRAWING

UHOlGHOIGIOING

CONTRACTOR TO CONFIRM WITH CONSULTANT EXACT LOCATIONS OF OUTLETS

PRECEDENT FOR CIRCUITRY AND LIFE SAFETY CONSIDERATIONS.

ANY CORING, DRILLING OR CHASING OF SLABS IS TO BE DONE IN ACCORDANCE WITH THE LANDLORDS

CRITERIA AND AUTHORIZATION.

INACTIVE DEVICES: REMOVE ALL BLANK PLATED DEVICES C/W, BOXES/CONDUIT AND WIRING IN
LOCATIONS NOT TO BE REACTIVATED. PATCH AND REPAIR RESULTANT DAMAGE AS REQUIRED TO

ACCEPT NEW FINISHES.

ENSURE ALL 'EXISTING TO REMAIN' OUTLETS, WITHIN THE AREA OF WORK, ARE OPERATIONAL.

CONFIRM CIRCUITRY AND REPAIR OR REPLACE AS REQUIRED.

ALL 'EXISTING TO REMAIN' OUTLETS REQUIRE ALL EXISTING OUTLETS NOT SHOWN ARE TO REMAIN AS

IS.

ALL DIMENSIONS ARE TO THE CENTER OF THE RECEPTACLE, OR CENTER OF GANGED RECEPTACLES.

ADJACENT OUTLETS TO BE GANGED C/W COMMON COVER PLATE.

WHERE OUTLETS OCCUR BACK TO BACK, STAGGER AND PACK WITH INSULATION TO PREVENT SOUND
TRANSFER.

ADJACENT OUTLETS TO BE GANGED W/ COMMON COVER PLATE.

ALL NEW POWER AND COMMUNICATIONS DEVICES AND FACE PLATES TO BE: MATCH EXISTING

11. LOCATION MAY VARY 10-0" + IN ANY DIRECTION NOT AFFECTING CONTRACT PRICE.

FURNITURE SYSTEMS POWER REQUIREMENTS:

1. FURNITURE CONNECTIONS: CO-ORDINATE WITH THE FURNITURE INSTALLERS/VENDORS FOR THE HARD
WIRE CONNECTION OF FURNITURE "BASE POWER-IN" CONNECTORS AND POWER / COMMUNICATIONS

DISTRIBUTION POLES.

L

CONTRACTOR TO ALLOW FOR ELECTRICIAN TO BE ON SITE DURING PREMIUM TIME FOR

DISCONNECTION OF EXISTING SYSTEMS FURNITURE (SITE VERIFY QUANTITY) AND CONNECTION OF

NEW/RELOCATED SYSTEM FURNITURE.

3. ELECTRICAL TRADE IS TO INCLUDE FOR THE DISCONNECTION OF EXISTING SYSTEMS FURNITURE 'BASE 8.

POWER-IN' CONNECTORS AT THE TENANT'S EXISTING LOCATION:

COMMUNICATIONS:

D.
E

5.

9.

CABLES TO BE JACKED AT OUTLET, PUNCHED DOWN AT PANEL AND CERTIFIED
RUN CABLE BUNDLES IN CEILING SUSPENDED ON J-HOOKS

ALL COMMUNICATIONS CABLING TO TERMINATE IN COMM ROOM, AREA 231 AND 301. REFER TO
ENGINEER'S DRAWINGS FOR EQUIPMENT SPECIFICATIONS.

ALL EXISTING TO REMAIN COMMUNICATIONS OUTLETS TO BE BLANK PLATED.

PROVIDE ADEQUATE LENGTH OF DATA AND COMMUNICATIONS CABLE TO CONNECT TO EQUIPMENT
FARTHEST FROM THE DATA / COMMUNICATIONS ENTRY POINT TO THE WORKSTATIONS GROUPING.

MAKE TERMINATIONS AND CONNECT TO EQUIPMENT AFTER THE EQUIPMENT INSTALLATION.

ELECTRICAL TRADE IS TO CO-ORDINATE THE INSTALLATION OF CABLING WITHIN THE SYSTEMS
FURNITURE WITH THE FURNITURE INSTALLER/VENDOR.

ELECTRICAL CONTRACTOR TO ENSURE POWER IS LOCATED AS PER DESIGNER'S DIMENSIONS.

1. ALL DATA AND TELEPHONE REQUIREMENTS SHALL BE COORDINATED THROUGH THE CLIENT CONTACT: AUDIO VISUAL:

ANDREW COBER, 905-453-2121 EXT 4257, 3076C@peelpolice.ca

2. ELECTRICAL TRADE IS RESPONSIBLE FOR THE SUPPLY AND INSTALLATION OF ALL BOXES, CONDUITS

AND PULL STRINGS FOR VOICE AND DATA.

3. ELECTRICAL TRADE IS RESPONSIBLE FOR THE SUPPLY AND INSTALL OF CABLING, JACKS AND FACE

PLATES.

4. ELECTRICAL TRADE IS TO INCLUDE FOR THE TERMINATION OF ALL COMMUNICATIONS CABLING AT

BOTH ENDS COMPLETE INCLUDING TESTING AND VERIFICATION.

CAT 6 PLENUM RATED CABLING, 2 DROPS PER LOCATION UNLESS OTHERWISE NOTED
PULL QTY. OF CABLES AS SHOWN ON PLAN

LABEL ALL CABLES AND OUTLETS

o wx

1.

1.

LOCATIONS OF POWER, DATA AND CABLE FOR AV EQUIPMENT TO BE COORDINATED WITH DESIGNER

AND AV CONSULTANT.

SECURITY:
ELECTRICAL TRADE IS TO INCLUDE ALL ROUGH-INS, CONDUIT, DEVICES BOXES AND LINE VOLTAGE

WIRING AS REQUIRED FOR SECURITY SYSTEM.

SECURITY VENDOR IS TO SUPPLY AND INSTALL ALL SECURITY DEVICES INCLUSIVE OF LOW-VOLTAGE
WIRING AND REQUIRED PROGRAMMING AS NEEDED TO RENDER A COMPLETE AND OPERABLE SYSTEM.

CONTRACTOR IS TO CO-ORDINATE REQUIREMENTS WITH SECURITY VENDOR.
[TENANT CONTRACTOR: CLOCKWORKS SYSTEMS INC., KEVIN GREALY 905-41-8670

¢ 416.621.7745
design@comleyvanbrussel.com
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