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ﬁﬁﬁﬁi}g#ﬁg@‘&ﬁgﬁfﬁ? RPED =————| LVISTRIPFLOORING-1 (NEWLVT) @ II:ILE(J\?Eg\IOGRCL(iﬁ-{)%CWI-EEI;FSNT'II'EEM(())XENE(;(':'SJIIENF?E:A SVREAQ'LEV%?E 4‘,,\';[8 ARoEKlNGSFI :,bILTE(I)SS%T CARPET INSERT IN' LVT FLOORING. ENSURE SMOOTH TRANSITION FROM LVT TO CARPET 1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL 9. CONTRACTOR TO ALLOW FOR SELF LEVELING TO CONCRETE FLOOR/SLAB AT ALL NEW DOORWAYS.
PATTERN: WILD DYER COLLECTION CURIOUS CLUSTER —————| MANUFACTURER: MOHAWK BE INSTALLED FROM PERIMETER WINDOW TO COLUMN.. TO AVOID TRIPPING HAZARD CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING PEEL REGIONAL POLICE
CR COLOUR: #727 A VERY CURIOUS THING = LVT [ g(E)FflgS R/ PﬁggzlﬁﬁvLEARRﬁﬁl 3GLOCAL COLLECTION PATTERN OF TIME C0195 TR ﬁg\éVLlTCRAAT"l'ngTl%&:;F;TPTTOR-E\;TTO MATCH EXISTING : DRAWINGS AND SPECIFICATIONS. EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE | 10.  EXISTING FLOORING TO BE PATCHED WHERE DEMOLITION OCCURS. CONTRACTOR TO LIFT EXISTING
1 , . = 1 = : 1 : DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED. CARPET TILES AND RELAY AS PER NEW LAYOUT. [3rd FLOOR BASE PRICE ONLY iQgj
INSTALLATION METHOD: GLUED POXYN’QB RIcK ASiHLAF ind.o === : B4 o Fugybi i @ SUPPLY AND INSTALL CARPET/VINYL BASE, TO BE GLUED TO EXISTING MILLWORK [ ] 71_ 50_ M ISSISsSauga Road
BASE B1 - 4-1/2" GARPET BASE. BOUND: MOHAWK WILD DYER #727 A VERY CURIOUS TRING ) = BASEB-2: 4-1/2" STRAIGHT CUT VINYL BASE AWBO01, COLOUR TBD KICKPLATE 2. ALL FINISHES ARE TO BE HANDLED AND APPLIED IN ACCORDANCE WITH THE MANUFACTURERS 11, CONTRACTOR TO ALLOW FOR 3% OF EXISTING FIELD CARPET TILES NOT WITHIN SCOPE TO BE M Ississauga ON L5N 8M5
ST AACAATAATAATATATATATATATAA RECOMMENDATIONS AND BASE BUILDING TENANT CONSTRUCTION MANUAL. REPLACED (STAINED OR HEAVILY WORN TILES). CONTRACTOR WILL REPLACE WITH TILES SALVAGED
N ANUFAGTURER. MORAK [———— | LVISTRIPFLOORING-2 (NEWLVT) FROM DEMOLITION. REPLACE WITH GOOD CONDITION TILES ONLY. Gr, 2nd & 3rd Floors
PATTERN: WILD DYER COLLECTION WANDERING TROOP | —— — 7| MANUFACTURER: MOHAWK EXISTING CONCRETE FLOORING TO REMAIN 3. ALLFLOORING TO BE CLEANED, SEALED AND PROPERLY FINISHED ACCORDING TO
CR COLOUR: #727 AVERY CURIOUS THING [ LT | || SERIES/PATTERN: LARGE & LOCAL COLLECTION PATTERN OF TIME C0195 R NEW TRANSITION STRIP TR-2 - TO MATCH EXISTING MANUFACTURERS SPECIFICATIONS PRIOR TO CLIENT MOVEIN.
- : APPLICATION: CARPET TO GRANITE TILE .
2 INSTALLATION METHOD: GLUED DOWN; BRICK ASHLAR 1 2 | | COLOUR: #8925 WHISPER . . 2 title
, TT0.64 3 roly by E—— T: TIQ; 6003, gy d.com EXISTING CARPET/VINYL TO REMAIN, CONTRACTOR TO SUPPLY AND INSTALL NEW 4. ALL FLOOR AND BASE ADHESIVE MUST NOT EXCEED THE FOLLOWING REQUIREMENTS:
BASE B 45" CARPETBASE BOUND, NOHAVK WILD BYER #727 AVERY cURouS Ay [ ([ BASEB-2: 4-1/2" STRAIGHT CUT VINYL BASE AWB01, COLOUR TBD CARPET/VINYL BASE TO MATCH EXISTING WHERE DEMO OCCURS AND AT NEW PARTITIONS o ADHESIVES, SEALANT AND SEALANT PRIMERS: SOUTH COAST AIR QUALITY MANAGEMENT SECOND FLOOR
—— ’ : A A A A A A ATAACAAACA A DISTRICT (SCAQMD) RULE # 1168 REQUIREMENTS IN EFFECT JANUARY 1, 2003 AND RULE
MANUFACTURER: MANNINGTON COMMERCIAL T ‘ LVT STRIP FLOORING - 3 (NEW LVT TO MATCH EXISTING) NEW TRANSITION STRIP TR-3 WHERE DEMOLITION OCCURS, CONTRACTOR TO REMOVE WALL BASE AND REPLACE WITH i ST FLOOR FINISHES PLAN
PATTERN: NASHVILLE - 18"X36" CARPET PLANK MANUFACTURER: MANNINGTON COMMERCIAL APPLICATION: FINISHED CONCRETE TO CARPET ONE CONTINUOUS WALL BASE. 5" PIECE INSTALLED AT WALL SCAR IS NOT ACCEPTABLE * AEROSOL ADHESIVES: GREEN SEAL STANDARD GS-36 REQUIREMENTS IN EFFECT OCTOBER 19,
CR - LVT SERIES / PATTERN: SPACIA - 4-1/2"X36" BEVELED EDGE PROFILE TR MANUFACTURER: SCHLUTER SYSTEMS —_— 2000. CONTRACTOR MUST SUBMIT PRODUCT DATA SHEETS VERIFYING ADHERENCE TO THESE
3 O e U DOWN: BRICK ASHLAR 3 COLOUR: PALE ASH # SS5W2518 3 SPECIFICATION: RENO.U STANDARDS FOR DESIGNER SIGN OFF. drawing north drawn by reviewed
- - 47-456-7767: Kim tulk@manaington.com : BALAR LI, {patQn-com FINISH: ANODIZED ALUMINUM REFER TO RENDERING dly/fh pv
: BASE B4 - 4-1/2"VINYL BASE. TO 5. SUB-FLOOR TO BE FREE OF ALL DEBRIS AND GLUE PRIOR TO NEW FLOORING INSTALLATION. A
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NERtS M CRANTE S=FOREMAR— =" LVTSTRIPFLOORING -4 (NEW LVT TO MATCH EXISTING) _ 6. LAYOUT FLOORING PATTERNS FOR REVIEW BY DESIGNER PRIOR TO INSTALLATION OF FLOORING. May 11, 2023
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R BASE : 4" X24'X1" GRANITE BASE, TO MATCH EXISTING, REFER TO NOTE FF-1 T SERIES / PATTERN: ANTICO - 4-1/2'X36" BEVELED EDGE PROFILE 2o PROJECT sc;e/uéa" = 10"
1 1 COLOUR: CHERRY # AROW7000 . bE DENOTES DIRECTION OF FLOORING 7. TRANSITIONS FROM ONE FLOORING MATERIAL TO THE NEXT TO BE MADE LEVEL. FEATHER FLOOR NORTH ¢ =1-
i ; B47-456-7767; kim.tulk@mannington.com €8 WITH APPROPRIATE FLOOR LEVELER AS REQUIRED TO MAKE ADJACENT FLOORING MATERIALS project no.
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