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NOTE: 1

ALL CIRCUIT # 2 BREAKERS AT ELECTRICAL
PANEL BOX ARE 115 VAC, 15 AMP-GFI,
DEDICATED CIRCUIT ON EMERGENCY POWER.
DUPLEX RECEPTACLES FOR CIRCUIT 2 ARE
HOSPITAL GRADE, 120 VAC, 15 AMP HEAVY
DUTY, GROUNDED, MOUNTED 88 INCHES (2235
MM) ABOVE FINISHED FLOOR PAD.

NOTE: 2

CIRCUIT # 3 BREAKER AT ELECTRICAL PANEL
BOX IS 250 VAC, 15 AMP, , DEDICATED CIRCUIT
ON EMERGENCY POWER. SINGLE RECEPTACLE
IS 250 VAC, 15 AMP (TYPE 6-15R) HEAVY DUTY,
GROUNDED, MOUNTED 20 INCHES (500MM) AFF.
BOOSTER PUMP SPEC: 208 VAC, 20A,

1 PHASE, 1 HP. NON GFI CIRCUIT (PLUG-IN)

NOTE:
CLINIC PANEL: MOUNT ~ 1436mm (56.5" e)ABOVE
FINISHED FLOOR AT THE NURSE STATI
OTHERS TO PROVIDE AND INSTALL 3 x DUPLEX
JUNCTION BOXS GANGED TOGETHER AT
1848mm (72.8") IN-LINE WITH THE CLINIC PANEL.
OTHERS TO PROVIDE 1 x 120 VOLT-15A POWER
RECEPTACLE TO J-BOX#1, 120 VOLT POWER TO
BE ON HOSPITAL EMERGENCY GENERATOR
CIRCUIT. OTHERS TO PROVIDE CAT6e
ETHERN T CABLE WITHIN CONDUIT FROM RO #
'\[]d TO J-BOX#2, TERMINATE CAT6e CABLE
ENDS WITH MALE RJ45 AT EACH END. LEAVE
EXTRA 3-5 FOOT CABLE E CH END OTHERS TO
PROVIDE 1 x 8 CONDUCTOR 2 WG B
CABLE FROM J-BOX#3, TO ALARM LIGHT TOWER
IN TECHNICAL ROOM OR OTHER HOSPITAL
DESIGNATED SPACE (TO BE CONFIRMEDE
LEAVE EXTRA 3- 5 FOOT CABLE AT EACH END.
ALL ELECTRICAL, CONDUIT & CABLES Al
SUPPLIED & INSTALLED BY OTHERS

NOTE: 4

POWER REQUIREMENTS:
1) RO UNIT (ea):

380-415V / 3Ph / SWIRE / 60Hz /9.5kW
16 -20 A (S/B FUSE)

2) HOT WATER UNIT (ea):

380-415V / 3Ph / 5SWIRE / 60Hz / 8.6kW
16-20 A (S/B FUSE)

NOTE: 5

TRANSFORMER: (By Baxter)
PRIMARY: OR PRIMARY:

208 Volts 600 Volts SECONDARY:
3 Phase 3 Phase 380-415 Volts
5 WIRE 5 WIRE 3 Phase

60 Hz 60 Hz 5 WIRE

50 KVA 50 KVA 60 Hz

193 Kg AY 248 Kg AY

NOTE: 6

1) CIRCUIT @ PORTABLE RO RINSING 115 VAC,
15 AMP-GFI, DEDICATED CIRCUIT ON
EMERGENCY POWER.

2) CIRCUIT @ MACHINE RINSING 115 VAC, 20
AMP GFI, DEDICATED CIRCUIT ON EMERGENCY
POWER

DUPLEX RECEPTACLES FOR BOTH CIRCUITS
ARE HOSPITAL GRADE, 120 VAC, 15 & 20 AMP
HEAVY DUTY, GROUNDED, MOUNTED ~ 8-12"
INCHES (203-305 mm) ABOVE BAXTER SINK.
NOTE: TOP OF BAXTER SINK FLANGE = 32" AFF
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