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W5

CW1

10 385

WALL TYPE:  X1

- BRICK MASONRY UNITS
- 50 AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 3 PLY CLT

WALL TYPE:  W F2i

- 385 CONCRETE

REFER TO

3
A10.2

REFER TO STRUCTURAL 
DWGS
FOR FOOTING AND WALL 
CONNECTION DETAILS

FLOOR TYPE: FL-1

- CONCRETE SLAB ON GRADE - THICKNESS - REFER TO
STRUCTURAL
- - REINFORCING - REFER TO STRUCTURAL
- VAPOUR BARRIER
- RIGID INSULATION
- 200 COMPACTED GRAVEL

SSUR

(SILL)

TWF

- - MAINTAIN CONTINUITY OF BUILDING ENVELOPE
- - ENSURE CONTINUITY AT MATERIAL TRANSITIONS
- - REFER TO 7-003 SERIES DETAILS
- NOTE: TWF INSTALLED OVER METAL FLASHING
- TRIM SO NOT VISIBLE AT  EXTERIOR WALL FACE

CT-1

FLOOR TYPE: MST

- 100 CLEAR STONE
- FILTER CLOTH
- 150 GRANULAR 'A'

TILE BASE

GROUND FLOOR 0

A

WALL TYPE:  X1

- BRICK MASONRY UNITS
- 50 AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 3 PLY CLT

FLOOR TYPE: FL-1

- CONCRETE SLAB ON GRADE - THICKNESS - REFER TO
STRUCTURAL
- - REINFORCING - REFER TO STRUCTURAL
- VAPOUR BARRIER
- RIGID INSULATION
- 200 COMPACTED GRAVEL

FLOOR TYPE: SW-1

- 125 CONCRETE - BROOM FINISH
- 150 GRANULAR 'A' COMPACTED

REFER TO

3
A10.2

REFER TO STRUC. DWG'S
FOR FOOTING AND WALL 
CONNECTION DETAILS

WALL TYPE:  W F2i

- 385 CONCRETE

WALL TYPE:  P1a

- 12.7MM GYPSUM BOARD
- 89MM X 39MM WOOD STUDS @ 400mm o/c
MAX.

MASONRY VENT

AB

- MAINTAIN CONTINUITY OF BUILDING ENVELOPE
- ENSURE CONTINUITY AT MATERIAL TRANSITIONS
- REFER TO 7-0003 SERIES DETAILS
TWF

- - MAINTAIN CONTINUITY OF BUILDING ENVELOPE
- - ENSURE CONTINUITY AT MATERIAL TRANSITIONS
- - REFER TO 7-003 SERIES DETAILS
- NOTE: TWF INSTALLED OVER METAL FLASHING
- TRIM SO NOT VISIBLE AT  EXTERIOR WALL FACE

[INTERIOR ]EXTERIOR

92

TILE BASE

U/S OF LOW ROOF 3625

A

WALL TYPE:  X3

- ALUMINIUM PANEL CLADDING - REFER TO AC-1
- MOUNTING SYSTEM
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 3 PLY CLT
- CLEAR EPOXY FINISH, LATEX-BASED, SATIN FINISH

A.F.F.

ATC-1

2800 mm

AC1

SIGNAGE:
PIN MOUNTED 
LETTERS

STEEL FRAME.
REFER TO STRUCTURAL DWGS

LED STRIP LIGHT
REFER TO ELEC. DWGS
BLOCKING AND SEAL AS REQUIRED

WALL TYPE:  X20-P1

- BRICK MASONRY UNITS
- AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- EXTERIOR SHEATHING
- 140 WOOD STUDS @ 400MM o/c c/w MINERAL WOOL
INSULATION
- 50mm RIGID INSULATION
- EXTERIOR SHEATHING
- ROOFING MEMBRANE

ALUMINUM PANEL CLADDING SYSTEM

AC1 PROFILE 
SECTIONS TO MATCH PANELING
HEIGHT TO MATCH BRICK MODULE

[INTERIOR ]EXTERIOR

ROOF TYPE: RT-7

- 2-ply MODIFIED BITUMEN ROOFING SYSTEM
- PROTECTION BOARD
- TAPERED INSULATION (AS INDICATED)
- POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
- VAPOUR BARRIER
- GYPSUM BOARD UNDERLAY
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX BASED, SATIN, ON ALL
EXPOSED CLT SURFACES

ROOF PAVERS

89

VENTED BRICK

VENTED BRICK

PARAPET

- 19mm EXTERIOR SHEATHING
- 38x89 PT WOOD CLEAT
- 19MM EXTERIOR SHEATHING
- FASTEN TO PARAPET FRAMING (TYP.)
- SLOPE TOP TO ROOF INTERIOR (TYP.)

REFER TO STRUCTURAL DWGS

ROOF TYPE: VRA

- GREEN ROOF SEDUM TRAYS.
- REFER TO ROOF PLAN DETAILS A4.1

THERMALLY BROKEN CLIP

U/S OF LOW ROOF 3625

U/S OF CEILING - 10' 3050

STEEL FRAMING
REFER TO STRUC. DWGS

REFER TO STRUC. DWG'S FOR 
CLT BEAM SIZE

AC-2 CORNER TRIM,
SECTIONS TO MATCH
PANELING

ALUMINUM PANEL
SOFFIT

69

AC-2
(RED)

CONT. LED STRIP LIGHTING

SUSPENSION SYSTEM
FOR ALUMINUM SOFFIT

INSULATE ABOVE ENTRANCE

WALL TYPE:  X20-P1

- BRICK MASONRY UNITS
- AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- EXTERIOR SHEATHING
- 140 WOOD STUDS @ 400MM o/c c/w MINERAL WOOL
INSULATION
- 50mm RIGID INSULATION
- EXTERIOR SHEATHING
- ROOFING MEMBRANE

SOLAR PV PARKING AREA 3150

U/S OF LOW ROOF 3625

U/S OF CEILING - 8.5' 2600

U/S OF CEILING - 10' 3050

SUSPENSION SYSTEM
FOR ALUMINUM SOFFIT

ROOF TYPE: RT-7

- 2-ply MODIFIED BITUMEN ROOFING SYSTEM
- PROTECTION BOARD
- TAPERED INSULATION (AS INDICATED)
- POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
- VAPOUR BARRIER
- GYPSUM BOARD UNDERLAY
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX BASED, SATIN, ON ALL
EXPOSED CLT SURFACES

A.F.F.

GB

2750 mm

AC1

AC1

AC-1 CLOSURE
PROFILE

CW1

MAIN ENTRANCE DOOR
C/W POWER DOOR OPERATOR
REFER TO DOOR SCHEDULE

WOOD FRAMING AS
REQUIRED TO ATTACH 
CW-1 GLAZING SYSTEM

LED STRIP LIGHTING
FLUSH WTIH U/S OF PANEL

ROOF TYPE: VRA

- GREEN ROOF SEDUM TRAYS.
- REFER TO ROOF PLAN DETAILS A4.1

16

INSULATE BELOW ENTRANCE
ROOF

]EXTERIOR[INTERIOR

AC-2
(RED)

AC-2
(RED)

SOLAR PV PARKING AREA 3150

WALL TYPE:  X3

- ALUMINIUM PANEL CLADDING - REFER TO
AC-1
- MOUNTING SYSTEM
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 3 PLY CLT
- CLEAR EPOXY FINISH, LATEX-BASED, SATIN
FINISH

R
27

U/S OF LOW ROOF 3625

U/S OF CEILING - 10' 3050

A

WALL TYPE:  X20-P1

- BRICK MASONRY UNITS
- AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- EXTERIOR SHEATHING
- 140 WOOD STUDS @ 400MM o/c c/w MINERAL
WOOL INSULATION
- 50mm RIGID INSULATION
- EXTERIOR SHEATHING
- ROOFING MEMBRANE

AC-2 CORNER TRIM.
CONTINUOUS. 
MATCH PANEL JOINTS.

AC-2
(RED)

ROOF TYPE: RT-7

- 2-ply MODIFIED BITUMEN ROOFING SYSTEM
- PROTECTION BOARD
- TAPERED INSULATION (AS INDICATED)
- POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
- VAPOUR BARRIER
- GYPSUM BOARD UNDERLAY
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX BASED, SATIN, ON ALL
EXPOSED CLT SURFACES

WOOD FRAMING
TO CONTINUE PARAPET
WIDTH ON REMAINDER 
OF ROOF

ALUMINUM PANEL SOFFIT
INCLUDING SUPENSION AND
MOUNTING

STEEL FRAMIE
REFER TO STRUC. DWG'S

VENTED BRICK

VENTED BRICK

]EXTERIOR]EXTERIOR
ROOF BETWEEN
MAIN BUILDING AND GARBAGE

WOOD FRAMING
TO SUPPORT BRICK VENEER AS REQ.
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