
INSIDEOUTSIDE

CREATE BELLOWS BY 
LOOPING INTO GAP

AIR BARRIER STRIP AT VERTICAL JOINTS

ANCHORS (AT MASONRY) OR GIRTS
(INSTALLED AFTER AIR BARRIER INSTALLATION)

OUTSIDE

INSIDE

OUTSIDE INSIDE

AIR BARRIER

FLEXIBLE FLASHING 
MEMBRANE

FOUNDATION WALL

AIR BARRIER

LAP AIR BARRIER 
OVER LINTEL (TYP.)

7-0051 - AB-1 - AIR BARRIER DETAILSTYPICAL AIR BARRIER DETAIL AT PARAPET - SECTION

7-0051 - AB-1 - AIR BARRIER DETAILSTYPICAL AIR BARRIER DETAIL AT WINDOW HEAD - SECTION

TRANSITION SHEET

WINDOW 

SEALANT AND 
BACKER ROD

MIN. LAP

100

BACKER ROD

7-0054 - AB-1 - AIR BARRIER DETAILSTYPICAL AIR BARRIER DETAILS - PLAN (VARIOUS CONDITIONS)

50MM MAX.
POLYETHYLENE  FILM 

SEPARATOR

ADHERE AIR BARRIER TRANSITION 
SHEET TO EDGE OF WINDOW OR TIE 
INTO FRAMING (DEPENDING ON 
WINDOW ASSEMBLY)

AIR BARRIER STRIP 
(VERTICAL)

LAP ADJACENT AIR 
BARRIER OVER STRIP

MIN. LAP

100

MATERIAL 
JUNCTION

MATERIAL 
'B'

MATERIAL 
'A'

MIN.

50

MIN.

50

MATERIAL 
'A'

AIR BARRIER AT 

VENEER ANCHOR

AIR BARRIER AT 

EXPANSION JOINT

AIR BARRIER AT DISSIMILAR 

MATERIAL JUNCTIONS

7-0057 - AB-1 - AIR BARRIER DETAILSTYPICAL AIR BARRIER DETAIL AT FOUNDATION - SECTION

M
IN

. L
A

P

10
0

VENT (WHERE REQUIRED)

MIN 10MM OVERHANG

VENT (WHERE REQUIRED)

CHAMFER INSULATION OR 
MORTAR COVE 

TRIM FLEXIBLE FLASHING 
FLUSH WITH FOUNDATION 
FACE SO AS AIR BARRIER 

IS NOT VISIBLE IN 
FINISHED WORK

L
A

P

5
0

 M
IN

.

AVB MEMBRANE OVER ROOF 
SHEATHING STARTER STRIP

ROOF MEMBRANE UP INSIDE 
FACE OF PARAPET AND OVER

INSIDEOUTSIDE

L
A

P

1
0

0
 M

IN
.

NOTE: WHERE APPLICABLE, 
BRICK TIES ARE TO BE 
INSTALLED AFTER AIR BARRIER 
INSTALLATION

PREFINISHED 
METAL FLASHING

AIR BARRIER OVER 
FLEXIBLE FLASHING

STAINLESS STEEL (304) 
FLASHING. LAPPED INTO 

MEMBRANE

EXTERIOR 
WALL FINISH

EXTERIOR 
WALL FINISH

EXTERIOR 
WALL FINISH

EXTERIOR WALL FINISH

INNER FACE OF CAVITY

INNER FACE OF CAVITY

INNER FACE 
OF CAVITY

INNER FACE 
OF CAVITY

AIR BARRIER

AIR BARRIER

0
0

1

0
0

1

0
0

1
0

0
1

AIR BARRIER 

WINDOW

INSIDE

OUTSIDE

7-0052 - AB-1 - AIR BARRIER DETAILSTYPICAL AIR BARRIER DETAIL AT WINDOW SILL - SECTION 7-0053 - AB-1 - AIR BARRIER DETAILSTYPICAL AIR BARRIER DETAIL AT WINDOW JAMB - PLAN

AIR BARRIER TRANSITION SHEET 
BACKER ROD AND CAULK

INSIDEOUTSIDE

AIR BARRIER

AIR BARRIER 
TRANSITION SHEET

WINDOW 

SEALANT AND 
BACKER ROD

L
A

P

5
0

 M
IN

.PREFINISHED 
METAL FLASHING

EXTERIOR WALL FINISHEXTERIOR WALL FINISH
INNER FACE OF CAVITY

INNER FACE OF CAVITY

0
0

1

0
0

1

PT WOOD BLOCKING AROUND 
PERIMETER  OF OPENING 

PT WOOD BLOCKING AROUND 
PERIMETER  OF OPENING 

EXTERIOR FACE OF BLOCKING TO ALIGN 
WITH PLANE OF AIR BARRIER TIE-IN TO 
WINDOW

EXTERIOR FACE OF BLOCKING TO ALIGN 
WITH PLANE OF AIR BARRIER TIE-IN TO 
WINDOW

LAP

50 MIN.

NOTE: THESE DETAILS ARE INTENDED TO BE A GUIDE TO ENSURE CONTINUITY OF THE BUILDING ENVELOPE. 
ALL AIR BARRIER DETAILS SUBJECT TO FIELD CONDITIONS ,REVIEW OF CONSULTANT AND/OR INDEPENDENT INSPECTION AND TESTING 

NOTE: THESE DETAILS ARE INTENDED TO BE A GUIDE TO ENSURE CONTINUITY OF THE BUILDING ENVELOPE. 
ALL AIR BARRIER DETAILS SUBJECT TO FIELD CONDITIONS ,REVIEW OF CONSULTANT AND/OR INDEPENDENT INSPECTION AND TESTING 

NOTE: THESE DETAILS ARE INTENDED TO BE A GUIDE TO ENSURE CONTINUITY OF THE BUILDING ENVELOPE. 
ALL AIR BARRIER DETAILS SUBJECT TO FIELD CONDITIONS ,REVIEW OF CONSULTANT AND/OR INDEPENDENT INSPECTION AND TESTING 

NOTE: THESE DETAILS ARE INTENDED TO BE A GUIDE TO ENSURE CONTINUITY OF THE BUILDING ENVELOPE. 
ALL AIR BARRIER DETAILS SUBJECT TO FIELD CONDITIONS ,REVIEW OF CONSULTANT AND/OR INDEPENDENT INSPECTION AND TESTING 

NOTE: THESE DETAILS ARE INTENDED TO BE A GUIDE TO ENSURE CONTINUITY OF THE BUILDING ENVELOPE. 
ALL AIR BARRIER DETAILS SUBJECT TO FIELD CONDITIONS ,REVIEW OF CONSULTANT AND/OR INDEPENDENT INSPECTION AND TESTING 

NOTE: THESE DETAILS ARE INTENDED TO BE A GUIDE TO ENSURE CONTINUITY OF THE BUILDING ENVELOPE. 
ALL AIR BARRIER DETAILS SUBJECT TO FIELD CONDITIONS ,REVIEW OF CONSULTANT AND/OR INDEPENDENT INSPECTION AND TESTING 

AIR BARRIER 

DOOR FRAME

INSIDE

OUTSIDE

7-0056 - AB-1 - AIR BARRIER DETAILSTYPICAL AIR BARRIER DETAIL AT DOOR FRAME - PLAN

AIR BARRIER TRANSITION SHEET 
BACKER ROD AND CAULK

EXTERIOR WALL FINISH

INNER FACE OF CAVITY

0
0

1

PT WOOD BLOCKING AROUND 
PERIMETER  OF OPENING 
EXTERIOR FACE OF BLOCKING TO ALIGN 
WITH PLANE OF AIR BARRIER TIE-IN TO 
DOOR FRAME

LAP

50 MIN.

NOTE: THESE DETAILS ARE INTENDED TO BE A GUIDE TO ENSURE CONTINUITY OF THE BUILDING ENVELOPE. 
ALL AIR BARRIER DETAILS SUBJECT TO FIELD CONDITIONS ,REVIEW OF CONSULTANT AND/OR INDEPENDENT INSPECTION AND TESTING 

STARTER STRIP

ROOF VAPOUR BARRIER OVER 
BASE SHEET AND UP INSIDE 
FACE OF PARAPET TO DEPTH OF 
ROOF INSULATIONLAPROOF MEMBRANE 

OVER AIR BARRIER 
TYP.)

INTERIOR FINISH SILL

VENT (WHERE 
REQUIRED)

VENT (WHERE REQUIRED)

AIR BARRIER 

OUTSIDE INSIDE

AIR BARRIER

FLEXIBLE FLASHING  
MEMBRANE C/W 

SLIPSHEET

7-0055 - AB-1 - AIR BARRIER DETAILSTYPICAL AIR BARRIER DETAIL AT SHELF ANGLE - SECTION

VENT (WHERE REQUIRED)
SHELF ANGLE

BACKER ROD AND CAULK

PREFINISHED METAL FLASHING
LAPPED INTO MEMBRANE

AIR BARRIER OVER 
FLEXIBLE FLASHING 

FLEXIBLE FLASHING 
OVER AIR BARRIER   

EXTERIOR WALL FINISH 

INNER FACE OF CAVITY

0
0

1

NOTE: THESE DETAILS ARE INTENDED TO BE A GUIDE TO ENSURE CONTINUITY OF THE BUILDING ENVELOPE. 
ALL AIR BARRIER DETAILS SUBJECT TO FIELD CONDITIONS AND REVIEW OF CONSULTANT AND/OR INDEPENDENT INSPECTION AND TESTING 

M
IN

. U
P

 F
A

C
E

15
0

1

REFER TO STRUCTURAL. 
DWGS

VENTED BRICK 

2X6 PARAPET FRAMING
C/W MINERAL WOOL 
INUSLATION

STEET STRUCTURA AROUND
APPARATUS BAY OPENING.
REFER TO STRUC. DWG'S

STEET PLATE AROUND 
OPENING

ALL STEEL 
GALVANIZED

Zn

SLOPED METAL 
FLASHING PARAPET

VENTED BRICK 

WALL TYPE:  X2

- BRICK MASONRY UNITS
- 50 AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX-BASED, SATIN
FINISH

ROOF TYPE: RT-20

- STANDING SEAM METAL ROOF
- ICE AND WATER SHIELD (ENTIRE ROOF)
- DENSDECK SHEATHING
- MINERAL WOOL INSULATION
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX BASED, SATIN ON ALL
EXPOSED CLT SURFACES

W22

CW1

REFER TO

1
A8.1

METAL CLOSURE
PROFILE BY ROOFING
SYSTEM

STANDING SEAM
METAL ROOFING SYSTEM
400MM C.TO C. MIN.

]EXTERIOR[INTERIOR

U/S APPARATUS BAY 5500

1

STEEL FRAME BEYOND
REFER TO STRUC. DWG.

SIGNAGE MOUNTED TO
CURTIAN WALL POSTS.
REFER TO C.O.V SIGNAGE STANDARDS

PINS AND ANGLE
TO SUPPORT LETTERS 

LOUVER, REFER TO ELEVATIONS

SEE ALSO

6
A3.3

CW1

WALL TYPE:  LACBO

- PREFABRICATED LOUVER (ACOUSTIC)
- INSULATED BLANK OFF PANEL
- UNLESS INDICATED OTHERWISE
- ALIGN LOUVER TO EXTERIOR WALL FACE
- PROVIDE SUPPLEMENTAL FRAMING TO
- CONNECT LOUVER TO SUPPORTING
- WALL ASSEMBLY (TYP.)
- * WHERE REQ'D COORDINATE LOCATION(S)
OF
- MECHANICAL OPENINGS THROUGH
- SUPPORTING WALL ASSEMBLY (TYP.)

INSULATED SPANREL C/W ALUMIN. 
FINISH

OVERHEAD DOOR AND FRAME 

]EXTERIORINTERIOR

FLASHING AND BLOCKING AS REQUIRED

FLASHING AND BLOCKING AS REQUIRED

GROUND FLOOR 0

1

CONCRETE FOUNDATION WALL
BELOW GLAZING ONLY

1" CHAMFER

STEEL PROFILE BEYOND
REFER TO STRUC. DWG'S

CURTAIN WALL SYSTEM

ALL STEEL 
GALVANIZED

Zn

15
0 250

WALL TYPE:  W F6i

- RIGID INSULATION
- 455 CONCRETE
- RIGID INSULATION

FLOOR TYPE: JPCP

- 250 CONCRETE SLAB ON GRADE
- 100 OGDL (OPEN GRADED DRAINAGE LAYER)
- COMPACTED GRANULAR 'A'
- COMPACTED GRANULAR 'B'
- - REFER TO DETAIL 2000 - PAV-1 AND GEOTECHNICAL
REPORT FOR SUBGRADE COMPOSITION AND DEPTHS

CAULK JOINT (CJ3)

FLOOR TYPE: FL-10

- 200 CONCRETE - THICKNESS - REFER TO STRUCTURAL
- - REINFORCING - REFER TO STRUCTURAL
- VAPOUR BARRIER
- RIGID INSULATION
- 200 COMPACTED GRAVEL

STEEL  FRAME 
OVERHEAD DOOR 

BEYOND

EXPOSED CONCRETE 
CURB. FORMING QUALITY -
REFER TO SPECS.

R
27

U/S OF LOW ROOF 3625

9

ROOF TYPE: RT-7

- 2-ply MODIFIED BITUMEN ROOFING SYSTEM
- PROTECTION BOARD
- TAPERED INSULATION (AS INDICATED)
- POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
- VAPOUR BARRIER
- GYPSUM BOARD UNDERLAY
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX BASED, SATIN, ON ALL
EXPOSED CLT SURFACES

FINISHED FLOOR

DOOR THRESHOLDCONTINUE. FLASHING
AS REQUIRED

ROOF
PAVER

FG 201

FRAMED TO SUPPORTÈ
DOOR AS REQUIRED

[INTERIOREXTERIOR

BRICK VENEER BEYOND

+
/-

20
0

U/S OF LOW ROOF3625

11

REFER TO

1
A8.1

WALL TYPE:  X1

- BRICK MASONRY UNITS
- 50 AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 3 PLY CLT

WALL CAVITY
FOR GEOTHERMAL
LINES. REFER TO 
MECH. DWG.S

ROOF PAVERS
MASONRY 
VENT

WALL TYPE:  P1a

- 12.7MM GYPSUM BOARD
- 89MM X 39MM WOOD STUDS @ 400mm o/c
MAX.

2X6 PARAPET
FRAMING

565

WALL TYPE:  X20-P1

- BRICK MASONRY UNITS
- AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- EXTERIOR SHEATHING
- 140 WOOD STUDS @ 400MM o/c c/w MINERAL
WOOL INSULATION
- 50mm RIGID INSULATION
- EXTERIOR SHEATHING
- ROOFING MEMBRANE

PARAPET

- 19mm EXTERIOR SHEATHING
- 38x89 PT WOOD CLEAT
- 19MM EXTERIOR SHEATHING
- FASTEN TO PARAPET FRAMING (TYP.)
- SLOPE TOP TO ROOF INTERIOR (TYP.)

ROOF TYPE: RT-7

- 2-ply MODIFIED BITUMEN ROOFING SYSTEM
- PROTECTION BOARD
- TAPERED INSULATION (AS INDICATED)
- POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
- VAPOUR BARRIER
- GYPSUM BOARD UNDERLAY
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX BASED, SATIN, ON ALL
EXPOSED CLT SURFACES

SC-O

U/S OF LOW ROOF 3625

U/S OF CEILING - 10' 3050

J

T.O BRIDGE 4300

REFER TO STRUCTURAL DWGS

STEEL PLATE.

HHS POST BEYOND
REFER TO STRUC. DWG'S

WALL TYPE:  X20-P4

- BRICK MASONRY UNITS
- AIR SPACE
- AIR / VAPOUR BARRIER
- EXTERIOR SHEATHING
- 140 WOOD STUDS @ 400MM c/w STEEL
SUPPORT
- 3 PLY CLT
- AIR / VAPOUR BARRIER
- BRICK LATH AND MORTAR
- BRICK VENEER TO MATCH FULL SIZE BRICK

BRICK VENEER BEYOND

P
R

O
JE

C
T

 :

DWG TITLE

PROFESSIONAL SEAL

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR 
TO COMMENCEMENT OF THE WORK. ANY DISCREPANCIES 

ARE TO BE REPORTED TO THE CONSULTANT.

ARCHITECT

CLIENT
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