
GROUND FLOOR 0

I

WALL TYPE:  X2
- BRICK MASONRY UNITS
- 50 AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX-BASED, SATIN
FINISH

WALL TYPE:  HB
- HIGH DENSITY POLYETHYLENE BOARD
- - FACE SCREW, MECHANICALLY FASTEN

RAISED FOOTING
INSIDE APPARATUS BAY.
ARCHITECTURAL QUALITY CONCRETE
WHERE EXPOSED.

REFER TO

4
A3.2

FLOOR TYPE: FL-10
- 200 CONCRETE - THICKNESS - REFER TO STRUCTURAL
- - REINFORCING - REFER TO STRUCTURAL
- VAPOUR BARRIER
- RIGID INSULATION
- 200 COMPACTED GRAVEL

CHAMPFER 
CONCRETE

CAULK JOINT (CJ3)

TWF
- - MAINTAIN CONTINUITY OF BUILDING ENVELOPE
- - ENSURE CONTINUITY AT MATERIAL TRANSITIONS
- - REFER TO 7-003 SERIES DETAILS
- NOTE: TWF INSTALLED OVER METAL FLASHING
- TRIM SO NOT VISIBLE AT  EXTERIOR WALL FACE

WALL TYPE:  WF-6
- RIGID INSULATION
- 455 CONCRETE
- RIGID INSULATION

FLOOR TYPE: GEN
- 305 REINFORCED CONCRETE SLAB ON GRADE
- REINFORCING
- - 19M EPOXY COATED BARS @300MM T&B.E.W.
- COMPACTED SUBGRADE
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WALL TYPE:  W F4
- 250 CONCRETE

AB
- MAINTAIN CONTINUITY OF BUILDING ENVELOPE
- ENSURE CONTINUITY AT MATERIAL TRANSITIONS
- REFER TO 7-0003 SERIES DETAILS

EXTERIOR [INTERIOR

U/S OF LOW ROOF 3625

9

ROOF PAVERS

WALL TYPE:  X2
- BRICK MASONRY UNITS
- 50 AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX-BASED, SATIN
FINISH

ROOF TYPE: RT-7
- 2-ply MODIFIED BITUMEN ROOFING SYSTEM
- PROTECTION BOARD
- TAPERED INSULATION (AS INDICATED)
- POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
- VAPOUR BARRIER
- GYPSUM BOARD UNDERLAY
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX BASED, SATIN, ON ALL
EXPOSED CLT SURFACES

20
0M

M
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IN
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BASE WALL - WOOD FRAMING

]EXTERIOR[INTERIOR

CEMENT BOARD C/W FLASHING

U/S OF LOW ROOF 3625

U/S OF CEILING - 8.5' 2600

U/S OF CEILING - 8' 2440

U/S OF CEILING - 10' 3050

A

[INTERIOR ]EXTERIOR

ROOF PAVERS

PARAPET
- 19mm EXTERIOR SHEATHING
- 38x89 PT WOOD CLEAT
- 19MM EXTERIOR SHEATHING
- FASTEN TO PARAPET FRAMING (TYP.)
- SLOPE TOP TO ROOF INTERIOR (TYP.)

ROOF TYPE: RT-7
- 2-ply MODIFIED BITUMEN ROOFING SYSTEM
- PROTECTION BOARD
- TAPERED INSULATION (AS INDICATED)
- POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
- VAPOUR BARRIER
- GYPSUM BOARD UNDERLAY
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX BASED, SATIN, ON ALL
EXPOSED CLT SURFACESSUSPEND OVERHEAD

DOOR AS REQUIRED.

WALL TYPE:  X1
- BRICK MASONRY UNITS
- 50 AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 3 PLY CLT

PARAPET - WOOD FRAMING 

STEEL LINTEL - REFER TO STRUC. DWG

SECTIONAL GARAGE DOOR.
REFER TO SPECS.

VENTED BRICK

GROUND FLOOR 0

A

O
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D
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6B

FL-1

DOOR JAMB
TO EXTEND WIDTH OF WALL.

CONCRETE SIDEWALK
SLOPE AS REQUIRED

SECTIONAL GARAGE DOOR.

RUBBER SEAL

REINFORCED CONCRETE 
THRESHOLD TO 
ADJUST TO GRADE

CJ3

INTERIOR ]EXTERIOR

U/S OF LOW ROOF 3625

U/S OF CEILING - 8.5' 2600

U/S OF CEILING - 10' 3050

FG

VENTED BRICK

VENTED BRICK

CLT BEAM.
REFER TO STRUCTURAL

ROOF PAVER

WOOD FRAMED
PARAPET

A.F.F.

GB
2750 mm

ROOF TYPE: RT-7
- 2-ply MODIFIED BITUMEN ROOFING SYSTEM
- PROTECTION BOARD
- TAPERED INSULATION (AS INDICATED)
- POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
- VAPOUR BARRIER
- GYPSUM BOARD UNDERLAY
- 5 PLY CLT
- CLEAR EPOXY FINISH, LATEX BASED, SATIN, ON ALL
EXPOSED CLT SURFACES

WALL TYPE:  CW1
- ALUMINUM SCREEN
- SCHUCO FWS 50 SI

WALL TYPE:  X1
- BRICK MASONRY UNITS
- 50 AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 3 PLY CLT

PARAPET
- 19mm EXTERIOR SHEATHING
- 38x89 PT WOOD CLEAT
- 19MM EXTERIOR SHEATHING
- FASTEN TO PARAPET FRAMING (TYP.)
- SLOPE TOP TO ROOF INTERIOR (TYP.)

STEEL LINTEL.
REFER TO STRUCTURAL

DRYWALL
REVEAL C/W 
TRIM

SEE ALSO

6
A10.2

GROUND FLOOR 0

F

INTERIOR ]EXTERIOR
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BRICK VENEER 
BEYOND

WALL TYPE:  W F2i
- 385 CONCRETE

WALL TYPE:  X1
- BRICK MASONRY UNITS
- 50 AIR SPACE
- MINERAL WOOL INSULATION - R20
- AIR / VAPOUR BARRIER
- 3 PLY CLT

WALL TYPE:  CW1
- ALUMINUM SCREEN
- SCHUCO FWS 50 SI

RETURN BRICK
TO SCREEN OPENING

SCREEN
BEYOND

FLOOR TYPE: FL-1
- CONCRETE SLAB ON GRADE - THICKNESS - REFER TO
STRUCTURAL
- - REINFORCING - REFER TO STRUCTURAL
- VAPOUR BARRIER
- RIGID INSULATION
- 200 COMPACTED GRAVEL

TILE FINISH
ON DECOUPLING MEMBRANE
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 1 : 10
2 BUILDING SECTION 12 - APPARATUS BAY FOOTING

 1 : 10
1 BUILDING SECTOIN 13 - MEZZANINE AT ROOF

NO. ISSUED FOR DATE
19 ISSUED FOR RFPQ 2023-10-19
24 ISSUED FOR CLASS A 2024-02-16
26 T24-253 - IFT 2024-04-15

 1 : 10
3 BUILDING SECTION 11 - Garbage Room Overhead door

 1 : 10
4 BUILDING SECTION 11 - Callout 2

 1 : 10
6 BUILDING SECTION 9 - Callout 2

 1 : 10
5 BUILDING SECTION 9 - Callout 1

WHY NOT PAVERS ON PATIO
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