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BOTTOM PANEL c/w ME(ES)
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ALL ARCHITECTURAL WOODWORK SHALL BE FABRICATED AND INSTALLED IN ACCORDANCE WITH THE 
REQUIREMENTS OF THE ARCHITECTURAL WOODWORK MANUFACTURERS ASSOCIATION OF CANADA 
(AWMAC) MANUAL - CURRENT EDITION
ALL ARCHITECTURAL WOODWORK SHALL BE CUSTOM GRADE  AS DEFINED BY AWMAC.
ALL CABINET STYLES SHALL BE FLUSH OVERLAY UNLESS SPECIFICALLY NOTED OTHERWISE.
UNDERSIDE OF WALL CABINETS SHALL BE FINISHED TYPE 'A' FLUSH UNLESS OTHERWISE NOTED.
SCRIBES AND FILLERS SHALL HAVE A MAXIMUM DIMENSION OF 75MM IN WIDTH UNLESS NOTED 
OTHERWISE.

CABINET CONSTRUCTION

TOPS, EXPOSED ENDS, BOTTOMS - JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS
EXPOSED END CORNER DETAILS - JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS
FACE FRAME ATTACHMENT - JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS
CABINET BACKS (WALL HUNG) - JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS
CABINET BACKS (FLOOR STANDING) - JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS

DRAWER CONSTRUCTION

FRONTS, SIDES BOTTOMS - JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS

ABBREVIATIONS:

CF - CABINET FACES EP - EXPOSED PARTS
CB - CABINET BODY SEP - SEMI-EXPOSED PARTS
TK - TOE KICK (LOWER CABINETS ONLY) CS - CONCEALED SURFACES
VA - VALENCE (UPPER CABINETS ONLY)
CP - CABINET PULLS

ME(AS) - MATCHING EDGE BAND (ALL SIDES)
ME(ES) - MATCHING EDGE BAND (EXPOSED SIDES)

A700 GENERAL NOTES - A700 GENERAL NOTES - 
MILLWORKMILLWORKAU

G
-1
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PANEL NOMINAL THICKNESSES (UNLESS NOTED OTHERWISE)

PART THICKNESS
ENDS (GABLES), DIVISIONS, FIXED SHELVES, BOTTOMS, TOPS - 19MM
FACE FRAMES, RAILS, TOEKICKS, CABINET BASES, VALENCES - 19MM
SHELVES ADJUSTABLE (ADJ.) - 19MM
BACKS - 12.7MM
MOUNTING OR HANGER STRIPS - 12.7MM
DRAWER SIDES, BACKS, SUBFRONTS - 12.7MM
DRAWER BOTTOMS - 12.7MM
DRAWER FRONTS - 19MM
DOORS - AS NOTED

MILLWORK LEGEND

ON DETAIL DRAWINGS, THE FOLLOWING PARTS ARE INDICATED BY PATTERNS:

EP - EXPOSED PARTS -

SEP - SEMI-EXPOSED PARTS -

CS - CONCEALED SURFACES -

EXPOSED PARTS SHALL BE FINISHED ON BOTH SIDES OF PANELS WITH LIKE MATERIALS AND MATCHING 
EDGE BAND AS INDICATED
SEMI-EXPOSED PARTS SHALL BE FINISHED ON VISIBLE SIDES WITH MATCHING EDGE BAND AS INDICATED. 
NOTE: ENDS AND TOEKICKS SHALL BE TREATED AS EXPOSED SURFACES WHEN VISIBLE AFTER 
INSTALLATION.
NOTE: WHERE PANEL EDGES ABUT EXPOSED PARTS, EDGE BAND SHALL MATCH EXPOSED PART 
MATERIAL
CONCEALED PARTS CAN BE LEFT IN MILL FINISH.

A700 GENERAL NOTES - MILLWORK FINISHES AND A700 GENERAL NOTES - MILLWORK FINISHES AND 
HARDWAREHARDWAREAU

G
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CABINET PULL SCHEDULE

128 - CONTEMPORARY STEEL PULL - 305 - 128MM CENTER TO CENTER
160 - CONTEMPORARY STEEL PULL - 305 - 160MM CENTER TO CENTER
192 - CONTEMPORARY STEEL PULL - 305 - 192MM CENTER TO CENTER
298 - CONTEMPORARY STEEL PULL - 305 - 298MM CENTER TO CENTER
333 - CONTEMPORARY STEEL PULL - 305 - 333MM CENTER TO CENTER
486 - CONTEMPORARY STEEL PULL - 305 - 486MM CENTER TO CENTER
562 - CONTEMPORARY STEEL PULL - 305 - 562MM CENTER TO CENTER
638 - CONTEMPORARY STEEL PULL - 305 - 638MM CENTER TO CENTER

FINISHES

CH - CHROME
BN - BRUSHED NICKEL

NOTE: ALL HARDWARE SHALL BE RICHELIEU OR EQUIVALENT

1.
2.
3.
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5.
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7.

SUPPLY AND INSTALL HARDWARE AS FOLLOWS:

ALL HARDWARE SHALL BE IN ACCORDANCE WITH CUSTOM GRADE  AS DEFINED BY AWMAC.
CONCEALED SELF-CLOSING HINGES.
STAINLESS STEEL ROD TYPE DOOR & DRAWER HANDLES AS SCHEDULED.
ALL DRAWERS ON HEAVY DUTY TELESCOPING CUSHIONED ROLLING METAL SLIDES. BLUM OR 
EQUIVALENT.
RECESSED METAL STANDARDS - ADJUSTABLE C/W REQUIRED NUMBER OF SHELF CLIPS.
PROVIDE KEY LOCKS WHERE INDICATED, EACH LOCK SHALL BE UNIQUE.
BOBRICK B-6827 S.S. HAT & COAT HOOKS FOR ALL HOOKS INDICATED.

*NOTE: ALL MILLWORK HARDWARE SUPPLIED & INSTALLED UNDER MILLWORK CONTRACT.

SPECIALTY HARDWARE KITCHEN:
RICHELIEU - Magic Corner II Set for a Minimum Opening of 394 mm  OR EQUIVALENT
PANTRY PULL OUT - RICHELIEU Rev-A-Shelf sliding Pantry - Product # 534313GR - OR EQUIVALENT
WASTE MANAGEMENT - Pull-Out Waste Container c/w two bins back to back each. Bins to be full height of lower 
cabinet. RICHELIEU 4WCSC2432DM212 OR EQUIVALENT.

FOR DRAWERS DESIGNATED AS FILE DRAWERS:

CABINETS 450-600MM IN WIDTH - PROVIDE ONE (1) ADJUSTABLE HANGING FILE FRAME PER DRAWER
CABINETS 750-1000MM IN WIDTH - PROVIDE TWO (2) LATERAL HANGING FILEBARS PER DRAWER

*NOTE: FILE FRAMES AND FILEBARS SHALL BE SUPPLIED BY LONG LIFE LTD., 407 BIRCHMOUNT ROAD, 
SCARBOROUGH, ON OR EQUIVALENT

MILLWORK PANEL SCHEDULE

MP00 - MELAMINE PANEL - GREY COLOUR FOR ALL CONCEALED INTERIORS
ME - MELAMINE TO MATCH

MP1 - PLASTIC LAMINATE: LAMITECH - TITAN - 2263 OPAK
ME - COLOUR EDGE BANDING TO MATCH MP1

CF: (MATERIAL)
CB: (MATERIAL)
TK: or VA: (MATERIAL)
CP: (HANDLE)

NOTATION ON DRAWINGS

1.

MILLWORK PANEL NOTES

ALL FS PANELS TO BE FINISHED SAME AS DOOR/DRAWER PANELS.

MILLWORK COUNTER TOP SCHEDULE

SOLSUR-IS - 20MM PORCELAIN SLAB. PORCELANOSA - LIEM GREY SILK.
SOLSUR-IS-1 - 6MM PORCELAIN SLAB 120X120 CM. PORCELANOSA - LIEM GREY SILK.
SSUR (WS) - 19MM MILLWORK PANEL C/W PLAM MP1.  
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TOE KICK (TK) FINISH - SEE ELEVATION 

480 100

METAL RECESSED STANDARDS

CABINET LOCKS
KEY TOP AND BOTTOM SAME,
EACH CABINET DIFFERENT

DIVISION PANEL c/w ME(ES)

BACK PANEL AS SPECIFIED.
C/W MOUNTING STRIPS
FIRMLY SECURE CABINET TO WALL. 
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ALL WORK TO BE COMPLETED IN ACCORDANCE WITH AWMAC ARCHITECTURAL WOODWORK 
STANDARDS AS SPECIFIED
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6-0007 - MURPHY WALLBED AND CABINET - LATERAL
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SHOP DRAWING REQUIRED PRIOR TO FABRICATION
MURPHY WALLBED CABINET SUPPLIER TO INCLUDE ALL HARDWARE. MURPHY WALLBED HARDWARE 
(MWSH) IS TO BE SUPPLIED AS A SYSTEM WITH ALL PARTS AND FITTINGS FROM SAME MANUFACTURER
CABINET DOOR VENT HOLES SHALL BE FINISHED WITH PLASTIC DESK GROMMET. COLOUR TO MATCH 
CABINET DOOR MATERIAL. INCLUDE SAMPLE WITH SHOP DRAWING SUBMITTAL.
ALL WORK TO BE COMPLETED IN ACCORDANCE WITH AWMAC ARCHITECTURAL WOODWORK 
STANDARDS AS SPECIFIED
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METAL RECESSED STANDARDS

DIVISION PANEL c/w ME(ES)

BACK PANEL ON MOUNTING STRIP

CABINET BOX
610 20

19mm DOOR c/w ME(AS)

CABINET PULLS - ONE PER CABINET DOOR

GYPSUM BOARD BULKHEAD
ALIGN WITH FACE OF UPPER CABINET BODY 
(TYP.) SET HEIGHT OF BULKHEAD 10MM 
ABOVE TOP OF CABINET BODY

SHELF (ADJ.) c/w ME(AS)

SHELF (ADJ.) c/w ME(AS)

15
5

MILLWORK INFILL PANEL 
(WHERE INDICATED ON ELEVATION)
ALIGN WITH FACE OF CABINET DOORS (TYP.) 
LEAVE 5MM GAP FROM TOP OF DOOR PANEL 
HEIGHT AS INDICATED ON ELEVATION

EQ
EQ

EQ

11
40

24
00

76
0

LINE OF BED 
IN OPEN 
POSITION

MATTRESS BOX
INSIDE DIMENSION = MATTRESS SIZE + 40MM

36
0

BACK PANEL ON MOUNTING STRIP

CABINET LOCKS

25MM dia. CABINET TOP VENT HOLE - 4 PER 
CABINET DOOR - SEE ELEVATION 

25MM dia. CABINET TOP VENT HOLE - 4 PER 
CABINET DOOR - SEE ELEVATION 

GAP SUFFICIENT FOR 
BED OPERATION

06
 4

0 
00

00
1 6-0001 - MW - K - 2DRPANTRY KITCHEN

SUBMITTAL
REQ'D

1.
2.

NOTES:
SHOP DRAWING REQUIRED PRIOR TO FABRICATION
THIS DETAIL TO BE READ IN CONJUNCTION WITH A700 GENERAL NOTES - MILLWORK

TOE KICK (TK) FINISH 

CABINET LOCKS
KEY TOP AND BOTTOM SAME,
EACH CABINET DIFFERENT

PULL OUT PANTRY HARDWARE
C/W 4 SHELVES

BACK PANEL AS SPECIFIED.
C/W MOUNTING STRIPS
FIRMLY SECURE CABINET TO WALL. 

20

55

10
0

75
0

20
13

65

13
65

77
3

INTERIOR DRAWERS
BEHIND DOORS.
MP00

BOTTOM PANEL c/w ME(ES)

19mm DOOR c/w ME(AS)

19mm DOOR c/w ME(AS)

CABINET PULLS

GYPSUM BOARD BULKHEAD
ALIGN WITH FACE OF UPPER CABINET BODY 
(TYP.) SET HEIGHT OF BULKHEAD 10MM 
ABOVE TOP OF CABINET BODY

GC
COORD

SUBTRADES

2D
R

PA
N

TR
Y

CABINET BOX
610

73
0

13
45

MILLWORK INFILL PANEL 
(WHERE INDICATED ON ELEVATION)
ALIGN WITH FACE OF CABINET DOORS (TYP.) 
LEAVE 5MM GAP FROM TOP OF DOOR PANEL 
HEIGHT AS INDICATED ON ELEVATION

22
35

16
0

16
0

COUNTER BEYOND

91
5

97

1.
2.

SHOP DRAWING REQUIRED PRIOR TO FABRICATION
ALL WORK TO BE COMPLETED IN ACCORDANCE WITH AWMAC ARCHITECTURAL WOODWORK 
STANDARDS AS SPECIFIED
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