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AODA MANDATORY REQUIREMENT
ENSURE CLEAR FLOOR SPACE OF 860MMx1480MM MIN CLEAR OF 
DOOR SWINGS. REVIEW WITH CONSULTANT PRIOR TO ROUGH-IN
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3.
4.
5.

NOTES:
FOR MOUNTING HEIGHTS SHOWN AS A RANGE. SELECT HEIGHT AND INSTALL ALL FIXTURES AT THAT HEIGHT (TYP.). FIXTURES THAT ARE WITHIN VISUAL SIGHTLINE OF EACH OTHER MUST BE AT SAME HEIGHT.
FOR MOUNTING HEIGHTS NOT SHOWN. CONFIRM HEIGHT WITH CONSULTANT PRIOR TO INSTALLATION. NO CONTROLS, OPERATING OR DISPENSING COMPONENTS HIGHER THAN 1100mm AFF.
AT MASONRY WALLS PLACE RECESSED BOXES ABOVE FULL COURSES AS INDICATED (I.E. *FC-5* MEANS 5 FULL COURSES. BOX IS INSTALLED IN BOTTOM HALF OF SIXTH COURSE).
COORDINATE LOCATION OF RECESSED FIXTURES (I.E. RSH) TO AVOID INNER WALL OBSTRUCTIONS SUCH AS PIPES OR OUTLET BOXES.
ALL DIMENSIONS SUBJECT TO SPECIFIC MUNICIPAL REQUIREMENTS. CONFIRM WITH CONSULTANT PRIOR TO INSTALLATION.
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**NOTE: BIOHAZARD BIN MUST BE 
MOUNTED AT A VISIBLE LOCATION 
WITH THE UNIVERSAL BIOHAZARD 

DANGER SYMBOL.
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NOTES:
FOR MOUNTING HEIGHTS SHOWN AS A RANGE. SELECT HEIGHT AND INSTALL ALL FIXTURES AT THAT HEIGHT (TYP.). FIXTURES THAT ARE WITHIN VISUAL SIGHTLINE OF EACH OTHER MUST BE AT SAME HEIGHT.
FOR MOUNTING HEIGHTS NOT SHOWN. CONFIRM HEIGHT WITH CONSULTANT PRIOR TO INSTALLATION. NO CONTROLS, OPERATING OR DISPENSING COMPONENTS HIGHER THAN 1100mm AFF.
AT MASONRY WALLS PLACE RECESSED BOXES ABOVE FULL COURSES AS INDICATED (I.E. *FC-5* MEANS 5 FULL COURSES. BOX IS INSTALLED IN BOTTOM HALF OF SIXTH COURSE).
COORDINATE LOCATION OF RECESSED FIXTURES (I.E. RSH) TO AVOID INNER WALL OBSTRUCTIONS SUCH AS PIPES OR OUTLET BOXES.
ALL DIMENSIONS SUBJECT TO SPECIFIC MUNICIPAL REQUIREMENTS. CONFIRM WITH CONSULTANT PRIOR TO INSTALLATION.
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WITH THE UNIVERSAL BIOHAZARD 

DANGER SYMBOL.
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NOTES:
FOR MOUNTING HEIGHTS SHOWN AS A RANGE. SELECT HEIGHT AND INSTALL ALL FIXTURES AT THAT HEIGHT (TYP.). FIXTURES THAT ARE WITHIN VISUAL SIGHTLINE OF EACH OTHER MUST BE AT SAME HEIGHT.
FOR MOUNTING HEIGHTS NOT SHOWN. CONFIRM HEIGHT WITH CONSULTANT PRIOR TO INSTALLATION. NO CONTROLS, OPERATING OR DISPENSING COMPONENTS HIGHER THAN 1100mm AFF.
AT MASONRY WALLS PLACE RECESSED BOXES ABOVE FULL COURSES AS INDICATED (I.E. *FC-5* MEANS 5 FULL COURSES. BOX IS INSTALLED IN BOTTOM HALF OF SIXTH COURSE).
COORDINATE LOCATION OF RECESSED FIXTURES (I.E. RSH) TO AVOID INNER WALL OBSTRUCTIONS SUCH AS PIPES OR OUTLET BOXES.
ALL DIMENSIONS SUBJECT TO SPECIFIC MUNICIPAL REQUIREMENTS. CONFIRM WITH CONSULTANT PRIOR TO INSTALLATION.

10-0052 - ECS-1 -  UNIVERSAL WASHROOMS
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6.

EMERGENCY CALL SYSTEM OPERATION 

DOOR IS NORMALLY CLOSED AND 
UNLOCKED. 
THE DOOR CAN BE MANUALLY OPENED OR 
AUTOMATICALLY OPENED VIA THE EXTERIOR 
HANDICAP ACTUATOR (A). 
ONCE A USER HAS ENTERED THE 
WASHROOM, DOOR CAN BE LOCKED VIA THE 
"PUSH TO LOCK" BUTTON (B) WHICH WILL: 

LOCK THE ELECTRIC STRIKE
DISABLE OUTSIDE HANDICAP ACTUATOR
PREVENT AUTOMATIC DOOR OPERATOR 
FROM OPENING DOOR.  
THE "LOCKED" INDICATOR (C) NEXT TO 
"PUSH TO LOCK" BUTTON AND EXTERIOR 
"OCCUPIED" INDICATOR (D) WILL BE ON. 

EXIT SHALL BE ALWAYS FREE BY INSIDE 
HANDICAP ACTUATOR (E) OR BY OPENING 
DOOR MANUALLY, "LOCKED" AND 
"OCCUPIED" INDICATORS SHALL TURN OFF. 
IN CASE OF EMERGENCY, THE USER CAN 
PUSH THE EMERGENCY CALL BUTTON (F) 
WHICH WILL:

ACTIVATE VISUAL AND AUDIBLE SIGNALS 
(G) INSIDE AND OUTSIDE OF THE 
WASHROOM.
ALARM IS RESET AT THE EMERGENCY 
PUSH BUTTON SWITCH. 

EMERGENCY ACCESS INTO WASHROOM 
SHALL BE BY  USE OF A KEY IN OUTSIDE 
LEVER HANDLE (H). 

OUTSIDE WASHROOM -  AT DOOR

INSIDE WASHROOM - AT DOOR

IF NOTED CLEARANCES ARE NOT 
ACHIEVABLE NOTIFY CONSULTANT FOR 

ALTERNATE LOCATION PRIOR TO ROUGH-IN

LOCKED 
INDICATOR (C)
PUSH TO LOCK 
BUTTON (B)
ACTUATOR 
SWITCH (E)

LATCH SIDE
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LATCH SIDE
(OUTSIDE WASHROOM)
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CL

EMERGENCY CALL 
HORN/STROBE (G)

IN THE EVENT OF AN 
EMERGENCY PUSH 
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AND AUDIBLE AND

VISUAL SIGNAL
WILL ACTIVATE
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EMERGENCY CALL 
BUTTON (F)
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