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NOTE:
FINISH SAMPLE SUBMITTAL REQUIRED PRIOR TO FABRICATION
ENSURE CLEAR OPENING WIDTH AS SPECIFIED BY MANUFACTURER.
ENSURE HEADER IS ADEQUATE AND VERIFIED BY STRUCTURAL ENGINEER.
REPORT ANY CONFLICTS TO CONSULTANT PRIOR TO INSTALLATION
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NOTES:

REFER TO MANUFACTURERS SPECIFICATIONS AND INSTALLATION GUIDE
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BUTT JOINT TYP.

ADHERED TO WALL
C/W MIRROR ADHESIVE

8MM ALU J CHANNEL @ TOP AND BOTTOM
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4"X4" POSTS. STEEL FRAME. WELDED WHERE APPLICABLE.
BY GEARGRID OR EQIVALENT. MECHANICALLY FASTENED 
TO FLOOR SLAB
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TUBULAR STEEL FRAME BUNKER GEAR WALL 
BY GEARGRID OR EQUIVALENT. REFER TO MANUCACTURE'S SPECIFICATIONS
COLOUR: RED BARON.

INTERMEDIATE SUPPORTS AS PER
MANUFACTURER'S RECOMMENDATIONS.
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LED LIGHT FIXTURE 
ATTACHED TO UNISTRUT

3 HOLE FLAT 
PLATE FITTING

300 O.C. MAX. 

PERIMETER UNISTRUT
 FRAMING 

LINER LED TAPE LIGHT IN 
ALUMINUM CHANNEL

MOUNTING CLIPS ON PLATE FITTING

CL

SUSPENDED UNISTRUT FRAME FOR LIGHT FIXTURES.

5 HOLE 90 DEGREE 
UNISTRUT FITTING
@ INTERMEDIATE 

CHANNELS

THREADED 
SUSPENSION
RODS FIXED TO 
UNISTRUT FITTING
AND ROOF.
ENGINEER FOR 
SEISMIC LOADS

SUBMITTAL
REQ'D
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SUBTRADES

NOTE: FITTINGS 
AND CONNECTION 
PARTS  TO BE 
VERFIED WITH  
MANUFACTRUER. 

ALL FRAME 
FITTINGS TO BE 
PAINTED.
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7 UNISTRUT SUSPENSION
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