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37

25

FACE OF FINISHED WALL

WIDTH TO SUIT OPENING

CONCEALED MOUNTING 
BRACKET

DOUBLE BACK 
TAPE

29

FLANGE

ROD

SOLID WOOD BLOCKING 
AT CONNECTION POINT

HOOK
EVERY 150MM 

MIN.

10-0006 - SCR-1 - SHOWER CURTAIN ROD AND HOOK

ROD

00
1

9-0008 - FD-1 - TYPICAL SHOWER FLOOR DRAIN - SLAB ON GRADE00
1

KERDI DRAIN C/W FLANGE
CONNECT TO DRAIN LINE 
REFER TO MECH. DWG'S 

SLAB C/W DEPRESSION 

PARTITION 

KERDI BOARD 

KERDI BAND
OVERLAP 4" MIN
AT ALL JOINTS 

TILE FINISH
C/W GROUT

MORTAR BED. SLOPE
TO DRAIN. 

THINSET MORTAR

KERDI WATERPROOFING MEMRANE
TO EXTEND 300MM MIN.
PAST HIGH POINT

COVE PROFILE
ALUMINUM IN BATHROOMS ONLY

VARIES

2% SLOPE2% SLOPE

TRAP SEAL PRIMER
(WHERE REQUIRED OR INDICATED)
NOTE: TRAP SEAL PRIMER INSTALLATION 
SHALL ENSURE THAT OPERATION WILL NOT 
PRODUCE AUDIBLE NOISE 
(I.E. WATER FALLING INTO TRAP)

9-0008 - FD-1 - TYPICAL FLOOR DRAIN - SLAB ON GRADE

TRAP SEAL PRIMER
(WHERE REQUIRED OR INDICATED)

NOTE: TRAP SEAL PRIMER INSTALLATION 
SHALL ENSURE THAT OPERATION WILL NOT 

PRODUCE AUDIBLE NOISE 
(I.E. WATER FALLING INTO TRAP)

00
1

KERDI DRAIN C/W FLANGE
CONNECT TO DRAIN 
REFER TO MECH. DWG'S 

CONCRETE SLAB 

PARTITION 

PTD GYPS. BD.

KERDI WATERPROOFING 
AROUND DRAIN
TO OVERLAP WITH 
DECOUPLING MEMBRANE

TILE FINISH
C/W GROUT

THINSET MORTAR

UNCOUPLING AND 
WATERPROOFING 
MEMRANE BELOW ALL TILED 
FLOOR SURFACES

TILE BASE

VARIES

ALUMINUM PROFILE

6-0010 - MW-WSRMVAN - MILLWORK WASHROOM VANITY

1.
2.

SHOP DRAWING REQUIRED PRIOR TO FABRICATION
ALL WORK TO BE COMPLETED IN ACCORDANCE WITH AWMAC ARCHITECTURAL WOODWORK 
STANDARDS AS SPECIFIED

00
1

MIRROR 

ALUMINUM FINISH MOLDING
TOP AND BOTTOM @ MIRROR

FAUCET -REFER TO SPECS.
MOUNTING HEIGHT AS PER
MANUFACTURER'S 
RECOMMENDATION

WOOD OR STEEL STUD 
PARTITION

SUS. DRYWALL 
CEILING  - 12.7 MM 
GREEN BOARD

LIGHT FIXTURE

TILE WALL 
AFF TO U/S CEILING
INCL. WALL BEHIND MIRROR

350

63
3

TILED WALL BEYOND

WALL MOUNTED CABINET.
FIRMLY SECURE TO WALL.
ALLOW FOR STEEL BRACKET SUPPORT
AS REQUIRED

MONOLITHIC SINK/
AND COUTNER BY THE SPLASH LAB
MONOLITH D SERIES, 48", GLOSS WHITE 
C/W MOUNTING BRACKETS

WOOD OR STEEL STUD PARTITION
REINFORCE AS REQUIRED.

DRAWER FACE FINISH AS
SPECIFIED

DRAWER INTERIOR 
AS SPECIFIED

1/2" MIN. BACK PANEL

DRAWER HARDWARE:
SOFT CLOSE BLUM
OR EQUIVALENT

CUT DRAWER AROUND 
DRAIN AS REQUIRED

40
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88
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6-0010 - MW-WSRMVAN - MILLWORK WASHROOM VANITY

1.
2.

SHOP DRAWING REQUIRED PRIOR TO FABRICATION
ALL WORK TO BE COMPLETED IN ACCORDANCE WITH AWMAC ARCHITECTURAL WOODWORK 
STANDARDS AS SPECIFIED

00
1

MIRROR 

ALUMINUM FINISH MOLDING
TOP AND BOTTOM @ MIRROR

MONOLITHIC SINK
AND COUTNER BY THE SPLASH LAB
MONOLITH D SERIES, 1 SINK, CUSTOM 
COUNTER LENGTH AS INDICATED, 
GLOSS WHITE C/W MOUNTING 
BRACKETS

FAUCET - AODA COMPLIANT
REFER TO SPECS.

MIRROR 1000MM AFF MAX.

WOOD OR STEEL STUD 
PARTITION

PIPE SKIRT
MATERIAL TO MATCH COUNTER

BARRIER FREE
CLEARANCE

SUS. DRYWALL 
CEILING  - 12.7 MM 
GREEN BOARD

LIGHT FIXTURE

MINIMUM OBC BARRIER FREE CLEARANCES THAT 
MUST BE MAINTAINED AT EACH INSTALLATION
NOTE 1: INSTALL SINK AT HEIGHT SPECIFIED BY 
MAUNFACTURER TO MEET BARRIER FREE 
REQUIREMENT. 865MM SHOWN IS MAX HEIGHT 
INACCORDANCE WITH THE OBC

200

280

430

35
0

68
5

TILE WALL 
AFF TO U/S CEILING
INCL. MIRROR

360

TILED WALL BEYOND

86
5

EQ. - 660 MAX. EQ. - 660 MAX. EQ. - 660 MAX.

3 - 25 x 130 COMPOSITE LUMBER BOARDS WITH 6mm 
GAPS ANCHORED TO STEEL BRACKET WITH SCREWS 
- 2 PER BOARD EACH BRACKET. c/w NEOPRENE 
WASHER BETWEEN BOARD AND BRACKET
FILE SMOOTH ALL ROUGH EDGES
75mm WIDE x 6mm THICK MOUNTING PLATE 
(OFFSET FOR SCREW CLEARANCE)

FINISHED FLOOR

PLAN VIEW

SECTION / ELEVATION VIEW

6-0016 - CR-2 - CHRMBNCH - BENCH DETAIL

BRACKET BELOW

BOARD

FACE OF WALL

FACE OF SIDE WALL 
(WHERE SHOWN ON PLAN)

FACE OF SIDE WALL 
(WHERE SHOWN ON PLAN)

FACE OF WALL

VARIES - REFER TO PLAN

PROVIDE WOOD BLOCKING WHERE REQUIRED

60.00° 50mm WIDE x 6mm THICK BENT STEEL BRACKETS 
AT MAXIMUM 660mm CENTER TO CENTER MOUNTED 
TO WALL WITH 2-13mm DIAMETER BOLTS 

75MM TOP PLATE 
(25MM WIDER OFFSET FOR 
SCREW CLEARANCE)

BRACKET

BOARD

1.
2.
3.

NOTES:
SHOP DRAWING REQUIRED PRIOR TO FABRICATION
ALL STEEL PAINTED
ALL EXPOSED PANEL SURFACES SHALL BE CONSIDERED FINISHED

75

WALL MOUNTED HOOK STRIP
(WHERE INDICATED)
SEE DETAIL 6-0012

SCREWS BELOW
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