
1.

2.

3.

4.

5.

ALL WORK SHALL CONFORM TO THE REQUIREMENTS OF ALL EXISTING BY-LAWS, CODES, MUNICIPAL 
GOVERNMENTS AND AUTHORITIES HAVING JURISDICTION. OBTAIN ALL PERMITS REQUIRED IN ACCORDANCE 
WITH THE CONTRACT.
DEMOLITION SCOPE SHOWN IS SCHEMATIC. CAREFUL EXAMINATION OF EXISTING SITE CONDITIONS IS 
REQUIRED TO DETERMINE FULL SCOPE OF DEMOLITION.
REFER TO SUPPLEMENTAL REPORTS LISTED UNDER SPECIFICATION SECTION - INFORMATION AVAILABLE 
FOR REVIEW TO DETERMINE FULL SCOPE OF DEMOLITION.
WHERE 'COMPLETE' OR 'COMPLETELY' IS ASSOCIATED WITH REMOVALS, THE INTENT IS THAT THE ITEM IS 
REMOVED IN ITS ENTIRETY INCLUDING ASSOCIATED FITTINGS AND APPURTANCES.
WHERE AN ITEM IS NOTED FOR REMOVAL THAT HAS ASSOCIATED MECHANICAL OR ELECTRICAL SERVICES, 
THESE SERVICES SHALL BE TERMINATED AT AN APPROPRIATE LOCATION AND IN ACCORDANCE WITH  ALL 
APPLICABLE CODES AND REGULATIONS. 

A700 GENERAL NOTES - A700 GENERAL NOTES - 
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FRAME
WELDED GALVANIZED 
STEEL TUBING
GROUND STANDS
600mm x 100mm

MESH
11 GAUGE WIRE WITH OPENINGS 100mm x 50mm

NOTE:
PROVIDE ACCESS GATES AS INDICATED OR WHERE REQUIRED.

GALVANIZED STEEL TUBING 
89mm dia.

2-0002 - CF-1 - CONSTRUCTION FENCING00
3

CATCH BASIN SEDIMENT TRAP 
(CBST)

CATCH BASIN WALL

GRADE
CBST APRON (TRIM AS REQUIRED)
CATCH BASIN LID

NOTES:

CBST TO BE INSTALLED IN EXISTING CATCH BASINS 
THAT MAY BE IMPACTED BY THE WORK.
CBST TO BE INSTALLED IN NEW CATCH BASINS 
IMMEDIATELY AFTER INSTALLATION.
CBST SIZE SELECTION TO BE BASED ON DIMENSIONS 
OF CATCH BASIN IN WHICH IT IS TO BE INSTALLED.
INSTALL PER MANUFACTURERS INSTRUCTIONS
INSTALL CBST AT START OF WORK AND MAINTAIN 
THROUGH TO PROJECT COMPLETION. INSPECT 
REGULARLY AND AFTER EVERY SIGNIFICANT 
PRECIPITATION EVENT.
REMOVE ACCUMULATED MATERIAL WHEN 
CBST IS 1/3 FULL.
REPLACE DAMAGED CBST WITH NEW AS REQUIRED.

2-0003 - CBST-1 - CBST DETAILS00
3

89X89  PRESSURE TREATED 
WOOD POSTS  FASTENED TO 

BACK OF SIGN

CONTRACTOR TO REMOVE 
SIGN AND SCREENINGS 

WHEN PROJECT COMPLETE.

GRADE

250dia. POST HOLE WITH 
LIMESTONE SCREENINGS 

PACKED TO SUPPORT WOOD 
POST

89x89 PRESSURE TREATED 
WOOD POSTS FASTENED TO 

BACK OF SIGN

LINE OF POST 
HOLES BELOW

CONSTRUCTION SIGN  TO CONFORM TO MUNICIPAL STANDARD 
SAMPLE MOCK UP WILL BE PROVIDED BY OWNER 

SIGN PURCHASED AND INSTALLED BY CONTRACTOR UNDER THIS CONTRACT

2-0004 - CS-1 - CONSTRUCTION SIGN
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EXCITING NEW PROJECT
YOUR CITY

CONSULTING TEAM CONTRACTOR TEAM

THE OWNER
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SITE EXTENTS

SITE EXTENTS

REMOVE AND DISPOSE OF ALL 
EXISTING SHRUBS AND TREES FROM 

WITHIN SITE EXTENTS

10M VEGETATED
PROTECTION ZONE

DRIP LINE

CONSTRUCTION
SIGN
REFER TO

6
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SITE ACCESS
LINE OF PROPOSED PAVED AREA

LINE OF PROPOSED 
PAVED AREA

LINE OF PROPOSED PAVED AREA

FRONT YARD SETBACK

9000 SID
E YAR

D
 SETBAC

K
4500

SID
E YAR

D
 SETBAC

K
4500

REAR YARD SETBACK

15000

CONSTRUCTION FENCE
REFER TO

3
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CONSTRUCTION FENCE
COORDINATE LOCATION WITH TREE PROTECTION AND SILT FENCING.
REFER TO

3
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2M OFFSET FROM PROPOSED PARKING AREA
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18658

PROPOSED NEW PARKING AREA

EXISTING PARKING AREA

REMOVE EXISTING SOFT 
LANDSCAPE, SIDEWALK 
AND CURBS FOR NEW 
DRIVEWAY ACCESS
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EXISTING GAZEBO

EXISTING PARK PATHWAY

EXISTING PARK PATHWAY

EXISTING PARK PATHWAY

CONSTRUCTION FENCE - PHASE 1 SITE SERVICING
REFER TO
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CONSTRUCTION FENCE - PHASE 1 SITE SERVICING
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TRUE NORTH CONSTRUCTION NORTH

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR 
TO COMMENCEMENT OF THE WORK. ANY DISCREPANCIES 

ARE TO BE REPORTED TO THE CONSULTANT.
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DATE
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ISSUE OR REVISION

THE CONTENTS OF THIS DRAWING AND SPECIFICATIONS 
REMAIN THE COPYRIGHT PROPERTY OF 

THOMAS BROWN ARCHITECT INC. 
AND MUST BE RETURNED UPON COMPLETION OF THE WORK.

FILE NO. SP.22.V.0191
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