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MEZZANINE PLAN - GENERAL ARRANGEMENT
1:75
: 4/A10.2 12-0010 - FM-1 FLOOR MAT :2/A10.2 12-0004 - SSUR(SILL) - SOLID SURFACE SILL DETAIL
O
= w
w ':: —h— FACE OF FRAME
ZE CAULK JOINT
X o
St FACE OF WALL TO
=
LW PROF ILE FLOOR MAT. <6o FINISHED FACE OF FRAME
KN CROWDER OR EQUIVALENT ST STELL TRIM AROUND s (SITE CONFIRM)
PERIMETER o©
£ 9 25
4 REFER TO PLAN 4 '6 E SILL - SOLSUR-IS
L w TILE FINISH 2 | f
FLUSH WITH TOP OF MAT .
. T s Y
Mshoderpy ATsrege N ;
— - T4l X & . ' =
Rop o e e S, N - ADHERE SILL TO SUBSTRATE 2
. e T, T “ USING SPECIFIED ADHESIVE w
N . +—— FACE OF FINISHED WALL %
SECTION L
LINE OF FINISHED FLOOR
NOTE:
1.  SAMPLE SUBMITTAL REQUIRED PRIOR TO FABRICATION
2. ENSURE SILL PLACED ON LEVEL, SOUND SUBSTRATE SUITABLE FOR THIS APPLICATION
3. ENSURE THAT SILL OVERHANG DOES NOT CONFLICT WITH MECHANICAL OR ELECTRICAL GC
ELEMENTS (i.e. BASEBOARD HEATERS, ETC.). REPORT ANY CONFLICTS TO CONSULTANT COORD
PRIOR TO INSTALLATION
4., ENSURE REQUIRED CLEARANCE FOR SILL OVERHANG. REPORT ANY CONFLICTS TO
CONSULTANT PRIOR TO INSTALLATION SUBTRADES
¢ 6 TYPICAL CLT TO DRYWALL DETAILS 9-0250 - TYPICAL DRYWALL TO CLT DETAIL : 3/A10.2 9-0006 - TD-1 - TYPICAL TILE DETAILS - THINSET (WALL + FLOOR) :1/A10.2 2.0001 - CBFP-1 - CARDBOARD TEMPORARY FLOOR PROTECTION
Q TILE EDGE REQD } }
S S Y (OVER OPENINGS) | |
D CAULK TOP OF BASE TO WALL (TYP.) - a } } CARDBOARD TEMPORARY FLOOR
> i} - i
L e sooe o / 4 | eroTeCTon dmin THeEss
T Y (WHERE TILE STOPS BELOW CEILINGS) \ | | i |
\a BOND COAT e 5 i ENTIRE IS AREA IS PROTECTED
/ WATER PROOF MEMBRANE (OR SOFFIT) ALUMINUM TILE EDGE TRIM E | |
(IF REQD) ADJACENT WALL ———F—— (WHERE TILE STOPS W ! \ ADJACENT VERTICAL SURFACE
*— CORNER / SLIGHT LEVELLING COAT “NoTiE BELOWCEILINGS) @ } } (IF APPLICABLE)
GUARD AS d (AS REQ'D) ADJACENT WALL ———— O | |
SPECIFIED H - TILE DOES NOT TO CEILING = | | ENSURE FLOOR PROTECTION
SUBSTRATE (WALL) ADJACENT WALL - < | | EXTENDS COMPLETELY OVER
/ - WITH TILE TO CEILING TILE EDGE REQ'D g:: | | SURFACE TO BE PROTECTED (TYP.)
NOTE: ~ (AT CORNERS) " } | FOLD UP AS REQUIRED TO PROTECT
ALL WET AREAS TO RECEIVE | - (AT BASE TOP) (e} | | ADJACENT VERTICAL SURFACES
= 5 FULL SCHLUTER \74 TILE BASE WHERE = } } CARDBOARD TEMPORARY
CLT PARTITION. ) / WATERPROOFING SYSTME NO TILE ABOVE 2] | | FLOOR PROTECTION
CLT WIDTH VARIES & GROUTJOINT C/W KERDIBOARD, KERDI BAND, = } }
SCHLUTER TYPICAL TILE EDGE TRIM LOCATIONS
\ \
DRAINS AND KERDI SHOWER PAN. CAULK TOP OF BASE TO WALL (TYP.) ‘ ‘
] WALL TILE B | |
% —A—7= A
DOOR FRAME BACKBEND
* REF. TTMAC - 303W-2012-2014 INT/EXT A l‘ENGTH OF AREATO BE PROTECTE? L SURFACE TO BE
(ZD FACE OF DOOR FRAME PROTECTED
3 j S ALUMINUM TILE EDGE TRIM FACE OF WAL 1. SWEEP OR VACUUM ALL DIRT AND DEBRIS OFF
) SCHLUTER JOLLY OR EQUIVALENT TILE EDGE TRIM SURFACE TO BE COVERED.
(AT WALLS WITH NO TILE FINISH)
(AT TOP OF BASE) CAULK TILE EDGE 2. ROLL OUT BOARD ~ ~
ALUM. J CHANNEL. TRIM TO WALLS (TYP.) 3. CUT TO DESIRED LENGTH WITH UTILITY KNIFE. -7
AFF TO U/S OF TILE BASE TO FRAME EDGE 4. TAPE THE SEAMS.
FINISHED CEILING. ALIGN *] BASE TILE Ul BASE TILE DO NOTFINISHVERTICAL 5. WHEN TAPING DIRECTLY TO THE FLOOR,
CONSULT THE FLOORING MANUFACTURER FOR
SECTION @ CEILING FLOOR TILE FLOORTILE TILE BASE RECOMMENDED TAPE.
| sus. T-BAR BOND COAT ‘
CEILING WATERPROOF/UNCOUPLING —— UNCOUPLING :g—fﬁ:ﬁ:,'-EATW%'ZEPN'NGS
MEMBRANE MEMBRANE "
SUBSTRATE (FLOOR) FACE OF DOOR FRAME
GROUT JOINT DOOR FRAME BACKBEND
N FACE OF WALL CORNER
WOOD FRAMING. < C (AT MASONRY WALLS PROVIDE BOTTOM
REFER TO < N ‘ N BLOCK COURSE SQUARE CORNER WITH
- BULLNOSE ABOVE)
WALL SCHEDULE —=% TILE EDGE TRIM
(AT WALLS WITH NO TILE FINISH)
CAULK TILE EDGE
TRIM TO WALLS (TYP.)
TILE BASE RETURNED TO FRAME
PLAN VIEW DETAIL. DRYWALL PARTITION/CLT * REF. TTMAC - 311F-2012-2014 INT/EXT DETAIL A TYPICAL DETAIL CAULK TOP OF TILE BASE TO WALL _'?I(EENSJSI'EN{%TMVERT'CAL JOINT WITH
TILE BASE
TILE DETAIL AT OPENINGS
FRAME TYPE - BUTT
12.7 MM TAPE ALL EDGES
PTD GYP. BD. (TYP)
REFER TO WALL GC | WHEN SETTING HOLLOW METAL DOOR FRAMES GC | WHEN SETTING HOLLOW METAL DOOR FRAMES
SCHEDULE COORD | FRAME TYPE - WRAP - SET FRAME WITH WALL FACE ALIGNED TO COORD | FRAME TYPE - WRAP - SET FRAME WITH WALL FACE ALIGNED TO CARDBOARD TEMPORARY
BACKBEND BACKBEND FLOOR PROTECTION
FRAME TYPE - BUTT - FOR WALLS > 200MM - SET FRAME WITH WALL FRAME TYPE - BUTT - FOR WALLS > 200MM - SET FRAME WITH WALL ;
FACE ALIGNED TO BACKBEND ON DOOR SIDE FACE ALIGNED TO BACKBEND ON DOOR SIDE - 46mil MIN. THICKNESS
SUBTRADES SUBTRADES USE MULTIPLE ROLLS AS
REQUIRED TO COVER
ENTIRE SURFACE
. PROVIDE CARDBOARD TEMPORARY FLOOR PROTECTION ON ALL FINISHED
CONCRETE FLOOR SURFACES UNTIL PROJECT COMPLETION
. PROVIDE CARDBOARD TEMPORARY FLOOR PROTECTION ON ALL FINISHED FLOOR
** ALL WORK TO BE COMPLETED IN ACCORDANCE WITH TTMAC STANDARDS AS SPECIFIED SURFACES THAT MAY BE IMPACTED BY REMAINING WORK TO BE COMPLETED.
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THE CONTENTS OF THIS DRAWING AND SPECIFICATIONS
REMAIN THE COPYRIGHT PROPERTY OF
THOMAS BROWN ARCHITECT INC.
AND MUST BE RETURNED UPON COMPLETION OF THE WORK.
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THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS PRIOR
TO COMMENCEMENT OF THE WORK. ANY DISCREPANCIES
ARE TO BE REPORTED TO THE CONSULTANT.
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