
1. EXTERIOR WALL ASSEMBLIES 

1. THE SPECIFICATIONS, INSTALLATION, AND PERFORMANCE OF AIR BARRIER 
SYSTEMS AND VAPOUR BARRIERS MUST MEET OR EXCEED DIV. B PART 5 OF 
THE ONTARIO BUILDING CODE.

2. THE REQUIREMENTS FOR AN AIR BARRIER AND A VAPOUR BARRIER ARE 
INTENDED TO BE PROVIDED AS CONTINUOUS PLANES WITHIN THE BUILDING
ENVELOPE, ENSURE CONTINUITY OF AIR AND VAPOUR MEMBRANES BETWEEN 
COMPONENTS, TO ADJACENT CONSTRUCTION AND AT ALL PENETRATIONS TO 
PREVENT OR RETARD PASSAGE OF MOISTURE LADEN AIR AND/OR THE 
DIFFUSION OF WATER VAPOUR.

3. EXTERIOR ASSEMBLIES NOTING STUD FRAMING SHALL BE CONSTRUCTED 
USING WIND-LOAD BEARING FRAMING DESIGNED TO CARRY REQUIRED 
LATERAL LOADS. PROVIDE ENGINEERED SHOP DRAWING PRIOR TO 
COMMENCEMENT OF WORK.

2. INTERIOR WALL ASSEMBLIES 

1. GENERAL REQUIREMENTS
1. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT OF ANY 

DISCREPANCIES BETWEEN THE ARCHITECTURAL AND STRUCTURAL 
DRAWINGS AND SPECIFICATIONS PRIOR TO THE COMMENCEMENT OF 
WORK.

2. ALL PARTITIONS TO EXTEND TO U/S OF STRUCTURE UNLESS OTHERWISE 
NOTED. PROVIDE LATERAL BRACING AS REQUIRED

3. FURRING TO EXTEND TO 150MM ABOVE FINISHED CEILING OR TO U/S OF 
STRUCTURE WHERE NO CEILING EXISTS UNLESS OTHERWISE NOTED. 
REFER TO REFLECTED CEILING PLANS

4. WHERE INTERIOR DOORS ARE CLOSE TO AN INSIDE CORNER, PROVIDE 
MIN. 150MM CLEARANCE FROM DOOR JAMB TO ADJACENT WALL.

5. PROVIDE STEEL REINFORCING AS REQUIRED IN ALL INTERIOR GLAZED 
SCREENS (ALUMINUM OR HOLLOW METAL) TO U/S OF DECK AND/OR FIRE 
RATED FLOOR ASSEMBLY.

6. WALL ACCESS PANELS - WHERE POSSIBLE, ACCESS PANELS IN WALLS TO 
BE LOCATED ON SIDE WALLS OR IN LOCATION WITH MINIMAL VISUAL 
IMPACT. ACCESS PANELS TO PAINTED TO MATCH WALL FINISH. IN 
WASHROOMS ACCESS PANELS TO BE GALVANIZED STEEL PAINTED TO 
MATCH WALL FINISH. ALL ACCESS PANELS TO BE KEYED WITH THE SAME 
LOCK.

2. LOAD BEARING PARTITIONS (INTERIOR)
1. WHERE A PARTITION IS A LOAD BEARING WALL, REFER TO THE 

STRUCTURAL DRAWINGS FOR DESIGN REQUIREMENTS. 
2. THE CONTRACTOR SHALL NOTIFY THE CONSULTANT OF ANY 

DISCREPANCIES BETWEEN THE ARCHITECTURAL AND STRUCTURAL 
DRAWINGS AND SPECIFICATIONS PRIOR TO THE COMMENCEMENT OF 
WORK.

3. STEEL STUD FRAMED PARTITIONS (INTERIOR)
1. ALL PARTITIONS ARE TO UNDERSIDE OF DECK UNLESS OTHERWISE 

NOTED.
2. PROVIDE DEFLECTION DETAIL AT TOP OF ALL WALLS THAT ABUT 

UNDERSIDE OF DECK OR STRUCTURE. SEE ALSO TOP OF WALL DETAILS 
AS INDICATED.

3. WHERE SOUND ATTENUATION BATTS ARE CALLED FOR ON THE WALL 
TYPE, SEAL PERIMETER OF WALLS AND AROUND PENETRATIONS 
THROUGH WALLS WITH ACOUSTIC SEALANT. APPLY CONTINUOUS 
ACOUSTIC SEALANT TO BOTH SIDES OF TRACK AT THE JUNCTIONS WITH 
FLOORS AND ROOF DECKS, AND AROUND PENETRATIONS TO PARTITIONS. 
RECESSED OUTLETS ARE TO BE STAGGERED SO THAT ONLY ONE OUTLET 
IS INSTALLED BETWEEN TWO STUDS.

4. DO NOT FASTEN METAL STUDS TO CURTAIN WALL MULLIONS OR TEE BAR 
GRIDS.

5. WHERE INTERIOR DOORS ARE CLOSE TO AN INSIDE CORNER, PROVIDE 
MIN. CLEARANCE FROM DOOR JAMB TO ADJACENT WALL AS INDICATED ON 
DETAIL TITLED 'FRAME TYPES'

6. CONTRACTOR SHALL ENSURE STEEL STUD THICKNESS, SIZE AND 
SPACING IS ADEQUATE FOR THE HEIGHTS OF PARTITIONS INDICATED. 
CONTRACTOR SHALL PROVIDE BRACING AS REQUIRED.

7. USE WATER RESISTANT GYPSUM WALL BOARD ON ALL WET SIDES OF 
PARTITIONS.

4. MASONRY PARTITIONS (INTERIOR)
1. HEIGHT OF CONCRETE MASONRY UNIT WALLS TO BE TO UNDERSIDE OF 

FLOOR/ROOF DECK ABOVE UNLESS OTHERWISE NOTED.
2. WHERE CONCRETE UNIT MASONRY WALLS ABUT REINFORCED CONCRETE 

WALLS AND PIERS, RAKE BACK MORTAR JOINT WHERE THE TWO 
MATERIALS MEET AND PROVIDE CONTINUOUS SEALANT

5. FIRE RATED PARTITIONS (INTERIOR)
1. FOR WALL ASSEMBLIES THAT DENOTE FRR (FIRE RESISTANCE RATING), 

THE ASSEMBLY SHALL BE CONSTRUCTED AS A FIRE SEPARATION AT THE 
LOCATIONS INDICATED IN THE CONTRACT DRAWINGS GRAPHICALLY 
USING LINES AND/OR TEXT AND SYMBOLS

2. AT RECESSED PANEL INSTALLATIONS (E.G. ELECTRICAL PANELS) WITHIN 
RATED WALLS PROVIDE FOR CONTINUITY OF THE REQUIRED RATING 
BEHIND THE PANEL. REFER TO THE ONTARIO BUILDING CODE DIVISION B, 
SECTION 3.1.9.2 FOR REQUIREMENTS FOR COMBUSTIBILITY OF SERVICE 
PENETRATIONS AND SECTION 3.1.10.2 FOR RATING OF FIREWALLS.

3. WHERE FIRE RATED PARTITIONS ABUT NON-RATED PARTITIONS THE FIRE 
RATED ASSEMBLY SHALL BE CONTINUOUS AND UNINTERRUPTED BY THE 
ABUTTING WALLS TO MAINTAIN A CONTINUOUS FIRE SEPARATION.

4. SEAL PERIMETER OF FIRE RATED WALLS AND AROUND PENETRATIONS 
THROUGH FIRE RATED WALLS WITH APPROVED FIRESTOP MATERIALS. DO 
NOT SEAL CLEARANCE SPACES WITHIN FIRE DAMPERS. SEAL ONLY IN 
STRICT ACCORDANCE WITH MANUFACTURERS INSTRUCTIONS. 

5. WHERE DUCTS, PIPES, AND CONDUITS PENETRATE RATED PARTITIONS, 
ENSURE FIRE-SEALANT IS PROVIDED IN GAPS/OPENINGS

6. ACOUSTIC PARTITIONS
1. WHERE ACOUSTIC BLANKET INSULATION IS SPECIFIED AS A COMPONENT 

PART OF A WALL OR PARTITION ASSEMBLY, CONTRACTOR SHALL PROVIDE 
A CONTINUOUS SEALANT TO BOTH STUDS AND TRACKS ALONG PARTITION 
PERIMETER.

2. IN ACOUSTIC PARTITIONS, RECESSED OUTLETS ARE TO BE STAGGERED, 
AND CONTINUOUS FLEXIBLE SEALANT SHALL BE PROVIDED AT THE 
JUNCTIONS WITH FLOORS, CEILINGS AND STRUCTURAL MEMBERS. 
CONTRACTOR SHALL PROVIDE FLEXIBLE SEALANT AROUND 
PENETRATIONS IN THE PARTITION.

7. BLOCKING FOR MILLWORK & SPECIALITIES
1. PROVIDE BLOCKING IN PARTITIONS AND WALLS (INTERIOR AND EXTERIOR) 

FOR THE FOLLOWING:
1. WINDOW FRAMES, MILLWORK, FIXTURES AND FITTINGS, HANDRAILS, 

GRAB BARS, TACKBOARDS, WHITEBOARDS, MIRRORS, WASHROOM 
ACCESSORIES AND OTHER ITEMS AS REQUIRED.

2. PROVIDE BLOCKING TO ACCOMMODATE ALL SURFACE MOUNTED AND 
FURRED-IN ACCESSORIES AND FIXTURES UNLESS OTHERWISE 
INDICATED.

GENERAL ASSEMBLIES NOTES

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

ASSEMBLY SHALL BE BUILT AS A FIRE SEPERATION WHERE NOTED IN PLANS

64

465

BRICK MASONRY c/w THERMAL CONNECTORS
CONTINUOUS AIR SPACE
MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR ZIP SHEATHING C/W 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400mm O.C., C/W
MINERAL WOOL INSULATION (WIDTH OF STUD)
VAPOUR BARRIER MEMBRANE
GYPSUM WALL BOARD

X-S-1 R34

90mm
25mm

125mm
-

50mm
152mm
152mm

-
16mm

N/A

N/A

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

6

115

BRICK MASONRY
CONTINUOUS AIR SPACE

X-S-1A R21.5

90mm
50mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

34

455

BRICK MASONRY
CONTINUOUS AIR SPACE
MINERAL WOOL INSULATION - R21.5
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
CONCRETE MASONRY UNITS

X-B-1 R21.5

90mm
50mm

125mm
-

190mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

23

365

Z-GIRTS @ 600mm O.C., (HOR.)
MINERAL WOOL INSULATION - R21.5
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
CONCRETE MASONRY UNITS

X-B-6 R21.5

VARIES
125mm

-
240mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/AN/A

N/A

490

Z-GIRTS @ 600mm O.C., (HOR.)
MINERAL WOOL INSULATION - R21.5
AIR/VAPOUR BARRIER MEMBRANE
CONCRETE MASONRY UNITS
AIR/VAPOUR BARRIER MEMBRANE
MINERAL WOOL INSULATION - R21.5
Z-GIRTS @ 600mm O.C., (HOR.)

X-B-7

VARIES
125mm

-
240mm

-
125mm

VARIES

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

23

415

Z-GIRTS @ 600mm O.C., (HOR.)
MINERAL WOOL INSULATION - R21.5
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
CONCRETE MASONRY UNITS

X-B-8 R21.5

VARIES
125mm

-
290mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

ASSEMBLY SHALL BE BUILT AS A FIRE SEPERATION WHERE NOTED IN PLANS

64

484

BRICK MASONRY c/w THERMAL CONNECTORS
CONTINUOUS AIR SPACE
MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR ZIP SHEATHING C/W 50mm POLYISO RIGID INSUL. R-12
DENSDGLASS FIREGUARD GYPSUM SHEATHING (DGG)
WIND LOAD BEARING STEEL STUDS @ 400mm O.C., C/W
MINERAL WOOL INSULATION (WIDTH OF STUD)
VAPOUR BARRIER MEMBRANE
TYPE 'X' GYPSUM WALL BOARD

X-S-2 R34

90mm
25mm

125mm
-

50mm
16mm

152mm
152mm

-
16mm

ULC-S101 DES. NO W456

1HR

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

30

300

PROTECTION BOARD (TO 300 BELOW GRADE) c/w CONCRETE
PARGING FOR EXPOSED AREAS ABOVE GRADE
R15 Min. ADHERED RIGID INSULATION
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
REINFORCED CAST-IN PLACE CONCRETE
R15 Min. ADHERED RIGID INSULATION

F150-i2 30

6mm
-

75mm
-

150mm
75mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

31

350

PROTECTION BOARD (TO 300 BELOW GRADE) c/w CONCRETE
PARGING FOR EXPOSED AREAS ABOVE GRADE
R15 Min. ADHERED RIGID INSULATION
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
REINFORCED CAST-IN PLACE CONCRETE
R15 Min. ADHERED RIGID INSULATION

F200-i2 30

6mm
-

75mm
-

200mm
75mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

32

600

PROTECTION BOARD (TO 300 BELOW GRADE) c/w CONCRETE
PARGING FOR EXPOSED AREAS ABOVE GRADE
R15 Min. ADHERED RIGID INSULATION
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
REINFORCED CAST-IN PLACE CONCRETE
R15 Min. ADHERED RIGID INSULATION

F450-i2 30

6mm
-

75mm
-

450mm
75mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

31

390

PROTECTION BOARD (TO 300 BELOW GRADE) c/w CONCRETE
PARGING FOR EXPOSED AREAS ABOVE GRADE
R15 Min. ADHERED RIGID INSULATION
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
REINFORCED CAST-IN PLACE CONCRETE
R15 Min. ADHERED RIGID INSULATION

F240-i2 30

6mm
-

75mm
-

240mm
75mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

N/A
250

ASSEMBLY COMPONENT DESCRIPTION

CODE

-mm

1

2 3

4 7

6

5

9

8

GENERAL NOTES:

1. ASSEMBLY CODE ASSIGNED TO ALL ASSEMBLIES.
2. INDICATIVE ASSEMBLY SECTION.
3. ASSEMBLY DESCRIPTION, LISTED WITH THICKNESS AND DESCRIPTION OF ASSEMBLY LAYERS, FROM 

EXTERIOR FACE TO INTERIOR FACE OF ASSEMBLY.
4. ASSEMBLY OVERALL WIDTH.
5. THE R-VALUES GIVEN INIDCATES THE CLEAR-FIELD EFFECTIVE VALUES. THESE ARE THE MINIMUM 

REQUIRED TO MEET THE PASSIVEHOUSE TARGETS. NOTE THAT THE EFFECTIVE R-VALUE CAN BE 
LESS THAN THE NOMINAL INSULATION R-VALUE BASED ON THERMAL BRIDGING ASSUMPTIONS. IT 
COULD ALSO BE MORE, AS IT INCLUDES THERMAL PERFORMANCE OF SUBSEQUENT LAYERS (I.E. AIR 
CAVITIES, DRYWALL, ETC.).

6. MINIUMUM R-VALUE OF THE CONTINUOUS INSULATION AS REQUIRED BY OBC.
7. ULC LISTING OR OBC CODE REFERENCE FOR SPECIFIED ASSEMBLIES.
8. REQUIRED FIRE-RESISTANCE RATING OR OVERALL ASSEMBLY.
9. REQUIRED ACOUSTIC PERFORMANCE RATING OF OVERALL ASSEMBLY.

ASSEMBLIES TYPE CODIFICATION

INT

EXT

R-VALUE CI MIN.

FIRE RATING

SRI VALUE

ULC / OBC

R-VALUETYPE

EXTERIOR

INTERIOR

FLAT

57

1 PLY OF MODIFIED BITUMINOUS WHITE GRANULATED CAP SHEET
1 PLY OF MODIFIED BITUMINOUS BASE SHEET
PROTECTION BOARD
ADHERED BITUMEN COATED STONE WOOL INSULATION
TAPERED INSULATION (AS INDICATED)
POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
ADHERED 1 PLY SELF-ADHERING VAPOUR RETARDER
GYPSUM BOARDS MECHANICALLY FASTENED

-
-

13mm
50mm

-
200mm

-
13mm

RF-3 57 90

INT

EXT

R-VALUE CI MIN.

FIRE RATING

SRI VALUE

ULC / OBC

R-VALUETYPE

EXTERIOR

INTERIOR

FLAT

PREFINISHED V-GROVE TONGUE & GROVE METAL SOFFIT C/W
ENGINEERED SUPPORT SYSTEM (DEPTH VARIES)
WOODGRAIN FINISH
BASIS OF DESIGN - LONGBOARD TONGUE & GROVE PLANKS
COLOR AND GRAIN FINISH SHALL BE SELECTED BY ARCHITECT
FROM FULL RANGE

125mm
-
-

STG-1

INT

EXT

R-VALUE CI MIN.

FIRE RATING

SRI VALUE

ULC / OBC

R-VALUETYPE

EXTERIOR

INTERIOR

FLAT

ALUMINUM HONEYCOMB PANEL CLADDING SYSTEM
MOUNTED TO THERMALLY BROKEN SUPPORTING SUB-FRAMING
(REFER TO GENERAL NOTES)

AHP-1

TYPE

ASPHALTIC CONCRETE WEARING COURSE OPSS HL 3 OR HL 3A
BINDER COURSE OPSS HL 8
BASE COURSE OPSS GRANULAR A
SUB-BASE COURSE OPSS GRANULAR B TYPE II
- REFER TO GEOTECHNICAL REPORT FOR SUBGRADE COMPOSITION
AND DEPTHS

40mm
65mm

150mm
350mm

P-HDA
HEAVY DUTY ASPHALT

TYPE

REINFORCED CONCRETE SLAB ON GRADE
- REINFORCING - REFER TO STRUCTURAL
RIGID INSULATION - HIGH DENSITY
COMPACTED GRANULAR 'A'
COMPACTED GRANULAR 'B' TYPE II
- REFER TO GEOTECHNICAL REPORT FOR SUBGRADE COMPOSITION
AND DEPTHS

200mm
-

50mm
150mm
350mm

P-RCA
REINFORCED CONCRETE APRON

TYPE

CONCRETE - BROOM FINISH
POLYETHYLENE VAPOUR BARRIER
GRANULAR 'A' CRUSHER RUN LIMESTONE COMPACTED

200mm
6mil.

150mm

P-SW-1
SIDEWALKS - GENERAL

TYPE

ASPHALTIC CONCRETE WEARING COURSE OPSS HL 3 OR HL 3A
BINDER COURSE OPSS HL 8
BASE COURSE OPSS GRANULAR A
SUB-BASE COURSE OPSS GRANULAR B TYPE II
- REFER TO GEOTECHNICAL REPORT FOR SUBGRADE COMPOSITION
AND DEPTHS

40mm
50mm

150mm
250mm

P-LDA
LIGHT DUTY ASPHALT

TYPE

REINFORCED CONCRETE SLAB ON GRADE
REINFORCING - 20M EPOXY COATED BARS @300MM T&B.E.W.
RIGID INSULATION EXTENDING 1200 BEYOND PAD EACH SIDE (DOW
HL LOAD 100)
COMPACTED GRANULAR 'B' TYPE II

300mm
-

50mm
-

300mm

P-GEN
REINFORCED CONCRETE GENERATOR PAD

TYPE

CONCRETE
- REINFORCING - REFER TO STRUCTURAL
GRANULAR BASE COURSES (A & B) SEE NOTE BELOW
*SLOPE APRON 1 : 10 MAX (150MM OVER 1800MM)
NOTE: GRANULAR BASE COURSES TO MATCH
ADJACENT CONCRETE BASE COURSES  (A & B)

200mm

P-TA-1
REINFORCED CONCRETE TRANSITION APRON

TYPE

CONCRETE - BROOM FINISH
POLYETHYLENE VAPOUR BARRIER
GRANULAR 'A' COMPACTED
* PLACE WHERE INDICATED AND AT DRIVEWAYS AND ENTRANCES

200mm
6mil.

200mm

P-SW-2
SIDEWALKS AT DRIVEWAYS & ENTRANCES

TYPE

HIGH CONCRETE CURB
* COORINDATE WITH CIVIL DRAWINGS FOR CURBS BEYOND 400mm
HEIGH

400mm

P-PCC
CONCRETE CURBS

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

70

503

BRICK MASONRY c/w THERMAL CONNECTORS
CONTINUOUS AIR SPACE
MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR R ZIP SHEATHING c/w 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400 O.C, c/w
MINERAL WOOL INSULATION (WIDTH OF STUD)
POLYISO RIGID INSULATION
EXTERIOR FIBERGLASS SHEATHING
ROOFING MEMBRANE

PAR-1

90mm
25mm

125mm
-

72mm
152mm
152mm

50mm
16mm

-

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

64

388

MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR R ZIP SHEATHING c/w 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400 O.C, c/w
MINERAL WOOL INSULATION (WIDTH OF STUD)
POLYISO RIGID INSULATION
EXTERIOR FIBERGLASS SHEATHING
ROOFING MEMBRANE

PAR-2 33.5

125mm
-

72mm
152mm
152mm

50mm
16mm

-

TYPE

PLANTING BED
- REFER TO LANDSCAPE DRAWINGS FOR DETAILS

L-LSS
LANDSCAPING BED

TYPE

RIVER ROCK
NON-WOVEN GEOTEXTILE
c/w ALUMINUM EDGING AROUND PERIMETER
- REFER TO LANDSCAPE PLANS

100mm
-

89mm

L-RR
RIVER ROCK BED

TYPE

SOD
TOP SOIL

--
150mm

L-SOD
SOD - REFER TO LANDSCAPE DRAWINGS

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

8

38

BIPV FACING ON ALUMINUM HONEYCOMB BACKING
MOUNTED TO THERMALLY BROKEN SUPPORTING SUB-FRAMING
(REFER TO GENERAL NOTES)

BIPV

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/AN/A

N/A

ALUMINUM HONEYCOMB PANEL CLADDING SYSTEM
MOUNTED TO THERMALLY BROKEN SUPPORTING SUB-FRAMING
(REFER TO GENERAL NOTES)

AHP-1

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

ALUMINUM FRAMED GLAZING SYSTEM
ALUMICOR THERMAWALL TW2200
FRAME DEPTH OF 8″ (152.4mm) FOR 2-1/2″ (63.5mm)
C/W TRIPLE GLAZED IGU

CW-3

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

ALUMINUM ENTRANCE FRAMED GLAZING SYSTEM
KAWNEER TRIFAB 451
FRAME: 45 mm x 114 mm (1-3/4" x 4-1/2")

IS1

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

INTERIOR SCREEN - FIRE RATED
AL / HM FRAME
C/W PILKINGTON PYROSTOP FIRE-RATED GLAZING
BASIS OF DESIGN: FIREFRAMES ALUMINUM SERIES

IS4

[ 
P
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O
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SEALS

DRAWINGS ARE NOT TO BE SCALED.

CONTRACTOR MUST VERIFY ALL DIMENSIONS ON THE JOB AND REPORT ANY 

DISCREPANCY TO ARCHITECTS BEFORE PROCEEDING WITH WORK.

ALL DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED AT THE COMPLETION OF THE WORK.
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3050 THE COLLEGEWAY MISSISSAUGA, ONTARIO CANADA

CITY OF MISSISSAUGA FIRE
STATION 123

A00.03

AF

12301

SRL

CONSTRUCTION
ASSEMBLY MATRIX -
EXTERIOR ENVELOPE

ASSEMBLIES - WALL EXTERIOR

ASSEMBLIES - WALL BELOW GRADE

ASSEMBLIES - ROOFS

ASSEMBLIES - SOFFITS

ASSEMBLIES - PAVEMENT

ASSEMBLIES - PARAPETS

ASSEMBLIES - LANDSCAPING

0 SPA PRE-CONSULTATION 03/28/23

1 PRELIMINARY ZONING REVIEW
RE-SUBMISSION

08/02/23

2 PAM 1 RE-SUBMISSION 09/07/23

3 MINOR VARIANCE APPLICATION 09/08/23

4 FORMAL SPA 12/05/23

5 90% CD SUBMISSION 1/22/24

6 CLASS A ESTIMATE 01/22/24

7 PERMIT 01/22/24

8 BP - RESUBMISSION 02/23/24

9 SPA RESUBMISSION 03/12/24

10 BP-RESUBMISSION 03/27/24

11 BP-RESUBMISSION 05/02/24

12 TENDER 05/06/24

13 ARCH ADDENDUM 2 07/02/24

ASSEMBLIES - PANELIZED SYSTEMS

13

13



1. EXTERIOR WALL ASSEMBLIES 

1. THE SPECIFICATIONS, INSTALLATION, AND PERFORMANCE OF AIR BARRIER 
SYSTEMS AND VAPOUR BARRIERS MUST MEET OR EXCEED DIV. B PART 5 OF 
THE ONTARIO BUILDING CODE.

2. THE REQUIREMENTS FOR AN AIR BARRIER AND A VAPOUR BARRIER ARE 
INTENDED TO BE PROVIDED AS CONTINUOUS PLANES WITHIN THE BUILDING
ENVELOPE, ENSURE CONTINUITY OF AIR AND VAPOUR MEMBRANES BETWEEN 
COMPONENTS, TO ADJACENT CONSTRUCTION AND AT ALL PENETRATIONS TO 
PREVENT OR RETARD PASSAGE OF MOISTURE LADEN AIR AND/OR THE 
DIFFUSION OF WATER VAPOUR.

3. EXTERIOR ASSEMBLIES NOTING STUD FRAMING SHALL BE CONSTRUCTED 
USING WIND-LOAD BEARING FRAMING DESIGNED TO CARRY REQUIRED 
LATERAL LOADS. PROVIDE ENGINEERED SHOP DRAWING PRIOR TO 
COMMENCEMENT OF WORK.

2. INTERIOR WALL ASSEMBLIES 

1. GENERAL REQUIREMENTS
1. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT OF ANY 

DISCREPANCIES BETWEEN THE ARCHITECTURAL AND STRUCTURAL 
DRAWINGS AND SPECIFICATIONS PRIOR TO THE COMMENCEMENT OF 
WORK.

2. ALL PARTITIONS TO EXTEND TO U/S OF STRUCTURE UNLESS OTHERWISE 
NOTED. PROVIDE LATERAL BRACING AS REQUIRED

3. FURRING TO EXTEND TO 150MM ABOVE FINISHED CEILING OR TO U/S OF 
STRUCTURE WHERE NO CEILING EXISTS UNLESS OTHERWISE NOTED. 
REFER TO REFLECTED CEILING PLANS

4. WHERE INTERIOR DOORS ARE CLOSE TO AN INSIDE CORNER, PROVIDE 
MIN. 150MM CLEARANCE FROM DOOR JAMB TO ADJACENT WALL.

5. PROVIDE STEEL REINFORCING AS REQUIRED IN ALL INTERIOR GLAZED 
SCREENS (ALUMINUM OR HOLLOW METAL) TO U/S OF DECK AND/OR FIRE 
RATED FLOOR ASSEMBLY.

6. WALL ACCESS PANELS - WHERE POSSIBLE, ACCESS PANELS IN WALLS TO 
BE LOCATED ON SIDE WALLS OR IN LOCATION WITH MINIMAL VISUAL 
IMPACT. ACCESS PANELS TO PAINTED TO MATCH WALL FINISH. IN 
WASHROOMS ACCESS PANELS TO BE GALVANIZED STEEL PAINTED TO 
MATCH WALL FINISH. ALL ACCESS PANELS TO BE KEYED WITH THE SAME 
LOCK.

2. LOAD BEARING PARTITIONS (INTERIOR)
1. WHERE A PARTITION IS A LOAD BEARING WALL, REFER TO THE 

STRUCTURAL DRAWINGS FOR DESIGN REQUIREMENTS. 
2. THE CONTRACTOR SHALL NOTIFY THE CONSULTANT OF ANY 

DISCREPANCIES BETWEEN THE ARCHITECTURAL AND STRUCTURAL 
DRAWINGS AND SPECIFICATIONS PRIOR TO THE COMMENCEMENT OF 
WORK.

3. STEEL STUD FRAMED PARTITIONS (INTERIOR)
1. ALL PARTITIONS ARE TO UNDERSIDE OF DECK UNLESS OTHERWISE 

NOTED.
2. PROVIDE DEFLECTION DETAIL AT TOP OF ALL WALLS THAT ABUT 

UNDERSIDE OF DECK OR STRUCTURE. SEE ALSO TOP OF WALL DETAILS 
AS INDICATED.

3. WHERE SOUND ATTENUATION BATTS ARE CALLED FOR ON THE WALL 
TYPE, SEAL PERIMETER OF WALLS AND AROUND PENETRATIONS 
THROUGH WALLS WITH ACOUSTIC SEALANT. APPLY CONTINUOUS 
ACOUSTIC SEALANT TO BOTH SIDES OF TRACK AT THE JUNCTIONS WITH 
FLOORS AND ROOF DECKS, AND AROUND PENETRATIONS TO PARTITIONS. 
RECESSED OUTLETS ARE TO BE STAGGERED SO THAT ONLY ONE OUTLET 
IS INSTALLED BETWEEN TWO STUDS.

4. DO NOT FASTEN METAL STUDS TO CURTAIN WALL MULLIONS OR TEE BAR 
GRIDS.

5. WHERE INTERIOR DOORS ARE CLOSE TO AN INSIDE CORNER, PROVIDE 
MIN. CLEARANCE FROM DOOR JAMB TO ADJACENT WALL AS INDICATED ON 
DETAIL TITLED 'FRAME TYPES'

6. CONTRACTOR SHALL ENSURE STEEL STUD THICKNESS, SIZE AND 
SPACING IS ADEQUATE FOR THE HEIGHTS OF PARTITIONS INDICATED. 
CONTRACTOR SHALL PROVIDE BRACING AS REQUIRED.

7. USE WATER RESISTANT GYPSUM WALL BOARD ON ALL WET SIDES OF 
PARTITIONS.

4. MASONRY PARTITIONS (INTERIOR)
1. HEIGHT OF CONCRETE MASONRY UNIT WALLS TO BE TO UNDERSIDE OF 

FLOOR/ROOF DECK ABOVE UNLESS OTHERWISE NOTED.
2. WHERE CONCRETE UNIT MASONRY WALLS ABUT REINFORCED CONCRETE 

WALLS AND PIERS, RAKE BACK MORTAR JOINT WHERE THE TWO 
MATERIALS MEET AND PROVIDE CONTINUOUS SEALANT

5. FIRE RATED PARTITIONS (INTERIOR)
1. FOR WALL ASSEMBLIES THAT DENOTE FRR (FIRE RESISTANCE RATING), 

THE ASSEMBLY SHALL BE CONSTRUCTED AS A FIRE SEPARATION AT THE 
LOCATIONS INDICATED IN THE CONTRACT DRAWINGS GRAPHICALLY 
USING LINES AND/OR TEXT AND SYMBOLS

2. AT RECESSED PANEL INSTALLATIONS (E.G. ELECTRICAL PANELS) WITHIN 
RATED WALLS PROVIDE FOR CONTINUITY OF THE REQUIRED RATING 
BEHIND THE PANEL. REFER TO THE ONTARIO BUILDING CODE DIVISION B, 
SECTION 3.1.9.2 FOR REQUIREMENTS FOR COMBUSTIBILITY OF SERVICE 
PENETRATIONS AND SECTION 3.1.10.2 FOR RATING OF FIREWALLS.

3. WHERE FIRE RATED PARTITIONS ABUT NON-RATED PARTITIONS THE FIRE 
RATED ASSEMBLY SHALL BE CONTINUOUS AND UNINTERRUPTED BY THE 
ABUTTING WALLS TO MAINTAIN A CONTINUOUS FIRE SEPARATION.

4. SEAL PERIMETER OF FIRE RATED WALLS AND AROUND PENETRATIONS 
THROUGH FIRE RATED WALLS WITH APPROVED FIRESTOP MATERIALS. DO 
NOT SEAL CLEARANCE SPACES WITHIN FIRE DAMPERS. SEAL ONLY IN 
STRICT ACCORDANCE WITH MANUFACTURERS INSTRUCTIONS. 

5. WHERE DUCTS, PIPES, AND CONDUITS PENETRATE RATED PARTITIONS, 
ENSURE FIRE-SEALANT IS PROVIDED IN GAPS/OPENINGS

6. ACOUSTIC PARTITIONS
1. WHERE ACOUSTIC BLANKET INSULATION IS SPECIFIED AS A COMPONENT 

PART OF A WALL OR PARTITION ASSEMBLY, CONTRACTOR SHALL PROVIDE 
A CONTINUOUS SEALANT TO BOTH STUDS AND TRACKS ALONG PARTITION 
PERIMETER.

2. IN ACOUSTIC PARTITIONS, RECESSED OUTLETS ARE TO BE STAGGERED, 
AND CONTINUOUS FLEXIBLE SEALANT SHALL BE PROVIDED AT THE 
JUNCTIONS WITH FLOORS, CEILINGS AND STRUCTURAL MEMBERS. 
CONTRACTOR SHALL PROVIDE FLEXIBLE SEALANT AROUND 
PENETRATIONS IN THE PARTITION.

7. BLOCKING FOR MILLWORK & SPECIALITIES
1. PROVIDE BLOCKING IN PARTITIONS AND WALLS (INTERIOR AND EXTERIOR) 

FOR THE FOLLOWING:
1. WINDOW FRAMES, MILLWORK, FIXTURES AND FITTINGS, HANDRAILS, 

GRAB BARS, TACKBOARDS, WHITEBOARDS, MIRRORS, WASHROOM 
ACCESSORIES AND OTHER ITEMS AS REQUIRED.

2. PROVIDE BLOCKING TO ACCOMMODATE ALL SURFACE MOUNTED AND 
FURRED-IN ACCESSORIES AND FIXTURES UNLESS OTHERWISE 
INDICATED.

GENERAL ASSEMBLIES NOTES

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

N/A
250

ASSEMBLY COMPONENT DESCRIPTION

CODE

-mm

1

2 3

4 7

6

5

9

8

GENERAL NOTES:

1. ASSEMBLY CODE ASSIGNED TO ALL ASSEMBLIES.
2. INDICATIVE ASSEMBLY SECTION.
3. ASSEMBLY DESCRIPTION, LISTED WITH THICKNESS AND DESCRIPTION OF ASSEMBLY LAYERS, FROM 

EXTERIOR FACE TO INTERIOR FACE OF ASSEMBLY.
4. ASSEMBLY OVERALL WIDTH.
5. THE R-VALUES GIVEN INIDCATES THE CLEAR-FIELD EFFECTIVE VALUES. THESE ARE THE MINIMUM 

REQUIRED TO MEET THE PASSIVEHOUSE TARGETS. NOTE THAT THE EFFECTIVE R-VALUE CAN BE 
LESS THAN THE NOMINAL INSULATION R-VALUE BASED ON THERMAL BRIDGING ASSUMPTIONS. IT 
COULD ALSO BE MORE, AS IT INCLUDES THERMAL PERFORMANCE OF SUBSEQUENT LAYERS (I.E. AIR 
CAVITIES, DRYWALL, ETC.).

6. MINIUMUM R-VALUE OF THE CONTINUOUS INSULATION AS REQUIRED BY OBC.
7. ULC LISTING OR OBC CODE REFERENCE FOR SPECIFIED ASSEMBLIES.
8. REQUIRED FIRE-RESISTANCE RATING OR OVERALL ASSEMBLY.
9. REQUIRED ACOUSTIC PERFORMANCE RATING OF OVERALL ASSEMBLY.

ASSEMBLIES TYPE CODIFICATION

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

77

GYPSUM WALL BOARD
METAL STUDS @ 400mm O.C., C/W

P1-S-1
N/A

N/A

N/A

13mm
64mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

118

GYPSUM WALL BOARD
METAL STUDS @ 400mm O.C., C/W
GYPSUM WALL BOARD

P2-S-2
N/A

38

N/A

13mm
92mm
13mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

105

GYPSUM WALL BOARD
METAL STUDS @ 400mm O.C., C/W

P3-S-1-WR
N/A

N/A

13mm
92mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

105

GYPSUM WALL BOARD
METAL STUDS @ 400mm O.C., C/W

P2-S-1
N/A

N/A

13mm
92mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

90

CONCRETE MASONRY UNITS

B-90-1
1.5 HR

43

SB-3 B1a

90mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

140

CONCRETE MASONRY UNITS

B-140-1
1.5 HR

43

SB-3 B1a

140mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

190

CONCRETE MASONRY UNITS

B-190-1
2.5 HR

46

SB-3 B1a

190mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

240

CONCRETE MASONRY UNITS

B-240-1
2.5 HR

46

SB-3 B1a

240mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

ALUMINUM ENTRANCE FRAMED GLAZING SYSTEM
KAWNEER TRIFAB 451
FRAME: 45 mm x 114 mm (1-3/4" x 4-1/2")

IS1
N/A

N/A

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

290

CONCRETE MASONRY UNITS

B-290-1
2.5 HR

46

SB-3 B1a

290mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

175

METAL STUDS @ 406 O.C
TILE BACKER BOARD
WATERPROOF MEMBRANE
SELECTED TILES ON GROUT

F8

152mm
13mm

-
-

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

100/600 x 1200mm ACOUSTIC LAY-IN TILE
HANGER WIRE @ MAIN TEES TO STRUCTURE
WIRE SPACING 1200mm O/C MAX.

-
-
-

ACT-3

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

EXPOSED CEILING - FINISH - REFER TO ROOM FINISH SCHEDULE

EXP

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

GYSPUM BOARD
METAL FURRING CHANNELS @ 400mm O/C max.
BRIDGING CHANNEL @ 400mm O/C MAX.
or DRYWALL CEILING SUSPENSION SYSTEM
HANGER WIRES TO STRUCTURE

12.7mm
-
-
-
-

GB

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

GYSPUM BOARD (WATER RESISTANT)
METAL FURRING CHANNELS @ 400mm O/C max.
BRIDGING CHANNEL @ 400mm O/C MAX.
or DRYWALL CEILING SUSPENSION SYSTEM
HANGER WIRES TO STRUCTURE

12.7mm
-
-
-
-

GB-WR

TYPE

CONCRETE SLAB ON GRADE
VAPOUR BARRIER
R-15 RIGID INSULATION - 40 PSI
COMPACTED 19mm CLEAR CRUSHED STONE

125mm
6mil

75mm
200mm

SG-Ci-125
INSULATED CONCRETE SLAB ON GRADE

TYPE

CONCRETE - REFER TO STRUCTURAL
REINFORCING - REFER TO STRUCTURAL
VAPOUR BARRIER
R-15 RIGID INSULATION - 100 PSI
COMPACTED 19mm CLEAR CRUSHED STONE

200mm
-

6mil
75mm

200mm

SG-Ci-200r
INSULATED CONCRETE SLAB ON GRADE

* GC TO COORDINATE WITH MECHANICAL FOR INFLOOR RADIANT HEATING

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

165

GYPSUM WALL BOARD
METAL STUDS @ 406mm O.C.

P3-S-1
N/A

--

13mm
152mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

184

TYPE 'X' GYPSUM WALL BOARD
METAL STUDS @ 400mm O.C., C/W
MINERAL WOOL INSULATION (WIDTH OF STUD)
TYPE 'X' GYPSUM WALL BOARD

P12-Si-2
50 min.

--

OBC SB-2

16mm
152mm
152mm

16mm

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

INTERIOR SCREEN - FIRE RATED
AL / HM FRAME
C/W PILKINGTON PYROSTOP FIRE-RATED GLAZING
BASIS OF DESIGN: FIREFRAMES ALUMINUM SERIES

IS4
1.5 HR

N/A

UL 263

INTEXT

R-VALUE CI MIN.

FIRE RATING

STC RATING

ULC / OBC

R-VALUEWIDTH

EXTERIOR

INTERIOR

N/A

N/A

ASSEMBLY SHALL BE BUILT TO U/S OF STRUCTURE (UNLESS NOTED ELSEWHERE)

175

METAL STUDS @ 406 O.C
TILE BACKER BOARD
WATERPROOF MEMBRANE
SELECTED TILES ON GROUT

F8

152mm
13mm

-
-
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SEALS

DRAWINGS ARE NOT TO BE SCALED.

CONTRACTOR MUST VERIFY ALL DIMENSIONS ON THE JOB AND REPORT ANY 

DISCREPANCY TO ARCHITECTS BEFORE PROCEEDING WITH WORK.

ALL DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED AT THE COMPLETION OF THE WORK.

NO. ISSUES/REVISIONS DATE

DRAWING TITLE:

ISSUE DATE:

DRAWN BY:

PROJECT NO.:

CHECKED BY:

SCALE:

DRAWING NO.: REVISION:

SITE PLAN APPLICATION #

DEVELOPMENT TYPE

LEGAL DESCRIPTION

APPLICANT  INFO

OWNER INFO

SP 24-3

EMERGENCY SERVICES

PART OF BLOCK 124 REGISTERED PLAN 43M-745

DAVID PREMI, 25 MAIN ST. W, SUITE 1800, 

HAMILTON, ON  L8P 1H1

905.522.0220 

CITY OF MISSISSAUGA, ADRIANA TANTALO, 300 

CITY CENTRE DRIVE 

905.615.3200 X 3395
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07/02/24

11

3050 THE COLLEGEWAY MISSISSAUGA, ONTARIO CANADA

CITY OF MISSISSAUGA FIRE
STATION 123

A00.04

AF

12301

SRL

CONSTRUCTION
ASSEMBLY MATRIX -

INTERIOR

ASSEMBLIES - WALL PARTITIONS

ASSEMBLIES - WALL FURRINGS

ASSEMBLIES - CEILINGS

ASSEMBLIES - FLOORS INTERIOR

ASSEMBLIES - WALL PARTITIONS (CON'T)

0 SPA PRE-CONSULTATION 03/28/23

1 PRELIMINARY ZONING REVIEW
RE-SUBMISSION

08/02/23

2 PAM 1 RE-SUBMISSION 09/07/23

3 MINOR VARIANCE APPLICATION 09/08/23

4 FORMAL SPA 12/05/23

5 90% CD SUBMISSION 1/22/24

6 CLASS A ESTIMATE 01/22/24

7 PERMIT 01/22/24

8 BP - RESUBMISSION 02/23/24

9 SPA RESUBMISSION 03/12/24

10 TENDER 05/06/24

11 ARCH ADDENDUM 2 07/02/24

11
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1. GENERAL REQUIREMENTS

1. ALL WORK SHALL CONFORM TO THE REQUIREMENTS OF ALL EXISTING BY-
LAWS, CODES, MUNICIPAL GOVERNMENTS AND AUTHORITIES HAVING 
JURISDICTION. OBTAIN ALL PERMITS REQUIRED IN ACCORDANCE WITH THE 
CONTRACT.

2. CAREFUL EXAMINATION OF ALL TENDER DOCUMENTS IS REQUIRED TO 
DETERMINE THE FULL SCOPE OF THE WORK.  

3. DO NOT SCALE THE DRAWINGS. VERIFY ALL CONDITIONS ON-SITE BEFORE 
PROCEEDING WITH WORK. ANY CONFLICT OR DISCREPANCY BETWEEN 
INFORMATION ON DRAWINGS AND ACTUAL FIELD CONDITIONS SHOULD BE 
BROUGHT TO THE ARCHITECT'S ATTENTION FOR RESOLUTION PRIOR TO 
COMMENCING WORK.

4. DIMENSIONS SHOWN ARE TAKEN TO FACE OF CMU, POURED CONCRETE, OR 
WALL STUD UNLESS NOTED OTHERWISE. ALL GWB OR CMU PARTITIONS TO 
EXTEND TIGHT TO U/S OF ROOF DECKS UNLESS NOTED OTHERWISE.

5. REFER TO STRUCTURAL DRAWINGS FOR LATERAL SUPPORT AT THE TOP OF 
CMU WALLS.

6. ALL INTERIOR ALUM SCREENS SHALL HAVE GWB AND METAL STUD 
ASSEMBLIES FROM TOP OF SCREEN/DOOR FRAME TO UNDERSIDE OF DECK 
UNLESS A LINTEL HAS BEEN PROVIDED BY STRUCTURAL WITH BLOCK WALL 
ABOVE TO U/S DECKS. 

7. WHERE SCREENS OR DOORS OCCUR WITHIN WALLS CONSTRUCTED AS FIRE 
SEPARATIONS, THE WALL ABOVE SUCH SCREENS OR DOORS SHALL BE 
CONSTRUCTED TO PROVIDE THE REQUIRED FIRE RESISTANCE RATING 
INDICATED.

8. ON ALL EXPOSED CORNERS OF EXPOSED MASONRY WALLS PROVIDE 
BULLNOSE BLOCK AT ALL COURSES ABOVE THE FIRST COURSE UNLESS 
NOTED OTHERWISE.

9. WHERE DUCTS, PIPES, AND CONDUITS PENETRATE EXPOSED MASONRY 
PARTITIONS, CUT BLOCKS TO SUIT REQUIRED OPENINGS TO MINIMIZE 
PATCHING.

10. CONSTRUCT PARTITIONS AND WALLS AS FIRE SEPARATIONS WHERE 
INDICATED ON PLAN

11. REVIEW PLANS, ELEVATIONS AND DETAILS FOR MILLWORK, SCREENS, DOORS 
AND ALL WALL HUNG ITEMS AND ENSURE THAT ADEQUATE BLOCKING IS 
PROVIDED WITHIN PARTITIONS AND CEILINGS.

12. CONTRACTOR TO PROVIDE ALL NECESSARY FASTENINGS, ANCHORS, 
BRACKETS, ACCESSORIES AND SUPPORTS REQUIRED TO EXECUTE THE 
WORK.

13. WHERE FIRE RATED PARTITIONS ABUT NON-RATED PARTITIONS THE 
CONTINUITY OF THE FIRE RATED ASSEMBLY SHALL BE MAINTAINED.

14. SEAL PERIMETER OF WALLS AND AROUND PENETRATIONS THROUGH WALLS 
WITH ACOUSTIC SEALANT WHERE SOUND ATTENUATION BATTS ARE CALLED 
FOR ON THE WALL TYPE.

15. SEAL PERIMETER OF FIRE RATED WALLS AND AROUND PENETRATIONS 
THROUGH FIRE RATED WALLS WITH APPROVED FIRESTOP MATERIALS.

16. UNLESS OTHERWISE INDICATED ALL DOORS SHALL BE INSTALLED SO THAT 
THE EDGE OF DOOR (NOT FRAME) ON HINGE SIDE IS 100MM FROM ANY 
ADJACENT INSIDE CORNER  

17. REFER TO ELECTRICAL DWGS FOR LOCATIONS OF PANELS, DOOR CONTROLS, 
SECURITY DEVICES ETC NOT SHOWN ON ARCHITECTURAL DRAWINGS.

18. WALL ACCESS PANELS - WHERE POSSIBLE, ACCESS PANELS IN WALLS ARE TO 
BE LOCATED ON SIDE WALLS OR IN LOCATIONS WITH MINIMAL VISUAL IMPACT. 
ACCESS PANELS ARE TO BE PAINTED TO MATCH ADJACENT WALL FINISHES 
UNLESS OTHERWISE NOTED. ALL ACCESS PANELS ARE TO BE KEYED AS 
DIRECTED BY OWNER.

19. WHERE MULTIPLE EXPOSED EQUIPMENT ITEMS ARE INDICATED ON THE SAME 
WALL, INSTALL EQUIPMENT WITH VERTICAL OR HORIZONTAL CENTRE LINES 
ALIGNED, AS APPLICABLE UNLESS OTHERWISE NOTED.

20. WHERE EXPOSED MECH. AND/OR ELECT. DEVICES AND EQUIP. SUCH AS FIRE 
EXTINGUISHER CABINETS, ELEC. PANELS, CABINET HEATER, CEILING 
MOUNTED DEVICES, ETC. ARE INDICATED IN THE SAME WALL OR CEILING, 
INSTALL EQUIPMENT WITH VERTICAL OR HORIZONTAL CENTER LINES ALIGNED, 
AS APPLICABLE.

GENERAL NOTES - FLOOR PLAN

DRILL JAMB FOR DOOR SENSOR
SENSOR SHALL BE 600MM A.F.F. COORDINATE WITH 
DOOR SUPPLIER FOR SENSOR REQUIREMENTS
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EXECUTION NOTES:
1. ALL STEEL GALVANIZED. 
2. GRIND SMOOTH ALL WELDS
3. CONFIRM FOUR FOLD DOOR MOUNTING REQUIREMENTS WITH DOOR MANUFACTURER PRIOR TO INSTALLATION.

ANOD. ALUM. BREAK SHAPE TO MATCH CLADDING W/ 50mm 
RIGID INSULATION TO PREVENT THERMAL TRANSFER. SHAPE 
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SECTION VIEW PLAN VIEW
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SPECIFIED ADHESIVE

EXECUTION NOTES
1. ALL WINDOWS / GLAZING SHALL RECEIVE A SILL THAT ARE NOT FLUSH WITH THE FLOOR. 
2. DEPTH (D) OF SOLID SURFACE SILL SHALL BE SITE CONFIRMED WHEN THE INSTALLATION OF THE WINDOW FRAME IS 

INSTALLED. 
3. WIDTH (W) OF SILL SHALL BE SITE CONFIRMED WHEN THE ROUGH FINISHED OPENING IS COMPLETED (I.E BLOCK ROUGH 

OPENING, OR GYPSUM BOARD INSTALLED AT STUD ASSEMBLIES).
4. PRODUCT SAMPLE SUBMITTAL IS REQUIRED PRIOR TO FABRICATION, INCULSIVE OF LAYOUT SHOP DRAWING.
5. SILL SHALL BE PLACED LEVEL ON APPROPRIATE SUBSTRATE SUITABLE AT EACH WINDOW LOCATION.ENSURE SILL 
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DRAWINGS ARE NOT TO BE SCALED.

CONTRACTOR MUST VERIFY ALL DIMENSIONS ON THE JOB AND REPORT ANY 

DISCREPANCY TO ARCHITECTS BEFORE PROCEEDING WITH WORK.

ALL DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED AT THE COMPLETION OF THE WORK.
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1. COORDINATION
1. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR ALL CEILING 

MOUNTED FIXTURES AND MECHANICAL AND ELECTRICAL EQUIPMENT.  
POSITIONING OF ALL MECHANICAL AND ELECTRICAL FIXTURES AND 
EQUIPMENT SHALL BE GOVERNED BY ARCHITECTURAL DRAWINGS SUBJECT 
TO FULL COMPLIANCE WITH ONTARIO BUILDING CODE REQUIREMENTS. 
REFLECTED CEILING PLANS MAY NOT SHOW ALL MECHANICAL AND 
ELECTRICAL FIXTURES OR EQUIPMENT. ARCHITECTURAL DRAWINGS SHALL BE 
READ IN CONJUNCTION WITH MECHANICAL AND ELECTRICAL DRAWINGS.

2. GENERAL CONTRACTOR SHALL REPORT ANY DISCREPANCIES BETWEEN 
ENGINEERING AND ARCHITECTURAL DRAWINGS PRIOR TO COMMENCEMENT 
OF THE WORK.

3. PRIOR TO COMMENCEMENT OF THE WORK, THE CONTRACTOR SHALL 
CONDUCT AN INTERFERENCE STUDY. THE OBJECTIVE OF THE STUDY IS TO 
IDENTIFY AND MITIGATE ISSUES WITH THE INSTALLATION OF MECHANICAL & 
ELECTRICAL SYSTEMS, FIXTURES AND EQUIPMENT. 
THE STUDY SHALL CONSIST OF THE FOLLOWING:
1. MARK LOCATIONS AND ROUTES ON SITE OF ALL EQUIPMENT, PIPING, 

VENTS, DUCTS, CONDENSATES ETC. CONTRACTOR SHALL ESTABLISH 
MINIMUM CLEARANCES AND REPORT ANY INTERFERENCES WITH LIGHT 
FIXTURES, CONDUIT OR WIRE RUNS, STRUCTURE ETC. 

2. MARK LOCATIONS ON SITE OF ALL LIGHTING. CONTRACTOR SHALL 
ESTABLISH MINIMUM CLEARANCES AND REPORT ANY INTERFERENCES 
WITH DUCTS, PIPES, STRUCTURE ETC. 

3. LOCATE ALL FIXTURES IN ACCORDANCE WITH ARCHITECTURAL 
DRAWINGS.

4. IDENTIFY ALL SERVICES INSTALLED WITHIN OR ABOVE CEILING SYSTEMS. 
COORDINATE ALL PENETRATIONS AND ACCESS PANELS WITH THE CEILING 
SUPPORT SYSTEMS.

5. REPORT ANY DISCREPANCIES OR INTERFERENCES TO CONSULTANT 
IMMEDIATELY. OBTAIN INSTRUCTION FROM CONSULTANT BEFORE 
COMMENCING INSTALLATION.

6. PROVIDE CONFIRMATION THAT INTERFERENCE STUDY HAS BEEN 
CONDUCTED AND THAT INTERFERENCES HAVE BEEN IDENTIFIED AND 
MITIGATED

2. FIXTURE INSTALLATION / LOCATION REQUIREMENTS
1. REFER TO ELECTRICAL DRAWINGS /SPECIFICATIONS FOR ALL LIGHTING 

FIXTURE TYPES & QUANTITY LAYOUTS
2. UNLESS OTHERWISE NOTED, LOCATE LIGHT FIXTURES ON CENTER OF 

ACOUSTIC CEILING TILES. 
3. WHERE INDICATED, DIMENSIONS ARE TAKEN FROM CENTER OF LIGHT 

FIXTURES.
4. REFER TO TOP OF WALL DEFLECTION TRACK DETAILS FOR TERMINATION OF 

WALLS AT FLOORS AND ROOFS.
5. WHERE MECHANICAL AND ELECTRICAL FIXTURES PENETRATE A PARTITION, 

PATCH AND PROVIDE AN AIR-TIGHT SEAL AROUND PENETRATION. AT FIRE 
SEPARATIONS USE FIRESTOP SYSTEM MATERIAL AT PENETRATIONS TO MATCH 
THE FIRE RATING OF THE PARTITION, WALL, OR FLOOR ASSEMBLY.

6. LOCATE SPRINKLERS, DETECTORS, SPEAKERS, ETC. ON CENTER LINE OR MID-
POINT OF LAY-IN CEILING PANELS UNLESS OTHERWISE NOTED.

7. CONTRACTOR SHALL PROVIDE ALL NECESSARY SUPPORTS FOR ALL WINDOW 
TREATMENTS, ROLLER SHADES, ETC. AS RECOMMENDED BY MANUFACTURERS

8. CONTRACTOR SHALL PROVIDE CONCEALED BRACING TO LATERALLY 
STABILIZE SUSPENDED CEILINGS WHERE CEILINGS ARE NOT FASTENED TO 
WALLS.

9. REFER TO ELECTRICAL DRAWINGS AND SPECIFICATIONS FOR FIRE EXIT SIGNS, 
EMERGENCY LIGHTING AND OTHER LIFE SAFETY DEVICES (i.e. HEAT 
DETECTORS, SMOKE DETECTORS ETC).

10. ALL EXPOSED ROUTING OF ELECTRICAL SERVICES ON CEILINGS/LEVELS 
ABOVE SHALL BE REVIEWED ONSITE WITH CONSULTANT  PRIOR TO 
INSTALLATION.

11. WHERE REQUIRED, PATCH, PAINT OR REPLACE ANY DAMAGED T-BAR AND 
REPLACE ANY DAMAGED OR SOILED CEILING TILES NOTED PRIOR TO 
OCCUPANCY.

12. CONTROL JOINTS SHALL BE INSTALLED TO DIVIDE GYPSUM CEILINGS & WALLS 
INTO 20' MAX. LENGTHS & WIDTHS. JOINTS SHALL ALSO BE INSTALLED AT 
EXPANSION OR CONTRACTION JOINTS IN THE STRUCTURAL FRAMEWORK 
OVER WHICH GYPSUM BOARD IS REQUIRED.

13. CONTRACTOR SHALL PROVIDE CUT-OUTS AND OPENINGS FOR ITEMS WHICH 
PENETRATE THROUGH CEILINGS SYSTEMS (INCLUDING SPECIAL EQUIPMENT 
HANGERS AND DEVICES, CONDUIT, PIPING, ELECTRICAL REQUIREMENTS, 
ETC.).

3. FIRE SEPERATIONS
1. FIRE SEPARATIONS ARE TO THE UNDERSIDE (U/S) OF THE DECK OR 

STRUCTURE COMPLETE WITH FIRESTOP SYSTEM MATERIAL AND SMOKE SEAL 
AS REQUIRED. REFER TO FIRE SEPERATION LEGEND.

2. REFER TO TOP OF WALL DETAILS FOR TERMINATION OF WALLS AT FLOORS 
AND ROOFS THAT REQUIRE FIRE SEPARATION.

4. FINISHING
1. REFER TO FINISHES SCHEDULE FOR CEILING FINISHES.
2. WHERE INDICATED, CEILINGS NOTED AS EXPOSED SHALL BE PAINTED.
3. ALL EXPOSED CONDUIT, DUCT WORK, PIPING, ETC. SHALL BE PAINTED TO

MATCH CEILING UNLESS OTHERWISE NOTED OR REQUIRED BY CODE.
4. ALL EXPOSED STEEL BEAMS, JOISTS, DECK SHALL BE PAINTED PER CEILING 

FINISH SCHEDULE UNLESS OTHERWISE NOTED.

5. CEILING ACCESS PANELS
1. FOR EQUIPMENT THAT REQUIRES ACCESS THROUGH CEILINGS, LOCATE 

ABOVE ATC CEILINGS WHERE POSSIBLE. WHERE ACCESS IS REQUIRED 
THROUGH GYPSUM BOARD CEILINGS, CONTRACTOR SHALL PROVIDE ACCESS 
PANELS AS REQUIRED. CONSULTANT SHALL REVIEW LOCATIONS PRIOR TO 
CONTRACTOR PROCEEDING WITH INSTALLATION.

2. IN AREAS WHERE ACCESS CAN NOT BE GAINED FROM ACT CEILINGS, ACCESS 
PANELS ARE TO BE PROVIDED.

3. PROVIDE ACCESS PANELS OF APPROPRIATE SIZE, TYPE, AND FIRE RATING
FOR ALL CONCEALED ITEMS THAT REQUIRE ADJUSTMENT, MAINTENANCE, 
MONITORING, ETC.

4. ACCESS PANELS SHALL BE SIZED ACCORDING TO ACCESS REQUIREMENTS, 
PREFABRICATED OR ALTERNATIVELY, CONSTRUCTED OF MIN. 12.7MM MDF 
PANELS, FINISH FLUSH WITH ADJACENT CEILING AND FINISHED TO MATCH
ADJACENT CEILING FINISH. PROVIDE 3MM REVEAL AROUND ENTIRE PANEL 
(TYP.)

5. COORDINATE LOCATION AND FINISH WITH ARCHITECT.
6. WHERE POSSIBLE, SERVICES TO BE GANGED TO LIMIT THE NUMBER OF 

PANELS REQUIRED.
7. ALL ACCESS PANELS TO BE KEYED WITH THE SAME LOCK
8. ACCESS PANELS SHALL BE PREFABRICATED AND SIZED ACCORDING TO 

ACCESS REQUIREMENTS, FINISH FLUSH WITH ADJACENT CEILING AND COLOR 
SHALL MATCH ADJACENT CEILING FINISH.

GENERAL NOTES - REFLECTED CEILING PLAN

L1

L2

L3

L4

L5

L6

L7

L8

L9

POT LIGHTS

RECESSED LED 1220mm

SUSPENDED LED 2450mm

RECESSED LED 2440mm

SUSPENDED LED 1219mm

SQUARE SURFACE MOUNTED
LIGHT FIXTURE

ROUND HIGH BAY LED

WALL MOUNT EXTERIOR LED

WALL MOUNT EXTERIOR LED

LIGHT FIXTURES AND ELECTRICAL DEVICES

RCP LEGEND

MECHANICAL COMPONENTS

SUPPLY AIR GRILLE

RETURN AIR GRILLE

SMOKE DETECTOR

WALL FIN HEATER

CABINET UNIT HEATER

CEILING FAN

AC UNIT

OTHER

WINDOW SHADE

CEILING FINISH

GYPSUM BOARDGB

GB-WR GYPSUM BOARD - WATER RESISTANT

ACT-3
ACOUSTIC CEILING TILE

EXP
EXPOSED CEILING

L10 WALL MOUNT EXTERIOR LED

SECURITY CAMERA

NOTES:
1. SCHEMATIC CEILING GRID ILLUSTRATED FOR CONTEXT. REFER TO REFLECTED CEILING PLANS.
2. WHERE DIMENSIONS ARE ILLUSTRATED, OR NOTES RELATE TO LAYOUT, THESE HAVE PRECEDENCE OVER THESE TYP. 

LAYOUT GUIDELINES.
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THAN 1/2 OF PANEL, UNO.

ARMSTRONG EXPOSED TEE SUSPENSION SYSTEM 

DRYWALL SCREW

ARMSTRONG ACOUSTIC TILE AS PER SCHEDULE

HANGER WIRE

WALL ASSEMBLY AS PER PLAN

CHANNEL MOLDING

ADJACENT CEILING

BULKHEAD FACE. WALL TYPE 
P2-S-1-S92-G1.

TYPE 'A' - GYPSUM BOARD BULKHEAD (GB-B) TO ADJACENT CEILINGS
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EXECUTION REQUIREMENTS
WHEN SETTING BULKHEAD HEIGHTS. 
PRIOR TO FRAMING, CONFIRM HEIGHT REQUIREMENT OF ITEMS / CONSTRUCTION BELOW BULKHEAD AND MEASURE FROM 
FINISHED FLOOR TO ENSURE AQEDUATE CLEARANCE. NOTIFY CONSULTANT OF ANY DISCREPANCIES

CROSS TEE AT 600mm O.C. MAX.

MAIN BEAM AT 1200mm O.C.

32mm ANGLE (LAM12) AT 400mm O.C.

DRYWALL SCREW

GYPSUM BOARD AS PER SCHEDULE

HANGER WIRE

WALL ASSEMBLY AS PER PLAN

CEILING GRID AND FRAMING SYSTEM BASIS OF DESIGN
ARMSTRONG MAIN BEAM - ARMSTRONG HD8906
CROSS TEE - ARMSTRONG XL8945

19MM PLYWOOD 
BLOCKING 

MOUNT TO WALL 
SURFACE OR 
WINDOW FRAME

ALUMINUM END 
PLATE

CLEAR ANODIZED 
EXTRUDED 
ALUMINUM FASCIA

CLEAR ANODIZED 
MANUAL 
BLACKOUT SIDE 
CHANNELS

CLEAR ANODIZED 
MANUAL BLACKOUT 
BOTTOM CHANNELS

EXECUTION NOTES
1. OVERALL WIDTH (W) OF SHADE CASSETTE SHALL BE MEASURED FROM FINISHED FACE OF WALL ASSEMBLY. MINIMIZE 

LIGHT GAP (G) ON EITHER END.
2. SUBMIT SHOP DRAWINGS AND FLOOR PLAN LAYOUT FOR REVIEW PRIOR TO FABRICATION.
3. REFER TO SPECIFICATIONS FOR WINDOW SHADE FABRIC AND BLACKOUT FABRIC. PROVIDE SAMPLES FOR REVIEW.
4. ILLUSTRATION SHOWN IS FOR WINDOW SHADES C/W BLACK OUT BLIND. GC SHALL PROVIDE BOTH SINGLE CASSETEE 

OPTIONS NOTED AS WS (WINDOW SHADE) AND DUAL CASSETTES NOTED AS WSBO.
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DRAWINGS ARE NOT TO BE SCALED.

CONTRACTOR MUST VERIFY ALL DIMENSIONS ON THE JOB AND REPORT ANY 

DISCREPANCY TO ARCHITECTS BEFORE PROCEEDING WITH WORK.

ALL DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED AT THE COMPLETION OF THE WORK.
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1. GENERAL REQUIREMENTS 

1. ALL INTERIOR FINISHES SHALL COMPLY WITH THE REQUIREMENTS OF THE 
BUILDING CODE (LATEST REVISION) THE TERRAZZO, TILE & MARBLE 
ASSOCIATION OF CANADA (TTMAC) AND AUTHORITIES HAVING JURISDICTION.

2. REFER TO ROOM FINISH SCHEDULE FOR FLOOR AND BASE FINISHES.
3. ALL FLOOR FINISHES TO BE INSTALLED IN ACCORDANCE WITH 

MANUFACTURERS INSTRUCTIONS AND PROJECT SPECIFICATION.
4. FLOOR TILES ARE TO BE INSTALLED IN PATTERNS AS INDICATED.
5. WHERE TILES ARE INDICATED TO BE INSTALLED IN A RUNNING BOND PATTERN, 

INSTALL IN A 1/5 RUNNING BOND PATTERN (20% OVERLAP) TO REDUCE 
LIPPAGE AS DEFINED BY TTMAC.

6. MOVEMENT JOINTS SHALL BE IN ACCORDANCE WITH TTMAC DOCUMENT 
301MJ- (CURRENT REVISION).

7. UNLESS OTHERWISE NOTED, ALL FLOOR FINISHES TO BE INSTALLED PRIOR TO 
INSTALLATION OF MILLWORK.

8. NO SUBSTITUTIONS OF FLOOR FINISHES PERMITTED WITHOUT CONSULTANT 
WRITTEN APPROVAL.

9. CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL FLOOR FINISHES 
FOR THE DURATION OF THE WORK.

10. CONTRACTOR TO PROVIDE PROTECTION OF ALL FINISHED CONCRETE FLOORS 
USING PREMANUFACTURED CARDBOARD TEMPORARY FLOOR PROTECTION 
(OR APPROVED EQUIVALENT) FOR THE DURATION OF THE WORK.

11. CONTRACTOR TO PROVIDE PROTECTION OF ALL FINISHED TILED FLOORS 
USING PREMANUFACTURED CARDBOARD TEMPORARY FLOOR PROTECTION 
(OR APPROVED EQUIVALENT) FOR THE DURATION OF THE WORK.

12. CHANGES IN FLOOR FINISH AT DOOR OPENINGS SHALL OCCUR UNDERNEATH 
THE DOOR (IN THE CLOSED POSITION) UNLESS OTHERWISE NOTED. WHERE 
THERE IS AN OPENING WITH NO DOOR, CHANGES IN FLOOR FINISH SHALL 
OCCUR AT THE MIDPOINT OF THE OPENING.

13. UNLESS NOTED OTHERWISE, TILE BASES SHALL BE 100MM HIGH MEASURED 
FROM THE ADJACENT FINISHED FLOOR. 

14. WHERE A CHANGE OF FLOORING MATERIAL THICKNESS OCCURS, FEATHER 
FLOOR AS REQUIRED.

GENERAL NOTES - FLOOR FINISHES

LVT-1

CT-1

C-SLD

C-POL

SF-1

LUXURY VINYL FLOOR TILE
DURA CONTRACT VISTA
DELTA - DCV648DELTA
6" x 48"
4" WOOD MDF BASE / PAINTED

-

FLOOR ASSEMBLY: LVT-1

FLOOR TILE
ADVANTAGE GREIGE NATURAL
ADGRE2448
24" x 48"
4" CT-1 BASE

-

FLOOR ASSEMBLY: CT-1

SEALANT APPLIED TO CONCRETE-

FLOOR ASSEMBLY: C-SLD

POLISHED CONCRETE-

FLOOR ASSEMBLY: C-POL

RESILIENT SPORTS FLOOR
RUBBER BASE

-
100mm

FLOOR ASSEMBLY: SF-1

GENERAL NOTES - FLOOR FINISHES

EP-1 EPOXY FLOORING
COLOR TO BE SELECTED BY CONSULTANT
RUBBER BASE

-
-

100mm

FLOOR ASSEMBLY: EP-1

MANUFACTURER

PRODUCT NUMBER

COLOUR NAME

DESCRIPTION

SIZE

INSTALLATION NOTES

LOCATION

CONTACT

PHONE

EMAIL

PNT1
FIELD PAINT

-BENJAMIN MOORE

-AF-35

-VAPOR

-INTERIOR ACRYLIC PAINT

-EGGSHELL FINISH

-ALL WALLS UNLESS OTHERWISE NOTED

--

--

--

--

PAINT FINISH
_PAINT FINISH

PNT1

MANUFACTURER

PRODUCT NUMBER

COLOUR NAME

DESCRIPTION

SIZE

INSTALLATION NOTES

LOCATION

CONTACT

PHONE

EMAIL

PNT2
BAY ACCENT COLOR

-BENJAMIN MOORE

-AF-290

-CALIENTE

-INTERIOR ACRYLIC PAINT

-EGGSHELL FINISH

-BAY VESTIBULE, EYEWASH STATION, MATERIAL STORAGE, HOSE ROOM, AND OTHER WALLS NOTED

--

--

--

--

PAINT FINISH
_PAINT FINISH

PNT2

MANUFACTURER

PRODUCT NUMBER

COLOUR NAME

DESCRIPTION

SIZE

INSTALLATION NOTES

LOCATION

CONTACT

PHONE

EMAIL

PNT3
CREW AREA ACCENT COLOUR

-BENJAMIN MOORE

-AF-460

-JOJOBA

-INTERIOR ACRYLIC PAINT

-EGGSHELL FINISH

-REFER TO PLAN

--

--

--

--

PAINT FINISH
_PAINT FINISH

MANUFACTURER

PRODUCT NUMBER

COLOUR NAME

DESCRIPTION

SIZE

INSTALLATION NOTES

LOCATION

CONTACT

PHONE

EMAIL

PNT4
CEILING FINISH - FIELD

-BENJAMIN MOORE

-CHANTILLY LACE

-OC-65

-INTERIOR ACRYLIC PAINT

-EGGSHELL FINISH

-CEILING, EXPOSED STEEL, UNLESS OTHERWISE NOTED

--

--

--

--

PAINT FINISH
_PAINT FINISH

MANUFACTURER

PRODUCT NUMBER

COLOUR NAME

DESCRIPTION

SIZE

INSTALLATION NOTES

LOCATION

CONTACT

PHONE

EMAIL

PNT5
WALL AND CEILING FINISH

-BENJAMIN MOORE

-2125-20

-DEEP SPACE

-EXTERIOR / INTERIOR ACRYLIC PAINT

-EGGSHELL FINISH

-ALL EXPOSED STEEL IN VEHICLE BAY CEILING (I.E JOISTS AND DECK, CONDUITS, PIPES, ETC. REFER TO

SPECIFICATIONS FOR COLOR FOR GAS AND SPRINKLER PIPES), GYM WALLS, FOUR FOLD DOOR JAMBS,

OUTDOOR STORAGE, BUNKER GEAR ROOM, LAUNDRY, WORKSHOP,

--

--

PAINT FINISH
_PAINT FINISH

PNT3

PNT4

PNT5

MANUFACTURER

PRODUCT NUMBER

COLOUR NAME

DESCRIPTION

SIZE

INSTALLATION NOTES

LOCATION

CONTACT

PHONE

EMAIL

WT1
KITCHEN & WASHROOM

-OLYMPIA TILE

-COLOUR & DIMENSION SERIES

-WARM WHITE MATTE

--

-100 X 400 - STACK

-BOND GROUT SHALL BE MAPEI #38 AVALANCHE

--

--

--

--

TILE FINISH
_TILE FINISH

WT1

MANUFACTURER

PRODUCT NUMBER

COLOUR NAME

DESCRIPTION

SIZE

INSTALLATION NOTES

LOCATION

CONTACT

PHONE

EMAIL

WT2
SHOWERS

-CENTURA

-MBU1314

-SLATE GREY

-PLAIN TECHNO, MATTE FINISH, RECTANGULAR PATTERNED MOSAIC

-30CM X 30CM

--

--

--

--

--

TILE FINISH
_TILE FINISH

WT2

MANUFACTURER

PRODUCT NUMBER

COLOUR NAME

DESCRIPTION

SIZE

INSTALLATION NOTES

LOCATION

CONTACT

PHONE

EMAIL

PNT6
HM DOOR & FRAME

-BENJAMIN MOORE

-2125-20

-DEEP SPACE

-INTERIOR ACRYLIC PAINT

-EGGSHELL FINISH

-HOLLOW METAL FRAME AND DOORS, FOUR FOLD DOOR JAMBS

--

--

--

--

PNT6

GENERAL NOTES - FLOOR FINISHES

1
0
0

SUBSTRATE (REFER TO PARTITION TYPE)

19mm PAINTED WOOD BASEBOARD. 
MATCH PAINT TO WALL FINISH.

FACE OF FINISHED FLOOR

LVT FLOORING

PORCELAIN TILE, AS SPECIFIED

FLOOR AS SPECIFIED. REFER TO FLOOR 
PLAN AND PARTITION DETAILS FOR TYPE

SCHLUTER FLOORING TRANSITION AS 
SPECIFIED, SIZED TO SUIT

GROUT, AS SPECIFIED

SEALED CONCRETE FLOOR. REFER 
TO FLOOR PLAN AND PARTITION 
DETAILS

PORCELAIN TILE, AS SPECIFIED

SCHLUTER WALL TRANSITION AS SPECIFIED 
(SIZED TO SUIT APPLICATION)

GROUT, AS SPECIFIED

RUBBER FLOOR, AS 
SPECIFIED

PORCELAIN TILE, AS SPECIFIED

FLOOR AS SPECIFIED. REFER TO FLOOR 
PLAN AND PARTITION DETAILS FOR TYPE

SCHLUTER WALL TRANSITION AS SPECIFIED 
(SIZED TO SUIT APPLICATION)

GROUT, AS SPECIFIED

SUBSTRATE (REFER TO PARTITION TYPE)

RUBBER BASEBOARD AS SPECIFIED

FACE OF FINISHED FLOOR

SELECTED TILES ON MORTAR BED 
AND WATER PROOF MEMBRANE
(IF REQ'D)

SUBSTRATE (REFER TO PARTITION TYPE)

ALUMINUM TILE EDGE TRIM

'X
'

'X' - REFER FINISHES SCHEDULES 
AND  SPECIFICATIONS

SILICONE CAULKING

FACE OF FINISHED FLOOR

TRU
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2 PAM 1 RE-SUBMISSION 09/07/23

3 MINOR VARIANCE APPLICATION 09/08/23

4 FORMAL SPA 12/05/23

5 90% CD SUBMISSION 1/22/24
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DW

BUNKER GEAR

ROOM

138

LAUNDRY

137

WATER METER /

SPRINKLER

ROOM

134

ELECTRICAL

ROOM

135

HOSE ROOM

139

OUTDOOR

STORAGE

142

APPARATUS

BAY

130

COMPRESSOR

ROOM

140

MECHANICAL

ROOM

132

DISTRICT CHIEF

102

CAPTAINS

OFFICE

103

CAPTAINS

OFFICE

104

UNIVERSAL

WASHROOM

105

COMPUTER

WORKSTATION

129

28.7 m²

309.3 ft²

GYM

107

VESTIBULE

100

STAFF

VESTIBULE

112

BAY VESTIBULE

133

DINING AREA

127

KITCHEN

126

ACCESS

CORRIDOR
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ACCESS

CORRIDOR

114

LOCKER ROOM

119

WASHROOM /

SHOWER

115
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SHOWER

116
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SHOWER
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110
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MATERIAL
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3050 THE COLLEGEWAY MISSISSAUGA, ONTARIO CANADA

CITY OF MISSISSAUGA FIRE
STATION 123

A03.13
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12301

SRL

LEVEL 01 - FFE PLAN

REFER TO & COORDINATE WITH CONSULTANT DRAWINGS AND SPECIFICATIONS FOR FULL
SPECS OF EQUIPMENT. COORDINATE WITH OWNER FOR SECURITY AND AV EQUIPMENT

GENERAL NOTES

FURNITURE, FIXTURE & EQUIPMENT SCHEDULE

CODE DESCRIPTION SUPPLIER MODEL NO. QTY

BASE CONTRACT

EQUIPMENT

CSH UTILITY SHELF WITH RAG HOOKS AND
BROOM HOLDERS

BOBRICK WASHROOM
EQUIPMENT, INC.

B-239
1

LKR
24x20x82 LOCKER, RED RACKS

READY RACK RRWM-4/24, RRWM-5/24,
RRWM-6/24

27

LKR2 24x20x82 FREESTANDING RED RACK,
DOUBLE SIDED UNITS

READY RACK RFDS-4/24
5

LKR3 FIRST RESPONDER LOCKERS - SINGLE
TIER FULL-HEIGHT

LINCORA INC SERIES 61
32

TB-1 TACKBOARD 1200 x 900 FORBO REFER TO SPEC 1

TB-2 TACKBOARD 1200 x 1200 FORBO REFER TO SPEC 1

TB-3 TACKBOARD 1200 x 2400 FORBO REFER TO SPEC 2

WB-1 WHITEBOARD 1200 x 980 FORBO REFER TO SPEC 1

WBTB WHITEBOARD/TACKBOARD 1200 X 3240 FORBO REFER TO SPEC 1

WBTB-2 WHITEBOARD/TACKBOARD 1200 x 2900 FORBO REFER TO SPEC 1

GYM EQUIPMENT

MIR2 FLAT MIRROR CONTRACTOR MI 4

CASH ALLOWANCE

EQUIPMENT

BD TWIN XL BED TBC TBC 8

GYM EQUIPMENT

2

RWM ROWING MACHINE TBC TBC 1

SMM SMITH MACHINE TBC TBC 1

STBK STATIONARY BIKE TBC TBC 1

TRDML TREADMILL TBC TBC 1

I.T EQUIPMENT

SVRR ECONOMICAL UL-APPROVED PRO SERIES I
VERTICAL RACKS

WINSTED CORPORATION V8811
1

KITCHEN APPLICANCES

DW 300 SERIES 24" SMART BUILT-IN
DISHWASHER, THIRD RACK, SS, 46 DBA

HOME CONNECT SHE53C85N
1

FRDG 36-INCH W 20 CU.FT. FRENCH DOOR
REFRIGERATOR IN FINGERPRINT
RESISTANT STAINLESS STEEL, COUNTER
DEPTH, ENERGY STAR

WHIRLPOOL WRF540CWHZ

2

MCRW 0.9 CU.FT. COUNTERTOP MICROWAVE, 900
WATT

WHIRLPOOL YWMC30309LS
1

STV 36" ELECTRIC RANGE, CONVECTION, 5
BURNER, 1 OVEN, FRONT CONTROLS,
STAINLESS STEEL

THOR KITCHEN HRE3601
1

LAUNDRY EQUIPMENT

GDR 2-GEAR + 2 WETSUIT DRYER H&R MACHINE INC PHEONIX DRYER - ELITE 2

WRDR FRONT LOAD EXTRA POWER STACKED
WASHER AND ELECTRIC DRYER IN
VOLCANO BLACK

MAYTAG YMED6630MBK
1

WREX WASHER EXTRACTOR UNIMAC UW065 TOUCH 1

SCBA EQUIPMENT

CMP COMPRESSOR MAKO BAM99A 1

FLST SCFS3-4HP - STATIONARY CONTAINMENT
FILL STATIONS

MAKO MKBSCH3C4
1

STR TM6004 BOTTLE STORAGE MAKO MKBVS44C4H 2

0 SPA PRE-CONSULTATION 03/28/23

1 PRELIMINARY ZONING REVIEW
RE-SUBMISSION

08/02/23

2 PAM 1 RE-SUBMISSION 09/07/23

3 MINOR VARIANCE APPLICATION 09/08/23

4 FORMAL SPA 12/05/23

5 90% CD SUBMISSION 1/22/24

6 CLASS A ESTIMATE 01/22/24

7 PERMIT 01/22/24

8 BP - RESUBMISSION 02/23/24

9 SPA RESUBMISSION 03/12/24

10 TENDER 05/06/24

11 ARCH ADDENDUM 1 06/24/24

12 ARCH ADDENDUM 2 07/02/24
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U/S OF DECK
4600

U/S OF LOW DECK
3400

WALL ASSEMBLY: PAR-2

MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR R ZIP SHEATHING c/w 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400 O.C, c/w
MINERAL WOOL INSULATION (WIDTH OF STUD)
POLYISO RIGID INSULATION
EXTERIOR FIBERGLASS SHEATHING
ROOFING MEMBRANE

125mm
-

72mm
152mm
152mm

50mm
16mm

-

WALL ASSEMBLY: CW-1

ALUMINUM FRAMED GLAZING SYSTEM
ALUMICOR THERMAWALL 2600
FRAME DEPTH OF 7.5″ (192mm) FOR 2-1/2″ (63.5mm)
C/W TRIPLE GLAZED IGU’S

-
-
-
-

ROOF ASSEMBLY: RF-3

1 PLY OF MODIFIED BITUMINOUS WHITE GRANULATED CAP SHEET
1 PLY OF MODIFIED BITUMINOUS BASE SHEET
PROTECTION BOARD
ADHERED BITUMEN COATED STONE WOOL INSULATION
TAPERED INSULATION (AS INDICATED)
POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
ADHERED 1 PLY SELF-ADHERING VAPOUR RETARDER
GYPSUM BOARDS MECHANICALLY FASTENED

-
-

13mm
50mm

-
200mm

-
13mm

A.F.F.

GB

2750 mm

WALL ASSEMBLY: BIPV

ALUMINUM PANEL CLADDING SYSTEM
MOUNTED TO SUPPORTING WALL ASSEMBLY
(REFER TO GENERAL NOTES)

4mm
-

WALL ASSEMBLY: P1-S-1

GYPSUM WALL BOARD
METAL STUDS @ 400mm O.C., C/W

13mm
64mm

WALL ASSEMBLY: X-S-1A

MINERAL WOOL INSULATION - R21.5
AIR BARRIER MEMBRANE
EXTERIOR ZIP SHEATHING C/W 50mm POLYISO RIGID INSULATION
WIND LOAD BEARING STEEL STUDS @ 400mm O.C., C/W
MINERAL WOOL INSULATION (WIDTH OF STUD)
VAPOUR BARRIER MEMBRANE
GYPSUM WALL BOARD

125mm
-

50mm
152mm
152mm

-
13mm

6
3
0

5
7
0

PROVIDE CLOSURE STRIP C/W WEEPING 
HOLES. TYPICAL AT ALL WINDOW LOCATIONS.

13mm EXTERIOR FIBERGLASS SHEATHING 
ON THERMAL BROKEN CLIPS c/w METAL 
FLASHING DOWN TO ROOF FINISH.
INSTALL METAL FLASHING FROM WINDOW 
DOWN TO ROOF.

U/S OF LOW DECK
3400

WALL ASSEMBLY: PAR-1

BRICK MASONRY c/w THERMAL CONNECTORS
CONTINUOUS AIR SPACE
MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR R ZIP SHEATHING c/w 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400 O.C, c/w
MINERAL WOOL INSULATION (WIDTH OF STUD)
POLYISO RIGID INSULATION
EXTERIOR FIBERGLASS SHEATHING
ROOFING MEMBRANE

90mm
25mm

125mm
-

72mm
152mm
152mm

50mm
16mm

-

ROOF ASSEMBLY: RF-3

1 PLY OF MODIFIED BITUMINOUS WHITE GRANULATED CAP SHEET
1 PLY OF MODIFIED BITUMINOUS BASE SHEET
PROTECTION BOARD
ADHERED BITUMEN COATED STONE WOOL INSULATION
TAPERED INSULATION (AS INDICATED)
POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
ADHERED 1 PLY SELF-ADHERING VAPOUR RETARDER
GYPSUM BOARDS MECHANICALLY FASTENED

-
-

13mm
50mm

-
200mm

-
13mm

WALL ASSEMBLY: X-S-1

BRICK MASONRY c/w THERMAL CONNECTORS
CONTINUOUS AIR SPACE
MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR ZIP SHEATHING C/W 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400mm O.C., C/W
MINERAL WOOL INSULATION (WIDTH OF STUD)
VAPOUR BARRIER MEMBRANE
GYPSUM WALL BOARD

90mm
25mm

125mm
-

50mm
152mm
152mm

-
16mm

S
T

U
D

 H
E

IG
H

T

6
7
4

U/S OF BAY DECK
7100

ROOF
7800

WALL ASSEMBLY: PAR-2

MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR R ZIP SHEATHING c/w 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400 O.C, c/w
MINERAL WOOL INSULATION (WIDTH OF STUD)
POLYISO RIGID INSULATION
EXTERIOR FIBERGLASS SHEATHING
ROOFING MEMBRANE

125mm
-

72mm
152mm
152mm

50mm
16mm

-

ROOF ASSEMBLY: RF-3

1 PLY OF MODIFIED BITUMINOUS WHITE GRANULATED CAP SHEET
1 PLY OF MODIFIED BITUMINOUS BASE SHEET
PROTECTION BOARD
ADHERED BITUMEN COATED STONE WOOL INSULATION
TAPERED INSULATION (AS INDICATED)
POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
ADHERED 1 PLY SELF-ADHERING VAPOUR RETARDER
GYPSUM BOARDS MECHANICALLY FASTENED

-
-

13mm
50mm

-
200mm

-
13mm

WALL ASSEMBLY: X-B-8

Z-GIRTS @ 600mm O.C., (HOR.)
MINERAL WOOL INSULATION - R21.5
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
CONCRETE MASONRY UNITS

VARIES
125mm

-
290mm

WALL ASSEMBLY: BIPV

ALUMINUM PANEL CLADDING SYSTEM
MOUNTED TO SUPPORTING WALL ASSEMBLY
(REFER TO GENERAL NOTES)

4mm
-

S
T

U
D

 H
IE

G
H

T

6
2
3

U/S OF DECK
4600

WALL ASSEMBLY: X-B-6

Z-GIRTS @ 600mm O.C., (HOR.)
MINERAL WOOL INSULATION - R21.5
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
CONCRETE MASONRY UNITS

VARIES
125mm

-
240mm

WALL ASSEMBLY: BIPV

ALUMINUM PANEL CLADDING SYSTEM
MOUNTED TO SUPPORTING WALL ASSEMBLY
(REFER TO GENERAL NOTES)

4mm
-

WALL ASSEMBLY: B-240-1

CONCRETE MASONRY UNITS240mm

INTEGRAL DRIP EDGE FASTENED TO CLIP

MOD. BIT CAP & BASE SHEET TO EXTEND 
UP GLASS MAT SHEATHING

13mm GLASS MAT SHEATHING ON 
THERMALLY BROKEN CLIPS

THRU' WALL SELF-ADHERED AVB  
MEMBRANE TO LAP FROM CONC. 
BLOCK AND TIE INTO ROOFING 
MEMBRANES

THRU' WALL SELF-ADHERED AVB TRANSITION 
MEMBRANE OVER INTEGRAL CLIP / DRIP EDGE

SELF-ADHERED AVB TO 
EXTEND UP CONC. BLOCK, 
PROVIDE BELLOWS TO 
ALLOW FOR MOVEMENT

U/S OF BAY DECK
7100

ROOF
7800

WALL ASSEMBLY: PAR-2

MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR R ZIP SHEATHING c/w 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400 O.C, c/w
MINERAL WOOL INSULATION (WIDTH OF STUD)
POLYISO RIGID INSULATION
EXTERIOR FIBERGLASS SHEATHING
ROOFING MEMBRANE

125mm
-

72mm
152mm
152mm

50mm
16mm

- 6
2
4

S
T

U
D
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E

IG
H

T

6
2
4

1
0
0

WALL ASSEMBLY: X-B-6

Z-GIRTS @ 600mm O.C., (HOR.)
MINERAL WOOL INSULATION - R21.5
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
CONCRETE MASONRY UNITS

VARIES
125mm

-
240mm

1
5
0

AIR BARRIER SHALL WRAP DOWN FACE OF 
BLOCK 150 AND OVERLAPPED WITH 
AIR/VAPOUR BARRIER

U/S OF LOW DECK
3400

ROOF ASSEMBLY: RF-3

1 PLY OF MODIFIED BITUMINOUS WHITE GRANULATED CAP SHEET
1 PLY OF MODIFIED BITUMINOUS BASE SHEET
PROTECTION BOARD
ADHERED BITUMEN COATED STONE WOOL INSULATION
TAPERED INSULATION (AS INDICATED)
POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
ADHERED 1 PLY SELF-ADHERING VAPOUR RETARDER
GYPSUM BOARDS MECHANICALLY FASTENED

-
-

13mm
50mm

-
200mm

-
13mm

WALL ASSEMBLY: X-S-1

BRICK MASONRY c/w THERMAL CONNECTORS
CONTINUOUS AIR SPACE
MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR ZIP SHEATHING C/W 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400mm O.C., C/W
MINERAL WOOL INSULATION (WIDTH OF STUD)
VAPOUR BARRIER MEMBRANE
GYPSUM WALL BOARD

90mm
25mm

125mm
-

50mm
152mm
152mm

-
16mm

SOLAR PANEL BEYOND

STG-1

LAP AND SEAL TO UNDERSIDE 
OF DECK FOR AIR TIGHTNESS

LEVEL 01
0

WALL ASSEMBLY: X-S-2

BRICK MASONRY c/w THERMAL CONNECTORS
CONTINUOUS AIR SPACE
MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR ZIP SHEATHING C/W 50mm POLYISO RIGID INSUL. R-12
DENSDGLASS FIREGUARD GYPSUM SHEATHING (DGG)
WIND LOAD BEARING STEEL STUDS @ 400mm O.C., C/W
MINERAL WOOL INSULATION (WIDTH OF STUD)
VAPOUR BARRIER MEMBRANE
TYPE 'X' GYPSUM WALL BOARD

90mm
25mm

125mm
-

50mm
16mm

152mm
152mm

-
16mm

WALL ASSEMBLY: F200-i2

PROTECTION BOARD (TO 300 BELOW GRADE) c/w CONCRETE
PARGING FOR EXPOSED AREAS ABOVE GRADE
R15 Min. ADHERED RIGID INSULATION
SELF-ADHERED AIR/VAPOUR BARRIER MEMBRANE
REINFORCED CAST-IN PLACE CONCRETE
R15 Min. ADHERED RIGID INSULATION

6mm
-

75mm
-

200mm
75mm

CONCRETE SLAB ON GRADE
VAPOUR BARRIER
R-15 RIGID INSULATION - 40 PSI
COMPACTED 19mm CLEAR CRUSHED STONE

125mm
6mil

75mm
200mm

FLOOR ASSEMBLY: SG-Ci-125

RIVER ROCK
NON-WOVEN GEOTEXTILE
c/w ALUMINUM EDGING AROUND PERIMETER
- REFER TO LANDSCAPE PLANS

100mm
-

89mm

FLOOR ASSEMBLY: L-RR

2
0
0

PROVIDE MINIMUM 200mm OVERLAP OF VAPOUR BARRIER

U/S OF DECK
4600

U/S OF LOW DECK
3400

ROOF ASSEMBLY: RF-3

1 PLY OF MODIFIED BITUMINOUS WHITE GRANULATED CAP SHEET
1 PLY OF MODIFIED BITUMINOUS BASE SHEET
PROTECTION BOARD
ADHERED BITUMEN COATED STONE WOOL INSULATION
TAPERED INSULATION (AS INDICATED)
POLYISO INSULATION BOARD (MECHANICALLY FASTENED)
ADHERED 1 PLY SELF-ADHERING VAPOUR RETARDER
GYPSUM BOARDS MECHANICALLY FASTENED

-
-

13mm
50mm

-
200mm

-
13mm

WALL ASSEMBLY: PAR-2

MINERAL WOOL INSULATION - R21.5
A/V BARRIER MEMBRANE TAPE FOR ZIP SHEATHING
EXTERIOR R ZIP SHEATHING c/w 50mm POLYISO RIGID INSUL. R-12
WIND LOAD BEARING STEEL STUDS @ 400 O.C, c/w
MINERAL WOOL INSULATION (WIDTH OF STUD)
POLYISO RIGID INSULATION
EXTERIOR FIBERGLASS SHEATHING
ROOFING MEMBRANE

125mm
-

72mm
152mm
152mm

50mm
16mm

-

WALL ASSEMBLY: CW-1

ALUMINUM FRAMED GLAZING SYSTEM
ALUMICOR THERMAWALL 2600
FRAME DEPTH OF 7.5″ (192mm) FOR 2-1/2″ (63.5mm)
C/W TRIPLE GLAZED IGU’S

-
-
-
-

WALL ASSEMBLY: X-S-1A

MINERAL WOOL INSULATION - R21.5
AIR BARRIER MEMBRANE
EXTERIOR ZIP SHEATHING C/W 50mm POLYISO RIGID INSULATION
WIND LOAD BEARING STEEL STUDS @ 400mm O.C., C/W
MINERAL WOOL INSULATION (WIDTH OF STUD)
VAPOUR BARRIER MEMBRANE
GYPSUM WALL BOARD

125mm
-

50mm
152mm
152mm

-
13mm

5
9
2

6
3
0

5
2
3

WALL ASSEMBLY: BIPV

ALUMINUM PANEL CLADDING SYSTEM
MOUNTED TO SUPPORTING WALL ASSEMBLY
(REFER TO GENERAL NOTES)

4mm
-

S
T

U
D

 H
E

IG
H

T

5
5
4

PROVIDE CLOSURE STRIPS AT ALL 
WINDOW LOCATIONS 

13mm EXTERIOR FIBERGLASS SHEATHING 
ON THERMAL BROKEN CLIPS c/w METAL 
FLASHING DOWN TO ROOF FINISH.
INSTALL METAL FLASHING FROM WINDOW 
DOWN TO ROOF.

P1-S-1

X-S-1A

SILL

ALL VERTICAL STEEL 
AT CLEARSTORY 
SHALL BE PAINTED 
SAME COLOR AS 
WALLS.

TRU
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INSIDE

ZIP SHEATHING FLASHING 
TAPE TO OVERLAP FLASHING

FLASHING AS SPECIFIED

25mm CONTINUOUS AIR 
SPACE

INSULATION AS & WHERE 
SPECIFIED IN EXTERIOR 

ASSEMBLY MATRIX

50mm EXTERIOR ZIP 
SHEATHING C/W 

SPECIFIED INSULATION

FOUNDATION

OUTSIDE

INSIDE

PLAN VIEW

GYPSUM BOARD

FRAMING AS SPECIFIED, REFER TO 
STRUCTURAL

50mm EXTERIOR ZIP SHEATHING C/W SPECIFIED 
INSULATION

152.4mm WIDE ZIP SHEATHING FLASHING TAPE 
AROUND CORNERS

ZIP SHEATING  AS 
SPECIFIED 

NOTES:
1. ZIP SHEATHING TO OVERLAP AT EXTERIOR CORNERS TO AVOID "COLD-CORNERS" AND PROVIDE CONTINUITY OF THE 

CONTINUOUS INSULATION.
2. ROLL (WITH REQUIRED ROLLER) ZIP SHEATHING FLASHING TAPE AROUND CORNERS, JOINTS/SEAMS, AND FLASHINGS.
3. WATER-RESISTIVE BARRIER TO FACE OUTSIDE.
4. FOR ANY HOLES IN SHEATHING LES THAN 2", INSTALL FLASHING TAPE OVER THE HOLE WITH MIN 1" OVERLAP ON ALL 

SIDES. FOR HOLES LARGER THAN 2", CUT OUT THE SECTION AND FIT A NEW PIECE WITHIN THE SPACE THEN TAPE AS 
SPECIFIED. IF THE LARGE HOLE IS IN A SHEAR APPLICATION, HORIZONTAL BLOCKING MUST BE INSTALLED BETWEEN 
VERTICAL STUDS FOR LATERAL SUPPORT.

5. REMEDY SAW KERF AND CHIP DAMAGE WITH FLASHING TAPE. IF SIDING IS REMOVED FROM SHEATHING, THEN A WATER-
RESISTIVE BARRIER MUST BE INSTALLED OVER AREA THE SIDING WAS REMOVED.

6. FOR NON-STRUCTURAL SHEATHING, ATTACH TO FRAMING WITH 0.113" DIAMETER SHANK NAILS FOLLOWING A 6"/12" 
(EDGE/FEILD) FASTENING PATTERN. NAILS MUST PENETRATE THE STUDS AT LEAST 1". OR AS OTHERWISE SPECIFIED. 
WITH SHEAR WALLS PRESCRIPTIVE, THE PANEL EDGES MUST BE BACKED BY SOLID WOOD FRAMING WITH A MINIMUM 
1/2" THICK GYPSUM WALLBOARD.

7. REFER TO INSTALLATION MANUAL FOR SHEATHING AND TAPE.

FOUNDATION SECTION VIEW

152.3mm WIDE ZIP 
SHEATHING FLASHING 

TAPE

INSULATION AS & WHERE SPECIFIED, REFER 
TO EXTERIOR ASSEMBLY SCHEDULE

STUD, REFER TO 
STRUCTURAL, W/ SPECIFIED 

INSULATION

O
V

E
R

L
A

P

7
6

 M
IN

FACADE  SHELF ANGLE IF 
SPECIFIED. REFER TO 
EXTERIOR ASSEMBLY 

SCHEDULE

PARAPET SECTION VIEW

INSIDEOUTSIDE

WALL SECTION VIEW

MASONRY CONNECTOR AS 
SPECIFIED

MASONRY VENEER, REFER 
TO EXTERIOR ASSEMBLY 

MATRIX

STUD, REFER TO 
STRUCTURA W/ SPECIFIED 

INSULATION

INSULATOIN, REFER TO 
EXTERIOR ASSEMBLY 

MATRIX

MASONRY VENEER, REFER 
TO EXTERIOR ASSEMBLY 

MATRIX

25mm CONTINUOUS AIR 
SPACE

50mm EXTERIOR ZIP 
SHEATHING C/W 

SPECIFIED INSULATION

INSIDE

OUTSIDE

MASONRY CONNECTOR AS 
SPECIFIED

MASONRY VENEER, REFER 
TO EXTERIOR ASSEMBLY 

MATRIX

STEEL STUD C/W SPECIFIED 
INSULATION

INSULATOIN, REFER TO 
EXTERIOR ASSEMBLY 

MATRIX

25mm CONTINUOUS AIR 
SPACE

50mm EXTERIOR ZIP 
SHEATHING C/W 

SPECIFIED INSULATION

R
E

F
E

R
 T

O
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E
C

T
IO

N
S

S
T

U
D

 H
E

IG
H

T

INSIDEOUTSIDE

AIR BARRIER

ZIP SHEATHING 
FLASHING TAPE

WINDOW 

SEALANT AND 
BACKER ROD

ADHERE AIR BARRIER TRANSITION 
SHEET TO EDGE OF WINDOW OR TIE 
INTO FRAMING (DEPENDING ON 
WINDOW ASSEMBLY)

VENT (WHERE REQUIRED)

PREFINISHED 
METAL FLASHING

EXTERIOR 
WALL FINISH

INNER FACE OF CAVITY

INSIDE

PLAN VIEW

EXECUTION NOTES:
1. ZIP SHEATHING FLASHING TAPE TO BE LOCATED OVER EXTERIOR AND INTERIOR CORNERS, ALONG SEATHING SEAMS, 

FLASHINGS, FLANGES, AS WELL AS ANY FENESTRATIONS. REFER TO INSTALLATION MANUAL FOR SPECIFICATIONS PER 
APPLICATION TYPE.

2. ROLL (WITH REQUIRED ROLLER) ZIP SHEATHING FLASHING TAPE AROUND CORNERS AND JOINTS/SEAMS.
3. AVOID WRINKLES AND FISH MOUTH'S. IF OCCURED, USE A ROLLER TO SMOOTH OUT. IF UNABLE TO REMOVE WRINKLES 

OR FISH MOUTH WITH ROLLER, REMOVE THE SECTION AND REPLACE WITH A NEW PIECE.
4. APPLY TAPE OVER CLEAN DRY SURFACES ONLY AND INCLUDE APPROPRIATE JOINT OVERLAPS WHERE TAPE STRANDS 

MEET.
5. APPLY SEALANT IN CONJUNCTION WITH TAPE WHERE REQUIRED.

OVERLAP

76 MIN

O
V

E
R

L
A

P
2

5
 M

IN

ZIP SHEATHING

FLASHING TAPE

ZIP SHEATHING
JOINT

EXTERIOR

ELEVATION VIEW

INSIDE

INSIDE

EXTERIOR

INSIDE CORNER 
SEAM FLASHING 

TAPE

OUTSIDE 
CORNER SEAM 

FLASHING 
TAPE

ZIP SHEATHING 
AS SPECIFIED

ZIP SHEATHING 
AS SPECIFIED

INSULATION AS 
SPECIFIED

INSULATION AS 
SPECIFIED

GYPSUM BOARD

GYPSUM BOARD

O
V

E
R

L
A

P

7
6

 M
IN

STRETCH TAPE 
AROUND SILL/HEAD 
WHERE INDICATED. 
76MM MIN UP JAMB.

SECTION  VIEW -

WINDOW OPENING

INSIDEOUTSIDE

EXTERIOR DOOR 

PREFINISHED METAL 
FLASHING AT ALL 

WINDOW AND DOORS

ZIP SHEATHING 
FLASHING TAPE OVER  

HEAD FLASHING

ZIP SHEATHING 
FLASHING TAPE IN 
JAMBS OF ROUGH 

OPENING

U
P

 J
A

M
B

1
5

2
 M

IN

O
V

E
R

L
A

P

7
6

 M
IN

SECTION  VIEW -

DOOR OPENING

BOOT FLASHING ELEVATION VIEW

O
V

E
R

L
A

P

5
0
%

O
V

E
R

L
A

P

2
5

 M
IN

O
V

E
R

L
A

P

2
5

 M
IN

OVERLAP

25 MIN

STEP 1
BOTTOM OF 

BOOT

STEP 2
JAMBS

STEP 3
HEAD OF 

BOOT

BOOT FLASHING NOTES:
1. TAPE TO OVERLAP AS 

INDICATED AND APPLIED 
IN CORRECT ORDER. 
ROLL ALL PIECES OF 
TAPE.

2. IF USING STRETCH TAPE 
INSTEAD OF FLASHING 
TAPE SHOWN HERE, 
START THE TAPE FROM 
THE TOP OF THE PIPE, 
CENTER THE TAPE AND 
PULL DOWN ON EITHER 
SIDE OF THE PIPE. PULL 
THE TAPE TOGETHER 
UNTIL IT OVERLAPS IN 
THE MIDDLE OF THE PIPE 
AT THE BOTTOM, THEN 
ROLL THE TAPE.

CLADDING OR 
MASONRY

INSIDE

ZIP SHEATHING FLASHING 
TAPE TO OVERLAP FLASHING

FLASHING AS SPECIFIED
ADHERED TO SHELF ANGLE W/ 

SEALANT

25mm CONTINUOUS AIR 
SPACE

INSULATION AS & WHERE 
SPECIFIED IN EXTERIOR 

ASSEMBLY MATRIX

50mm EXTERIOR ZIP 
SHEATHING C/W 

SPECIFIED INSULATION

FOUNDATION

OUTSIDE

FOUNDATION SECTION VIEW

STUD, REFER TO 
STRUCTURAL, W/ SPECIFIED 

INSULATION REFER TO 
EXTERIOR ASSEMBLY 

MATRIX

FERO FAST SUPPORT 
SYSTEM

MASONRY VENEER, REFER 
TO EXTERIOR ASSEMBLY 

MATRIX

NOTES:
1. FAST THERMAL BRACKET TO NOT EXCEED MAXIMUM SPACING LISTED IN FERO PUBLISHED LOAD TABLE AND TECHNICAL 

INFORMATION, UNLESS DIRECTED OTHERWISE.
2. FAST THERMAL BRACKET DEPTH TO FILL WALL CAVITY OR AS SHOWN IN CONSTRUCTION DOCUMENTS, REFER TO 

EXTERIOR ASSEMBLY MATRIX.
3. FAST THERMAL BRACKET HEIGHT TO MEET ANCHOR TO SHELF AND DISTANCE.
4. FERO SHIM PLATES TO BE USED FOR MEETING CONSTRUCTION TOLERANCES.
5. INSTALLLER TO INSTALL SYSTEM IN COMPLIANCE WITH PRODUCTS TECHNICAL DOCUMENTATION. REFER TO 

INSTALLATION MANUAL.
6. WEDGE SHIMS INSERTED BEHIND/FRONT OF ANGLE TO ENSURE DIRECT BEARING ON BRACKET AND PROVIDE LEVEL (IF 

NECESSARY).

STEEL SHELF ANGLE IF 
REQUIRED

INSIDEOUTSIDE

WALL SECTION VIEW - SURFACE MOUNTED APPLICATION

FERO THERMAL TIE -
SLOTTED RAP-TIE MASONRY 

CONNECTOR

MASONRY VENEER, REFER 
TO EXTERIOR ASSEMBLY 

MATRIX

AIR SPACE

INSULATOIN, REFER TO 
EXTERIOR ASSEMBLY 

MATRIX

ZIP SHEATHING AS 
SPECIFIED
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NOTES:
1. SLOTTED RAP-TIE MASONRY CONNECTOR AFFIXED AS SPECIFIED (TO A STRUCTURAL BACKING STUD DIRECTLY, OR BY 

SURFACE MOUNTING TO ANY SHEATHING SITTING OVER THE STUD).
2. WHERE VERTICAL ADJUSTMENT GREATER THAN 30MM IS REQUIRED, USE OF THE SLOTTED HEAVY-DUTY RAP-TIE 

SHOULD BE CONSIDERED.
3. FERO MAXIMUM RECOMMENDED SPACING IS 600MM VERTICAL FOR SURFACE MOUNT APPLICATION AND 820MM 

VERTICAL FOR DIRECT STUD MOUNT APPLICATION.
4. REFER TO SPECIFICATIONS AND PRODUCT INSTALLATION MANUAL.

SLOTTED L-PLATE
(FERO THERMAL TIE)

INSULATION SUPPORT 
(FERO THERMAL TIE)

V-TIE  (FERO THERMAL TIE)

STUD AS SPECIFIED, REFER 
TO STRUCTURAL, W/ 

SPECIFIED INSULATION 
REFER TO EXTERIOR 

ASSEMBLY MATRIX

FERO THERMAL TIE -
SLOTTED RAP-TIE MASONRY 

CONNECTOR

PREFINISHED ALUMINUM COPING

19mm EXTERIOR PLYWOOD SHEATHING
38x89 PT WOOD CLEAT (CONT.)
19mm EXTERIOR PLYWOOD SHEATHING
FASTEN TO PARAPET FRAMING

549WALL ASSEMBLY

REFER ASSEMBLY MATRIX

CONTINUOUS CAULKING

SEAL BACK OF LOW EDGE 
DRIP FLASHING

CONTINUOUS CLEAT 
FASTENED TO WOOD 
CLEAT

PROVIDE MANSONRY VENT

OVERLAP ROOFING 
MEMBRANE AND 
VAPOUR BARRIER 
CONTROL

ROOF MEMBRANE UP INSIDE 
FACE AND OVER PARAPET

TRU
E

NO
R
TH

P
R

O
J
E

C
T

N
O

R
T

H

[ 
P

L
O

T
 D

A
T

E
:

  
  

  
]

SEALS

DRAWINGS ARE NOT TO BE SCALED.

CONTRACTOR MUST VERIFY ALL DIMENSIONS ON THE JOB AND REPORT ANY 

DISCREPANCY TO ARCHITECTS BEFORE PROCEEDING WITH WORK.

ALL DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED AT THE COMPLETION OF THE WORK.

NO. ISSUES/REVISIONS DATE

DRAWING TITLE:

ISSUE DATE:

DRAWN BY:

PROJECT NO.:

CHECKED BY:

SCALE:

DRAWING NO.: REVISION:

SITE PLAN APPLICATION #

DEVELOPMENT TYPE

LEGAL DESCRIPTION

APPLICANT  INFO

OWNER INFO

SP 24-3

EMERGENCY SERVICES

PART OF BLOCK 124 REGISTERED PLAN 43M-745

DAVID PREMI, 25 MAIN ST. W, SUITE 1800, 

HAMILTON, ON  L8P 1H1

905.522.0220 

CITY OF MISSISSAUGA, ADRIANA TANTALO, 300 

CITY CENTRE DRIVE 

905.615.3200 X 3395

2
0

2
4

-0
7
-0

3
 1

1
:3

5
:4

1
P

M

1 : 5

07/02/24

1

3050 THE COLLEGEWAY MISSISSAUGA, ONTARIO CANADA

CITY OF MISSISSAUGA FIRE
STATION 123

A06.01

AR

12301

SL

EXTERIOR ENVELOPE
DETAILS

1 : 5

ENVELOPE DETAILS11 : 5

ENVELOPE DETAILS3

1 : 5

FERO FAST THERMAL BRACKET DETAIL4

1 : 5

FERO THERMAL TIE DETAILS5

0 TENDER 05/06/24

1 ARCH ADDENDUM 2 07/02/24

1 : 5

PARAPET COPING DETAILS2

1



LEVEL 01
0

1
1
8
0

1
2
6
0

2700 1070 2700 1070 2700

10240

LEVEL 01

0

SC-31 -
SW

2
4
4
0

GL SP GL SP GL

LEVEL 01
0

3180

3
0
0
0

LEVEL 01

0

U/S OF LOW DECK

3400
460 1100 1160 460

2
1
5
0

8
5
0

SF - SC-1

GL GL

GLGL GL

GLGL

FG 100A

LEVEL 01
0 LEVEL 01

0

U/S OF LOW DECK

3400

2
8
0
0

2
0
0

675

3
0
0
0

SC-6

GL

LEVEL 01
0

FG 112A

1100

2
1
5
0

LEVEL 01

0

U/S OF LOW DECK

3400

LEVEL 01
0

1800

2
5
5
0

2
0
0

2
7
5
0

LEVEL 01

0

U/S OF LOW DECK

3400
1125 675

GL GL

SF -
SC-13

LEVEL 01
0 2

0
0

2
5
5
0

1610

LEVEL 01

0

2
7
5
0

935 675

SC-24

GL GL

LEVEL 01
0

1469

2
7
5
0

GL

LEVEL 01

0

SF -
SC-30

U/S OF DECK
4600

U/S OF LOW DECK
3400

1
2
0
0

U/S OF DECK
4600

U/S OF LOW DECK
3400

EQ EQ EQ EQ EQ EQ EQ EQ EQ

14195

6
3
0

5
7
0

SC-44 -
SW

? ? ? ? ? ? ? ? ?

U/S OF DECK
4600

U/S OF LOW DECK
3400

1562 1563 1563 1563 1575

7825

6
3
0

5
7
0

1
2
0
0

SC-45 -
SW

? ? ? ? ?

LEVEL 01
0

2
1
5
0

6
0
0

2
7
5
0

24 1100 680

1804

SC-42

FG 133B

GL

GL

GL

LEVEL 01
0

6
1
5

2
1
3
5

463 1100 50

1613

2
7
5
0

FG 130

SC-41

GL

GL GL

LEVEL 01
0

6
0
0

2
1
5
0

2
7
5
0

40 1100 704

1844

FG 100B

SC-32

GL

GLGL

LEVEL 01
0

4107

EQ EQ EQ EQ

2
1
5
0

6
0
0

2
7
5
0

SC-36

GLGLGLGL

LEVEL 01
0

GL GL

GLGLGL

SC-37
FG 107

6
0
0

2
1
5
0

2
7
5
0

6
0
0

1
5
5
0

6
0
0

40 1100 1100 1310

3550

LEVEL 01
0

2
7
5
0

5
8
4

2
1
6
6

460 1100 270

1830

LEVEL 01
0

F 102
GL

GL GL

SC-33

2
7
5
0

420 1100 40

1560

LEVEL 01
0

2
1
5
0

420 1100 40

1560

F 103

GL

SC-34

LEVEL 01
0

1100

LEVEL 01
0

11780

2
1
1
6

BIPV

BIPV

SC-29

5
2
6
0

1
0
2
0

11781

NOTE:
1. CONTRACTOR SHALL COORDINATE WITH MECHANICAL DRAWINGS FOR INTAKE AND EXHAUST ACTIVE LOUVER LOCATIONS
2. LOUVRE SHALL BE ANCHORED BACK TO BUILDING STRUCTURE AS PER SPECIFICATIONS (TYP)

1026215821581085215821521045

PROVIDE BLANK OUT PANEL AT BACK OF LOUVRE (TYP)

LEVEL 01
0

BIPV

BIPV

SC-28

1
0
2
0

5
2
6
0

11780

NOTE:
1. CONTRACTOR SHALL COORDINATE WITH MECHANICAL DRAWINGS FOR INTAKE AND EXHAUST ACTIVE LOUVER LOCATIONS
2. LOUVRE SHALL BE ANCHORED BACK TO BUILDING STRUCTURE AS PER SPECIFICATIONS (TYP)

PROVIDE BLANK OUT PANEL AT BACK OF LOUVRE (TYP)

TRU
E

NO
R
TH

P
R

O
J
E

C
T

N
O

R
T

H

[ 
P

L
O

T
 D

A
T

E
:

  
  

  
]

SEALS

DRAWINGS ARE NOT TO BE SCALED.

CONTRACTOR MUST VERIFY ALL DIMENSIONS ON THE JOB AND REPORT ANY 

DISCREPANCY TO ARCHITECTS BEFORE PROCEEDING WITH WORK.

ALL DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED AT THE COMPLETION OF THE WORK.

NO. ISSUES/REVISIONS DATE

DRAWING TITLE:

ISSUE DATE:

DRAWN BY:

PROJECT NO.:

CHECKED BY:

SCALE:

DRAWING NO.: REVISION:

SITE PLAN APPLICATION #

DEVELOPMENT TYPE

LEGAL DESCRIPTION

APPLICANT  INFO

OWNER INFO

SP 24-3

EMERGENCY SERVICES

PART OF BLOCK 124 REGISTERED PLAN 43M-745

DAVID PREMI, 25 MAIN ST. W, SUITE 1800, 

HAMILTON, ON  L8P 1H1

905.522.0220 

CITY OF MISSISSAUGA, ADRIANA TANTALO, 300 

CITY CENTRE DRIVE 

905.615.3200 X 3395

2
0

2
4

-0
7
-0

3
 1

1
:3

5
:4

5
P

M

1 : 50

07/02/24

11

3050 THE COLLEGEWAY MISSISSAUGA, ONTARIO CANADA

CITY OF MISSISSAUGA FIRE
STATION 123

A07.00

SRL/AF

12301

SRL

INTERIOR & EXTERIOR
GLAZING & LOUVRES

ELEVATIONS

1 : 50

GLAZING ELEVATION10

1 : 50

GLAZING ELEVATION1

1 : 50

GLAZING ELEVATION4

1 : 50

GLAZING ELEVATION2

1 : 50

GLAZING ELEVATION3

1 : 50

GLAZING ELEVATION5

1 : 50

GLAZING ELEVATION6

1 : 50

GLAZING ELEVATION8

1 : 50

CLERESTORY ELEVATION7

1 : 50

GLAZING ELEVATION9

CURTAIN WALL SCHEDULE

FUNCTION TYPE MARK WIDTH HEIGHT BASIS OF DESIGN FINISH COLOR

EXTERIOR SCREEN

EXTERIOR SCREEN CW-1 SC-43-SW 6,742 mm 629.68 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs WHITE ANODIZED

EXTERIOR SCREEN CW-1 SC-44 - SW 14,195 mm 629.68 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs WHITE ANODIZED

EXTERIOR SCREEN CW-1 SC-45 - SW 7,825 mm 629.68 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs WHITE ANODIZED

EXTERIOR SCREEN CW-3 SC-31 - SW 10,240 mm 1,260 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR SCREEN CW-3 SF - SC-1 3,180 mm 3,000 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR SCREEN CW-3 SF - SC-13 1,800 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR SCREEN CW-3 SF - SC-30 1,469 mm 2,750 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR SCREEN CW-4 SF - SC-8 1,555 mm 3,000 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN

EXTERIOR VERTICAL SCREEN CW-3 SC-2 675 mm 2,800 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-3 675 mm 2,800 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-4 675 mm 2,800 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-5 675 mm 2,800 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-6 675 mm 2,800 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-7 675 mm 2,800 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-9 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-10 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-11 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-12 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-14 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-15 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-16 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-17 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-18 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-19 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-20 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-21 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-22 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-23 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-24 1,610 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-25 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-26 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

EXTERIOR VERTICAL SCREEN CW-3 SC-27 600 mm 2,550 mm THERMAWALL TW2200, 63.5x152.4mm FRAME, TRIPLE-GLAZED IGUs BLACK ANODIZED

INTERIOR SCREEN

INTERIOR SCREEN IS1 SC-32 1,984 mm 2,750 mm KAWNEER TRIFAB 451 BLACK ANODIZED

INTERIOR SCREEN IS1 SC-33 1,655 mm 2,750 mm KAWNEER TRIFAB 451 BLACK ANODIZED

INTERIOR SCREEN IS1 SC-34 1,655 mm 2,191.28 mm KAWNEER TRIFAB 451 BLACK ANODIZED

INTERIOR SCREEN IS1 SC-35 1,655 mm 2,191.28 mm KAWNEER TRIFAB 451 BLACK ANODIZED

INTERIOR SCREEN IS1 SC-36 4,202 mm 2,150 mm KAWNEER TRIFAB 451 BLACK ANODIZED

INTERIOR SCREEN IS1 SC-37 3,550 mm 2,150 mm KAWNEER TRIFAB 451 BLACK ANODIZED

INTERIOR SCREEN IS1 SC-38 2,020 mm 2,750 mm KAWNEER TRIFAB 451 BLACK ANODIZED

INTERIOR SCREEN IS4 SC-41 1,658 mm 2,750 mm FIREFRAME DESIGNER SERIES BLACK ANODIZED

INTERIOR SCREEN IS4 SC-42 1,804 mm 2,750 mm FIREFRAME DESIGNER SERIES BLACK ANODIZED
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LOUVRE ELEVATION21

0 SPA PRE-CONSULTATION 03/28/23

1 PRELIMINARY ZONING REVIEW
RE-SUBMISSION

08/02/23

2 PAM 1 RE-SUBMISSION 09/07/23

3 MINOR VARIANCE APPLICATION 09/08/23

4 FORMAL SPA 12/05/23

5 90% CD SUBMISSION 1/22/24

6 CLASS A ESTIMATE 01/22/24

7 PERMIT 01/22/24

8 BP - RESUBMISSION 02/23/24

9 SPA RESUBMISSION 03/12/24

10 TENDER 05/06/24

11 ARCH ADDENDUM 2 07/02/24
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WASHROOM (TYPICAL)11

1 : 25
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WASHROOM (TYPICAL)8
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UNIVERSAL WASHROOM6

REFER TO & COORDINATE WITH CONSULTANT DRAWINGS AND SPECIFICATIONS FOR FULL SPECS OF EQUIPMENT

GENERAL NOTES:

WASHROOM ACCESSORIES SCHEDULE

CODE DESCRIPTION SUPPLIER MODEL NO. FINISH QUANTITY

105

UNIVERSAL WASHROOM

CH COAT HOOK BOBRICK WASHROOM EQUIPMENT, INC. B-6827 SATIN STAINLESS STEEL 3

GBR(L-SHAPE)
GRAB BAR (762x762) - 38MM DIAMETER STAINLESS STEEL
GRAB BARS WITH CONCEALED MOUNTING AND PEENED
GRIPPING SURFACE

BOBRICK WASHROOM EQUIPMENT, INC
B-5898.99

SATIN FINISH 1

GBR-(S)
GRAB BAR (600) - 38MM DIAMETER STAINLESS STEEL
GRAB BARS WITH CONCEALED MOUNTING AND PEENED
GRIPPING SURFACE

BOBRICK WASHROOM EQUIPMENT, INC.
B-5806.99x24

SATIN FINISH 1

GBR-S-(M)
GRAB BAR (762) - 38MM DIAMETER STAINLESS STEEL
GRAB BARS WITH CONCEALED MOUNTING AND PEENED
GRIPPING SURFACE

BOBRICK WASHROOM EQUIPMENT, INC.
B-5806.99x30

SATIN FINISH 2

GBR-S-L
GRAB BAR (750x1000) - 38MM DIAMETER STAINLESS
STEEL GRAB BARS WITH CONCEALED MOUNTING AND
PEENED GRIPPING SURFACE

BOBRICK WASHROOM EQUIPMENT, INC
B-5854.99-LEFT

SATIN FINISH 1

MIR1 FRAMLESS WALL MOUNT MIRROR CONTRACTOR N/A N/A 1

PTD
UNIVERSAL LEVER PAPER TOWEL ROLL DISPENSER CASCADE PRO

DH37
UNIVERSAL LEVER PAPER TOWEL ROLL
DISPENSER

1

RFSS REVERSIBLE FOLDING SHOWER SEAT BOBRICK WASHROOM EQUIPMENT, INC B-5191 REVERSIBLE FOLDING SHOWER SEAT 1

RSH RECESSED SOAP HOLDER BOBRICK WASHROOM EQUIPMENT, INC. B-4380 RECESSED HEAVY-DUTY SOAP DISH 1

RSPH SHOWER NICHE VEVOR BA-303010-BR SATIN STAINLESS STEEL 1

SC+R SHOWER ROD AND CURTAIN AMERICAN SPECIALTIES INC. 1204-1/2 + 1200-V CURTAIN SATIN STAINLESS STEEL 1

SD
SOAP DISPENSER BOBRICK WASHROOM EQUIPMENT, INC.

B-4112
40OZ CONTURA SERIES SURFACE MOUNTED
STAINLESS STEEL LIQUID SOAP DISPENSER

1

SND SURFACE-MOUNTED SANITARY NAPKIN DISPOSAL FROST 620 SATIN FINISH 1

TTD TWIN MINI JUMBO BATH TOILET TISSUE ROLL DISPENSER TORK 5555290 BLACK 1

WR(WM) WASTE RECEPTACLE FROST 303-3NL WALL MOUNTED WASTE RECEPTACLE 1

115

WASHROOM / SHOWER

CH COAT HOOK BOBRICK WASHROOM EQUIPMENT, INC. B-6827 SATIN STAINLESS STEEL 4

MIR1 FRAMLESS WALL MOUNT MIRROR CONTRACTOR N/A N/A 1

PTD
UNIVERSAL LEVER PAPER TOWEL ROLL DISPENSER CASCADE PRO

DH37
UNIVERSAL LEVER PAPER TOWEL ROLL
DISPENSER

1

RSH RECESSED SOAP HOLDER BOBRICK WASHROOM EQUIPMENT, INC. B-4380 RECESSED HEAVY-DUTY SOAP DISH 1

RSPH SHOWER NICHE VEVOR BA-303010-BR SATIN STAINLESS STEEL 1

SC+R SHOWER ROD AND CURTAIN AMERICAN SPECIALTIES INC. 1204-1/2 + 1200-V CURTAIN SATIN STAINLESS STEEL 1

SD
SOAP DISPENSER BOBRICK WASHROOM EQUIPMENT, INC.

B-4112
40OZ CONTURA SERIES SURFACE MOUNTED
STAINLESS STEEL LIQUID SOAP DISPENSER

1

SND SURFACE-MOUNTED SANITARY NAPKIN DISPOSAL FROST 620 SATIN FINISH 1

TTD TWIN MINI JUMBO BATH TOILET TISSUE ROLL DISPENSER TORK 5555290 BLACK 1

WR RECESSED WASTE RECEPTACLE WITH DISPOSAL DOOR BOBRICK WASHROOM EQUIPMENT, INC. B-35633 SATIN STAINLESS STEEL 1

116

WASHROOM / SHOWER

CH COAT HOOK BOBRICK WASHROOM EQUIPMENT, INC. B-6827 SATIN STAINLESS STEEL 4

MIR1 FRAMLESS WALL MOUNT MIRROR CONTRACTOR N/A N/A 1

PTD
UNIVERSAL LEVER PAPER TOWEL ROLL DISPENSER CASCADE PRO

DH37
UNIVERSAL LEVER PAPER TOWEL ROLL
DISPENSER

1

RSH RECESSED SOAP HOLDER BOBRICK WASHROOM EQUIPMENT, INC. B-4380 RECESSED HEAVY-DUTY SOAP DISH 1

RSPH SHOWER NICHE VEVOR BA-303010-BR SATIN STAINLESS STEEL 1

SC+R SHOWER ROD AND CURTAIN AMERICAN SPECIALTIES INC. 1204-1/2 + 1200-V CURTAIN SATIN STAINLESS STEEL 1

SD
SOAP DISPENSER BOBRICK WASHROOM EQUIPMENT, INC.

B-4112
40OZ CONTURA SERIES SURFACE MOUNTED
STAINLESS STEEL LIQUID SOAP DISPENSER

1

SND SURFACE-MOUNTED SANITARY NAPKIN DISPOSAL FROST 620 SATIN FINISH 1

TTD TWIN MINI JUMBO BATH TOILET TISSUE ROLL DISPENSER TORK 5555290 BLACK 1

WR RECESSED WASTE RECEPTACLE WITH DISPOSAL DOOR BOBRICK WASHROOM EQUIPMENT, INC. B-35633 SATIN STAINLESS STEEL 1

117

WASHROOM / SHOWER

CH COAT HOOK BOBRICK WASHROOM EQUIPMENT, INC. B-6827 SATIN STAINLESS STEEL 4

MIR1 FRAMLESS WALL MOUNT MIRROR CONTRACTOR N/A N/A 1

PTD
UNIVERSAL LEVER PAPER TOWEL ROLL DISPENSER CASCADE PRO

DH37
UNIVERSAL LEVER PAPER TOWEL ROLL
DISPENSER

1

RSH RECESSED SOAP HOLDER BOBRICK WASHROOM EQUIPMENT, INC. B-4380 RECESSED HEAVY-DUTY SOAP DISH 1

RSPH SHOWER NICHE VEVOR BA-303010-BR SATIN STAINLESS STEEL 1

SC+R SHOWER ROD AND CURTAIN AMERICAN SPECIALTIES INC. 1204-1/2 + 1200-V CURTAIN SATIN STAINLESS STEEL 1

SD
SOAP DISPENSER BOBRICK WASHROOM EQUIPMENT, INC.

B-4112
40OZ CONTURA SERIES SURFACE MOUNTED
STAINLESS STEEL LIQUID SOAP DISPENSER

1

SND SURFACE-MOUNTED SANITARY NAPKIN DISPOSAL FROST 620 SATIN FINISH 1

TTD TWIN MINI JUMBO BATH TOILET TISSUE ROLL DISPENSER TORK 5555290 BLACK 1

WR RECESSED WASTE RECEPTACLE WITH DISPOSAL DOOR BOBRICK WASHROOM EQUIPMENT, INC. B-35633 SATIN STAINLESS STEEL 1

118

WASHROOM / SHOWER

CH COAT HOOK BOBRICK WASHROOM EQUIPMENT, INC. B-6827 SATIN STAINLESS STEEL 4

MIR1 FRAMLESS WALL MOUNT MIRROR CONTRACTOR N/A N/A 1

PTD
UNIVERSAL LEVER PAPER TOWEL ROLL DISPENSER CASCADE PRO

DH37
UNIVERSAL LEVER PAPER TOWEL ROLL
DISPENSER

1

RSH RECESSED SOAP HOLDER BOBRICK WASHROOM EQUIPMENT, INC. B-4380 RECESSED HEAVY-DUTY SOAP DISH 1

RSPH SHOWER NICHE VEVOR BA-303010-BR SATIN STAINLESS STEEL 1

SC+R SHOWER ROD AND CURTAIN AMERICAN SPECIALTIES INC. 1204-1/2 + 1200-V CURTAIN SATIN STAINLESS STEEL 1

SD
SOAP DISPENSER BOBRICK WASHROOM EQUIPMENT, INC.

B-4112
40OZ CONTURA SERIES SURFACE MOUNTED
STAINLESS STEEL LIQUID SOAP DISPENSER

1

SND SURFACE-MOUNTED SANITARY NAPKIN DISPOSAL FROST 620 SATIN FINISH 1

TTD TWIN MINI JUMBO BATH TOILET TISSUE ROLL DISPENSER TORK 5555290 BLACK 1

WR RECESSED WASTE RECEPTACLE WITH DISPOSAL DOOR BOBRICK WASHROOM EQUIPMENT, INC. B-35633 SATIN STAINLESS STEEL 1

REFER TO & COORDINATE WITH CONSULTANT DRAWINGS AND SPECIFICATIONS FOR FULL SPECS OF EQUIPMENT

GENERAL NOTES:

WASHROOM ACCESSORIES SCHEDULE

CODE DESCRIPTION SUPPLIER MODEL NO. FINISH QUANTITY

CH COAT HOOK BOBRICK WASHROOM EQUIPMENT, INC. B-6827 SATIN STAINLESS STEEL 19

GBR(L-SHAPE)
GRAB BAR (762x762) - 38MM DIAMETER STAINLESS STEEL
GRAB BARS WITH CONCEALED MOUNTING AND PEENED
GRIPPING SURFACE

BOBRICK WASHROOM EQUIPMENT, INC
B-5898.99

SATIN FINISH 1

GBR-(S)
GRAB BAR (600) - 38MM DIAMETER STAINLESS STEEL
GRAB BARS WITH CONCEALED MOUNTING AND PEENED
GRIPPING SURFACE

BOBRICK WASHROOM EQUIPMENT, INC.
B-5806.99x24

SATIN FINISH 1

GBR-S-(M)
GRAB BAR (762) - 38MM DIAMETER STAINLESS STEEL
GRAB BARS WITH CONCEALED MOUNTING AND PEENED
GRIPPING SURFACE

BOBRICK WASHROOM EQUIPMENT, INC.
B-5806.99x30

SATIN FINISH 2

GBR-S-L
GRAB BAR (750x1000) - 38MM DIAMETER STAINLESS
STEEL GRAB BARS WITH CONCEALED MOUNTING AND
PEENED GRIPPING SURFACE

BOBRICK WASHROOM EQUIPMENT, INC
B-5854.99-LEFT

SATIN FINISH 1

MIR1 FRAMLESS WALL MOUNT MIRROR CONTRACTOR N/A N/A 5

PTD
UNIVERSAL LEVER PAPER TOWEL ROLL DISPENSER CASCADE PRO

DH37
UNIVERSAL LEVER PAPER TOWEL ROLL
DISPENSER

5

RFSS REVERSIBLE FOLDING SHOWER SEAT BOBRICK WASHROOM EQUIPMENT, INC B-5191 REVERSIBLE FOLDING SHOWER SEAT 1

RSH RECESSED SOAP HOLDER BOBRICK WASHROOM EQUIPMENT, INC. B-4380 RECESSED HEAVY-DUTY SOAP DISH 5

RSPH SHOWER NICHE VEVOR BA-303010-BR SATIN STAINLESS STEEL 5

SC+R SHOWER ROD AND CURTAIN AMERICAN SPECIALTIES INC. 1204-1/2 + 1200-V CURTAIN SATIN STAINLESS STEEL 5

SD
SOAP DISPENSER BOBRICK WASHROOM EQUIPMENT, INC.

B-4112
40OZ CONTURA SERIES SURFACE MOUNTED
STAINLESS STEEL LIQUID SOAP DISPENSER

5

SND SURFACE-MOUNTED SANITARY NAPKIN DISPOSAL FROST 620 SATIN FINISH 5

TTD TWIN MINI JUMBO BATH TOILET TISSUE ROLL DISPENSER TORK 5555290 BLACK 5

WR RECESSED WASTE RECEPTACLE WITH DISPOSAL DOOR BOBRICK WASHROOM EQUIPMENT, INC. B-35633 SATIN STAINLESS STEEL 4

WR(WM) WASTE RECEPTACLE FROST 303-3NL WALL MOUNTED WASTE RECEPTACLE 1

Grand total: 70

0 SPA PRE-CONSULTATION 03/28/23

1 PRELIMINARY ZONING REVIEW
RE-SUBMISSION

08/02/23

2 PAM 1 RE-SUBMISSION 09/07/23

3 MINOR VARIANCE APPLICATION 09/08/23

4 FORMAL SPA 12/05/23

5 90% CD SUBMISSION 1/22/24

6 CLASS A ESTIMATE 01/22/24

7 PERMIT 01/22/24

8 BP - RESUBMISSION 02/23/24

9 SPA RESUBMISSION 03/12/24

10 TENDER 05/06/24

11 ARCH ADDENDUM 2 07/02/24

11
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1. GENERAL REQUIREMENTS 
1. ALL ARCHITECTURAL WOODWORK SHALL BE FABRICATED AND INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS 

OF THE ARCHITECTURAL WOODWORK MANUFACTURERS ASSOCIATION OF CANADA (AWMAC) MANUAL - CURRENT 
EDITION

2. ALL ARCHITECTURAL WOODWORK SHALL BE CUSTOM GRADE AS DEFINED BY AWMAC.
3. ALL CABINET STYLES SHALL BE FLUSH OVERLAY UNLESS SPECIFICALLY NOTED OTHERWISE.
4. UNDERSIDE OF WALL CABINETS SHALL BE FINISHED TYPE 'A' FLUSH UNLESS OTHERWISE NOTED.
5. SCRIBES AND FILLERS SHALL HAVE A MAXIMUM DIMENSION OF 75MM IN WIDTH.
6. MATCHING EDGE BAND SHALL BE SOLID WOOD WITH MIN 6MM EDGE DEPTH OR WHEN MANUFACTURED PANELS ARE 

SPECIFIED, MATCHING EDGE BAND PROVIDED BY MANUFACTURER
2. CABINET CONSTRUCTION

1. TOPS, EXPOSED ENDS, BOTTOMS SHALL BE JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS
2. EXPOSED END CORNER DETAILS SHALL BE JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS
3. FACE FRAME ATTACHMENT SHALL BE JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS
4. CABINET BACKS (WALL HUNG) SHALL BE JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS
5. CABINET BACKS (FLOOR STANDING) SHALL BE JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS

3. DRAWER CONSTRUCTION
1. FRONTS, SIDES BOTTOMS SHALL BE JOINED IN ACCORDANCE WITH CUSTOM GRADE METHODS

4. MILLWORK PANEL NOTES
1. PANELS THAT HAVE A VISIBLE GRAIN (I.E. WOODS) SHALL BE ORIENTED VERTICALLY UNLESS OTHERWISE NOTED
2. WHERE MULTIPLE PANELS ARE STACKED VERTICALLY CUT STOCK SO AS TO MAINTAIN CONTINUITY OF GRAIN FROM 

PANEL TO PANEL.
5. SUPPLY AND INSTALL HARDWARE AS FOLLOWS:

1. ALL HARDWARE SHALL BE IN ACCORDANCE WITH CUSTOM GRADE AS DEFINED BY AWMAC.
2. CONCEALED SELF-CLOSING HINGES.
3. STAINLESS STEEL ROD TYPE DOOR & DRAWER HANDLES AS SCHEDULED.
4. ALL DRAWERS ON HEAVY DUTY TELESCOPING CUSHIONED ROLLING METAL SLIDES.
5. RECESSED METAL STANDARDS - ADJUSTABLE C/W REQUIRED NUMBER OF SHELF CLIPS.
6. PROVIDE KEY LOCKS WHERE INDICATED, EACH LOCK SHALL BE UNIQUE.
7. ALL HARDWARE SHALL BE RICHELIEU OR EQUIVALENT
8. ALL MILLWORK HARDWARE SUPPLIED & INSTALLED UNDER MILLWORK CONTRACT.

6. FOR DRAWERS DESIGNATED AS FILE DRAWERS:
1. CABINETS 450-600mm IN WIDTH - PROVIDE ONE (1) ADJUSTABLE HANGING FILE FRAME PER DRAWER
2. CABINETS 750-1000mm IN WIDTH - PROVIDE TWO (2) LATERAL HANGING FILEBARS PER DRAWER
3. NOTE: FILE FRAMES AND FILEBARS SHALL BE SUPPLIED BY LONG LIFE LTD., 407 BIRCHMOUNT ROAD, SCARBOROUGH, 

ON OR EQUIVALENT
7. ABBREVIATIONS:

CF - CABINET FACES EP - EXPOSED PARTS
CB - CABINET BODY SEP - SEMI-EXPOSED PARTS
TK - TOE KICK (LOWER CABINETS ONLY) CS - CONCEALED SURFACES
VA - VALENCE (UPPER CABINETS ONLY) CP - CABINET PULLS
ME(AS) - MATCHING EDGE BAND (ALL SIDES) ME(ES) - MATCHING EDGE BAND (EXPOSED SIDES)

1. MILLWORK LEGEND
ON DETAIL DRAWINGS, THE FOLLOWING PARTS ARE INDICATED BY PATTERNS:
EP - EXPOSED PARTS (PLYWOOD) -
SEP - SEMI-EXPOSED PARTS (PLYWOOD) -
CS - CONCEALED SURFACES (PLYWOOD) -
EP - EXPOSED PARTS (MDF) -
SEP - SEMI-EXPOSED PARTS (MDF) -
CS - CONCEALED SURFACES (MDF) -

1. EXPOSED PARTS SHALL BE FINISHED ON BOTH SIDES OF PANELS WITH LIKE MATERIALS AND MATCHING EDGE BAND AS 
INDICATED

2. SEMI-EXPOSED PARTS SHALL BE FINISHED ON VISIBLE SIDES WITH MATCHING EDGE BAND AS INDICATED. NOTE: ENDS 
AND TOEKICKS SHALL BE TREATED AS EXPOSED SURFACES WHEN VISIBLE AFTER INSTALLATION.

3. NOTE: WHERE PANEL EDGES ABUT EXPOSED PARTS, EDGE BAND SHALL MATCH EXPOSED PART MATERIAL
4. CONCEALED PARTS CAN BE LEFT IN MILL FINISH.

1. PANEL NOMINAL THICKNESSES (UNLESS NOTED OTHERWISE)
PART THICKNESS MATERIAL

1. ENDS (GABLES), DIVISIONS, FIXED SHELVES, BOTTOMS, TOPS - 19mm PLYWOOD
2. FACE FRAMES, RAILS, TOEKICKS, CABINET BASES, VALENCES - 19mm PLYWOOD
3. SHELVES ADJUSTABLE (ADJ.) - 19mm PLYWOOD
4. BACKS - 6.4mm HARD BOARD BACKER
5. MOUNTING OR HANGER STRIPS - 12.7mm PLYWOOD
6. DRAWER SIDES, BACKS, SUBFRONTS - 12.7mm PLYWOOD
7. DRAWER BOTTOMS - 9.5mm PLYWOOD
8. DRAWER FRONTS - 19mm PLYWOOD
9. DOORS - 19mm PLYWOOD
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FINISH ALL SEAMS INVISIBLE (TYP)
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FINISH ALL SEAMS INVISIBLE (TYP.)

20mm SOLID SURFACING COUNTER TOP C/W 
MITER EDGE PROFILE
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STAINLESS STEEL BACKSPLASH ON 2-PLY 
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FACE OF CASE BODY

STAINLESS STEEL ON 20MM 
PLYWOOD (MARINE GRADE)

3mm RADIUS EDGE (TYP.)

3mm RADIUS EDGE (TYP.)

FACE OF WALL FINISH

SEAL BACKSPLASH TO WALL

3mm RADIUS BEND (TYP.)

RETURN STAINLESS STEEL TO FACE OF CASE BODY

EXECUTION NOTES
1. ALL STAINLESS STEEL TO BE  316 GRADE
2. FABRICATE COUNTERTOPS TO MINIMIZE SEAMS. FINISH ALL SEAMS INVISIBLE
3. COORDINATE DIMENSIONS OF ALL APPLIANCES TO ENSURE MINIMUM CLEARANCES ARE MAINTAINED
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WALL PANEL HANGING SYSTEM: 
DEMOUNTABLE PANEL CLIP AND RAIL SYSTEM

WOOD BLOCKING (AS REQ'D)
CONFIRM WALL TYPE 

1
0
0

PAINT WALL SUBSTRATE 
ENTIRELY. PAINT SUBSTRATE 
WHERE VISIBLE THROUGH 
GAPS WITH SPECIFIC COLOUR 

WALL SUBSTRATE. PAINT IN ACCORDANCE WITH PROJECT SPECIFICATIONS

E
Q

E
Q

WALL PANEL HANGING 
SYSTEM (BEHIND PANEL)

1. SHOP DRAWING REQUIRED PRIOR TO FABRICATION
2. ALL WORK TO BE COMPLETED IN ACCORDANCE WITH AWMAC ARCHITECTURAL WOODWORK STANDARDS AS SPECIFIED
3. WALL PANEL HANGING SYSTEM TO BE INSTALLED IN ACCORDANCE WITH MANUFACTURERS RECCOMENDATIONS

PREFINISHED WOOD PANEL

BACK GAP

ELEVATION
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SEALS

DRAWINGS ARE NOT TO BE SCALED.

CONTRACTOR MUST VERIFY ALL DIMENSIONS ON THE JOB AND REPORT ANY 

DISCREPANCY TO ARCHITECTS BEFORE PROCEEDING WITH WORK.

ALL DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF THE 

ARCHITECT AND MUST BE RETURNED AT THE COMPLETION OF THE WORK.
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MILLWORK DETAILS -
GENERAL NOTES,

COUNTER TOPS, TYPICAL
DETAILS

1 : 10

CW - CASEWORK BLOCKING REQUIREMENTS3

1 : 5

SOLID SURFACING COUNTER TOP1

1 : 5

STAINLESS STEEL COUNTER TOP21 : 10

CW - WOOD PANELING4

ALUMINUM Z-BAR HANGER RICHELIEU GC CHOICE - MILL FINISH QTY AS REQ'D TO SUIT.

CAM LOCK RICHELIEU GC CHOICE DIE-CAST ZINC BRIGHT NICKEL QTY AS REQ'D TO SUIT.

COAT ROD SUPPORTS - CLOSED RICHELIEU - STEEL CHROME QTY AS REQ'D AND SIZED TO SUIT.

COAT ROD RICHELIEU - STEEL CHROME QTY AS REQ'D TO SUIT.

METRO CONTEMPORARY PULL BERENSON HARDWARE 4118-1BPN-P ZINC BRUSHED NICKEL
QTY AS REQ'D. INSTALL VERTICALLY AS INDICATED IN DRAWINGS AND
HORIZONTALLY, CENTRED IN DOORS;

NAME MODEL NO. MATERIAL FINISH COMMENTSHARDWARE

MANUFACTURER FINISHES

TO BE READ IN CONJUNCTION WITH MILLWORK GENERAL NOTES ON MILLWORK DRAWINGS

MILLWORK HARDWARE SCHEDULE

MILLWORK FINISHES SCHEDULE

CODE MANUFACTURER PRODUCT NUMBER COLOUR NAME DESCRIPTION SIZE INSTALLATION NOTES LOCATION CONTACT PHONE EMAIL

MILLWORK FINISH

PLAM-1 TAFISA T2006 (VA) TEA FOR TWO HPL VIVA TEXTURE - REFER TO MILLWORK DRAWINGS

SST STAINLESS STEEL N/A N/A - AS REQUIRED - REFER TO MILLWORK DRAWINGS

SSUR1 CAESARSTONE 4043 PRIMORDIA QUARTZ 20mm - REFER TO MILLWORK DRAWINGS

REFER MILLWORK DRAWINGS FOR SIZES, DIMENSIONS AND DETAILS.

MILLWORK SCHEDULE

ITEM CODE ITEM TYPE

COUNTERTOP/WORK
SURFACE FINISHES

COMMENTSFINISH
DOOR/DRAWER

SURFACES
INTERIOR

SURFACES
EXPOSED

SURFACES TOE KICK

MW-126 UPPER N/A PLAM-1 PLAM-1 PLAM-1 N/A

102

DISTRICT CHIEF

MW-102 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-102 PANEL N/A PLAM-1 PLAM-1 PLAM-1 N/A

MW-102 SHELF

103

 CAPTAINSOFFICE

MW-103 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-103 PANEL N/A PLAM-1 PLAM-1 PLAM-1 N/A

MW-103 SHELF

104

 CAPTAINSOFFICE

MW-104 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-104 PANEL N/A PLAM-1 PLAM-1 PLAM-1 N/A

MW-104 SHELF

105

UNIVERSAL WASHROOM

MW-105 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-105 COUNTERTOP SSUR1 N/A N/A N/A N/A

106

ACCESS CORRIDOR

MW-106 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-106 COUNTERTOP SSUR1 N/A N/A N/A N/A

MW-106 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-106 PANEL N/A PLAM-1 PLAM-1 PLAM-1 N/A

MW-106 UPPER N/A PLAM-1 PLAM-1 PLAM-1 N/A

108

ACCESS CORRIDOR

MW-125 PANEL N/A PLAM-1 PLAM-1 PLAM-1 N/A

115

WASHROOM / SHOWER

MW-115 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-115 COUNTERTOP SSUR1 N/A N/A N/A N/A

MW-115 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

116

WASHROOM / SHOWER

MW-116 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-116 COUNTERTOP SSUR1 N/A N/A N/A N/A

MW-116 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

117

WASHROOM / SHOWER

MW-117 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-117 COUNTERTOP SSUR1 N/A N/A N/A N/A

MW-117 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

118

WASHROOM / SHOWER

MW-118 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-118 COUNTERTOP SSUR1 N/A N/A N/A N/A

MW-118 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

122

ACCESS CORRIDOR

MW-122 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

126

KITCHEN

MW-126 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-126 COUNTERTOP SSUR1 N/A N/A N/A N/A

MW-126 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-126 PANEL N/A PLAM-1 PLAM-1 PLAM-1 N/A

MW-126 UPPER N/A PLAM-1 PLAM-1 PLAM-1 N/A

127

DINING AREA

MW-127 SHELF N/A N/A N/A PLAM-1 N/A

128

DAYROOM LOUNGE

MW-128 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

129

COMPUTER WORKSTATION

MW-129 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-129 COUNTERTOP SSUR1 N/A N/A N/A N/A

136

WORKSHOP

MW-136 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-136 COUNTERTOP SST N/A N/A N/A N/A

MW-136 UPPER N/A PLAM-1 PLAM-1 PLAM-1 N/A

137

LAUNDRY

MW-137 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-137 COUNTERTOP SST N/A N/A N/A N/A

141

FIRE CALL PRINTER

MW-141 BASE N/A PLAM-1 PLAM-1 PLAM-1 SST

MW-141 COUNTERTOP SSUR1 N/A N/A N/A N/A

147

LINEN STORAGE

MW-147 FULL HEIGHT N/A PLAM-1 PLAM-1 PLAM-1 SST

0 SPA PRE-CONSULTATION 03/28/23

1 PRELIMINARY ZONING REVIEW
RE-SUBMISSION

08/02/23

2 PAM 1 RE-SUBMISSION 09/07/23

3 MINOR VARIANCE APPLICATION 09/08/23

4 FORMAL SPA 12/05/23

5 90% CD SUBMISSION 1/22/24

6 CLASS A ESTIMATE 01/22/24

7 PERMIT 01/22/24

8 BP - RESUBMISSION 02/23/24

9 SPA RESUBMISSION 03/12/24

10 TENDER 05/06/24

11 ARCH ADDENDUM 2 07/02/24
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BACK PANEL ON MOUNTING STRIP
CONNECT STRIP TO GABLES (TYP.)

CABINET PULL AS SPECIFIED

CABINET BOX

DEPTH PER PLAN
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LINE END (GABLE) PANEL

PANEL DOOR C/W HEAVY DUTY 
SOFT-CLOSE HINGES

GYPSUM BOARD BULKHEAD
ALIGN WITH FACE OF UPPER 
CABINET BODY (TYP.) SET HEIGHT 
OF BULKHEAD 10MM ABOVE TOP OF 
CABINET BODY

FREE STANDING REFRIGERATOR
GC SHALL COORDINATE MODEL 
DIMENSIONS + REQUIRED 
CLEARANCES

MILLWORK INFILL PANEL 
(WHERE INDICATED ON ELEVATION)
ALIGN WITH FACE OF CABINET 
DOORS (TYP.) LEAVE 5MM GAP FROM 
TOP OF DOOR PANEL HEIGHT AS 
INDICATED ON ELEVATION

TOP PANEL

COORINDATE  ELECTRICAL 
ROUGH-INS (TYP.)

2
5

MAINTAIN 25mm CLEAR CRIT. 
FROM BOTTOM OF CABINET TO 
TOP OF FRIDGE

480 100

CABINET LOCKS
KEY TOP AND BOTTOM SAME, EACH CABINET 
DIFFERENT

DIVISION PANEL 

CABINET BOX

610 20
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TOE KICK FINISH

DOOR CLEAT

METAL RECESSED STANDARDS

BACK PANEL ON MOUNTING STRIP

BOTTOM PANEL

ADJUSTABLE SHELF

DOOR 

CABINET PULL

CABINET PULL

GYPSUM BOARD BULKHEAD (IF NOTED)
ALIGN WITH FACE OF UPPER CABINET BODY 
(TYP.)

CEILING

MILLWORK INFILL PANEL 
(WHERE INDICATED ON ELEVATION)
ALIGN WITH FACE OF CABINET DOORS (TYP.) 
LEAVE 5MM GAP FROM TOP OF DOOR PANEL 
HEIGHT AS INDICATED ON ELEVATION

METAL RECESSED STANDARDS

TOP PANEL

SHELF (ADJ.)

BACK PANEL ON MOUNTING STRIP

DOOR

CABINET BOX

503

GYPSUM BOARD BULKHEAD (IF NOTED)
ALIGN WITH FACE OF UPPER CABINET BODY 
(TYP.)

WOOD BLOCKING AS REQUIRED AT TOP OF 
CABIENT

1
2
0

TOE KICK (TK) FINISH - SEE ELEVATION 

BACK PANEL ON MOUNTING STRIP

BOTTOM PANEL

TOP PANEL

FIXED SHELF. PROVIDE BLOCKING 
AS REQUIRED

END PANEL
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END PANEL

CABINET PULL

VALANCE c/w ME(ES)

SHELF (ADJ.) c/w ME(AS)

CABINET BOX

325 20
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TOP PANEL c/w ME(ES)

BACK PANEL ON MOUNTING STRIP

BOTTOM PANEL c/w ME(ES)

PANEL DOOR c/w ME(AS)

2
0

GYPSUM BOARD BULKHEAD
ALIGN WITH FACE OF UPPER CABINET BODY 
(TYP.) SET HEIGHT OF BULKHEAD 20MM 
ABOVE TOP OF CABINET BODY

2
2
0

UNDER CABINET LED LIGHT STRIP

MILLWORK INFILL PANEL (WHERE INDICATED ON ELEVATION)
ALIGN WITH FACE OF CABINET DOORS (TYP.) LEAVE 5MM GAP 
FROM TOP OF DOOR PANEL HEIGHT AS INDICATED ON ELEVATION

END PANEL

VALANCE c/w ME(ES)

CABINET BOX
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TOP PANEL c/w ME(ES)

BACK PANEL ON MOUNTING STRIP

BOTTOM PANEL c/w ME(ES)
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0

GYPSUM BOARD BULKHEAD
ALIGN WITH FACE OF UPPER CABINET BODY 
(TYP.) SET HEIGHT OF BULKHEAD 10MM 
ABOVE TOP OF CABINET BODY

2
2
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UNDER CABINET LED LIGHT STRIP

SIDE PANEL

TOE KICK FINISH 

480 100

BOTTOM PANEL 

BACK PANEL ON MOUNTING STRIP

CABINET BOX

610 20
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19mm PANEL SPANNER

SHELF (ADJ.)

METAL RECESSED STANDARDS

BACK PANEL ON MOUNTING STRIP

SHELF (ADJ.) 

BOTTOM PANEL

DOOR 

CABINET PULLS
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CABINET BOX
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SHELF

BOTTOM PANEL

DRAWER DEPTH
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CABINET PULL
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OUTLET FOR MICROWAVE

OUTLET FOR MICROWAVE

BACK PANEL ON MOUNTING STRIP

BACK PANEL ON MOUNTING STRIP

CABINET PULLS

GYPSUM BOARD BULKHEAD (IF NOTED)
ALIGN WITH FACE OF UPPER CABINET BODY (TYP.)

MILLWORK INFILL PANEL 
(WHERE INDICATED ON ELEVATION)
ALIGN WITH FACE OF CABINET DOORS (TYP.) 
LEAVE 5MM GAP FROM TOP OF DOOR PANEL 
HEIGHT AS INDICATED ON ELEVATION

BACK PANEL ON MOUNTING STRIP

CABINET PULL

CABINET BOX

325 20

ELECTRICAL POWER FOR 
RANGE HOOD

VENT KIT FOR RANGE HOOD

RANGE
COORDINATE MODEL DIMENSIONS + 
REQUIRED CLEARANCES. 
COORINDATE  ELECTRICAL ROUGH-
INS (TYP.)
CCORDINATE GAS ROUGH-INS 
WHERE REQUIRED
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RANGE HOOD COORDINATE 
MODEL DIMENSIONS

GYPSUM BOARD BULKHEAD
ALIGN WITH FACE OF UPPER CABINET BODY 
(TYP.) SET HEIGHT OF BULKHEAD 20MM 
ABOVE TOP OF CABINET BODY

MILLWORK INFILL PANEL (WHERE INDICATED ON ELEVATION)
ALIGN WITH FACE OF CABINET DOORS (TYP.) LEAVE 5MM GAP 
FROM TOP OF DOOR PANEL HEIGHT AS INDICATED ON ELEVATION

BACK PANEL ON MOUNTING STRIP
CONNECT STRIP TO GABLES (TYP.)

CABINET PULL AS SPECIFIED

CABINET BOX
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LINE END (GABLE) PANEL

PANEL DOOR C/W HEAVY DUTY 
SOFT-CLOSE HINGES

GYPSUM BOARD BULKHEAD
ALIGN WITH FACE OF UPPER 
CABINET BODY (TYP.) SET HEIGHT 
OF BULKHEAD 10MM ABOVE TOP OF 
CABINET BODY

FREE STANDING PANELED  
REFRIGERATOR
GC SHALL COORDINATE MODEL 
DIMENSIONS + REQUIRED 
CLEARANCES

MILLWORK INFILL PANEL 
(WHERE INDICATED ON ELEVATION)
ALIGN WITH FACE OF CABINET 
DOORS (TYP.) LEAVE 5MM GAP FROM 
TOP OF DOOR PANEL HEIGHT AS 
INDICATED ON ELEVATION

TOP PANEL

COORINDATE  ELECTRICAL 
ROUGH-INS (TYP.)

2
5
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