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COVER PAGE

KEY PLAN - BASEMENT

INTERIOR DESIGN
ID00 COVER PAGE
ID1 DEMOLITION & CONSTRUCTION PLANS
ID1 BASEMENT FLOOR DEMOLITION & CONSTRUCTION PLANS
ID2 2nd FLOOR DEMOLITION & CONSTRUCTION PLANS
ID3 3rd FLOOR DEMOLITION & CONSTRUCTION PLANS

DRAWING LIST

LOCATION PLAN

PROJECT CONTACT

TENDERING, PERMITS AND INSPECTIONS, COMPLIANCE OF WORK:

1. NO DEMOLITION OR CONSTRUCTION IS TO START WITHOUT ISSUANCE OF A BUILDING PERMIT.
2. THE CONTRACTOR SHALL GIVE ALL REQUIRED NOTICES FOR INSPECTIONS AS REQUIRED BY THE BUILDING PERMIT AND ALL

AUTHORITIES HAVING JURISDICTION.
3. UPON COMPLETION OF THE WORK, THE CONTRACTOR SHALL PAY FOR, AND OBTAIN, A SIGNED RELEASE FROM THE

MUNICIPALITY HAVING JURISDICTION INDICATING THAT ALL WORK IS COMPLETED AND THE PERMIT IS SIGNED OFF.
4. ALL WORK IN THIS CONTRACT SHALL CONFORM TO THE REQUIREMENTS OF ALL EXISTING BY-LAWS, CODES, MUNICIPAL

GOVERNMENTS AND JURISDICTIONS HAVING AUTHORITY OVER THIS PROJECT.
5. CONTRACTOR IS TO COMPLY WITH ALL BASE BUILDING WORK REGULATIONS AND PROCEDURES.  REFER TO TENANT GUIDELINES

AND/OR CO-ORDINATE WITH PROPERTY MANAGER.

SITE MEETINGS:

1. THE GENERAL CONTRACTOR, DURING THE COURSE OF THE WORK, SHALL CO-ORDINATE REGULARLY SCHEDULED SITE
MEETINGS.

2. IT IS THE GENERAL CONTRACTORS RESPONSIBILITY TO CHAIR, RECORD AND DISTRIBUTE MEETING  MINUTES INCLUSIVE OF
SCHEDULE UPDATES.

CO-ORDINATION OF THE WORK:

1. IT IS THE GENERAL CONTRACTORS RESPONSIBILITY TO ENSURE THAT THE CONTRACT DOCUMENTS ARE MADE AVAILABLE TO
ALL TRADES IN ORDER TO ENSURE INCLUSION OF ALL ASPECTS OF THE WORK.

2. ALL DRAWINGS AND SPECIFICATIONS MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL CONSULTANTS
INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR
MISSED WORK THAT WAS COVERED ON ANY OF THE DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE
CONSIDERED.

3. ANY CONFLICTS, DISCREPANCIES AND/OR OMISSIONS ARE TO BE REPORTED TO COMLEY VAN BRUSSEL DESIGN AND
MANAGEMENT FOR CLARIFICATIONS PRIOR TO PROCEEDING WITH ANY WORK.

SITE MAINTENANCE, PROTECTION AND CLEANING:

1. THE GENERAL CONTRACTOR SHALL PROTECT ALL FINISHED AREAS DURING THE SCOPE OF THE PROJECT.  ANY RESULTANT
DAMAGE SHALL BE MADE GOOD BY THE GENERAL CONTRACTOR TO THE SATISFACTION OF THE DESIGNER.

2. CONTRACTOR IS TO PROVIDE PROTECTION TO ANY BASE BUILDING ELEMENTS DURING THE SCOPE OF THE PROJECT.
3. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE REMOVAL, SAFE STORAGE AND RE-INSTALLATION OF CEILING TILES AS

REQUIRED FOR THE SUB-TRADES TO COMPLETE THEIR WORK.
4. ALL DEBRIS SHALL BE REMOVED FROM SITE ON A DAILY BASIS.  SITE TO BE LEFT BROOM CLEAN DAILY.
5. CONTRACTOR IS TO INCLUDE FOR ALL NECESSARY AND REQUIRED MEANS TO MAINTAIN A CLEAN WORK SITE AND FOR THE

REMOVAL OF DEBRIS AND RUBBISH INCLUDING BUT NOT LIMITED TO GARBAGE CHUTES AND DISPOSAL BINS.
6. EXITS AND POINTS OF EGRESS SHALL BE CLEARLY IDENTIFIED AND MAINTAINED ACCESSIBLE DURING THE PROJECT.

DEMOLITION AND CONSTRUCTION:

1. DESIGNATED MATERIALS (E.G. ASBESTOS): IMMEDIATELY REPORT THE DISCOVERY OF DM'S AND STOP WORK IN THE AREA UNTIL
THE BUILDING MANAGER OR OWNER AUTHORIZES OTHERWISE.  ALL CLEAN UP, REMOVAL AND DISPOSAL OF DM'S SHALL
CONFORM TO THE ONTARIO MINISTRY OF LABOUR CURRENT REGULATIONS.

2. FIREPROOFING: PATCH AND REPAIR ALL FIREPROOFING DAMAGED DURING THE CONSTRUCTION.

GENERAL NOTES

MECHANICAL
REFER TO MECHANICAL DRAWINGS FOR COVER PAGE DRAWING LIST

ELECTRICAL
REFER TO ELECTRICAL DRAWINGS FOR COVER PAGE DRAWING LIST

SPRINKLER
REFER TO SPRINKLER DRAWINGS FOR COVER PAGE DRAWING LIST
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PEEL REGIONAL POLICE
180 Derry Road E
Mississauga ON L5T 2Y5
Basement, 2nd, 3rd Floors
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date

DO NOT SCALE THIS DRAWING.

CONTRACTOR TO VERIFY ALL MEASUREMENTS ON SITE AND REPORT
ANY DISCREPANCIES TO THE DESIGNER PRIOR TO PROCEEDING.

ALL DRAWINGS REMAIN THE PROPERTY OF COMLEY VAN BRUSSEL
DESIGN. ALL PREVIOUS ISSUES OF THIS DRAWING ARE SUPERCEDED.
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INTERIOR DESIGN
COMLEY VAN BRUSSEL DESIGN
2600 SKYMARK AVENUE, BUILDING 8, SUITE 101
MISSISSAUGA, ON   L4W 5B2

CONTACT: DARCEL LeBLANC-YOUNG
dleblanc-young@comleyvanbrussel.com

LANDLORD
PEEL REGIONAL POLICE
7150 MISSISSAUGA RD
MISSISSAUGA, ON  L5N 8M5

CONTACT: CHRIS GILLESPIE
chris.gillespie@peelpolice.ca

MECHANICAL & ELECTRICAL
TANCO ENGINEERING LTD.
80 NASHDENE RD, 2ND FLR., STE 213
TORONTO, ON M1V 5E4

CONTACT: MIKE CHONG
tanco@tancoengineering.ca

SPRINKLER
NORRIS FIRE CONSULTING
1840 CLEMENTS RD., STE 202
PICKERING, ON L1W 3Y2

CONTACT: MBJ NORRIS
905-669-5154

2 27June2023issued to PRP for review dly

180 DERRY ROAD
MISSISSAUGA

3 12July2023issued to Tanco for coord fh
4 31July2023permit pv
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KEY PLAN - 2nd FLOOR
PROJECT
NORTH

NORTH

KEY PLAN - 3rd FLOOR
PROJECT
NORTH

NORTH

SCALE:  NTS SCALE:  NTS

09Feb2024issued to Tanco for coord dly7

AREA OF WORK
BASEMENT 132 M² [1,417 SQ. FT.]
2ND FLOOR 69 M² [739 SQ. FT.]
3RD FLOOR 107 M² [1,147 SQ. FT.]
TOTAL   308 M² [3,303 SQ. FT.]

AREA OF WORK

AREA NOT IN CONTRACT

AREA OF WORK

AREA NOT IN CONTRACT

AREA OF WORK

INTERIOR DEMOLITION OF INTERIOR PARTITIONS, DOORS/FRAMES AND CEILING ASSEMBLIES
NEW INTERIOR PARTITIONS, DOORS/FRAMES AND CEILING ASSEMBLIES
NEW PLUMBING FOR SHOWERS AT BASEMENT LEVEL

18Jun2024tender dly8
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DEMOLITION PLAN LEGEND
EXISTING PARTITIONS AND COLUMNS TO REMAIN
(PREPARE TO RECEIVE NEW FINISH AS INDICATED ON WALL FINISHES PLAN)

EXISTING GLASS PARTITIONS TO REMAIN

EXISTING PARTITIONS TO BE DEMOLISHED

DOOR TO BE REMOVED

KEY NOTES

DEMOLITION PLAN : NOTES

MILLWORK TO BE REMOVED

EXISTING WIRE MOLD TO BE REMOVED, REFER TO ENGINEERS DWGS

PP EXISTING PACK POLE TO BE REMOVED OR RELOCATED

DATA / TELE OUTLET TO BE REMOVED

ELECTRICAL OUTLET TO BE REMOVED

LIGHTING CONTROLS TO BE REMOVEDS

DENOTES ROOM NUMBER000

EXISTING RECESSED POT LIGHT TO BE REMOVED AND DISPOSED OF

EXISTING BUILDING STANDARD (2x4) T-BAR CEILING GRID TO BE RECYCLED WITH VIKING
RECYCLING

EXISTING BASE BUILDING STANDARD 2'x4' FLUORESCENT LIGHT FIXTURE TO BE REMOVED
AND HAND BACK TO CLIENT

THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL CONSULTANTS
INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING DRAWINGS AND
SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE DRAWINGS EVEN IF
NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

DEMOLITION NOTES:

1. POWER, COMMUNICATIONS AND LIGHTING ELEMENTS INDICATED FOR REMOVAL ARE TO BE
REMOVED PRIOR TO DEMOLITION.

2. REMOVE ALL WALL MOUNTED ITEMS INCLUDING WHITEBOARDS, CORK BOARDS, PICTURE HOOKS,
NAILS, TWO SIDED TAPE.

EXISTING CARPET TO BE REMOVED TO BE RECYCLED:
    
CONTRACTOR TO:

· REMOVE CARPET, MOVE TO LOADING DOCK AND PREPARE FOR SHIPMENT
· STACK AND PALLETIZE TO SPECIFICATION (CHECK:  http://www.vikingrecycling.ca/spec-sheet.html)
· PALLETS TO BE STACKED NO MORE THAN APPROX. 4FT HIGH
· SECURE CARPET TO PALLET WITH STRETCH WRAP. TIE WRAP TO SKID AND WORK WAY UP.
· CARPET MUST BE DRY AND FREE OF CONTAMINATION.

EXISTING CEILING TILE THAT IS NOTED TO BE REMOVED IS TO BE RECYCLED:
    
CONTRACTOR TO:

· PROVIDE HAZARDOUS MATERIALS REPORT AND CEILING TILE TYPE TO VIKING RECYCLING PRIOR
            TO MATERIAL ACCEPTANCE.
· REMOVE CEILING TILE, MOVE TO LOADING DOCK AND PREPARE FOR SHIPMENT.
· STACK AND PALLETIZE TO SPECIFICATION (CHECK:  http://www.vikingrecycling.ca/spec-sheet.html)
· PALLETS TO BE STACKED NO MORE THAN APPROX. 6FT HIGH.
· SECURE CEILING TILE TO PALLET WITH STRETCH WRAP.  TIE WRAP TO SKID AND WORK WAY UP.
· CEILING TILE TO BE DRY AND FREE OF CONTAMINATION.
 
VIKING RECYCLING TO:
· PROVIDE QUOTE TO CONTRACTOR FOR PROCESSING AND TRANSPORTATION.
· ARRANGE PICK UP OR DELIVERY TIME FOR MATERIALS.
· PICK UP TO BE REQUESTED AND ARRANGED AT LEAST 72 HOURS IN ADVANCE.
· LOAD AND SHIP REMOVED CEILING TILE FROM LOADING DOCK TO FACILITY FOR RECYCLING.
· PROVIDE CERTIFICATION TO CONTRACTOR UPON PAYMENT.

 CONTRACTOR TO CONTACT VIKING RECYCLING FOR QUOTE AND COORDINATION:
(416) 452-7873 OR hello@vikingrecycling.ca
 
NOTE: CONTRACTOR TO PROVIDE DESIGNER WITH CERTIFICATE FROM VIKING RECYCLING UPON DEMO
COMPLETION.

3. HOARDING SCREEN SHALL BE ERECTED WITH MINIMAL NOISE, DUST AND INCONVENIENCE TO
ADJUST OCCUPIED AREAS AT FLOOR PLATE.

4. HOARDING SCREEN SHALL BE REMOVED AND ANY AND ALL DAMAGED OR BLEMISHED ADJOINING
WORK SHALL BE MADE GOOD.

REMOVE ALL FLOORING AND WALL BASE THROUGHOUT (BASEMENT NOTE)D.1

CONTRACTOR TO INCLUDE REMOVAL AND DISPOSAL OF ALL FURNITURED.2

CLIENT'S IT DEPARTMENT TO PULL BACK DATA CABLES AND TERMINATE IN CEILING.D.3

REMOVE AND RELOCATE EXISTING AC UNIT, REFER TO ENGINEERS DRAWING FOR
SPECIFICATIONS.  AC UNIT TO BE RELOCATED ABOVE DOOR B103.

D.4

EXISTING FANS AND ELECTRONIC CLOCKS TO REMAIN IN B102.D.5

BIDDERS TO PROVIDE A SEPARATE PRICE FOR RECYCLING FLOORING AND CEILING
TILES.

D.6

RESERVEDD.7

REMOVE EXISTING FANS AND ELECTRONIC CLOCK IN ROOM B104.D.8

SAWCUT 1524 MM [5'-0"] W x FULL HEIGHT OPENING IN EXISTING CONCRETE BLOCK
WALL. TOOTH-IN TO MATCH EXISTING ADJACENT.

D.9

REMOVE EXISTING OPENING FRAME AND TOOTH-IN FOR NEW CONCRETE BLOCK INFILLD.10

REMOVE EXISTING ACOUSTIC CEILING GRID AND TILES IN B104 ONLY.D.11

REFER TO ELEVATION 5/ID4 FOR PARTIAL DEMOLITION AND INFILL OF THIS BLOCK WALLD.12

EXISTING CONCRETE BLOCK TO REMAIN AS IS.D.13

REMOVE EXISTING VCT FLOORING AND CUT EXISTING CONCRETE SLAB WHERE
REQUIRED FOR TRENCHING NEW PLUMBING LINE. CONTRACTOR TO REMOVE ROWS OF
FULL TILE SO THE NEW PATCH APPEAR TO BE PART OF THE ORIGINAL FLOORING
LAYOUT. REFER TO MECHANICAL DRAWING FOR FURTHER INFORMATION ON THE
REQUIRED TRENCHING
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POWER & COMMUNICATIONS LEGEND
'R'

'E'

'C'

DENOTES EXISTING TO BE REMOVED AND DISPOSED OF OR RELOCATED

DENOTES EXISTING TO REMAIN

DENOTES EXISTING TO BE CAPPED

DENOTES STANDARD DUPLEX ELECTRICAL RECEPTACLE, WALL MOUNTED @ 12" ABOVE
FINISHED FLOOR

DENOTES DUPLEX ELECTRICAL, WALL MOUNTED @ SPECIFIED NON-STANDARD HEIGHT

DENOTES STANDARD QUAD ELECTRICAL RECEPTACLE, WALL MOUNTED @ 12" ABOVE
FINISHED FLOOR UNLESS NOTED OTHERWISE.

DENOTES VOICE/DATA OUTLET, WALL MOUNTED @ 12" ABOVE FINISHED FLOOR UNLESS
NOTED OTHERWISE.  STANDARD 1 VOICE AND 1 DATA UNLESS NOTED OTHERWISE, THUS
#V/#D

SECURITY LEGEND

DENOTES ELECTRIC STRIKE

DENOTES CARD READER

AUDIO VISUAL LEGEND
DENOTES FLAT SCREEN MONITOR SUPPLIED AND INSTALLED BY OTHERS. MOUNTING
HEIGHTS AND POWER & COMMUNICATION REQUIREMENTS AS NOTED ON PLAN

POWER & COMMUNICATIONS : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS. EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. THIS DRAWING SHALL TAKE PRECEDENCE FOR LOCATION, ENGINEERING DRAWINGS TO TAKE
PRECEDENT FOR CIRCUITRY AND LIFE SAFETY CONSIDERATIONS.

3. POWER, COMMUNICATIONS AND LIGHTING ELEMENTS INDICATED FOR REMOVAL ARE TO BE 
REMOVED PRIOR TO DEMOLITION. - REMOVE NOTE IF DEMO PLAN EXISTS

4. INACTIVE DEVICES: REMOVE ALL BLANK PLATED DEVICES C/W, BOXES/CONDUIT AND WIRING IN
LOCATIONS NOT TO BE REACTIVATED. PATCH AND REPAIR RESULTANT DAMAGE AS REQUIRED TO
ACCEPT NEW FINISHES.

5. ALL DIMENSIONS ARE TO THE CENTER OF THE RECEPTACLE, OR CENTER OF GANGED RECEPTACLES.
ADJACENT OUTLETS TO BE GANGED C/W COMMON COVER PLATE.

6. ALL NEW POWER AND COMMUNICATIONS DEVICES AND FACE PLATES TO BE:  MATCH EXISTING

7. ANTI-STATIC FLOORING TO BE PROVIDED AND GROUNDED IN ROOMS: B101 & B102, REFER TO FLOOR
FINISHES PLAN FOR DETAILS.

COMMUNICATIONS:

1. ALL DATA AND TELEPHONE REQUIREMENTS SHALL BE COORDINATED THROUGH THE CLIENT
CONTACT:  CHRIS GILLESPIE 647-212-0097.

2. ELECTRICAL TRADE IS RESPONSIBLE FOR THE SUPPLY AND INSTALLATION OF ALL BOXES, CONDUITS
AND PULL STRINGS FOR VOICE AND DATA.

3. CABLING CONTRACTOR  IS RESPONSIBLE FOR THE SUPPLY AND INSTALL OF CABLING, JACKS AND
FACE PLATES.

4. CABLING CONTRACTOR  IS TO INCLUDE FOR THE TERMINATION OF ALL COMMUNICATIONS CABLING
AT BOTH ENDS COMPLETE INCLUDING TESTING AND VERIFICATION.

A. CAT 6 PLENUM RATED CABLING, 2 DROPS PER LOCATION UNLESS OTHERWISE NOTED
B. PULL QTY. OF CABLES AS SHOWN ON PLAN
C. LABEL ALL CABLES AND OUTLETS
D. CABLES TO BE JACKED AT OUTLET, PUNCHED DOWN AT PANEL AND CERTIFIED
E. RUN CABLE BUNDLES IN CEILING SUSPENDED ON J-HOOKS

5. ALL COMMUNICATIONS CABLING TO TERMINATE IN IT ROOM  NOTED ON PLAN. REFER TO ENGINEER'S
DRAWINGS FOR EQUIPMENT SPECIFICATIONS.

6. ELECTRICAL CONTRACTOR TO ENSURE POWER IS LOCATED AS PER DESIGNER'S DIMENSIONS.

SECURITY:

1. ELECTRICAL TRADE IS TO INCLUDE ALL ROUGH-INS, CONDUIT, DEVICES BOXES AND LINE VOLTAGE
WIRING AS REQUIRED FOR SECURITY SYSTEM.

2. SECURITY VENDOR IS TO SUPPLY AND INSTALL ALL SECURITY DEVICES INCLUSIVE OF LOW-VOLTAGE
WIRING AND REQUIRED PROGRAMMING AS NEEDED TO RENDER A COMPLETE AND OPERABLE
SYSTEM.

KEY NOTES

ES

CR

PC.1 CONTRACTOR TO PUSH BOX FORWARD FLUSH TO NEW SURFACE (BASEMENT NOTE)

SINGLE SWITCH TO BE WALL MOUNTED TO MATCH EXISTING HEIGHT, UNLESS NOTED
OTHERWISE. 'M' DENOTES MASTER, '3' DENOTES 3-WAY, 'MS' DENOTES MOTORIZED
SCREEN, 'MB' DENOTES MOTORIZED BLINDS

S

PC.2
CONTRACTOR TO INCLUDE CASH ALLOWANCE FOR COMMUNICATION (DATA/VOICE) AND
SECURITY.  ELECTRIC STRIKE ON NON-CARD ACCESS DOORS TO BE SUPPLIED AND
INSTALLED BY GC (OVER AND ABOVE CASH ALLOWANCE FOR SECURITY)

PC.3 RESERVED

PP

PAC POLE:
LOCATION OF CEILING INCOMING FEED FOR POWER AND COMMUNICATIONS.
NUMBER OF KNOCKOUTS FOR ELECTRICAL #E AND FOR COMMS #D. FINISH: WHITE
REFER TO ELECTRICAL DRAWINGS FOR SPECIFICATIONS.

NEW WIREMOLD - REFER TO ENGINEERS' DRAWINGS FOR SPECIFICATION
TO BE BLACK COLOUR, INSTALLED ON THE WALL TIGHT TO FLOOR,
ON TOP OF WALL BASE

DENOTES SEPARATE CIRCUIT ELECTRICAL RECEPTACLE WALL MOUNTED @ 12"  ABOVE
FINISHED FLOOR UNLESS NOTED OTHERWISE.

LOCATION OF WALL MOUNTED INCOMING FEED TO SYSTEMS FURNITURE INSCREEN
ELECTRICS AND COMMUNICATIONS. WALL MOUNT TO BE INSTALLED AT 8"AFF UNLESS
NOTED OTHERWISE. STANDARD FOR AN 8-WIRE SYSTEMS FURNITURE (3 CIRCUIT, 3
NEUTRALS, 1 GROUND, 1 ISOLATED GROUND - CONFIRM W/ SYSTEMS FURNITURE DEALER).
SUPPLY 1 CIRCUIT PER 4 STATIONS FOR COMPUTERS ONLY. STANDARD 2 VOIP UNLESS
NOTED OTHERWISE, THUS #V. REFER TO ENGINEER' DRAWINGS FOR CONDUIT SIZE.
ALLOW FOR SUFFICIENT CABLE TO TERMINATE TO TARGET STATION

PC.4 SUPPLY AND INSTALL AUTOMATIC FAUCET (HARDWIRED, ON GENERATOR). REFER TO
ELECTRICAL DRAWINGS FOR FURTHER INFORMATION.(BASEMENT NOTE)

PC.5 RELOCATED ELECTRICAL PANEL (BASEMENT NOTE)

NEW AUTOMATIC DOOR OPERATORS TO BE SUPPLIED AND INSTALLED BY THIS
CONTRACTOR. REFER TO ENGINEERS DRAWINGS FOR CONDUIT LOCATION. REFER TO
DOOR SCHEDULE ID4 NOTE 8. REFER TO O.B.C 3.8.3.3. (17)

ADO

REFLECTED CEILING PLAN LEGEND

EXISTING BASE BUILDING STANDARD 2'x4' FLUORESCENT LIGHT FIXTURE TO REMAIN

EXISTING BUILDING STANDARD (2x4) T-BAR CEILING GRID

SINGLE SWITCH TO BE WALL MOUNTED TO MATCH EXISTING HEIGHT, UNLESS NOTED
OTHERWISE. 'M' DENOTES MASTER, '3' DENOTES 3-WAY, 'MS' DENOTES MOTORIZED
SCREEN, 'MB' DENOTES MOTORIZED BLINDS`

S

REFLECTED CEILING : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. THIS DRAWING SHALL TAKE PRECEDENCE FOR LOCATION, ENGINEERING DRAWINGS TO TAKE
PRECEDENT FOR CIRCUITRY AND LIFE SAFETY CONSIDERATIONS.

3. REMOVE AND RE-INSTALL CEILING TILES AS MAY BE REQUIRED TO ALLOW ACCESS FOR ALL TRADES.
INCLUDE FOR CUTTING OF CEILING TILES.

4. REPLACE ANY DAMAGED OR SOILED CEILING TILES INCLUDING TILES DAMAGED DUE TO PREVIOUS
CONSTRUCTION WITH NEW TO MATCH EXISTING AT JOB COMPLETION.

5. EXISTING LIGHT FIXTURES TO BE CLEANED AND RE-LAMPED AS REQUIRED.

6. LOCATION OF THERMOSTATS ARE TO REVIEWED BY DESIGNER PRIOR TO INSTALLATION.

7. THE HVAC SYSTEM IS TO BE BALANCED UPON COMPLETION OF CONSTRUCTION.

8. SWITCH HEIGHTS TO BE 39" TO CENTERLINE ABOVE FINISHED FLOOR UNLESS NOTED OTHERWISE.

9. ALL NEW SWITCH PLATES TO MATCH EXISTING.

 

DENOTES EXISTING TO BE REMOVED AND DISPOSED OF OR RELOCATED

DENOTES EXISTING TO REMAIN

'R'

'E'

DENOTES CEILING HEIGHT

KEY NOTES

RC.1

X'-X"

DENOTES SECURITY CAMERA BY SECURITY VENDER, CEILING AND WALL MOUNTED.
PROVIDE 1 DATA DROP, TO BE COILED IN CEILING FOR SECURITY VENDOR [BASEMENT].

CONTRACTOR TO REMOVE EXISTING CEILING TILES IN B104 AND RELOCATE ANY CLEAN
TILES FOR B101, B102, AND B103.  REMOVE SOILED TILES FROM B101, B102, B103.
(BASEMENT NOTE)

NEW 2'X4' LED FIXTURE. REFER TO ENGINEERING DWGS FOR SPECIFICATIONS

NEW STANDARD DUPLEX ELECTRICAL RECEPTACLE AND STANDARD DATA AND HDMI TO BE
MOUNTED ABOVE FINISHED CEILING.
PROVIDE 1" CONDUIT FROM DATA CEILING FEED TO WALL OUTLET NEXT TO LECTERN ONLY.

RC.2 CONTRACTOR TO REMOVE ALL DAMAGED CEILING TILES DUE TO PACK POLES

CONTRACTOR TO REMOVE INTERMEDIATE T'S, PROVIDE NEW T BAR AND ALIGN CEILINGS
AFTER DEMO AND REWORK T-BAR AS NOTED ON DWGS. (2ND AND 3RD FLOOR NOTE)RC.3

CONTRACTOR TO CUT T BAR GRID TO ALLOW FOR NEW SLAB TO SLAB PARTITION,
REWORK T-BAR AS NOTED ON DWGS. (2ND FLOOR NOTE)RC.4

NEW/ RELOCATED BASE BUILDING STANDARD 2'x4' FLUORESCENT LIGHT FIXTURE TO
MATCH EXISTING [3RD FLOOR]

NEW DRYWALL BULKHEAD/CEILING

NEW RECESSED POT LIGHT
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WALL FINISHES PLAN LEGEND
PAINT 1
MANUFACTURER:   PARA PAINTS (SUPPLIER SPECTRIM PAINTS)
COLOUR:  # SW 6231ROCK CANDY (WHITE)
FINISH:  EGGSHELL
APPLICATION:  GENERAL

ALL WALLS  ARE TO BE PRIMED AND
PAINTED PT-1 UNLESS OTHERWISE NOTED

ON PLAN.

PT
1

1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL
CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. ALL FINISHES ARE TO BE HANDLED AND APPLIED IN ACCORDANCE WITH THE MANUFACTURERS
RECOMMENDATIONS.

3. ALL PAINTS AND PRIMER TO MEET LEED STANDARDS.  TOP COAT PAINTS TO MEET GREEN SEAL
STANDARDS - GS-11.  NON-FLAT PAINT 150 VOC LIMIT (G/L).  FLAT PAINT 50 VOC LIMIT (G/L).  PRIMER
AND UNDERCOATS TO MEET SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT RULE #1113.
CONTRACTOR TO PROVIDE DATA SHEET FOR PAINT PRODUCTS TO SHOW PRODUCT MEETS LEED
STANDARDS - MUST SUBMIT DATA FOR DESIGNER TO SIGN-OFF.

4. CONTRACTOR TO SUPPLY AND PAINT DRAW DOWNS FOR DESIGNER APPROVAL PRIOR TO
APPLICATION.

5. EXISTING PARTITION AND BASE BUILDING ELEMENTS: INCLUDE TO PATCH SKIM AS NEEDED TO
RECEIVE NEW FINISH;  PRIME ONE (1) COAT BASE PRIMER TO ALL SURFACE PRIOR TO INSTALLATION
OF FINISHES.

6. EXISTING PARTITION AND BASE BUILDING ELEMENTS PAINTED IN DARK COLOURS ARE TO RECEIVE
MIN. THREE (3) COATS ACRYLIC LATEX FINISH. ALL OTHER COLOURS TO RECEIVE (2) COATS ACRYLIC
LATEX FINISH.

7. NEW SURFACES TO BE PAINTED WITH A LIGHT OR MEDIUM BASE TINT: PRIME ONE (1) COAT PRIMER
AND TWO (2) COATS ACRYLIC LATEX FINISH.

8. ALL EXISTING PAINT GRADE DOORS TO BE PRIMED AND PAINTED PT-2 (SEMI-GLOSS).
          ALL EXISTING HOLLOW METAL FRAMES TO BE PRIMED AND PAINTED PT-2 (SEMI-GLOSS).

9. NEW PAINT GRADE DOORS TO BE PRIMED AND PAINTED AS FOLLOW:
- DOORS B103A, B103B (BASEMENT) AND 2020, 2022 (SECOND FLOOR) TO BE PAINTED PT2
(SEMI-GLOSS)
- DOORS B105, B106, B107, B108 AND B109  (BASEMENT) TO BE PAINTED PT3 (SEMI-GLOSS).

         ALL NEW HOLLOW METAL FRAMES TO BE PRIMED AND PAINTED AS FOLLOW:
- DOORS B103A, B103B (BASEMENT) AND 2020, 2022 (SECOND FLOOR) TO BE PAINTED PT2
(SEMI-GLOSS)
- DOORS B105, B106, B107, B108 AND B109  (BASEMENT) TO BE PAINTED PT4 (SEMI-GLOSS).

WALL FINISHES PLAN : NOTES

PAINT 2
MANUFACTURER:  PARA PAINTS
COLOUR:  #10BB 15 / 154 SOARING EAGLE (BLUE) TO MATCH EXISTING
FINISH: SEMI-GLOSS
APPLICATION: DOORS AND FRAMES

PT
2

KEY NOTES

WF.1

WF.2 CONTRACTOR TO BE ADVISED ALL EXISTING WALLS ARE CONCRETE BLOCK WALLS.  PREP
WALLS TO RECEIVE NEW FINISH. (BASEMENT & 3RD FLOOR NOTE)

REFER TO ID4 FOR FINISHES INFORMATION INSIDE SHOWER ROOMS (BASEMENT NOTE)

PAINT 3
MANUFACTURER:   PARA PAINTS (SUPPLIER SPECTRIM PAINTS)
COLOUR:  # SW 6231ROCK CANDY (WHITE)
FINISH:  SEMI-GLOSS
APPLICATION:  DOORS

PT
3

PAINT 3
MANUFACTURER:   SHERWIN WILLIAMS
COLOUR:  # DORIAN GRAY 244-C3
FINISH:  SEMI-GLOSS
APPLICATION:  FRAMES

PT
4

WALL TILE 2
MANUFACTURER: OLYMPIA TILE
PATTERN: QUEBEC UNGLAZED 2"x2"
COLOUR: GRAPHITE
GROUT: LATICRETE 45 RAVEN

WT
2

WALL TILE 1
MANUFACTURER: ROYAL MOSA
PATTERN: MURALS BLENS 12"x24"
COLOUR: STACK ALTERNATE ROWS WITH MATTE AND GLOSS TILES 31010 BRIGHT WHITE;
START WITH MATTE ROW FROM TOP OF WALL BASE
STONE MATTE / 31510 BRIGHT WHITE PLAIN GLOSS
GROUT: LATICRETE 44 BRIGHT WHITE

WT
1

PAINT 5
MANUFACTURER:  BENJAMIN MOORE
COLOUR:  # CC-30 OXFORD WHITE
FINISH:  FLAT
APPLICATION:  DRYWALL CEILING

PT
5

WF.3 PAINT CONCRETE BLOCK WALL ON PUBLIC CORRIDOR SIDE TO MATCH EXISTING
(BASEMENT NOTE)
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FF.5

FLOOR FINISHES PLAN : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF
THE DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. ALL FINISHES ARE TO BE HANDLED AND APPLIED IN ACCORDANCE WITH THE MANUFACTURERS
RECOMMENDATIONS.

3. ALL FLOORING TO BE CLEANED, SEALED AND PROPERLY FINISHED ACCORDING TO
MANUFACTURERS SPECIFICATIONS PRIOR TO CLIENT MOVE IN.

4. ALL FLOOR AND BASE ADHESIVE MUST NOT EXCEED THE FOLLOWING REQUIREMENTS:
· ADHESIVES, SEALANT AND SEALANT PRIMERS: SOUTH COAST AIR QUALITY MANAGEMENT

DISTRICT (SCAQMD) RULE # 1168 REQUIREMENTS IN EFFECT JANUARY 1, 2003 AND RULE
AMENDMENT DATED OCTOBER 3, 2003.

· AEROSOL ADHESIVES: GREEN SEAL STANDARD GS-36 REQUIREMENTS IN EFFECT  OCTOBER 19,
2000. CONTRACTOR MUST SUBMIT PRODUCT DATA SHEETS VERIFYING ADHERENCE TO  THESE
STANDARDS FOR DESIGNER SIGN OFF.

5. SUB-FLOOR TO BE FREE OF ALL DEBRIS AND GLUE PRIOR TO NEW FLOORING INSTALLATION.

6. TRANSITIONS FROM ONE FLOORING MATERIAL TO THE NEXT TO BE MADE LEVEL.   FEATHER FLOOR
WITH APPROPRIATE FLOOR LEVELER  AS REQUIRED TO MAKE ADJACENT FLOORING MATERIALS
FLUSH.

FLOOR FINISHES PLAN LEGEND

AS
1

ANTI-STATIC FLOORING
ESD CONTROL SOLID VINYL 1/8" GAUGE. TO BE GROUNDED
DO NOT WAX
MANUFACTURER:   FLEXCO - STATIC DISSIPATIVE/CONDUCTIVE
PATTERN:  ESD CONTROL  STATIC DISSIPATIVE (DISS)
COLOUR:  # 69 WHITE BLUE
CONTACT:  CENTURA  SANDRA FIELD 416-785-5165  sfield@centura.ca
BASE :  4" VINYL BASE, SPEC:  JOHNSONITE #21 PATINUM CG

KEY NOTES

FF.1 CONTRACTOR TO PROVIDE GROUNDING TO NEW ANTI STATIC FLOOR, REFER TO
MANUFACTURERS INSTALLATION METHOD. (BASEMENT NOTE)

IN
ST

AL
L

DI
RE

CT
IO

N

DENOTES DIRECTION OF FLOORING

FF.3

FF.2
WHERE DEMOLITION OCCURS, CONTRACTOR TO REMOVE WALL BASE AND REPLACE WITH
ONE CONTINUOUS WALL BASE.  4" PIECE INSTALLATION AT WALL SCAR IS NOT
ACCEPTABLE.

NEW PARTITIONS TO BE INSTALLED ON SLAB. (2ND FLOOR NOTE)

FF.4
EXISTING FLOORING TO BE PATCHED WHERE DEMOLITION OCCURS.  CONTRACTOR TO LIFT
EXISTING CARPET TILES AND RELAY AS PER NEW LAYOUT-COORDINATE WITH DEMOLITION
PLAN.  CLIENT HAS SURPLUS OF CARPET TILE IN STORAGE.(2ND & 3RD FLOOR NOTE)

CR
1

EXISTING CARPET TO REMAIN
MANUFACTURER:  INTERFACE
PATTERN:  CHENILLE WARP 1 # 14629
STYLE:  2672902508 TOP
COLOUR:  NOSTALGIA #1746
BASE :  4" VINYL BASE, TO MATCH EXISTING (DARK BLUE)

TRANSITION STRIP TR-1
APPLICATION:  TILE TO VCT / SDT / LVT
MANUFACTURER:  SCHLUTER SYSTEMS
SPECIFICATION:  SCHIENE RENO U
FINISH:  SATIN ANODIZED ALUMINUM

TR
1

FLOOR TILE 1
MANUFACTURER: UNICOM STARKER
PATTERN: ICON COMPACT 12"x24"
COLOUR: GUN POWDER
GROUT: LATICRETE 78 STERLING SILVER
BASE :  4" TILE BASE C/W SCHLUTER TOP CAP
CONTROL JOINT:  SCHLUTER DILEX BWS, 100G GREY

TL
1

FLOOR TILE 2
MANUFACTURER: UNICOM STARKER
PATTERN: ICON COMPACT 12"x24"
COLOUR: JET BLACK
GROUT: LATICRETE 45 RAVEN
BASE :  4" TILE BASE C/W SCHLUTER TOP CAP
CONTROL JOINT:  SCHLUTER DILEX BWS, 100G GREY

TL
2

FLOOR TILE 3
MANUFACTURER: OLYMPIA TILE
PATTERN: QUEBEC UNGLAZED 2"x2"
COLOUR: GRAPHITE
GROUT: LATICRETE 45 RAVEN

TL
3

FF.5 EXISTING VCT FLOORING TO BE PATCHED WHERE DEMOLITION FOR TRENCHING OCCURS.
(BASEMENT NOTE)

CONSTRUCTION PLAN LEGEND

CONSTRUCTION PLAN : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. TOP TRACK OF PARTITIONS TO BE CLIPPED AND NOT SCREWED TO THE T-BAR GRID. PROVIDE
CONTINUOUS FOAM TAPE AT TOP TRACK TO ENSURE PROPER SOUND INSULATION. DO NOT ADHERE
TO T-BAR GRID - FRICTION FIT AND 'L' CLIPS ONLY.

3. LOCATIONS OF REQUIRED ACCESS PANELS ARE TO BE REVIEWED WITH DESIGNER.

4. ALL DIMENSIONS MEASURED FROM FACE OF EXISTING WALLS AND CENTERS OF NEW WALLS
UNLESS NOTED THUS 'CL' AS CLEAR FACE TO FACE.  CONTRACTOR TO INFORM DESIGNER OF ANY
DISCREPANCIES.

5. WHERE NEW PARTITIONS ARE FLUSH WITH COLUMN FACE, CONTRACTOR TO INSTALL ONE SHEET
DRYWALL/WALLBOARD CONTINUOUS OVER COLUMN FACE.

6. DRYWALL IS TO BE INSTALLED WITH MAXIMUM ½” SPACE AT FLOOR SLAB.

7. ALL WALLS TO RECEIVE RESILIENT BASE ARE TO BE COMPLETELY FINISHED SMOOTH TO THE SLAB.

8. PARTITION WALLS TO BE ALIGNED WITH CEILING GRID OR WINDOW MULLIONS AS TYPICAL UNLESS
NOTED.  ANGLED PARTITIONS 45° UNLESS NOTED OTHERWISE.

9. LOCATE ALL DOOR JAMBS 4" FROM CORNER WALL, UNLESS NOTED OTHERWISE.

10. WHERE NEW PARTITIONS MEET EXISTING CONTRACTOR TO MATCH THICKNESS OF EXISTING.

11. PROVIDE APPROPRIATE FIRE-TREATED OR NON-COMBUSTIBLE BLOCKING WITHIN PARTITIONS
WHERE APPARENT LOADS ARE PRESENT.  THIS INCLUDES BUT IS NOT LIMITED TO DOORS AND
FRAMES, SHELVING AND MILLWORK, HANGING RODS, TRACK HARDWARE, GRAB BARS AND OTHER
ACCESSORIES

12. CONTRACTOR TO PROVIDE BLOCKING IN EXISTING WALLS FOR NEW MILLWORK.  PATCH AND
REPAIR DRYWALL AS REQUIRED AND MAKE READY FOR NEW PAINT FINISH.

13. REFER TO FURNITURE PLAN TO COORDINATE LOCATION OF BLOCKING TO SUPPORT ALL WALL
MOUNTED FURNISHINGS PROVIDED BY OTHERS.

14. CONTRACTOR TO MAKE GOOD ALL FLOORS, BASES, WALLS, COLUMNS AND CEILING SUITABLE TO
ACCEPT NEW FINISHES OR MATERIALS.

15. ALL WALL SCARS TO BE REPAIRED, WALLS TO BE SMOOTH AND READY TO RECEIVE SPECIFIED
FINISH

16. EXISTING PARTITIONS, DRYWALL BULKHEADS, CONVECTORS, COLUMNS, DOORS AND FRAMES, TO
BE SANDED, PATCHED AND REPAIRED PRIOR TO APPLICATION OF NEW FINISHES.

17. ALL WOOD SOLIDS AND VENEERS TO BE FIRE TREATED AS NECESSARY TO MEET BUILDING CODE
REQUIREMENTS.

18. CONTRACTOR TO ALLOW FOR ADDITIONAL METAL STUD IF REQUIRED TO MAINTAIN DIMENSION FOR
POWER AND COMMUNICATION. REFER TO POWER AND COMMUNICATION PLAN FOR LOCATIONS.

19. ALL EXPOSED PARTS OF COLUMNS TO RECEIVE NEW LAYER OF DRYWALL  ABOVE WHERE T-BAR
CEILING WAS REMOVED, DRYWALL TO MATCH COLUMN THICKNESS.

EXISTING GLASS PARTITIONS TO REMAIN

PARTITION TYPE 2:  TO FINISHED CEILING C/W SOUND BATT
REFER TO 8/ID1

NEW MILLWORK TO BE INSTALLED, REFER TO DETAILS

DOOR NUMBER
(REFER TO DOOR SCHEDULE FOR DETAILS)

DENOTES ROOM NUMBER

X
IDX

000

000

DETAIL NUMBER
SHEET NUMBER

DENOTES BLOCKING AS REQ'D. REFER TO MILLWORK DETAILS, ELEVATIONS & FURNITURE
PLAN FOR ADDITIONAL DETAILS

EXISTING PARTITIONS AND COLUMNS TO REMAIN
(PREPARE TO RECEIVE NEW FINISH AS INDICATED WALL FINISHES PLAN)

PARTITION TYPE 6:  PARTIAL HEIGHT PARTITION, NO INSULATION. HEIGHT NOTED ON PLAN.
REFER TO 10/ID1

PARTITION TYPE 5:  SLAB TO SLAB C/W SOUND BATTS
REFER TO 9/ID1

KEY NOTES

ONLY THE FOLLOWING PARTITION TYPES ARE USED IN THIS PROJECT

X
IDX SHEET NUMBER

DETAIL NUMBER

SUPPLY AND INSTALL BLANK PLATE TO COVER EXISTING HOLE.P.1

P.2
INFILL OPENING WITH CONCRETE BLOCK; SPEC TO MATCH EXISTING. TOOTH-IN TO
MATCH EXISTING ADJACENT. ALIGN FACE OF WALL W/ ADJACENT. SITE VERIFICATION
REQUIRED

REMOVE ALL PLUG/ ANCHORS IN BLOCK WALLS, PATCH AND REPAIR TO MAKE GOOD
FOR NEW FINISH.

P.3

PATCH AND FILL HOLES IN BLOCK WALLS WHERE PLUMBING [e.g. AC REFRIGERANT LINE,
CONDENSATE PIPING] IS REMOVED, SEAL AND MAKE GOOD FOR NEW FINISH.
(BASEMENT NOTE)

P.15

INFILL WALL WHERE FIRE EXTINGUISHER IS REMOVED, MAKE GOOD FOR NEW FINISH.
FIRE EXTINGUISHER TO BE HANDED BACK TO CLIENT. REFER TO ENGINEER'S
DRAWINGS. (BASEMENT AND 3RD FLOOR NOTE)

P.5

LAMINATE DRYWALL TO EXISTING BLOCK WALL, MAKE GOOD FOR NEW FINISH.
(BASEMENT AND 3RD FLOOR NOTE)

P.6

PARTITION TYPE 8:  FURR-OUT TO FINISHED CEILING, NO INSULATION
REFER TO 11/ID1

SUPPLY AND INSTALL LINTEL AT NEW MASONRY OPENING, ANGLES TO BEAR ON
MASONRY MIN. 6" BOTH SIDES OF OPENING]. REFER TO DETAIL 5/ID4 (BASEMENT NOTE)

P.7

INFILL CONCRETE FLOOR SLAB WHERE EXISTING COMMUNICATION CABLE CONDUITS
ARE REMOVED. RESEAL HOLE WHERE EXISTING PLASTIC CONDENSATE TUBING
REMOVED AND REPLACED WITH COPPER LINE. (BASEMENT NOTE)

P.8

PATCH AND REPAIR EXISTING CONCRETE BLOCK AND FLOOR FINISH TO RECEIVE NEW
DOOR AND FRAME WITHIN EXISTING OPENING. (BASEMENT NOTE)

P.9

PATCH AND REPAIR CONCRETE FLOOR SLAB AND BLOCK WALL WHERE TRENCHING
REQUIRED FOR NEW PLUMBING. MAKE GOOD FOR NEW FINISH. (BASEMENT NOTE).
WORK TO BE AFTER HOURS 6:00 P.M. REFER TO MECHANICAL DRAWINGS FOR MORE
INFORMATION

P.10

PATCH AND FILL HOLES IN BLOCK WALLS WHERE MECHANICAL DUCT IS REMOVED
(APPROXIMATELY 10" X 10")  (BASEMENT NOTE)

P.11

CONTRACTOR TO ALLOW MAKING OPENINGS IN EXISTING CONCRETE BLOCK WALL FOR
NEW PLUMBING, VENT PIPE AND EXHAUST DUCT. SEAL GAPS AROUND NEW
PIPES/DUCTS. (BASEMENT NOTE)

P.12

CONTRACTOR TO PROVIDE METAL ACCESS DOOR, PAINTED WHITE ON FURRED-OUT
PARTITION AT EXISTING JUNCTION BOX (8" Wx9"H, BOTTOM OF BOX IS AT 7' ABOVE
FLOOR SLAB) (BASEMENT NOTE)

P.13

NEW FURR-OUT PARTITION THICKNESS TO COVER PANEL FEEDER (APPROX.5" FROM
EXISTING CONCRETE BLOCK). CONFIRM WITH DESIGNER AND ENGINEER. (BASEMENT NOTE)

P.14

SEPARATE PRICE:  SUPPLY AND INSTALL 2 SECTION OF NEW CLERESTORY GLAZING
AND HOLLOW METAL FRAMES.
SIZE:  6'X3'X3

8" (10MIL) TEMPERED CLEAR FLOAT GLASS, BUTT JOINT BETWEEN 2 EQ 3'
PANELS OF GLASS.  FRAME TO ALIGN WITH TOP OF DOOR FRAME. (2ND FLOOR NOTE)

P.4

EL
EC

.
C
O
N
TR
O
LS

S
TA
R
TE
R

C
O
M
PR

ES
S
O
R

C
O
N
D
EN

S
ER

EV
A
PO

R
A
TO

R

AC UNIT

B104

B102
SUPPORT

B103
LOCKER

EX
B101

P.13
P.1

ALIGN

P.1

P.3

P.3

P.4

P.5

P.2 P.2

B105
CHANGE

B106

SHOWER

B107
SHOWER

B108
BARRIER-FREE
SHOWER

B109
CHANGE

P.2

1
ID4

B105

B106

B107

B108

B1
09

P.6

P.8

VESTIBULE
B103A

B103B

B103A

P.7

P.5

7' H

7' H

7' H

4' H

5
ID4

4
ID4

5'-2"
[1567 MM]

ALIGN

6"
[148 MM]

P.10

P.15

P.11

P.12

P.12

P.12

P.15

P.15

P.12

P.14 10
'-2

"
[30

99
 M

M]

U/SIDE OF SLAB

FINISHED CEILING.
REFER TO REFLECTED CEILING PLAN
FOR CEILING TYPE

BASE AS SPECIFIED

RESILIENT CAULKING

FLOORING AS SPECIFIED

3-5/8" METAL STUDS @ 16" O.C WITH 1
LAYER OF 5/8" GYPSUM BOARD ON
BOTH SIDES FILL CAVITY W/ SOUND
ATTENUATION.

U/SIDE OF SLAB

FINISHED CEILING.
REFER TO REFLECTED CEILING PLAN
FOR CEILING TYPE

BASE AS SPECIFIED

RESILIENT CAULKING

FLOORING AS SPECIFIED

3 5/8" METAL STUDS @ 16" O.C. WITH
1LAYER OF 1/2" GYPSUM BOARD ON
BOTH SIDES. FILL CAVITY W/ SOUND
ATTENUATION BATTS

VA
RI

ES

U/SIDE OF FINISHED CEILING

BASE AS SPECIFIED

RESILIENT CAULKING

FLOORING AS SPECIFIED

3 5/8" METAL STUDS @ 16" O.C. WITH
1/2" GYPSUM BOARD ON BOTH SIDES.
REFER TO ELEVATIONS AND SECTION
DETAILS FOR AREAS WHERE TWO
LAYERS OF GYPSUM BOARD ARE
REQUIRED.

PROVIDE STEEL POST WITH BASE
PLATE SECURED TO FLOOR SLAB, TO
ENSURE LATERAL SUPPORT FOR LOW
HEIGHT PARTITION INSTALL AT 4'
INTERVAL OR AT END OF T
INTERSECTION

U/SIDE OF SLAB

FINISHED CEILING.
REFER TO REFLECTED CEILING PLAN
FOR CEILING TYPE

METAL STUDS @ 16" O.C. WITH 1
LAYER OF 1/2" GYPSUM BOARD ON
FINISHED SIDE. SIZE OF METAL STUDS
VARY. REFER TO ENGINEER'S
DRAWINGS TO ENSURE FIT OF
MECHANICAL AND ELECTRICAL
ELEMENTS

BASE AS SPECIFIED

RESILIENT CAULKING

FLOORING AS SPECIFIED

EXISTING PARTITION

FURNITURE PLAN : NOTES
1. ALL DELIVERIES/INSTALLATION OF FURNITURE TO COMPLY WITH BASE BUILDING REGULATIONS,

INCLUDING DISPOSAL OF WASTE.

2. FURNITURE SUPPLIER TO COORDINATE WITH MECHANICAL AND ELECTRICAL DRAWINGS AND
REPORT ANY SPECIAL CONDITIONS TO DESIGN CONSULTANT.

3. FURNITURE INSTALLER TO BE RESPONSIBLE FOR VERIFYING CRITICAL DIMENSIONS ON SITE.

4. ALL SYSTEMS FURNITURE MAIN PANEL SPINES TO BE CHALKED/TAPED BY FURNITURE
INSTALLER TO BE REVIEWED ON SITE BY DESIGN CONSULTANT.

5. NO SUBSTITUTIONS OF PRODUCT WILL BE ACCEPTED WITHOUT PRIOR APPROVAL FROM DESIGN
CONSULTANT.

6. FURNITURE SUPPLIER TO PROVIDE FULL COMPUTER GENERATED INSTALLATION DRAWINGS FOR
REVIEW BY DESIGN CONSULTANT PRIOR TO INSTALLATION, AT NO COST TO THE OWNER.

7. AS-BUILTS (RECORD) DRAWINGS TO BE PROVIDED BY FURNITURE SUPPLIER.

8. FURNITURE INSTALLER TO ENSURE ALL SURFACES ARE WIPED CLEAN AND SITE IS FREE OF ALL
WASTE MATERIAL UPON COMPLETION.

9. FURNITURE SUPPLIER TO PROVIDE 3 COPIES OF MAINTENANCE MANUAL, CUT SHEETS AND LIST
OF FINISHES FOR ALL PRODUCTS TO OWNER.

10. ALL DIMENSIONS FOR SYSTEMS FURNITURE ARE SHOWN TO CENTER OF PANELS UNLESS NOTED
OTHERWISE.

11. KEYING OF LOCKABLE COMPONENTS SUCH AS PEDESTALS, FILE CABINETS, AND OVER HEAD
STORAGE TO BE COORDINATED WITH OWNER.

12. FURNITURE SUPPLIER TO BE RESPONSIBLE FOR FULL WORKING DAY OF TRAINING SESSIONS ON
NEW PRODUCT WITH OWNER/USERS.

KEY NOTES

GC TO SUPPLY AND INSTALL BENCHES IN BASEMENT, ROOM B104, B105, B109:
MANUFACTURER: ANTHONY STEEL
FINISH: CLEAR LACQUERED MAPLE
SIZE: 42"W x 12"D
CONTACT: METRIC STORAGE SYSTEMS; ED BARRON, TEL. 647-221-6144, EMAIL:
ed.barron@metricss.com

FURNITURE PLAN LEGEND

DENOTES LOCKER

48"x24" DENOTES TABLES

DENOTES BENCH

DENOTES BENCHING DESK AND CHAIR

DENOTES WORKSTATION DESK AND CHAIR

DENOTES CABINET

FRIDGE DENOTES FRIDGE

DENOTES COPIER

F.1

F.2

F.3

BASEMENT ROOM B102:
SHELVING AND DESK TO BE SUPPLIED AND INSTALLED BY CLIENT.
CONTRACTOR TO SUPPLY ULINE WORKBENCHES, TABLES, ACCESSORIES AS LISTED
BELOW, TO BE INCLUDED IN GC CONTRACT PRICE AS CASH ALLOWANCE. INSTALLATION BY
CLIENT:
H-6272 WELDED MACHINE TABLE - 48"X24" [QTY. 1]
H-6851 PACKING TABLE LEG OUTLET [QTY. 4]
H-5768 DELUXE WORKSTATION PEGBOARD PANEL - 18"X19" [QTY. 2]
H-9939 PACKING STATION KEYBOARD TRAY [QTY. 2]
H-7605 PACKING STATION MONITOR ARM [QTY. 2]
H-5764 DELUXE WORKSTATION BIN RAIL - 72" [QTY. 2]
H-2166 PACKING TABLE SIDE AND BACK LEDGES - 72"X30" [QTY. 1]
H-5760 DELUXE WORKSTATION SHELF - 72" [QTY. 4]
H-6342-ESD DELUXE WORKSTATION STARTER TABLE - 72"X30" ESD TOP [QTY. 2]
H-8181BLU WORKBENCH MAT - 72"X28", BLUE [QTY. 2]
H-6331 DELUXE WORKSTATION LED LIGHT KIT - 72" [QTY. 2]

GC TO SUPPLY AND INSTALL LOCKERS IN BASEMENT, ROOM B103:
MANUFACTURER: ANTHONY STEEL
STYLE: CONSTABLE LOCKER, 16GA DOORS, C/W HAT SHELF COAT ROD, 4 COAT HOOKS (2
HOOKS ON BACK OF DOOR)
LOCKABLE LOWER DRAWER AND GUN STORAGE
VENTILATED DOOR AND DRAWER
FINISH: POWDER COATED SOFT WHITE A700,
C/W CLEAR LACQUERED MAPLE BENCH
SIZE: 18"W x 76"H + SLOPE TOP x 24"-33.5"D
CONTACT: METRIC STORAGE SYSTEMS; ED BARRON, TEL. 647-221-6144, EMAIL:
ed.barron@metricss.com

F.4
SUPPLY AND INSTALLATION OF NEW FURNITURE AND RECONFIGURATION OF EXISTING
FURNITURE ON 2ND AND 3RD FLOORS TO BE INCLUDED IN GC CONTRACT PRICE AS CASH
ALLOWANCE.
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EXISTING PARTITIONS AND COLUMNS TO REMAIN
(PREPARE TO RECEIVE NEW FINISH AS INDICATED WALL FINISHES PLAN)

DEMOLITION / CONSTRUCTION PLAN LEGEND

EXISTING PARTITIONS TO BE DEMOLISHED

DOOR TO BE REMOVED

LIGHTING CONTROLS TO BE REMOVEDS

DOOR NUMBER
(REFER TO DOOR SCHEDULE FOR DETAILS)

DENOTES ROOM NUMBER000

000

THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL CONSULTANTS
INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING DRAWINGS AND
SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE DRAWINGS EVEN IF
NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

DEMOLITION NOTES:

1. POWER, COMMUNICATIONS AND LIGHTING ELEMENTS INDICATED FOR REMOVAL ARE TO BE
REMOVED PRIOR TO DEMOLITION.

2. REMOVE ALL WALL MOUNTED ITEMS INCLUDING WHITEBOARDS, CORK BOARDS, PICTURE HOOKS,
NAILS, TWO SIDED TAPE.

PARTITION NOTES:

3. TOP TRACK OF PARTITIONS TO BE CLIPPED AND NOT SCREWED TO THE T-BAR GRID. PROVIDE
CONTINUOUS FOAM TAPE AT TOP TRACK TO ENSURE PROPER SOUND INSULATION. DO NOT ADHERE
TO T-BAR GRID - FRICTION FIT AND 'L' CLIPS ONLY.

4. DRYWALL IS TO BE INSTALLED WITH MAXIMUM ½” SPACE AT FLOOR SLAB.

5. LOCATE ALL DOOR JAMBS 4" FROM CORNER WALL, UNLESS NOTED OTHERWISE.

6. CONTRACTOR TO MAKE GOOD ALL FLOORS, BASES, WALLS, COLUMNS AND CEILING SUITABLE TO
ACCEPT NEW FINISHES OR MATERIALS.

7. EXISTING PARTITIONS, DRYWALL BULKHEADS, CONVECTORS, COLUMNS, DOORS AND FRAMES, TO BE
SANDED, PATCHED AND REPAIRED PRIOR TO APPLICATION OF NEW FINISHES.

8. HOARDING SCREEN SHALL BE ERECTED WITH MINIMAL NOISE, DUST AND INCONVENIENCE TO
ADJUST OCCUPIED AREAS AT FLOOR PLATE.

9. HOARDING SCREEN SHALL BE REMOVED AND ANY AND ALL DAMAGED OR BLEMISHED ADJOINING
WORK SHALL BE MADE GOOD.

DEMOLITION / CONSTRUCTION PLAN : NOTES

ONLY THE FOLLOWING PARTITION TYPES ARE USED IN THIS PROJECT

DEMOLITION / PARTITION KEY NOTES
RESERVEDD.2

PP EXISTING PACK POLE TO BE REMOVED OR RELOCATED

EXISTING RECESSED POT LIGHT TO BE REMOVED AND DISPOSED OF

EXISTING BASE BUILDING STANDARD 2'x4' FLUORESCENT LIGHT FIXTURE TO BE REMOVED
AND HAND BACK TO CLIENT

EXISTING BUILDING STANDARD (2x4) T-BAR CEILING GRID TO BE RECYCLED WITH VIKING
RECYCLING

EXISTING WIRE MOLD TO BE REMOVED, REFER TO ENGINEERS DWGS

RESERVEDD.3

RESERVEDP.1

P.2

RESERVEDD.6

RESERVEDP.3

P.4

PARTITION TYPE 5:  SLAB TO SLAB C/W SOUND BATTS
REFER TO 9/ID1

EXISTING FOLDING PARTITION AND SUPPORTS TO BE REMOVED

DATA / TELE OUTLET TO BE REMOVED

ELECTRICAL OUTLET TO BE REMOVED

CONTRACTOR TO INFILL WALL WHERE FIRE EXTINGUISHER IS REMOVED, MAKE GOOD
FOR NEW FINISH.  FIRE EXTINGUISHER TO BE HANDED BACK TO CLIENT. (3RD FLOOR)

P.5

CONTRACTOR TO SALVAGE EXISTING MILLWORK AND MAILSLOTS (3RD FLOOR) FOR
RELOCATION.  CLIENT TO ADVISE TO NEW LOCATION.

D.7

CONTRACTOR TO LAMINATE DRYWALL TO EXISTING BLOCK WALL, MAKE GOOD FOR
NEW FINISH. (3RD FLOOR)

P.6

SEPARATE PRICE:  SUPPLY AND INSTALL 2 SECTION OF NEW CLERESTORY GLAZING
AND HOLLOW METAL FRAMES.
SIZE:  6'X3'X3

8" (10MIL) TEMPERED CLEAR FLOAT GLASS, BUTT JOINT BETWEEN 2 EQ 3'
PANELS OF GLASS.  FRAME TO ALIGN WITH TOP OF DOOR FRAME. (2ND FLOOR)

RESERVED

POWER & COMMUNICATIONS LEGEND
'R'

'E'

'C'

DENOTES EXISTING TO BE REMOVED AND DISPOSED OF OR RELOCATED

DENOTES EXISTING TO REMAIN

DENOTES EXISTING TO BE CAPPED

DENOTES STANDARD DUPLEX ELECTRICAL RECEPTACLE, WALL MOUNTED @ 12" ABOVE
FINISHED FLOOR

DENOTES DUPLEX ELECTRICAL, WALL MOUNTED @ SPECIFIED NON-STANDARD HEIGHT

DENOTES STANDARD QUAD ELECTRICAL RECEPTACLE, WALL MOUNTED @ 12" ABOVE
FINISHED FLOOR UNLESS NOTED OTHERWISE.

DENOTES VOICE/DATA OUTLET, WALL MOUNTED @ 12" ABOVE FINISHED FLOOR UNLESS
NOTED OTHERWISE.  STANDARD 1 VOICE AND 1 DATA UNLESS NOTED OTHERWISE, THUS
#V/#D

SECURITY LEGEND

DENOTES ELECTRIC STRIKE

DENOTES CARD READER

AUDIO VISUAL LEGEND
DENOTES FLAT SCREEN MONITOR SUPPLIED AND INSTALLED BY OTHERS. MOUNTING
HEIGHTS AND POWER & COMMUNICATION REQUIREMENTS AS NOTED ON PLAN

POWER & COMMUNICATIONS : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS. EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. THIS DRAWING SHALL TAKE PRECEDENCE FOR LOCATION, ENGINEERING DRAWINGS TO TAKE
PRECEDENT FOR CIRCUITRY AND LIFE SAFETY CONSIDERATIONS.

3. POWER, COMMUNICATIONS AND LIGHTING ELEMENTS INDICATED FOR REMOVAL ARE TO BE 
REMOVED PRIOR TO DEMOLITION. - REMOVE NOTE IF DEMO PLAN EXISTS

4. INACTIVE DEVICES: REMOVE ALL BLANK PLATED DEVICES C/W, BOXES/CONDUIT AND WIRING IN
LOCATIONS NOT TO BE REACTIVATED. PATCH AND REPAIR RESULTANT DAMAGE AS REQUIRED TO
ACCEPT NEW FINISHES.

5. ALL DIMENSIONS ARE TO THE CENTER OF THE RECEPTACLE, OR CENTER OF GANGED RECEPTACLES.
ADJACENT OUTLETS TO BE GANGED C/W COMMON COVER PLATE.

6. ALL NEW POWER AND COMMUNICATIONS DEVICES AND FACE PLATES TO BE:  MATCH EXISTING

7. ANTI-STATIC FLOORING TO BE PROVIDED AND GROUNDED IN ROOMS: B101 & B102, REFER TO FLOOR
FINISHES PLAN FOR DETAILS.

COMMUNICATIONS:

1. ALL DATA AND TELEPHONE REQUIREMENTS SHALL BE COORDINATED THROUGH THE CLIENT
CONTACT:  CHRIS GILLESPIE 647-212-0097.

2. ELECTRICAL TRADE IS RESPONSIBLE FOR THE SUPPLY AND INSTALLATION OF ALL BOXES, CONDUITS
AND PULL STRINGS FOR VOICE AND DATA.

3. CABLING CONTRACTOR  IS RESPONSIBLE FOR THE SUPPLY AND INSTALL OF CABLING, JACKS AND
FACE PLATES.

4. CABLING CONTRACTOR  IS TO INCLUDE FOR THE TERMINATION OF ALL COMMUNICATIONS CABLING
AT BOTH ENDS COMPLETE INCLUDING TESTING AND VERIFICATION.

A. CAT 6 PLENUM RATED CABLING, 2 DROPS PER LOCATION UNLESS OTHERWISE NOTED
B. PULL QTY. OF CABLES AS SHOWN ON PLAN
C. LABEL ALL CABLES AND OUTLETS
D. CABLES TO BE JACKED AT OUTLET, PUNCHED DOWN AT PANEL AND CERTIFIED
E. RUN CABLE BUNDLES IN CEILING SUSPENDED ON J-HOOKS

5. ALL COMMUNICATIONS CABLING TO TERMINATE IN IT ROOM  NOTED ON PLAN. REFER TO ENGINEER'S
DRAWINGS FOR EQUIPMENT SPECIFICATIONS.

6. ELECTRICAL CONTRACTOR TO ENSURE POWER IS LOCATED AS PER DESIGNER'S DIMENSIONS.

SECURITY:

1. ELECTRICAL TRADE IS TO INCLUDE ALL ROUGH-INS, CONDUIT, DEVICES BOXES AND LINE VOLTAGE
WIRING AS REQUIRED FOR SECURITY SYSTEM.

2. SECURITY VENDOR IS TO SUPPLY AND INSTALL ALL SECURITY DEVICES INCLUSIVE OF LOW-VOLTAGE
WIRING AND REQUIRED PROGRAMMING AS NEEDED TO RENDER A COMPLETE AND OPERABLE
SYSTEM.

KEY NOTES

ES

CR

PC.1 CONTRACTOR TO PUSH BOX FORWARD FLUSH TO NEW SURFACE (BASEMENT NOTE)

SINGLE SWITCH TO BE WALL MOUNTED TO MATCH EXISTING HEIGHT, UNLESS NOTED
OTHERWISE. 'M' DENOTES MASTER, '3' DENOTES 3-WAY, 'MS' DENOTES MOTORIZED
SCREEN, 'MB' DENOTES MOTORIZED BLINDS

S

PC.2
CONTRACTOR TO INCLUDE CASH ALLOWANCE FOR COMMUNICATION (DATA/VOICE) AND
SECURITY.  ELECTRIC STRIKE ON NON-CARD ACCESS DOORS TO BE SUPPLIED AND
INSTALLED BY GC (OVER AND ABOVE CASH ALLOWANCE FOR SECURITY)

PC.3 RESERVED

PP

PAC POLE:
LOCATION OF CEILING INCOMING FEED FOR POWER AND COMMUNICATIONS.
NUMBER OF KNOCKOUTS FOR ELECTRICAL #E AND FOR COMMS #D. FINISH: WHITE
REFER TO ELECTRICAL DRAWINGS FOR SPECIFICATIONS.

NEW WIREMOLD - REFER TO ENGINEERS' DRAWINGS FOR SPECIFICATION
TO BE BLACK COLOUR, INSTALLED ON THE WALL TIGHT TO FLOOR,
ON TOP OF WALL BASE

DENOTES SEPARATE CIRCUIT ELECTRICAL RECEPTACLE WALL MOUNTED @ 12"  ABOVE
FINISHED FLOOR UNLESS NOTED OTHERWISE.

LOCATION OF WALL MOUNTED INCOMING FEED TO SYSTEMS FURNITURE INSCREEN
ELECTRICS AND COMMUNICATIONS. WALL MOUNT TO BE INSTALLED AT 8"AFF UNLESS
NOTED OTHERWISE. STANDARD FOR AN 8-WIRE SYSTEMS FURNITURE (3 CIRCUIT, 3
NEUTRALS, 1 GROUND, 1 ISOLATED GROUND - CONFIRM W/ SYSTEMS FURNITURE DEALER).
SUPPLY 1 CIRCUIT PER 4 STATIONS FOR COMPUTERS ONLY. STANDARD 2 VOIP UNLESS
NOTED OTHERWISE, THUS #V. REFER TO ENGINEER' DRAWINGS FOR CONDUIT SIZE.
ALLOW FOR SUFFICIENT CABLE TO TERMINATE TO TARGET STATION

PC.4 SUPPLY AND INSTALL AUTOMATIC FAUCET (HARDWIRED, ON GENERATOR). REFER TO
ELECTRICAL DRAWINGS FOR FURTHER INFORMATION.(BASEMENT NOTE)

PC.5 RELOCATED ELECTRICAL PANEL (BASEMENT NOTE)

NEW AUTOMATIC DOOR OPERATORS TO BE SUPPLIED AND INSTALLED BY THIS
CONTRACTOR. REFER TO ENGINEERS DRAWINGS FOR CONDUIT LOCATION. REFER TO
DOOR SCHEDULE ID4 NOTE 8. REFER TO O.B.C 3.8.3.3. (17)

ADO

REFLECTED CEILING PLAN LEGEND

EXISTING BASE BUILDING STANDARD 2'x4' FLUORESCENT LIGHT FIXTURE TO REMAIN

EXISTING BUILDING STANDARD (2x4) T-BAR CEILING GRID

SINGLE SWITCH TO BE WALL MOUNTED TO MATCH EXISTING HEIGHT, UNLESS NOTED
OTHERWISE. 'M' DENOTES MASTER, '3' DENOTES 3-WAY, 'MS' DENOTES MOTORIZED
SCREEN, 'MB' DENOTES MOTORIZED BLINDS`

S

REFLECTED CEILING : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. THIS DRAWING SHALL TAKE PRECEDENCE FOR LOCATION, ENGINEERING DRAWINGS TO TAKE
PRECEDENT FOR CIRCUITRY AND LIFE SAFETY CONSIDERATIONS.

3. REMOVE AND RE-INSTALL CEILING TILES AS MAY BE REQUIRED TO ALLOW ACCESS FOR ALL TRADES.
INCLUDE FOR CUTTING OF CEILING TILES.

4. REPLACE ANY DAMAGED OR SOILED CEILING TILES INCLUDING TILES DAMAGED DUE TO PREVIOUS
CONSTRUCTION WITH NEW TO MATCH EXISTING AT JOB COMPLETION.

5. EXISTING LIGHT FIXTURES TO BE CLEANED AND RE-LAMPED AS REQUIRED.

6. LOCATION OF THERMOSTATS ARE TO REVIEWED BY DESIGNER PRIOR TO INSTALLATION.

7. THE HVAC SYSTEM IS TO BE BALANCED UPON COMPLETION OF CONSTRUCTION.

8. SWITCH HEIGHTS TO BE 39" TO CENTERLINE ABOVE FINISHED FLOOR UNLESS NOTED OTHERWISE.

9. ALL NEW SWITCH PLATES TO MATCH EXISTING.

 

DENOTES EXISTING TO BE REMOVED AND DISPOSED OF OR RELOCATED

DENOTES EXISTING TO REMAIN

'R'

'E'

DENOTES CEILING HEIGHT

KEY NOTES

RC.1

X'-X"

DENOTES SECURITY CAMERA BY SECURITY VENDER, CEILING AND WALL MOUNTED.
PROVIDE 1 DATA DROP, TO BE COILED IN CEILING FOR SECURITY VENDOR [BASEMENT].

CONTRACTOR TO REMOVE EXISTING CEILING TILES IN B104 AND RELOCATE ANY CLEAN
TILES FOR B101, B102, AND B103.  REMOVE SOILED TILES FROM B101, B102, B103.
(BASEMENT NOTE)

NEW 2'X4' LED FIXTURE. REFER TO ENGINEERING DWGS FOR SPECIFICATIONS

NEW STANDARD DUPLEX ELECTRICAL RECEPTACLE AND STANDARD DATA AND HDMI TO BE
MOUNTED ABOVE FINISHED CEILING.
PROVIDE 1" CONDUIT FROM DATA CEILING FEED TO WALL OUTLET NEXT TO LECTERN ONLY.

RC.2 CONTRACTOR TO REMOVE ALL DAMAGED CEILING TILES DUE TO PACK POLES

CONTRACTOR TO REMOVE INTERMEDIATE T'S, PROVIDE NEW T BAR AND ALIGN CEILINGS
AFTER DEMO AND REWORK T-BAR AS NOTED ON DWGS. (2ND AND 3RD FLOOR NOTE)RC.3

CONTRACTOR TO CUT T BAR GRID TO ALLOW FOR NEW SLAB TO SLAB PARTITION,
REWORK T-BAR AS NOTED ON DWGS. (2ND FLOOR NOTE)RC.4

NEW/ RELOCATED BASE BUILDING STANDARD 2'x4' FLUORESCENT LIGHT FIXTURE TO
MATCH EXISTING [3RD FLOOR]

NEW DRYWALL BULKHEAD/CEILING

NEW RECESSED POT LIGHT

WALL FINISHES PLAN LEGEND
PAINT 1
MANUFACTURER:   PARA PAINTS (SUPPLIER SPECTRIM PAINTS)
COLOUR:  # SW 6231ROCK CANDY (WHITE)
FINISH:  EGGSHELL
APPLICATION:  GENERAL

ALL WALLS  ARE TO BE PRIMED AND
PAINTED PT-1 UNLESS OTHERWISE NOTED

ON PLAN.

PT
1

1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL
CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. ALL FINISHES ARE TO BE HANDLED AND APPLIED IN ACCORDANCE WITH THE MANUFACTURERS
RECOMMENDATIONS.

3. ALL PAINTS AND PRIMER TO MEET LEED STANDARDS.  TOP COAT PAINTS TO MEET GREEN SEAL
STANDARDS - GS-11.  NON-FLAT PAINT 150 VOC LIMIT (G/L).  FLAT PAINT 50 VOC LIMIT (G/L).  PRIMER
AND UNDERCOATS TO MEET SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT RULE #1113.
CONTRACTOR TO PROVIDE DATA SHEET FOR PAINT PRODUCTS TO SHOW PRODUCT MEETS LEED
STANDARDS - MUST SUBMIT DATA FOR DESIGNER TO SIGN-OFF.

4. CONTRACTOR TO SUPPLY AND PAINT DRAW DOWNS FOR DESIGNER APPROVAL PRIOR TO
APPLICATION.

5. EXISTING PARTITION AND BASE BUILDING ELEMENTS: INCLUDE TO PATCH SKIM AS NEEDED TO
RECEIVE NEW FINISH;  PRIME ONE (1) COAT BASE PRIMER TO ALL SURFACE PRIOR TO INSTALLATION
OF FINISHES.

6. EXISTING PARTITION AND BASE BUILDING ELEMENTS PAINTED IN DARK COLOURS ARE TO RECEIVE
MIN. THREE (3) COATS ACRYLIC LATEX FINISH. ALL OTHER COLOURS TO RECEIVE (2) COATS ACRYLIC
LATEX FINISH.

7. NEW SURFACES TO BE PAINTED WITH A LIGHT OR MEDIUM BASE TINT: PRIME ONE (1) COAT PRIMER
AND TWO (2) COATS ACRYLIC LATEX FINISH.

8. ALL EXISTING PAINT GRADE DOORS TO BE PRIMED AND PAINTED PT-2 (SEMI-GLOSS).
          ALL EXISTING HOLLOW METAL FRAMES TO BE PRIMED AND PAINTED PT-2 (SEMI-GLOSS).

9. NEW PAINT GRADE DOORS TO BE PRIMED AND PAINTED AS FOLLOW:
- DOORS B103A, B103B (BASEMENT) AND 2020, 2022 (SECOND FLOOR) TO BE PAINTED PT2
(SEMI-GLOSS)
- DOORS B105, B106, B107, B108 AND B109  (BASEMENT) TO BE PAINTED PT3 (SEMI-GLOSS).

         ALL NEW HOLLOW METAL FRAMES TO BE PRIMED AND PAINTED AS FOLLOW:
- DOORS B103A, B103B (BASEMENT) AND 2020, 2022 (SECOND FLOOR) TO BE PAINTED PT2
(SEMI-GLOSS)
- DOORS B105, B106, B107, B108 AND B109  (BASEMENT) TO BE PAINTED PT4 (SEMI-GLOSS).

WALL FINISHES PLAN : NOTES

PAINT 2
MANUFACTURER:  PARA PAINTS
COLOUR:  #10BB 15 / 154 SOARING EAGLE (BLUE) TO MATCH EXISTING
FINISH: SEMI-GLOSS
APPLICATION: DOORS AND FRAMES

PT
2

KEY NOTES

WF.1

WF.2 CONTRACTOR TO BE ADVISED ALL EXISTING WALLS ARE CONCRETE BLOCK WALLS.  PREP
WALLS TO RECEIVE NEW FINISH. (BASEMENT & 3RD FLOOR NOTE)

REFER TO ID4 FOR FINISHES INFORMATION INSIDE SHOWER ROOMS (BASEMENT NOTE)

PAINT 3
MANUFACTURER:   PARA PAINTS (SUPPLIER SPECTRIM PAINTS)
COLOUR:  # SW 6231ROCK CANDY (WHITE)
FINISH:  SEMI-GLOSS
APPLICATION:  DOORS

PT
3

PAINT 3
MANUFACTURER:   SHERWIN WILLIAMS
COLOUR:  # DORIAN GRAY 244-C3
FINISH:  SEMI-GLOSS
APPLICATION:  FRAMES

PT
4

WALL TILE 2
MANUFACTURER: OLYMPIA TILE
PATTERN: QUEBEC UNGLAZED 2"x2"
COLOUR: GRAPHITE
GROUT: LATICRETE 45 RAVEN

WT
2

WALL TILE 1
MANUFACTURER: ROYAL MOSA
PATTERN: MURALS BLENS 12"x24"
COLOUR: STACK ALTERNATE ROWS WITH MATTE AND GLOSS TILES 31010 BRIGHT WHITE;
START WITH MATTE ROW FROM TOP OF WALL BASE
STONE MATTE / 31510 BRIGHT WHITE PLAIN GLOSS
GROUT: LATICRETE 44 BRIGHT WHITE

WT
1

PAINT 5
MANUFACTURER:  BENJAMIN MOORE
COLOUR:  # CC-30 OXFORD WHITE
FINISH:  FLAT
APPLICATION:  DRYWALL CEILING

PT
5

WF.3 PAINT CONCRETE BLOCK WALL ON PUBLIC CORRIDOR SIDE TO MATCH EXISTING
(BASEMENT NOTE)

FLOOR FINISHES PLAN : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF
THE DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. ALL FINISHES ARE TO BE HANDLED AND APPLIED IN ACCORDANCE WITH THE MANUFACTURERS
RECOMMENDATIONS.

3. ALL FLOORING TO BE CLEANED, SEALED AND PROPERLY FINISHED ACCORDING TO
MANUFACTURERS SPECIFICATIONS PRIOR TO CLIENT MOVE IN.

4. ALL FLOOR AND BASE ADHESIVE MUST NOT EXCEED THE FOLLOWING REQUIREMENTS:
· ADHESIVES, SEALANT AND SEALANT PRIMERS: SOUTH COAST AIR QUALITY MANAGEMENT

DISTRICT (SCAQMD) RULE # 1168 REQUIREMENTS IN EFFECT JANUARY 1, 2003 AND RULE
AMENDMENT DATED OCTOBER 3, 2003.

· AEROSOL ADHESIVES: GREEN SEAL STANDARD GS-36 REQUIREMENTS IN EFFECT  OCTOBER 19,
2000. CONTRACTOR MUST SUBMIT PRODUCT DATA SHEETS VERIFYING ADHERENCE TO  THESE
STANDARDS FOR DESIGNER SIGN OFF.

5. SUB-FLOOR TO BE FREE OF ALL DEBRIS AND GLUE PRIOR TO NEW FLOORING INSTALLATION.

6. TRANSITIONS FROM ONE FLOORING MATERIAL TO THE NEXT TO BE MADE LEVEL.   FEATHER FLOOR
WITH APPROPRIATE FLOOR LEVELER  AS REQUIRED TO MAKE ADJACENT FLOORING MATERIALS
FLUSH.

FLOOR FINISHES PLAN LEGEND

AS
1

ANTI-STATIC FLOORING
ESD CONTROL SOLID VINYL 1/8" GAUGE. TO BE GROUNDED
DO NOT WAX
MANUFACTURER:   FLEXCO - STATIC DISSIPATIVE/CONDUCTIVE
PATTERN:  ESD CONTROL  STATIC DISSIPATIVE (DISS)
COLOUR:  # 69 WHITE BLUE
CONTACT:  CENTURA  SANDRA FIELD 416-785-5165  sfield@centura.ca
BASE :  4" VINYL BASE, SPEC:  JOHNSONITE #21 PATINUM CG

KEY NOTES

FF.1 CONTRACTOR TO PROVIDE GROUNDING TO NEW ANTI STATIC FLOOR, REFER TO
MANUFACTURERS INSTALLATION METHOD. (BASEMENT NOTE)

IN
ST

AL
L

DI
RE

CT
IO

N

DENOTES DIRECTION OF FLOORING

FF.3

FF.2
WHERE DEMOLITION OCCURS, CONTRACTOR TO REMOVE WALL BASE AND REPLACE WITH
ONE CONTINUOUS WALL BASE.  4" PIECE INSTALLATION AT WALL SCAR IS NOT
ACCEPTABLE.

NEW PARTITIONS TO BE INSTALLED ON SLAB. (2ND FLOOR NOTE)

FF.4
EXISTING FLOORING TO BE PATCHED WHERE DEMOLITION OCCURS.  CONTRACTOR TO LIFT
EXISTING CARPET TILES AND RELAY AS PER NEW LAYOUT-COORDINATE WITH DEMOLITION
PLAN.  CLIENT HAS SURPLUS OF CARPET TILE IN STORAGE.(2ND & 3RD FLOOR NOTE)

CR
1

EXISTING CARPET TO REMAIN
MANUFACTURER:  INTERFACE
PATTERN:  CHENILLE WARP 1 # 14629
STYLE:  2672902508 TOP
COLOUR:  NOSTALGIA #1746
BASE :  4" VINYL BASE, TO MATCH EXISTING (DARK BLUE)

TRANSITION STRIP TR-1
APPLICATION:  TILE TO VCT / SDT / LVT
MANUFACTURER:  SCHLUTER SYSTEMS
SPECIFICATION:  SCHIENE RENO U
FINISH:  SATIN ANODIZED ALUMINUM

TR
1

FLOOR TILE 1
MANUFACTURER: UNICOM STARKER
PATTERN: ICON COMPACT 12"x24"
COLOUR: GUN POWDER
GROUT: LATICRETE 78 STERLING SILVER
BASE :  4" TILE BASE C/W SCHLUTER TOP CAP
CONTROL JOINT:  SCHLUTER DILEX BWS, 100G GREY

TL
1

FLOOR TILE 2
MANUFACTURER: UNICOM STARKER
PATTERN: ICON COMPACT 12"x24"
COLOUR: JET BLACK
GROUT: LATICRETE 45 RAVEN
BASE :  4" TILE BASE C/W SCHLUTER TOP CAP
CONTROL JOINT:  SCHLUTER DILEX BWS, 100G GREY

TL
2

FLOOR TILE 3
MANUFACTURER: OLYMPIA TILE
PATTERN: QUEBEC UNGLAZED 2"x2"
COLOUR: GRAPHITE
GROUT: LATICRETE 45 RAVEN

TL
3

FF.5 EXISTING VCT FLOORING TO BE PATCHED WHERE DEMOLITION FOR TRENCHING OCCURS.
(BASEMENT NOTE)
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FRIDGE

EX.  DOOR TO BE

2020

2031
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F.4

F.4

F.4

FURNITURE PLAN : NOTES
1. ALL DELIVERIES/INSTALLATION OF FURNITURE TO COMPLY WITH BASE BUILDING REGULATIONS,

INCLUDING DISPOSAL OF WASTE.

2. FURNITURE SUPPLIER TO COORDINATE WITH MECHANICAL AND ELECTRICAL DRAWINGS AND
REPORT ANY SPECIAL CONDITIONS TO DESIGN CONSULTANT.

3. FURNITURE INSTALLER TO BE RESPONSIBLE FOR VERIFYING CRITICAL DIMENSIONS ON SITE.

4. ALL SYSTEMS FURNITURE MAIN PANEL SPINES TO BE CHALKED/TAPED BY FURNITURE
INSTALLER TO BE REVIEWED ON SITE BY DESIGN CONSULTANT.

5. NO SUBSTITUTIONS OF PRODUCT WILL BE ACCEPTED WITHOUT PRIOR APPROVAL FROM DESIGN
CONSULTANT.

6. FURNITURE SUPPLIER TO PROVIDE FULL COMPUTER GENERATED INSTALLATION DRAWINGS FOR
REVIEW BY DESIGN CONSULTANT PRIOR TO INSTALLATION, AT NO COST TO THE OWNER.

7. AS-BUILTS (RECORD) DRAWINGS TO BE PROVIDED BY FURNITURE SUPPLIER.

8. FURNITURE INSTALLER TO ENSURE ALL SURFACES ARE WIPED CLEAN AND SITE IS FREE OF ALL
WASTE MATERIAL UPON COMPLETION.

9. FURNITURE SUPPLIER TO PROVIDE 3 COPIES OF MAINTENANCE MANUAL, CUT SHEETS AND LIST
OF FINISHES FOR ALL PRODUCTS TO OWNER.

10. ALL DIMENSIONS FOR SYSTEMS FURNITURE ARE SHOWN TO CENTER OF PANELS UNLESS NOTED
OTHERWISE.

11. KEYING OF LOCKABLE COMPONENTS SUCH AS PEDESTALS, FILE CABINETS, AND OVER HEAD
STORAGE TO BE COORDINATED WITH OWNER.

12. FURNITURE SUPPLIER TO BE RESPONSIBLE FOR FULL WORKING DAY OF TRAINING SESSIONS ON
NEW PRODUCT WITH OWNER/USERS.

KEY NOTES

GC TO SUPPLY AND INSTALL BENCHES IN BASEMENT, ROOM B104, B105, B109:
MANUFACTURER: ANTHONY STEEL
FINISH: CLEAR LACQUERED MAPLE
SIZE: 42"W x 12"D
CONTACT: METRIC STORAGE SYSTEMS; ED BARRON, TEL. 647-221-6144, EMAIL:
ed.barron@metricss.com

FURNITURE PLAN LEGEND

DENOTES LOCKER

48"x24" DENOTES TABLES

DENOTES BENCH

DENOTES BENCHING DESK AND CHAIR

DENOTES WORKSTATION DESK AND CHAIR

DENOTES CABINET

FRIDGE DENOTES FRIDGE

DENOTES COPIER

F.1

F.2

F.3

BASEMENT ROOM B102:
SHELVING AND DESK TO BE SUPPLIED AND INSTALLED BY CLIENT.
CONTRACTOR TO SUPPLY ULINE WORKBENCHES, TABLES, ACCESSORIES AS LISTED
BELOW, TO BE INCLUDED IN GC CONTRACT PRICE AS CASH ALLOWANCE. INSTALLATION BY
CLIENT:
H-6272 WELDED MACHINE TABLE - 48"X24" [QTY. 1]
H-6851 PACKING TABLE LEG OUTLET [QTY. 4]
H-5768 DELUXE WORKSTATION PEGBOARD PANEL - 18"X19" [QTY. 2]
H-9939 PACKING STATION KEYBOARD TRAY [QTY. 2]
H-7605 PACKING STATION MONITOR ARM [QTY. 2]
H-5764 DELUXE WORKSTATION BIN RAIL - 72" [QTY. 2]
H-2166 PACKING TABLE SIDE AND BACK LEDGES - 72"X30" [QTY. 1]
H-5760 DELUXE WORKSTATION SHELF - 72" [QTY. 4]
H-6342-ESD DELUXE WORKSTATION STARTER TABLE - 72"X30" ESD TOP [QTY. 2]
H-8181BLU WORKBENCH MAT - 72"X28", BLUE [QTY. 2]
H-6331 DELUXE WORKSTATION LED LIGHT KIT - 72" [QTY. 2]

GC TO SUPPLY AND INSTALL LOCKERS IN BASEMENT, ROOM B103:
MANUFACTURER: ANTHONY STEEL
STYLE: CONSTABLE LOCKER, 16GA DOORS, C/W HAT SHELF COAT ROD, 4 COAT HOOKS (2
HOOKS ON BACK OF DOOR)
LOCKABLE LOWER DRAWER AND GUN STORAGE
VENTILATED DOOR AND DRAWER
FINISH: POWDER COATED SOFT WHITE A700,
C/W CLEAR LACQUERED MAPLE BENCH
SIZE: 18"W x 76"H + SLOPE TOP x 24"-33.5"D
CONTACT: METRIC STORAGE SYSTEMS; ED BARRON, TEL. 647-221-6144, EMAIL:
ed.barron@metricss.com

F.4
SUPPLY AND INSTALLATION OF NEW FURNITURE AND RECONFIGURATION OF EXISTING
FURNITURE ON 2ND AND 3RD FLOORS TO BE INCLUDED IN GC CONTRACT PRICE AS CASH
ALLOWANCE.
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FURR OUT IF REQ'D

FURR OUT IF REQ'D

EXISTING PARTITIONS AND COLUMNS TO REMAIN
(PREPARE TO RECEIVE NEW FINISH AS INDICATED WALL FINISHES PLAN)

DEMOLITION / CONSTRUCTION PLAN LEGEND

EXISTING PARTITIONS TO BE DEMOLISHED

DOOR TO BE REMOVED

LIGHTING CONTROLS TO BE REMOVEDS

DOOR NUMBER
(REFER TO DOOR SCHEDULE FOR DETAILS)

DENOTES ROOM NUMBER000

000

THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL CONSULTANTS
INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING DRAWINGS AND
SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE DRAWINGS EVEN IF
NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

DEMOLITION NOTES:

1. POWER, COMMUNICATIONS AND LIGHTING ELEMENTS INDICATED FOR REMOVAL ARE TO BE
REMOVED PRIOR TO DEMOLITION.

2. REMOVE ALL WALL MOUNTED ITEMS INCLUDING WHITEBOARDS, CORK BOARDS, PICTURE HOOKS,
NAILS, TWO SIDED TAPE.

PARTITION NOTES:

3. TOP TRACK OF PARTITIONS TO BE CLIPPED AND NOT SCREWED TO THE T-BAR GRID. PROVIDE
CONTINUOUS FOAM TAPE AT TOP TRACK TO ENSURE PROPER SOUND INSULATION. DO NOT ADHERE
TO T-BAR GRID - FRICTION FIT AND 'L' CLIPS ONLY.

4. DRYWALL IS TO BE INSTALLED WITH MAXIMUM ½” SPACE AT FLOOR SLAB.

5. LOCATE ALL DOOR JAMBS 4" FROM CORNER WALL, UNLESS NOTED OTHERWISE.

6. CONTRACTOR TO MAKE GOOD ALL FLOORS, BASES, WALLS, COLUMNS AND CEILING SUITABLE TO
ACCEPT NEW FINISHES OR MATERIALS.

7. EXISTING PARTITIONS, DRYWALL BULKHEADS, CONVECTORS, COLUMNS, DOORS AND FRAMES, TO BE
SANDED, PATCHED AND REPAIRED PRIOR TO APPLICATION OF NEW FINISHES.

8. HOARDING SCREEN SHALL BE ERECTED WITH MINIMAL NOISE, DUST AND INCONVENIENCE TO
ADJUST OCCUPIED AREAS AT FLOOR PLATE.

9. HOARDING SCREEN SHALL BE REMOVED AND ANY AND ALL DAMAGED OR BLEMISHED ADJOINING
WORK SHALL BE MADE GOOD.

DEMOLITION / CONSTRUCTION PLAN : NOTES

ONLY THE FOLLOWING PARTITION TYPES ARE USED IN THIS PROJECT

DEMOLITION / PARTITION KEY NOTES
RESERVEDD.2

PP EXISTING PACK POLE TO BE REMOVED OR RELOCATED

EXISTING RECESSED POT LIGHT TO BE REMOVED AND DISPOSED OF

EXISTING BASE BUILDING STANDARD 2'x4' FLUORESCENT LIGHT FIXTURE TO BE REMOVED
AND HAND BACK TO CLIENT

EXISTING BUILDING STANDARD (2x4) T-BAR CEILING GRID TO BE RECYCLED WITH VIKING
RECYCLING

EXISTING WIRE MOLD TO BE REMOVED, REFER TO ENGINEERS DWGS

RESERVEDD.3

RESERVEDP.1

P.2

RESERVEDD.6

RESERVEDP.3

P.4

PARTITION TYPE 5:  SLAB TO SLAB C/W SOUND BATTS
REFER TO 9/ID1

EXISTING FOLDING PARTITION AND SUPPORTS TO BE REMOVED

DATA / TELE OUTLET TO BE REMOVED

ELECTRICAL OUTLET TO BE REMOVED

CONTRACTOR TO INFILL WALL WHERE FIRE EXTINGUISHER IS REMOVED, MAKE GOOD
FOR NEW FINISH.  FIRE EXTINGUISHER TO BE HANDED BACK TO CLIENT. (3RD FLOOR)

P.5

CONTRACTOR TO SALVAGE EXISTING MILLWORK AND MAILSLOTS (3RD FLOOR) FOR
RELOCATION.  CLIENT TO ADVISE TO NEW LOCATION.

D.7

CONTRACTOR TO LAMINATE DRYWALL TO EXISTING BLOCK WALL, MAKE GOOD FOR
NEW FINISH. (3RD FLOOR)

P.6

SEPARATE PRICE:  SUPPLY AND INSTALL 2 SECTION OF NEW CLERESTORY GLAZING
AND HOLLOW METAL FRAMES.
SIZE:  6'X3'X3

8" (10MIL) TEMPERED CLEAR FLOAT GLASS, BUTT JOINT BETWEEN 2 EQ 3'
PANELS OF GLASS.  FRAME TO ALIGN WITH TOP OF DOOR FRAME. (2ND FLOOR)

RESERVED

POWER & COMMUNICATIONS LEGEND
'R'

'E'

'C'

DENOTES EXISTING TO BE REMOVED AND DISPOSED OF OR RELOCATED

DENOTES EXISTING TO REMAIN

DENOTES EXISTING TO BE CAPPED

DENOTES STANDARD DUPLEX ELECTRICAL RECEPTACLE, WALL MOUNTED @ 12" ABOVE
FINISHED FLOOR

DENOTES DUPLEX ELECTRICAL, WALL MOUNTED @ SPECIFIED NON-STANDARD HEIGHT

DENOTES STANDARD QUAD ELECTRICAL RECEPTACLE, WALL MOUNTED @ 12" ABOVE
FINISHED FLOOR UNLESS NOTED OTHERWISE.

DENOTES VOICE/DATA OUTLET, WALL MOUNTED @ 12" ABOVE FINISHED FLOOR UNLESS
NOTED OTHERWISE.  STANDARD 1 VOICE AND 1 DATA UNLESS NOTED OTHERWISE, THUS
#V/#D

SECURITY LEGEND

DENOTES ELECTRIC STRIKE

DENOTES CARD READER

AUDIO VISUAL LEGEND
DENOTES FLAT SCREEN MONITOR SUPPLIED AND INSTALLED BY OTHERS. MOUNTING
HEIGHTS AND POWER & COMMUNICATION REQUIREMENTS AS NOTED ON PLAN

POWER & COMMUNICATIONS : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS. EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. THIS DRAWING SHALL TAKE PRECEDENCE FOR LOCATION, ENGINEERING DRAWINGS TO TAKE
PRECEDENT FOR CIRCUITRY AND LIFE SAFETY CONSIDERATIONS.

3. POWER, COMMUNICATIONS AND LIGHTING ELEMENTS INDICATED FOR REMOVAL ARE TO BE 
REMOVED PRIOR TO DEMOLITION. - REMOVE NOTE IF DEMO PLAN EXISTS

4. INACTIVE DEVICES: REMOVE ALL BLANK PLATED DEVICES C/W, BOXES/CONDUIT AND WIRING IN
LOCATIONS NOT TO BE REACTIVATED. PATCH AND REPAIR RESULTANT DAMAGE AS REQUIRED TO
ACCEPT NEW FINISHES.

5. ALL DIMENSIONS ARE TO THE CENTER OF THE RECEPTACLE, OR CENTER OF GANGED RECEPTACLES.
ADJACENT OUTLETS TO BE GANGED C/W COMMON COVER PLATE.

6. ALL NEW POWER AND COMMUNICATIONS DEVICES AND FACE PLATES TO BE:  MATCH EXISTING

7. ANTI-STATIC FLOORING TO BE PROVIDED AND GROUNDED IN ROOMS: B101 & B102, REFER TO FLOOR
FINISHES PLAN FOR DETAILS.

COMMUNICATIONS:

1. ALL DATA AND TELEPHONE REQUIREMENTS SHALL BE COORDINATED THROUGH THE CLIENT
CONTACT:  CHRIS GILLESPIE 647-212-0097.

2. ELECTRICAL TRADE IS RESPONSIBLE FOR THE SUPPLY AND INSTALLATION OF ALL BOXES, CONDUITS
AND PULL STRINGS FOR VOICE AND DATA.

3. CABLING CONTRACTOR  IS RESPONSIBLE FOR THE SUPPLY AND INSTALL OF CABLING, JACKS AND
FACE PLATES.

4. CABLING CONTRACTOR  IS TO INCLUDE FOR THE TERMINATION OF ALL COMMUNICATIONS CABLING
AT BOTH ENDS COMPLETE INCLUDING TESTING AND VERIFICATION.

A. CAT 6 PLENUM RATED CABLING, 2 DROPS PER LOCATION UNLESS OTHERWISE NOTED
B. PULL QTY. OF CABLES AS SHOWN ON PLAN
C. LABEL ALL CABLES AND OUTLETS
D. CABLES TO BE JACKED AT OUTLET, PUNCHED DOWN AT PANEL AND CERTIFIED
E. RUN CABLE BUNDLES IN CEILING SUSPENDED ON J-HOOKS

5. ALL COMMUNICATIONS CABLING TO TERMINATE IN IT ROOM  NOTED ON PLAN. REFER TO ENGINEER'S
DRAWINGS FOR EQUIPMENT SPECIFICATIONS.

6. ELECTRICAL CONTRACTOR TO ENSURE POWER IS LOCATED AS PER DESIGNER'S DIMENSIONS.

SECURITY:

1. ELECTRICAL TRADE IS TO INCLUDE ALL ROUGH-INS, CONDUIT, DEVICES BOXES AND LINE VOLTAGE
WIRING AS REQUIRED FOR SECURITY SYSTEM.

2. SECURITY VENDOR IS TO SUPPLY AND INSTALL ALL SECURITY DEVICES INCLUSIVE OF LOW-VOLTAGE
WIRING AND REQUIRED PROGRAMMING AS NEEDED TO RENDER A COMPLETE AND OPERABLE
SYSTEM.

KEY NOTES

ES

CR

PC.1 CONTRACTOR TO PUSH BOX FORWARD FLUSH TO NEW SURFACE (BASEMENT NOTE)

SINGLE SWITCH TO BE WALL MOUNTED TO MATCH EXISTING HEIGHT, UNLESS NOTED
OTHERWISE. 'M' DENOTES MASTER, '3' DENOTES 3-WAY, 'MS' DENOTES MOTORIZED
SCREEN, 'MB' DENOTES MOTORIZED BLINDS

S

PC.2
CONTRACTOR TO INCLUDE CASH ALLOWANCE FOR COMMUNICATION (DATA/VOICE) AND
SECURITY.  ELECTRIC STRIKE ON NON-CARD ACCESS DOORS TO BE SUPPLIED AND
INSTALLED BY GC (OVER AND ABOVE CASH ALLOWANCE FOR SECURITY)

PC.3 RESERVED

PP

PAC POLE:
LOCATION OF CEILING INCOMING FEED FOR POWER AND COMMUNICATIONS.
NUMBER OF KNOCKOUTS FOR ELECTRICAL #E AND FOR COMMS #D. FINISH: WHITE
REFER TO ELECTRICAL DRAWINGS FOR SPECIFICATIONS.

NEW WIREMOLD - REFER TO ENGINEERS' DRAWINGS FOR SPECIFICATION
TO BE BLACK COLOUR, INSTALLED ON THE WALL TIGHT TO FLOOR,
ON TOP OF WALL BASE

DENOTES SEPARATE CIRCUIT ELECTRICAL RECEPTACLE WALL MOUNTED @ 12"  ABOVE
FINISHED FLOOR UNLESS NOTED OTHERWISE.

LOCATION OF WALL MOUNTED INCOMING FEED TO SYSTEMS FURNITURE INSCREEN
ELECTRICS AND COMMUNICATIONS. WALL MOUNT TO BE INSTALLED AT 8"AFF UNLESS
NOTED OTHERWISE. STANDARD FOR AN 8-WIRE SYSTEMS FURNITURE (3 CIRCUIT, 3
NEUTRALS, 1 GROUND, 1 ISOLATED GROUND - CONFIRM W/ SYSTEMS FURNITURE DEALER).
SUPPLY 1 CIRCUIT PER 4 STATIONS FOR COMPUTERS ONLY. STANDARD 2 VOIP UNLESS
NOTED OTHERWISE, THUS #V. REFER TO ENGINEER' DRAWINGS FOR CONDUIT SIZE.
ALLOW FOR SUFFICIENT CABLE TO TERMINATE TO TARGET STATION

PC.4 SUPPLY AND INSTALL AUTOMATIC FAUCET (HARDWIRED, ON GENERATOR). REFER TO
ELECTRICAL DRAWINGS FOR FURTHER INFORMATION.(BASEMENT NOTE)

PC.5 RELOCATED ELECTRICAL PANEL (BASEMENT NOTE)

NEW AUTOMATIC DOOR OPERATORS TO BE SUPPLIED AND INSTALLED BY THIS
CONTRACTOR. REFER TO ENGINEERS DRAWINGS FOR CONDUIT LOCATION. REFER TO
DOOR SCHEDULE ID4 NOTE 8. REFER TO O.B.C 3.8.3.3. (17)

ADO

REFLECTED CEILING PLAN LEGEND

EXISTING BASE BUILDING STANDARD 2'x4' FLUORESCENT LIGHT FIXTURE TO REMAIN

EXISTING BUILDING STANDARD (2x4) T-BAR CEILING GRID

SINGLE SWITCH TO BE WALL MOUNTED TO MATCH EXISTING HEIGHT, UNLESS NOTED
OTHERWISE. 'M' DENOTES MASTER, '3' DENOTES 3-WAY, 'MS' DENOTES MOTORIZED
SCREEN, 'MB' DENOTES MOTORIZED BLINDS`

S

REFLECTED CEILING : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. THIS DRAWING SHALL TAKE PRECEDENCE FOR LOCATION, ENGINEERING DRAWINGS TO TAKE
PRECEDENT FOR CIRCUITRY AND LIFE SAFETY CONSIDERATIONS.

3. REMOVE AND RE-INSTALL CEILING TILES AS MAY BE REQUIRED TO ALLOW ACCESS FOR ALL TRADES.
INCLUDE FOR CUTTING OF CEILING TILES.

4. REPLACE ANY DAMAGED OR SOILED CEILING TILES INCLUDING TILES DAMAGED DUE TO PREVIOUS
CONSTRUCTION WITH NEW TO MATCH EXISTING AT JOB COMPLETION.

5. EXISTING LIGHT FIXTURES TO BE CLEANED AND RE-LAMPED AS REQUIRED.

6. LOCATION OF THERMOSTATS ARE TO REVIEWED BY DESIGNER PRIOR TO INSTALLATION.

7. THE HVAC SYSTEM IS TO BE BALANCED UPON COMPLETION OF CONSTRUCTION.

8. SWITCH HEIGHTS TO BE 39" TO CENTERLINE ABOVE FINISHED FLOOR UNLESS NOTED OTHERWISE.

9. ALL NEW SWITCH PLATES TO MATCH EXISTING.

 

DENOTES EXISTING TO BE REMOVED AND DISPOSED OF OR RELOCATED

DENOTES EXISTING TO REMAIN

'R'

'E'

DENOTES CEILING HEIGHT

KEY NOTES

RC.1

X'-X"

DENOTES SECURITY CAMERA BY SECURITY VENDER, CEILING AND WALL MOUNTED.
PROVIDE 1 DATA DROP, TO BE COILED IN CEILING FOR SECURITY VENDOR [BASEMENT].

CONTRACTOR TO REMOVE EXISTING CEILING TILES IN B104 AND RELOCATE ANY CLEAN
TILES FOR B101, B102, AND B103.  REMOVE SOILED TILES FROM B101, B102, B103.
(BASEMENT NOTE)

NEW 2'X4' LED FIXTURE. REFER TO ENGINEERING DWGS FOR SPECIFICATIONS

NEW STANDARD DUPLEX ELECTRICAL RECEPTACLE AND STANDARD DATA AND HDMI TO BE
MOUNTED ABOVE FINISHED CEILING.
PROVIDE 1" CONDUIT FROM DATA CEILING FEED TO WALL OUTLET NEXT TO LECTERN ONLY.

RC.2 CONTRACTOR TO REMOVE ALL DAMAGED CEILING TILES DUE TO PACK POLES

CONTRACTOR TO REMOVE INTERMEDIATE T'S, PROVIDE NEW T BAR AND ALIGN CEILINGS
AFTER DEMO AND REWORK T-BAR AS NOTED ON DWGS. (2ND AND 3RD FLOOR NOTE)RC.3

CONTRACTOR TO CUT T BAR GRID TO ALLOW FOR NEW SLAB TO SLAB PARTITION,
REWORK T-BAR AS NOTED ON DWGS. (2ND FLOOR NOTE)RC.4

NEW/ RELOCATED BASE BUILDING STANDARD 2'x4' FLUORESCENT LIGHT FIXTURE TO
MATCH EXISTING [3RD FLOOR]

NEW DRYWALL BULKHEAD/CEILING

NEW RECESSED POT LIGHT

WALL FINISHES PLAN LEGEND
PAINT 1
MANUFACTURER:   PARA PAINTS (SUPPLIER SPECTRIM PAINTS)
COLOUR:  # SW 6231ROCK CANDY (WHITE)
FINISH:  EGGSHELL
APPLICATION:  GENERAL

ALL WALLS  ARE TO BE PRIMED AND
PAINTED PT-1 UNLESS OTHERWISE NOTED

ON PLAN.

PT
1

1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL
CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. ALL FINISHES ARE TO BE HANDLED AND APPLIED IN ACCORDANCE WITH THE MANUFACTURERS
RECOMMENDATIONS.

3. ALL PAINTS AND PRIMER TO MEET LEED STANDARDS.  TOP COAT PAINTS TO MEET GREEN SEAL
STANDARDS - GS-11.  NON-FLAT PAINT 150 VOC LIMIT (G/L).  FLAT PAINT 50 VOC LIMIT (G/L).  PRIMER
AND UNDERCOATS TO MEET SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT RULE #1113.
CONTRACTOR TO PROVIDE DATA SHEET FOR PAINT PRODUCTS TO SHOW PRODUCT MEETS LEED
STANDARDS - MUST SUBMIT DATA FOR DESIGNER TO SIGN-OFF.

4. CONTRACTOR TO SUPPLY AND PAINT DRAW DOWNS FOR DESIGNER APPROVAL PRIOR TO
APPLICATION.

5. EXISTING PARTITION AND BASE BUILDING ELEMENTS: INCLUDE TO PATCH SKIM AS NEEDED TO
RECEIVE NEW FINISH;  PRIME ONE (1) COAT BASE PRIMER TO ALL SURFACE PRIOR TO INSTALLATION
OF FINISHES.

6. EXISTING PARTITION AND BASE BUILDING ELEMENTS PAINTED IN DARK COLOURS ARE TO RECEIVE
MIN. THREE (3) COATS ACRYLIC LATEX FINISH. ALL OTHER COLOURS TO RECEIVE (2) COATS ACRYLIC
LATEX FINISH.

7. NEW SURFACES TO BE PAINTED WITH A LIGHT OR MEDIUM BASE TINT: PRIME ONE (1) COAT PRIMER
AND TWO (2) COATS ACRYLIC LATEX FINISH.

8. ALL EXISTING PAINT GRADE DOORS TO BE PRIMED AND PAINTED PT-2 (SEMI-GLOSS).
          ALL EXISTING HOLLOW METAL FRAMES TO BE PRIMED AND PAINTED PT-2 (SEMI-GLOSS).

9. NEW PAINT GRADE DOORS TO BE PRIMED AND PAINTED AS FOLLOW:
- DOORS B103A, B103B (BASEMENT) AND 2020, 2022 (SECOND FLOOR) TO BE PAINTED PT2
(SEMI-GLOSS)
- DOORS B105, B106, B107, B108 AND B109  (BASEMENT) TO BE PAINTED PT3 (SEMI-GLOSS).

         ALL NEW HOLLOW METAL FRAMES TO BE PRIMED AND PAINTED AS FOLLOW:
- DOORS B103A, B103B (BASEMENT) AND 2020, 2022 (SECOND FLOOR) TO BE PAINTED PT2
(SEMI-GLOSS)
- DOORS B105, B106, B107, B108 AND B109  (BASEMENT) TO BE PAINTED PT4 (SEMI-GLOSS).

WALL FINISHES PLAN : NOTES

PAINT 2
MANUFACTURER:  PARA PAINTS
COLOUR:  #10BB 15 / 154 SOARING EAGLE (BLUE) TO MATCH EXISTING
FINISH: SEMI-GLOSS
APPLICATION: DOORS AND FRAMES

PT
2

KEY NOTES

WF.1

WF.2 CONTRACTOR TO BE ADVISED ALL EXISTING WALLS ARE CONCRETE BLOCK WALLS.  PREP
WALLS TO RECEIVE NEW FINISH. (BASEMENT & 3RD FLOOR NOTE)

REFER TO ID4 FOR FINISHES INFORMATION INSIDE SHOWER ROOMS (BASEMENT NOTE)

PAINT 3
MANUFACTURER:   PARA PAINTS (SUPPLIER SPECTRIM PAINTS)
COLOUR:  # SW 6231ROCK CANDY (WHITE)
FINISH:  SEMI-GLOSS
APPLICATION:  DOORS

PT
3

PAINT 3
MANUFACTURER:   SHERWIN WILLIAMS
COLOUR:  # DORIAN GRAY 244-C3
FINISH:  SEMI-GLOSS
APPLICATION:  FRAMES

PT
4

WALL TILE 2
MANUFACTURER: OLYMPIA TILE
PATTERN: QUEBEC UNGLAZED 2"x2"
COLOUR: GRAPHITE
GROUT: LATICRETE 45 RAVEN

WT
2

WALL TILE 1
MANUFACTURER: ROYAL MOSA
PATTERN: MURALS BLENS 12"x24"
COLOUR: STACK ALTERNATE ROWS WITH MATTE AND GLOSS TILES 31010 BRIGHT WHITE;
START WITH MATTE ROW FROM TOP OF WALL BASE
STONE MATTE / 31510 BRIGHT WHITE PLAIN GLOSS
GROUT: LATICRETE 44 BRIGHT WHITE

WT
1

PAINT 5
MANUFACTURER:  BENJAMIN MOORE
COLOUR:  # CC-30 OXFORD WHITE
FINISH:  FLAT
APPLICATION:  DRYWALL CEILING

PT
5

WF.3 PAINT CONCRETE BLOCK WALL ON PUBLIC CORRIDOR SIDE TO MATCH EXISTING
(BASEMENT NOTE)

FLOOR FINISHES PLAN : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF
THE DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. ALL FINISHES ARE TO BE HANDLED AND APPLIED IN ACCORDANCE WITH THE MANUFACTURERS
RECOMMENDATIONS.

3. ALL FLOORING TO BE CLEANED, SEALED AND PROPERLY FINISHED ACCORDING TO
MANUFACTURERS SPECIFICATIONS PRIOR TO CLIENT MOVE IN.

4. ALL FLOOR AND BASE ADHESIVE MUST NOT EXCEED THE FOLLOWING REQUIREMENTS:
· ADHESIVES, SEALANT AND SEALANT PRIMERS: SOUTH COAST AIR QUALITY MANAGEMENT

DISTRICT (SCAQMD) RULE # 1168 REQUIREMENTS IN EFFECT JANUARY 1, 2003 AND RULE
AMENDMENT DATED OCTOBER 3, 2003.

· AEROSOL ADHESIVES: GREEN SEAL STANDARD GS-36 REQUIREMENTS IN EFFECT  OCTOBER 19,
2000. CONTRACTOR MUST SUBMIT PRODUCT DATA SHEETS VERIFYING ADHERENCE TO  THESE
STANDARDS FOR DESIGNER SIGN OFF.

5. SUB-FLOOR TO BE FREE OF ALL DEBRIS AND GLUE PRIOR TO NEW FLOORING INSTALLATION.

6. TRANSITIONS FROM ONE FLOORING MATERIAL TO THE NEXT TO BE MADE LEVEL.   FEATHER FLOOR
WITH APPROPRIATE FLOOR LEVELER  AS REQUIRED TO MAKE ADJACENT FLOORING MATERIALS
FLUSH.

FLOOR FINISHES PLAN LEGEND

AS
1

ANTI-STATIC FLOORING
ESD CONTROL SOLID VINYL 1/8" GAUGE. TO BE GROUNDED
DO NOT WAX
MANUFACTURER:   FLEXCO - STATIC DISSIPATIVE/CONDUCTIVE
PATTERN:  ESD CONTROL  STATIC DISSIPATIVE (DISS)
COLOUR:  # 69 WHITE BLUE
CONTACT:  CENTURA  SANDRA FIELD 416-785-5165  sfield@centura.ca
BASE :  4" VINYL BASE, SPEC:  JOHNSONITE #21 PATINUM CG

KEY NOTES

FF.1 CONTRACTOR TO PROVIDE GROUNDING TO NEW ANTI STATIC FLOOR, REFER TO
MANUFACTURERS INSTALLATION METHOD. (BASEMENT NOTE)

IN
ST

AL
L

DI
RE

CT
IO

N

DENOTES DIRECTION OF FLOORING

FF.3

FF.2
WHERE DEMOLITION OCCURS, CONTRACTOR TO REMOVE WALL BASE AND REPLACE WITH
ONE CONTINUOUS WALL BASE.  4" PIECE INSTALLATION AT WALL SCAR IS NOT
ACCEPTABLE.

NEW PARTITIONS TO BE INSTALLED ON SLAB. (2ND FLOOR NOTE)

FF.4
EXISTING FLOORING TO BE PATCHED WHERE DEMOLITION OCCURS.  CONTRACTOR TO LIFT
EXISTING CARPET TILES AND RELAY AS PER NEW LAYOUT-COORDINATE WITH DEMOLITION
PLAN.  CLIENT HAS SURPLUS OF CARPET TILE IN STORAGE.(2ND & 3RD FLOOR NOTE)

CR
1

EXISTING CARPET TO REMAIN
MANUFACTURER:  INTERFACE
PATTERN:  CHENILLE WARP 1 # 14629
STYLE:  2672902508 TOP
COLOUR:  NOSTALGIA #1746
BASE :  4" VINYL BASE, TO MATCH EXISTING (DARK BLUE)

TRANSITION STRIP TR-1
APPLICATION:  TILE TO VCT / SDT / LVT
MANUFACTURER:  SCHLUTER SYSTEMS
SPECIFICATION:  SCHIENE RENO U
FINISH:  SATIN ANODIZED ALUMINUM

TR
1

FLOOR TILE 1
MANUFACTURER: UNICOM STARKER
PATTERN: ICON COMPACT 12"x24"
COLOUR: GUN POWDER
GROUT: LATICRETE 78 STERLING SILVER
BASE :  4" TILE BASE C/W SCHLUTER TOP CAP
CONTROL JOINT:  SCHLUTER DILEX BWS, 100G GREY

TL
1

FLOOR TILE 2
MANUFACTURER: UNICOM STARKER
PATTERN: ICON COMPACT 12"x24"
COLOUR: JET BLACK
GROUT: LATICRETE 45 RAVEN
BASE :  4" TILE BASE C/W SCHLUTER TOP CAP
CONTROL JOINT:  SCHLUTER DILEX BWS, 100G GREY

TL
2

FLOOR TILE 3
MANUFACTURER: OLYMPIA TILE
PATTERN: QUEBEC UNGLAZED 2"x2"
COLOUR: GRAPHITE
GROUT: LATICRETE 45 RAVEN

TL
3

FF.5 EXISTING VCT FLOORING TO BE PATCHED WHERE DEMOLITION FOR TRENCHING OCCURS.
(BASEMENT NOTE)
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FURNITURE PLAN : NOTES
1. ALL DELIVERIES/INSTALLATION OF FURNITURE TO COMPLY WITH BASE BUILDING REGULATIONS,

INCLUDING DISPOSAL OF WASTE.

2. FURNITURE SUPPLIER TO COORDINATE WITH MECHANICAL AND ELECTRICAL DRAWINGS AND
REPORT ANY SPECIAL CONDITIONS TO DESIGN CONSULTANT.

3. FURNITURE INSTALLER TO BE RESPONSIBLE FOR VERIFYING CRITICAL DIMENSIONS ON SITE.

4. ALL SYSTEMS FURNITURE MAIN PANEL SPINES TO BE CHALKED/TAPED BY FURNITURE
INSTALLER TO BE REVIEWED ON SITE BY DESIGN CONSULTANT.

5. NO SUBSTITUTIONS OF PRODUCT WILL BE ACCEPTED WITHOUT PRIOR APPROVAL FROM DESIGN
CONSULTANT.

6. FURNITURE SUPPLIER TO PROVIDE FULL COMPUTER GENERATED INSTALLATION DRAWINGS FOR
REVIEW BY DESIGN CONSULTANT PRIOR TO INSTALLATION, AT NO COST TO THE OWNER.

7. AS-BUILTS (RECORD) DRAWINGS TO BE PROVIDED BY FURNITURE SUPPLIER.

8. FURNITURE INSTALLER TO ENSURE ALL SURFACES ARE WIPED CLEAN AND SITE IS FREE OF ALL
WASTE MATERIAL UPON COMPLETION.

9. FURNITURE SUPPLIER TO PROVIDE 3 COPIES OF MAINTENANCE MANUAL, CUT SHEETS AND LIST
OF FINISHES FOR ALL PRODUCTS TO OWNER.

10. ALL DIMENSIONS FOR SYSTEMS FURNITURE ARE SHOWN TO CENTER OF PANELS UNLESS NOTED
OTHERWISE.

11. KEYING OF LOCKABLE COMPONENTS SUCH AS PEDESTALS, FILE CABINETS, AND OVER HEAD
STORAGE TO BE COORDINATED WITH OWNER.

12. FURNITURE SUPPLIER TO BE RESPONSIBLE FOR FULL WORKING DAY OF TRAINING SESSIONS ON
NEW PRODUCT WITH OWNER/USERS.

KEY NOTES

GC TO SUPPLY AND INSTALL BENCHES IN BASEMENT, ROOM B104, B105, B109:
MANUFACTURER: ANTHONY STEEL
FINISH: CLEAR LACQUERED MAPLE
SIZE: 42"W x 12"D
CONTACT: METRIC STORAGE SYSTEMS; ED BARRON, TEL. 647-221-6144, EMAIL:
ed.barron@metricss.com

FURNITURE PLAN LEGEND

DENOTES LOCKER

48"x24" DENOTES TABLES

DENOTES BENCH

DENOTES BENCHING DESK AND CHAIR

DENOTES WORKSTATION DESK AND CHAIR

DENOTES CABINET

FRIDGE DENOTES FRIDGE

DENOTES COPIER

F.1

F.2

F.3

BASEMENT ROOM B102:
SHELVING AND DESK TO BE SUPPLIED AND INSTALLED BY CLIENT.
CONTRACTOR TO SUPPLY ULINE WORKBENCHES, TABLES, ACCESSORIES AS LISTED
BELOW, TO BE INCLUDED IN GC CONTRACT PRICE AS CASH ALLOWANCE. INSTALLATION BY
CLIENT:
H-6272 WELDED MACHINE TABLE - 48"X24" [QTY. 1]
H-6851 PACKING TABLE LEG OUTLET [QTY. 4]
H-5768 DELUXE WORKSTATION PEGBOARD PANEL - 18"X19" [QTY. 2]
H-9939 PACKING STATION KEYBOARD TRAY [QTY. 2]
H-7605 PACKING STATION MONITOR ARM [QTY. 2]
H-5764 DELUXE WORKSTATION BIN RAIL - 72" [QTY. 2]
H-2166 PACKING TABLE SIDE AND BACK LEDGES - 72"X30" [QTY. 1]
H-5760 DELUXE WORKSTATION SHELF - 72" [QTY. 4]
H-6342-ESD DELUXE WORKSTATION STARTER TABLE - 72"X30" ESD TOP [QTY. 2]
H-8181BLU WORKBENCH MAT - 72"X28", BLUE [QTY. 2]
H-6331 DELUXE WORKSTATION LED LIGHT KIT - 72" [QTY. 2]

GC TO SUPPLY AND INSTALL LOCKERS IN BASEMENT, ROOM B103:
MANUFACTURER: ANTHONY STEEL
STYLE: CONSTABLE LOCKER, 16GA DOORS, C/W HAT SHELF COAT ROD, 4 COAT HOOKS (2
HOOKS ON BACK OF DOOR)
LOCKABLE LOWER DRAWER AND GUN STORAGE
VENTILATED DOOR AND DRAWER
FINISH: POWDER COATED SOFT WHITE A700,
C/W CLEAR LACQUERED MAPLE BENCH
SIZE: 18"W x 76"H + SLOPE TOP x 24"-33.5"D
CONTACT: METRIC STORAGE SYSTEMS; ED BARRON, TEL. 647-221-6144, EMAIL:
ed.barron@metricss.com

F.4
SUPPLY AND INSTALLATION OF NEW FURNITURE AND RECONFIGURATION OF EXISTING
FURNITURE ON 2ND AND 3RD FLOORS TO BE INCLUDED IN GC CONTRACT PRICE AS CASH
ALLOWANCE.
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1. REFER TO PARTITION PLAN FOR CONSTRUCTION GENERAL NOTES AND LEGEND.

2. CONTRACTOR TO SITE VERIFY ALL DIMENSIONS.

3. CONTRACTOR TO PROVIDE ADEQUATE BLOCKING IN PARTITION AS REQUIRED FOR LOAD

4. REFER TO ACCESSORIES MANUFACTURER'S INSTRUCTIONS FOR MOUNTING HEIGHTS AND
INSTALLATION DETAILS, UNLESS NOTED OTHERWISE.

5. ALL BARRIER-FREE WASHROOM DESIGN SHALL CONFORM TO THE O.B.C. BARRIER FREE
REQUIREMENTS (AS PER SECTION 3.8 OF THE ONT. BUILDING CODE - BARRIER FREE DESIGN).

6. ANY DISPENSING OR HAND-OPERATED WASHROOM ACCESSORIES SHALL BE MOUNTED SO THAT
THE DISPENSING HEIGHT IS BETWEEN 2'-11" [900 mm] AND 3'-11" [1200 mm] A.F.F.

7. REFER TO ENGINEER'S DRAWINGS FOR LOCATION AND SPECIFICATIONS FOR LIGHTING
CONTROLLED BY A MOTION SENSOR

8. REFER TO ENG'S DWGS FOR LOCATION AND SPECS FOR LIGHTING AND FIRE ALARM SIGNALS

9. ALL VISIBLE EXPOSED PLUMBING PIPES TO BE PAINTED PT-1.

10. LAVATORY WATER SUPPLY TEMPERATURE TO BE LIMITED TO A MAXIMUM OF 43° CELSIUS. REFER
TO ENGINEER'S DRAWINGS FOR SPECIFICATIONS.

WASHROOM ACCESSORIES LEGEND

WASHROOM KEY NOTES

Ø 4'-11" [1500 mm] CLEAR TURNING SPACE WITHIN BARRIER-FREE SHOWER/WASHROOM
[OBC 3.8.3.8. (1) (a)]

[OBC 3.8.3.8. (1) (c)] BARRIER-FREE WASHROOM SHALL BE EQUIPPED WITH A DOOR THAT:
1. IS CAPABLE OF BEING LATCHED FROM THE INSIDE WITH A MECHANISM CONFORMING

TO OBC 3.8.1.5.(1)(b)(ii). LATCH SHALL HAVE CAPABILITY TO BE RELEASED FROM
OUTSIDE IN CASE OF AN EMERGENCY.

2. IN AN OPEN POSITION, HAS CLEAR OPENING OF 2'-10" [860 mm] WIDE MIN.
3. SWINGS OUTWARD, UNLESS CLEAR FLOOR SPACE OF 2'-8" [820 mm] x 4'-9" [1440 mm]

PROVIDED WITHIN STALL TO PERMIT DOOR TO BE CLOSED WITHOUT INTERFERING
WITH WHEELCHAIR

4. IS SELF-CLOSING
5. IS PROVIDED WITH A HORIZONTAL, D-SHAPED, VISUALLY CONTRASTING DOOR PULL

ON BOTH SIDES OF THE DOOR, MOUNTED ON VERTICAL CENTRE LINE OF DOOR,
LOCATED AT A HEIGHT NOT LESS THAN 2'-7 1/2" [800 mm] AND NOT MORE THAN 3'-3"
[1000 mm] A.F.F.

6. IS ALIGNED WITH A CLEAR TRANSFER SPACE REQUIRED BESIDES TOILET

WASHROOM GENERAL NOTES

WATER CLOSET SEAT LID
* WATER CLOSET TO BE EQUIPPED WITH A BACK SUPPORT WHERE THERE IS NO SEAT LID
OR TANK [OBC 3.8.3.9 (c)]
REFER TO ENGINEER'S DRAWINGS FOR SPECIFICATIONS

Ø 4'-11" [1500 mm] CLEAR TURNING SPACE IN FRONT OF BARRIER-FREE
SHOWER/WASHROOM [OBC 3.8.3.8. (1) (b)]

SHOWER WATERPROOFING TO MEET TTMAC 319SR-2016-2017WR.1

L-SHAPED GRAB BAR
MANUFACTURER: FROST
SIZE: 30" X 30"
FINISH: BRUSHED STAINLESS STEEL
NOTE: REFER TO ELEVATIONS FOR MOUNTING HEIGHT
STRAIGHT GRAB BAR
MANUFACTURER: FROST
SIZE: 24"
FINISH: BRUSHED STAINLESS STEEL
NOTE: REFER TO ELEVATIONS FOR MOUNTING HEIGHT

COAT HOOK
MANUFACTURER: FROST
MODEL: 1146 COAT HOOK, SINGLE
FINISH:STAINLESS STEEL
NOTE: COAT HOOK TO BE MOUNTED @ 3'-11" [1200 mm] A.F.F. TO CENTER

BARRIER-FREE KEY NOTES

4'-6" [1370 mm] X 3'-0" [920 mm] CLEAR FLOOR SPACE TO ALLOW FOR A FORWARD
APPROACH, OF WHICH A MAXIMUM OF 20" [500 mm] PERMITTED UNDER LAVATORY

4'-11" [1500 mm] X 2'-11" [900 mm] CLEAR TRANSFER SPACE BESIDES TOILET.

WASHROOM SIGNAGE 1 (UNISEX SHOWER)
BY CLIENT (N.I.C.)

BF.2

BF.3

BF.4

WATER CLOSET
REFER TO ENGINEER'S DRAWINGS FOR SPECIFICATIONS

LAVATORY 2
MANUFACTURER: AMERICAN STANDARD
MODEL: LUCERNE
COLOUR - WHITE
REFER TO ENGINEER'S DRAWINGS FOR SPECIFICATIONS

FAUCET (SENSOR-OPERATED)

REFER TO ENGINEER'S DRAWINGS FOR SPECIFICATIONS.
NOTE: WATER SUPPLY TEMPERATURE TO BE LIMITED TO A MAXIMUM OF 43°C

BF.1

SOAP DISPENSER 1
BY CLIENT (N.I.C.)
NOTE: REFER TO ELEVATION FOR MOUNTING HEIGHT BF.5

BF.6

BF.7

RESERVED

RESERVED

WATER CLOSET - BARRIER FREE HEIGHT
REFER TO ENGINEER'S DRAWINGS FOR SPECIFICATIONS

TOILET TISSUE DISPENSER
BY CLIENT (N.I.C.)
NOTE: REFER TO ELEVATION FOR MOUNTING HEIGHT

SHOWER CURTAIN C/W ROD AND HOOKS
MANUFACTURER: FROST
MODEL: 1145-S ROD [36" FOR NON BARRIER-FREE SHOWERS AND 60" FOR BARRIER-FREE
SHOWER] / 1144-501L CURTAIN HOOKS / 1144-503 VINYL CURTAIN (70"W x 72"H)
NOTE: REFER TO ELEVATION FOR MOUNTING HEIGHT

FOLDING SHOWER SEAT
MANUFACTURER: FROST
MODEL: 972
REVERSIBLE SOLID PHENOLIC FOLDING SHOWER SEAT
MOUNTING HEIGHT: 17"MIN. - 19"MAX. TO THE TOP OF THE SEAT - PROVIDE BLOCKING AS
REQUIRED

SHOWERHEAD 1 (NON-BARRIER-FREE SHOWERS)
REFER TO ENGINEER'S DRAWINGS FOR SPECIFICATIONS

WASHROOM SIGNAGE 2 (UNISEX BARRIER-FREE SHOWER)
BY CLIENT (N.I.C.)

MIRROR 1 (OVER SINK)
MANUFACTURER: FROST
MODEL: TEMPERED GLASS MIRROR 941-TG2436
SIZE: 24"W x 36"H
NOTE: REFER TO ELEVATION FOR MOUNTING HEIGHT

MIRROR 2 (CHANGE ROOM)
GLASS MIRROR WITH 1/2" STAINLESS STEEL  FRAME
SECURED TO WALL WITH ACID-FREE MIRROR ADHESIVE
SIZE: 30" x 72"; TO BE MOUNTED 6" A.F.F. TO THE BOTTOM OF MIRROR

WR.2
LINE OF 13mm (1/2") HIGH BEVELED THRESHOLD.  FLOOR WITHIN SHOWER
ENCLOSURE TO SLOPE TOWARDS THE SHOWER DRAIN.

WASHROOM FIXTURE LEGEND

LOCATION OF LONG ACTIVATION ACCESSIBLE PUSH BUTTON (DOOR OPERATOR). IF THE
DOOR IS EQUIPPED WITH A SELF-CLOSING DEVICE, 6" [150 mm] DIA. WHERE THE CONTROL
IS CIRCULAR, OR 2" [50 mm] X 4" [100 mm] WHERE THE CONTROL IS RECTANGULAR. REFER
TO HARDWARE SCHEDULE AND ENGINEER'S DRAWING FOR SPECIFICATIONS. REFER TO
GENERAL NOTES FOR MOUNTING HEIGHT.

LOCATION OF PUSH TO LOCK BUTTON. REFER TO HARDWARE SCHEDULE AND ENG'S
DRAWING FOR SPECIFICATIONS. REFER TO GENERAL NOTES FOR MOUNTING HEIGHT.

BF.8

BF.9

MINIMUM 3'-0" [920 mm] X WIDTH OF SHOWER CLEAR FLOOR SPACE AT ENTRANCE TO THE
SHOWERBF.10

STRAIGHT GRAB BAR
MANUFACTURER: FROST
SIZE: 39-3/8"
FINISH: BRUSHED STAINLESS STEEL
NOTE: REFER TO ELEVATIONS FOR MOUNTING HEIGHT
L-SHAPED GRAB BAR
MANUFACTURER: FROST
SIZE: CUSTOM SIZE (ALLOW FOR LEAD TIME), 39-3/8" X 29-1/2"
FINISH: BRUSHED STAINLESS STEEL
NOTE: REFER TO ELEVATIONS FOR MOUNTING HEIGHT

DRESSING AREA FOLDING SEAT
MANUFACTURER: INVISIA
MODEL: SERENA SEAT PRO
MOUNTING HEIGHT: 19" TO THE TOP OF THE SEAT WHEN IN OPEN POSITION - PROVIDE
BLOCKING AS REQUIRED

CORNER SHELF
MANUFACTURER: FROST
MODEL: 950-8X8"
FINISH: BRUSHED STAINLESS STEEL
NOTE: TO BE MOUNTED @ 3'-11" [1200 mm] A.F.F. TO CENTER

BENCH
REFER TO FURNITURE PLAN LEGEND ON ID1 FOR SPECIFICATIONS

GB
1

GB
2

MIR
1

PTD
1

CH
1

SIGN
1

SD
1

WC
1

WCS
1

FCT
1

WC
2

TTD
1

SC
1

FSS
1

SHW
1

SIGN
2

MIR
2

LAV
2

GB
3

GB
4

DAS
1

CSH
1

BNC
1

WR.3 REFER TO WALL FINISHES PLAN FOR DOORS AND FRAMES PAINT FINISH SPECIFICATIONS

LAVATORY 1 (BARRIER-FREE)
MANUFACTURER: AMERICAN STANDARD
MODEL: MURRO WITH VITREOUS CHINA SHROUD
COLOUR - WHITE
REFER TO ENGINEER'S DRAWINGS FOR SPECIFICATIONS

LAV
1

PAPER TOWEL DISPENSER 1
BY CLIENT (N.I.C.)
NOTE: REFER TO ELEVATION FOR MOUNTING HEIGHT

WR.4 CONTRACTOR TO FURR-OUT TIGHT TO EXISTING CONDUIT

MILLWORK FINISHES SCHEDULE

SOLID SURFACE 1
MANUFACTURER: CORIAN
FINISH: GRAYLITE

SS
1

MELAMINE 1
MANUFACTURER: UNIBOARD
STYLE: CLASSIC WHITE 300
FINISH: SUEDE

ME
1

MIRROR 3 (OVER COUNTER)
GLASS MIRROR WITH 1/2" STAINLESS STEEL  FRAME
SECURED TO WALL WITH ACID-FREE MIRROR ADHESIVE
NOTE: REFER TO ELEVATION FOR SIZE AND MOUNTING HEIGHT

MIR
3

LINE OF FINISHED CEILING

LINE OF FINISHED FLOOR

STEEL LINTEL (2) L89x64x6.4
MIN. 150 MM [ 6" ] BEARING

INFILL EXISTING OPENING WITH
CMU. TOOTH-IN TO MATCH
ADJACENT EXISTING

SAW CUT EXISTING CMU
TO CREATE NEW

OPENING

WOOD FRAME TO WRAP
AROUND FINISH CUT

EDGES OF CMU,  MITER
EDGES

±2
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1219MM
[4'-0"]51MM

[2"]
51MM
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51
MM

[2"
]

B103A

NO. ROOM TYPE DESCRIPTION CONST. FINISH CONST. FINISH LATCH
SET

FIRE
RATED

TAMPER
PLATE

CLOSER
CONCEALED
(HOLD OPEN) SURFACE

CARD READER
EL STRIKE MAG LOCK

LOCATION DOORS FRAMES HARDWARE SECURITY REMARKS

DOOR SCHEDULE

PTWDB 38"W X 7'-0"VESTIBULE

LEGEND HARDWARE SPECIFICATIONS GENERAL NOTES
1. REFER TO PARTITION PLAN FOR DOOR SWINGS.

2. PROVIDE SHOP DWGS OF DOOR/FRAME DETAILS FOR DESIGNERS APPROVAL
BEFORE PROCEEDING W/ WORK.

3. ALL DOORS TO BE 1 3/4" THK UNLESS OTHERWISE NOTED OR REQ'D

4. GLAZING (INCLUDES SIDELIGHTS):
         ALL GLAZINGPANELS TO BE CLEAR, TEMPERED GLASS, UNLESS OTHERWISE

NOTED.  ALL GLAZING TO BE INSTALLED IN ACCORDANCE WITH O.B.C. 
3.3.1.3.8&3.8.3.3 (15. TRANSPARENT DOORS AND PANELS.

5. FINISHES:
· REFER TO WALL FINISHES PLAN FOR PAINT SPECIFICATIONS.
· ALL PAINTED DOORS/FRAMES (INCL. SIDELIGHTS): TO BE SHOP FINISHED
· WOOD VENEER TO MATCH EXISTING (CLEAR MAPLE)

6. SECURITY:
· GENERAL CONTRACTOR TO CARRY CASH ALLOWANCE FOR BASE BUILDING

SECURITY CONTRACTOR.  CONTACT EMAIL: corporatesecurity@peelpolice.ca
· ELECTRICIAN TO SUPPLY CONDUIT, BOXES & PULL STRINGS AS REQ'D;

PREPARE DOORS AND FRAMES AS REQUIRED FOR SECURITY DEVICES.

· REFER TO CvBD POWER & COMMUNICATIONS DRAWING FOR LOCATIONS.
· ELECTRIC STRIKE TO BE SPECIFIED BY SECURITY VENDOR. THIS DOES NOT

INCLUDE ELECTRIC STRIKE FOR AUTOMATIC DOOR OPERATOR
· ELECTRICAL HINGES (NON-REMOVEABLE PINS) AS REQUIRED.

7.      KEYING:
· FINAL KEYING BY OWNER

8. BARRIER FREE:
· ALL AUTOMATIC DOOR OPERATOR PUSH BUTTONS TO MATCH EXISTING
· ELECTRIC STRIKE FOR AUTOMATIC DOOR OPERATOR TO BE SUPPLIED AND

INSTALLED BY ELECTRICIAN

LEVER:
MANUFACTURER: SCHLAGE
SERIES: ND SERIES (ND96 STOREROOM OR ND92 ENTRANCE FUNCTIONS)

WALL STOP: TO MATCH EXISTING

SILENCERS: TO BE CLEAR SILICONE

CLOSERS: TO BE SLIM LINE MODEL W/HOLD-OPEN

DOORS AND FRAMES:
EX   EXISTING
HM   HOLLOW METAL
PT   PAINT
ME   METAL
VN/ST    WOOD VENEER/STAIN
WD   WOOD

HARDWARE:
   NEW
EX   EXISTING

OTHER:
DS   DOOR SWEEP
OH   OVERHEAD DOOR STOP
WS   WALL STOP
AS   ASTRAGAL

HM

LOCK
SET

DOOR
STOP GRILLE KICK

PLATES
COAT
HOOK

ADO DOOR
CONTACT

(ALARM)

'A'

DOOR TYPE

PRIVACY
SET

WS

FLOOR

'AA'

PT

2020 OCRB OPEN OFFICE B 38"W X 7'-0" PTWD HMVN/ST WS

CEILING

'B'
'BB'

B103B PTWDA 38"W X 7'-0"VESTIBULE HM WSPT

EL STRIKE

B105 PTWDA 38"W X 7'-0"CHANGE ROOM HM WSPT

B106 PTWDA 38"W X 7'-0"SHOWER ROOM HM WSPT

B107 PTWDA 38"W X 7'-0"SHOWER ROOM HM WSPT

B108 PTWDA 38"W X 7'-0"BARRIER-FREE
SHOWER ROOM HM WSPT

B109 PTWDA 38"W X 7'-0"CHANGE ROOM HMPT WS

DOOR TO BE UNDERCUT 1/2"

DOOR TO BE UNDERCUT 1/2"

DOOR TO BE UNDERCUT 1/2"
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CONTROLS FOR POWER DOOR
OPERATORS IF REQ'ED TO BE

LOCATED BETWEEN 600 mm
[2’-0”] & 1,500 mm [4’-11”]

BEYOND THE DOOR SWING
WHERE THE  DOOR OPENS
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OBC 3.8.3.3 (13)
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OBC 3.8.3.3 (13)
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DENOTES NEW CARD READER SHALL BE MOUNTED NOT LESS THAN 900 mm [2’-11”] AND NOT
MORE THAN 1,100 mm [3’-7”] ABOVE THE FINISHED FLOOR LEVEL.CR

ES

PB

DENOTES ELECTRIC STRIKE.

CONTROLS LEGEND

MP DENOTES NEW MANUAL PULL STATIONS FOR THE FIRE ALARM SYSTEM SHALL BE
MOUNTED ON THE WALL NOT LESS THAN 410 mm  [1’-4”] AND NOT MORE THAN 600 mm  [1’-11
5/8”] FROM THE DOOR WITH THEIR CENTRELINE 1,200 mm [3’-11”] ABOVE THE FINISHED
FLOOR LEVEL. NEW MANUAL PULL STATIONS SHALL BE LOCATED SO AS TO BE ADJACENT
TO AND CENTRED ON THE WIDTH OF A CLEAR FLOOR SPACE OF 810 mm by 1,370 mm [2’-8” x
4’-6”] . THE SIGN TO BE INSTALLED ON THE DOOR AS PER 3.4.6.17.(4) REQUIREMENTS.

T
DENOTES NEW THERMOSTATS SHALL BE MOUNTED WITH THEIR CENTRELINE 1,200 mm
[3’-11”] ABOVE THE FINISHED FLOOR LEVEL AND SHALL BE LOCATED SO AS TO BE ADJACENT
TO AND CENTRED ON EITHER THE LENGTH OR WIDTH OF A CLEAR FLOOR SPACE OF 810 mm
by 1,370 mm [2’-8” x 4’-6”] .

DENOTES NEW CONTROLS FOR POWER DOOR OPERATORS SHALL BE MOUNTED WITH
THEIR CENTRELINE NOT LESS THAN  900 mm [2’-11”] AND NOT MORE THAN 1,100 mm [3’-7”]
ABOVE THE FINISHED FLOOR LEVEL AND BE LOCATED BETWEEN 600 mm [2’-0”] AND 1,500 mm
[4’-11”] BEYOND THE DOOR SWING WHERE THE DOOR OPENS TOWARDS THE CONTROLS
PER OBC 3.8.3.3.(17)

ALL NEW OTHER WALL MOUNTED CONTROLS NOT LISTED ABOVE SHALL BE MOUNTED NOT
LESS THAN 900 mm [2’-11”] AND NOT MORE THAN 1,100 mm [3’-7”] ABOVE THE FINISHED
FLOOR LEVEL. WHEN CONTROLS EXIST, NEW CONTROLS TO MATCH THE MOUNTING HEIGHT
OF EXISTING CONTROLS WITHOUT COMPRISING OBC 3.8.1.5 REQUIREMENTS.

CONTROLS FOR THE OPERATION OF BUILDING SERVICES AND/OR SAFETY DEVICES (INCL.
ELECTRICAL SWITCHES, THERMOSTATS, INTERCOM SWITCHES) INTENDED TO BE
OPERATED BY THE OCCUPANT SHALL BE LOCATED TO BE ADJACENT TO AND CENTERED ON
A CLEAR FLOOR SPACE OF 810 mm by 1,370 mm [2’-8” x 4’-6”] .
 
REFER TO ENGINEER'S DRAWINGS FOR LIFE SAFETY SYSTEMS AND LOCATIONS OF ALL
NECESSARY DEVICES, AS WELL AS FOR ALL FIXTURE, SWITCH, AND COVER PLATE
SPECIFICATIONS.

ANY DISCREPANCIES BETWEEN DESIGN AND ENGINEERING DRAWINGS TO BE REPORTED
TO THE CONSULTANTS IMMEDIATELY.

CONTROLS NOTES
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DETAILS AND DOOR SCHEDULE

ID4 0

as noted
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NON BF SHOWER ELEVATION
1/2" = 1'-0" SCALE:  
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1/2" = 1'-0" SCALE:  

2D
ID4

NON BF SHOWER ELEVATION
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BF SHOWER ELEVATION
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PROPOSED SPRINKLER LAYOUT AND DETAILS

SPECIFICATIONS SCOPE OF WORK SITE  PLAN
1.0 GENERAL SPECIFICATIONS

1.1. THESE DRAWINGS ARE THE PROPERTY OF THE ENGINEERS AND SHALL NOT BE ALTERED WITHOUT APPROVAL. DRAWINGS SHALL BE RETURNED UPON REQUEST.

1.2. BEFORE SUBMITTING TENDER FOR THIS WORK, EXAMINE THE SITE, LOCAL SERVICES AND LOCAL CONDITIONS, MECHANICAL DRAWINGS, LOCATION OF EXISTING
EQUIPMENT AND SPACE ALLOWANCES TO ASCERTAIN THAT THE WORK CAN BE SATISFACTORILY CARRIED OUT AS SHOWN ON THESE DRAWINGS AND AS HEREIN SPECIFIED.
BEFORE COMMENCING WORK, EXAMINE THE WORK AND REPORT AT ONCE, ANY DEFECT OF INTERFERENCE AFFECTING THE WORK OF THIS SECTION OR THE GUARANTEE OF
SAME. NO EXTRA WILL SUBSEQUENTLY BE ALLOWED TO COVER ANY THOROUGH INSPECTION OF THE GROUNDS, EXISTING CONDITIONS, DRAWINGS AND SPECIFICATION.
CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS AND CONDITIONS ON THE JOB AND REPORT DISCREPANCIES TO THE ENGINEER BEFORE PROCEEDING WITH THE
WORK.

1.3. THESE DRAWINGS ARE FOR PERMIT, AND FOR PRICING, AND MUST BE ADHERED TO FOR INSTALLATION. IF CONTRACTOR WISHES TO ALTER DRAWINGS, THEN
CONTRACTOR IS RESPONSIBLE FOR OBTAINING RE-APPROVALS.

1.4. CONTRACTOR TO SUPPLY AND INSTALL A COMPLETE AND FULLY OPERATIONAL AUTOMATIC SPRINKLER SYSTEM AS SHOWN ON THE DRAWINGS AND AS INDICATED IN
THE SPECIFICATIONS AND CONFORMING TO N.F.P.A. REQUIREMENTS, O.B.C. REQUIREMENTS AND THE REQUIREMENTS OF THE LOCAL AUTHORITIES.

1.5. ALL WORK SHALL BE DONE IN ACCORDANCE WITH ALL CODES, STANDARDS BY-LAWS AND AUTHORITIES HAVING JURISDICTION.

1.6. SYSTEMS TO BE INSTALLED AS PER N.F.P.A. STANDARDS, AND LOCAL AUTHORITIES

1.7. ALL WORK SHALL CONFORM TO C.S.A., E.S.A. CODES, AND LOCAL, MUNICIPAL AND PROVINCIAL LAWS AND REGULATIONS.

1.8. SPRINKLER CONTRACTOR TO CO-ORDINATE INSTALLATION WITH EXISTING SITE CONDITIONS AND ACCEPT RESPONSIBILITY FOR AND COST OF MAKING ADJUSTMENTS TO
PIPING TO AVOID INTERFERENCE WITH MECHANICAL, ELECTRICAL AND OTHER BUILDING COMPONENTS.

1.9. SPRINKLER CONTRACTOR TO INCLUDE FOR OFFSETS IN SPRINKLER PIPING AND MUST SUPPLY AND INSTALL TRAPEZE HANGERS WHERE REQUIRED. HANGERS FOR
MAINS TO BE INSTALLED AT PANEL POINTS OF JOISTS.

1.10. ALL MATERIALS USED IN THE INSTALLATION OF THE SPRINKLER SYSTEM SHALL BE CANADIAN MADE, UNLESS SPECIFICALLY APPROVED IN WRITING PRIOR TO
INSTALLATION BY THE ARCHITECTS AND/OR ENGINEERS RESPONSIBLE FOR THE SYSTEM DESIGN.

1.11.  CPVC PIPE IS TO HAVE A PIPE CELL CLASSIFICATION OF 23547 AND FITTING CELL CLASSIFICATION OF 24447 AND MEETS ASTM 4120-06

1.12. ALL SPRINKLERS SHALL BE U.L.C. LISTED AND SHALL BE THE TYPE AND TEMPERATURE RATING SPECIFIED ON THE DRAWINGS. SPRINKLERS OF SUITABLE TEMPERATURE
RATING SHALL BE INSTALLED NEAR HEATING EQUIPMENT AS SPECIFIED IN N.F.P.A. STANDARD # 13 (LATEST EDITION).

1.13. CONTRACTOR TO ALLOW IN PRICE FOR SUFFICIENT PIPE AND FITTINGS TO INSTALL PENDENT SPRINKLERS WITHIN A 5 FT. RADIUS OF THE LOCATION SHOWN ON
DRAWINGS.

1.14. PROVIDE SPARE SPRINKLER HEADS AND WRENCH IN A METAL CABINET, MOUNTED ON THE WALL NEAR THE MAIN SPRINKLER VALVE HEADER. AMOUNT AS PER N.F.P.A.
STANDARD # 13.

1.15. UPON COMPLETION OF THE INSTALLATION, THE CONTRACTOR SHALL TEST THE SYSTEM AND SUBMIT TO THE ENGINEER COMPLETED CONTRACTORS TEST CERTIFICATES
STATING THAT THE SYSTEMS HAVE BEEN INSTALLED, TESTED AND APPROVED BY THE AUTHORITIES HAVING JURISDICTION IN ACCORDANCE WITH N.F.P.A.#13, LATEST EDITION.

1.16. PENDENT SPRINKLERS INSTALLED WHERE SUSPENDED CEILING TILES OR DRYWALL OCCUR ARE TO BE EQUIPPED WITH TWO PIECE ESCUTCHEONS. ( WHERE
APPLICABLE )

1.17. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION OF THE FIRE PROTECTION SYSTEMS AND FOR CO-ORDINATION WITH ALL SITE CONDITIONS. BEFORE
COMMENCING WORK, EXAMINE THE SITE AND THE EXISTING CONDITIONS AND REPORT IMMEDIATELY TO THE ENGINEER ANY DEFECT OR INTERFERENCE AFFECTING THE
COMPLETION OF THE WORK OR THE GUARANTEE OF THIS CONTRACTOR.

1.18. RECORD AS-BUILT" DRAWINGS: BE RESPONSIBLE FOR CLEARLY MARKING, AS THE JOB PROGRESSES, ALL CHANGES AND DEVIATIONS FROM THE ROUTING OF SERVICES
AND THE LOCATION OF EQUIPMENT SHOWN ON THE CONTRACT DOCUMENTS ON A BOUND SET OF WHITE PRINTS.  KEEP THE PRINTS AVAILABLE AT THE SITE FOR PERIODIC
INSPECTION THROUGHOUT THE DURATION OF THE WORK. NOTE THAT MARKED-UP WHITE PRINTS SHALL INCORPORATE ALL REVISIONS MADE BY CHANGE ORDERS, ADDENDA,
FIELD INSTRUCTION. ETC. HAND THE AS-BUILT DRAWINGS TO THE ENGINEER AT THE END OF THE PROJECT. PROVIDE THREE (3) HARD COPIES OF THE MARKED-UP WHITE PRINTS
AND A CD DISC CONTAINING SOFT COPIES OF THE AS-BUILT DRAWINGS (BOTH IN AUTOCAD AND PDF FORMATS)

1.19. THE DRAWINGS AND SPECIFICATIONS ARE INTENDED TO BE CO-OPERATIVE. PERFORM ALL WORK WHICH IS SHOWN, SPECIFIED OR REASONABLY IMPLIED ON THE
DRAWINGS, BUT NOT MENTIONED IN THE SPECIFICATIONS OR VICE-VERSA, AS THOUGH FULLY COVERED BY BOTH.

1.20. WARRANT THE MECHANICAL WORK TO BE IN STRICT ACCORDANCE WITH THE CONTRACT DOCUMENTS AND FREE FROM DEFECTS FOR A PERIOD OF TWO (2) YEARS FROM
THE DATE OF ISSUED OF CERTIFICATE OF SUBSTANTIAL PERFORMANCE OF THE WORK. PROVIDE EXTENDED WARRANTY WHERE SPECIFIED IN ALL SUBSEQUENT SECTIONS OF
THE SPECIFICATION.

1.21. MAINTAIN LIABILITY INSURANCE WHICH WILL FULLY PROTECT THE OWNER AND THE CONTRACTORS FROM ANY AND ALL CLAIMS UNDER THE WORKPLACE SAFETY &
INSURANCE BOARD ACT.

1.22. THE CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY FOR THE LAYOUT OF WORK AND FOR ANY DAMAGE CAUSED TO THE PROPERTY OF THE OWNER OR OTHER
TRADES THROUGH THE IMPROPER LOCATION OF MATERIALS, EQUIPMENT, OR CARRYING OUT OF THE WORK.

1.23. PROVIDE PIPE HANGERS OR SUPPORTS ON ALL PIPING. HANGER RODS MUST BE VERTICAL WITHOUT BENDS OR OFFSETS AND WORKMANSHIP MUST BE SUCH THAT
FINISHED PIPING IS TRUE, BOTH WITH MANUFACTURER'S LINE AND GRADE. METAL STRAPS, WIRES, PERFORATED BANDS, CHAIN OR SOLID RING HANGERS USED AS PIPE
HANGERS OR SUPPORTS WILL NOT BE ACCEPTABLE.

1.24. WHERE NEW PIPES PASS THROUGH EXISTING CONCRETE SLABS AND CONCRETE OR MASONRY WALLS, CORE DRILL OR SAW CUT AN OPENING. SIZE OPENINGS TO LEAVE
13 mm (1/2") CLEARANCES AROUND PIPES. PACK AND SEAL THE VOID BETWEEN THE OPENING AND THE PIPES FOR THE LENGTH OF THE OPENING WITH DOW CORNING SERIES
2000. "FIRESTOP" SEALANT U.L.C. APPROVED MATERIAL PACKED AND SECURED IN SUCH A MANNER THAT THE PACKING IN VERTICAL HOLES AND OPENINGS WILL NOT FALL OUT.

1.25. WHERE DISSIMILAR METALS ARE IN CLOSE PROXIMITY TO EACH OTHER, THEY SHALL BE SEPARATED BY MEANS OF WATERPROOF GASKETS OR OF APPROVED
MATERIALS. SCREWS, BOLTS, RIVETS AND OTHER FASTENING DEVICES SHALL BE MADE OF THE SAME MATERIALS OR OF MATERIALS HAVING THE SAME CHARACTERISTICS AS
THE METALS WHICH THEY FASTEN, IN ORDER TO PREVENT ELECTROLYTIC ACTION. PROVIDE HEAVY BRASS ADAPTORS FOR CONNECTIONS BETWEEN STEEL AND COPPER
PIPES.

1.26. NO INSTALLATION SHALL BE CONCEALED OR RENDERED INACCESSIBLE BY DRYWALL, BOARDING OR OTHER BUILDING CONSTRUCTION, UNTIL IT HAS BEEN INSPECTED BY
THE ENGINEER AND LOCAL AUTHORITIES HAVING JURISDICTION AND FOUND TO CONFORM TO CONTRACT DOCUMENT AND REGULATIONS. WHEN REQUESTING AN INSPECTION,
THE CONTRACTOR SHALL PROVIDE A MINIMUM OF THREE (3) WORKING DAYS NOTICE IN ADVANCE.

1.27. DIMENSIONS AND/OR MEASUREMENTS INDICATED ON THE DRAWINGS ARE TO BE VERIFIED AT SITE AND ANY MAJOR DISCREPANCIES TO BE REPORTED PRIOR TO
FABRICATION AND INSTALLATION.  (IF APPLICABLE)

1.28. EXACT LOCATION AND ELEVATION OF MAINS TO BE DETERMINED BY CONTRACTOR TO SUIT SITE CONDITIONS.

1.29. CONTRACTOR TO CO-ORDINATE LOCATION OF SPRINKLERS WITH RESPECT TO SURFACE MOUNTED LIGHT FIXTURES AND MAINTAIN MINIMUM CLEARANCE AS REQUIRED
BY NFPA 13 TO AVOID ANY OBSTRUCTION TO SPRAY PATTERN OF SPRINKLERS.

1.30. MINIMUM WALL THICKNESS OF SPRINKLER PIPING TO BE EQUIVALENT TO SCHEDULE 10S.

1.31. CONTRACTOR TO INCLUDE FOR AN ADDITIONAL 2 SPRINKLERS FOR BELOW OBSTRUCTIONS ETC.

1.32. SINCE THE BUILDING IS EXISTING, CONTRACTOR IS TO VISIT SITE AND BECOME FAMILIAR WITH EXISTING SITE CONDITIONS RELATIVE TO THE PROJECT AND REPORT ANY
DISCREPANCIES TO THE ENGINEER PRIOR TO QUOTING OR FABRICATION

1.33. A COPY OF N.F.P.A STANDARD #25 IS TO BE PROVIDED AND LEFT IN A VISIBLE LOCATION IN THE SPRINKLER ROOM.

1.34. PROVIDE SHOP DRAWINGS FOR THE FOLLOWING: (WHERE APPLICABLE)
A)  - SPRINKLERS
B)  - DOUBLE CHECK VALVE ASSEMBLY / BACKFLOW DEVICE
C)  - RISER CHECK/ALARM VALVE AND TRIM/DRY PIPE VALVE  
D)  - SUPERVISORY DEVICES
E)  - HANGERS

1.35. ALL SPRINKLER EQUIPMENT SHALL BE OF ONE MANUFACTURER FROM THE FOLLOWING:
� VICTAULIC
� VIKING
� TYCO
� RELIABLE
� OR APPROVED EQUAL. ALL SHALL BE U.L.C. LISTED FOR THEIR SPECIFIC APPLICATION.

2.  ALL WORK AND MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH THE ONTARIO BUILDING CODE (2012), AUTHORITY HAVING 
JURISDICTION REQUIREMENTS, WITH NFPA 13 (2013), NFPA 14 (2013), AND NFPA 20 (2016)

3.  ALL PIPING AS FOLLOWS: 

1" PIPE, SCHED 40 BLACK, WITH THREADED ENDS, C=120

WET SYSTEMS:

ALL PIPE LARGER THAN 1", SCHED 10  BLACK, WITH GROOVED ENDS, C=120
STEEL PIPE:

FP-01 - PROJECT INFORMATION, PROPOSED SPRINKLER LAYOUT

4. WIRE GUARDS SHALL BE PROVIDED FOR HEADS IN AREAS SUSCEPTIBLE TO DAMAGE.

5. ALL HANGERS SHALL BE INSTALLED AND SPACED IN ACCORDANCE WITH NFPA 13 (2013)

6. TEST/DRAIN CONNECTION TO DISCHARGE TO A SUITABLE LOCATION.

7. TAMPER AND WATER FLOW SWITCHES ARE PROVIDED, BUT WIRING BY OTHERS

8. SPARE SPRINKLERS SHALL BE PROVIDED IN ACCORDANCE WITH NFPA ADJACENT TO THE MAIN RISER. AT LEAST FOUR HEADS OF ALL TYPES OF SPRINKLERS AND ASSOCIATED WRENCHES

IN THE BUILDING SHALL BE FURNISHED FOR THE CABINET(S)

9. PIPING IS TO BE HYDROSTATICALLY TESTED IN ACCORDANCE WITH NFPA. 13 FOR 2 HOURS AT 200 PSI AT THE SYSTEM RISER ALL TESTING MUST BE WITNESSED AND SIGNED BY AN 

AUTHORIZED REPRESENTATIVE OF THE OWNER.

10. FIRE PROTECTION SYSTEM INSTALLER SHALL CO-ORDINATE WITH ALL ARCHITECTURAL, MECHANICAL AND ELECTRICAL DISCIPLINES

11. WHERE PIPING PENETRATES RATED WALL AND FLOORS, THE PENETRATION SHALL BE FIRE STOPPED WITH A ULC LISTED FIRE STOP SYSTEM.

SITE PLAN
N.T.S.

1.  FIRE PROTECTION WORK CONSISTS OF MAKING CHANGES TO THE EXISTING SPRINKLER SYSTEM THROUGHOUT THE OFFICE/SHOWER ROOM SPACE RENOVATION IN ACCORDANCE WITH
DRAWINGS:

SPRINKLER SYSTEM DESIGNED FOR:
LIGHT HAZARD - CLASSROOM - SPRINKLER SYSTEM DESIGNED FOR A DENSITY OF .1 GPM/SQ.FT. OVER 1500
SQ.FT. PLUS 250 GPM FOR HOSES.

AREA REDUCTION FOR QUICK RESPONSE SPRINKLERS OF 40% AS PER NFPA 13 (2013 ED.) 11.2.3.2.3.1

DESIGN CRITERIA APPLICABLE CODE AND STANDARDS

ONTARIO BUILDING CODE, 2012 EDITION, AS AMENDED

ONTARIO FIRE CODE, 2015 EDITION

NFPA 13 STANDARD FOR THE
INSTALLATION OF SPRINKLER SYSTEMS 2013, EDITION.

FLOW TEST LOCATION: 180 DERRY RD. E.
DATE: JULY 6, 2023
     STATIC: 80 PSI
     RESIDUAL: 60 PSI  FLOW: 1501 GPM

WATER SUPPLY INFORMATION
SUBJECT BUILDING:
180 DERRY RD. E.

DERRY RD. E.

EX. FIRE DEPARTMENT
CONNECTION

EXISTING 8" INCOMING WATER
MAIN

EX. FIRE HYDRANT

EX 4"

4"
EX

EX
1 /

" 2
2

EX
1 /

" 2
2

EX
1 /

" 2
2

EX 1 "21/

EX 1 "21/

EX 1 "21/

EX 1 "21/

EX 1 "21/

EX 1 "21/

EX 1 "21/

EX 1 "21/

RL

RL

NC

Design Area Number:

Hose Allowance (Included):

System Demand:

Design Density:

Design Area Location:
Hazard/Occupancy:

Design Area:
Number of Sprinklers in Design Area:

System Pressure:

Hydraulic Calculation Data

PROPOSED SPRINKLER LAYOUT
1/8" = 1'-0" 

EX 4"

EX. 8" INCOMING

RL

NC NC

EX
1"

EX
1"

EX
1"

NOTE:  AREA ABOVE & BELOW TO BE HEATED.
IF EITHER AREA IS UNHEATED , 
THEN DRY PENDENT TO BE USED

NOTE:  TEE REQUIRED IF DRY PENDENT TO
BE INSTALLED.

RETURN BEND DETAIL

N.T.S.

GENERAL INSTALLATION NOTE:

1.

2.

3.

NEW RETURN BEND CONNECTION FROM EXISTING
BRANCH LINE TO NEW PENDENT SPRINKLER

EXISTING BRANCH LINE TO REMAIN.

EXISTING MAIN TO REMAIN.

RELOCATE EXISTING SPRINKLER

CONTRACTOR TO COORDINATE THE LOCATION OF PENDENT HEADS WITH ELECTRICAL & MECHANICAL SERVICES TO
AVOID INTERFERENCE WITH OR OBSTRUCTIONS CREATED BY LIGHTS AND/OR DUCWORK (WHERE APPLICABLE).

CONTRACTOR TO CONFIRM EXISTING STRUCTURE AND PIPE ROUTING ON SITE PRIOR TO INSTALLATION

SPRINKLER CONTRACTOR TO INCLUDE FOR OFFSETS IN THE SPRINKLER PIPING AND SUPPLY AND INSTALLATION OF
HANGERS. HANGERS SHALL BE PER NFPA 13.

EXISTING SPRINKLER HEADER DETAIL

N.T.S.

EX. 4" MAIN TO NORTH
SIDE SPRINKLER
SYSTEM

EX. 4" MAIN TO SOUTH
SIDE SPRINKLER
SYSTEM

EX. 8" INCOMING WATER MAIN

EX. 8" DOUBLE CHECK
VALVE ASSEMBLY

EX. 4" FIRE DEPARTMENT
CONNECTION

OPEN WEB
STEEL JOIST
OR BEAM

AS PER N.F.P.A.13

HANGER

ALL THREAD ROD
3/8" OR 1/2"

ULC AND FM
APPROVED

BEAM CLAMP

HANGER DETAIL
N.T.S.

SPRINKLER CONTROL VALVE STATION

SUBMITTALS

NORRIS FIRE
CONSULTING

Norris Fire Consulting Inc
Smoke Control | Sprinkler | Fire Alarm | Code |

1840 Clements Road, Suite 202, Pickering, ON  L1W 3Y2
Tel: (905) 669-5154; www.norrisfireconsulting.com
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PROPOSED SPRINKLER LAYOUT AND DETAILS

SPECIFICATIONS SCOPE OF WORK SITE  PLAN
1.0 GENERAL SPECIFICATIONS

1.1. THESE DRAWINGS ARE THE PROPERTY OF THE ENGINEERS AND SHALL NOT BE ALTERED WITHOUT APPROVAL. DRAWINGS SHALL BE RETURNED UPON REQUEST.

1.2. BEFORE SUBMITTING TENDER FOR THIS WORK, EXAMINE THE SITE, LOCAL SERVICES AND LOCAL CONDITIONS, MECHANICAL DRAWINGS, LOCATION OF EXISTING
EQUIPMENT AND SPACE ALLOWANCES TO ASCERTAIN THAT THE WORK CAN BE SATISFACTORILY CARRIED OUT AS SHOWN ON THESE DRAWINGS AND AS HEREIN SPECIFIED.
BEFORE COMMENCING WORK, EXAMINE THE WORK AND REPORT AT ONCE, ANY DEFECT OF INTERFERENCE AFFECTING THE WORK OF THIS SECTION OR THE GUARANTEE OF
SAME. NO EXTRA WILL SUBSEQUENTLY BE ALLOWED TO COVER ANY THOROUGH INSPECTION OF THE GROUNDS, EXISTING CONDITIONS, DRAWINGS AND SPECIFICATION.
CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS AND CONDITIONS ON THE JOB AND REPORT DISCREPANCIES TO THE ENGINEER BEFORE PROCEEDING WITH THE
WORK.

1.3. THESE DRAWINGS ARE FOR PERMIT, AND FOR PRICING, AND MUST BE ADHERED TO FOR INSTALLATION. IF CONTRACTOR WISHES TO ALTER DRAWINGS, THEN
CONTRACTOR IS RESPONSIBLE FOR OBTAINING RE-APPROVALS.

1.4. CONTRACTOR TO SUPPLY AND INSTALL A COMPLETE AND FULLY OPERATIONAL AUTOMATIC SPRINKLER SYSTEM AS SHOWN ON THE DRAWINGS AND AS INDICATED IN
THE SPECIFICATIONS AND CONFORMING TO N.F.P.A. REQUIREMENTS, O.B.C. REQUIREMENTS AND THE REQUIREMENTS OF THE LOCAL AUTHORITIES.

1.5. ALL WORK SHALL BE DONE IN ACCORDANCE WITH ALL CODES, STANDARDS BY-LAWS AND AUTHORITIES HAVING JURISDICTION.

1.6. SYSTEMS TO BE INSTALLED AS PER N.F.P.A. STANDARDS, AND LOCAL AUTHORITIES

1.7. ALL WORK SHALL CONFORM TO C.S.A., E.S.A. CODES, AND LOCAL, MUNICIPAL AND PROVINCIAL LAWS AND REGULATIONS.

1.8. SPRINKLER CONTRACTOR TO CO-ORDINATE INSTALLATION WITH EXISTING SITE CONDITIONS AND ACCEPT RESPONSIBILITY FOR AND COST OF MAKING ADJUSTMENTS TO
PIPING TO AVOID INTERFERENCE WITH MECHANICAL, ELECTRICAL AND OTHER BUILDING COMPONENTS.

1.9. SPRINKLER CONTRACTOR TO INCLUDE FOR OFFSETS IN SPRINKLER PIPING AND MUST SUPPLY AND INSTALL TRAPEZE HANGERS WHERE REQUIRED. HANGERS FOR
MAINS TO BE INSTALLED AT PANEL POINTS OF JOISTS.

1.10. ALL MATERIALS USED IN THE INSTALLATION OF THE SPRINKLER SYSTEM SHALL BE CANADIAN MADE, UNLESS SPECIFICALLY APPROVED IN WRITING PRIOR TO
INSTALLATION BY THE ARCHITECTS AND/OR ENGINEERS RESPONSIBLE FOR THE SYSTEM DESIGN.

1.11.  CPVC PIPE IS TO HAVE A PIPE CELL CLASSIFICATION OF 23547 AND FITTING CELL CLASSIFICATION OF 24447 AND MEETS ASTM 4120-06

1.12. ALL SPRINKLERS SHALL BE U.L.C. LISTED AND SHALL BE THE TYPE AND TEMPERATURE RATING SPECIFIED ON THE DRAWINGS. SPRINKLERS OF SUITABLE TEMPERATURE
RATING SHALL BE INSTALLED NEAR HEATING EQUIPMENT AS SPECIFIED IN N.F.P.A. STANDARD # 13 (LATEST EDITION).

1.13. CONTRACTOR TO ALLOW IN PRICE FOR SUFFICIENT PIPE AND FITTINGS TO INSTALL PENDENT SPRINKLERS WITHIN A 5 FT. RADIUS OF THE LOCATION SHOWN ON
DRAWINGS.

1.14. PROVIDE SPARE SPRINKLER HEADS AND WRENCH IN A METAL CABINET, MOUNTED ON THE WALL NEAR THE MAIN SPRINKLER VALVE HEADER. AMOUNT AS PER N.F.P.A.
STANDARD # 13.

1.15. UPON COMPLETION OF THE INSTALLATION, THE CONTRACTOR SHALL TEST THE SYSTEM AND SUBMIT TO THE ENGINEER COMPLETED CONTRACTORS TEST CERTIFICATES
STATING THAT THE SYSTEMS HAVE BEEN INSTALLED, TESTED AND APPROVED BY THE AUTHORITIES HAVING JURISDICTION IN ACCORDANCE WITH N.F.P.A.#13, LATEST EDITION.

1.16. PENDENT SPRINKLERS INSTALLED WHERE SUSPENDED CEILING TILES OR DRYWALL OCCUR ARE TO BE EQUIPPED WITH TWO PIECE ESCUTCHEONS. ( WHERE
APPLICABLE )

1.17. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION OF THE FIRE PROTECTION SYSTEMS AND FOR CO-ORDINATION WITH ALL SITE CONDITIONS. BEFORE
COMMENCING WORK, EXAMINE THE SITE AND THE EXISTING CONDITIONS AND REPORT IMMEDIATELY TO THE ENGINEER ANY DEFECT OR INTERFERENCE AFFECTING THE
COMPLETION OF THE WORK OR THE GUARANTEE OF THIS CONTRACTOR.

1.18. RECORD AS-BUILT" DRAWINGS: BE RESPONSIBLE FOR CLEARLY MARKING, AS THE JOB PROGRESSES, ALL CHANGES AND DEVIATIONS FROM THE ROUTING OF SERVICES
AND THE LOCATION OF EQUIPMENT SHOWN ON THE CONTRACT DOCUMENTS ON A BOUND SET OF WHITE PRINTS.  KEEP THE PRINTS AVAILABLE AT THE SITE FOR PERIODIC
INSPECTION THROUGHOUT THE DURATION OF THE WORK. NOTE THAT MARKED-UP WHITE PRINTS SHALL INCORPORATE ALL REVISIONS MADE BY CHANGE ORDERS, ADDENDA,
FIELD INSTRUCTION. ETC. HAND THE AS-BUILT DRAWINGS TO THE ENGINEER AT THE END OF THE PROJECT. PROVIDE THREE (3) HARD COPIES OF THE MARKED-UP WHITE PRINTS
AND A CD DISC CONTAINING SOFT COPIES OF THE AS-BUILT DRAWINGS (BOTH IN AUTOCAD AND PDF FORMATS)

1.19. THE DRAWINGS AND SPECIFICATIONS ARE INTENDED TO BE CO-OPERATIVE. PERFORM ALL WORK WHICH IS SHOWN, SPECIFIED OR REASONABLY IMPLIED ON THE
DRAWINGS, BUT NOT MENTIONED IN THE SPECIFICATIONS OR VICE-VERSA, AS THOUGH FULLY COVERED BY BOTH.

1.20. WARRANT THE MECHANICAL WORK TO BE IN STRICT ACCORDANCE WITH THE CONTRACT DOCUMENTS AND FREE FROM DEFECTS FOR A PERIOD OF TWO (2) YEARS FROM
THE DATE OF ISSUED OF CERTIFICATE OF SUBSTANTIAL PERFORMANCE OF THE WORK. PROVIDE EXTENDED WARRANTY WHERE SPECIFIED IN ALL SUBSEQUENT SECTIONS OF
THE SPECIFICATION.

1.21. MAINTAIN LIABILITY INSURANCE WHICH WILL FULLY PROTECT THE OWNER AND THE CONTRACTORS FROM ANY AND ALL CLAIMS UNDER THE WORKPLACE SAFETY &
INSURANCE BOARD ACT.

1.22. THE CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY FOR THE LAYOUT OF WORK AND FOR ANY DAMAGE CAUSED TO THE PROPERTY OF THE OWNER OR OTHER
TRADES THROUGH THE IMPROPER LOCATION OF MATERIALS, EQUIPMENT, OR CARRYING OUT OF THE WORK.

1.23. PROVIDE PIPE HANGERS OR SUPPORTS ON ALL PIPING. HANGER RODS MUST BE VERTICAL WITHOUT BENDS OR OFFSETS AND WORKMANSHIP MUST BE SUCH THAT
FINISHED PIPING IS TRUE, BOTH WITH MANUFACTURER'S LINE AND GRADE. METAL STRAPS, WIRES, PERFORATED BANDS, CHAIN OR SOLID RING HANGERS USED AS PIPE
HANGERS OR SUPPORTS WILL NOT BE ACCEPTABLE.

1.24. WHERE NEW PIPES PASS THROUGH EXISTING CONCRETE SLABS AND CONCRETE OR MASONRY WALLS, CORE DRILL OR SAW CUT AN OPENING. SIZE OPENINGS TO LEAVE
13 mm (1/2") CLEARANCES AROUND PIPES. PACK AND SEAL THE VOID BETWEEN THE OPENING AND THE PIPES FOR THE LENGTH OF THE OPENING WITH DOW CORNING SERIES
2000. "FIRESTOP" SEALANT U.L.C. APPROVED MATERIAL PACKED AND SECURED IN SUCH A MANNER THAT THE PACKING IN VERTICAL HOLES AND OPENINGS WILL NOT FALL OUT.

1.25. WHERE DISSIMILAR METALS ARE IN CLOSE PROXIMITY TO EACH OTHER, THEY SHALL BE SEPARATED BY MEANS OF WATERPROOF GASKETS OR OF APPROVED
MATERIALS. SCREWS, BOLTS, RIVETS AND OTHER FASTENING DEVICES SHALL BE MADE OF THE SAME MATERIALS OR OF MATERIALS HAVING THE SAME CHARACTERISTICS AS
THE METALS WHICH THEY FASTEN, IN ORDER TO PREVENT ELECTROLYTIC ACTION. PROVIDE HEAVY BRASS ADAPTORS FOR CONNECTIONS BETWEEN STEEL AND COPPER
PIPES.

1.26. NO INSTALLATION SHALL BE CONCEALED OR RENDERED INACCESSIBLE BY DRYWALL, BOARDING OR OTHER BUILDING CONSTRUCTION, UNTIL IT HAS BEEN INSPECTED BY
THE ENGINEER AND LOCAL AUTHORITIES HAVING JURISDICTION AND FOUND TO CONFORM TO CONTRACT DOCUMENT AND REGULATIONS. WHEN REQUESTING AN INSPECTION,
THE CONTRACTOR SHALL PROVIDE A MINIMUM OF THREE (3) WORKING DAYS NOTICE IN ADVANCE.

1.27. DIMENSIONS AND/OR MEASUREMENTS INDICATED ON THE DRAWINGS ARE TO BE VERIFIED AT SITE AND ANY MAJOR DISCREPANCIES TO BE REPORTED PRIOR TO
FABRICATION AND INSTALLATION.  (IF APPLICABLE)

1.28. EXACT LOCATION AND ELEVATION OF MAINS TO BE DETERMINED BY CONTRACTOR TO SUIT SITE CONDITIONS.

1.29. CONTRACTOR TO CO-ORDINATE LOCATION OF SPRINKLERS WITH RESPECT TO SURFACE MOUNTED LIGHT FIXTURES AND MAINTAIN MINIMUM CLEARANCE AS REQUIRED
BY NFPA 13 TO AVOID ANY OBSTRUCTION TO SPRAY PATTERN OF SPRINKLERS.

1.30. MINIMUM WALL THICKNESS OF SPRINKLER PIPING TO BE EQUIVALENT TO SCHEDULE 10S.

1.31. CONTRACTOR TO INCLUDE FOR AN ADDITIONAL 2 SPRINKLERS FOR BELOW OBSTRUCTIONS ETC.

1.32. SINCE THE BUILDING IS EXISTING, CONTRACTOR IS TO VISIT SITE AND BECOME FAMILIAR WITH EXISTING SITE CONDITIONS RELATIVE TO THE PROJECT AND REPORT ANY
DISCREPANCIES TO THE ENGINEER PRIOR TO QUOTING OR FABRICATION

1.33. A COPY OF N.F.P.A STANDARD #25 IS TO BE PROVIDED AND LEFT IN A VISIBLE LOCATION IN THE SPRINKLER ROOM.

1.34. PROVIDE SHOP DRAWINGS FOR THE FOLLOWING: (WHERE APPLICABLE)
A)  - SPRINKLERS
B)  - DOUBLE CHECK VALVE ASSEMBLY / BACKFLOW DEVICE
C)  - RISER CHECK/ALARM VALVE AND TRIM/DRY PIPE VALVE  
D)  - SUPERVISORY DEVICES
E)  - HANGERS

1.35. ALL SPRINKLER EQUIPMENT SHALL BE OF ONE MANUFACTURER FROM THE FOLLOWING:
� VICTAULIC
� VIKING
� TYCO
� RELIABLE
� OR APPROVED EQUAL. ALL SHALL BE U.L.C. LISTED FOR THEIR SPECIFIC APPLICATION.

2.  ALL WORK AND MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH THE ONTARIO BUILDING CODE (2012), AUTHORITY HAVING 
JURISDICTION REQUIREMENTS, WITH NFPA 13 (2013), NFPA 14 (2013), AND NFPA 20 (2016)

3.  ALL PIPING AS FOLLOWS: 

1" PIPE, SCHED 40 BLACK, WITH THREADED ENDS, C=120

WET SYSTEMS:

ALL PIPE LARGER THAN 1", SCHED 10  BLACK, WITH GROOVED ENDS, C=120
STEEL PIPE:
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4. WIRE GUARDS SHALL BE PROVIDED FOR HEADS IN AREAS SUSCEPTIBLE TO DAMAGE.

5. ALL HANGERS SHALL BE INSTALLED AND SPACED IN ACCORDANCE WITH NFPA 13 (2013)

6. TEST/DRAIN CONNECTION TO DISCHARGE TO A SUITABLE LOCATION.

7. TAMPER AND WATER FLOW SWITCHES ARE PROVIDED, BUT WIRING BY OTHERS

8. SPARE SPRINKLERS SHALL BE PROVIDED IN ACCORDANCE WITH NFPA ADJACENT TO THE MAIN RISER. AT LEAST FOUR HEADS OF ALL TYPES OF SPRINKLERS AND ASSOCIATED WRENCHES

IN THE BUILDING SHALL BE FURNISHED FOR THE CABINET(S)

9. PIPING IS TO BE HYDROSTATICALLY TESTED IN ACCORDANCE WITH NFPA. 13 FOR 2 HOURS AT 200 PSI AT THE SYSTEM RISER ALL TESTING MUST BE WITNESSED AND SIGNED BY AN 

AUTHORIZED REPRESENTATIVE OF THE OWNER.

10. FIRE PROTECTION SYSTEM INSTALLER SHALL CO-ORDINATE WITH ALL ARCHITECTURAL, MECHANICAL AND ELECTRICAL DISCIPLINES

11. WHERE PIPING PENETRATES RATED WALL AND FLOORS, THE PENETRATION SHALL BE FIRE STOPPED WITH A ULC LISTED FIRE STOP SYSTEM.

SITE PLAN
N.T.S.

1.  FIRE PROTECTION WORK CONSISTS OF MAKING CHANGES TO THE EXISTING SPRINKLER SYSTEM THROUGHOUT THE OFFICE SPACE RENOVATION IN ACCORDANCE WITH DRAWINGS:

SPRINKLER SYSTEM DESIGNED FOR:
LIGHT HAZARD - CLASSROOM - SPRINKLER SYSTEM DESIGNED FOR A DENSITY OF .1 GPM/SQ.FT. OVER 1500
SQ.FT. PLUS 250 GPM FOR HOSES.

AREA REDUCTION FOR QUICK RESPONSE SPRINKLERS OF 40% AS PER NFPA 13 (2013 ED.) 11.2.3.2.3.1

DESIGN CRITERIA APPLICABLE CODE AND STANDARDS

ONTARIO BUILDING CODE, 2012 EDITION, AS AMENDED

ONTARIO FIRE CODE, 2015 EDITION

NFPA 13 STANDARD FOR THE
INSTALLATION OF SPRINKLER SYSTEMS 2013, EDITION.

FLOW TEST LOCATION: 180 DERRY RD. E.
DATE: JULY 6, 2023
     STATIC: 80 PSI
     RESIDUAL: 60 PSI  FLOW: 1501 GPM

WATER SUPPLY INFORMATION

NOTE:  AREA ABOVE & BELOW TO BE HEATED.
IF EITHER AREA IS UNHEATED , 
THEN DRY PENDENT TO BE USED

NOTE:  TEE REQUIRED IF DRY PENDENT TO
BE INSTALLED.

RETURN BEND DETAIL

N.T.S.

GENERAL INSTALLATION NOTE:

1.

2.

3.

NEW RETURN BEND CONNECTION FROM EXISTING
BRANCH LINE TO NEW PENDENT SPRINKLER

EXISTING BRANCH LINE TO REMAIN.

EXISTING MAIN TO REMAIN.

RELOCATE EXISTING SPRINKLER

CONTRACTOR TO COORDINATE THE LOCATION OF PENDENT HEADS WITH ELECTRICAL & MECHANICAL SERVICES TO
AVOID INTERFERENCE WITH OR OBSTRUCTIONS CREATED BY LIGHTS AND/OR DUCWORK (WHERE APPLICABLE).

CONTRACTOR TO CONFIRM EXISTING STRUCTURE AND PIPE ROUTING ON SITE PRIOR TO INSTALLATION

SPRINKLER CONTRACTOR TO INCLUDE FOR OFFSETS IN THE SPRINKLER PIPING AND SUPPLY AND INSTALLATION OF
HANGERS. HANGERS SHALL BE PER NFPA 13.

EX. 8" INCOMING WATER MAIN

EX. 8" DOUBLE CHECK
VALVE ASSEMBLY

EX. 4" FIRE DEPARTMENT
CONNECTION

OPEN WEB
STEEL JOIST
OR BEAM

AS PER N.F.P.A.13

HANGER

ALL THREAD ROD
3/8" OR 1/2"

ULC AND FM
APPROVED

BEAM CLAMP

HANGER DETAIL
N.T.S.

SUBJECT BUILDING:
180 DERRY RD. E.

DERRY RD. E.

EX. FIRE DEPARTMENT
CONNECTION

EXISTING 8" INCOMING WATER
MAIN

EX. FIRE HYDRANT

Design Area Number:

Hose Allowance (Included):

System Demand:

Design Density:

Design Area Location:
Hazard/Occupancy:

Design Area:
Number of Sprinklers in Design Area:

System Pressure:

Hydraulic Calculation Data

Design Area Number:

Hose Allowance (Included):

System Demand:

Design Density:

Design Area Location:
Hazard/Occupancy:

Design Area:
Number of Sprinklers in Design Area:

System Pressure:

Hydraulic Calculation Data

SECOND AND THIRD FLOOR UPDATES
2024 OFFICE RENO

180 DERRY ROAD., MISSISSAGUA, ON

PROJECT INFORMATION

TYPICAL HANGER LOCATION

SPRINKLER BRANCH LINE

SP
RI

NK
LE

R 
MA

IN

MAX.12 FT
MAX.15 FT

AND DIA.
DIA. AND LARGER PIPE

MAX.3 FT DIA. PIPEFOR
DIA. PIPEMAX.4 FT FOR

MAX.5 FT FOR
 LARGER PIPE

DIA. AND

EX. 4" MAIN TO NORTH
SIDE SPRINKLER
SYSTEM

EX. 4" MAIN TO SOUTH
SIDE SPRINKLER
SYSTEM

3"
EX

3"
EX

3"
EX

3"
EX

3"
EX

3"
EX

FP-02 -  PROPOSED SPRINKLER LAYOUT - SECOND FLOOR
FP-03 - PROPOSED SPRINKLER LAYOUT - THIRD FLOOR
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DENOTES CONNECT TO EXISTING.

DENOTES REFER TO NOTE 2.2

CTE
(PROVIDE NEW CONNECTION TO PLUMBING LINE
AS REQUIRED)

RE
DENOTES RELOCATE

EQUIPMENT SHOWN DOTTED [            ] ARE EXISTING TO

TO REMAIN. EQUIPMENT SHOWN BOLD [            ] ARE NEW
BE REMOVED. EQUIPMENT SHOWN [            ] ARE EXISTING

NOTES:

LEGEND

OR RELOCATED.

WALL MOUNTED THERMOSTAT /

RETURN AIR GRILLE

SQUARE DIFFUSER

ROUND DUCT TAKE-OFF

RIGID DUCT WORK UP/DOWN
C/W BALANCING DAMPER

A-6Ø-50 AIR QUANTITY IN CFM

TYPE OF GRILLE OR DIFFUSER
GRILLE OR DIFFUSER SIZE

10 250
815 MAX AIR FLOW (CFM)

MIN AIR FLOW (CFM)

SIZE OF FAN POWERED BOX (COOLING ONLY)

FAN POWERED BOX

FD FIRE DAMPER

C/W BALANCING DAMPER

,

,

DUCTWORK C/W 1" INTERNAL INSULATION

PROVIDE ADDITIONAL CROSS TEES FOR ALL DIFFUSERS & AIR GRILLES
AS REQUIRED.

ALL UNUSED SPIN-ON OR DUCTWORK OPENINGS SHALL BE CAPPED
OFF.

2

UNLESS OTHERWISE SHOWN, NEW FLEXIBLE DUCTWORK TO HAVE A
MAXIMUM LENGTH OF 3M (10'). CONNECT DUCTWORK TO DIFFUSERS
AND RIGID DUCTWORK WITH A MINIMUM OF 3 TAPPING SCREWS, SEAL
WITH DUCT SEALER AND WRAP WITH GLASS FAB TAPE. FLEXIBLE
DUCTWORK TO BE SUPPORTED FROM BUILDING STRUCTURE WHERE
IT IS NOT SELF-SUPPORTING AND MUST NOT BE ALLOWED TO LIE ON
CEILING OR OTHER EQUIPMENT.

4

5

6 HVAC CONTRACTOR SHALL COORDINATE ALL DUCTWORK
INSTALLATION WITH ELECTRICAL, SPRINKLER, & GENERAL
CONTRACTORS PRIOR TO ROUGH-IN TO AVOID INTERFERENCE.

ALL NEW DUCT CONNECTIONS (JOINTS & SEAMS) ARE TO BE SEALED
WITH DUCT SEALER TO PROVIDE AN AIR TIGHT DUCT SYSTEM. DUCT
TAPE IS NOT ACCEPTABLE. PROVIDE AIR SEALANT WHEN BASE
BUILDING AIR HANDLING UNITS & WASHROOM EXHAUST FAN ARE 'OFF'.

3

7 PROVIDE TEMPORARY FILTERS WITH MERV 8 RATING AT EXT'G DUCT
OPENING FOR THE DURATION OF THE CONSTRUCTION. REPLACE AS
REQUIRED DURING CONSTRUCTION MONTHLY OR IF DAMAGED.
REMOVE TEMPORARY FILTER PRIOR TO AIR BALANCING AT THE END
OF THE PROJECT.

8 AT THE END OF PROJECT, WIPE & VACUUM CLEAN THE SURFACE OF
ANY EXT'G & NEW DIFFUSERS & RETURN AIR GRILLES FOUND TO BE
DIRTY.

9 -

11 EXT'G WALL MOUNTED AC UNIT TO REMAIN.

12 EXT'G WALL MOUNTED AC UNIT TO BE REMOVED & RETURNED BACK
TO FACILITIES MANAGEMENT.

19 PROVIDE NEW REFRIGERANT PIPING & PIPING INSULATION ABOVE
T-BAR CEILING. RECONNECT REFRIGERANT PIPING BACK TO EXT'G
MITSUBISHI CONDENSER UNIT 'C-1' AS PER MANUFACTURER'S
RECOMMENDATION. PROVIDE RE-COMMISSIONING OF EXT'G
MITSUBISHI A/C SYSTEM ('AC-1', & 'C-1') WITH MITSUBISHI'S TECHNICIAN
AT THE END OF THE PROJECT. PIPING INSULATION SHALL BE PLENUM
RATED.

PROVIDE AIR BALANCING FOR THE TRANE FAN POWERED BOX SHOWN
ON THIS FLOOR PLAN. ALL HVAC CONTROL WORK SHALL BE
PERFORMED BY OWNER'S APPROVED BASE BUILDING HVAC CONTROL
CONTRACTOR. ARRANGE & PAY FOR BASE BUILDING HVAC CONTROL
CONTRACTOR. HVAC CONTROL TECHNICIAN IS TO BE PRESENT AT
SITE DURING AIR BALANCING FOR CALIBRATION OF VAV CONTROLLER.
ALLOW FOR AN ADDITIONAL AIR BALANCING TRIP WITHIN 6 MONTHS
FROM THE END OF THE PROJECT FOR FUTURE AIR FLOW
ADJUSTMENT.

10 SUPPORT RM B102 OUTDOOR AIR REQUIREMENT:

(280 SQFT x 0.06 SQFT + 2 x 5 CFM/PPL)
= 26.8 CFM

OUTDOOR AIR SUPPLY:

TOTAL OUTDOOR AIR SUPPLY IS 20% OF TOTAL SUPPLY AIR = 500 CFM
x 0.2 = 100 CFM

NORTH

NOTE THAT ALL FAN POWERED BOXES ARE COMPLETE WITH TRANE
TRACER SYSTEM. ALL HVAC CONTROL WORK (INCLUDING ALL
PROGRAMMING, BAS COMPUTER GRAPHICS UPDATE, CONTROL
HARDWARES & WIRING, ETC.) SHALL BE PERFORMED BY BASE
BUILDING HVAC CONTROL CONTRACTOR (TRANE). HVAC CONTRACTOR
SHALL OBTAIN BASE BUILDING HVAC CONTROL CONTRACTOR
CONTACT INFORMATION FROM PRP PROJECT MANAGER PRIOR TO
TENDER CLOSE.

May 24, 2024 Issued for Client Review

17

90414772

14 EXT'G FLOOR MOUNTED CONDENSER UNIT TO REMAIN.

13 EXT'G FLOOR MOUNTED CONDENSER UNIT & ITS ASSOCIATED
SUPPORT SYSTEM TO BE REMOVED & RETURNED BACK TO FACILITIES
MANAGEMENT.

15 EXT'G FAN POWERED BOX & ALL ITS ASSOCIATED DDC COMPONENTS,
TEMPERATURE SENSOR, DUCTWORK & DIFFUSER(S) TO BE REMOVED
& RETURNED BACK TO FACILITIES MANAGEMENT.

16 EXT'G HOLES THROUGH BLOCK WALL TO BE REUSED FOR RUNNING
NEW REFRIGERANT & CONDENSATE PIPING & CONTROL WIRING.
RESEAL ALL GAPS WITH FIRE RATED SEALANT AT THE END OF THE
PROJECT.

18

1

NOTES
ALL CONSTRUCTION WORK IN THE BUILDING MUST BE CARRIED OUT IN
STRICT ACCORDANCE WITH OWNER'S RULES & REGULATIONS AND BE
CLEARED THROUGH FACILITIES MANAGEMENT.

Jun 3, 2024 Issued for Client Review

PROVIDE TYPE 'B' FIRE DAMPER (3HR) C/W BREAKAWAY JOINTS &
SUPPORT ANGLES. ALLOW FOR MODIFICATION OF DAMPER SIZE TO
SUIT SITE CONDITIONS.

21

PROVIDE 18"x10" ACCESS PANEL ON UNDERSIDE OF DUCT TO ACCESS
FIRE DAMPER. ACCESS PANEL SHALL BE C/W SAFETY CHAIN &
KNOCK-OVER TABS FOR SURFACE MOUNT.

22

CONTRACTOR TO ALLOW REPLACEMENT OF EXT'G DOUBLE-PULLEYS &
BELTS IN EXT'G ROOFTOP MOUNTED EXHAUST FAN 'EF-1' WITH NEW TO
ACHIEVE THE TOTAL AIR FLOW VALUES & STATIC PRESSURE/FAN
SPEED  REQUIRED SHOWN ON THE FLOOR PLANS & EXHAUST FAN
SCHEDULE AS REQUIRED.

23

PROVIDE 12"x6" ACCESS PANEL ON UNDERSIDE OF DUCT TO ACCESS
FIRE DAMPER. ACCESS PANEL SHALL BE C/W SAFETY CHAIN &
KNOCK-OVER TABS FOR SURFACE MOUNT.

20 PROVIDE PORTABLE SELF-CONTAINED METAL DUST COLLECTOR
SYSTEM, KING CANADA MODEL #KC-7300C FOR COLLECTION OF METAL
SHAVINGS FROM KEY CUTTING MACHINE. PROVIDE CUSTOM
FABRICATION COLLECTOR HOOD, HOOD SUPPORTS & FLEXIBLE HOSE
TO BE CONNECTED TO THE 3" DUCT INLET. CONFIRM EXACT
REQUIREMENTS WITH OWNER PRIOR TO FABRICATION.

TRANSFER AIR DUCT W/ 1" DUCT LINER

LINEAR T-BAR DIFFUSER (2-SLOT)

TEMPERATURE SENSOR

Jun 14, 2024 Issued for Client Review

SCALE: N.T.S.

PARTIAL GND FLOOR PLAN -
EXHAUST DUCT

EXT'G
PRIVATE
OFFICE

EXT'G
OPEN

OFFICE
ELEV.

RECEPTION /
SECURITY

CORRIDOR

J K

324x
24

EXT'G EXHAUST DUCT
DOWN TO BASEMENT.
SEE 'PARTIAL BASEMENT

EXT'G EXHAUST
DUCT UP TO 2ND

25 DRILL HOLES (FOR PITOT TUBE) IN EXT'G DUCT TO ALLOW DUCT
TRANSVERSAL AIRFLOW MEASUREMENT FOR AIR BALANCING.
BALANCE THE EXHAUST AIR AT THIS BRANCH DUCT TO THE VALUE AS
SHOWN. PROVIDE HOLE PLUGS AFTER AIR BALANCING HAS BEEN
COMPLETED.

PROVIDE GALVANIZED STEEL, OPPOSED BLADE, DOUBLE-FLANGED
MANUAL BALANCING DAMPER. CONFIRM EXACT DUCT SIZE AT SITE
PRIOR TO ORDER.

24

24BD

MANUAL BALANCING DAMPER, OPPOSED BLADE

12x12

24 BD

ELEV.
CORRIDOR

VESTIBULE

WAITING

SCALE: N.T.S.

PARTIAL 2ND FLOOR PLAN -
EXHAUST DUCT

CORRIDOR

PLAN - HVAC NEW
INSTALLATION'

FLOOR SEE 'PARTIAL
2ND FLOOR PLAN
- HVAC'

EXT'G EXHAUST DUCT
UP TO 3RD FLOOR
& DOWN TO GND
FLOOR. SEE 'PARTIAL
GND FLOOR PLAN
EXHAUST DUCT' &
'PARTIAL 3RD FLOOR
PLAN EXHAUST DUCT'

J K

3

SCALE: N.T.S.

PARTIAL 3RD FLOOR PLAN -
EXHAUST DUCT

VESTIBULE

CORRIDOR

ADMIN.
ASST.

ELEV.

EXT'G EXHAUST DUCT
UP TO 'EF-1' ON ROOF &
DOWN TO 2ND FLOOR. SEE
'PARTIAL 2ND FLOOR PLAN
EXHAUST DUCT'

24 BD

25

25

25

800CFM

1000CFM

1110CFM

1

1

1
Jun 18, 2024 Issued for Permit & Tender
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DIFFUSER & GRILLE SCHEDULE:

MODEL No.DESIGNATION TYPE
CEILING

REMARKS

A - T-BAR

MANUFACTURER

-

NEW ALUMINUM EGGCRATE FACE RETURN GRILLE / WHITE FINISH /
SIZE AS SHOWN ON DRAWING

R T-BARE.H. PRICE

INLET SIZE AS SHOWN ON FLOOR PLAN
EXT'G SQUARE CONE DIFFUSER / 3 CONE /

80 SERIES

SP 24"x24"/SPD/B12 T-BARE.H. PRICE INLET SIZE AS SHOWN ON FLOOR PLAN
NEW 24"x24" SQUARE PLAQUE DIFFUSER / WHITE FINISH /

NOTES:

VOLTAGE

INDOOR A/C UNIT SCHEDULE:

(BTU/HR)
TOTAL COOLINGMODEL No.UNIT NO. DESCRIPTIONMANUFACTURER MOCP MCA WEIGHT

1.

(CFM)
AIR FLOW

CONDENSER UNIT SCHEDULE:
TOTAL COOLINGMODEL No.UNIT NO. (BTU/HR) VOLTAGEMANUFACTURER MCA WEIGHT

PUY-A12NHA4C-1 12,000 208V/1Ø 13AMITSUBISHI 82 LB

MOCP

15A

FLA

0.35, 12.0

DESCRIPTION

EXT'G CONDENSER UNIT

RE-CONFIRM ALL PIPING SIZES & WIRING REQUIREMENT WITH MANUFACTURER PRIOR TO RECONNECTION OF 'AC-2'.
ALL REFRIGERANT PIPING MATERIAL & PIPING INSULATION AS PER MANUFACTURER'S RECOMMENDATIONS.
SUPERVISION OF UNITS COMMISSIONING SHALL BE BY MANUFACTURER REPRESENTATIVE.2.

AC-1 EXT'G A/C UNITMITSUBISHI 208V/1Ø12,000PKA-A12HA 400 15A 1.0A 29 LBS

PUY-A24NHA4C-2 24,000 208V/1Ø 18AMITSUBISHI 163 LB30A 0.4, 12.0EXT'G CONDENSER UNIT

AC-2 EXT'G A/C UNITMITSUBISHI

AC-3 EXT'G A/C UNITMITSUBISHI

208V/1Ø12,000PKA-A12HA 400 15A 1.0A 29 LBS

208V/1Ø12,000PKA-A12HA 400 15A 1.0A 29 LBS

NEW

NEW

VOLTAGE

FAN POWERED BOX SCHEDULE:

MODEL No.UNIT NO. DESCRIPTIONMANUFACTURER (CFM)
AIR FLOW

#27-C-10 EXT'G FAN POWERED BOXTRANE 120V/1ØVSCF1000EE0DD01AD1000L00W0000000 -

#28-A-8 EXT'G FAN POWERED BOXTRANE

#29-A-8 EXT'G FAN POWERED BOXTRANE

120V/1ØVSCF0800BE0DD01AD1000L00W0000000 500

120V/1ØVSCF0800BE0DD01AD1000L00W0000000 -

NORTH

May 24, 2024 Issued for Client Review

90414772

TO REMAIN

TO BE REMOVED

TO REMAIN

TO BE REMOVED

TO BE REMOVED

Jun 3, 2024 Issued for Client Review

NEW ALUMINUM CONSTRUCTION RETURN AIR GRILLE (FOR SHOWER LOCATION) /
WITH OPTIONAL DAMPER / WHITE FINISH / SIZE AS SHOWN ON FLOOR PLAN

GA DRYWALLE.H. PRICE 630/F/L/A/B12 NEW

EXHAUST FAN SCHEDULE:

DESIGNATION MODEL No. REMARKSVOLTAGEMANUFACTURER CFM E.S.P. SONESFLA RPMDESCRIPTION

EXT'G EXHAUST FAN TO REMAIN.NOTES:

EF-1 -575V/3PH6900 0.6"WC SEE NOTE #23 ON DWG M-1a.3.1DX30BPENNBARRY 1760WASHROOMS EXHAUST FAN
EXT'G SHOWERS /

HP

3.0

TO BE REMOVED

TO BE REMOVED

'R'=3/4 D"

'D'

'D'

SCALE: N.T.S.
FULL RADIUS ELBOW

Jun 14, 2024 Issued for Client Review

Jun 18, 2024 Issued for Permit & Tender
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PLUMBING DEMOLITION
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13
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EXT'G
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ROOM

REMOVE EXT'G CONDENSATE PUMP & ITS ASSOCIATED CONDENSATE
PIPING.

10

11 EXT'G FLOOR HUB DRAIN TO REMAIN.

17

VENT PIPING PENETRATES THROUGH BLOCK WALL INTO MECHANICAL
ROOM. SEAL ALL GAPS WITH FIRE RATED SEALANT. CONFIRM EXACT
PENETRATION LOCATION WITH ENGINEER PRIOR TO ROUGH-IN.

18

REMOVE EXT'G SINK & CAP ALL ITS ASSOCIATED HW, CW & VENT LINES
IN ADJACENT WOMEN'S LOCKERROOM. PROVIDE NEW SHUTOFF
VALVES ON THE CW & HW LINE FOR FUTURE.

12

14 REMOVE EXT'G FLEXIBLE WATER PIPING TO FRIDGE.

ITEM HW

PLUMBING FIXTURE CONNECTION SCHEDULE:

DESCRIPTION VENT CW WASTE COMMENTS

B-1 & B-2 1 1/2" 1/2"1/2" 1 1/2"

WC-1 & SC-2 1 1/2" -1/2" 3"NEW WATER CLOSET

NEW BASIN

SH-1 & SH-2 NEW SHOWER FITTING 1/2"1/2" 2"1 1/2"

FD 1 1/2" -- 4"NEW 3" FLOOR DRAIN
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1

NOTES
ALL CONSTRUCTION WORK IN THE BUILDING MUST BE CARRIED OUT IN
STRICT ACCORDANCE WITH OWNER'S RULES & REGULATIONS AND BE
CLEARED THROUGH FACILITIES MANAGEMENT.

PIPE BREAK

CAP OFF SERVICE

DENOTES CONNECT TO EXISTING.

HUB DRAIN

CLEANOUT

FLOOR DRAIN

CONDENSATE DRAIN LINE

CAPPED CONNECTION

ELBOW, TURNED DOWN AND TURNED UP

FD

HD

CO CO

DENOTES REFER TO NOTE 2.2

CTE
(PROVIDE NEW CONNECTION TO PLUMBING LINE
AS REQUIRED)

RE
DENOTES RELOCATE

EQUIPMENT SHOWN DOTTED [            ] ARE EXISTING TO

TO REMAIN. EQUIPMENT SHOWN BOLD [            ] ARE NEW
BE REMOVED. EQUIPMENT SHOWN [            ] ARE EXISTING

NOTES:

LEGEND

OR RELOCATED.

VENT LINE

COLD WATER LINE

HOT WATER LINE

BALL VALVE

PLUMBING FIXTURES
'B-1' WALL HUNG BASIN ELECTRONIC TOUCHLESS FAUCET
THERMOSTATIC MIXING VALVE:

- AMERICAN STANDARD #0954004EC.000 'MURRO' UNIVERSAL
DESIGN WALL-HUNG LAVATORY SINK, WHITE FINISH C/W
VITREOUS CHINA SHROUD/KNEED CONTACT GUARD
#0059.020EC.020.
- DELTA #591T0228TR, ELECTRONIC FAUCET HARDWIRED C/W
DELTA FAUCET CONTROL BOX #ELAVT0008ARI & CONVERSION
KIT #060683A. CONTROL BOX SHALL BE C/W THERMOSTATIC
MIXING VALVE.
- OS&B #370 OPEN GRID DRAIN C/W #4831-6 17 GAUGE TAILPIECE.
- MCGUIRE #LFH170BV, POLISHED BRASS FAUCET SUPPLIES.
- PROVIDE OS&B #95-7.5 P-TRAP.
- PROVIDE TEE, ADAPTORS AND FLEX. COPPER TUBING TO SUIT
INSTALLATION.
- PROVIDE HARDWIRE TRANSFORMER DELTA #RP32508, 24VAC,
20VA
- WATTS WCA-411-CA-481 CARRIER - WCA-411/WCA-411-WC,
LAVATORY CARRIER, FOR CONCEALED ARM CARRIER,
ADJUSTABLE ARMS, EPOXY COATED CAST IRON, WALL
MOUNTED STEEL SUPPORT PLATE WITH PLATED HARDWARE
(FOR MOUNTING OF KNEE SHROUD).

'B-2' WALL HUNG BASIN ELECTRONIC FAUCET THERMOSTATIC
MIXING VALVE:

- AMERICAN STANDARD #0355.027 'LUCERNE' WALL-HUNG
LAVATORY, WHITE FINISH.
- DELTA #591T0228TR, ELECTRONIC FAUCET HARDWIRED C/W
DELTA FAUCET CONTROL BOX #ELAVT0008ARI & CONVERSION
KIT #060683A. CONTROL BOX SHALL BE C/W THERMOSTATIC
MIXING VALVE.
- OS&B #370 OPEN GRID DRAIN C/W #4831-6 17 GAUGE TAILPIECE.
- MCGUIRE #LFH170BV, POLISHED BRASS FAUCET SUPPLIES.
- MCGUIRE PW2125WC P-TRAP - MOLDED CLOSED CELL VINYL
(ANTI-MICROBIAL) WRAPPED CAST BRASS, GLOSSY WHITE, WITH
CLEANOUT
- PROVIDE TEE, ADAPTORS AND FLEX. COPPER TUBING TO SUIT
INSTALLATION.
- PROVIDE HARDWIRE TRANSFORMER DELTA #RP32508, 24VAC,
20VA
- WATTS WCA-411 CARRIER - WCA-411/WCA-411-WC, LAVATORY
CARRIER, FOR CONCEALED ARM CARRIER, ADJUSTABLE ARMS,
EPOXY COATED CAST IRON.

May 24, 2024 Issued for Client Review

Jun 3, 2024 Issued for Client Review

ALL NEW CW & HW LINES SHALL BE INSULATED WITH 1/2" PREMOLDED
PIPE INSULATION WITH FACTORY APPLIED VAPOUR SEAL JACKET OF
VINYL COATED FOIL CRAFT LAMINATE WITH REINFORCING OF OPEN
MESH GLASS FIBRE. ALL NEW HOT WATER & COLD WATER PIPING
SHALL BE TYPE 'L' COPPER.

3 PIPING ROUTING ARE SHOWN DIAGRAMMATICALLY ON THE FLOOR
PLAN(S). CONTRACTOR TO VERIFY PIPE LOCATIONS & ROUTING AT
SITE PRIOR TO TENDER CLOSE.

PLUMBING CONTRACTOR SHALL COORDINATE PIPING INSTALLATION
WITH ELECTRICAL, HVAC, SPRINKLER & GENERAL CONTRACTORS TO
PREVENT INTERFERENCE.

4

2

AT THE END OF THE PROJECT, FLUSH ALL SANITARY LINES UNTIL IT IS
CLEAR OF ALL DEBRIS & DEPOSIT IN DRAIN LINE.

5

ALL NEW UNDERGROUND SANITARY PIPING SHALL BE 6"Ø & AT A
MINIMUM SLOPE OF 1:133.

6

7 CONTRACTOR TO ALLOW TRENCHING DOWN TO THE EXISTING
SANITARY LINE BELOW FLOOR.

ALLOW TRENCHING & BACKFILLING FOR NEW  UNDERGROUND
SANITARY LINES. PROVIDE BACK FILLING & FLOOR RESURFACING AS
REQUIRED. PROVIDE TRACING OF EXT'G UNDERGROUND
PIPING (SIZES, DEPTH & LOCATIONS) IN THE RENOVATION
AREAS (INCLUDING THE EXT'G FLOOR DRAIN IN LOCKER
ROOM B103) & SCANNING OF FLOOR SLAB AT THE AREA
REQUIRED TRENCHING (FOR LOCATING UNDERGROUND
ELECTRICAL CONDUITS) PRIOR TO TRENCHING. ALL FLOOR
SCANNING SHALL BE BY LANDLORD'S APPROVED X-RAYING COMPANY.
PROVIDE BACK FILLING & FLOOR RESURFACING AS REQUIRED.

8

9 G.C. TO ALLOW TRENCHING AROUND EXT'G FLOOR DRAIN TO ALLOW
REMOVAL & CAPPING OFF OF SANITARY DRAIN LINE BELOW FLOOR
LEVEL. PROVIDE BACK FILLING & FLOOR RESURFACING AS REQUIRED.

15 EXT'G HOLE(S) THROUGH BLOCK WALL FROM REMOVED EXT'G AC
CONDENSATE DRAIN LINE TO BE FILLED WITH CONCRETE.

16 EXT'G HOLES NEAR FLOOR LEVEL THROUGH BLOCK WALL TO FILLED
WITH CONCRETE OR FIRE RATED SEALANT. PROVIDE NEW HOLE
OPENING AT HIGH LEVEL FOR  RUNNING NEW VENT PIPING. SEAL ALL
GAPS WITH FIRE RATED SEALANT AT THE END OF THE PROJECT.

CONNECT NEW VENT LINE TO EXT'G VENT STACK. G.C. TO ALLOW
CUTTING, PATCHING, PRIMING & PAINTING OF EXT'G DRYWALL CEILING
TO ALLOW NEW VENT LINE CONNECTION AS REQUIRED.

19

20

21

'WC-1' FLOOR MOUNTED TOILET - BARRIER-FREE VITREOUS
CHINA:

- AMERICAN STANDARD 3461.001  TOILET 'MADERA FLOWISE' -
FLOOR MOUNTED, TOP SPUD, COMBINATION TOILET AND FLUSH
VALVE, VITREOUS CHINA, WHITE FINISH, TOILET, ELONGATED
BOWL.
- ZURN #ZEMS6000AV-IS-WS1 HARDWIRE AUTOMATIC SENSOR
FLUSH VALVE C/W AQUASENSE #P6000-HW6 7.6 VDC HARDWIRED
POWER CONVERTER.
- CENTOCO 820STS-001 SEAT - FOR ELONGATED BOWL, OPEN
FRONT, POLYPROPYLENE, TOILET SEAT, WITH SEAT COVER, AND
COMMERCIAL GRADE HINGES, WHITE FINISH.
- MCGUIRE LFH166LK SUPPLY - LEAD FREE, PREMIERE HEAVY
LOOSE SUPPLY, CHROME PLATED, 3/8" (9.5 MM) IPS X 3/8" (9.5
MM) OUTER Ø HEAVY STOP VALVE, 12" (304 MM) STEEL BRAIDED
RISERS, CONVERTIBLE LOOSE KEY HANDLE.

'WC-2' FLOOR MOUNTED TOILET - VITREOUS CHINA:

- AMERICAN STANDARD 3451.001  TOILET 'MADERA FLOWISE' -
FLOOR MOUNTED, TOP SPUD, COMBINATION TOILET AND FLUSH
VALVE, VITREOUS CHINA, WHITE FINISH, TOILET, ELONGATED
BOWL.
- ZURN #ZEMS6000AV-IS-WS1 HARDWIRE AUTOMATIC SENSOR
FLUSH VALVE C/W AQUASENSE #P6000-HW6 7.6 VDC HARDWIRED
POWER CONVERTER.
- CENTOCO 500STSCC-001 SEAT - FOR ELONGATED BOWL, OPEN
FRONT ONLY, POLYPROPYLENE, TOILET SEAT, NO SEAT COVER,
AND COMMERCIAL GRADE HINGES, WHITE FINISH.
- MCGUIRE LFH166LK SUPPLY - LEAD FREE, PREMIERE HEAVY
LOOSE SUPPLY, CHROME PLATED, 3/8" (9.5 MM) IPS X 3/8" (9.5
MM) OUTER Ø HEAVY STOP VALVE, 12" (304 MM) STEEL BRAIDED
RISERS, CONVERTIBLE LOOSE KEY HANDLE.

'FD' FLOOR DRAIN - FINISHED AREA:

- WATTS FD-104T-C-L5-1 FLOOR DRAIN - EPOXY COATED CAST
IRON, FLOOR DRAIN,ADJUSTABLE SQUARE 13 MM (1/2") THICK
REINFORCED TOP, 102 MM (4") PIPE SIZE, THREADED OUTLET,
127 MM (5") SQUARE NICKEL BRONZE STRAINER, TRAP PRIMER
CONNECTION WITH PLUG.

'TSPV' ELECTRONIC TRAP SEAL PRIMER VALVE
(FOR FLOOR DRAINS 'FD'):

- SIOUX CHIEF #695-ES01 OR EQUAL, 120V, 9.2W C/W 5-WAY
SPLITTER. CONNECT TRAP SEAL PRIMER VALVE TO CW LINE.
INSTALL TRAP SEAL PRIMER VALVE AS PER MANUFACTURER'S
INSTRUCTION.

'SH-1' SHOWER, SHOWER HEAD - BARRIER-FREE:

- DELTA #T17TH155 'TECK' T17TH SERIES - MULTICHOICE
UNIVERSAL THERMOSTATIC SHOWER SYSTEM, STAINLESS
STEEL GRAB BAR WITH ADJUSTABLE SLIDE, POLISHED CHROME
FINISH, TEMPASSURE 17T THERMOSTATIC CARTRIDGE, ADA
COMPLIANT METAL LEVER VOLUME CONTROL HANDLE, FIELD
ADJUSTABLE TEMPERATURE DIAL, HAND SHOWER WITH PUSH
BUTTON PAUSE.
- PROVIDE MULTICHOICE UNIVERSAL TUB / SHOWER ROUGH-IN -
UNIVERSAL INLETS / OUTLETS #R10000-UNWS.
- MAXIMUM TEMPERATURE SETTING FOR INCOMING HOT WATER
SHALL BE 120°F OR LESS.

'SH-2' SHOWER, SHOWER HEAD:

- DELTA #T17TH135 'TECK' T17TH SERIES - MULTICHOICE
UNIVERSAL THERMOSTATIC SHOWER SYSTEM, POLISHED
CHROME FINISH, TEMPASSURE 17T THERMOSTATIC CARTRIDGE,
ADA COMPLIANT METAL LEVER VOLUME CONTROL HANDLE,
FIELD ADJUSTABLE TEMPERATURE DIAL, TOUCH CLEAN
SHOWER HEAD, ARM AND FLANGE.
- PROVIDE MULTICHOICE UNIVERSAL TUB / SHOWER ROUGH-IN -
UNIVERSAL INLETS / OUTLETS #R10000-UNWS.
- MAXIMUM TEMPERATURE SETTING FOR INCOMING HOT WATER
SHALL BE 120°F OR LESS.

CAP OFF THE SINK DRAIN  & TRAP SEAL PRIMER LINES BELOW FLOOR
LEVEL. G.C. TO ALLOW TRENCHING AROUND EXT'G PIPING TO ALLOW
REMOVAL & CAPPING OFF OF DRAIN & TRAP SEAL PRIMER LINES
BELOW FLOOR LEVEL. PROVIDE BACK FILLING & FLOOR RESURFACING
AS REQUIRED.

13 PROVIDE NEW ELECTRONIC TRAP PRIMER VALVE 'TSPV', SIOUX CHIEF
#695-ES05 C/W 5-WAY SPLITTER. CONNECT WATER SUPPLY TO THE
NEW CW WATER LINE. RUN THREE (3) 12"Ø PRIMER LINES TO THE
THREE (3) TYPE 'FD' FLOOR DRAINS.

TRAP SEAL PRIMER VALVE SHALL BE HOUSED IN SURFACE MOUNT
STEEL ACCESS BOX C/W HINGED METAL ACCESS DOOR #971-1414 &
MOUNTED ON THE EXT'G BLOCK WALL.

SEAL ALL GAPS AT  PIPE PENETRATIONS IN BLOCK WALL WITH FIRE
RATED SEALANT AT THE END OF THE PROJECT.

22

HOT WATER RECIRC LINE

P-TRAP

SANITARY LINE

SANITARY LINE (UNDERGROUND)

PROVIDE VENT PIPING FOR ALL FLOOR DRAINS SHOWN ON THIS
FLOOR PLAN.

SEE NOTE #21 FOR THE PROVISION OF AUTOMATIC TRAP SEAL
PRIMER VALVE TO SERVE ALL FLOOR DRAINS SHOWN ON THIS
FLOOR PLAN.

23

BALANCING VALVE

PROVIDE HOT WATER RECIRC. BALANCING VALVE. BALANCE THE
HOT WATER RECIRC. FLOW RATE AS DIRECTED BY ENGINEER AT
SITE.

24

ALL GAPS AT NEW PIPING PENETRATION THROUGH EXT'G BLOCK
WALL SHALL BE SEALED WITH FIRE RATED SEALANT.

25

(FLUSH VALVE)

PLUMBING CONTRACTOR SHALL ARRANGE WITH FACILITIES
MANAGEMENT FOR SHUT DOWN & FREEZING OF EXT'G MAIN
BASEBUILDING COLD WATER, HOT WATER & HOT WATER
RE-CIRCULATION LOOP LINES AS REQUIRED TO ALLOW NEW PLUMBING
LINE TIE-INS. SHUT DOWN SHALL BE CARRIED OUT DURING OFF-HOURS
ON DAY(S) & TIME(S) AS DIRECTED & AGREED UPON BY FACILITIES
MANAGEMENT. PROVIDE NEW ISOLATION VALVES AS SHOWN.

PROVIDE NEW COPPER CONDENSATE PIPING FROM A/C UNIT TO
SHOWER ROOM WALL HUNG BASIN WITH A P-TRAP AT THE A/C UNIT.
CONDENSATE LINE SHALL BE TIED TO THE BASIN DRAIN LINE
UPSTREAM OF THE BASIN P-TRAP. CONDENSATE PIPING SHALL SLOPE
TOWARDS THE BASIN. CONDENSATE PIPING SHALL BE EXTERNALLY
INSULATED IN ROOMS B101, B109 & B107, WITH 1/2" PRE-MOLDED FIBRE
GLASS INSULATION WITH VAPOUR BARRIER COVER.

PROVIDE ALL NECESSARY COLD WATER BRANCH PIPING TO
SERVE ALL PLUMBING FIXTURES IN THE THREE SHOWER ROOMS.

26

PROVIDE ALL NECESSARY HOT WATER BRANCH PIPING TO SERVE
ALL PLUMBING FIXTURES IN THE THREE SHOWER ROOMS.

Jun 14, 2024 Issued for Client Review

Jun 18, 2024 Issued for Permit & Tender
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ALL CONSTRUCTION WORK IN THE BUILDING MUST BE CARRIED OUT IN
STRICT ACCORDANCE WITH OWNER'S RULES & REGULATIONS AND BE
CLEARED THROUGH FACILITIES MANAGEMENT.
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EQUIPMENT SHOWN DOTTED [            ] ARE EXISTING TO

TO REMAIN. EQUIPMENT SHOWN BOLD [            ] ARE NEW
BE REMOVED. EQUIPMENT SHOWN [            ] ARE EXISTING

NOTES:

LEGEND

OR RELOCATED.

SCALE: 1/8"=1'-0"

PARTIAL BASEMENT PLAN - 1

FIRE PROTECTION 

ALL SPRINKLER WORK SHALL BE PERFORMED BY OWNER'S APPROVED
BASE BUILDING SPRINKLER CONTRACTOR. OBTAIN BASE BUILDING
SPRINKLER CONTRACTOR CONTACT INFO FROM THE PRP PROJECT
MANAGER PRIOR TO TENDER CLOSE.

COORDINATE SPRINKLER HEAD INSTALLATION WITH ELECTRICAL,
MECHANICAL & GENERAL CONTRACTORS TO PREVENT CONFLICT WITH
LIGHTING & HVAC INSTALLATION & CEILING TILE REPLACEMENT.

2

4

PROVIDE ALL SPRINKLER HEADS AS SHOWN ON PLAN. VERIFY
ALL SPRINKLER PIPE SIZES ON SITE. MAKE ALL NECESSARY PIPE
SIZE CHANGES, & PROVIDE ADDITIONAL BRANCH SPRINKLER
LINES AS REQUIRED TO SUIT NEW SPRINKLER LAYOUT. THIS
DRAWING SHOWS ONLY SPRINKLER LAYOUT FOR COORDINATION
WITH LIGHTING & SHALL BE READ IN CONJUNCTION WITH NORRIS
FIRE'S DRAWING 'FP-01'.

SPRINKLER CONTRACTOR SHALL COORDINATE SPRINKLER HEAD
& PIPING INSTALLATION WITH ELECTRICAL, HVAC, PLUMBING &
GENERAL CONTRACTORS TO PREVENT INTERFERENCES.

3

2 43

2 DENOTES REFER TO NOTE 2.

RE
DENOTES RELOCATE

SPRINKLER HEAD - SEMI-RECESSED
(N-NEW; R-REMOVE)

FIRE EXTINGUISHER CABINET
(3A-10BC - RATING)

NORTH

FE

Mar 4, 2024 Issued for Review

90414772

May 24, 2024 Issued for Client Review

Jun 3, 2024 Issued for Client Review

EXT'G FIRE EXTINGUISHER CABINET & ITS ASSOCIATED FIRE
EXTINGUISHER TO REMAIN AS-IS.

5

RELOCATE EXT'G FIRE EXTINGUISHER CABINET & ITS ASSOCIATED
FIRE EXTINGUISHER TO NEW LOCATION AS SHOWN.

6

REMOVE EXT'G FIRE EXTINGUISHER CABINET & ITS ASSOCIATED FIRE
EXTINGUISHER. G.C TO ALLOW FILLING IN OF HOLE WITH CEMENT
PRIOR TO BUILD-OUT OF NEW WALL.

7

SPRINKLER HEAD - FULLY-RECESSED
(N-NEW; R-REMOVE)

Jun 14, 2024 Issued for Client Review

Jun 18, 2024 Issued for Permit & Tender
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SCALE: 1/8"=1'-0"
PARTIAL 2ND FLOOR PLAN - HVAC 1

SCALE: 1/8"=1'-0"
PARTIAL 3RD FLOOR PLAN - HVAC NEW INSTALLATION 1

NOTES:

1.

TYPE

FAN POWERED BOX SCHEDULE:

NEW FAN
POWERED BOXFPB-1

DESCRIPTION

TRANE

MANUFACTURER

12"

PRIMARY AIR

VSWF1200U--DD07AD12B1

MODEL No. INLET

MAX. COOLING
AIR FLOW
(CFM)

AIR FLOW
HEATINGMIN. COOLING

AIR FLOW
(CFM) (CFM)

GPM MOTOR
FAN ESP

("WC)

SEE NOTES #1 & 32

EXT'G 24"x24" SQUARE CONE DIFFUSER / 3-CONE / OFF-WHITE FINISH / INLET SIZE AS SHOWN ON FLOOR PLAN

DIFFUSER & GRILLE SCHEDULE:

MODEL No.DESIGNATION

A - T-BAR

TYPE
CEILING

REMARKSMANUFACTURER

-

R 80 SERIES T-BAR NEW EGGCRATE FACE RETURN GRILLE/ WHITE FINISH/ SIZE AS SHOWN ON DRAWINGE.H. PRICE

SC 24"x24"/SCD T-BARE.H. PRICE NEW 24"x24" SQUARE CONE DIFFUSER / 3-CONE / OFF-WHITE FINISHNEW 
INLET SIZE AS SHOWN ON FLOOR PLAN

EQUAL

NAILOR,
TITUS

NEW NAILOR,
TITUS

3' DISCHARGE ATTENUATOR, FLANGED OUTLET, 1" DISPOSABLE FILTER AT RETURN AIR OPENING & TEMPERATURE SENSOR TO MATCH EXT'G. PROVIDE PLENUM-RATED CONTROL WIRING.
NEW FAN POWERED BOX SHALL BE COMPLETE WITH ELECTRONIC CONTROLLER, STANDARD PSC MOTOR, FAN SIZE 07SQ, 1-ROW HEATING WATER REHEAT COIL (PLENUM INLET INSTALLED RH), VIBRATION ISOLATORS,

1580 160 1580 2.0 PSC 120V/1PH 0.125

PROVIDE 2-WAY CONTROL VALVE C/W JOHNSON CONTROLS ACTUATOR #VA-8020-2 OR BELIMO CONTROL ACTUATOR #B222/TR24-3T3 US, MATCH BUILDING STANDARD.2.

1

NOTES
ALL CONSTRUCTION WORK IN THE BUILDING MUST BE CARRIED OUT IN
STRICT ACCORDANCE WITH OWNER'S RULES & REGULATIONS AND BE
CLEARED THROUGH FACILITIES MANAGEMENT.

PROVIDE ADDITIONAL CROSS TEES FOR ALL DIFFUSERS & AIR GRILLES
AS REQUIRED.

ALL UNUSED SPIN-ON OR DUCTWORK OPENINGS SHALL BE CAPPED
OFF.

2

UNLESS OTHERWISE SHOWN, NEW FLEXIBLE DUCTWORK TO HAVE A
MAXIMUM LENGTH OF 3M (10'). CONNECT DUCTWORK TO DIFFUSERS
AND RIGID DUCTWORK WITH A MINIMUM OF 3 TAPPING SCREWS, SEAL
WITH DUCT SEALER AND WRAP WITH GLASS FAB TAPE. FLEXIBLE
DUCTWORK TO BE SUPPORTED FROM BUILDING STRUCTURE WHERE
IT IS NOT SELF-SUPPORTING AND MUST NOT BE ALLOWED TO LIE ON
CEILING OR OTHER EQUIPMENT.

4

5

6 HVAC CONTRACTOR SHALL COORDINATE ALL DUCTWORK
INSTALLATION WITH ELECTRICAL, SPRINKLER, & GENERAL
CONTRACTORS PRIOR TO ROUGH-IN TO AVOID INTERFERENCE.

ALL NEW DUCT CONNECTIONS (JOINTS & SEAMS) ARE TO BE SEALED
WITH DUCT SEALER TO PROVIDE AN AIR TIGHT DUCT SYSTEM. DUCT
TAPE IS NOT ACCEPTABLE. PROVIDE AIR SEALANT WHEN BASE
BUILDING AIR HANDLING UNITS ARE 'OFF'.

3

7 PROVIDE TEMPORARY FILTERS WITH MERV 8 RATING AT EXT'G DUCT
OPENING FOR THE DURATION OF THE CONSTRUCTION. REPLACE AS
REQUIRED DURING CONSTRUCTION MONTHLY OR IF DAMAGED.
REMOVE TEMPORARY FILTER PRIOR TO AIR BALANCING AT THE END
OF THE PROJECT.

8 AT THE END OF PROJECT, WIPE & VACUUM CLEAN THE SURFACE OF
ANY EXT'G & NEW DIFFUSERS & RETURN AIR GRILLES FOUND TO BE
DIRTY.

9 -PROVIDE AIR BALANCING FOR ALL TRANE FAN POWERED BOXES
SHOWN ON THIS FLOOR PLAN. ARRANGE & PAY FOR BASE BUILDING
HVAC CONTROL CONTRACTOR (TRANE) TECHNICIAN TO BE PRESENT
AT SITE DURING AIR BALANCING FOR CALIBRATION OF FAN POWERED
BOX CONTROLLERS. ALLOW FOR AN ADDITIONAL AIR BALANCING TRIP
WITHIN 6 MONTHS FROM THE END OF THE PROJECT FOR FUTURE AIR
FLOW ADJUSTMENT.

20 OUTDOOR AIR REQUIREMENT (2ND FLOOR):

(4,820 SQFT x 0.06 SQFT + 55 x 5 CFM/PPL)/0.8
= 705.25 CFM

OUTDOOR AIR SUPPLY (2ND FLOOR):

TOTAL OUTDOOR AIR SUPPLY IS 20% OF TOTAL SUPPLY AIR OF FAN
POWERED BOXES #FPB-1, #92, #93, #94, #95, #96 & #97 = 5,870 CFM x 0.2
= 1,174 CFM

10 NOTE THAT ALL FAN POWERED BOXES ARE COMPLETE WITH TRANE
TRACER SYSTEM. ALL HVAC CONTROL WORK (INCLUDING ALL NEW
DDC CONTROLLER, PROGRAMMING, BAS COMPUTER GRAPHICS
UPDATE, CONTROL HARDWARES & WIRING, RELOCATION OF
TEMPERATURE SENSORS, ETC.) SHALL BE PERFORMED BY BASE
BUILDING HVAC CONTROL CONTRACTOR (TRANE). HVAC CONTRACTOR
SHALL OBTAIN BASE BUILDING HVAC CONTROL CONTRACTOR
CONTACT INFORMATION FROM PRP PROJECT MANAGER PRIOR TO
TENDER CLOSE.

90414772

22 4343 5 65 6 88 99 1010

VERIFY TEMPERATURE SENSOR EXACT MOUNTING HEIGHTS &
LOCATIONS WITH ENGINEER & INTERIOR DESIGNER AT SITE PRIOR TO
ROUGH-IN FOR THE PURPOSE OF AVOIDING INTERFERENCE WITH
FURNITURE. PROVIDE NEW DYMO TAPE IDENTIFICATION NUMBER ON
BOTTOM OF NEW & EXT'G TEMPERATURE SENSOR & ON T-BAR BELOW
ITS ASSOCIATED FAN POWERED BOX LOCATION. DYMO TAPE ON
UNDERSIDE OF T-BAR SHALL BE 3/8" HIGH, WHITE BACKGROUND WITH
1/4" HIGH BLACK TEXT. DYMO TAPE ON TEMPERATURE SENSOR SHALL
BE 1/4" WIDTH, WHITE BACKGROUND WITH 3/16" HIGH BLACK TEXT
(ADJUST TAPE AND FONT DIMENSIONS TO FIT DEPTH DIMENSION OF
SENSOR AS REQUIRED). CONFIRM EXACT NUMBERING WITH BUILDING
OPERATOR.

11

1111

REMOVE INTERLOCKING CONTROL BETWEEN EXT'G FAN POWERED
BOX #95 & THIS EXT'G TEMPERATURE SENSOR.

12

21 OUTDOOR AIR REQUIREMENT (3RD FLOOR):

(1,552 SQFT x 0.06 SQFT + 19 x 5 CFM/PPL)/0.8
= 235.15 CFM

OUTDOOR AIR SUPPLY (3RD FLOOR):

TOTAL OUTDOOR AIR SUPPLY IS 20% OF TOTAL SUPPLY AIR OF FAN
POWERED BOXES #45A & #45B = 1,750 CFM x 0.2 = 350 CFM

2021
SCALE: 1/8"=1'-0"
PARTIAL 3RD FLOOR PLAN - HVAC DEMOLITION 1

REMOVE EXT'G TRANSFER AIR DUCT.19

EXT'G EXHAUST DUCT & EXHAUST FAN TO REMAIN AS-IS.18

VOLTAGE REMARKS

PROVIDE NEW TEMPERATURE SENSOR & NEW CONTROL WIRING FOR
FAN POWERED BOX #95. NEW TEMPERATURE SENSOR SHALL MATCH
EXT'G. NEW CONTROL WIRING SHALL BE PLENUM RATED.

14

EXT'G INTERLOCKING CONTROL BETWEEN EXT'G FAN POWERED BOX
#92 & THIS EXT'G TEMPERATURE SENSOR SHALL REMAIN. PROVIDE
NEW CONTROL WIRING AS REQUIRED (NEW CONTROL WIRING SHALL
BE PLENUM RATED).

13

CONNECT THE 8"Ø SPIN-ON AS FAR DOWNSTREAM AS POSSIBLE ON
THE 16"x16" DUCT.

15

ALL DUCTS UPSTREAM OF FAN POWERED BOXES SHALL BE
EXTERNALLY INSULATED TO MATCH EXT'G.

16

16

ALL FLEXIBLE DUCTS TO DIFFUSERS  SHALL BE EXTERNALLY
INSULATED TO MATCH EXT'G.

17

17 17

Mar 4, 2024 Issued for Review

May 24, 2024 Issued for Client Review

Jun 3, 2024 Issued for Client Review

Jun 14, 2024 Issued for Client Review

Jun 18, 2024 Issued for Permit & Tender
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NOTES
ALL CONSTRUCTION WORK IN THE BUILDING MUST BE CARRIED OUT IN
STRICT ACCORDANCE WITH OWNER'S RULES & REGULATIONS AND BE
CLEARED THROUGH FACILITIES MANAGEMENT.
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EQUIPMENT SHOWN DOTTED [            ] ARE EXISTING TO

TO REMAIN. EQUIPMENT SHOWN BOLD [            ] ARE NEW
BE REMOVED. EQUIPMENT SHOWN [            ] ARE EXISTING

NOTES:

LEGEND

OR RELOCATED.
ALL SPRINKLER WORK SHALL BE PERFORMED BY OWNER'S APPROVED
BASE BUILDING SPRINKLER CONTRACTOR. OBTAIN BASE BUILDING
SPRINKLER CONTRACTOR CONTACT INFO FROM THE PRP PROJECT
MANAGER PRIOR TO TENDER CLOSE.

REMOVE EXT'G FIRE EXTINGUISHER & ASSOCIATED CABINET.
TURNOVER THEM TO OWNER.

2

4

PROVIDE ALL SPRINKLER HEADS AS SHOWN ON PLAN. VERIFY
ALL SPRINKLER PIPE SIZES ON SITE. MAKE ALL NECESSARY PIPE
SIZE CHANGES, & PROVIDE ADDITIONAL BRANCH SPRINKLER
LINES AS REQUIRED TO SUIT NEW SPRINKLER LAYOUT. THIS
DRAWING SHOWS ONLY SPRINKLER LAYOUT FOR COORDINATION
WITH LIGHTING ONLY & SHALL BE READ IN CONJUNCTION WITH
NORRIS FIRE'S DRAWING 'FP-1'.

SPRINKLER CONTRACTOR SHALL COORDINATE SPRINKLER HEAD
& PIPING INSTALLATION WITH ELECTRICAL, HVAC, PLUMBING &
GENERAL CONTRACTORS TO PREVENT INTERFERENCES.

3

2 DENOTES REFER TO NOTE 2.

RE
DENOTES RELOCATE

SPRINKLER HEAD - SEMI-RECESSED
(N-NEW; R-REMOVE)

NORTH

SCALE: 1/8"=1'-0"
PARTIAL 2ND FLOOR PLAN - PLUMBING & FIRE PROTECTION 1

SCALE: 1/8"=1'-0"
PARTIAL 3RD FLOOR PLAN - FIRE PROTECTION 1

SCALE: 1/8"=1'-0"
PARTIAL 3RD FLOOR PLAN - PLUMBING 1

VENT LINE

COLD WATER LINE

HOT WATER LINE

PIPE BREAK

CAP OFF SERVICE

ELBOW, TURNED DOWN AND TURNED UP

DENOTES CONNECT TO EXISTING.

BALL VALVE

CONTROL VALVE

STRAINER

REDUCER

FLANGE

CTE
(PROVIDE NEW CONNECTION TO PLUMBING LINE
AS REQUIRED)

FE FIRE EXTINGUISHER C/W WALL MOUNTING BRACKET
(2A-10BC - RATING; CO2 - CO2 TYPE)

CLEANOUTCO CO

REHEAT COIL
HEATING WATER AIR BLEED

DRAIN
1"Ø WITH

W/ ELECTRIC ACTUATOR
2-WAY CONTROL VALVE

VALVE
BALANCING

ISOLATION VALVE

PIPING DETAIL
SCALE: N.T.S.

1" INSULATION

TYPICAL HEATING WATER REHEAT COIL

ISOLATION VALVE

REMOVE EXT'G SINK & CAP ALL ITS ASSOCIATED HW & CW LINES AT
LOCATIONS AS SHOWN. EXT'G COLD WATER & HOT WATER SHUTOFF
VALVES IN CEILING SPACE TO REMAIN FOR FUTURE.

REMOVE EXT'G FLEXIBLE WATER PIPING TO FRIDGE.

90414772

13 PROVIDE NEW HEATING WATER SUPPLY & RETURN PIPING FOR NEW
FAN POWERED BOX UNIT. NEW HEATING WATER SUPPLY & RETURN
PIPING SHALL BE EXTERNALLY INSULATED WITH 1" PRE-MOLDED FIBRE
GLASS INSULATION WITH VAPOUR BARRIER COVER TO MATCH EXT'G.
SEE 'TYPICAL HEATING WATER REHEAT COIL PIPING DETAIL' FOR
DETAIL.

PROVIDE HOT-TAPPING TO CONNECT NEW HEATING WATER SUPPLY &
RETURN PIPING TO  THE EXT'G.

14

BALANCE THE HEATING WATER  FLOW TO THE VALUE INDICATED ON
THE 'FAN POWERED BOX SCHEDULE'.

12

12

STRAINER

2

4

32 43

10

CAP OFF SANITARY LINE INSIDE WALL. CONTRACTOR TO ALLOW
PATCHING, PRIMING & PAINTING OF DRYWALL AS REQUIRED.

11

Mar 4, 2024 Issued for Review

HEATING WATER RETURN LINE

HEATING WATER SUPPLY LINE

May 24, 2024 Issued for Client Review

Jun 3, 2024 Issued for Client Review

Jun 14, 2024 Issued for Client Reivew

Jun 14, 2024 Issued for Client Review

Jun 18, 2024 Issued for Permit & Tender

5

6

7

1/2"Ø
CW & HW

10

10

CO

11 N.I.C.

N.I.C.

N.I.C.

N.I.C.

STORAGE
(N.I.C.)

N.I.C.

3145

OPEN OFFICE
(N.I.C.)

3146
OPEN OFFICE

3150
OPEN OFFICE

N.I.C.

A B
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LEGEND
EQUIPMENT SHOWN DOTTED [            ] ARE EXISTING TO

OR RELOCATED.

NOTES:
BE REMOVED. EQUIPMENT SHOWN [            ] ARE EXISTING
TO REMAIN. EQUIPMENT SHOWN BOLD [            ] ARE NEW

DENOTES MECHANICAL EQUIPMENT EF-1.

2 DENOTES NOTE 2.

EF
1

+42"
FINISHED FLOOR.

15A-125V 2P-3W GROUNDED QUADRAPLEX

JUNCTION BOX MOUNTED IN CEILING SPACE.J

RECEPTACLE, WALL MOUNTED.

600V 3Ø CONNECTION TO EQUIPMENT.

15A-125V 2P-3W GROUNDED DUPLEX

120V CONNECTION TO EQUIPMENT.

DISCONNECT SWITCH.

RECEPTACLE, WALL MOUNTED.

DENOTES MOUTNED 6" ABOVE COUNTER TOP
OR SPLASHBACK.

CH

RECEPTACLE, WALL MOUNTED. 
20A-125V 2P-3W (5-20RA) GROUNDED DUPLEX

DENOTES TO BE INSTALLED 42" ABOVE

GFI DENOTES GROUND FAULT INTERUPTOR.

WIRE & FACEPLATE.
WALL MOUNTED TELEPHONE OUTLET C/W FISH

3 DENOTES 3-WAY, M DENOTES MASTER)
(F DENOTES FAN, LV DENOTES LOW VOLTAGE,
SINGLE POLE, SINGLE THROW TOGGLE SWITCH.

INCANDESCENT, PL OR LED LUMINAIRE.

,

,

EXIT LIGHTS.X X,

NEW OR RELOCATED FLUORESCENT OR LED 
LUMINAIRE. REFER TO LUMINAIRE SCHEDULE.

EXISTING FLUORESCENT OR LED LUMINAIRE

EXISTING TO BE REMOVED FLUORESCENT 
OR LED LUMINAIRE

CEILING MOUNTED FIRE ALARM SPEAKER.

& FACEPLATE. UNLESS OTHERWISE NOTED,
WALL MOUNTED DATA OUTLET C/W FISH WIRE

PROVIDE 1"C FROM EACH OUTLET TO
ACCESSIBLE CEILING SPACE.

TYPE

LUMINAIRE SCHEDULE

CATALOGUE NO.MANUFACTURER LAMPS VOLT REMARKS

ECOGLO UNIV.2.5W LED C/W ARROW HEAD(S) AS SHOWN
NEW CEILING OR WALL MOUNT PICTOGRAM EXIT SIGN / ANODIZED ALUMINUM FRAM / X1=WALL MOUNTED, X2=CEILING MOUNTEDRM-__50-CAX

SERIES

DIMMER.

DENOTES PUSH BUTTON.H

DENOTES ELECTRIC STRIKE.ES

CR

DC DENOTES DOOR CONTACTOR.

DENOTES CARD READER.

L2 347VLED 36W 4000°K
4500 LUMENS

MONT BLANC
EVOLVE

AE-RC-MB-CA-22
LB-N-40-010-WH NEW RECESSED CEILING MOUNTED 2'X2' LED PANEL / WHITE FINISH / 0-10V DIMMING / FROSTED ACRYLIC LENS

LOW VOLTAGE LIGHT SWITCH.

IN-CEILING QUAD RECEPTACLE.

208V 1Ø CONNECTION TO EQUIPMENT.

230V 1Ø CONNECTION TO EQUIPMENT.

EXT'G PANEL 'UPS-B4' (to be relocated)
SURFACE MOUNTED
120/208V, 3Ø, 4W, 225A

CUTLER-HAMMER PRL1a

SN

(20A-1P)

RM B103 20A REC (20A-1P)

RM B103 20A REC (20A-1P)

(15A-1P)

(30A-1P)

TV B0142

RM B103 15A 220V REC

EXT'G LOAD

EXT'G LOAD

(15A-1P)

(15A-1P)

(15A-2P)

(15A-1P)

RM B103 20A REC

RM B103 30A REC

EXT'G LOAD

EXT'G LOAD

(15A-1P)

EXT'G LOAD

EXT'G LOAD

EXT'G LOAD

(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)TV B0142

(15A-1P)EXT'G LOAD

(15A-1P)EXT'G LOAD

SPACE

(15A-1P)

EXT'G LOAD

27

29

25

28

30

26

13

23

15

17

11

19

21

1

7

9

5

3

14

12

24

16

18

20

22

2

8

10

6

4

31

41

33

35

39

37

32

34

36

42

40

38

RM B104 FAN REC

REC RM 0143

(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)

EXT'G LOAD(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)

(15A-1P)

REC RM 0142

REC RM 0142

SPACE

SPACE

EXT'G LOAD

EXT'G LOAD

EXT'G LOAD

(15A-1P)

(15A-1P)

(15A-1P)

SPACE

SINGLE LINE POWER DISTRIBUTION DIAGRAM
SCALE: N.T.S.

B104GND FLOOR ELEC. ROOM HALLWAY

EXT'G PNL
'UPS-PPB'

100A-3P

PNL 'UPS-B4'
RELOCATED

4#3T90+GRD-1 1/4"C

25

EXISTING

SHOWER CORRIDOR
B102

SUPPORT

28 29SPLITTER BOX

30A-250V 2P-3W GROUNDED SINGLE
RECEPTACLE, WALL MOUNTED.

RECEPTACLE, WALL MOUNTED. 
20A-125V 2P-3W (5-20RA) GROUNDED QUAD

S

S P.A. SPEAKER.

DENOTES REQUEST-FOR-EXIT.

LIGHTING FIXTURE CONNECTED TO
EMERGENCY LIGHTING CIRCUIT.

36

37

38

(20A-1P)RM B103 20A REC

RECEPTACLE, WALL MOUNTED. 
15A-250V 2P-3W (6-15R) GROUNDED SINGLE

L4 347VLED 42W 4000°K
5250 LUMENS

MONT BLANC
EVOLVE

AE-RC-MB-CA-24
LB-N-40-010-WH NEW RECESSED CEILING MOUNTED 2'X4' LED PANEL / WHITE FINISH / 0-10V DIMMING / FROSTED ACRYLIC LENS

AV SURFACE MOUNTED DOUBLE GANG JUNCTION BOX 
C/W 1 1/4"C FROM JUNCTION BOX STUBBED UP.

Sep 15, 2023 Issued for Tender

50

EL LEVITON ECS00 SERIES EMERGENCY LIGHTING CONTROL RELAY.

2 DUPLEX RECEPTACLES AND COMMUNICATIONS
COMBINATION TELE/POWER SERVICE POLE C/W P

OPENINGS.

RECESSED T-BAR CEILING MOUNTED 4"Ø LED DOWNLIGHT / 0-10V DIMMING / 60° DISTRIBUTION / SEMI-SPECULAR CLEAR FINISH / WHITE PAINTED FLANGE
80 CRI / WET LOCATIONA 347VLED 21W 4000°K

2000 LUMENS
HALO
COMMERCIAL

HC4-20-D010347-HM4-0525-840
41-MD-H-WF

38

SHOWER ROOM GFI REC

SHOWER ROOM GFI REC

SHOWER ROOM GFI REC

SHOWER RM WALL REC

SHOWER RM WALL REC

SHOWER RM WALL REC

SHOWER RM AUTO DOOR

SHOWER RM AUTO DOOR

CHANGE RM WALL REC

LOCKER RM AUTO DOOR

SPACE

FLOOR

BLOCK WALL

NEW LB BOX SIZE TO SUIT

NEW CONDUIT PASS THROUGH

NEW LB BOX

NEW SPLITTER BOX
HAMMOND 100A, 3Ø
4PSN, TYPE 3R
(15"Hx10"Wx5"D)

DETAIL - PANEL FEEDER INSTALLATION
SCALE: N.T.S.

PNL 'UPS-B4'

EXT'G BLOCK WALL

EXT'G PNL CONDUIT FEEDER

REPLACE EXT'G PNL FEEDER CONDUIT
& REUSE EXT'G FEEDER POWER WIRING
TO FEED THE NEW SPLITTER BOX

RELOCATED

PULL BOX
RELOCATED

REUSE EXT'G PANEL FEEDER

FURRED OUT
PARTITION

FOR NOTES ON THIS DRAWING, SEE NOTES COLUMN ON DRAWING E-2.

NOTES
1.

Jun 18, 2024 Issued for Permit & Tender

90414772

IN-CEILING DATA OUTLET.
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1

NOTES
ALL CONSTRUCTION WORK IN THE BUILDING MUST BE CARRIED OUT IN
STRICT ACCORDANCE WITH OWNER'S RULES & REGULATIONS AND BE
CLEARED THROUGH FACILITIES MANAGEMENT.

NORTH

PARTIAL BASEMENT PLAN - DEMOLITION
SCALE: 1/8"=1'-0"

1 16

17

14 1511
SCALE: 1/8"=1'-0" SCALE: 1/8"=1'-0"

PARTIAL BASEMENT PLAN - LIGHTING 1 4 5 62 7

98 10 11 12

PARTIAL BASEMENT PLAN - POWER & SYSTEMS 1 4 6 7 98 10 11 12

AT THE END OF PROJECT, WIPE CLEAN EACH BASE BUILDING LED
LIGHT FIXTURES' LENSES & FRAMES IN RENOVATED SPACE.

RECEPTACLE MOUNTED HIGH FOR BATTERY PACK.

ALL NEW, EXT'G & RELOCATED  LIGHTING FIXTURES IN RENOVATED
AREA SHALL BE SUPPORTED BY APPROVED CHAINS WHICH SHALL
ALLOW THE FIXTURES TO BE SUPPORTED INDEPENDENT OF THE
CEILING SYSTEM. A 1'x4' FLUORESCENT FIXTURE SHALL BE
SUPPORTED WITH 2 CHAINS & A 2'x4' FIXTURE SHALL BE SUPPORTED
WITH 4 CHAINS TO THE ROOF OR SLAB ABOVE.

THIS CONTRACTOR SHALL ENSURE THAT ALL EXT'G LIGHTING
FIXTURES & RECEPTACLES DESIGNATED TO REMAIN SHALL BE
OPERATIONAL UPON PROJECT COMPLETION. RESTORE WIRING AS
REQUIRED.

4

5

3

2
9

EACH RECEPTACLE & SYSTEM FURNITURE BASE FEED IN RENOVATED
SPACE SHALL BEAR IDENTIFICATION OF ITS CIRCUIT(S) CONNECTED
ON ITS FACEPLATE.

6

8

ANY EXT'G BX WIRING, CONDUITS & BOXES IN THE CEILING WHICH ARE
NOT PRESENTLY FASTENED PROPERLY SHALL BE SECURELY
FASTENED. PROVIDE COVERPLATES FOR CEILING BOXES WITH
MISSING COVERPLATES.

ALL NEW CONDUIT INSTALLATION TO BE INSTALLED TIGHT TO THE
CEILING SLAB, ABOVE MECHANICAL DUCTS, IN ORDER NOT TO DETER
INSTALLATION OF BASE BUILDING LIGHTING FIXTURES, DUCTWORK &
PIPING.

12

10

11

VERIFY LOCATIONS & MOUNTING HEIGHTS OF ALL NEW WIRING
DEVICES WITH THE I.D. PRIOR TO ROUGH-IN.

7 UNLESS OTHERWISE NOTED, ALL  RECEPTACLES & ASSOCIATED
FACEPLATES SUPPLIED SHALL BE DECORA STYLE WITH STAINLESS
STEEL FACEPLATE. NEW RECEPTACLES SHALL FOLLOW THE EXT'G
BUILDING RECEPTACLE COLOUR CODED.

1. WHITE FINISH RECEPTACLE: PANEL 'PB2' (BASEMENT), PANEL
'PS2' (2ND FLOOR), & PANEL 'PT5' (3RD FLOOR)

2. GREYISH-BLUE FINISH RECEPTACLE: PANEL 'UPS-B4' (BASEMENT),
PANEL 'UPS-S2' (2ND FLOOR), & PANEL 'UPS-T3' (3RD FLOOR)

3. GREY FINISH RECEPTACLE: PANEL 'EPB1' (BASEMENT), PANEL
'EPS1' (2ND FLOOR), & PANEL 'EPT2' (3RD FLOOR)

ANY INTERRUPTION TO POWER PANEL OR LIFE SAFETY SYSTEMS
SHALL BE CARRIED OUT UNDER PREMIUM TIME. PRIOR PRP PROJECT
MANAGER'S APPROVAL SHALL BE OBTAINED BEFORE PROCEEDING.
PROVIDE MINIMUM 2-WEEK PRIOR NOTICE.

WHERE BUILDING IS CLASSIFIED AS BARRIER-FREE, CONTROL
DEVICES SUCH AS SWITCHES, DIMMERS, THERMOSTAT, ETC. SHALL
BE INSTALLED AT HEIGHT TO MEET O.B.C. 3.8.1.5.

13 MODIFY EXT'G LIGHT SWITCH TO CONTROL LIGHTING FIXTURES AS
SHOWN. PROVIDE NEW WIRING & CONDUIT AS REQUIRED.

16 UNLESS OTHERWISE NOTED, EXT'G LIGHTING FIXTURES &
RECEPTACLES SHOWN TO BE REMOVED SHALL HAVE THEIR WIRING
REMOVED AS FAR BACK TO THE EXT'G PANEL OR TO EXT'G BASE
BUILDING CEILING SLAB JUNCTION BOXES. UNDER NO
CIRCUMSTANCES THAT EXPOSED AC-90 CABLES SHALL BE PERMITTED
OR SEEN IN THE OPEN CEILING. UNUSED CIRCUIT BREAKERS IN PANEL
TO BE IDENTIFIED AS "SPARE".

WHERE EXT'G LIGHT SWITCH, RECEPTACLE & DATA/VOICE
CONNECTIONS ARE SHOWN TO BE REMOVED FROM EXT'G WALLS TO
REMAIN, G.C. TO PATCH, PRIME & PAINT ALL THE HOLES BUT NOT
LIMITED TO THE ONES SHOWN ON THIS FLOOR PLAN. CONFIRM FINISH
WITH INTERIOR DESIGNER.

17

REMOVE ALL EXT'G WIRING & CONDUITS IN WALLS DESIGNATED TO BE
REMOVED.

14

RELOCATED & REUSED EXT'G PANEL TO NEW LOCATION. EXT'G
ASSOCIATED BRANCH WIRING TO BE REMOVED. REUSE EXT'G PANEL
FEEDER TO FEED PANEL AT NEW LOCATION.

18

REMOVE EXT'G POWER/COMMUNICATION POLE OR SURFACE
MOUNTED RACEWAY & THE ASSOCIATED POWER WIRING & DATA
CABLES. G.C. TO PROVIDE NEW T-BAR CEILING TILE WHERE EXT'G
POWER POLE REMOVED.

19

CONNECT RELOCATED FIRE ALARM SPEAKER TO ITS EXT'G SIGNAL
CIRCUIT. AT THE END OF THE PROJECT, PROVIDE TWO (2)
VERIFICATION & FOUR (4) AUDIBILITY TESTING BY PRP PROJECT
MANAGER'S APPROVED FIRE ALARM TESTING COMPANY IN THE ENTIRE
SPACE.

20

CONNECT LIGHTING FIXTURE TO THE EXT'G 347V LIGHTING CIRCUIT IN
THIS AREA & CONTROLLED BY DESIGNATED LIGHT SWITCH AS SHOWN.
ELECTRICAL CONTRACTOR TO CONFIRM EXT'G LIGHTING CIRCUIT AT
SITE.

21

22

23

REMOVE EXT'G SURFACE WALL MOUNTED POWER/COMMUNICATION
RACEWAYS & ITS ASSOCIATED POWER WIRING, RECEPTACLES,
CABLES, OUTLETS, ETC.

24

UNLESS OTHERWISE NOTED, ALL NEW BRANCH WIRING SHALL BE
ENCLOSED IN CONDUITS. NO  EXPOSED AC-90 WIRING EMANATING
FROM PANEL SHALL BE PERMITTED.

26

SEE PANEL SCHEDULE DETAIL. PROVIDE TYPED WRITTEN DIRECTORY
SHOWING REVISED LOADS UPON COMPLETION OF THE JOB.

25

27

28

SEE SINGLE LINE DIAGRAM ON DWG E-1 FOR DETAIL.

INTERCEPT & MODIFY EXT'G PANEL FEEDER. SEE 'DETAIL - PANEL
FEEDER INSTALLATION' ON DWG E-1 FOR DETAILS.

IF EXT'G PANEL FEEDERS ARE NOT TOO SHORT, CONTRACTOR SHALL
ALLOW FOR NEW PANEL FEEDERS FROM EXT'G 100A-3P BREAKER TO
FEED RELOCATED PANEL AT NEW LOCATION AS SHOWN. REMOVE
EXT'G PANEL FEEDER & PROVIDE NEW FEEDERS AS REQUIRED.

29

ELECTRICAL CONTRACTOR TO REMOVE EXT'G TELEPHONE BLOCK &
THE ASSOCIATED WIRING.

30

REMOVE EXT'G COMMUNICATION CABLES & MANAGEMENT DUCT.
REMOVE THE ASSOCIATED DOWN STEAM COMMUNICATION PATCH
PANELS (IN PLENUM SPACE).

31

REMOVE EXT'G SURFACE MOUNTED GROUNDING BAR. REMOVE ITS
ASSOCIATED GROUNDING WIRING BACK TO SOURCE.

32

SECURITY JUNCTION BOX IN DROPPED CEILING SPACE. ALLOW 1"C
FROM BOX TO BE RUN BACK TO CARD READER CONTROLLER.
CONFIRM CONTROLLER LOCATION WITH SECURITY VENDOR PRIOR TO
TENDER CLOSE.

35

36 BREAKERS SHOWN BOLD ARE NEW TO BE PROVIDED BY THIS
CONTRACTOR.

37 CONTRACTOR SHALL ALLOW FOR A 30A-2P BREAKER FOR THE 30A
RECEPTACLE. CONFIRM WITH PEEL REGIONAL POLICE FOR
RECEPTACLE REQUIREMENT PRIOR TO INSTALLATION.

CONTRACTOR TO VERIFY THE EXT'G BRANCH LOAD & PROVIDE THE
BREAKER WITH APPROPRIATE LOAD DESCRIPTION. IF THE BRANCH
WIRING IS UNUSED OR ABANDONED, REMOVE THE WIRES
COMPLETELY & IDENTIFY THE BREAKER AS 'SPARE' IN PANEL
SCHEDULE.

38

39

PROVIDE GROUNDING BUSBAR PANDUIT GB4B0624TPI: 1/4" HARD
COPPER BAR 4"Wx20"L. MOUNT GROUND BAR ON WALL 3" BELOW
SUSPENDED CEILING WITH 2-5kV INSULATORS 3 1/2" STAND OFF.
PROVIDE 1#6 GREEN INSULATED GROUNDING CONDUCTOR IN 3/4"C &
GROUND BACK TO GROUNDING POINT IN MAIN ELECTRICAL ROOM.

40

REWIRE EXT'G RECEPTACLE TO NEW CIRCUIT(S) IN BOLD AS SHOWN.
CIRCUIT # IN BRACKET IS THE EXT'G POWER CIRCUIT.

41

ALLOW FOR RELOCATION OF THE EXT'G P.A. SPEAKER ON NEW T-BAR
CEILING TILE. CONFIRM WITH PEEL REGIONAL POLICE AT SITE IF THIS
P.A. SPEAKER IS STILL REQUIRED BY PEEL REGIONAL POLICE PRIOR
TO RELOCATION.

42

GENERAL CONTRACTOR TO PROVIDE 4'Wx4'Hx3/4"D FIRE RETARDANT
PLYWOOD BACKBOARD. CONFIRM EXACT SIZE & LOCATION WITH
INTERIOR DESIGNER  PRIOR TO ORDERING.

43

CONTRACTOR TO COORDINATE WITH PRP PROJECT MANAGER'S
CABLING CONTRACTOR, 'CABLE READY'. CABLE READY TO PULL,
PUNCH DOWN, CONNECT & INSTALL DEVICES & COVER PLATES.

44

44

CONNECT NEW LIGHTING FIXTURES TO THE EXT'G 347V NORMAL &
EMERGENCY LIGHTING CIRCUITS IN THIS ROOM. CONTRACTOR TO
VERIFY THE EXT'G LIGHTING CIRCUITS AT SITE.

45

PROVIDE A 15A, 250V RECEPTACLE FOR KEY METAL DUST COLLECTOR.
CONFIRM RECEPTACLE EXACT INSTALLATION LOCATION WITH PEEL
REGIONAL POLICE PRIOR TO ROUGH-IN.

46

INSTALL RECEPTACLE SURFACE MOUNTED BELOW T-BAR CEILING FOR
EXT'G FAN.

47

Jul 27, 2023 Issued for Permit

48

REFER TO DOING THINGS SIMPLY INC. (DTS) DWG E-01 FOR AUDIO
VISUAL CABLING & CONDUITS REQUIREMENT.

49 Sep 15, 2023 Issued for Tender

DELETED.

IN RELOCATED PANEL, ELECTRICAL CONTRACTOR SHALL PROVIDE
BLANK-OFF PLASTIC COVERS AT ALL UNUSED CIRCUITS.

50

ELECTRICAL CONTRACTOR SHALL REMOVE ALL UNUSED &
ABANDONED DATA/VOICE WIRING LEFT BY THE PREVIOUS OCCUPANTS
INCLUDING BUT NOT LIMITED TO THE ONES IN THE CEILING SPACE OF
THE RENOVATED SPACE. ALL THE REMOVED ELECTRICAL DEVICES &
COMPONENTS SHALL BE DISPOSED FROM THE SITE AT THE END OF
THE PROJECT.

15

WALL MOUNTED SURFACE METAL RACEWAY ON TOP OF WALL BASE
RUNNING FROM COLUMN OR WALL TO DESIGNATED LOCATION AS
SHOWN. WIREMOLD G4000 SERIES C/W SNAP-IN DIVIDER, REMOVABLE
COVERS, & COMPLETE ACCESSORIES TO BRING POWER &
COMMUNICATION CABLES FROM EXT'G COLUMN TO SYSTEM
FURNITURE WITH BASE FEED CONNECTIONS. G.C. TO PAINT RACEWAY
AS DIRECTED BY INTERIOR DESIGNER.

51

PRIOR TO ROUGH-IN, VERIFY SYSTEM FURNITURE POLE OR BASE FEED
LOCATION WITH FURNITURE SUPPLIER. PROVIDE THE NECESSARY
POWER WIRING FOR CONNECTION OF SYSTEM FURNITURE AS
REQUIRED BY FURNITURE SUPPLIER. CIRCUIT NUMBERS FEEDING THE
SYSTEM FURNITURE SHALL BE IDENTIFIED ON THE CONNECTION BOX
FACEPLATE.

G.C. TO FUR OUT FACE OF EXT'G COLUMN OR WALL TO CONCEAL
POWER & COMMUNICATIONS FEEDS FOR THE SYSTEM FURNITURE
CONNECTIONS, OUTLETS OR EQUIPMENT.

52

53

56 FOR LIGHTING FIXTURE(S) CONNECTED TO EMERGENCY LIGHTING
CIRCUIT, PROVIDE A LEVITON ECS00 SERIES EMERGENCY LIGHTING
CONTROL RELAY. CONNECT THE SHUNT RELAY NORMAL POWER SIDE
TO NORMAL LIGHTING CIRCUIT IN THIS AREA & THE EMERGENCY
POWER SIDE TO EMERGENCY LIGHTING CIRCUIT AS SHOWN.
ELECTRICAL CONTRACTOR TO VERIFY THE EXT'G EMERGENCY
LIGHTING CIRCUIT AT SITE. SEE "DETAIL - EMERGENCY SHUNT RELAY"
ON DWG E-4 FOR DETAILS.

CONFIRM EQUIPMENT RECEPTACLE EXACT REQUIREMENT WITH PEEL
REGIONAL POLICE PRIOR TO ROUGH-IN.

54

SEE PANEL SCHEDULE DETAIL. PROVIDE NEW TYPED WRITTEN
DIRECTORY SHOWING REVISED LOADS UPON COMPLETION OF THE
JOB.

55

57 FOR LIGHTING FIXTURE(S) CONNECTED TO EMERGENCY LIGHTING
CIRCUIT, PROVIDE A WATTSTOPPER ELCU SERIES EMERGENCY SHUNT
RELAY. CONNECT THE SHUNT RELAY NORMAL POWER SIDE TO
NORMAL LIGHTING CIRCUIT IN THIS AREA & THE EMERGENCY POWER
SIDE TO EMERGENCY LIGHTING CIRCUIT ELPT2-2 AS SHOWN.
ELECTRICAL CONTRACTOR TO VERIFY THE EXT'G EMERGENCY
LIGHTING CIRCUIT AT SITE. SEE "DETAIL - EMERGENCY SHUNT RELAY"
ON DWG E-4 FOR DETAILS.

58 EXT'G 347V BASE BLDG FLUORESCENT FIXTURES ARE WIRED WITH
LUMACELL FLEXIBLE LIGHTING WIRING SYSTEM. SUCH WIRING
METHOD FOR LIGHTING SHALL BE MAINTAINED FOR ALL RELOCATED
347V FLUORESCENT.

REWIRE EXT'G OR RELOCATED LIGHTING FIXTURE TO BE CONTROLLED
BY DESIGNATED LIGHT SWITCH AS SHOWN. ELECTRICAL CONTRACTOR
TO CONFIRM EXT'G LIGHTING CIRCUIT AT SITE.

59

CONNECT NEW OR RELOCATED EXIT SIGN TO THE EXT'G EXIT SIGN
CIRCUIT(S) IN THIS AREA. ELECTRICAL CONTRACTOR TO VERIFY THE
EXT'G EXIT SIGN CIRCUIT AT SITE.

60

61 WIREMOLD AMDTP SERIES [LENGTH TO SUIT EXT'G CEILING HEIGHT]
COMBINATION TELE/POWER SERVICE POLE C/W TWO CIRCUITS, TWO
FACTORY WIRED 20A, 125V DUPLEX RECEPTACLES & COMMUNICATION
OPENINGS TO BE SUPPLIED & INSTALLED BY ELECTRICAL
CONTRACTOR. VERIFY FINAL LOCATION AT SITE WITH INTERIOR
DESIGNER PRIOR TO ROUGH-IN.

PROVIDE TOTAL OF FOUR (4) 20A RECEPTACLES & ONE 30A
RECEPTACLE IN SUPPORT ROOM B103. CONFIRM RECEPTACLES
EXACT INSTALLATION LOCATIONS WITH PEEL REGIONAL POLICE PRIOR
TO ROUGH-IN.

33

PROVIDE EMPTY CONDUITS, BOXES, FISH WIRES AS REQUIRED FOR
THE INSTALLATION OF CARD READER & ASSOCIATED EQUIPMENTS.
COORDINATE & CONFIRM WITH BASE BUILDING CARD READER SYSTEM
VENDOR PRIOR TO TENDER CLOSE.

34

62 CONTRACTOR TO VERIFY THESE FIVE (5) LOADS EXACT LOCATIONS AT
SITE & CORRECT THE ROOM NUMBER DESCRIPTION ACCORDINGLY.

63 IN OCRB OPEN OFFICE 2020, CONTRACTOR TO LOCATE TOTAL OF
FOUR (4) NORMAL POWER BRANCH CIRCUITS IN PANEL 'PS2' & TWO (2)
UPS POWER BRANCH CIRCUITS IN PANEL 'UPS-S2' FROM EXT'G IN-SLAB
JUNCTION BOXES/RECEPTACLES FOR NEW SYSTEM FURNITURE.

64 THE INTENT IS TO INDICATE THAT THERE SHALL BE TWO (2) NORMAL
POWER CIRCUITS & ONE (1) UPS CIRCUIT RUNNING TO EACH SYSTEM
FURNITURE BASE FEED. CONTRACTOR SHALL VERIFY THE ACTUAL
CIRCUITS AT SITE. SEE NOTE #63.

65 CONNECT NEW VAV BOX TO THE EXT'G 120V VAV BOX POWER CIRCUIT
IN THIS AREA. ELECTRICAL CONTRACTOR TO VERIFY THE EXT'G VAV
BOX CIRCUIT AT SITE. COORDINATE WITH MECHANICAL CONTRACTOR
FOR EQUIPMENT LOCATION AT SITE PRIOR TO ROUGH-IN.

66 RELOCATE EXT'G EXHAUST FAN SWITCH TO NEW LOCATION DUE TO
PARTITION DEMOLITION. ALLOW FOR NEW POWER WIRING AS
REQUIRED.

67 ALLOW FOR EXT'G RECEPTACLE & DATA OUTLET TO BE REMOVED &
REINSTALLED DUE TO EXT'G WALL TO BE FURRED OUT.

CONNECT LIGHTING FIXTURE TO THE EXT'G 347V EMERGENCY
LIGHTING CIRCUIT IN THIS AREA & CONTROLLED BY DESIGNATED
LIGHT SWITCH AS SHOWN. ELECTRICAL CONTRACTOR TO CONFIRM
EXT'G EMERGENCY LIGHTING CIRCUIT AT SITE.

68

45

DELETED.

69

HANDICAP AUTO DOOR OPERATOR PLATE OR BUTTON. CAMDEN
#CM-331/42S INCLUDING CONTROL RELAYS, WAVE-TO-OPEN BUTTONS
(OR PUSH PLATES), ALL NECESSARY CONDUITS & COMM/POWER
WIRING FOR THE DOOR OPERATOR SYSTEM.

70

71 REMOVE THE EXT'G RECEPTACLE, LEAVE THE EXT'G POWER WIRING IN
EXT'G BACK BOX. PROVIDE A BLANK-OFF PLATE WHERE THE EXT'G
RECEPTACLE BEEN REMOVED.

72 REMOVE EXT'G DATA CABLE & PROVIDE A BLANK-OFF PLATE FOR
EXT'G BACK BOX.

73 ALLOW FOR CONDUITS WITH FISH WIRE OF ELECTRIC STRIKE & DOOR
CONTACTOR FOR THE AUTOMATIC DOOR OPERATOR SYSTEM.

74 PROVIDE 120V POWER CONNECTIONS IN PLENUM SPACE FOR AUTO
FLUSH, AUTO FAUCET & SOAP DISPENSER. COORDINATE EXACT
LOCATION WITH MECHANICAL CONTRACTOR AT SITE PRIOR TO
ROUGH-IN. PROVIDE WIRING TO MULTIPLE STEP DOWN X'MERS AS
REQUIRED.

DELETED.

REMOVE ELECTRICAL POWER WIRING OF EXT'G MECHANICAL
EQUIPMENT TO BE REMOVED BY MECHANICAL CONTRACTOR ALL THE
WAY BACK TO SOURCE.

75

PROVIDE A 120V POWER CONNECTION FOR TRAP SEAL PRIMER VALVE.
CONFIRM EXACT INSTALLATION LOCATION & CONNECTION
REQUIREMENT (HARDWIRED OR RECEPTACLE) WITH MECHANICAL
CONTRACTOR PRIOR TO ROUGH-IN.

76

PROVIDE A COVERPLATE FOR EXT'G RECESSED 8"Wx9"H JUNCTION
BOX.

Jun 18, 2024 Issued for Permit & Tender

90414772

DELETED.

CONTRACTOR SHALL ALLOW FOR TRENCHING THE FLOOR SLAB & CUT
THE EXT'G THREE CONDUITS BELOW FLOOR SLAB. CONTRACTOR TO
CAP-OFF THE THREE CONDUITS BEFORE BACK FILL THE CONCRETE
SLAB.

77

CONNECT NEW FIRE ALARM SPEAKER TO THE EXT'G SIGNAL CIRCUIT IN
THIS AREA. AT THE END OF THE PROJECT, PROVIDE TWO (2)
VERIFICATION & FOUR (4) AUDIBILITY TESTING BY PRP PROJECT
MANAGER'S APPROVED FIRE ALARM TESTING COMPANY IN THE ENTIRE
SPACE.

78

REWIRE EXT'G LIGHTING FIXTURE CIRCUIT TO THE OPEN OFFICE
LIGHTING CIRCUIT IN THIS AREA & TO BE CONTROLLED BY
DESIGNATED LIGHT SWITCH AS SHOWN. ELECTRICAL CONTRACTOR TO
CONFIRM EXT'G LIGHTING CIRCUIT AT SITE.

79
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DENOTES PROVISION OF CAT6 CABLE (FROM USER'S

LEGEND

END TO PATCH PANEL IN SERVER ROOM) FOR 
DATA OR VOICE [FT-6 RATED] C/W RJ-45 JACK AT EACH END.

1 ALL CONSTRUCTION WORK IN THE BUILDING MUST BE CARRIED OUT IN
STRICT ACCORDANCE WITH LANDLORD'S RULES & REGULATIONS AND
BE CLEARED THROUGH PROPERTY MANAGEMENT.

NOTES

2

CABLE LABLE # MATCH WITH CABLE # AT PATCH PANEL

TELEPHONE ROOM 3A
[D] 1 DATA DROP [V] 1 VOICE DROP

C/W FISH WIRE & FACEPLATE.
WALL OR SYSTEM FURNITURE MOUNTED DATA OUTLET

FACEPLATE.
WALL MOUNTED VOICE OUTLET C/W FISH WIRE &

COMMUNICATION CONTRACTOR TO VERIFY THE EXT'G I.T. RACK THAT
CURRENTLY SERVING THIS RENOVATED AREA IN THE BASEMENT
FLOOR. PROVIDE & INSTALL NEW COMMUNICATION CABLES FROM
DATA/VOICE OUTLETS IN TRAINING ROOM B101 & SUPPORT ROOM B103
BACK TO THE DESIGNATED I.T. RACK(S) AS REQUIRED. CONFIRM EXG'T
I.T. RACK LOCATION(S) WITH CONSULTANT AT SITE PRIOR TO TENDER
CLOSE.
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DENOTES POWERED & COMMUNICATION CABLING 
RACEWAY IN SYSTEM FURNITURE PANEL 

DENOTES WALL MOUNTED SYSTEM FURNITURE BASE
FEED.

COMMUNICATION OPENINGS.
COMBINATION TELE/POWER SERVICE POLE C/W P
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2031

POWERCASE
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3 COMMUNICATION CONTRACTOR TO VERIFY THE EXT'G I.T. RACK THAT
CURRENTLY SERVING THIS RENOVATED AREA IN THE 2ND FLOOR
TELEPHONE ROOM 2A OR TELEPHONE ROOM 2B. PROVIDE & INSTALL
NEW COMMUNICATION CABLES FROM DATA/VOICE OUTLETS IN THE
RENOVATED AREAS BACK TO THE DESIGNATED I.T. RACK(S) AS
REQUIRED. CONFIRM EXG'T  I.T. RACK LOCATION(S) WITH CONSULTANT
AT SITE PRIOR TO TENDER CLOSE.
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DATA/VOICE OUTLETS IN THE RENOVATED AREA ARE CURRENTLY FED
FROM TELECOM ROOM 3A. COMMUNICATION CONTRACTOR TO VERIFY
THE EXT'G I.T. RACK LOCATION(S) AT SITE. PROVIDE & INSTALL NEW
COMMUNICATION CABLES FROM DATA/VOICE OUTLETS IN THE
RENOVATED AREAS BACK TO THE DESIGNATED I.T. RACK(S) AS
REQUIRED. CONFIRM EXG'T  I.T. RACK LOCATION(S) WITH CONSULTANT
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FOR NOTES ON THIS DRAWING, SEE NOTES COLUMN ON DRAWING E-COM-5.

NOTES
1.

1 COMMUNICATIONS CABLING CONTRACTOR SCOPE OF WORK

1.1 GENERAL:

1.1.1 THE CABLING CONTRACTOR IS INVITED TO PROVIDE A QUOTATION FOR THE SUPPLY AND INSTALLATION OF ALL NETWORK CABLE DROPS
AS INDICATED ON THIS DRAWING.

1.1.2 ON THE DRAWINGS, DATA OR VOICE DROPS ARE DENOTED BY  “2A-D-XXX” DENOTES THE QUANTITY OF DROP(S) AT THE OUTLET. "2A"
DENOTES SECOND FLOOR TELEPHONE ROOM 'A'. "D" DENOTES DATA DROP. "V" DENOTES VOICE DROP. CABLES SHALL BE RUN FROM OUTLET
TO I.T. RACK IN DESIGNATED I.T. ROOM AS SHOWN ON DRAWING.

1.1.3 A SITE VISIT MUST BE ARRANGED AT A SUITABLE TIME PRIOR TO QUOTE SUBMISSION TO THE GENERAL CONTRACTOR.

1.1.4 ABIDE BY THE OVERALL PROJECT COMPLETION SCHEDULE COMMITTED BY THE GENERAL CONTRACTOR. COORDINATE WITH THE
GENERAL CONTRACTOR AND PROVIDE A TIME LINE IN ORDER TO MEET THE MOVE-IN DATE FOR THE NEW OWNER.

1.1.5 IN ADDITION, PROVIDE UNIT COST ON SUPPLEMENTARY BID FORM FOR EACH ADDITIONAL NETWORK DROP IF REQUIRED DURING THE
PROJECT IMPLEMENTATION. CABLE LENGTH TO BE BASED UPON 300' LONG.

1.1.6 PROVIDE MANUFACTURER’S SPECIFICATIONS FOR ALL NETWORK COMPONENTS BEING QUOTED.

1.1.7 BE RESPONSIBLE FOR THE CLEANUP AND REMOVAL OF WASTE/DEBRIS CAUSED BY WORK OF THE COMMUNICATIONS CABLING
CONTRACTOR ON DAILY BASIS.

1.1.8 ALL WORK SHALL BE INSTALLED IN ACCORDANCE WITH OWNER’S (PEEL REGIONAL POLICE) “NETWORK CABLING SPECIFICATIONS”, 12TH
FEBRUARY 2019, OR LATEST VERSION AND ALL BY-LAWS AND REGULATIONS OF ALL AUTHORITIES HAVING JURISDICTION (ONTARIO BUILDING
CODE, PROVINCIAL ELECTRICAL SAFETY CODE, CSA, ULC, NFPA, OSHA, ANSI/TIA/EIA, ETC.).

1.2 NETWORK CABLE REQUIREMENTS:

1.2.1 REFER TO OWNER’S (PEEL REGIONAL POLICE) “NETWORK CABLING SPECIFICATIONS”, 12TH FEBRUARY 2019, FOR INSTALLATION
GUIDELINES, COPPER HORIZONTAL CABLE, EQUIPMENT OUTLET COPPER CONNECTORS (JACKS), EQUIPMENT OUTLET APPLIANCES -
FACEPLATES, EQUIPMENT OUTLET APPLIANCES - SURFACE MOUNT BOXES, COPPER HORIZONTAL PATCH PANELS, COPPER PATCH CORDS -
WORK AREA, & COPPER PATCH CORDS - TELECOM ROOM REQUIREMENTS.

1.2.3 PROVIDE AND INSTALL FLEX FOR PROTECTION OF COMMUNICATION CABLES FROM WALL & FLOOR FEEDS TO SYSTEM FURNITURE
PANELS. FLEX SHALL BE BLACK SPLIT LOOM TUBING SIZED TO FIT CABLE BUNDLE.

1.2.4 REFER TO ENGINEER'S/INTERIOR DESIGNER'S DRAWINGS FOR EXACT LOCATIONS OF ALL COMMUNICATION OUTLETS. CHANGE OF
LOCATION OF WALL & FLOOR OUTLETS AT NO ADDITIONAL COST PROVIDED CABLE LENGTH DOES NOT INCREASE MORE THAN 3M (10'-0") AND
INFORMATION IS GIVEN BEFORE INSTALLATION. CHANGE OF LOCATION OF ALL SYSTEM FURNITURE OUTLETS TO ANYWHERE WITHIN SYSTEMS
FURNITURE MODULE AT NO ADDITIONAL COST.

1.2.5 CONTRACTOR SHALL OBTAIN A COPY OF OWNER’S (PEEL REGIONAL POLICE) “NETWORK CABLING SPECIFICATIONS”, 12TH FEBRUARY
2019, OR LATEST VERSION FROM OWNER FOR TENDERING.

1.3 CABLE INSTALLATIONS:

1.3.1 NETWORK CABLES SHALL BE INSTALLED HORIZONTALLY IN EXISTING CEILING PLENUM SPACE WITH APPROPRIATE CABLE MANAGEMENT
SYSTEMS AS DESCRIBED HEREAFTER IN THIS SECTION.

1.3.2 WHEN HORIZONTAL CABLES ARE SUPPORTED WITH J-HOOKS IN THE CEILING PLENUM, CABLES SHALL BE SUPPORTED AT INTERVALS NO
GREATER THAN SIX FEET (6'). CABLES SHALL BE SUSPENDED NO LESS THAN EIGHT INCHES ABOVE THE SUSPENDED CEILING TILES WITH
MAXIMUM OF 6" SAG. UNDER NO CIRCUMSTANCES, CABLES SHALL BE PLACED ON THE SURFACE OF THE CEILING TILES OR ON THE BACK
SURFACE OF LIGHTING FIXTURES. CONTRACTOR TO PROVIDE J-HOOKS AS REQUIRED.

1.3.3 USE OF CEILING SYSTEM SUSPENSION WIRES, HVAC DUCTS, FIRE SPRINKLER AND PLUMBING PIPINGS, ETC., AS CABLE SUPPORT OR
J-HOOK SUPPORT IS STRICTLY PROHIBITED.

1.3.4 PROVIDE J-HOOKS AS REQUIRED. J-HOOKS SHALL BE CADDY FASTENERS CAT32 SERIES OR EQUAL & SHALL BE USED TO SUPPORT THE
HORIZONTAL COMMUNICATION CABLES IN CEILING PLENUM. PROVIDE ALL NECESSARY MOUNTING ACCESSORIES AS REQUIRED FOR FASTENING
TO CONCRETE CEILING SLAB.

1.3.5 REFER TO OWNER’S (PEEL REGIONAL POLICE) “NETWORK CABLING SPECIFICATIONS”, 12TH FEBRUARY 2019, OR LATEST VERSION FOR
ALL COMMUNICATION CABLING TESTING AND ACCEPTANCE REQUIREMENTS.

1.4 TELECOM ROOM

1.4.1 PROVIDE SIX (6), 24-PORT, 1U, MODULAR JACK, RACK-MOUNTED PATCH PANELS FULLY LOADED WITH MODULES OF THE SELECTED
MANUFACTURER IN OWNER'S NETWORK CABLING SPECIFICATIONS. CONFIRM MOUNTING POSITION OF THE PATCH PANELS WITH OWNER'S  I.T.
DEPARTMENT PRIOR TO INSTALLATION.

1.4.2 NEW 24-PORT, 1U PATCH PANEL SHALL BE BELDEN AX103248, BUPP-FLX-1U24MKKKZZ TO MATCH WITH EXISTING PATCH PANELS AT SITE.

1.4.3 INSTALL TWO (2) PATCH PANELS IN EACH OF THE BASEMENT FLOOR, SECOND FLOOR & THIRD FLOOR TELECOM ROOMS. MOUNT ONE (1)
PATCH PANEL IN EXISTING DATA I.T. RACK, AND ANOTHER ONE (1) PATCH PANEL IN EXISTING VOICE I.T. RACK.

1.5 LABELING

1.5.1 REFER TO OWNER’S (PEEL REGIONAL POLICE) “NETWORK CABLING SPECIFICATIONS”, 12TH FEBRUARY 2019, OR LATEST VERSION FOR
ALL LABELING REQUIREMENTS.

1.5.2 NEW DATA & VOICE DROPS LABELING NUMBER SEQUENCE TO BE CONTINUED FROM THE EXISTING DATA DROP NUMBERING AT SITE.
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