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1. LAYOUTS AS SHOWN ON PLANS ARE TO SHOW DESIGN INTENT. CONTRACTOR SHALL 
COORDINATE ROUTING AND ALL NECESSARY FITTINGS TO ACCOMODATE SITE CONDITIONS 
TO MEET DESIGN INTENT. 

2. MECHANICAL CONTRACTOR SHALL COORDINATE ALL PIPING AND DUCTWORK WITH 
STRUCTURAL BEAMS AND PROVIDE SLEEVING AS NECESSARY TO MAINTAIN MINIMUM 
HEADROOM AS INDICATED IN ARCHITECTURAL DRAWINGS. 

3. MECHANICAL CONTRACTOR SHALL REVIEW ALL ARCHITECTURAL, STRUCTURAL AND 
INTERIOR DESIGN DRAWINGS FOR COORDINATION.

4. ALL EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTION PROVIDED IN INSTALLION MANUAL. 

5. SANITARY LAVATORIES, FLOOR DRAINS, HUB DRAINS AND MOP SINKS SHALL BE INSTALLED 
WITH P-TRAP.

6. SANITARY PIPING LESS THAN 100Ø SHALL BE SLOPE 2% UNLES OTHERWISE NOTED.

7. SANITARY PIPING 100Ø OR GREATER SHALL BE SLOPED 1% UNLESS OTHERWISE NOTED.

8. CONTRACTOR SHALL VENT ALL SANITARY FIXTURES IN ACCORDANCE WITH OBC 
REGULATIONS

9. ALL PLUMBING FIXTURES PIPING CONNECTIONS TO COME WITH ISOLATION VALVES AT THE 
FIXTURE.

GENERAL NOTES

FIXTURES:

(1) SOIL TABLE AND PRE-RINSE (TWO SINKS)

SOILED TABLE VOLUME = 2 x (28"x24"x12") = 10368 CUBIC IN
TOTAL VOLUME = 44.9 US GAL

(2) POT SINK (THREE SINKS) 

POT SINK = 1 x (21"x21x12") = 5292 CUBIC IN
TOTAL VOLUME = 22.9 US GAL

(3) DISHWASHER 
DISHWASHER DISCHARGE = 0 US GPM

INTERCEPTOR FLOW:

Q= 0.75(FIXTURE VOLUME/DRAIN DOWN TIME) + DRAIN/PUMP FLOW
Q= 0.75((44.9+22.9)/2) + 0
Q= 25.4 GPM

GREASE INTERCEPTOR CALCULATION
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1. LAYOUTS AS SHOWN ON PLANS ARE TO SHOW DESIGN INTENT. CONTRACTOR SHALL 
COORDINATE ROUTING AND ALL NECESSARY FITTINGS TO ACCOMODATE SITE CONDITIONS 
TO MEET DESIGN INTENT. 

2. MECHANICAL CONTRACTOR SHALL COORDINATE ALL PIPING AND DUCTWORK WITH 
STRUCTURAL BEAMS AND PROVIDE SLEEVING AS NECESSARY TO MAINTAIN MINIMUM 
HEADROOM AS INDICATED IN ARCHITECTURAL DRAWINGS. 

3. MECHANICAL CONTRACTOR SHALL REVIEW ALL ARCHITECTURAL, STRUCTURAL AND 
INTERIOR DESIGN DRAWINGS FOR COORDINATION.

4. ALL EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTION PROVIDED IN INSTALLION MANUAL. 

5. SANITARY LAVATORIES, FLOOR DRAINS, HUB DRAINS AND MOP SINKS SHALL BE INSTALLED 
WITH P-TRAP.

6. SANITARY PIPING LESS THAN 100Ø SHALL BE SLOPE 2% UNLES OTHERWISE NOTED.

7. SANITARY PIPING 100Ø OR GREATER SHALL BE SLOPED 1% UNLESS OTHERWISE NOTED.

8. CONTRACTOR SHALL VENT ALL SANITARY FIXTURES IN ACCORDANCE WITH OBC 
REGULATIONS

9. ALL PLUMBING FIXTURES PIPING CONNECTIONS TO COME WITH ISOLATION VALVES AT THE 
FIXTURE.
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1. LAYOUTS AS SHOWN ON PLANS ARE TO SHOW DESIGN INTENT. CONTRACTOR SHALL 
COORDINATE ROUTING AND ALL NECESSARY FITTINGS TO ACCOMODATE SITE CONDITIONS 
TO MEET DESIGN INTENT. 

2. MECHANICAL CONTRACTOR SHALL COORDINATE ALL PIPING AND DUCTWORK WITH 
STRUCTURAL BEAMS AND PROVIDE SLEEVING AS NECESSARY TO MAINTAIN MINIMUM 
HEADROOM AS INDICATED IN ARCHITECTURAL DRAWINGS. 

3. MECHANICAL CONTRACTOR SHALL REVIEW ALL ARCHITECTURAL, STRUCTURAL AND 
INTERIOR DESIGN DRAWINGS FOR COORDINATION.

4. ALL EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTION PROVIDED IN INSTALLION MANUAL. 

5. SANITARY LAVATORIES, FLOOR DRAINS, HUB DRAINS AND MOP SINKS SHALL BE INSTALLED 
WITH P-TRAP.

6. SANITARY PIPING LESS THAN 100Ø SHALL BE SLOPE 2% UNLES OTHERWISE NOTED.

7. SANITARY PIPING 100Ø OR GREATER SHALL BE SLOPED 1% UNLESS OTHERWISE NOTED.

8. CONTRACTOR SHALL VENT ALL SANITARY FIXTURES IN ACCORDANCE WITH OBC 
REGULATIONS

9. ALL PLUMBING FIXTURES PIPING CONNECTIONS TO COME WITH ISOLATION VALVES AT THE 
FIXTURE.
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NO. DATE PARTICULAR

1 2023-11-28 ISSUE FOR 100% DD

2 2024-05-24 ISSUED FOR PERMIT

3 2024-08-16 ISSUED FOR TENDER

4 2024-08-26
ISSUED FOR BUILDING

PERMIT REVISION

5 2024-09-11
ISSUED FOR TENDER

ADDENDUM 4

5

5
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F2 F4 G2 G3F1
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J1
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FCU-3
FCU-7

FCU-6

FCU-4

FCU-5

300x150 SA

300x100 SA UP TYP. 3

A-150ø-50
TYP. 2

250x250 SA

250x250 EA L2-300x300-276

L1-300x300-276
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A

A-150ø-30

FCU-1
FCU-2

ERV-1

ERV-2

300x100 SA UP TYP. 3

BSB-2

CU-1 CU-2

A-150ø-24

950x200 RA

G-400x200-100

A-150ø-55

300x100 SA UP
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150x100 SA

F-150x100-33

B-300x300-63
TYP. 3
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B-300x300-63
TYP. 2
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FD

FDFD FD

FD

FD

FD

FD

FD

FD

FD

FD

FDFDFD

FD

760X460 AP

760X460 AP

150x150 SA UP

F-200x150-50

L2-300x150-50 B-300x300-63

350x200 RA UP

1200X1200
AP

BD-47

BD-33
BD-64

BD-68

BD-56
BD-89
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C/W SANITARY. 
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PLUMBING 
DRAWING M-200. 
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32Ø REFS
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300x100 SA

5
0

0
x
1
5

0
 S

A

PROVIDE 
REVERSOMATIC 

SWBW-8
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300x150 SA

BB-1

BB-1
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BB-1

BDD BDD
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x
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 R

A
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5

0
x
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5

0
 S

A

150x150 SA

LINEAR RETURN SLOT W/ 
PLENUM. 2050x50-211

25Ø CNDR @ 1.00% ► ◄25Ø CNDR @ 1.00%

25Ø CNDR DN TO 
HD. REFER TO 
PLUMBING 
DRAWING M-200. 

250x250 OA

B-300x300-63
TYP. 3

G-500x150 DOOR 
GRILLE INSTALLED AT 
LOWER HALF OF 
DOOR. 

G-500x150 DOOR 
GRILLE INSTALLED AT 

LOWER HALF OF 
DOOR. 

2
5

0
x
1
5

0
 S

A

FCU-19

ELEVATOR
VESITBULE

001

FLEX
(HISTORICAL
SAFE)/ WINE

CELLAR

004

JANITORIAL

005

WASHROOM -
MEN

007

JANITORIAL /
SUPPLIES
STORAGE

005A

GEOTHERMAL
PUMP ROOM

010

ELECTRICAL
ROOM

011

STAFF
WASHROOM

012

STAIR C

C-0

IT SERVICE
ROOM

016

PREP KITCHEN
AND STORAGE

015

SPRINKLER
ROOM

015A

CORRIDOR

009

STORAGE

009A

CORRIDOR

017

ELEVATOR

E-0

STORAGE

014

STAIR D

D-0

WASHROOM -
WOMEN

008

ELECT. PANEL

014A

WASHROOM
VESTIBULE

006

STAFF
WASHROOM

013

ELEC. CLOSET

010A

FLEX EVENT
SPACE/BAR
FEATURE

003

HALL

002

G-400x200-120

400x200 EA TRANSER DUCT

BDD

BDD

F-250x150-120
TYP. 4

1. LAYOUTS AS SHOWN ON PLANS ARE TO SHOW DESIGN INTENT. CONTRACTOR SHALL 
COORDINATE ROUTING AND ALL NECESSARY FITTINGS TO ACCOMODATE SITE CONDITIONS 
TO MEET DESIGN INTENT. 

2. MECHANICAL CONTRACTOR SHALL COORDINATE ALL PIPING AND DUCTWORK WITH 
STRUCTURAL BEAMS AND PROVIDE SLEEVING AS NECESSARY TO MAINTAIN MINIMUM 
HEADROOM AS INDICATED IN ARCHITECTURAL DRAWINGS. 

3. MECHANICAL CONTRACTOR SHALL REVIEW ALL ARCHITECTURAL, STRUCTURAL AND 
INTERIOR DESIGN DRAWINGS FOR COORDINATION.

4. ALL EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTION PROVIDED IN INSTALLION MANUAL. 

5. SUPPLY DUCTWORK SHALL BE WRAPPED WITH 1" INSULATION IN ACCORDANCE WITH 
SMACNA GUIDELINES. 

6. RETURN AIR DUCTWORK SHALL BE ACOUSTICALLY LINED 1" AS SHOWN IN DRAWINGS.

7. ALL DUCTWORK PENETRATING AN EXTERIOR WALL SHALL BE INSULATED 3M (10FT) FROM 
THE POINT OF PENETRATION. 

8. MANUAL BALANCING DAMPERS SHALL BE PROVIDED IN ALL DUCT BRANCHES AND IN ALL 
BRANCHES TO INDIVIDUAL GRILLES AND DIFFUSERS. 

9. ALL DUCT PENETRATIONS THROUGH FIRE-RATED CEILING SHALL BE EQUIPPED WITH A FIRE 
DAMPER. REFER TO MECHANICAL DETAIL

10. ALL HUMIDIFIERS REQUIRE 1/4" WATER CONNECTION FROM NEAREST DCW SUPPLY PIPE. C/W 
DUAL CHECK VALVE AT INLET. 

11. ALL FAN COIL UNITS SHALL DRAIN CONDENSATE UPSTREAM OF NEAREST SINK P-TRAP OR TO 
NEAREST FLOOR DRAIN UNLESS OTHERWISE SHOWN. 

12. REFER TO VRF SCHEMATICS FOR REFRIGERANT PIPING AND WIRING DIAGRAMS. 
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16780 Yonge Street,
Newmarket, Ontario.

SCALE: 1 : 50

VENTILATION BASEMENT - NEW WORK
1

NO. DATE PARTICULAR

1 2023-11-28 ISSUE FOR 100% DD

2 2024-05-24 ISSUED FOR PERMIT

3 2024-08-16 ISSUED FOR TENDER

4 2024-08-26
ISSUED FOR BUILDING

PERMIT REVISION

5 2024-09-11
ISSUED FOR TENDER

ADDENDUM 4
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DN

DN
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11

G
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1a

1b

2a

3a

3b

5a

7a

7c

9a

F2 F4 G2 G3F1

7b

J1

1c

FCU-11

FCU-10

FCU-9

650x200 RA 500x150 SA

200x150 SA

500x75 RA

300x150 SA

FRESH AIR DUCT FB

LINEAR RETURN SLOT 
C/W PLENUM 
1220x50-182

A-150ø-25
TYP. 2

CONTINOUS LINEAR SLOT 
DIFFUSERS W/ ACTIVE 

SECTIONS

4
0

0
x
1
5

0
 S

A

300x150 SA FA

E-150ø-50
TYP. 3

400x150 SA

C-200x150- 62

900x600 AP

150x150 EA UP

C-300x150-40 
TYP. 3

C-300x100-58 
TYP. 4

C-300x100-52 
TYP. 3

D-500x150-102

C-300x100-65 
TYP. 2

D-350x200-283 

F-2500x150-130.
BLANK OFF INACTIVE 
SECTIONS.

D-350x200-100

H-500x75-100

50Ø CNDR

12Ø REFS
32Ø REFS

12Ø REFS
12Ø REFST

T T

T
T

H
H

H

H

H

FCU-5

FCU-6

FCU-7

FCU-8

B-300x300-25
TYP. 2

BB-1

BB-1

25Ø CNDR DN TO HD. 
REFER TO PLUMBING M-200

◄25Ø CNDR @ 1.00%

25Ø CNDR DN. 
CONNECT UPSTREAM 

OF LAV. 

ENTRY
VESTIBULE

101

MAIN HALL

102

EVENTS VENUE
KIOSK

103

LIBRARY EVENT
SPACE

104

MUSIC ROOM
EVENT SPACE

105

PARLOUR ROOM
EVENT SPACE

106

DINING ROOM
EVENT SPACE

107

ELEVATOR
VESITBULE

110

ELEVATOR

E-1

COAT CHECK
ROOM

109

CORRIDOR

108

WASHROOM
VESTIBULE

111

KITCHEN

114

STAIR B

B-1

STAIR A

A-1

STAIR A

A-0

WASHROOM

113

UNIVERSAL
WASHROOM

112

EXTERIOR
VERANDAH

115

STAIR D

D-0

STAIR C

C-1

WASTE
ENCLOSURE

116

200x150 SA TYP. 2

1. LAYOUTS AS SHOWN ON PLANS ARE TO SHOW DESIGN INTENT. CONTRACTOR SHALL 
COORDINATE ROUTING AND ALL NECESSARY FITTINGS TO ACCOMODATE SITE CONDITIONS 
TO MEET DESIGN INTENT. 

2. MECHANICAL CONTRACTOR SHALL COORDINATE ALL PIPING AND DUCTWORK WITH 
STRUCTURAL BEAMS AND PROVIDE SLEEVING AS NECESSARY TO MAINTAIN MINIMUM 
HEADROOM AS INDICATED IN ARCHITECTURAL DRAWINGS. 

3. MECHANICAL CONTRACTOR SHALL REVIEW ALL ARCHITECTURAL, STRUCTURAL AND 
INTERIOR DESIGN DRAWINGS FOR COORDINATION.

4. ALL EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTION PROVIDED IN INSTALLION MANUAL. 

5. SUPPLY DUCTWORK SHALL BE WRAPPED WITH 1" INSULATION IN ACCORDANCE WITH 
SMACNA GUIDELINES. 

6. RETURN AIR DUCTWORK SHALL BE ACOUSTICALLY LINED 1" AS SHOWN IN DRAWINGS.

7. ALL DUCTWORK PENETRATING AN EXTERIOR WALL SHALL BE INSULATED 3M (10FT) FROM 
THE POINT OF PENETRATION. 

8. MANUAL BALANCING DAMPERS SHALL BE PROVIDED IN ALL DUCT BRANCHES AND IN ALL 
BRANCHES TO INDIVIDUAL GRILLES AND DIFFUSERS. 

9. ALL DUCT PENETRATIONS THROUGH FIRE-RATED CEILING SHALL BE EQUIPPED WITH A FIRE 
DAMPER. REFER TO MECHANICAL DETAIL

10. ALL HUMIDIFIERS REQUIRE 1/4" WATER CONNECTION FROM NEAREST DCW SUPPLY PIPE. C/W 
DUAL CHECK VALVE AT INLET. 

11. ALL FAN COIL UNITS SHALL DRAIN CONDENSATE UPSTREAM OF NEAREST SINK P-TRAP OR TO 
NEAREST FLOOR DRAIN UNLESS OTHERWISE SHOWN. 

12. REFER TO VRF SCHEMATICS FOR REFRIGERANT PIPING AND WIRING DIAGRAMS. 
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Newmarket, Ontario.

SCALE: 1 : 50

VENTILATION LEVEL 1 - NEW WORK
1

NO. DATE PARTICULAR

1 2023-11-28 ISSUE FOR 100% DD

2 2024-05-24 ISSUED FOR PERMIT

3 2024-08-16 ISSUED FOR TENDER

4 2024-08-26
ISSUED FOR BUILDING

PERMIT REVISION

5 2024-09-11
ISSUED FOR TENDER

ADDENDUM 4
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1a

1b
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3b

5a

7a

7c

9a

J3H1F3

F2 F4 G2 G3F1

7b

J2

J1

1c

FCU-17

FCU-16

FCU-15

FCU-14

ERV-3

FCU-13

FCU-12

ERV-4

300x150 SA

3
0

0
x
1
5

0
 S

A

A-150ø-24

A-150ø-24

250x150 SA

A-150ø-24
TYP. 3

150x150 RA

250x150 RA

250x150 OA

250x150 EA

E-150ø-47
TYP. 6

500x200 RA
350x150 SA

E-150ø-56
TYP. 2

500x250 RA

500x250 SA

150x150 SA

300x150 SA

950x200 RA

650x150 SA

5
0

0
x
2
0

0
 R

A

150x150 SA

350x150 SA

E-150ø-62
TYP. 4

E-150ø-50

300x150 SA

500x200 OA UP

200x500 EA UP

900x150 SA

350x150 SA

LINEAR RETURN 
SLOT -1905x50-250

E-150ø-50
TYP. 4

LINEAR RETURN SLOT C/W 
PLENUM.  850x50 -81

LINEAR RETURN 
SLOT-2150x50-216.

LINEAR RETURN 
SLOT-4000x50-250

5
0

0
x
2
0

0
 R

A

LINEAR RETURN SLOT 
C/W ENGINEERED 

PLENUM -5600x50-290

200x150 SA

2
5

0
x
1
5

0
 S

A

2
0

0
x
1
5

0
 S

A

2
0

0
x
1
5

0
 S

A

300x150 SA DN

1920x50- 286 C/W 
PLENUM & CO2 

SENSOR

150x150 SA

150x150 SA

FCU-18

BSB-3

5
0

0
x
1
5

0
 S

A

900x200 RA

3
5

0
x
1
5

0
 S

A

3
5

0
x
1
5

0
 S

A

500x250 EA

500x250 OA

D-600x200-390

B-300x300-25
TYP. 3

A-150ø-76
TYP. 3

1350x200 RA

FFD FOR ATTIC 
CNDR

50Ø CNDR DN

32Ø REFS

◄
5

0
Ø

 C
N

D
R

 @
 1

.0
0
%

5
0

Ø
 C

N
D

R
 @

 1
.0

0
%

 ►

◄38Ø CNDR @ 1.00%

◄25Ø CNDR @ 1.00%

2
5

Ø
 C

N
D

R
 @

 1
.0

0
%

 ►

A-150ø-50

ALL HVAC 
EQUIPMENT 

INSTALLED IN 
ATTIC SPACE 

ABOVE. 

BD-67

BD-53

BD-60

BD-52

BD-67

BD-17

T

T

T

T

T

TB-300x300-100

A-150ø-17

150x150 EA UP. 
C/W GOOSENECK 
TERMINATION ON 
ROOF. 

H

H

H

H

H

H

E-150ø-87
TYP. 4

3
5

0
x
1
5

0
 S

A

3
5

0
x
1
5

0
 S

A

350x50 RA 
TAPS. TYP. 6

2
0

0
x
1
5

0
 R

A

900x600 AP

◄25Ø CNDR @ 1.00%

25Ø CNDR DN.
CONNECT UPSTREAM
OF P TRAP.

350x50 RA 
TAPS. TYP. 7

400x150 SA

1200x900 AP

400x400 AP

EF-4

150x150 
EA FB

350x50 RA 
TAPS. TYP. 6

GALLERY EVENT
SPACE

203

ELEVATOR
VESTIBULE

UPPER LEVEL

201

CORRIDOR
UPPER LEVEL

202

GALLERY EVENT
SPACE

205

VESTIBULE /
HISTORICAL

ARTIFACT

206A
CORRIDOR

206

GALLERY EVENT
SPACE

208

WASHROOM
VESTIBULE

209
WASHROOM

212

B F WASHROOM

211

WASHROOM

210

ELEVATOR
VESTIBULE

LOWER LEVEL

213

CORRIDOR
LOWER LEVEL

214

STORAGE

218

OPEN OFFICE

216

STAFF CHANGE
ROOM

217

STAIR A

A-1AGO TOOL
STORAGE

215

STAIR C

C-2

STAIR B

B-2

ELEVATOR

E-2

GALLERY EVENT
SPACE

207

PROGRAMMING
SUPPORT SPACE

221

ATTIC ACCESS

219

IT CLOSET

214A

ELEC. CLOSET

205A

BD-43

350x50 RA 
TAPS. TYP.7

◄38Ø CNDR @ 1.00%

PROVIDE 
REVERSOMATIC 

SWBW-8
EF-5

150ø EA

BDD

BDD

1. LAYOUTS AS SHOWN ON PLANS ARE TO SHOW DESIGN INTENT. CONTRACTOR SHALL 
COORDINATE ROUTING AND ALL NECESSARY FITTINGS TO ACCOMODATE SITE CONDITIONS 
TO MEET DESIGN INTENT. 

2. MECHANICAL CONTRACTOR SHALL COORDINATE ALL PIPING AND DUCTWORK WITH 
STRUCTURAL BEAMS AND PROVIDE SLEEVING AS NECESSARY TO MAINTAIN MINIMUM 
HEADROOM AS INDICATED IN ARCHITECTURAL DRAWINGS. 

3. MECHANICAL CONTRACTOR SHALL REVIEW ALL ARCHITECTURAL, STRUCTURAL AND 
INTERIOR DESIGN DRAWINGS FOR COORDINATION.

4. ALL EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTION PROVIDED IN INSTALLION MANUAL. 

5. SUPPLY DUCTWORK SHALL BE WRAPPED WITH 1" INSULATION IN ACCORDANCE WITH 
SMACNA GUIDELINES. 

6. RETURN AIR DUCTWORK SHALL BE ACOUSTICALLY LINED 1" AS SHOWN IN DRAWINGS.

7. ALL DUCTWORK PENETRATING AN EXTERIOR WALL SHALL BE INSULATED 3M (10FT) FROM 
THE POINT OF PENETRATION. 

8. MANUAL BALANCING DAMPERS SHALL BE PROVIDED IN ALL DUCT BRANCHES AND IN ALL 
BRANCHES TO INDIVIDUAL GRILLES AND DIFFUSERS. 

9. ALL DUCT PENETRATIONS THROUGH FIRE-RATED CEILING SHALL BE EQUIPPED WITH A FIRE 
DAMPER. REFER TO MECHANICAL DETAIL

10. ALL HUMIDIFIERS REQUIRE 1/4" WATER CONNECTION FROM NEAREST DCW SUPPLY PIPE. C/W 
DUAL CHECK VALVE AT INLET. 

11. ALL FAN COIL UNITS SHALL DRAIN CONDENSATE UPSTREAM OF NEAREST SINK P-TRAP OR TO 
NEAREST FLOOR DRAIN UNLESS OTHERWISE SHOWN. 

12. REFER TO VRF SCHEMATICS FOR REFRIGERANT PIPING AND WIRING DIAGRAMS. 
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Newmarket, Ontario.

SCALE: 1 : 50

VENTILATION LEVEL 2 - NEW WORK
1

NO. DATE PARTICULAR

1 2023-11-28 ISSUE FOR 100% DD

2 2024-05-24 ISSUED FOR PERMIT

3 2024-08-16 ISSUED FOR TENDER

4 2024-08-26
ISSUED FOR BUILDING

PERMIT REVISION

5 2024-09-11
ISSUED FOR TENDER

ADDENDUM 4
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BDD
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1. LAYOUTS AS SHOWN ON PLANS ARE TO SHOW DESIGN INTENT. CONTRACTOR SHALL 
COORDINATE ROUTING AND ALL NECESSARY FITTINGS TO ACCOMODATE SITE CONDITIONS 
TO MEET DESIGN INTENT. 

2. MECHANICAL CONTRACTOR SHALL COORDINATE ALL PIPING AND DUCTWORK WITH 
STRUCTURAL BEAMS AND PROVIDE SLEEVING AS NECESSARY TO MAINTAIN MINIMUM 
HEADROOM AS INDICATED IN ARCHITECTURAL DRAWINGS. 

3. MECHANICAL CONTRACTOR SHALL REVIEW ALL ARCHITECTURAL, STRUCTURAL AND 
INTERIOR DESIGN DRAWINGS FOR COORDINATION.

4. ALL EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S 
INSTRUCTION PROVIDED IN INSTALLION MANUAL. 

5. SUPPLY DUCTWORK SHALL BE WRAPPED WITH 1" INSULATION IN ACCORDANCE WITH 
SMACNA GUIDELINES. 

6. RETURN AIR DUCTWORK SHALL BE ACOUSTICALLY LINED 1" AS SHOWN IN DRAWINGS.

7. ALL DUCTWORK PENETRATING AN EXTERIOR WALL SHALL BE INSULATED 3M (10FT) FROM 
THE POINT OF PENETRATION. 

8. MANUAL BALANCING DAMPERS SHALL BE PROVIDED IN ALL DUCT BRANCHES AND IN ALL 
BRANCHES TO INDIVIDUAL GRILLES AND DIFFUSERS. 

9. ALL DUCT PENETRATIONS THROUGH FIRE-RATED CEILING SHALL BE EQUIPPED WITH A FIRE 
DAMPER. REFER TO MECHANICAL DETAIL

10. ALL HUMIDIFIERS REQUIRE 1/4" WATER CONNECTION FROM NEAREST DCW SUPPLY PIPE. C/W 
DUAL CHECK VALVE AT INLET. 

11. ALL FAN COIL UNITS SHALL DRAIN CONDENSATE UPSTREAM OF NEAREST SINK P-TRAP OR TO 
NEAREST FLOOR DRAIN UNLESS OTHERWISE SHOWN. 

12. REFER TO VRF SCHEMATICS FOR REFRIGERANT PIPING AND WIRING DIAGRAMS. 

GENERAL NOTES
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NO. DATE PARTICULAR

1 2023-11-28 ISSUED FOR 100% DD

2 2024-05-24 ISSUED FOR PERMIT

3 2024-08-16 ISSUED FOR TENDER

4 2024-08-26
ISSUED FOR BUILDING

PERMIT REVISION

5 2024-09-11
ISSUED FOR TENDER

ADDENDUM 4

SCALE: 1 : 50

VENTILATION ATTIC AND ROOF PLAN - NEW WORK
1

SCALE: 1 : 50

ATTIC LOUVRES
2

5

5



CN

TN

R
e

p
ro

d
u

c
ti
o

n
 o

f 
d

ra
w

in
g

s 
a

n
d

 r
e

la
te

d
 d

o
c

u
m

e
n

ts
 i
n

 w
h

o
le

 o
r 

in
 p

a
rt

 i
s 

fo
rb

id
d

e
n

 w
it
h

o
u

t 

w
ri
tt

e
n

 p
e

rm
is

si
o

n
 o

f 
Th

e
 V

e
n

ti
n

 G
ro

u
p

A
ll 

d
im

e
n

si
o

n
s 

a
n

d
 m

e
a

su
re

m
e

n
ts

 m
u

st
 b

e
 c

h
e

c
k
e

d
 a

n
d

 v
e

ri
fi
e

d
 b

y
 

th
e

 G
e

n
e

ra
l 
C

o
n

tr
a

c
to

r

CLIENT:

PROJECT:

DRAWN BY: CHECKED BY:

P
R

O
J
E
C

T 
D

A
TE

:

KEY PLAN:

NOTES:

REVISIONS:

S
C

A
L
E

:

ORIGINAL PAGE SIZE: ARCH E1 - 30" x 42"

KEY TO DETAIL LOCATION:

A - DETAIL NO.

B - DETAIL NO. ORIGIN

A

B

2
0
2
4
-0

9
-1

7
 7

:5
6
:0

3
 A

M
A

u
to

d
e

sk
 D

o
c

s:
//

M
u

lo
c

k
 E

st
a

te
 A

d
a

p
ti
v
e

 R
e

-U
se

/E
D

-2
2
-1

0
7
–
Q

C
G

 M
E
 M

o
d

e
l_

R
2
2
.r

v
t

NEWMARKET

22275

MULOCK ESTATE ADAPTIVE RE-USE

Checker

M-901
Author

M
E
C

H
A

N
IC

A
L 

S
C

H
E
D

U
LE

S
 I
I
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NO. DATE PARTICULAR

1 2023-11-28 ISSUE FOR 100% DD

2 2024-05-24 ISSUED FOR PERMIT

3 2024-08-16 ISSUED FOR TENDER

4 2024-08-26
ISSUED FOR BUILDING

PERMIT REVISION

5 2024-09-11
ISSUED FOR TENDER

ADDENDUM 4

NOTES:
1. .  REFER TO SPECIFICATIONS FOR PLUMBING FIXTURES

UR-1 WALL HUNG URINAL AMERICAN STANDARD
6590001.02 & ROYAL 186
ESS-0.125-DBP-OR-HW

50 32 20 - 1

WC-4 WATER CLOSET - FLUSH VALVE BF AMERICAN STANDARD
3461001.02 & ROYAL 111

ESS-1.28-YG-OR-HW
75 40 12 - 1

WC-3 WATER CLOSET - FLUSH VALVE AMERICAN STANDARD
3451001.020 & ROYAL 111

ESS-1.28-YBC-OR-HW
75 40 12 - 1

WC-2 WATER CLOSET - FLUSH TANK BF AMERICAN STANDARD 215AA174.020 75 40 12 - 1

WC-1 WATER CLOSET - FLUSH TANK AMERICAN STANDARD 215CA174.020 75 40 12 - 1

MS-1 MOP SINK
REFER TO KITCHEN CONSULTANT

DRAWINGS
REFER TO KITCHEN CONSULTANT

DRAWINGS
75 40 20 20 1

DW-1 DISHWASHER
REFER TO KITCHEN CONSULTANT

DRAWINGS
REFER TO KITCHEN CONSULTANT

DRAWINGS
50 38 20 - 1

WS-1 WASH SINK
REFER TO KITCHEN CONSULTANT

DRAWINGS
REFER TO KITCHEN CONSULTANT

DRAWINGS
38 32 12 12 1

KS-1 KITCHEN SINK
REFER TO KITCHEN CONSULTANT

DRAWINGS
REFER TO KITCHEN CONSULTANT

DRAWINGS
38 32 12 12 1

SK-1 BAR SINK AMERICAN STANDARD UCS6808P-1 & 31518000 32 32 12 12 1

L-2 LAVATORY - WALL HUNG BF AMERICAN STANDARD
9024001ED.020 &

EFX-200-CP-0.5GPM-MLM-IR-HLP-FCT
32 32 12 12 1

L-1 LAVATORY - DROP IN AMERICAN STANDARD
0643001.020 &

EFX-200-CP-0.5GPM-MLM-IR-HLP-FCT
32 32 12 12 1

TAG DESCRIPTION MANUFACTURER MODEL WASTE VENT DCW DHW REMARKS

PLUMBING FIXTURE SCHEDULE

NOTES:
1. .  REFER TO SPECIFICATIONS.

E'RD EMERGENCY ROOF DRAIN 100 1

RD ROOF DRAIN 100 1

AD AREA DRAIN 100 1

HD HUB DRAIN 50 1

FFD FUNNEL FLOOR DRAIN 100 1

FD FLOOR DRAIN 100 1

TAG DESCRIPTION WASTE REMARKS

DRAIN SCHEDULE

BB-1 REFER TO PLANS STELPRO B03019 9 120/1/60 300 560 150 150 65 2

V/PH/HZ
POWER

(W)
LENGTH

(MM)
HEIGHT

(MM)
DEPTH
(MM)

TAG LOCATION MANUFACTURER MODEL QTY TYPE

ELECTRICAL DATA DIMENSIONS
WEIGHT

(KG)

RADIATOR SCHEDULE

5
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