
TYPE DESIGN CONSTRUCTION

EXTERIOR WALL

W2 - PARTITION  WALL

140 mm CONCRETE BLOCK 

REFER TO STRUCTURAL DRAWINGSEW2

EW3

EW4

EW6

TYPE DESIGN CONSTRUCTION

INTERIOR WALL

TYPE DESIGN CONSTRUCTION

FLOOR TYPE

W1

W2

W5

W6

W7A

F1 - INTERIOR SLAB ON GRADE

FLOOR FINISH AS NOTED
CIP CONCRETE - 100mm TYP, 
(REFER TO STRUCTURAL DWG.)
10MIL POLYOLEFIN-BASED UNDER SLAB VAPOUR BARRIER
100mm XPS INSULATION
150 mm LAYER OF 19 mm CLEAR STONE
COMPACTED SOIL OR GRANULAR UNLESS SPECIFICALLY 
NOTED OTHERWISE

R1 - ROOF

2 PLY MOD-BIT (MODIFIED BITUMEN) ROOF MEMBRANE WITH 
GRANULATED CAP SHEET 
25mm TAPERED INSULATION AT THE PERIMETER 
12mm PROTECTION BOARD ON
50mm POLYISO (POLYISOCYANURATE) INSULATION
16mm ROOF DECK PLYWOOD 
WOOD STRUCTURE JOISTS (SEE STRUCTURAL DRAWINGS) 
SPACE BETWEEN JOISTS FILLED WITH SPRAYFOAM INSULATION
13mm  GB CEILING.

C1 - GYPSUM CEILING

13 mm GYPSUM BOARD
EXISITNG CEILING JOISTS

TYPE DESIGN CONSTRUCTION

FURRING TYPE

F1

F6

R1

C1

C3

13

121

W6 - INTERIOR PARTITION WALL

16mm GYPSUM BOARD
38x89 WOOD STUDS @ 406 mm OC
LATERAL BRACING WHERE REQUIRED
16mm GYPSUM BOARD
ASSEMBLY TO U/S STRUCTURE

105

W8 - INTERIOR SHAFT WALL - MECHANICAL 
SHAFT

16mm TYPE X GYPSUM BOARD
64mm C-H METAL STUDS
25mm GYPSUM LINEAR PANELS
ASSEMBLY TO U/S STRUCTURE

W7 - INTERIOR PARTITION WALL - FRR 45min.

16mm TYPE X OR FIRECODE C GYPSUM BOARD
38x89 WOOD STUDS @ 406 mm OC
LATERAL BRACING WHERE REQUIRED
16mm TYPE X OR FIRECODE C GYPSUM BOARD
ASSEMBLY TO U/S STRUCTURE

W3 - PARTITION  WALL 

190 mm CONCRETE BLOCK 

REFER TO STRUCTURAL DRAWINGS

F6 - ROOF TOP TERRACE DECK

25 x140mm COMPOSITE DECK BOARDS WITH SQUARE 
EDGES AND CONCEALED FASTENERS
COMPOSITE TAPERED SLEEPERS 
2-PLY MODIFIED BITUMEN ROOF MEMBRANE WITH 
GRANULAR CAP SHEET
19MM PLYWOOD DECK
TAPERED WOOD SLEEPER TO OBTAIN 2% SLOPE ON TOP 
OF JOIST
FLOOR JOIST 2-38 x 235mm @406mmO.C.
(REFER TO STRUCTURAL DWG.)
19 X 100 mm T&G WOOD CEILING

C2

FR1 - EXTERIOR WALL FURRING

16mm GYPSUM BOARD
64mm STEEL STUDS WITH SPRAY FOAM 
INSULATION TO FILL CAVITY

FR4 - EXTERIOR WALL FURRING

16mm GYPSUM BOARD
16mm PLYWOOD
64mm STEEL STUDS WITH SPRAY FOAM 
INSULATION TO FILL CAVITY

FR5 - EXTERIOR WALL FURRING

16mm GYPSUM BOARD
16mm PLYWOOD
92mm STEEL STUDS WITH SPRAY 
FOAM INSULATION TO FILL CAVITY

EW3 - EXTERIOR  WALL

CC: CAST IN PLACE CONCRETE 
REFER TO STRUCTURAL
SEE PLANS/ELEVATIONS FOR FINISH
TOTAL THICKNESS: VARIES (REFER STRUCTURE)

EW4 - EXTERIOR  CONCRETE BLOCK WALL WITH CLADDING

13mm FIBRE-C PANEL
DELTA FACADE'S' WATER RESISTANT BARRIER
MECHANICALLY ATTACHED 100 mm THERMALLY BROKEN
Z-GIRT STRAPPING
25mm AIR SPACE
75mm BASF WALLTITE OR EQUIVALENT SPRAY-FOAM INSULATION
AIR BARRIER
VAPOUR RETARDER AND PEEL-AND-STICK WALL FLASHINGS 
(BLUESKIN OR EQUIVALENT)
190mm CMU

80

73

C2 - GYPSUM CEILING

13 mm GYPSUM BOARD
22 mm FURRING CHANNEL @ 400 mm OC
38mm CARRYING CHANNEL @1200 mm OC
ATTACHED DIRECTLY TO THE UNDERSIDE OF EXISTING 
JOISTS OR STRUCTURE ABOVE
SHIM AS REQUIRED TO ENSURE A FLAT AND LEVEL CEILING 

F2

F5

F2 - EXTERIOR SLAB ON GRADE

CLEAR CONCRETE SEALER TO T.O.S.
CIP CONCRETE  - 100mm TYP
(REFER TO STRUCTURAL DWG.)
10MIL POLYOLEFIN-BASED UNDER SLAB VAPOUR BARRIER
150 mm LAYER OF 19 mm CLEAR STONE
COMPACTED SOIL GRANULAR UNLESS SPECIFICALLY 
NOTED OTHERWISE

F5 -  VERANDAH FLOOR 

25 x 140mm COMOSITE WOOD DECK BOARDS WITH 
SQUARE EDGES AND CONCEALED FASTNERS
FLOOR JOISTS 38x235mm JOIST 
(REFER STRUCTURE) 

F3

40
0

36
0

26
0

ROOF TYPE

TYPE DESIGN CONSTRUCTION

FR1

FR4

FR5

FR6 - EXTERIOR WALL FURRING - BASEMENT

16mm WATER RESISTANT GYPSUM BOARD
150MM STEEL STUDS WITH SPRAY FOAM 
INSULATION TO 90mm THICKNESS

16
6

FR6

EXTERIOR WALL

INTERIOR WALL

96

FR2 - EXTERIOR WALL FURRING

16mm GYPSUM BOARD
92mm STEEL STUDS WITH SPRAY FOAM 
INSULATION TO FILL CAVITY

10
8

FR2

EXTERIOR WALL

EXTERIOR WALL

FR3 - INTERIOR WALL FURRING

16mm GYPSUM BOARD
16mm PLYWOOD

FR3 INTERIOR WALL

EW5 - EXTERIOR  STUD WALL WITH CLADDING

13mm FIBRE-C PANEL
DELTA FACADE'S' WATER RESISTANT BARRIER
MECHANICALLY ATTACHED 100 mm THERMALLY BROKEN Z-GIRT 
STRAPPING
25mm AIR SPACE
75mm BASF WALLTITE OR EQUIVALENT SPRAY-FOAM INSULATION
VAPOUR RETARDER AND PEEL-AND-STICK WALL FLASHINGS 
(BLUESKIN OR EQUIVALENT)
16mm EXTERIOR SHEATHING
38x140mm WOOD STUDS @ 406 mm OC LATERAL BRACING 
WHERE REQUIRED
75mm BASF WALLTITE OR EQUIVALENT SPRAY-FOAM INSULATION 
INSTALLED IN CAVITY OF EXTERIOR WALL FRAMING
16 MM GYPSUM BOARD

32

FR5A - INTERIOR WALL FURRING

16mm GYPSUM BOARD
16mm PLYWOOD
92mm STEEL STUDS

33
8

V
A

RI
ES

45MIN. FRR WHERE REQUIRED

F3 - ELEVATOR VESTIBULE (110) FLOOR - FRR:45MIN.

FLOOR FINISH AS NOTED

19mm  PLYWOOD SUBFLOOR
FLOOR JOISTS 38 x 286mm (REFER STRUCUTRE)
2 LAYERS OF 13mm  TYPE X GB(45 MIN. FRR)

F4

F4 - FLOOR 

FLOOR FINISH AS NOTED

19mm  PLYWOOD SUBFLOOR
FLOOR JOISTS VAIRES(REFER STRUCUTRE)

V
A

RI
ES

45MIN. FRR WHERE REQUIRED

W4 - PARTITION  WALL

190 mm CONCRETE BLOCK 
16mm GYPSUM BOARD

REFER TO STRUCTURAL DRAWINGS

W3

45MIN. FRR WHERE REQUIRED

W4

W5 - PARTITION  WALL - ELEVATOR

13mm FIBRE-C PANEL 
16 PLYWOOD SHEATHING
190 mm CONCRETE BLOCK 

REFER TO STRUCTURAL DRAWINGS

FR4A - INTERIOR WALL FURRING

16mm GYPSUM BOARD
16mm PLYWOOD
64mm STEEL STUDS

GLASS FACED GYPSUM BOARD TO BE USED WHEN 
IT MIGHT COME IN CONTACT WITH MOISTURE

FR8 - INTERIOR WALL FURRING

16mm GYPSUM BOARD LAMIINATED TO 
MASONARY WALL

16FR8

FR1A - INTERIOR WALL FURRING

16mm GYPSUM BOARD
64mm STEEL STUDS 

FR2A - INTERIOR WALL FURRING

16mm GYPSUM BOARD
92mm STEEL STUDS

FR9 - PORCELAIN TILE WALL

12 mm PORCELAIN TILE
13 mm CEMENT MORTAR 

25

FR9

EXTERIOR WALL

FR7 - INTERIOR WALL FURRING - BASEMENT

16mm WATER RESISTANT GYPSUM BOARD 
(TO BE ALIGNED WITH THE INTERNAL FINISH 
ABOVE)
38mm STEEL STUDS WITH SPRAY FOAM 
INSULATION TILL 800MM ABOVE LOWER 
BASEMENT TO 50mm THICKNESS66

FR7 NEW UNDERPINNING

WATER RESISTANT GYPSUM BOARD TO BE 
USED WHEN IN WASHROOMS AND FOOD 
SERVICE AREAS

SUBSTRATE

SUBSTRATE

WATER RESISTANT GYPSUM BOARD TO BE 
USED WHEN IN WASHROOMS AND FOOD 
SERICE AREAS

EW1

EW1 - EXISTING RUBBLESTONE FOUNDATION WALL

REPAR AND REPOINT EXISTING RUBBLESTONE FOUNDATION  
WALL, PARGE COAT, DAMPROOFING, WATERPROOFING 
MEMBRANE, DRAINAGE BOARD WITH FILTER FABRIC

REFER TO STRUCTURAL

VARIES

EW5

EW7

EW7 - EXTERIOR WALL

13mm FIBRE-C PANEL
VAPOUR RETARDER AND PEEL-AND-STICK WALL 
FLASHINGS (BLUESKIN OR EQUIVALENT)
16mm PLYWOOD SHEATHING
92mm STEEL STUDS

140

W7

W7A - INTERIOR PARTITION WALL - FRR 45min.

16mm TYPE X OR FIRECODE C GYPSUM BOARD
38x89 WOOD STUDS @ 406 mm OC
LATERAL BRACING WHERE REQUIRED
19mm GYPSUM BOARD
16mm TYPE X OR FIRECODE C GYPSUM BOARD
ASSEMBLY TO U/S STRUCTURE

EW2 -  NEW EXTERIOR FOUNDATION WALL

DRAINAGE BOARD WITH FILTER FABRIC WATERPROOFING 
MEMBRANE
CAST IN PLACE CONCRETE FOUNDATION
92mm METAL STUDS
75mm BASF WALLTITE OR EQUIVALENT SPRAY-FOAM INSULATION
16 MM GYPSUM BOARD

VARIES

VARIES

DISTANCE BETWEEN CMU AND FIBRE C VARIES
PROVIDE FURRING OR BLOCKING AS REQUIRED
(REFER PLAN)

R2 - EXISTING SLOPED SHINGLES ROOF - N.I.C

SLATE SHINGLES
SELF-ADHERED, SHEET APPLIED ROOF MEMBRANE
19 mm [3/4"] PLYWOOD
38 x 89 mm [2x4] STRAPPING @ 600 mm c/c
VAPOUR PERMEABLE, SELF-ADHERED SHEET MEMBRANE
19 mm [3/4"] PLYWOOD
100 mm [4"] POLYISOCYANURATE INSULATION BETWEEN Z-
GIRTS INSTALLED IN 2-50mm LAYERS
VAPOUR PERMEABLE SHEET ROOF UNDERLAYMENT
EXISTING ROOF DECK
EXISTING ROOF JOISTS. 150 mm [6"] CLOSED CELL SPRAY 
FOAM INSULATION IN CAVITY.
12.7 mm [1/2"] GYPSUM BOARD

R2

VA
RI

ES

EX
IST

IN
G

 A
SS

EM
BL

Y

ALLIGN WITH FINISH  ABOVE

150

VARIES

EW6 - EXTERIOR WALL

13mm FIBRE-C PANEL
VAPOUR RETARDER AND PEEL-AND-STICK WALL 
FLASHINGS (BLUESKIN OR EQUIVALENT)
16mm PLYWOOD SHEATHING
CC: CAST IN PLACE CONCRETE 
REFER TO STRUCTURAL

121

206

190

140

219

303

285

W8

W1 - PARTITION  WALL

90 mm CONCRETE BLOCK 

REFER TO STRUCTURAL DRAWINGS

45MIN. FRR WHERE REQUIRED90

12
4

FR6 - INTERIOR WALL FURRING  
PLUMBING SHAFT

13mm FIBRE-C PANEL 
16 PLYWOOD SHEATHING
MECHANICALLY ATTACHED Z-GIRT STRAPPING

23
0

FR10
SUBSTRATE

EW8

EW8 - EXTERIOR WALL

T&G WOOD
25mm WOOD STRAPPING
VAPOUR RETARDER AND PEEL-AND-STICK WALL 
FLASHINGS (BLUESKIN OR EQUIVALENT)
16mm EXTERIOR SHEATHING
38x140mm WOOD STUDS @ 406 mm OC 
LATERAL BRACING WHERE REQUIRED
75mm BASF WALLTITE OR EQUIVALENT SPRAY-
FOAM INSULATION INSTALLED IN CAVITY OF 
EXTERIOR WALL FRAMING
16mm PLYWOOD SHEATHING
T&G WOOD

229

C4 - WOOD SOFFIT - TO MATCH EXISTING

25 X 100 mm T&G WOOD CEILING

C4
25

73

C3 - GYPSUM CEILING - FRR 45MIN. 

2 LAYERS 13 mm GYPSUM BOARD TYPE X
22 mm FURRING CHANNEL @ 400 mm OC
38mm CARRYING CHANNEL @1200 mm OC
ATTACHED DIRECTLY TO THE UNDERSIDE OF EXISTING 
JOISTS OR STRUCTURE ABOVE
SHIM AS REQUIRED TO ENSURE A FLAT AND LEVEL 
CEILING 

VARIES

F7

F7 - MECHANICAL ATTIC DECK
CONSTRUCTED ON TOP OF EXISTING CEILING JOISTS

19mm PLYWOOD SUBFLOOR
WATERPROOFING MEMBRANE
FLOOR JOIST 38 x 285mm @406mmO.C.
(REFER TO STRUCTURAL DWG.)

EW9

EW9 - MASONRY INFILL WALL

NEW INFILL WITH MASONRY BRICK
(SALAVAGED EXISTING BRICK)

VARIES

R3 - EXISTING FLAT ROOF - N.I.C

2-PLY MODIFIED BITUMEN MEMBRANE
COVERBOARD
100 mm [4"] XPS INSULATION
EXISTING DECK BOARDS
EXISTING ROOF JOISTS.  APPLY CLOSED CELL SPRAY 
FOAM INSULATION IN CAVITY
12.7 mm [1/2"] GYPSUM BOARD

R3

N
.I.
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R4 - ROOF - T&G WOOD
(RE-ROOFING EXISTING T&G WOOD CEILING)

2 PLY MOD-BIT (MODIFIED BITUMEN) ROOF MEMBRANE 
WITH GRANULATED CAP SHEET 
25mm TAPERED INSULATION AS REQUIRED TO ACHIEVE 
DRAINAGE 
12mm PROTECTION BOARD ON
ON EXISTING ROOF BOARD SHEATHING ON EXISTING 
WOOD STRUCTURE JOISTS (SEE STRUCTURAL DRAWINGS) 
SPACE BETWEEN JOISTS FILLED WITH SPRAYFOAM 
INSULATION
19mm  T&G WOOD CEILING.

R4

CEILING TYPE

TYPE DESIGN CONSTRUCTION

XF

XF - EXISTING FLOOR 

FLOOR FINISH AS NOTED

PLYWOOD SUBFLOOR OR SUBFLOOR 
BOARDS. 
FLOOR JOISTS VAIRES(REFER STRUCUTRE)

V
A

RI
ES

EX
IS

TIN
G

 A
SS

EM
BL

Y

EW10

EW10 - EXISTING MASONRY MULTI-WYTHE BRICK WALL

3 WYTHE BRICK WALL 
(103 mm BRICK AND 20 mm MORTAR COLLAR JOINTS) 
25 mm WOOD STRAPPING/AIR CAVITY 
12 mm WOOD LATHE 
13 mm GYPSUM BOARD 
25 mm HORSEHAIR REINFORCED PLASTER 
WALLPAPER AND PAINT FINISH

3 WYTHE BRICK WALL 
(103 mm BRICK and 20 mm MORTAR COLLAR JOINTS) 
25 mm WOOD STRAPPING/AIR CAVITY 
(SOME VARIABILITY, UP TO 50 mm) 
13 mm GYPSUM BOARD 
WALLPAPER AND PAINT FINISH

(NOTE: EXISTING WALL TYPE DESCRIPTION IS FROM HYGOTHERMAL 
ANALYSIS REPORT)

EW7A - EXTERIOR WALL

13mm FIBRE-C PANEL
VAPOUR RETARDER AND PEEL-AND-STICK WALL 
FLASHINGS (BLUESKIN OR EQUIVALENT)
16mm PLYWOOD SHEATHING
WOOD STUDS (REFER DETAIL)

NOTE:  PROVIDE NEW 19mm PLYWOOD 
SUBFLOOR WHERE NEW FLOOR FINISH IS 
OVER SUBFLOOR BOARDS.

C5

26

C5 - GYPSUM CEILING - FRR 45MIN. 

2 LAYERS 13 mm GYPSUM BOARD TYPE X FIXED TO THE 
UNDERISDE OF THE EXISITNG FLOOR ASSEMBLY

F8

F8 - SUN ROOM FLOOR 

FINISH FLOOR AS NOTED
19mm PLYWOOD SUBFLOOR
FLOOR JOISTS 38x184mm WOOD SLEEPERS (RIPPED TO 
SUIT FLOOR LEVELING) OVER EXISITNG FLOOR ASSEMBLY
(REFER STRUCTURE) 

V
A

RI
ES

R4 - PORTE COCHERE ROOF  
(RE-ROOFING OF EXISTING ROOF & REPLICATING EXISTING 
T&G WOOD CEILING)

2 PLY MOD-BIT (MODIFIED BITUMEN) ROOF MEMBRANE 
WITH GRANULATED CAP SHEET 
25mm TAPERED INSULATION AS REQUIRED TO ACHIEVE 
DRAINAGE 
12mm PROTECTION BOARD ON
ON EXISTING ROOF BOARD SHEATHING ON EXISTING 
WOOD STRUCTURE JOISTS (SEE STRUCTURAL DRAWINGS) 
19mm  T&G WOOD CEILING.

R5

F6A

F6A - EXTERIOR RAMP AND STAIR

25 x140mm COMPOSITE DECK BOARDS WITH SQUARE 
EDGES AND CONCEALED FASTENERS
COMPOSITE SLEEPERS (TAPERED AS REQUIRED)

COMPOSITE WOOD FRAMING

W11

W11 - INTERIOR PARTITION WALL

13mm GYPSUM BOARD
64mm METAL STUDS @ 406 mm OC
LATERAL BRACING WHERE REQUIRED
13mm GYPSUM BOARD
ASSEMBLY TO U/S STRUCTURE

W10 - EXISTING PARTITION  WALL

EXISTING ASSEMBLY

W10

VARIES

90

W11A - INTERIOR CEILING BULKHEAD

13mm GYPSUM BOARD
38mm METAL STUDS @ 406 mm OC

FR6A - INTERIOR WALL FURRING  
ELEVATOR SHAFT

13mm FIBRE-C PANEL 
16 PLYWOOD SHEATHING

TYPE 1

TYPE 2

EXISTING CEILING STRUCTURE

30
4

WATER RESISTANT GYPSUM BOARD TO BE 
USED WHEN IN WASHROOMS AND FOOD 
SERICE AREAS

R9

R10

R10

R11
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ELEVATOR

GATE (NIC - PART 
OF PARK PROJECT)

WASTE ENCLOSURE

PORTE COCHERE
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VERANDAH
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690

620

530690

670710
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740

770

150mm CURB AROUND THE 
PLANTER (NIC - PART OF PARK 
PROJECT)

150mm CURB AROUND THE 
PLANTER (NIC - PART OF 
PARK PROJECT)

150mm CURB AROUND 
THE PLANTER (NIC - PART 
OF PARK PROJECT)

150mm CURB AROUND THE 
PLANTER (NIC - PART OF 
PARK PROJECT)

2568

7017

R = 1420

2402

6483

1633

1213

THE PAVING INSIDE THE 
WASTE AND RECYCLING 
ENCLOSURE IS PART OF 
THIS PROJECT.

4392

R = 1070

NO CURB AT WASTE 
ENCLOSURE GATE

COLOUR CONTRASTED 
TEXTURAL STRIPS AT TOP 
AND BOTTOM OF THE RAMP

LANDSCAPE PLANTINGS BY 
THE MULOCK PARK PROJECT

LANDSCAPE PLANTINGS BY 
THE MULOCK PARK PROJECT

PLANTER

COLOUR CONTRASTED 
TEXTURAL STRIPS AT TOP 
AND BOTTOM OF THE RAMP

TACTILE WARNING

150mm CURB AROUND THE 
PLANTER (NIC - PART OF 
PARK PROJECT)

FIRE ACCESS ROUTE

FH

FH

PATIO (NIC - PART 
OF PARK PROJECT)

300mm LIMESTONE PLANTER WALL 
(NIC - PART OF PARK PROJECT)

300mm LIMESTONE 
PLANTER WALL

19276
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00

1a

1b

2a

3a

3b

5a

7a

7c

9a

J3

J3H1G1F3

F2 F4 G2 G3F1

7b

J2

J1

1c

INCOMING FOR IT AND 
SECURITY SERVICES

WV

WV

100mm Dia FIRE 
SERVCEI TO BUILDING 
c/w VALUE - N.I.C

50mm Dia WTM SERVICE TO 
BUILDING c/w VALUE - N.I.C

150mm FIRE WATERMAIN - N.I.C

100mm DOMESTIC WATERMAIN - N.I.C

100mm DOMESTIC WATERMAIN - N.I.C
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300mm LIMESTONE PLANTER WALL 
(NIC - PART OF PARK PROJECT)

SANITARY MAIN MH46A
(NIC - PART OF PARK PROJECT)  

HO
US

E 
SA

NI
TA

RY
 

TRENCH 
DRAIN

TRENCH DRAIN 
(REFER MECHANICAL)

100mm Dia FP SERVICE TO 
BUILDING c/w VALUE - N.I.C

100DIA STM DISCHARGE
(REFER MECHANICAL 
DWG.)

HO
US

E 
ST

M
 D

ISC
HA

RG
E

TO
 M

A
IN

SITE SERVICES SOUTH MANHOLE
(N.I.C BY PART OF PARK PROJECT)

TELECOMMUNICATION 
DUCT FOR HOUSE

SITE SERVICES NORTH MANHOLE
(N.I.C BY PART OF PARK PROJECT)

ELECTRICAL DUCTS 
FOR HOUSE

SIAMESE CONNECTION 
(REFER MECHANICAL 
DRAWINGS)

LOCATION OF THE 
NON-FREEZE EXTERIOR 
GROUND HYDRANT

LOCATION OF NON-
FREEZE EXTERIOR 
RECESSED WALL 
HYDRANT
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NOTE:
THE F.F.L FOR NEW CONSTRUCTION OF LEVEL 1 HAS BEEN CALCULATED USING FLOOR ELEVATION OF 50mm FROM LEVEL1. 
IT IS KNOWN THAT THERE IS A VARIATION IN THE EXISTING FINISH FLOOR LEVEL OF THE GROUND AND SECOND FLOOR. 
F.F.L ARE TO BE CONFIRMED ON SITE. NOTIFY ARCHITECT OF EXISTING CONDITIONS. 
THE F.F.L. OF ELEVATOR VESTIBULE TO BE ADJUSTED TO SUIT SITE CONDITIONS
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R11 2024.10.08 ISSUED FOR TENDER  ADDENDUM 9

NOTE:
AS PER TOWN OF NEWMARKET BUILDING 
SERVICES COMMENTS, PROVIDE FIRE BLOCKING 
AT CONNECTIONS BETWEEN VERTICAL AND 
HORIZONTAL SPACES WHERE FLAME-SPREAD 
RATING MORE THAN 25. O.B.C. 3.1.11.4.(1)
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                  SECTION A1

 1 : 50A3.3
                  SECTION B2

NOTE:
THE F.F.L FOR NEW CONSTRUCTION OF LEVEL 1 HAS BEEN CALCULATED USING FLOOR ELEVATION OF 50mm FROM LEVEL1. 
IT IS KNOWN THAT THERE IS A VARIATION IN THE EXISTING FINISH FLOOR LEVEL OF THE GROUND AND SECOND FLOOR. 
F.F.L ARE TO BE CONFIRMED ON SITE. NOTIFY ARCHITECT OF EXISTING CONDITIONS. 
THE F.F.L. OF ELEVATOR VESTIBULE TO BE ADJUSTED TO SUIT SITE CONDITIONS

R7

R7

NO. DATE PARTICULAR

R1 2024.03.08 ISSUED FOR MULOCK HERITAGE
PERMIT

R2 2024.05.30 ISSUED FOR BUILDING PERMIT
R3 2024.06.10 RE-ISSUED FOR BUILDING PERMIT

R4 2024.07.08 ISSUED FOR BUILDING PERMIT
REVISION

R5 2024.08.19 ISSUED FOR TENDER
R7 2024.09.06 ISSUED FOR TENDER  ADDENDUM 2
R8 2024.09.16 ISSUED FOR TENDER  ADDENDUM 4
R10 2024.09.30 ISSUED FOR TENDER  ADDENDUM 8
R11 2024.10.08 ISSUED FOR TENDER  ADDENDUM 9
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102 X 102 X 9.5  HSS POSTS WITH 
WELDED POSTCAP, H.D. 
GALVANIZED @1500O.C.MAX
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 1 : 20A7.20
                  GARBAGE ENCLOSURE - SECTION 21

 1 : 10A7.20
                  WOOD & STEEL FENCE AT GATE2

 1 : 10A7.20
                  STEEL & WOOD FENCE AT CONCRETE CURB3

 1 : 20A7.20
                  Garbage Enclosure7

 1 : 10A7.20
                  WOOD & STEEL FENCE AT CONCRETE CURB8

 1 : 20A7.20
                  GARBAGE ENCLOSURE - SECTION 14

 1 : 20A7.20
                  GARBAGE ENCLOSURE - SECTION 35

 1 : 10A7.20
                  STEEL & WOOD FENCE AT CONCRETE CURB16

 1 : 10A7.20
                  PEDESTRIAN GATE DETAIL9

NO. DATE PARTICULAR
R2 2024.05.30 ISSUED FOR BUILDING PERMIT
R3 2024.06.10 RE-ISSUED FOR BUILDING PERMIT
R5 2024.08.19 ISSUED FOR TENDER
R11 2024.10.08 ISSUED FOR TENDER  ADDENDUM 9

R11

 1 : 10A7.20
                  WOOD & STEEL FENCE AT GATE110

NOTE THAT THE TOP OF FENCE & GATE IS TO FOLLOW A CONSISTENT 
HORIXONTAL DATUM AND NOT TO BE SLOPED AS SHOWN IN THIS DWG.

NOTE THAT THE TOP OF FENCE & GATE IS TO FOLLOW A CONSISTENT 
HORIXONTAL DATUM AND NOT TO BE SLOPED AS SHOWN IN THIS DWG.
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 1 : 10A7.21
                  EXTERIOR VERANDAH - COLUMN AND HANDRAIL ELEVATION TYP.1

 1 : 25A7.21
                  EXTERIOR VERANDAH - EAST ELEVATION - COLUMN AND HANDRAIL4

 1 : 25A7.21
                  EXTERIOR VERANDAH - NORTH ELEVATION2

 1 : 25A7.21
                  VERANDAH - EAST CORNER COLUMN3

 1 : 25A7.21
                  VERANDAH - DOUBLE COLUMN5

 1 : 25A7.21
                  VERANDAH - WEST CORNER COLUMN6

 1 : 25A7.21
                  VERANDAH - TYPICAL COLUMN7

 1 : 10A7.21
                  EXTERIOR VERANDAH - SECTIONS8

 1 : 10A7.21
                  VERANDAH - COLUMN PLAN DETAIL9

 1 : 10A7.21
                  EXTERIOR VERANDAH GLASS GUARD DETAIL10

 1 : 10A7.21
                  EXTERIOR VERANDAH GLASSGUARD SECTION11

NOTE:

REHABILITATED WOOD GUARD MODIFIED TO BE REMOVABLE TO 
ALLOW FOR CLEANING AND MAINTENANCE ACTIVITES IN THE 
SPACE BETWEEN WOOD GUARD AND NEW GLASS GUARD.

THE INTENTION IS TO SALVAGE, MODIFY AND REUSE THE 
EXISTING HOLLOW COLUMNS AS CLADDING AROUND THE NEW 
COLUMNS SHOWN ON STRUCTURAL DRAWINGS.

ALL DIMENSIONS NEED TO BE VERIFIED ON SITE

 1 : 10A7.21
                  EXTERIOR VERANDAH - DOUBLE COLUMN AND HANDRAIL ELEVATION12

 1 : 10A7.21
                  ROOF TOP TERRANCE GUARD DETAIL13

NO. DATE PARTICULAR
R5 2024.08.19 ISSUED FOR TENDER
R10 2024.09.30 ISSUED FOR TENDER  ADDENDUM 8
R11 2024.10.08 ISSUED FOR TENDER  ADDENDUM 9

R10

NOTE:
RECORD EXISTING CONSTRUCTION PRIOR AND DURING DEMOLITION WORK.
ALL COMPONENTS OF THE VERANDAH INCLUDED BUT NOT LIMITED TO COLUMNS, RAILINGS, TRIMS, 
FASCIAS, CORNICE WORK, EAVESTROUGH, SKIRTING ETC. IT IS THE RESPONSIBILTY OF THE GC TO PRESERVE 
THESE COMPONETS FOR REFERENCE AT THE TIME OF REPLACEMENT.
GC RESPONSIBLE FOR RECONSTRUCTION OF EXISTING  EXTERIOR VERANDHA . REFER STRUCTURAL AND 
ARCHITECTURAL DOCUMENTS AS REQUIRED AND ARCHIVED MATERIAL IN DEMO PROCESS.
THE FINAL EXTERIOR VERANDHA CONSTRUCTION TO REPLICATE THE EXSITNG IN SIZE, CONSTRUCTION, 
PROFILE AND FINISH.
GC TO PROVIDE MOCKUPS OF EXTERIOR VERANDHA COMPONENTS PRIOR TO REPLACING THE EXISTING.

R11
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