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	PART 1 -  GENERAL
	1.1 PRICING
	.1 All costs associated with the work required by this Section shall be included as part of the Contract Price and in the price listed in item #1 of the Bid Form.

	1.2 GENERAL INSTRUCTIONS
	.1 Read and conform to:

	1.3 SUMMARY
	.1 Work Included: Provide stainless steel casework including but not limited to following:
	.2 Related Requirements: Specifications throughout entirety of Divisions of this Project are directly applicable to this Section, and this Section is directly applicable to them.

	1.4 REFERENCES
	.1 Reference Standards: Latest published editions of reference standards listed in this Section in effect as of Bid Closing Deadline of the Project, including any amendments adopted, are applicable unless otherwise indicated.

	1.5 ADMINISTRATIVE REQUIREMENTS
	.1 Pre-Installation Meetings:

	1.6 SUBMITTALS
	.1 Product Data:
	.2 Shop Drawings:
	.3 Samples:
	.4 Maintenance Manuals: Submit maintenance instructions in accordance with Section 01 70 00, bound and labeled.

	1.7 QUALITY ASSURANCE
	.1 Manufacturers: Provide Products for Work of this Section by manufacturer with minimum 10 years’ experience in the manufacture of such materials.
	.2 Installers: Provide Work of this Section executed by competent installers with minimum of 5 years’ experience in application of Products, systems and assemblies specified and with approval and training of Product manufacturers.
	.3 Single Source Responsibility: Ensure primary materials provided in this Section are obtained from 1 source by a single manufacturer and secondary materials are obtained from sources recommended by primary materials manufacturers.
	.4 Mock-ups: Provide Mock-ups in locations designated by Consultant and as required to demonstrate quality of workmanship. Maintain Mock-ups during construction in an undisturbed condition as a standard for judging the completed work. Do not proceed with remaining work until installation is approved by Consultant.

	1.8 DELIVERY, STORAGE AND HANDLING
	.1 Co-ordinate deliveries of stainless steel casework in conjunction with millwork and other construction activity and progress at site and as designated by Owner.
	.2 Deliver, unpack and set in place all component in designated position, ready for final connection of services, for units with electrical or mechanical connections where applicable.
	.3 After installation has been completed and all items checked and adjusted where necessary for satisfactory operation, arrange for inspection of stainless steel casework. If items are found unsatisfactory, make necessary corrections and adjustments.

	1.9 PROJECT SITE CONDITIONS
	.1 Adhere to the following prior to undertaking work of this Section:


	PART 2 -  PRODUCTS
	2.1 MANUFACTURERS
	.1 Products of the following manufacturers (or Equivalent) are acceptable subject to conformance to requirements of Drawings, Schedules and Specifications:

	2.2 DESCRIPTION
	.1 Regulatory Requirements:
	.2 Design and Performance Requirements:

	2.3 MATERIALS
	.1 Sheet Steel:
	.2 Galvanized Sheet Steel:
	.3 Stainless Steel:
	.4 Sealant: Conforming to requirements of Section 07 92 00.
	.5 Sheet Metal Thickness:

	2.4 MANUFACUTURED UNITS
	.1 Stainless Steel Countertops

	2.5 FINISH
	.1 All steel furniture in this section shall be constructed of stainless steel with a #4 brushed finish. Grain direction shall be horizontal except where cabinet dimensions do not permit.


	PART 3 -  EXECUTION
	3.1 INSTALLATION
	.1 Countertop Installation:

	3.2 CLEANING
	.1 Ensure all products are unsoiled and match factory finish. Remove or repair damaged or defective units.
	.2 Clean all finished surfaces, including drawers and cabinet shelves, and touch up as necessary.
	.3 Counter tops shall be cleaned and free of grease or streaks.

	3.3 PROTECTION
	.1 Counter tops and ledges shall be protected with 19 mm (1/4 inch) ribbed cardboard for the remainder of the construction process.
	.2 Examine casework for damaged or soiled areas; replace, repair, and touch-up as required.
	.3 Touch-up, repair or replace damaged products before Substantial Completion.



