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S GENERAL PLANTING SPECIFICATIONS: '
NEVER CUT A LEADER ANY TREE ciL ciL S o AaE DL DEAT \
IR S ERE HE I OR DISEASED BRANGHES . BASE INFORMATION SUPPLIED BY PARKIN ARCHITECTS,
S AICER $IDES 0 HORTICULTURAL PRACT| 2. ENGINEERING INFORMATION SUPPLIED BY COUNTERFONT.
CALIPER TREE A5 FER FLANT BE MAX. 5 SLOPE BEST SIDE TOUARD VIE 3. CONTRACTOR TO MAKE THEMSELVES FAMILIAR WITH ALL RELATED SPECIFICATIONS.
SATERAL Lier 4 CONTRACTORS ARE RESPONSIBLE FOR REVIEW OF ALL SPECIFICATIONS AND RELATED DRAWNGS WITH SELECTED 5UB-CONTRACTORS 49
+/=3048mm—j MULGH WITH o ‘GRo-XeK THEY PERTAN TO WORK A5 OUTLINED ON LANDSCAPE ARCHITECTURAL UORKING DRAWNGS AND SPECIFICATIONS. Aot e i

TUNE T OR AFFROVED, - ' OR APPROVED ALTERNA 5. REPORT ALL DISCREPANCIES TO THE LANDSCAPE ARCHITECT DURNG TENDERING PROCESS, ERRORS AND/OR OMISSIONS WILL BE THE Parkin Architects Limited

LTERNATE, TUNE TIE SHALL BE iy . . RESFONSIBILITY OF THE CONTRACTOR 1 VALLEYBROOK DRIVE, TORONTO, CANADA, M3B 257 416-467-8000

SECURED TIGHTLY TO STAKE, BUT

PLANTINGS AS PER LANDSCAPE

LOOSELY ARCUND TREE TRUNK € \\\//j\}/ ////////////////// N | SLAN b. CONTRACTOR SHALL MAINTAN ALL LANDSCAPED AREAS UNTIL OUNER ACCEPTANCE OF PROJECT. CONTRACTOR TO NOTIFY LANDSCAPE
SOMMX5OMMX2400mm WOOD STAKES 5 NN R 7 RN ARCHITECT IN WRITING ON COMPLETION OF PROJECT FOR A SITE WORK COMPLETION CERTIFICATE AS UWELL AS THE COMMENCEMENT OF THE

L \\\///\///\///\ RIS ///////////////// SIS PLANTING BED OR 50D
SHALL BE POUNDED INTO 600 T SR 770777 s NoTE 2 ACCEPTANCE OF PROJECT N
MIN. OF UNDISTURBED SUBGRADE. - \\\//>\§/>\§// R \\/i\ <\/<\ <\/ \\/<\/\\/<\/\\< <\/\/ \</\< \</\\/< 4 SEEFNAOC%? 1. ALL WORKMANSHIP TO BE WARRANTIED FOR ONE TEAR UNLESS OTHERWISE STATED. WARRANTY PERIOD UWILL BEGIN ON FINAL ¢
STAKE SHALL NOT PENETRATE R AR RN I RIS RS | SCARIFY SUBSOIL TO A ACCEPTANCE OF PROJECT.

& ALL WORKMANSHIP TO COMPLY WITH THE CANADIAN LANDSCAPE STANDARDS.
3. ALL NURSERY STOCK TO BE #l NURSERY GROWN AND MUST COMPLY WITH THE CANADIAN NURSERY LANDSCAPE ASSOCIATION'S "CANADIAN

INTERFERE WITH BRANCHES. TWO L= T T I TN =TS SUBGRADE /7 EXISTING SOILY

FILTER FABRIC He Eﬁz\ ,

ROOTBALL AND SHALL NOT IEEEEEEEEEEEE G
1 COMPACTED GRANULAR BASE T=IT=T]

STAKES PER DECIDUCUS TREE.
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FOOTING MIN. I'-0" BELOW = === === NURSERY STOCK STANDARD', LATEST EDITION. - ) < O
TREE WRAP TO BE 50mm P.V.C. TREE GRADE | | 0. ALL LANDSCAPING 15 TO BE INSTALLED PRIOR TO THE END OF THE FIRST GROWING SEASON FOLLOWING THE OCCUPANCY OF THE SITE U Ll
Z%A@:? azHAPF’QO\/ED ALTERNATE, o N cL L o N c/L COMPACTED SUBGRADE DEVELOPMENT UNLESS OTHERWISE STATED. O m P
UL T T ‘ -2 ‘ 2M ‘ Il CONTRACTOR IS RESPONSIBLE FOR ALL UNDERGROUND UTILITIES AND MUST SUPPLY THE LANDSCAPE ARCHITECT WITH COPIES OF LOCATE x —
M GRO-BARK' OR d INLESS CERTIFICATES PRIOR TO COMMENCEMENT OF WORK a)
N APPROVED ALTERNATE SEE NOTE #3 — | OTHERITSE TYPICAL SECTION LAYOUT | I
EARTH SAUCER BULDING NOTED 2 2 U
BUILDING EDGE GRADING
g CUT AND REMOVE BURLAP ¢ WIRE EDGE — >\ . CONTRACTOR TO ENSURE POSITIVE DRAINAGE IN ALL AREAS. 0 < m
=< BASKET FROM TOP J4 OF BALL R TR 2. ALL GRADING TO BE IN ACCORDANCE WITH SITE ENGINEERS DRAWINGS.
APPROVED BACKFILL - RNy 3. SOIL SHALL BE SCARIFIED FREE OF ALL STONES, ROOTS, BRANCHES LARGER THAN I" (25MM) AND COMPACTED TO 85% SPD. m — <
SEE TOPSOIL SPEC. ELEVATION (NEXT TO BUILDING) PLAN VIEW (NEXT TO BUILDING) 4 ALL 8UBSOIL TO BE SCARIFEED TO A DEPTH OF &' (150 MM) PRIOR TO THE INSTALLATION OF TOPSOIL TO ENSURE NO HARDPAN
TYPICAL TYPICAL COND\T[ON&
c I~ SCARIFY sUBSOIL TO A DEPTH 5. CONTRACTOR TO NOTIFY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION OF TOPSOIL TO APPROVE SUBBASE. YRP H ELI CO PTER H AN G AR
HE ey \OF Bomn NOTES: 6. DIRECT ALL RAINLEADERS AND SUMP LEADERS AWAY FROM PLANTING BEDS AND TO THE DESIGNATED SWALES.
Sfe (20 E@gog QSO@OW? BRAAEED BASE TO T CONTRACTOR T BEFER TO AL SPECFICATIONS, T NOTIFY LANDSCAPE ARCHITECT IN WRITING OF ANY SUBSTANTIAL WET CONDITIONS.
J VARIES 2. ALL PLANTS TO CONFORM TO CNLA - CANADIAN STANDARDS FOR NURSERY STOCK.
- SUBGRADE 3. GIVE LANDSCAPE ARCHITECT 48 HOURS NOTICE PRIOR TO INSTALLATION TO INSPECT PLANT ToPeolL
MATERIAL AND PIT PREPARATION - SEE GENERAL SPECIFICATIONS. . AT THE CONTRACTORS EXPENSE A SOIL TEST 1S TO BE COMPLETED BY A REPUTABLE LABORATORY. THE SOIL TEST IS TO BE COMPLETED
NOTES: 4. DO NOT ALLOW AIR POCKETS WHEN BACKFILLING. AND |F NECESSARY, RECOMMENDATIONS FROM THE LABORATORY ARE TO BE INCLUDED. THE RESULTS OF $OIL TESTS AND
L CONTRACTOR TO REFER T0 ALL SPECIFICATIONS, > OSITION CROUN CF ROOT BALL 01 AOVE FINSHED GRADE 1O ALLOUFOR SETTLNG RECOMMENDATIONS ARE TO BE PROVIDED TO THE LANDSCAPE ARCHITECT FOR APPROVAL ONE UEEK PRIOR TO WORK COMMENCING. 350 GARFIELD WRIGHT BOULEVARD
2. ALL PLANTS TO CONFORM TO CNLA - CANADIAN STANDARDS FOR NURSERY STOCK. : : 2. TOPSOIL FOR PLANTING BEDS 18 TO BE A FERTILE, FRIABLE, NATURAL LOAM TO A MINIMUM DEPTH OF 18" (450MM), AND A MINIMUM DEPTH
e o et s o g TION T NSFRCT FLANT b S i e DETAL Somb NoT REPREGENT AT SART CULAR SRECIES NOTES: OF 4" (Ip0MM) FOR TURF AREAS - UNLESS OTHERWISE STATED - TOPSOIL SHALL CONTAIN NOT LESS THAN 4% ORGANIC MATTER FOR CLAY TOWN OF EAST GWILLIMBURY
4 DONOT ALLOU AR POCKETS WHEN BACKFILLING. ’ 9. ALL DIMENSIONS SHOUN IN MILLIMETERS. . CONTRACTOR TO REFER TO ALL SPECIFICATIONS. LOAMS AND NOT LESS THAN 2% ORGANIC MATTER: FOR SANDY LOAM TO A MAXIMUM OF 15%, AND CAPABLE OF SUSTAINING VYIGORCUS
5 TREE PIT SIZE TO BE MIN, 500mm WIDER ALL AROUND THAN ROOT BALL. 2. INSTALL T5MM OF APPROVED MULCH. 2. CONTRACTOR TO SUPPLY AND INSTALL LARGE LIMESTONE ARMOURSTONE' OR APPROVED PLANT GROWTH, FREE OF SUBSOIL  CONTAMINATION, ROOTS AND STONES OVER bOMM DIAMETER REASONABLY FREE OF UEEDS, AS
6. TREE SHALL BEAR SAME RELATION TO GRADE AS [T BORE TO |78 PREVIOUS EXISTING GRADE. . PEEL BACK TOP 1/3 OF BURLAP, DO NOT REMOVE. CUT AND REMOVE ALL ROPE FROM TOP HAL ALTERNATE DETERMINED BY THE LANDSCAPE ARCHITECT , AND HAVING A pH RANGING FRCOM 6.2 TO 2.
PLANT TREE 50 - 100mm ABOVE DESIRED GRADE TO ALLOW FOR SOME SETTLING. ?\CFOYE?ZTNEBQL@LR fO Bw*NBMZLTégAEgER‘AW REMOVE PLANTS FROM PLASTIC CONTAINERS 3. #OANggiAO;iLBEOTUEEDEESEA;;TEEDEQEE; gﬁ%@é oﬁ%ﬁ?ﬁgiﬂgsﬁ:&% EAXQACCH}E?CEMENT 3. IF TOPSOIL 15 TO BE STOCKPILED FOR USE ON SITE DEVELOPMENT, AVOID MIXING TOPSOIL WITH SUBSOIL. LIMIT HEIGHT OF STOCKPILE TO
1. DO NOT DAMAGE MAN ROOTS WHEN INSTALLING STAKES. : 3M TO RETAIN $OIL MICROORGANISMS AND $OIL VIABILITY AND FERTILITY.
2. PREPARED TOPSOIL TO BE 52% NATIVE TOPSOIL, FREE OF STONES, LUMPS OF CLAY GREATE 4. BOULDERS ARE TO BE THE FOLLOWING SIZES: SUBJECT
B e R e e JTAKEe. TREES Tom CALIFER AND GREATER THAN 25mm (INCHD AND ALL ROOTS OR OTHER EXTRANEOUS MATERIAL. AMEND UITH 50% TRIPL 0% - LoD X 1200 X 0D 4. IF APPLICABLE, ALL WORK IN ANY ROAD ALLOWANCE SHALL MEET THE MINIMUM SPECIFICATIONS OF THE MUNICIPALITY. ENSURE A MINIMUM e
9. NO TREE PIT 8HALL BE LEFT OPEN OVERNIGHT. MiX: MAX. 1/2 OF PLANTING BED DEPTH MAY BE ABOVE GRADE WHERE SOILS ARE HEAVILY 5 BOULDERS ARE TO BE BURIED ) BELOW GRADE AND BACKFILLED IN 15@mm LIFTS. OF 10OMM TOPSOIL 1S INSTALLED IN BOULEVARDS.
0. THE ABOVE DOES NOT REPRESENT ANY PARTICULAR SPECIES. COMPACTED TOPSOIL TO BE TAMPED TO MINIMIZE SETTLEMENT. . CONTRACTOR TO INSTALL LANDSCAPE FABRIC (FILTER FABRIC) UNDERNEATH BOULDERS, TYP. 5. PROTECT THE MUNICIPALITY OUNED ROAD ALLOWANCE(S)/BOULEVARD(S) FROM COMPACTION OR SOIL CONTAMINATION.
I ALL DIMENSIONS SHOUN IN MILLIMETERS. 13.  ALL SHRUBRS TO BE PLANTED A MINIMUM OF 12m ON CENTER AWAY FROM ALL BUILDING EDGES
2. INSTALL T5mm OF APPROVED MULCH. UNLESS OTHERWISE NOTED. A MULCH
. ALL TREEPITS, SHRUB PITS AND PLANTING AREAS ARE TO BE MULCHED UNLESS OTHERWISE NOTED.
DECIDUOUS TREE PLANTING DETAIL - N.T.S. SHRUB PLANTING DETAIL - N.T.S. ARMOURSTONE DETAIL - N.T.S. 2. CONTRACTOR TO NSTALL 3' (T5MM) OF ‘GRO-BARK' MEDIUM MULCH N ALL AREAS. S
3. ALTERNATIVES MAY BE ACCEPTED - CONTRACTOR TO PROVIDE 3 $AMPLES FOR WRITTEN APPROVAL TO THE LANDSCAPE ARCHITECT. -
PLANT MATERIALS
. CONTRACTOR TO VERIFY ALL PLANT MATERIAL ON DRAWNG(S) AND PLANT MATERIAL LIST(S). REPORT ALL DISCREPANCIES AT
TENDERING PROCESS. @
2. eUBSTITUTIONS WILL NOT BE ACCEPTED WITHOUT WRITTEN CONFIRMATION BY THE LANDSCAPE ARCHITECT.
3. PLANTINGS MAY BE ADJUSTED TO 8UIT UTILITIES STRUCTURES AND AESTHETIC CONCERNS, ADJUSTMENTS ARE TO BE MADE UNDER THE = {
DIRECTION OF THE LANDSCAPE ARCHITECT. ADJUSTMENTS TO PLANTING WITHOUT CONSENT OF LANDSCAPE ARCHITECT AND OR PROJECT "
MANAGER MAY NOT MEET INTENT OF DESIGN AND OR MUNICIPAL APPROVALS. PLANT MATERIAL THAT HAS TO BE RELOCATED A8 A RESULT
WILL BE AT THE COST OF THE CONTRACTOR,
4. LANDSCAPE ARCHITECT TO INSPECT ALL PLANT MATERIAL ON SITE OR AT [T SOURCE PRIOR TO INSTALLATION. CONTRACTOR I8 TO GIVE
LANDSCAPE ARCHITECT 48 (HRS) NOTICE FOR INSPECTION.
5. CONTRACTOR TO NOTIFY LANDSCAPE ARCHITECT IN WRITING IF ADVERSE WEATHER MAY IMPACT THE HEALTH OF THE PLANT MATERIALS AT
TIME OF PLANTING. |E. TEMPERATURE, PRECIPITATION.
6. ALL TREE PITS SHALL BE AT LEAST 2 FT. (600MM) WIDER THAN BALL OF THE TREE TO BE FPLANTED AND SHALL BE DEEP ENOUGH SO
THAT THE TOP OF BALL 19 AT THE SAME LEVEL AS SURROUNDING GRADE. A MINIMUM OF 6" (150MM) OF BACKFILL SHALL BE PLACED
UNDER BALL. TREE PIT® ARE NOT TO BE LEFT OPEN OVER NIGHT.
1. SHRUB BEDS SHALL BE EXCAVATED TO A DEPTH CF 18" (450MM) AND FILLED WITH APPROVED BACKFILL MATERIAL. SHRUB BEDS ARE
NOT TO BE LEFT OPEN OVER NIGHT.
& ALL TREES SHALL HAVE AN EARTH SAUCER AT IT6 BASE WITH A DIAMETER AS LARGE AS EXCAVATED AREA AND SHAPED TO RETAIN
WATER (SEE DETAIL). EARTH SAUCER TO HAVE APPROVED MULCH INSTALLED TO A MINIMUM DEPTH OR 25" (63MM),
9. ALL BURLAP SHALL BE CUT AND BURIED BELOW SURFACE DURING PLANTING.
0. ALL EVERGREENS ARE TO WRAPPED THE FIRST WINTER AT THE EXPENSE OF THE LANDSCAPE CONTRACTOR.
I ALL SHRUBS PLANTED WITHIN Im OF SALTED ROADWAYS, PARKING AND SIDEWALKS TO BE PROTECTED WITH SILT FENCING THROUGHOUT THE
FIRST WINTER AFTER INSTALLATION AT THE EXPENSE OF THE LANDSCAPE CONTRACTOR. (OPTIONAL)
2. DIRECT ALL RAINLEADERS AND SUMP LEADERS AUAY FROM PLANTING BEDS AND TO DESIGNATED DRAINAGE SWALES.
3. DONOT INSTALL PLANT MATERIAL N DRAINAGE SWALES.
14, CONTRACTOR IS TO REMOVE ALL STAKES AND GUT WIRES AFTER 2 FULL GROWING SEASONS.
50D
. ALL LANDSCAPED AREAS TO BE SODDED TO THE STREET CURB (5) UNLESS OTHERWISE STATED.
2. CONTRACTOR TO ENSURE (WHERE APPLICABLE) ALL PLANTING BEDS ADJACENT TO TRAFFIC ISLANDS, INTERIOR SITE CURBING, AND
SIDEWALKS HAVE A 3'0'(10M) 50D MANTENANCE STRIP INSTALLED.
3. ANY SODDING OR WORKS ON LANDS ABUTTING THE PROPERTY FROM THE LOTLINES TO SIDEWALK AND CURBING, SHALL BE COMPLETED
OR REPAIRED TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT, CITY, AND OR REGIONAL MUNICIPALITY UNLESS OTHERWISE STATED.
4, 80D SHALL BE CERTIFIED * | CULTIVATED 'CAMEL GRASS' GROUN AND 8OLD IN ACCORDANCE WITH THE CLASSIFICATIONS OF THE
NURSERY 90D GROWERS ASSOCIATION OF ONTARIO. AT TIME OF SALE IT SHALL HAVE A STRONG FIBROUS ROOT SYSTEM AND SHALL BE
CUT IN PIECES APPROXIMATELY ONE SQYD (300 M2) IN AREA WITH THE SOIL PORTION BEING 3/4" IN(I9MM).
5 80D TO BE FERTILIZED AT THE APPROPRIATE RATES AS INDICATED BY SOIL TESTS COMPLETED BY A REPUTABLE 80ILS LABORATORY.
6. UPON INSTALLATION AREAS SHOULD BE WATERED 50 AS TO SATURATE SOD AND THE UPPER 4" (1020MM) OF BACKFILL TOPSOIL. AFTER
80D AND SOIL HAVE DRIED SUFFICIENTLY TO PREVENT DAMAGE, IT SHALL BE ROLLED WITH A ROLLER PROVIDING | 500 LBS. (68IKG)
PRESSURE PER SQFT.
1. CONTRACTOR TO REPAIR ALL DAMAGED AREAS TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT AND OR CLIENT. 4 |ISSUED FOR ADDENDUM 9 24-10-11
WATERING 3 |ISSUED FOR TENDER 24-09-09
. DURING THE WARRANTY PERIOD, BETWEEN MAY 5 AND SEPTEMBER 15 OF EACH TEAR WATERING OF ALL PLANTS SHALL BE CARRIED OUT
NO LESS THAN & TIMES PER TYEAR, IN ACCORDANCE WITH THE WATERING $CHEDULE TO BE DETERMINED BY THE OUNER, UNLES® OTHERWISE 2 |ISSUED FOR SITE PLAN APPROVAL 24-08-16
STATED ON THE DRAWINGS. CRITICAL WATERING MONTHS ARE JUNE, JULY 4 AUGUST. 1 |ISSUED FOR PERMIT 40731
2. FNO AUTOMATED IRRIGATION SYSTEM HAS BEEN PROVIDED FOR WATERING OPERATIONS, CONTRACTOR TO PROVIDE WATER TO THE SITE
IF HOSE BIBS WITHIN THE BUILDING ENVELOPE ARE NOT AVAILABLE. NO. ISSUED DATE
3. MANUAL WATERING SHOULD ENSURE DEEP WATERING OF TREES, SHRUBS, GROUND COVERS AND GRASSED AREAS. WATERING OF GRASSED
AREAS TO COMMENCE ON A REGULAR BASIS AND CONTINUE WITH INTENSITY DEPENDING ON AMOUNT OF RAINFALL. NEW 80D THAT HAS Issues

BEEN LAID SHOULD BE KEPT MOIST FOR 4 TO 5 WEEKS OR UNTIL [T HAS FIRMLY ROOTED INTO THE EXISTING SOIL.

4 ALL CONFEROUS TREES SHALL BE WATERED IN LATE FALL, JUST PRIOR TO FREEZE-UP.
5. WATER SHALL BE APPLIED 80 THAT THE WASHING OF THE SOIL OR DISLODGING OF MULCH OR TREE GUARDS DOES NOT OCCUR. DAMAGE if ;
SHALL BE IMMEDIATELY REPAIRED TO THE SATISFACTION OF THE OUNER AT NO ADDITIONAL COST. All measurements are to be checked and verified on site by
the contractor before proceeding with work
SEED
| ALL LANDSCAPED AREAS TO BE SEEDED TO THE STREET(S) CURB UNLESS OTHERWISE STATED.
2. ANT WORKS ON LANDS ABUTTING THE PROPERTY FROM THE LOTLINES TO SIDEWALK AND CURBING, SHALL BE TO THE SATISFACTION OF THE Do not scale drawings
LANDSCAFE ARCHITECT, CITY, AND OR REGIONAL MUNICIPALITY.
3. SEED TO BE:
20 % KENTUCKY BLUE GRASS :
50 % CREEPING RED FESCUE Drawn by: RKLAl
20 % BARRY OR PINVACLE PERENNIAL RYEGRASS Checked by: RKLA|
10 % ANNUAL RYEGRASS - C94-10-
4 SEEDING RATE: I25kg PER Ha (I0lbs/Acre) Ongmal Isgue Date: 24-10-03
5. TERRAFIX S5C200 BY GEOSYNTHETICS INC. OR APPROVED ALTERNATE TO BE USED ON ALL SLOPES GREATER THAN OR STEEPER THAN 3. Project No: 2402 (RKLAI 24-128Lh)
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