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3 ISSUED FOR PERMIT/TENDER 03 SEP-24MGN

4 LANDSCAPE ADDENDUM 02 OCT-24MGN

1
LP-5

WALL ART
N.T.S.

2
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HANGING AMADINDA
N.T.S.

Notes:

1. All dimensions are in millimeters. Do not scale drawing.
2. Contractor shall provide 1800 x 1800 sample panel of concrete for approval by

landscape architect prior to installation of permanent concrete pavement.
Sample shall include expansion, control joints, and finish.

3. Landscape architect shall inspect all forms and review.
4. Specified depth of granular base is compacted depth.
5. Ensure that there is a smooth transition between different surfaces (concrete to

sod, concrete to concrete, concrete to step).
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CONCRETE SURFACE - PEDESTRIAN
N.T.S.

5MM WIDE x 14 DEPTH
THICKNESS OF
CONCRETE SLAB
SAWCUT CONTRACTION
JOINT

PRE-MOULDED JOINT
BITMOUS IMPREGNATED
FIBREBOARD TO ASTM D
1751 TO FULL DEPTH OF
SLAB

CONTRACTION JOINT @ MAX. 2000mm ON-CENTRE UNLESS OTHERWISE
DESCRIBED ON LAYOUT

EXPANSION JOINT @ MAX. 6000mm ON-CENTRE, ISOLATE POLES, VALVES
AND OTHER UTILITIES OR WHERE CONCRETE SURFACE ABUTS OTHER
CONCRETE STRUCTURE/SURFACE TO UNLESS OTHERWISE DESCRIBED
ON LAYOUT

3

12

200mm DEPTH GRANULAR BASE COMPACTED TO 98% SPMDD
  - GRANULAR 'A' TO OPSS.MUNI.1010

SUBGRADE UNIFORMLY COMPACTED TO 98% SPMDD
  - PROOFROLL IN THE PRESENCE OF A GEOTECHNICAL ENGINEER
    FOR EXAMINATION/APPROVAL PRIOR TO CONSTRUCTING SUBBASE
  - UNSUITABLE SUBGRADE (SPONGY, SOFT, ORGANIC MATERIALS)
    AREAS SHALL BE SUB-EXCAVATED AND REPLACED IN LIFTS NO
    GREATER THAN 200MM IN  DEPTH WITH MATERIAL APPROVED BY THE
    GEOTECHNICAL ENGINEER AT THE MOISTURE CONTENT WHICH WILL
    PERMIT COMPACTION TO 98% SPMDD

125 MM DEPTH CAST IN PLACE CONCRETE
  - 32 MPa MINIMUM COMPRESSIVE STRENGTH @ 28 DAYS
  - CLASS C-2 EXPOSURE
  - MAXIMUM NOMINAL SIZE OF COARSE AGGREGATE 19MM
  - 5-8% AIR ENTRAINMENT
  - MAXIMUM WATER TO CEMENTING MATERIALS RATIO 0.45
  - BROOM FINISH PATTERN PERPENDICULAR TO CIRCULATION FLOW
  - COLOUR: NATURAL GREY

150
SLOPE AS DESCRIBED ON GRADING PLAN. MINIMUM 1% AND MAXIMUM 4%
LONGITUDINAL OR 2% CROSS SLOPE

CONCRETE ADJACENT TO ALL FORMWORK SHALL BE FINISHED WITH A TOOL
THAT PRODUCES A 5 MM ROUNDED EDGE AND A SMOOTH, HORIZONTAL
SURFACE WITH A MAXIMUM WIDTH OF 50 MM. ALL TOOLING SHALL BE
UNIFORM AND STRAIGHT AND SHALL BE DEPRESSED NO MORE THAN 1 MM
BELOW THE ADJACENT SURFACE. ANY RIDGES ALONG THE TOOLED MARKS
SHALL BE REMOVED.

XXXXX

150 X150, #10 GUAGE WELDED STEEL WIRE FABRIC  TO CSA-G30.5
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PURE PAVE SURFACING DETAIL
N.T.S.

40mm DEPTH PUREPAVE PERMEABLE
SURFACE MATERIAL (BONDED AGGREGATE
SURFACING). COLOUR: GREY DOLOMITE
GRANITE

300mm DEPTH TYPE 2 19mm ANGULAR
CLEAR STONE TO A DENSE STATE
PER OPSS

COMPACTED SUBGRADE

40
30

0

RX 1200 BIAXIAL (PP) GEOGRID
WRAPPED ON ALL SIDES

SNAP EDGE EDGE RESTRAINT SYSTEM
INSTALLED PER MANUFACTURER'S
SPECIFICATIONS AT EDGES OF PUREPAVE
ADJACENT TO SOFT LANDSCAPE SURFACE

CONCEPT DRAWING
FOR INFORMATION
TO CONVEY DESIGN

INTENT ONLY
CONTRACTOR TO PROVIDE SITE

SPECIFIC DETAILED SHOP
DRAWINGS CERTIFIED BY A
PROFESSIONAL ENGINEER

INDICATING DIMENSIONS, SIZES,
FINISHES AND STORM WATER

REQUIREMENTS
FOR REVIEW BY THE

ARCHITECT, LANDSCAPE
ARCHITECT, CIVIL ENGINEER AND

CLIENT PRIOR
TO FABRICATION AND

INSTALLATION. CONTRACTOR TO
INCLUDE COST OF SHOP
DRAWINGS, MATERIALS,

FABRICATION AND INSTALLATION
AS PART OF BID.

150mm X 150mm COMPACTED
GRANULAR A AT INTERFACE
WITH SOFT LANDSCAPE
SURFACE

FLUSH TRANSITION BETWEEN PUREPAVE
ADJACENT CONCRETE. CHANGES IN
ELEVATION BETWEEN SURFACES GREATER
THAN 6MM WILL NOT BE PERMITTED.
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