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1/2"-13 FORGED STEEL HOT-DIPPED 
GALVANIZED EYE BOLT WITH HEX NUT IN 
SHOULDER PATTERN TO BE INSTALLED 
AT APPROPRIATE LENGTH. PRE-DRILL 
HOLES THROUGH POSTS, COUNTER-SINK 
BOTH NUT AND BOLT END AND PLUG NUT 
END WITH WOOD AS SHOWN.
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SECTION 

NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETERS. DO NOT SCALE 
DRAWINGS.

2. ALL POSTS TO BE INSTALLED VERTICAL. VARY HEIGHTS AS 
INDICATED.

3. NUMBER OF POSTS VARIES. REFER TO DRAWINGS FOR 
TOTAL QUANTITY.

4. INSTALLATION TO COMPLY WITH CAN/CSA-Z614, LATEST 
EDITION.

5. ALL ROUND POSTS TO HAVE BARK REMOVED AND 
SKINNED/TURNED TO REMOVE IRREGULARITIES SUCH AS 
BRANCH STUBS), FREE FROM WARPS, CHECKS AND CRACKS.

6. ALL BOLTS, NAILS AND OTHER FASTENERS TO BE 
GALVANIZED.

7. INSTALLATION TO BE TO THE SATISFACTION OF THE 
LANDSCAPE ARCHITECT AND/OR OWNER'S REPRESENTATIVE.

POST CONNECTION 12
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150 MIN. AT ALL SIDES
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FOLLOWING POST INSTALLATION, SHADE 
SAIL CANADA (OR APPROVED EQUAL) TO 
DO ONSITE MEASUREMENTS AND 
FABRICATE CUSTOM SAIL AND PROVIDE 
ALL REQUIRED HARDWARE.

TOP OF ALL POSTS TO BE ANGLED 
MINIMUM 30° AS SHOWN. DIRECTION OF 
ANGLED CUT TO BE AS PER PROJECT 
DRAWINGS. BEVEL TOP EDGES TO 10 mm 
RADIUS AND SAND SMOOTH. 

ROUND WOOD POSTS (PEELED) 150 TO 
200 mm DIA. PLACED VERTICALLY IN 
LAYOUT CONFIGURATION AS SHOWN ON 
PROJECT PLANS. POSTS TO BE LIGHTLY 
SANDED WITH BELT SANDER PRIOR TO 
INSTALLATION. ENSURE ALL POSTS ARE 
FREE OF SPLINTERS, STABLE AND FREE 
OF MOVEMENT AFTER INSTALLATION

TREAT BELOW-GRADE PORTION OF ALL 
POSTS WITH TWO COATS APPROVED 
CLEAR AND PENETRATING WOOD 
PRESERVATIVE PRIOR TO INSTALLATION

UNDISTURBED NATIVE SUBGRADE 
COMPACTED TO 98% S.P.D.

450 MIN.

C.I.P. CONCRETE FOOTING WITH 
REINFORCING
- include 6 - 15M hooked reinfording bars 
(min. 150mm hook into footing) spaced 
equally around circumference of foundation 
wall and extending from top of foundation to 
bottom of footing maintaining 75mm cover. 
Footing to include 15M reinforcing bars 
spaced min. 300mm c.c. both directions.

450 MIN.
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WOOD POSTS FOR SHADE SAIL
Scale: 1:252

RECYCLED PLASTIC TIMBER BENCH
Scale: VARIES3

SQUARE NATURAL LOG EDGE STEPS
- debarked hardwood log (soaked and 
peeled) varied in size and height (150, 250 
and 350mm (MAX))
-arrange posts and select sizes so that posts 
fit tightly together as shown
-bottom cut flat
-ground / sanded to eliminate all shape 
edges, rough wood and splinters

TYPICAL RUBBER SURFACE TYPICAL RUBBER SURFACE

ROUND NATURAL LOG EDGE STEPS
- debarked hardwood log (soaked and 
peeled) varied in size and height  (150, 250 
and 350mm (MAX))
-arrange posts and select sizes so that posts 
fit tightly together as shown
-bottom cut flat
-ground / sanded to eliminate all shape 
edges, rough wood and splinters
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CHAMFER TOP EDGES 
AS SHOWN

CHAMFER TOP EDGES AS SHOWN
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STEPPING LOGS IN RUBBER
Scale: 1:101
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SECTIONS

1:20

SIDE ELEVATIONS 
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PLAN VIEW

1:20

2438

46
6

2 - 6x200mm LAG BOLTS
-attach base board with lag bolts every 1219 mm to the 
wood deck below

CLAD FRAME WITH 2x4" RECYCLED 
PLASTIC TIMBER WITH 6mm GAPS 
- sand all exposed wood and round 
corners and edges to min. 12mm radius

38x89mm (2"x4") RECYCLED PLASTIC TIMBER FRAME 

WOOD DECK (REFER TO ARCHITECTURAL DRAWINGS)
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PLACE BENCH AGAINST ADJACENT 
FENCING SO NO GAP REMAINS IN 
BETWEEN

SECTION AT DECK

1:10 SCALE

RECYCLED PLASTIC ELEMENTS:
1. COLOUR TO BE 'KIWI GREEN'
2. CONTACT TAYLOR RECYCLED PLASTIC 
PRODUCTS INC. TO ORDER 

Address: 581 County Road 28, Bailiboro ON, K0L 1B0
Phone: (705)939-6072
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Villa Playhouse
M7000

M700070-3518P

6'1"x4'4"x4'9"

2 - 5

12

With its child scale size (roof height 4'9) the red 
house is a play motivator for the youngest. The 
open ends and walls widen the play space, 

making room for a lot of children playing from 
the outside also. The desks and manipulative 

elements are reachable from the outside, too, 
providing play all around. The rounded desk 
and the porch seat invite meeting and 

exchanging, making this house a haven for 
social play. The red house stimulates dramatic 
play. It invites and retains children's role play 

with manipulative elements that can be shifted 
and turned. These elements stimulate the 

understanding of cause and effect and the 
child's cognitive development. They give the 
children something to talk about and include in 

dramatic play. This affects their communication 
and language developments and encourages 
turn taking, building up social skills."

1 / 10/12/2021
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Villa Playhouse
M7000

NOTES:
1. Playhouse to be Kompan Villa Playhouse M700078-30P in colour 'Greenline' or 
approved equal.
2. Contractor shall submit supplier / manufacturer's data sheet prior to delivery to 
the site.
3. Contractor to install as per manufacturer's instructions
4. Contact: David Parker at Kompan Playground Solutions 
t. 519-495-0680, DavPar@Kompan.com

FLUSH WITH RUBBER SURFACING

PLAY HOUSE
Scale: NTS4
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Garden Table
M230

M23070-3418P

4'2"x5'1"x1'9"

2 - 5

6

Our garden tables serves multiple functions for 
children. Designed at the right heights for 
young ones and colored in bright red and 

yellow, this is the table that young ones will be 
naturally drawn to. Its vast surface area and 

durable top is perfect for art projects, crafts, or 
other fun activities. It is perfect for a picnic table 
for an afternoon lunch or snack.

1 / 10/12/2021

Garden Table
M230

NOTES:
1. Playhouse to be Kompan Garden Table M230070P or approved equal.
2. Contractor shall submit supplier / manufacturer's data sheet prior to delivery to the 
site.
3. Contractor to install as per manufacturer's instructions
4. Contact: David Parker at Kompan Playground Solutions 
t. 519-495-0680, DavPar@Kompan.com

FLUSH WITH RUBBER SURFACING

HARVEST TABLES
Scale: NTS5

GENERAL NOTES
1.
2.
3.

PROVIDE THIS PRODUCT OR EQUAL
INSTALL ON NEW ASPHALT SURFACE.
CONTACT LOWE'S TO ORDER "Outdoor Living 
Today EGB43 Elevated Garden Bed 4-ft x 3-ft"
Phone: 1-888-98LOWES (56937)
Email: Support@lowes.ca

CUT LEGS TO HAVE 
FINISHED HEIGHT OF 600mm 
AT TOP EDGE

RAISED WOOD PLANTER
Scale: 1:106

Upper Yonge Village 
Daycare Centre
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BUILDING RENOVATION

Seal

KEY PLAN

14 St. Clements Avenue, Toronto, ON

All drawings, plans, models, designs, specifications and other documents 
prepared by Read Jones Christoffersen Ltd. ("RJC") and used in connection 
with this project are instruments of service for the work shown in them (the 
"Work") and as such are and remain the property of RJC whether the Work 
is executed or not, and RJC reserves the copyright in them and in the Work 
executed from them, and they shall not be used for any other work or 
project.
These drawings are "design drawings" only. They may not be suitable for 
use as shop drawings. Use of these drawings as base drawings for "shop 
drawings" is not permitted unless written permission containing certain 
conditions and limitations is obtained from RJC. The work "as constructed" 
may vary from what is shown on these drawings.

Use of these drawings is limited to that identified in the Revision column.
Do not construct from these drawings unless marked "Issued for 
Construction" by RJC in the Revision column, and then only for the parts 
noted. The drawings shall not be used for "pricing", "costing", or "tender" 
unless so indicated in the Revision column. "Pricing" or "Costing" drawings 
are not complete and any prices based on such drawings must allow for this.
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Drawing Notes

Read Jones Christoffersen Ltd.
Engineers
rjc.ca

100 University Avenue,
North Tower, Suite 400

416-977-5335
416-977-1427

Toronto, ON M5J 1V6 Canada
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