ELECTRICAL ADDENDUM EA-1
THE CORPORATION OF THE COUNTY OF PRINCE EDWARD
LONG TERM CARE REDEVELOPMENT
PICTON, ON
PROJECT NO.: 10331137
JSC PROJECT NO.: 21-193
OCTOBER 3, 2024

The following document is hereby made a part of the Contract Documents.

The following revisions and/or additions shall be made to Drawings and/or specifications and the cost shall be included in
Tender Price.

REVISIONS TO SPECIFICATION

SECTION 27 10 05 — VOICE / DATA NETWORK CABLING

2.1 — Voice/Data Horizontal Cabling

1. In Paragraph .3 — Acceptable Manufacturers, add “.5 Leviton”.

REVISIONS TO DRAWINGS

DRAWING E-100

1. Revise Luminaire Schedule as per attached Drawing E-100.
DRAWING E-101

1. Revise Site Plan-Electrical as per attached Drawing E-101.
DRAWING E-301

1. Revise Power & Systems Layout as per attached Drawing E301.
DRAWING E-302

1. Revise Power & Systems Layout as per attached Drawing E302.
DRAWING E-303

1. Revise Power & Systems Layout as per attached Drawing E303.
DRAWING E-304

1. Revise Power & Systems Layout as per attached Drawing E304.
DRAWING E-305

1. Revise Power & Systems Layout as per attached Drawing E305.
DRAWING E-306

1. Revise Power & Systems Layout as per attached Drawing E306.

END
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LEGEND

LEGEND (CONTD.)

b

LED LIGHT FIXTURE — LETTER DENOTES TYPE

QN NURSE CALL INDICATION LIGHT C/W 16MM CONDUIT TO ACCESSIBLE CEILING SPACE IN NEAREST
CORRIDOR. THE NURSE CALL INDICATION LIGHT SHALL HAVE THREE COLORS. THE LIGHT SHALL SHOW
ONE COLOR UPON PULLING OF THE NURSE CALL PULL CORD STATION WHILE IT SHALL SHOW
ANOTHER COLOR UPON OPERATION OF THE SMOKE DETECTOR LOCATED IN PATIENT ROOMS. PROVIDE
1-16MM CONDUIT FROM THE INDICATION LIGHT TO NEAREST ACCESSIBLE CEILNG SPACE IN
CORRIDOR.

ON NURSE CALL INDICATION LIGHT (CEILING MOUNTED) C/W 16MM CONDUIT TO ACCESSIBLE CEILING
SPACE IN NEAREST CORRIDOR. THE NURSE CALL INDICATION LIGHT SHALL HAVE THREE COLORS. THE
LIGHT SHALL SHOW ONE COLOR UPON PULLING OF THE NURSE CALL PULL CORD STATION WHILE IT
SHALL SHOW ANOTHER COLOR UPON OPERATION OF THE SMOKE DETECTOR LOCATED IN PATIENT
ROOMS. PROVIDE 1-16MM CONDUIT FROM THE INDICATION LIGHT TO NEAREST ACCESSIBLE CEILING
SPACE IN CORRIDOR.

TONE SOUNDER FOR NURSE CALL SYSTEM

NURSE CALL DISPLAY AT CEILING HEIGHT

LUMINAIRE FED FROM EMERGENCY POWER

INCANDESCENT, LED, FLUORESCENT OR HID CEILING MOUNTED DOWNLIGHT FIXTURE -
LETTER DENOTES TYPE

INCANDESCENT, LED, FLUORESCENT OR HID WALL FIXTURE — LETTER DENOTES TYPE
EXIT LIGHT FIXTURE WALL OR CEILING MOUNTED, PICTOGRAM TYPE, 120V AC — REFER TO
SPECIFICATIONS FOR MORE INFORMATION

Q@_Q® EVERGENCY LIGHTING TYPE 1 (SINGLE HEAD)& TYPE 2. (DOUBLE HEADS), LED, 24V, 7W
PER HEAD. BAGHELLIf BTMR-MR16-LED-7W/HEAD-24V OR APPROVED EQUAL

@Sl EMERGENCY BATTERY UNIT 24V, 144W, BAGHELLI} NOVA-NV-24-144 OR APPROVED
EQUAL

[J®  wGHT STANDARD.

a° S E

@ TAMPER RESISTANT DUPLEX RECEPTACLE. 'H' DENOTES HOSPITAL GRADE TYPE RECEPTACLE C/W
H  SEPARATE GROUND & NEUTRAL WIRE PER CIRCUI,

w H TAMPER RESISTANT DUPLEX RECEPTACLE MOUNTED ABOVE COUNTER. 'H’ DENOTES HOSPITAL GRADE
TYPE RECEPTACLE C/W SEPARATE GROUND & NEUTRAL WIRE PER CIRCUIT,

ol-l TAMPER RESISTANT DUPLEX RECEPTACLE WITH SEPARATE NEUTRAL AND GROUND WIRE PER CIRCUI. ‘H’
DENOTES HOSPITAL GRADE TYPE RECEPTACLE,

”I-I TAMPER RESISTANT DUPLEX RECEPTACLE WITH SEPARATE NEUTRAL AND GROUND WIRE PER CIRCUIT
MOUNTED ABOVE COUNTER. 'H' DENOTES HOSPITAL GRADE TYPE RECEPTACLE,

WP
¢bl-l TAMPER RESISTANT DUPLEX RECEPTACLE WITH WEATHERPROOF ENCLOSURE. 'H' DENQOTES HOSPITAL
GRADE TYPE RECEPTACLE C/W SEPARATE GROUND & NEUTRAL WIRE PER CIRCUIT,

¢I>H TAMPER RESISTANT G.F. DUPLEX RECEPTACLE; 'H' DENOTES HOSPITAL GRADE TYPE RECEPTACLE C/W
SEPARATE GROUND & NEUTRAL WIRE PER CIRCUIT,

wu TAMPER RESISTANT G.F.| DUPLEX RECEPTACLE MOUNTED ABOVE COUNTER; 'H' DENOTES HOSPITAL GRADE
TYPE RECEPTACLE C/W SEPARATE GROUND & NEUTRAL WIRE PER CIRCUI,

TAMPER RESISTANT T-SLOT SERVICE DUPLEX RECEPTACLE ON 20A CIRCUIT. 'H’ DENOTES HOSPITAL
GRADE TYPE RECEPTACLE C/W SEPARATE GROUND & NEUTRAL WIRE PER CIRCUI,

TAMPER RESISTANT QUAD. RECEPTACLE WITH SEPARATE NEUTRAL AND GROUND WIRE PER CIRCUIT. 'H’
DENOTES HOSPITAL GRADE TYPE RECEPTACLE,

TAMPER RESISTANT QUAD. RECEPTACLE WITH SEPARATE NEUTRAL AND GROUND WIRE PER CIRCUIT
LOCATED ABOVE OUNTER. 'H’ DENOTES HOSPITAL GRADE TYPE RECEPTACLE,

TAMPER RESISTANT USB CHARGER DUPLEX RECEPTACLE, 125V, 154, 2-POLE,3W, 5-15R (HUBBELL#
USB 15X2 OR ATTOW HART (COOPER# TR7745). ‘TR’ DENOTES TAMPER RESISTANT

250V, 3—-PHASE, 30A RECEPTACLE 15-30R (208V. 30A,3P) COMPATIBLE WITH APPLIANCE
250V, 3-POLE, 50A RECEPTACLE 14-50R FOR RANGE

250V, 3-POLE, 30A RECEPTACLE 14-30R FOR DRYER/WALL OVEN (30A,2P)
250V, 3-POLE, 20A RECEPTACLE (14-20R/6-20R), 208V, 20A,2P TO SUT EQUIPMENT/APPLIANCE

250V, 3-POLE, 15A RECEPTACLE 14-15R (15A,2P) TO SUIT APPLIANCE/EQUIPMENT
250V, 3—-PHASE, 20A RECEPTACLE L15-20P (208V. 20A,3P) COMPATIBLE WITH APPLIANCE

125V, 30A RECEPTACLE 5-30R (125V. 30A,1P) COMPATIBLE WITH RESPECTVE EQUIPMENT
250V, 3-PHASE, 15A RECEPTACLE L15-15P (208V. 15A,3P) COMPATIBLE WITH APPLIANCE
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SPECIAL OUTLET AS NOTED
SINGLE POLE LIGHT SWITCH.

KEY OPERATED SWITCH
DOOR ALARM SILENCING TOGGLE SWITCH

THREE WAY LIGHT SWITCH

LOW VOLTAGE LIGHT SWITCH WITH ONE BUTTON STATION
LOW VOLTAGE LIGHT SWITCH WITH TWO BUTTON STATIONS (TYP.)

5,8 ¢ ree0

D1

LOW VOLTAGE 0—10V DIMMING SWITCH C/W ON/OFF OPTION
COMPATIBLE WITH THE RESPECTIVE LIGHT FIXTURE

LOW VOLTAGE DIMMER SWITCH COMPATIBLE WITH RESPECTIVE LIGHT FIXTURE

D

FIES

2 ELECTRIC HEATING UNIT, NO. DENOTES TYPE

2]  HANDICAP PUSH BUTTON

EEEE  PANELBOARD
3-325 MOTOR STARTER. LETTER F DENOTES FLUSH MTD, P= PILOT LIGHT, S=SURFACE
S

MTD. EF-3 = EQUIPMENT CONTROLLED BY STARTER
7] we DISCONNECT SWITCH — WP DENOTES WEATHERPROOF
[ZF  COMBINATION MOTOR STARTER AND DISCONNECT

©  MOTOR OUTLET AS NOTED

O MOTOR & DISCONNECT SWITCH TO SUIT
INTERCOM SYSTEM

TOUCHLESS DOOR OPERATOR SENSOR OR SENSOR FOR RELEASING MAGLOCK OR
ELECTRIC STRIKE UNLESS SPECIFIED OTHERWISE.

NURSE CALL SYSTEM STATION-PULL CORD STATION C/W 21MM CONDUIT TO ACCESSIBLE CEILING SPACE
IN NEAREST CORRIDOR. COORDINATE ON SITE FOR EXACT LOCATION OF THE PULL CORD STATION PRIOR
TO ROUGH-INS.

CEILING MOUNTED A/V OUTLET FOR PROJECTOR
VGA MONITOR OUTLET (SINGLE GANG BACKBOX) C/W 27mm CONDUIT TO CEILING MOUNTED AV
OUTLET

" ye B O

CAMDEN# CM—AF540S0 (CM-450R/12, CM~AF501SO COMBO) DOUBLE GANG, PUSH/PULL
MUSHROOM PUSH BUTTON RED, °ASSISTANCE REQUIRED' WITH LED ANNUNCIATOR AND
ADJUSTABLE SOUNDER, °‘ASSISTANCE REQUESTED'. (CALL FOR ASSISTANCE SYSTEM SHALL BE
CAMDEN# CX-WEC10K2): SUPPLIED BY DOOR HARDWARE SUPPLIER, TO BE INSTALLED BY
ELECTRICAL CONTRACTOR.

THE CM-AF540SO SHALL BE MOUNTED ON A DOUBLE GANG BOX. REFER FLOOR PLAN DWGS.
FOR MORE INFORMATION.

2 SINGLE GANG LED DOME LIGHT WITH SOUNDER. ASSISTANCE REQUIRED' (CAMDEN:
CM-AF141S0) OF CALL FOR ASSISTANCE SYSTEM (CALL FOR ASSISTANCE SYSTEM SHALL BE
CAMDEN# CX-WEC10K2).: SUPPLIED BY DOOR HARDWARE SUPPLIER, TO BE INSTALLED BY
ELECTRICAL CONTRACTOR.

INDICATION LIGHT (ABOVE DOOR OF BF WASHROOM) PROVIDED BY
DOOR HARDWARE SUPPLIER AND INSTALLED BY DIV.16.

@ PUSH TO LOCK/EMERGENCY ACCESS PUSH BUTTON

051 WATT STOPPER LMDX—100 OCCUPANCY/VACANCY SENSOR, DUAL TECH
WALL CORNER MOUNT C/W ROOM CONTROLLERS AS REQUIRED.
LIGHTING CONTROL TO BE MANUAL-ON, AUTO—OFF.

WATT STOPPER DW-100—-120 DUAL TECHNOLOGY WALLSWITCH SENSOR
LINE VOLTAGE, AUTO—ON, AUTO—OFF.

WATT STOPPER LMUC—-100 OCCUPANCY SENSOR, ULTRA SONIC CEILING
MOUNT C/W ROOM CONTROLLERS AS REQUIRED.

WALL MOUNTED DUAL TECHNOLOGY TWO RELAY LINE VOLTAGE
OCCUPANCY SENSOR. WATT STOPPER DW—200-120. MANUAL-ON,
AUTO-OFF

WATT STOPPER LMDC—100 OCCUPANCY/VACANCY SENSOR, DUAL TECH
CEILING MOUNT, 360 DEGREES C/W ROOM CONTROLLERS AS
REQUIRED. LIGHTING CONTROL TO BE MANUAL—ON, AUTO-OFF.

WATT STOPPER LMDC-100 OCCUPANCY/VACANCY SENSOR, DUAL TECH
CEILING MOUNT, 360 DEGREES C/W ROOM CONTROLLERS AS
REQUIRED. LIGHTING CONTROL TO BE AUTO—-ON, AUTO-OFF.

WATT STOPPER LMLS—500 OPEN LOOP DAYLIGHT SENSOR.

WATT STOPPER LS—102 DAYLIGHT SENSOR C/W POWER PACK
FOR LIGHTING CONTROL IN SUITES. THE POWER PACK SHALL BE
LOCATED IN NEAREST ACCESSIBLE CEILING SPACE.

MOTION DETECTOR FOR DOOR OPERATOR
INTERMATIC SW3OMWK 30 MINUTE SPRING WOUND TIMER, WHITE

RECESSED FLOOR BOX C/W COVER (COVER TO SUIT TYPE OF FLOOR

F FINISH, VERIFY ON SITE FOR THE FLOOR FINISH) AND DEVICES AS
PER LAYOUT DWGS. WIREMOLD RFBA SERIES, FINISH TO ARCHITECT
SELECTION.

FLUSH FLOOR MOUNTED FLOORBOX C/W COVER (TO SUIT FLOOR,
VERIFY ON SITE FOR THE FLOOR FINISH PRIOR TO ORDERING),
WIREMOLD, FIRE RATED, POKE THROUGH, EVOLUTION TYPE, 6AT
SERIES C/W DEVICES AS INDICATED ON FLOOR PLANS & COVER TO
SUIT TYPES OF FLOORS. THE FLOOR BOX SHALL BE FED FROM
CEILING SPACES OF FLOOR BELOW VIA FIRE RATED
CONDUITS/SLEEVES

REFER ARCHITECTURAL DRAWINGS FOR TYPE OF FLOORS AND
PROCEED ACCORDINGLY. COVER FINISH OF ALL FLOOR BOXES TO BE
AS PER ARCHITECT SELECTION.
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FIRE ALARM SPEAKER TO MATCH EXISTING

wo [  FIRE ALARM MANUAL STATION C/W PLASTIC COVER WITH LOCAL HORN — LETTERS WG
DENOTES WIREGUARD

2@ AUTOMATIC FIRE DETECTOR RATE OF RISE 135 DEG. F. UNLESS NOTED OTHERWISE -
NUMBER DENOTES ZONE, LETTER G DENOTES GUARD

190@  AUTOMATIC FIRE DETECTOR — FIXED TEMPERATURE AS NOTED
B  PHOTO ELECTRIC SMOKE DETECTOR
=== ALARM DUCT TYPE SMOKE DETECTOR

EoL A\ END-OF-LINE RESISTOR

SPKI  FIRE ALARM HORN. 'S’ DENOTES C/W STROBE LIGHT.
FIRE ALARM STROBE.

MAG LOCK. THE MAG LOCK SHALL BE INTERCONNECTED WITH FIRE ALARM SYSTEM. THE
MAG LOCK SHALL BE RELEASED UPON OPERATION OF LOCAL MANUAL PULL STATION (THE
LOCAL MANUAL PULL STATION SHALL BE C/W RELAY BASE SO AS TO RELEASE THE LOCAL
MAG LOCK AS WELL AS OPERATE THE GENERAL FIRE ALARM), OR OPERATION OF THE FIRE
ALARM SYSTEM OR BY KEYED MASTER SWITCH LOCATED IN VASTIBULE-101 OR BY LOCAL
CARD READER/KEY PAD/TOUCHLESS SENSOR.

120V CARBON MONOXIDE DETECTOR C/W BATTERY BACK—UP AND AUXILIARY CONTACTS TO
INITIATE A DEDICATED SUPERVISORY ZONE IN FIRE ALARM SYSTEM.

v TELEPHONE OUTLET (SINGLE GANG BACKBOX) C/W 21mm EMT CONDUIT (27MM CONDUIT
IN CASE DROPS ARE MORE THAN 3) TO ACCESSIBLE CEILING SPACE IN NEAREST
CORRIDOR & WIRING UPTO NEAREST LT. CLOSET (COMMUNICATION PLYBOARD). REFER TO
SPECIFICATIONS FOR MORE INFORMATION.

o TELEPHONE/DATA OUTLET (SINGLE GANG BACKBOX) C/W 21mm EMT CONDUIT (27mM
CONDUIT IN CASE DROPS ARE MORE THAN 3) TO ACCESSIBLE CEILING SPACE IN
NEAREST CORRIDOR & WIRING UPTO NEAREST LT. CLOSET (COMMUNICATION PLYBOARD).
REFER TO SPECIFICATIONS FOR MORE INFORMATION. NUMBER DENOTES NUMBER OF
DROPS.

2V DATA OUTLET (SINGLE GANG BACKBOX) - C/W 21mm EMT CONDUIT (27MM CONDUIT IN
CASE DROPS ARE MORE THAN 3) TO ACCESSIBLE CEILING SPACE IN NEAREST CORRIDOR
& WIRING UPTO NEAREST LT. CLOSET (COMMUNICATION PLYBOARD). REFER TO
SPECIFICATIONS FOR MORE INFORMATION.. NUMBER DENOTES NUMBER OF DATA DROPS
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DATA OUTLET (SINGLE GANG BACKBOX) MOUNTED ABOVE COUNTER — C/W 21mm EMT
CONDUIT (27MM CONDUIT IN CASE DROPS ARE MORE THAN 3) TO ACCESSIBLE CEILING
SPACE IN NEAREST CORRIDOR & WIRING UPTO NEAREST LT. CLOSET (COMMUNICATION
PLYBOARD). REFER TO SPECIFICATIONS FOR MORE INFORMATION.. NUMBER DENOTES
NUMBER OF DATA DROPS

DOOR ELECTRIC STRIKE

KEY PAD (DOOR ACCESS SYSTEM) C/W 16mm EMT CONDUIT TO DOOR ACCESS PANEL
VIA A JUNCTION BOX LOCATED IN NEAREST ACCESSIBLE CEILING SPACE. OR KEY PAD
FOR RELEASING MAGLOCK, UNLESS NOTED OTHERWISE.

WALL MOUNTED KEY PAD C/W 21MM CONDUIT TO ACCESSIBLE CEILING SPACE IN NEAREST
CORRIDOR FOR ROAM ALERT SYSTEM.

SECURITY KEY PAD C/W 21MM CONDUIT TO ACCESSIBLE CEILING SPACE IN NEAREST
CORRIDOR.

SECURITY BUZZER C/W 16MM CONDUIT TO ACCESSIBLE CEILING SPACE IN NEAREST
CORRIDOR

SECURITY SYSTEM— MOTION SENSOR C/W 16MM CONDUIT UPTO ACCESSIBLE CEILING
SPACE IN NEAREST CORRIDOR

DOOR CONTACT—-SECURITY SYSTEM C/W 16MM CONDUIT TO SECURITY PANEL VIA A
JUNCTION BOX LOCATED IN NEAREST ACCESSIBLE CEILING SPACE.

OVERHEAD DOOR CONTACT-SECURITY SYSTEM C/W 16MM CONDUIT TO SECURITY PANEL VIA
A JUNCTION BOX LOCATED IN NEAREST ACCESSIBLE CEILING SPACE.

SECURITY SYSTEM— CCTV CAMERA C/W CONDUITS AS DESCRIBED ON DRAWINGS.

PROGRAMMABLE BELL

CARD READER (DOOR ACCESS SYSTEM) C/W 16mm EMT CONDUIT TO DOOR ACCESS
PANEL VIA A JUNCTION BOX LOCATED IN NEAREST ACCESSIBLE CEILING SPACE UNLESS
NOTED OTHERWISE.

DOOR HOLD OPEN DEVICE

CABLE TV OUTLET C/W 27MM CONDUIT TO ACCESSIBLE CEILING SPACE IN NEAREST
CORRIDOR.

JUNCTION BOX

WANDERING ALERT SYSTEM C/W ANTENA & 16MM CONDUIT TO JUNCTION BOX IN
ACCESSIBLE CEILING SPACE.

PIEZO HORN C/W 16MM CONDUIT TO JUNCTION BOX IN ACCESSIBLE CEILING SPACE
FOR WANDERING SYSTEM.

REQUEST TO EXIT PUSH BUTTON/SENSOR.
THERMOSTAT

WALL MOUNTED J-HOOK IN CEILING
50 MM(2") CONDUIT SLEEVE THRU WALL ABOVE CEILING
MOTION DETECTOR FOR RELEASING ELECTRIC STRIKE OF DOOR

WIRELESS ACCESS POINT C/W A DATA DROP.

PANIC STATION TO BE LOCATED ON A BOLLARD. PROVIDE 1-21MM CONDUITS FROM THIS

STATION AS FOLLOWS:
1-21MM CONDUIT TO RECEPTION AREA.
1—21MM CONDUIT TO CARE STATION—1B300 AT GROUND FLOOR.

REQUEST TO EXIT
ELECTRIC HINGE
ELECTRIC PANIC HARDWARE

DENOTES FRIDGE
DENOTES MOTORIZED DAMPER

DENOTES HEAT PIPE TRACING
DENOTES WIRE GUARD

DENOTES DOOR OPERATOR
DENOTES DRYER

DENOTES WASHER

DENOTES CABINET UNIT HEATER
DENOTES CONTROL VALVE

DENOTES POWER FOR ELECTRONIC FAUCETS/TOILET/PLUMBING FIXTURE
DENOTES WEATHERPROOF
DENOTES HAND DRYER

DENOTES FIRE ALARM CONTROL PANEL

DENOTES FIRE ALARM ANNUNCIATOR PANEL (RECESSED IN WALL). THE ANNUNCIATOR
PANELS/PASSIVE GRAPHICS SHALL BE PROVIDED AT VARIOUS LOCATIONS AS FOLLOWS:
1. FIRE ALARM LED ANNUNCIATOR PANEL C/W PASSVE GRAPHICS AND TWO KEY
SWITCHES (ONE KEY SWITCH TO RELEASE ALL MAG LOCKS IN THE BUILDING &
OTHER KEY SWITCH TO SELECT STAGES OF THE FIRE ALARM SYSTEM) IN
VESTIBULE-1A200.
2.FIRE ALARM LCD ANNUNCIATOR PANEL IN CARE STATION-1B300 AT GROUND FLOOR.
3.FIRE ALARM LCD ANNUNCIATOR PANEL IN CARE STATION-2B300 AT 2ND FLOOR.
4.FIRE ALARM LCD ANNUNCIATOR PANEL IN CARE STATION-2A300 AT 2ND FLOOR.

THE KEY SWITCHES OF THE ANNUNCIATOR PANEL LOCATED IN VESTIBULE-101 SHALL BE
FOR THE SELECTION OF STAGES OF THE FIRE ALARM SYSTEM & TO RELEASE ALL MAG
LOCKS IN THE BUILDING.

FIRE ALARM MONITORING PANEL. PROVIDE A DEDICATED TELEPHONE LINE FOR THE
MONITORING PANEL. ALSO PROVIDE 1-16MM CONDUIT & WIRING FROM THIS PANEL TO
FACP.

DENOTES UNIT HEATER

DENOTES CEILING FAN—1 (TYP.)
DENOTES SUB STATION
DENOTES HIGH VOLTAGE
DENOTES LOW VOLTAGE
DENOTES TRANSFORMER

DENOTES AR CONDITIONER
DENOTES VENTILATING UNIT#1 (TYP.)

DENOTES RANGE
DENOTES RANGE HOOD

DENOTES DISHWASHER
DENOTES MICROWAVE
DENOTES COMMUNICATION/COMPUTER
DENOTES RECEPTACLES
DENOTES ARC FAULT CURRENT INTERUPTER
DENOTES VARIABLE VOLUME TERMINAL—MECH. EQUIPMENT
DENOTES BREAKER
DENOTES BUILDING MANAGEMENT SYSTEM
DENOTES SWITCHBOARD
DENOTES PATIENT CARE ENVIRONMENT

DENOTES WATER HEATER-1 (TYP.)
DENOTES CIRCULATING

DENOTES VARIABLE AIR VOLUME (MECHANICAL EQUIPMENT/DEVICE)

DENOTES EQUIPMENT FED FROM PANEL 1A’ AND BREAKER #1

DENOTES EQUIPMENT FED FROM PANEL '1A" AND BREAKER #2 AND
CONTROLLED BY SWITCH #1

1A—3.R1 DENOTES EQUIPMENT FED FROM PANEL '1A" AND BREAKER #3 AND CONTROLLED VIA

RELAY-RI.

1A-5/7.R2(2P) DENOTES EQUIPMENT FED FROM PANEL \A" AND 2-POLE BREAKER #5/7 AND

RM
ER
RE

CONTROLLED VIA 2-POLE RELAY-R2.

DETAIL 1 ON DRAWING E101

REFERS TO ITEM IN MECHANICAL EQUIPMENT SCHEDULE

NOTE PERTAINING TO SPECIFIC ITEM OR AREA

DENOTES EXISTING TO REMAIN

DENOTES EQUIPMENT TO BE REMOVED AND MADE GOOD.
DENOTES EQUIPMENT TO BE RELOCATED.

DENOTES EQUIPMENT IN RELOCATED POSITION.

NOTES FOR LEGEND

1. THE
WET

WEATHERPROOF RECEPTACLES SHALL BE PROVIDED WITH COVER PLATES SUITABLE FOR
LOCATIONS WHETHER OR NOT A PLUG IS INSERTED INTO THE RECEPTACLE (IN-USE COVER

PLATE) AND MARKED # EXTRA DUTY# AS PER RULE 26-702(2) OF OESC.

2. °T' APPEARING WITH A RECEPTACLE DENOTES THE RECEPTACLE SHALL BE T-SLOT TYPE ON

20A

CIRCUIT.

3. 'H' APPEARING BESIDE A RECEPTACLE DENOTES THAT THE RECEPTACLE SHALL BE OF HOSPITAL
GRADE TYPE. THE HOSPITAL GRADE RECEPTACLES SHALL BE C/W SEPARATE GROUND &
NEUTRAL WIRE PER CIRCUIT.

4. AN APPEARING BESIDE A RECEPTACLE DENOTES THAT THE RECEPTACLE SHALL BE FED FROM
AFCI (ARC FAULT CIRCUIT INTERRUPTER) TYPE OF BREAKER.

5 'R

APPEARING BESIDE A RECEPTACLE DENOTES THAT THE RECEPTACLE SHALL BE TAMPER

RESISTANT TYPE.
6. 'C’ APPEARING BESIDE A DEVICE DENOTES THAT THE DEVICE SHALL BE CEILING MOUNTED.

7.  SLASH LINE SHOWN ON A SYMBOL DENOTES THAT THE DEVICE IS TO BE LOCATED ABOVE
COUNTER.
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L 1—103MM CONDUIT TO DEMARCATION POINT FOR TEL.
BASEMENT LEVEL SERVICE. REFER DWG. E—101 FOR MORE INFORMATION.
L~ 1_103MM CONDUIT TO DEMARCATION POINT FOR CABLE
TV SERVICE. REFER DWG. E—101 FOR MORE
INFORMATION.
1-103MM CONDUIT TO DEMARCATION POINT FOR DATA
SERVICE. REFER DWG. E—101 FOR MORE INFORMATION.

NOTES:

<> PROVIDE 21mm CONDUIT (27MM CONDUIT IN CASE DROPS ARE MORE THAN 3) C/W PVC END BUSHING FROM EACH OUTLET TO ACCESSIBLE CEILING SPACE
IN NEAREST CORRIDOR. WIRING OF THE OUTLET SHALL BE PROVIDED TO NEAREST LT. RACK/RACK. LENGTH OF COMMUNICATION WIRING FROM THE OUTLET
TO RESPECTIVE I.T. RACK/RACK SHALL NOT EXCEED 80.0M INCLUDING VERTICAL LENGTHS OF THE WIRING. REFER SPECIFICATIONS FOR MORE INFORMATION.
PROVIDE MIN. 53mm SLEEVE U.N.0. FROM ROOM TO OUTSIDE, IF THE WIRING HAS TO GO THROUGH FULL HEIGHT WALLS. PROVIDE FIRE STOPPING AROUND
CONDUITS AND CABLES PASSING THROUGH FIRE RATED WALLS OR FLOORS.

& PROVIDE #6 AWG GROUNDING CONDUCTOR C/W GROUNDING BUS BARS OF SIZE 1/4"X2°X10" FOR EACH SYSTEM (AS REQUIRED BY SYSTEM SUPPLIERS)
FOR TELEPHONE, CABLE TV & DATA EQUIPMENTS BONDING IN ELECTRICAL ROOM, COMMUNICATION, I.T. ROOM AND SERVER ROOMS AND CONNECT TO
BUILDING GROUNDING SYSTEM. EXACT LOCATION TO BE VERIFIED ON SITE.

3. FOR NUMBER AND LOCATION OF DEVICES REFER TO FLOOR PLANS.

4. ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR PROVIDING ROUGH IN CONDUITS, WIRING, BOXES AND ETC. FOR TELEPHONE, DATA & CABLE TV SYSTEM.
REFER TO SPECIFICATIONS FOR DETAILS. PROVIDE FIRE STOPPING AROUND CABLES PASSING THRU SLEEVES IN SLABS & FIRE SEPARATIONS. (REFER TO
ARCH. DRAWINGS FOR DETAILS).

& PROVIDE 2.44M HIGH X 19MM DEEP FIRE RATED PLYWOOD BACKBOARD. REFER TO FLOOR PLANS FOR MORE INFORMATION.

6. TERMINATE ALL DATA/VOICE DROPS ON RESPECTIVE NEAREST IT. RACK/CABINET.

<> PROVIDE 2—3" EMT CONDUITS C/W TWO (2) FIBRE OPTIC CABLES FROM LT. CABINET/RACK TO IT. CABINET/RACK.

& PROVIDE FLOOR MOUNTED IT. RACKS, REFER SPECIFICATIONS FOR MORE INFORMATION.

& PROVIDE 2—2" EMT CONDUITS AS SPARE FOR FUTURE USE.

PROVIDE 4—3" EMT CONDUITS FROM LT. RACK/CABINET LOCATED IN THIS COMMUNICATION ROOM TO ACCESSIBLE CEILING SPACE IN NEAREST CORRIDOR FOR
COMMUNICATION WIRING.

m TELEPHONE /DATA /CABLE TV SYSTEMS SCHEMATIC
E-100 N.T.S
16nmC EMT CONDUIT & VIRING TO FIRE ALARM SYSTEM
16mnC EMT CONDUIT & WIRING TO FIRE ALARM SYSTEM
sa
16MM
CONDUIT TO
SECURITY
PANEL 120V
16MM @® 16mmC EMT CONDUIT & WIRING TO FIRE ALARM SYSTEM
CONDUIT
0 DOOR 16mnC EMT CONDUIT & WIRING TO FIRE ALARM SYSTEM
ACCESS
PANEL FOR | JUNCTION 16mmC EMT = =
CARD BOX-IN 16mnC EMT " o
READER/KEY | ACCESSIB H s |8
PAD CEILING _ S 2
B space = > g |¢
O
@ 16mnC EMT 16mnC EMT 2 ; T ;
ﬁ & Z2 [&
Pz > -]
2X18 AVG-16nnC EMT 172 EI!E Il = L &
NOTES: DOOR OPERATOR 8l 2| |lo |o
1. REFER TO FLOOR PLANS FOR QUANTITY OF DEVICES. oo DH § 5 £ £ %
g S| |8
2. THE DETAIL IS FOR INDICATION PURPOSES ONLY, REFER S 2 2 |2

T0 DOOR HARDWARE DETAIL DRAWINGS FOR EXACT 2 © N

ROUGH-IN REQUIREMENTS AND PROVIDE ALL NECESSARY o = 2| =

ROUGH-INS REQUIRED FOR FULL OPERATIONAL SYSTEM g a N

—_

TO COMPLY WITH LAYOUT SHOWN ON DRAVINGS. = ? O N @ @ EI

<3> PROVIDE DEDICATED COMPARTMENT FOR EACH SERVICE — § z z &
IN JUNCTION BOX SO AS TO SEPARATE EACH SYSTEM =z 2 B E E
FROM EACH OTHER, & “E 22 A 2
<&> PROVIDE JUNCTION BOX IN ACCESSIBLE CEILING. 25 & % "
gdz 2 5 2
<&> PROVIDE SIGNAGE READING ‘DCCUPIED WHEN L% @ g g

LIT’ OUTSIDE THE WASHROOM. THE SIGNAGE v & =

SHALL BE ‘120V INPUT, LED TYPE, g »§E E % g

(BAGHELLI 2 3

# QUADRA-SW SPECIAL WORDING SIGN = g

READING ‘OCCUPIED WHEN LIT‘, BLACK OUT

LETTERING, 13°X7.5°X2*,

BAGHELLI#QUADRA-SW-BO-OCCUPIED WHEN g

LIT-120V) . THE SIGNAGE SHALL BE
LOCATED OUTSIDE ABOVE THE DOOR &
SHALL BE OPERATED BY ‘PUSH TO LOCK’
BUTTON VIA DOOR CONTACT-DC1 OF THE
RESPECTIVE DOOR OF THE WASHROOM.
PROVIDE ALL NECESSARY MATERIAL & LABOR

FOR

FULLY OPERATIONAL SYSTEM,

6. THE DETAIL IS TYPICAL FOR INDICATION PURPOSES
ONLY, PROVIDE ROUGH-INS, CONDUITS & WIRING AS
REQUIRED AS PER ELECTRICAL LAYOUT DRAWINGS.

@ KEYED SWITCH TO RELEASE ELECTRIC STRIKE OF

DOOR

IN CASE DOF EMERGENCY

(2

GENERAL NOTES:

1.

ELECTRICAL CONTRACTOR SHALL REFER TO ARCHITECTURAL & MECHANICAL DRAWINGS FOR
ALL SCOPE OF WORK OF ELECTRICAL CONTRACTOR WHICH ARE RELATED TO OTHER TRADES.

PROVIDE EACH ITEM MENTIONED OR INDICATED OF QUALITY AND SUBJECT TO QUALIFICATIONS
NOTED; PERFORM ACCORDING TO CONDITIONS STATED EACH OPERATIONS STATED, EACH
OPERATION PRESCRIBED; AND PROVIDE THEREFORE ALL LABOR, MATERIAL, EQUIPMENT,
INCIDENTALS AND SERVICES REQUIRED TO COMPLETE THE INSTALLATION.

EXAMINE THE SITE, EXISTING EQUIPMENT AND THE LOCAL CONDITIONS AFFECTING THE WORK
UNDER THIS CONTRACT. NO ALLOWANCE WILL BE MADE SUBSEQUENTLY FOR ANY OBVIOUS
CONSIDERATIONS OVERLOOKED.

4. SCHEDULE AND COORDINATE ALL WORK WITH OTHER TRADES.
5. CONTRACTOR SHALL BALANCE CIRCUIT LOADS AS CLOSELY AS POSSIBLE.

10.

11.

12.

13.

14.

15.

16.
17.

18.

19.
20.

21.

22.

23.

24,

25.

26.

27.

28.

29.

30.

31.

32.

33.

34.

35.

36.

37.

38.

39.

REFER TO MECHANICAL DRAWINGS AND COORDINATE WITH MECHANICAL CONTRACTOR FOR
EXACT LOCATION OF EQUIPMENT & DEVICES PRIOR TO ROUGH IN.

ALL ELECTRICAL INSTALLATIONS SHALL BE RECESSED/CONCEALED INSTALLATIONS WHEREVER

POSSIBLE; OTHERWISE PROVIDE WIREMOLD STEEL SURFACE MOUNTED RACEWAY C/W SURFACE
MOUNTED OUTLETS.

PROVIDE FIRE ALARM VERIFICATION REPORT & CERTIFICATE FOR THE COMPLETE FIRE ALARM
SYSTEM AS REQUIRED BY AUTHORITIES.

CONTRACTOR SHALL PERFORM VOLTAGE DROP CALCULATIONS FOR ALL BRANCH CIRCUITS
(LIGHTING AS WELL AS POWER) AND SHALL MAINTAIN VOLTAGE DROP WITHIN PERMISSIBLE
LIMITS AS PER OESC REQUIREMENTS AND PROVIDE PROPER WIRE SIZES ACCORDINGLY PRIOR
TO COMMENCING OF ROUGH—IN INSTALLATION. THE VOLTAGE DROP CALCULATIONS SHALL BE
BASED ON MAXIMUM CIRCUIT AMPACITY.

IN CASE OF NON—ACCESSIBLE CEILING, ALL WIRING UPTO ELECTRICAL DEVICES SHALL BE
DONE IN CONDUITS TO SUIT APPLICATION TO FACILITATE MAINTENANCE.

ELECTRICAL CONTRACTOR SHALL MAKE SUITABLE ARRANGEMENTS TO MAKE ALL THE
ELECTRICAL DEVICES AS ACCESSIBLE TO FACILITATE MAINTENANCE. NO ELECTRICAL DEVICE
SHALL BE INSTALLED IN SUCH A WAY THAT IT IS UN—ACCESSIBLE AT ANY STAGE FOR
MAINTENANCE. CO—ORDINATE ON SITE AND PROCEED ACCORDINGLY.

ROOM CONTROLLERS OF LMRC—200 SERIES FOR LIGHTING CONTROL HAVE CONNECTIONS AT
ITS BACK. ACCORDINGLY, THIS TYPE OF ROOM CONTROLLERS ARE REQUIRED TO BE
MOUNTED ON A BACKBOX. THE DEPTH OF THIS BACKBOX IS REQUIRED TO BE 2.5" DEEP.
THEREFORE THE DEPTH OF THE RECESSED BACKBOXES (FOR MOUNTING ROOM
CONTROLLERS) WHEREVER APPLICABLE SHALL BE SELECTED TO SUIT APPLICATION.

PROVIDE LABELING OF ELECTRICAL POWER OUTLETS AND RECEPTACLES THROUGHOUT THE
ENTIRE BUILDING TO PROVIDE IDENTIFICATION OF ELECTRICAL CIRCUITS. THE LABEL SHALL
INDICATE °NAME OF PANEL & CCT.# FED TO THE OUTLET/RECEPTACLE.

PROVIDE CONDUITS AND BACK BOXES FOR LIGHTING CONTROL DEVICES TO SUIT
APPLICATIONS AND AS PER MANUFACTURER’S RECOMMENDATIONS.

ALL LIGHTING CONTROL WIRING IN CASE OF CAT CABLING SYSTEM, SHALL BE PROVIDED IN

CONDUITS EXCEPT FOR T—BAR CEILINGS APPLICATIONS WHERE FT6 CABLES (PLENUM RATED)
SHALL BE PROVIDED.

ALL EMPTY CONDUITS SHALL BE PROVIDED C/W PULL WIRES.

PROVIDE SINGLE HEAD J—HOOKS OF 2" DIA. SUSPENDED FROM SLAB IN THE CEILING
SPACE OF ALL ROOMS & BOTH SIDES OF CORRIDORS UNDER SCOPE OF WORK. PROVIDE
J—HOOKS EVERY 2 FEET AND SUSPENDED BELOW ANY PIPING, MECHANICAL DUCTS ETC. NO
RUN OF LOOSE CABLE FROM CONDUIT STAB UP SHALL EXCEED 10 FEET TO FIRST J—HOOK.
PROVIDE QUANTITY OF J—HOOKS TO SUIT FOR FULL COVERAGE THROUGHOUT COMPLETE
FLOOR AREAS UNDER SCOPE OF WORK.

ALL RECEPTACLES FED FROM EMERGENCY POWER GENERATOR (RECEPTACLES FED FROM
PANELS WHICH ARE FED FROM GENERATOR POWER) SHALL BE RED IN COLOR.

PROVIDE #10 AWG WIRING FOR ALL EXTERIOR LIGHTING CIRCUITS.

FOR INTERIOR PROVIDE #10 AWG WIRING FOR ALL LIGHTING CIRCUITS IN CASE ANY FIXTURE
FED BY A CIRCUIT IS MORE THAN 80 FT. AWAY FROM THE PANEL FEEDING THE LIGHT
FIXTURE. FOR EXAMPLE IF CCT#1L1—7 FEEDS ANY OF THE LIGHT FIXTURES WHICH IS MORE
THAN 80 FT. FROM PANEL—1L1, THEN ALL THE LIGHT FIXTURES (EVEN THOSE FIXTURES
WHICH ARE LESS THAN 80 FT. AWAY FROM THE PANEL—1L1) FED FROM CCT.#1L1-7 SHALL
BE FED VIA #10 AWG WIRING.

'SUITES’ OR 'PATIENT ROOMS/RESIDENT ROOMS’ WHEREVER APPEARING ON DRAWINGS
DENOTES ROOMS/SUITES NAMED AS 'PRIVATE OR SEMI PRIVATE SUITES/ROOMS'.

ELECTRICAL CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR LAYOUT OF ELECTRICAL
EQUIPMENT IN ELECTRICAL ROOMS (OR WHEREVER ELECTRICAL PANELS ARE LOCATED) SO
AS TO ADJUST ALL THE ELECTRICAL EQUIPMENT IN ELECTRICAL ROOMS/RESPECTIVE ROOMS
AS PER DRAWINGS AND TO HAVE CLEARANCES IN FRONT OF ALL ELECTRICAL EQUIPMENT AS
PER APPLICABLE CODES (1.0M IN FRONT OF PANELS OF RATINGS LESS THAN 1200A AND
1.5M IN FRONT OF PANELS OF RATINGS 1200A & ABOVE). ALL TRANSFORMERS UPTO
RATINGS OF 75KVA SHOULD BE LOCATED AT HIGH LEVEL FOR MAXIMUM UTILIZATION OF THE
AVAILABLE SPACES IN ELECTRICAL ROOMS. THEREFORE ELECTRICAL CONTRACTOR SHALL
VERIFY DIMENSIONS OF THE ELECTRICAL ROOMS & DOOR OPENINGS (SO AS TO CHECK
THAT THE ELECTRICAL EQUIPMENT CAN PASS THROUGH THE RESPECTIVE DOOR/DOORS) AND
THE ELECTRICAL EQUIPMENT/PANELS WITH VARIOUS SUPPLIERS/MANUFACTURERS PRIOR TO
ORDERING AND ORDER ELECTRICAL EQUIPMENT/PANELS ACCORDINGLY AND SHALL ORDER
CUSTOM MADE EQUIPMENT, IF NEED BE. NO EXTRA ALLOWANCE, WHATSOEVER SHALL BE
ADMISSIBLE ON THIS ACCOUNT AT A LATER DATE. HOWEVER, ELECTRICAL CONTRACTOR CAN
RE—ADJUST THE LOCATION OF VARIOUS EQUIPMENT IN ELECTRICAL ROOM/RESPECTIVE
ROOMS TO ACHIEVE VARIOUS CLEARANCES REQUIRED.

ALL ELECTRICAL INSTALLATIONS SHALL BE RECESSED/CONCEALED INSTALLATIONS WHEREVER
POSSIBLE; OTHERWISE PROVIDE WIREMOLD STEEL SURFACE MOUNTED RACEWAY C/W
SURFACE MOUNTED OUTLETS. CO—ORDINATE WITH CONSULTANTS PRIOR TO IN STALLATION.

ALL THE UNITS/ SUITES/RESIDENT ROOMS/PATIENT ROOMS, HOSPITALITY SUITE—2D201 AND
CLINIC/THERAPY ROOMS ARE CLASSIFIED AS ‘BASIC CARE AREAS’ AS PER THE ONTARIO
ELECTRICAL SAFETY CODE SECTION—24. ALL INSTALLATIONS IN THESE ROOMS SHALL COMPLY
WITH THE CODE REQUIREMENTS UNDER SECTION—24 O.E.S.C. AND CAN/CSA-Z32 CODE
REQUIREMENTS WITH REGARD TO (BUT NOT LIMITED TO) CIRCUITING, BONDING TO GROUND,
WIRING, RECEPTACLES, IDENTIFICATION OF RECEPTACLES, PANEL DIRECTORIES ETC. ETC.. ALL
RECEPTACLES WITHIN THESE ROOMS SHALL BE HOSPITAL GRADE C/W SEPARATE NEUTRAL &
GROUND WIRE PER CIRCUIT.

WHEREVER NEW BREAKERS/DISCONNECT SWITCHES ARE REQUIRED TO BE ADDED IN EXISTING
SWITCHBOARDS /DISTRIBUTION PANELS/PANELS AS INDICATED ON THE DRAWINGS, ELECTRICAL
CONTRACTOR SHALL MODIFY, RETROFIT AND RE—CONFIGURE EXISTING RESPECTIVE
SWITCHBOARD,/ DISTRIBUTION PANEL/PANEL IN ORDER TO ALLOW FOR THE INSTALLATION OF
THE NEW REQUIRED/INDICATED CIRCUIT BREAKERS/DISCONNECT SWITCHES WITHIN THE
EXISTING ELECTRICAL PANEL. CONTRACTOR SHALL VERIFY ON SITE FOR THE SCOPE AND
EXTENT OF WORK AND SHALL CO—ORDINATE WITH PANEL MANUFACTURER FOR MORE
DETAILS AND THEN PROCEED ACCORDINGLY. CONTRACTOR SHALL PROVIDE ALL NECESSARY
MATERIALS (INCLUDING BUT NOT LIMITED TO: CUSTOM MADE PARTS, BUS ASSEMBLY,
BRACKETS HARDWARE ETC.). LABOR ETC. FOR FULLY OPERATIONAL SYSTEM. THE NEW
BREAKERS/DISCONNECT SWITCHES TO BE ADDED SHALL BE FROM THE SAME MANUFACTURER
AS EXISTING. KA RATING OF THE NEW BREAKERS/DISCONNECT SWITCHES SHALL MATCH
EXISTING OR NEXT HIGHER AVAILABLE VALUE.

ALL THE MI CABLES SHALL BE INSTALLED IN ACCORDANCE WITH THE RESPECTIVE
MANUFACTURER RECOMMENDATIONS, OESC AND TO THE SATISFACTION OF THE LOCAL ESA
INSPECTOR FOR FULLY OPERATIONAL SYSTEM. PROVIDE ALL NECESSARY MATERIAL & LABOR
FOR COMPLETE OPERATIONAL SYSTEM TO SUIT APPLICATIONS.

ALL FIRE ALARM CABLES FROM FACP TO ALL FIRE ALARM LCD/LED REMOTE ANNUNCIATOR
PANELS SHALL HAVE FIRE RATING OF NOT LESS THAN ONE HOUR.

ALL THE 15A & 20A RECEPTACLES SHOWN ON THE DRAWINGS SHALL BE TAMPER
RESISTANT TYPE RECEPTACLES.

ALL THE TRANSFORMERS SHOWN ON THE DRAWINGS SHALL HAVE COPPER WINDINGS WITH
CLASS OF INSULATION AS CLASS—B (80 DEGREES CELCIUS).

BRANCH CIRCUITS FEEDING EMERGENCY LIGHTING THAT ARE LOCATED ON DIFFERENT
FLOORS OTHER THAN THE RESPECTIVE EMERGENCY PANEL MUST BE WIRED WITH MI CABLES
IN ORDER TO MAINTAIN CONDUCTOR PROTECTION/FIRE RATING AS PER CODE REQUIREMENTS.

ALL WIRING FOR OUTGOING BRANCH CIRCUITS FROM LIFE SAFETY PANELS (PANEL-BL, 1L1,
1L2) SHALL BE DONE WITH #10 AWG COPPER CONDUCTOR.

RECEPTACLE FOR MICROWAVE NEED NOT BE A GFI TYPE IN CASE THE MICROWAVE IS TO BE
INSTALLED IN DEDICATED MILLWORK FOR THE MICROWAVE.

ELECTRICAL CONTRACTOR SHALL VERIFY & IDENTIFY ANY DISCREPANCIES BETWEEN
DRAWINGS/SPECIFICATIONS AND SHALL PROVIDE THEM TO THE CONSULTANT ATTENTION IN
WRITING AT LEAST 7 DAYS BEFORE TENDER CLOSING FAILING TO DO SO, THE CONSULTANT'S
DECISION IS BINDING & THE CONTRACTOR MUST COMPLY ACCORDINGLY.

COORDINATE ON SITE & WITH ARCHITECTURAL DRAWINGS FOR EXACT LOCATIONS OF DOOR
OPERATOR PUSH BUTTONS PRIOR TO ROUGH-INS.

ALL PENETRATIONS THROUGH ACOUSTICALLY SENSITIVE WALLS SHALL BE SEALED AIRTIGHT AS
FOLLOWS:

—PROVIDE 1/4" TO 1/2" GAP BETWEEN ELECTRICAL PIPE/CONDUIT AND GYPSUM BOARD OR
CMU, AND ENSURE NO CONTACT BETWEEN WALL FRAMING MATERIALS AND ELECTRICAL
PIPE/CONDUIT PENETRATION.

—SEAL GAP ON BOTH SIDES WITH NON HARDENING ACOUSTIC CAULK (PAINTABLE SILICON
CAULK MAY BE USED WHERE AESTHETIC FINISH IS REQUIRED.

WHERE GAPS ARE TOO LARGE TO BE SEALED WITH CAULK, APPLY GYPSUM BOARD PATCH
ACHIEVE SEALABLE GAP AS DESCRIBED ABOVE.REFER TO SKETCH AC—SK—02 OF THORNTON
TOMASETTI DESIGN REPORT OF ACOUSTIC & NOISE CONTROL FOR DEEP RIVER & DISTRICT
HOSPITAL LTC DEEP RIVER ONTARIO.

DO NOT LOCATE ELECTRICAL OUTLET BOXES BACK TO BACK IN THE SAME STUD CAVITY OF
ANY STC RATED PARTITIONS. LOCATE BOXES ON OPPOSITE SIDES OF THE WALL AT LEAST
ONE FULL STUD CAVITY APART. WHERE BOXES MUST BE PLACED BACK TO BACK, SHALLOW
BOXES SHALL BE USED AND WRAP BOXES IN PUTTY PAD SUCH AS HILTI CP—617 OR
APPROVED ALTERNATIVE. SEE CUT—2 OF THORNTON TOMASETTI DESIGN REPORT OF
ACOUSTIC & NOISE CONTROL FOR DEEP RIVER & DISTRICT HOSPITAL LTC DEEP RIVER
ONTARIO.

ALL THE ELECTRICAL OUTLET BOXES SHALL BE COVERED/COATED WITH FIRESTOP PUTTY PAD
(CP—617, CP—617L AND CP—617XL) FOR THE PROTECTION OF THE ELECTRICAL OUTLET
BOXES.

COORDINATE ON SITE FOR EXACT LOCATION OF THE PULL CORD STATIONS & NURSE CALL
INDICATION LIGHTS (NURSE CALL SYSTEM) PRIOR TO ROUGH-—INS.

PROVIDE MINIMUM WIRE SIZE OF #10AWG COPPER FOR RECEPTACLES, LIGHTING, ETC. FOR
120V CIRCUITS WHICH ARE EXCEEDING 80 FT.
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MARK DATE DESCRIPTION
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CLASS A ESTIMATE SUBMISSION

3. AUG.02'24

BUILDING PERMIT SUBMISSION
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ISSUED FOR ADD#1  {
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\E-100/p00R CONTROL SCHEMATICS (TYP)
N.TS.

LUMINAIRE SCHEDULE LUMINAIRE SCHEDULE (CONTD.)

LE1 120V, 4” DIA LED DOWN LIGHT FIXTURE, 19.0W, 1844 LUMENS CLEAR SEMI
SPECULAR WIDE, 4000K, 120V DRIVER, WET LOCATION, C/W MOUNTING -

ACCESSORIES AS REQUIRED. 122 2'x2' RECESSED MOUNTED LED (15.6W, 2046 LUMENS) LUMINAIRE SUITABLE
LITHONIA# LBR4—ALO2—1500LM—SWW 1—4000K—AR—LSS—WD—80CRI-WET FOR T—BAR CEILING, 4000K C/W A 120V DRIVER

LOCATION—120V MARK ARCHITECTURAL LIGHTING#

SIGNIFY, COOPER, HEW WHSPR—2X2—40K—80CRI—2000LM—SWC—120V

LE2 120V, 4" DIA LED DOWN LIGHT FIXTURE, 13.1W, 1191 LUMENS CLEAR SEMI SIGNIFY, COOPER, HEW
SPECULAR WIDE, 4000K, 0—10V DIMMING DRIVER, WET LOCATION, C/W 123 2'x2' RECESSED MOUNTED LED (41.6W, 5032 LUMENS) LUMINAIRE SUITABLE
MOUNTING ACCESSORIES AS REQUIRED. FOR T—-BAR CEILING, 4000K C/W A 120V DRIVER
LITHONIA# LBR4—ALO1—1000LM—SWW 1—4000K—AR—LSS—WD—80CRI-WET MARK ARCHITECTURAL LIGHTING#

LOCATION—120V WHSPR—2X2—40K—80CRI-5000LM—SWC—120V
SIGNIFY, COOPER, HEW SIGNIFY, COOPER, HEW

LE3 120V, 4" DIA LED DOWN LIGHT FIXTURE, 9.0W, 849 LUMENS CLEAR SEMI 124 2'x4’ RECESSED MOUNTED LED (55.6W, 7167 LUMENS) LUMINAIRE SUITABLE
SPECULAR WIDE, 4000K, 120V DRIVER, WET LOCATION, C/W MOUNTING FOR T—BAR CEILING, 4000K C/W A 120V DRIVER
ACCESSORIES AS REQUIRED. MARK ARCHITECTURAL LIGHTING#

LITHONIA# LBR4—ALO1—750LM—SWW1—4000K—AR-LSS—WD—80CRI-WET WHSPR—-2X4—-40K—80CRI-7000LM—SWC—120V
LOCATION—120V SIGNIFY, COOPER, HEW
SIGNIFY, COOPER, HEW
LE4 120V, 4" DIA LED DOWN LIGHT FIXTURE, 25.2W, 2488 LUMENS CLEAR SEMI 125 2'x4' RECESSED MOUNTED LED (46.8W, 6132 LUMENS) LUMINAIRE SUITABLE
q » 29.2VW, FOR T—BAR CEILING, 4000K C/W A 120V DRIVER
SPECULAR MEDIUM WIDE, 4000K, 120V DRIVER, WET LOCATION, C/W MARK ARCHITECTURAL ,_,G,.,T,NG;
MOUNTING ACCESSORIES AS REQUIRED. WHSPR—2X4—40K—80CRI—-6000LM—SWC—120V
LITHONIA# LBR4—ALO2—2000LM—SWW 1—4000K—AR—LSS—MWD—80CRI-WET SIGNIFY, COOPER, HEW
LOCATION—120V
SIGNIFY, COOPER, HEW 126 2'x4’ RECESSED MOUNTED LED (38.3W, 5094 LUMENS) LUMINAIRE SUITABLE

LE5 120V, 4" DIA LED DOWN LIGHT FIXTURE, 19.0W, 1975 LUMENS CLEAR SEMI Z%KT;%?' ﬂ%%l'lfluNR?AL 488%:«%4;‘” A 120V DRIVER
3”05?}1’1%5 ;‘58;‘;’;02.'35 AQO%%%UJQZE%Y DRIVER, WET LOCATION, C/W WHSPR—2X4—40K—80CRI-5000LM—SWC—120V
LITHONIA# LBR4—ALO2—1500LM—SWW 1—4000K—AR—LSS—MWD—80CRI-WET SIGNIFY, COOPER, HEW
LOCATION—120V 127 2'x4’ RECESSED MOUNTED LED (24.1W, 3364 LUMENS) LUMINAIRE SUITABLE
SIGNIFY, COOPER, HEW FOR T—BAR CEILING, 4000K C/W A 120V DRIVER

MARK ARCHITECTURAL LIGHTING#
WHSPR—2X4—40K—80CRI—3300LM—SWC—120V

L1 15" HIGH, 9” WIDE LED WALL MOUNTED DECORATIVE SCONCE, 6.0W, 484 SIGNIFY, COOPER, HEW
BROWNLEE# PRO-15-7601 LED-BOS—120V FOR T-BAR CEILING, 4000K C/W A 120V DRIVER
SIGNIFY, COOPER, HEW y

: : MARK ARCHITECTURAL LIGHTING#

L2 7.75" WIDE, 4.25" HIGH RECESSED LED NIGHT LIGHT FIXTURE, 4000K, 1.2W, WHSPR—2X2—40K—80CRI-6000LM—SWC—120V
44 LUMENS, BUILT—IN PHOTOCELL, 120V DRIVER. SIGNIFY, COOPER, HEW
gw%ﬁcfgo'ﬁ'gﬁ'ﬁgﬁ PATHFINDER—HNL610—120vV—LED40-PC 129 4’ LONG PENDANT MOUNTED LED (40.6W, 5541 LUMENS. SUSPENDED BY

’ ’ METALLIC ONDUITS, BOTTOM OF THE LIGHT FIXTURE TO BE 2.74M.) LUMINAIRE
L3 13" LONG, 3.2W, 120V WEDGE/EMERGENCY LED LIGHT FIXTURE C/W BATTERY 4000K C/W A 120V DRIVER & SURFACE MOUNTING KIT
UNIT. THE LIGHT FIXTURE TO OPERATE OPERATE UPON HYDRO POWER —L48— —FST—40K— —WH—
FAILURE OR OPERATION OF THE SMOKE DETECTOR LOCATED IN RESPECTIVE %?glf#géégekﬁleaooow FOT-40K=BOCRI-W-120
SUITE. FINISH TO ARCHITECT’S SELECTION.
LITHONIA# ELML4—120 L31 13" DIA, SURFACE MOUNTED LED (20.2W, 1905 LUMENS) LUMINAIRE 4000K
SIGNIFY, COOPER, HEW C/W A 120V DRIVER & SURFACE MOUNTING KIT
JUNO LIGHTING# JSF—13IN—18LM—40K—90CRI—120—FRPC—WH—120

L4 4 LONG PENDANT MOUNTED LED (59.3W, 7596 LUMENS. SUSPENDED BY SIGNIFY, COOPER, HEW
METALLIC ONDUITS, BOTTOM OF THE LIGHT FIXTURE TO BE 2.44M.) LUMINAIRE
4000K C/W A 120V DRIVER & SURFACE MOUNTING KIT L322 70MM DIA SUSPENDED DECORATIVE CYLINDRICAL LED LUMINAIRE (SUSPENDED
LITHONIA#ZL 1D—L48—7000LM—F ST—40K—80CRI—WH—120 BY AIRCRAFT CABLE, BOTTOM OF THE LIGHT FIXTURE TO BE @ 1.981M AF.F.
SIGNIFY, COOPER, HEW 13.7W, 1423 LUMENS), 4000K, 120V DRIVER C/W MOUNTING ACCESSORIES

AS REQUIRED.
, EUREKA# 4048—10—LED—HO—40—80—120—DV—ME—CLR—C—60—RC1—FINISH

L4A 8 LONG PENDANT MOUNTED LED (81.1W, 11442 LUMENS. SUSPENDED BY TO ARCHITECT'S SELECTION—40K—MOUNTING ACCESSORIES AS REQUIRED
METALLIC ONDUITS, BOTTOM OF THE LIGHT FIXTURE TO BE 2.74M.) LUMINAIRE SIGNIFY, COOPER, HEW
G?ﬂooﬁll&/;’z'l_folfg‘é_%'gggﬁ_,f;'ffﬁgi_’ggggﬂ%ffm 133 170MMX170MM LED RECESSED LUMINARE C/W SINGLE HEAD (14.8W, 1245
SIGNIFY. "COOPER. HEW LUMENS), 4000K, 120V DRIVER C/W MOUNTING ACCESSORIES AS REQUIRED.

’ ’ EUREKA# 12900—1X1—LEDHO—40—80—120—DV—ME—WT—FINISH TO

5 4 LONG WALL MOUNTED LED (50.5W, 7162 LUMENS) LUMINAIRE 4000K C/W R S PER. o —40K~MOUNTING ACCESSORIES AS REQUIRED
A 120V DRIVER & WALL MOUNTING KIT ' g
LITHONIA#FEM—L48—8000LM—LPPCL—MD—GZ10—80CRI—120—-WALL MOUNTING L34  32MMX12MM LED RECESSED LUMINAIRE C/W THREE HEAD (30W, 3000
KIT LUMENS), 4000K, 120V DRIVER C/W MOUNTING ACCESSORIES AS REQUIRED.
SIGNIFY, COOPER, HEW GOTHAM ARCHITECTURAL LIGHTING#

L6 4 LONG SURFACE MOUNTED LED (40.0W, 5000 LUMENS) LUMINAIRE 4000K N E oS A e D~ BWH-BVL=TRW=120V~UGZ~120V-40K-MOUNTING
C/W A 120V DRIVER & SURFACE MOUNTING KIT )

LITHONIA#BLWP4—48L—ADP—LP840—120—SURFACE MOUNTING KIT
SIGNIFY, COOPER, HEW L35 54" DIA SUSPENDED DECORATIVE LED RING LIGHT FIXTURE C/W EIGHT (8)
HEADS (SUSPENDED BY AIRCRAFT CABLES. BOTTOM OF THE RING TO BE @

L6A 4 LONG SURFACE MOUNTED LED (40.0W, 5000 LUMENS) LUMINAIRE 4000K 2.75M AF.F.), 90W, 8000 LUMENS, 4000K, 120V DRIVER C/W MOUNTING

C/W BUILT—IN OCCUPANCY SENSOR & A 120V DRIVER & SURFACE ACCESSORIES AS REQUIRE. FINISH TO ARCHITECT'S SELECTION.

MOUNTING KIT. THE LIGHT FIXTURE SHALL BE USED FOR STAIRS. THEREFORE EUREKA LIGHTING#

THE LIGHT FIXTURE SHALL BE PROGRAMMED IN SUCH A WAY THAT IT SHALL 8200—54—90W—120—DV—RDP—AC60—RC1—-8290—LED—40ME—40K—120V—MOUNTING

OPERATE AT 50% IN CASE OF NON OCCUPANCY AND SHALL OPERATE AT ACCESSORIES AS REQUIRED

100% UPON OCCUPANCY. SIGNIFY, COOPER, HEW

LITHONIA#BLWP4—48L—ADP—LP840— 120—MSDPDT7ADCX—SURFACE MOUNTING

KIT—PROGRAMMED TO BE AT 50% DURING NON OCCUPANCY & AT 100% K — 203MM DIA, 303MM LONG LED FLOOD LIGHT FIXTURE (MOUNTED AT BEAMS

UPON OCCUPANCY. @ 5.09M AF.F.), 53.7W, 5075 LUMENS, 4000K, 120V DRIVER C/W

SIGNIFY, COOPER, HEW MOUNTING ACCESSORIES. FINISH TO ARCHITECT’S SELECTION. REFER LIGHTING
DRAWINGS FOR MOUNTING DETAILS & MORE INFORMATION.

L7  2'x4’ RECESSED MOUNTED LED (40.0W, 5193 LUMENS) LUMINAIRE SUITABLE LUMINIS# SC854—L1L50—WD—40K—120V—SL—MOUNTING ACCESSORIES AS
FOR T—BAR CEILING, 4000K C/W A 120V DRIVER REQUIRED—FINISH TO ARCHITECT'S SELECTION.
LITHONIA#CPX—2X4—5000LM—80CRI—4000K—SWL—MIN10—ZT—120V SIGNIFY, COOPER, HEW
SIGNIFY, COOPER, HEW K2 203MM DIA, 303MM LONG LED FLOOD LIGHT FIXTURE (MOUNTED AT BEAMS

L8 4’ LONG LED INDIRECT/DIRECT PENDANT (SUSPENDED BY METALLIC @ 4.99M AF.F.), 53.7W, 5075 LUMENS, 4000K, 120V DRIVER C/W
CONDUITS. BOTTOM OF THE LIGHT FIXTURE TO BE @ 2.0M A.F.F.) LUMINAIRE, MOUNTING ACCESSORIES. FINISH TO ARCHITECT'S SELECTION. REFER LIGHTING
25W, 2400 LUMENS DIRECT, 1200 LUMENS INDIRECT, 4000K C/W A 120V DRAWINGS FOR MOUNTING DETAILS & MORE INFORMATION.

DRIVER LUMINIS# SC854—L1L50—WD—40K—120V—SL—MOUNTING ACCESSORIES AS
MARK ARCHITECTURAL LIGHTING# REQUIRED—FINISH TO ARCHITECT'S SELECTION.
S2PID—LSL—4'—MSL4—BOCRI—40K—600LMF—DBW—I80CRI—I140K—1300LMF SIGNIFY, COOPER, HEW
—SCT—MIN10—FLL—120V—ZT-F1/72A—-RDCY K3  203MM DIA, 303MM LONG LED FLOOD LIGHT FIXTURE (MOUNTED AT WALL @
SIGNIFY, COOPER, HEW 2.6M AF.F.), 53.7W, 5075 LUMENS, 4000K, 120V DRIVER C/W MOUNTING
L&A 4 LONG LED INDIRECT/DIRECT PENDANT (SUSPENDED BY METALLIC ACCESSORIES. FINISH TO ARCHITECT'S SELECTION. REFER LIGHTING DRAWINGS
FOR MOUNTING DETAILS & MORE INFORMATION.
CONDUITS. BOTTOM OF THE LIGHT FIXTURE TO BE @ 2.0M A.F.F.) LUMINAIRE, LUMINIS# SCB54—L1L50—WD—40K—120V—SL—MOUNTING ACCESSORIES AS
30W, 4000 LUMENS DIRECT, 1600 LUMENS INDIRECT, 4000K C/W A 120V ,
: ’ ’ REQUIRED—FINISH TO ARCHITECT'S SELECTION.
DRIVER SIGNIFY, COOPER, HEW
MARK ARCHITECTURAL LIGHTING# ’ ’
S2PID-LSL—4’'—MSL4—80CRI—40K—1000LMF—DBW—I80CRI—140K—I400LMF K4  203MM DIA, 303MM LONG LED FLOOD LIGHT FIXTURE (MOUNTED AT BEAMS
—SCT—MIN10—FLL—120V—-ZT—F1/72A—-RDCY © 4.99M AF.F.), 53.7W, 5075 LUMENS, 4000K, 120V DRIVER C/W
SIGNIFY, COOPER, HEW MOUNTING ACCESSORIES. FINISH TO ARCHITECT’S SELECTION. REFER LIGHTING
DRAWINGS FOR MOUNTING DETAILS & MORE INFORMATION.

L8B 4’ LONG LED VAPOR TIGHT PENDANT (SUSPENDED BY METALLIC CONDUITS. LUMINIS# SC854—L1L50—WD—40K—120V—SL—MOUNTING ACCESSORIES AS

BOTTOM OF THE LIGHT FIXTURE TO BE @ 2.44M A.F.F.) FULLY GASKETTED REQUIRED—FINISH TO ARCHITECT'S SELECTION.

LUMINAIRE, 50W, 5500 LUMENS, 4000K C/W A 120V DRIVER SIGNIFY, COOPER, HEW

%?gm#cggggl.ﬁ&{eooowq20v—40K—800R| Al 42" HIGH LED LIGHTING BOLLARD (31.0W, 2335 LUMENS,) TO BE MOUNTED
’ ' ON A CONCRETE BASE (SIZE & DEPTH TO SUIT APPLICATION. THE CONCRETE

LBC 4 LONG LED VAPOR TIGHT PENDANT (SUSPENDED BY METALLIC CONDUITS. BASE/FOUNDATION. THE CONCRETE BASE/FOUNDATION SHALL BE 6" ABOVE
BOTTOM OF THE LIGHT FIXTURE TO BE @ 2.44M AF.F.) FULLY GASKETTED GRADE LEVEL), C/W 208V DRIVER. 4000K. LUMINAIRE SHALL HAVE FINISH AS
LUMINAIRE, 42W, 4946 LUMENS, 4000K C/W A 120V DRIVER PER ARCHITECT SELECTION.

LITHONIA# CSVT—L48—6000LM—120V—40K—80CRI LITHONIA# DSXB—LED—12C—700—-40K—ASY—208V. B1-U0—G1
SIGNIFY, COOPER, HEW COOPER, SIGNIFY, NLS

L9  2'x2' RECESSED MOUNTED LED (54.1W, 6699 LUMENS) LUMINAIRE SUITABLE B1  LED LIGHTING STANDARD (123.9W, 14930 LUMENS) C/W 17.5" HIGH STEEL
FOR T-BAR CEILING, 4000K C/W A 120V DRIVER STRAIGHT POLE ON 2.5’ ABOVE GRADE CONCRETE BASE, SINGLE HEAD C/W
LITHONIA#CPX—2X2—6000LM—80CRI—4000K—SWL—MIN10—ZT—120V 208V DRIVER. 4000K. POLE AND LUMINAIRE SHALL HAVE FINISH AS PER
SIGNIFY, COOPER, HEW ARCHITECT SELECTION.

LITHONIA# DSX1-LED—P4—40K—80CRI-T4M—208V. B2-U0-G4

L11  2'x4’ RECESSED MOUNTED LED (41.8W, 6092 LUMENS) LUMINAIRE SUITABLE NLS, COOPER GLEONS SERIES
FOR T—BAR CEILING, 4000K C/W A 120V DRIVER SIGNIFY# PUREFORM SERIES,
g&?&“’*ggg‘;&;“;&&mw‘8°°R"4°°°K‘S‘”L‘“'N‘°‘ZT“2°" C1  LED LIGHTING STANDARD (123.9W, 5675 LUMENS) C/W 17.5’ HIGH STEEL

’ ’ STRAIGHT POLE ON 2.5° ABOVE GRADE CONCRETE BASE, SINGLE HEAD C/W

L12 2'x2' RECESSED MOUNTED LED (36.3W, 4504 LUMENS) LUMINAIRE SUITABLE 208V DRIVER. 4000K. POLE AND LUMINAIRE SHALL HAVE FINISH AS PER
FOR T—BAR CEILING, 4000K C/W A 120V DRIVER ARCHITECT SELECTION.
LITHONIA#CPX—2X2—4000LM—80CRI—4000K—SWL—~MIN10—ZT—120V LITHONIA# DSX1-LED—P4—40K—80CRI-BLC4—EGS—F—208V. B0-U0-G2
SIGNIFY, COOPER, HEW NLS, COOPER GLEONS SERIES

. SIGNIFY# PUREFORM SERIES,

L12A 2'x2' RECESSED MOUNTED LED (30.1W, 3734 LUMENS) LUMINAIRE SUITABLE
FOR T-BAR CEILING, 4000K C/W A 120V DRIVER ,
LITHONIA#CPX—2X2—3200LM—80CRI—4000K—SWL—MIN10—ZT—120V E1 LED LIGHTING STANDARD (247.9W/HFAD, 14930 LUMENS/HEAD) C/W 17.5
SIGNIFY, COOPER, HEW HIGH STEEL STRAIGHT POLE ON 2.5' ABOVE GRADE CONCRETE BASE, DOUBLE

, HEADS (BACK TO BACK) C/W 208V DRIVER. 4000K. POLE AND LUMINAIRE

L13 120V, 4 LONG LED LUMINAIRE, 76W, 6870 LUMENS SUITABLE FOR SHALL HAVE FINISH AS PER ARCHITECT SELECTION.

RECESSED MOUNTING IN T—BAR CEILING, 4000K, 120V DRIVER. LITHONIA# DSX1-LED—P4—40K—80CRI-T4M—DOUBLE HEADS—208V.
ALIGHT# G5—4'—LVH—40U—HE-DIRECT LINEAR—120V—40K. B2-U0—G4
SIGNIFY, COOPER, HEW NLS, COOPER GLEONS SERIES

L14 120V, 4’ LONG LED LUMINAIRE, 40W, 4608 LUMENS SUITABLE FOR SIGNIFY# PUREFORM SERIES,

ALIGHTE Dot Lo AO- U _HEDIRECT LINEAR ] 20V—40K D1 LED WALL PACK (46.7W, 4202 LUMENS), MOUNTED @ 9.8", C/W 208V
SIGNIFY COOPER. HEW g DRIVER, 4000K. FINISH TO ARCHITECT'S SELECTION.
' ' LITHONIA# WDGE2—LED—P4—40K—80CRI-TFTM—208V

L15 120V, 4 LONG LED WALL MOUNTED INDIRECT/DIRECT LUMINAIRE, 25W, 1600 NLS, COOPER, SIGNIFY
LUMENS DIRECT, 1600 LUMENS INDIRECT, 4000K, 0—10V DIMMING DRIVER. TL1  TRACK LIGHT LED FIXTURE (C/W TRACK LENGTH & LIGHT FIXTURES AS PER
MARK ARCHITECTURAL LIGHTING# DRAWINGS, CHANNELS, ACCESSORIES, POWER SUPPLY, HARDWARE FOR FULLY
S2WID-LSL—4FT—MSL4—80CRI—40K—400LMF—IBOCRI—I40K—I1400LMF—SCT—MIN10

oV Wi o oY DIMMING. DRIVER OPERATIONAL SYSTEM, SUSPENSION ACCESSORIES, TRANSFORMERS ETC. AS
SIGNIFY._COOPER. HEW : REQUIRED), SUSPENDED @ 3.1M A.F.F., 21.3W/LAMP, 2325 LUMENS/LAMP,
' ' 4000K, 120V DRIVER, FINISH TO ARCHITECT'S SELECTION
JUNO LIGHTING# R610L—40K—80CRI—OFF—NFL—120V—FINISH TO ARCHITECT'S

116 2'x2" RECESSED MOUNTED LED (19.7W, 2535 LUMENS) LUMINAIRE SUITABLE 35&?3&,";g‘;cif,i&”?@ﬁ%ﬁ'ﬁ,ﬁ“&kﬁmsmmm&mwm AS
FOR T—BAR CEILING, 4000K C/W A 120V DRIVER COOPER, SIGNIFY, JESCO
MARK ARCHITECTURAL LIGHTING#

WHSPR—2X2—40K—80CRI—2500LM—SWC—120V
SIGNIFY, COOPER, HEW

L17 4 LONG RECESSED MOUNTED LED (23.3W, 3543 LUMENS) LUMINAIRE
SUITABLE FOR T—BAR CEILING, 4000K C/W A 120V DRIVER
MARK ARCHITECTURAL LIGHTING# SL2L—4—FLP—80CRI—40K—600LMF—120V
SIGNIFY, COOPER, HEW

L17A 4 LONG RECESSED MOUNTED LED (23.3W, 3543 LUMENS) LUMINAIRE
SUITABLE FOR WOODEN PLANK CEILING, 4000K C/W A 120V DRIVER
MARK ARCHITECTURAL LIGHTING#

SL2L—4—FLP—80CRI—40K—600LMF—120V—MOUNTING ACCESSORIES AS
REQUIRED
SIGNIFY, COOPER, HEW

L17B 4 LONG RECESSED MOUNTED LED (23.3W, 3543 LUMENS) LUMINAIRE
SUITABLE FOR DRYWALL CEILING, 4000K C/W A 120V DRIVER
MARK ARCHITECTURAL LIGHTING#

SL2L—4—FLP—80CRI—40K—600LMF—120V—MOUNTING ACCESSORIES AS
REQUIRED
SIGNIFY, COOPER, HEW

L18 4 LONG RECESSED MOUNTED LED (41.8W, 3543 LUMENS) LUMINAIRE
SUITABLE FOR DRYWALL CEILING, 4000K C/W A 120V DRIVER
MARK ARCHITECTURAL LIGHTING#

SL2L—4—FLP—80CRI—40K—1000LMF—DRYWALL KIT—120V
SIGNIFY, COOPER, HEW

L19 2'x2' RECESSED MOUNTED LED (32.1W, 4025 LUMENS) LUMINAIRE SUITABLE
FOR T—BAR CEILING, 4000K C/W A 120V DRIVER
MARK ARCHITECTURAL LIGHTING#

WHSPR—2X2—40K—80CRI—4000LM—SWC—120V
SIGNIFY, COOPER, HEW

[20 4 LONG RECESSED MOUNTED LED (41.8W, 3543 LUMENS) LUMINAIRE
SUITABLE FOR T-BAR CEILING, 4000K C/W A 120V DRIVER
MARK ARCHITECTURAL LIGHTING# SL2L—4—FLP—80CRI—40K—1000LMF—120V
SIGNIFY, COOPER, HEW

[20A 4’ LONG RECESSED MOUNTED LED (41.8W, 3543 LUMENS) LUMINAIRE
SUITABLE FOR DRYWALL CEILING, 4000K C/W A 120V DRIVER
MARK ARCHITECTURAL LIGHTING#

SL2L—4—FLP—80CRI—40K—1000LMF—120V—MOUNTING ACCESSORIES AS
REQUIRED
SIGNIFY, COOPER, HEW

1208 4' LONG RECESSED MOUNTED LED (41.8W, 3543 LUMENS) LUMINAIRE
SUITABLE FOR WOODEN PLANK CEILING, 4000K C/W A 120V DRIVER
MARK ARCHITECTURAL LIGHTING#

SL2L—4—FLP—80CRI—-40K—1000LMF—120V—MOUNTING ACCESSORIES AS
REQUIRED
SIGNIFY, COOPER, HEW

21 2'x2' RECESSED MOUNTED LED (26.5W, 3317 LUMENS) LUMINAIRE SUITABLE
FOR T—BAR CEILING, 4000K C/W A 120V DRIVER
MARK ARCHITECTURAL LIGHTING#

WHSPR—2X2—40K—80CRI—-3300LM—SWC—120V
SIGNIFY, COOPER, HEW

1. ALL LAMPS SHALL BE OF SINGLE MANUFACTURER, UNLESS NOTED OTHERWISE. 1. ALL LAMPS SHALL BE OF SINGLE MANUFACTURER, UNLESS NOTED OTHERWISE.

2. ALL LINEAR & LED LAMPS SHALL HAVE COLOR TEMPERATURE AS 4100K UNLESS 2. ALL LINEAR & LED LAMPS SHALL HAVE COLOR TEMPERATURE AS 4100K UNLESS
NOTED OTHERWISE. NOTED OTHERWISE.

3. THE MANUFACTURER SPECIFIED AS EQUAL TO ENSURE COMPLIANCE WITH BASE 3. THE MANUFACTURER SPECIFIED AS EQUAL TO ENSURE COMPLIANCE WITH BASE
LUMINAIRE SPECIFICATIONS. ANY DISCREPANCIES ARE TO BE BROUGHT UP DURING LUMINAIRE SPECIFICATIONS. ANY DISCREPANCIES ARE TO BE BROUGHT UP DURING
TENDER STAGE. TENDER STAGE.

4. COORDINATE ON SITE WITH ARCHITECT AND CONSULTING ENGINEER FOR MOUNTING 4. COORDINATE ON SITE WITH ARCHITECT AND CONSULTING ENGINEER FOR MOUNTING

HEIGHT OF ALL SURFACE MOUNTED LUMINAIRES PRIOR TO ROUGH IN.

HEIGHT OF ALL SURFACE MOUNTED LUMINAIRES PRIOR TO ROUGH IN.
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450
103mm. DIAMETER TYPE Il
UNDERGROUND DUCTS FOR
POWER CABLES FOR .
3 GENERATOR NOTES:
3/4"DIA. X10' LONG GROUNDING 3 1. POWER DUCTBANK & SECONDARY CABLES BY ELECTRICAL CONTRACTOR.
RODS AS PER HYDRO STANDARDS PROVIDE SECONDARY DUCTBANK TO ONTARIO ELECTRICAL SAFETY CODE.
450 PROVIDE BELL FITTINGS AT EACH END AND PLASTIC OR MASONARY SPACERS PER 3.0M
NOTES: OF DUCT AND 610mm ON BOTH SIDES OF EACH COUPLING.
1. REFER TO LOCAL HYDRO DETAL/STANDARDS FOR MORE /73" GENERATOR UNDERGROUND CONDUIT DETAL 4. REFER TO SPECIFICATIONS FOR DETAILED DESCRIPTION.
INFORMATION AND COMPLY ACCORDINGLY. =
) v NTS
/7 GROUNDING GRID DETAIL NOTES: /" 2"\ CONCRETE ENCASED SECONDARY DUCTBANK DETAIL
@ PROVIDE WARNING TAPE ABOVE GENERATOR DUCTS AS PER 0.E.S.C. w NS,

LUMINAIRE SCHEDULE

DRAWING NOTES:

A

E1

D1

42" HIGH LED LIGHTING BOLLARD (31.0W, 2335 LUMENS,) TO BE MOUNTED
ON A CONCRETE BASE (SIZE & DEPTH TO SUIT APPLICATION. THE
CONCRETE BASE/FOUNDATION. THE CONCRETE BASE/FOUNDATION SHALL
BE 6" ABOVE GRADE LEVEL), C/W 208V DRIVER. 4000K. LUMINAIRE SHALL
HAVE FINISH AS PER ARCHITECT SELECTION.

LITHONIA# DSXB-LED-12C~700-40K—-ASY-208V. B1-U0-G1

COOPER, SIGNIFY, NLS

LED LIGHTING STANDARD (123.9W, 14930 LUMENS) C/W 17.5' HIGH STEEL
STRAIGHT POLE ON 2.5' ABOVE GRADE CONCRETE BASE, SINGLE HEAD
C/W 208V DRIVER. 4000K. POLE AND LUMINAIRE SHALL HAVE FINISH AS
PER ARCHITECT SELECTION.

LITHONIA# DSX1-LED—P4-40K—80CRI-T4M-208V. B2-U0-G4

NLS, COOPER GLEONS SERIES

SIGNIFY# PUREFORM SERIES,

LED LIGHTING STANDARD (123.9W, 5675 LUMENS) C/W 17.5' HIGH STEEL
STRAIGHT POLE ON 2.5" ABOVE GRADE CONCRETE BASE, SINGLE HEAD
C/W 208V DRIVER. 4000K. POLE AND LUMINAIRE SHALL HAVE FINISH AS
PER ARCHITECT SELECTION.

LITHONIA# DSX1—LED—P4—40K—80CRI-BLC4—EGS—F-208V. BO-U0-G2
NLS, COOPER GLEONS SERIES

SIGNIFY# PUREFORM SERIES,

LED LIGHTING STANDARD (247.9W/HEAD, 14930 LUMENS/HEAD) C/W 17.5'
HIGH STEEL STRAIGHT POLE ON 2.5' ABOVE GRADE CONCRETE BASE,
DOUBLE HEADS (BACK TO BACK) C/W 208V DRIVER. 4000K. POLE AND
LUMINAIRE SHALL HAVE FINISH AS PER ARCHITECT SELECTION.

LITHONIA§ DSX1-LED—P4—40K—80CRI-T4M-DOUBLE HEADS-208V.
B2-U0-G#4

NLS, COOPER GLEONS SERIES

SIGNIFY# PUREFORM SERIES,

LED WALL PACK (46.7W, 4202 LUMENS), MOUNTED @ 9.8', C/W 208V
DRIVER, 4000K. FINISH TO ARCHITECT'S SELECTION.

LITHONIA§ WDGE2-LED—-P4~-40K—-80CRI-TFTM-208V

NLS, COOPER, SIGNIFY

Q} PRIMARY DUCT BANK BY OTHERS.

@ APPROXIMATE LOCATION OF MAIN ELECTRICAL ROOM-G505 AT
BASEMENT LEVEL

<~’>> PROVIDE 3-103 mm UNDERGROUND CONDUITS (C/W WARNING
TAPES AS PER OESC) FOR TEL/CABLE/FIBRE TO BE LOCATED
BELOW GRADE AS PER TABLE-53 OF LATEST OESC REQUIREMENTS
AND/OR AS REQUIRED BY SERVICE PROVIDERS (MINIMUM DEPTH OF
THE CONDUITS TO BE AS PER TABLE-53 OF OESC). CO—-ORDINATE
WITH OWNER FOR THEIR SERVICE PROVIDERS INFORMATION AND
PROVIDE THE UNDERGROUND CONDUITS FOR TEL/CABLE/FIBRE
ACCORDINGLY FROM THE MAIN COMMUNICATION ROOM—G504 AT
BASEMENT LEVEL (VERIFY ON SITE FOR EXACT LOCATION/ROOM
FOR TERMINATION OF THE CONDUITS PRIOR TO ROUGH-IN) UPTO
PROPERTY LINES/POINTS OF SERVICES AS REQUIRED BY THE
RESPECTIVE SERVICE PROVIDERS. PROVIDE ALL NECESSARY
CO—ORDINATION, EXCAVATION, BACK FILLING, PULL WIRES, ALL
MATERIAL, LABOR, ETC. REQUIRED FOR COMPLETE ROUGH-IN
SYSTEMS. CO—ORDINATE ON SITE & WITH OTHER TRADES (PRIOR
TO COMMENCEMENT OF WORK) FOR ROUTES OF THESE
UNDERGROUND CONDUITS. ALLOW FOR APPROXIMATELY 500.0M AS
LENGTH (MORE OR LESS) OF EACH CONDUI.

4, THE WARNING TAPES SHOWN/DESCRIBED ON THIS DRAWING SHALL
COMPLY WITH RULE 12-012(11) OF OESC. THE TAPE MUST BE
BURIED APPROXIMATELY HALFWAY BETWEEN THE INSTALLATION AND
GRADE LEVEL, COVERING THE WIDTH OF THE RACEWAYS OR CABLES
FOR THE ENTIRE LENGTH & SHALL BE INSTALLED AS PER BULLETIN
12-2 OF OESC.

5. AL EXTERIOR LIGHTING CIRCUITS SHALL BE CARRIED OUT WITH
#10 AWG CONDUCTOR.

6.  ANY METAL (.E. METAL FENCES, BOLLARDS, PROTECTIVE BARRIERS,
ETC.) LOCATED WITHIN 2.4M OF THE PAD MOUNTED TRANSFORMER
SHALL BE BONDED TO STATION GROUND ELECTRODE WITH 2/0 AWG
COPPER CONDUCTORS AS PER RULE 36-308 & BULLETIN 36-10
OF LATEST OESC.

PROVIDE PROTECTIVE BOLLARDS (TYP.). CO—ORDINATE WITH HYDRO
FOR EXACT LOCATIONS, QUANTITIES OF THE BOLLARDS AND
MOUNTING DETAIL OF BOLLARDS PRIOR TO ROUGH-IN AND COMPLY
ACCORDINGLY.

PROVIDE GROUNDING RODS, QUANTITIES, LOCATIONS, TYPE TO BE

AS PER HYDRO REQUIREMENTS/HYDRO STANDARDS. COORDINATE
WITH HYDRO & PROCEED ACCORDINGLY.

PROVIDE GROUNDING LOOP TO TRANSFORMER AS PER HYDRO
STANDARDS (TYP.). REFER DETAIL#4 ON DWG. E-101 FOR MORE
INFORMATION.

PAD MOUNT TRANSFORMER

PROVIDE PROTECTIVE BOLLARDS FOR GENERATOR, COORDINATE WITH
SYSTEM SUPPLIER FOR EXACT LOCATION & QUANTITIES PRIOR TO
ROUGH-IN.

PROVIDE 1-53MM UNDERGROUND CONDUIT C/W WIRING TO
GENERATOR ANNUNCIATOR PANEL.

S © © ©

PROVIDE 1-41MM UNDERGROUND CONDUIT C/W WIRING FOR GEN.
PANEL FROM PANEL-1N1

PROVIDE 1-27MM UNDERGROUND CONDUIT C/W WIRING TO ATS-1
FOR START OPTION.

@ PROVIDE 1-27MM UNDERGROUND CONDUIT C/W WIRING TO ATS—1
FOR TRIPPING GENERATOR LOAD TESTING BREAKER-G2.

PROVIDE 1-27MM UNDERGROUND CONDUIT C/W WIRING TO ATS-2
FOR START OPTION.

PROVIDE 1-27MM UNDERGROUND CONDUIT C/W WIRING TO ATS-2
FOR TRIPPING GENERATOR LOAD TESTING BREAKER-G2.

Jain

7405 East Danbro Crescent, 2nd Floor
Mississauga, Ontario, L5N 6P8
Tel: 905 285 9900, Fax: 905 567 5246
Email : mail@jainconsultants.com

O Unity

Unity Design Studio Inc.

138 Simcoe Street
Peterborough, ON K9H 2H5

705 743 3311
info@unitydesignstudio.ca

The Corporation of the
County of Prince Edward

PRINCE EDWARD
COUNTY LONG TERM
CARE DEVELOPMENT

603 County Road 49, Picton,
Ontario KOK 2T0
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PRINCE EDWARD COUNTY * ONTARIC
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PRE-SET ANCHOR
WITH STUDS

BASE COVER
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DIAMETER
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910mm MIN. [~ 8 £
CURB \ — 760MM
a GRADE
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l
PILE
DEPTH
G
! N
— k=N ]
75 MIN. COVER 1" CONDUIT

1" CONDUIT—

BORED CONCRETE PILE

VERTICAL REINFORCING: 6—-20 M BARS
10M TIES AT 400mm

MATERIALS: CONC. f'c = 20 MPa

REINF.fy = 400MPa

MINIMUM PILE DIAMETER = 600 mm
MINIMUM BOLT SIZE =25 mm
MINIMUM PILE DEPTH BELOW GRADE
=1500 mm TO UNDISTURBED BED LEVEL

N.T.S.

m TYPICAL BASE FOR LIGHTING POLES

E-101

=
-
1

TYPICAL INSTALLATION
PRE—SET ANCHOR WITH STUDS

AS PER MTC SPEC. OPSD-2215.02

BOLT CIRCLE MINIMUM ANCHOR
DIAMETER LENGTH C
MM MM
400 450
350 450
300 400
250 350
200 300

PILE DEPTH G BELOW FINISHED GRADE

1. TO BE SELECTED BASED ON CALCULATED
BASE SHEAR AND BASE MOMENT IN
ACCORDANCE WITH LATEST EDITION OF
NBC FOR WIND PRESSURE, 13mm RADIAL
ICE & EFFECTIVE PROJECTED AREA OF
LUMINAIRES. SUBMIT CALCULATIONS FOR
APPROVED LUMINAIRES & POLES BEFORE
INSTALLING.

2. TO BE NOT LESS THAN 1500MM BELOW FINISHED
GRADE.

3. TOP OF BASE ABOVE FINISHED GRADE AS SPECIFIED.
IN EXCESS OF 150MM, INCREASE TO 8 VERTICAL
REINFORCING BARS, AND INCREASE ANCHOR LENGTH
BY 100MM.
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Jain

7405 East Danbro Crescent, 2nd Floor

DRAWING NOTES: Mississauga, Ontario, L5N 6P8
> PROVDE POWER FOR BATH TUB IN A WEATHERPROOF JUNCTION Tel: 905 285 9900, Fax: 905 567 5246
WIH SYSTEM SUPPLER FOR EXACT LOCATON PRIOR T0. Email : mail@jainconsultants.com

NURSE CALL SYSTEM ANNUNCIATOR. PROVIDE 2—1" CONDUITS
FROM THE ANNUNCIATOR TO ACCESSIBLE CEILING SPACE IN
NEAREST CORRIDOR.

. £=310 D
OF HOME/SUPPORT KITCHENS.
470 12 RESERVED.

PROVIDE INTERCOM STATION (SUB—MASTER STATION JP—4HD) IN
CARE_STATION-1.04.01 (CCT.§), CO-ORDINATE ON SITE FOR
EXACT LOCATION PRIOR TO ROUGH-IN. REFER DWG NOTE-14
ON DWG. E-303 FOR MORE INFORMATION.

@ PROVIDE CALL FOR ASSISTANCE SYSTEM IN THIS
WASHROOM/CHANGEROOM/POOL DECK WHICH SHALL BE
CAMDEN§ CX-WEC10K2 CONSISTING OF:

N /
\ 7 PRIVATE
RESIDENT
£

BEDROOM

. CAMDEN§ CM—AF540S0 (CM—450R/12, CM-AF501S0 COMBO)
N % DOUBLE GANG, PUSH/PULL MUSHROOM PUSH BUTTON RED,
- // "ASSISTANCE REQUIRED’ WITH LED ANNUNCIATOR AND
N ~ ADJUSTABLE SOUNDER, 'ASSISTANCE REQUESTED'.
A y &)E( CM-AF540S0 SHALL BE MOUNTED ON A DOUBLE GANG
/ SINGLE GANG LED DOME LIGHT WITH SOUNDER. 'ASSISTANCE

REQUIRED' (CAMDEN: CM—AF141S0) OF CALL FOR ASSISTANCE

[ ]
, 1 NO. ENGLISH, SOUD WHITE SIGN (152MMX270MM, IN THE n I
NN EVENT OF AN EMERGENCY, PUSH EMERGENCY BUTTON AND
A / AUDIBLE AND VISUAL SIGNAL WILL ACTIVATE), CAMDEN§

, CM—=SE21A. THIS SIGN SHALL BE MOUNTED' ABOVE THE
EMERGENCY PUSH BUTTON OF CALL FOR ASSISTANCE SYSTEM.
\ / 1 NO. POWER SUPPLY, 24VAC C/W 4OVA STANDARD MOUNT
TRANSFORMER AND AC/DC RECTIFIER ( CAMDENS : : :
o N Z CX-TRK24-50). THE POWER SUPPLY SHALL BE LOCATED IN Unity Design Studio Inc.
N & \ NEAREST ACCESSIBLE CEILING SPACE.
REFER LEGEND FOR MORE INFORMATION. 138 Simcoe Street
PROVIDE ALL MATERIAL, LABOR, CONDUITS AND WIRING FOR
\ 7 FULLY OPERATIONAL SYSTEM AS PER LATEST NBC Peterborough, ON K9H 2H5
CRIVATE / REQUIREMENTS.
PRIVATE. \ THE SYSTEM SUPPLIED BY DOOR HARDWARE SUPPLIER, TO BE 705 743 3311
BEDROOM Y INSTALLED BY ELECTRICAL CONTRACTOR. info@unitydesignstudio.ca
1A131 | / N

RESIDENT WC

PRIVATE
RESIDENT A
BEDROOM

PRIVATE
/ IDENT wcC

INCCEER

PRIVATE
RESIDENT WC

SEMI-PRIVATE
RESIDENT
BEDROOM

7 \ @ PROVIDE SIGNAGE READING *OCCUPIED WHEN LI’ OUTSIDE THE
WASHROOM. THE SIGNAGE SHALL BE 120V INPUT, LED TYPE,
/ N (BAGHELLI

PRIVATE
RESIDENT WC

7 \ # QUADRA-SW SPECIAL WORDING SIGN READING 'OCCUPIED
WHEN LIT’, BLACK OUT LETTERING, 13"X7.5"%2",
/ N BAGHELLI#QUADRA-SW—BO—OCCUPIED WHEN LIT-120V) . THE
\ SIGNAGE SHALL BE LOCATED OUTSIDE ABOVE THE DOOR &

PRIVATE
+ RESIDENT
\c);% BEDROOM

1A129

SHALL BE OPERATED BY ‘PUSH TO LOCK' BUTTON VIA DOOR Th C t. f th
7 \ PROVDE AL NECESSARY MATERAL & LBOR FOR FULLY e corporation of the
7, OPERATIONAL SYSTEM.

/ @ @ PROVIDE SMOKE DETECTOR C/W RELAY BASE ON BOTH SIDES County Of PI‘InCe Edward

PRIVATE

N
NN

RESIDENT ‘@\

azo7al

SEMI-PRIVATE
RESIDENT
BEDROOM

AND WITHIN 5'-0" OF DOOR WITH MAGNETIC HOLD OPEN DEVICE.

HOLD OPEN DEVICES SHALL BE WIRED SUCH THAT THEY
RELEASE UPON LOCAL SMOKE DETECTOR ACTIVATION AND/OR
GENERAL FIRE ALARM.

17. COORDINATE ON SITE FOR EXACT LOCATION OF FRIDGES

y . . CORNUTE O STE o8 BT LOCATON OF KECHNCA. PRINCE EDWARD

EQUIPMENT PRIOR TO ROUGH-IN.

PROVIDE 4-3" CONDUITS FOR COMMUNICATION WIRING. CO U N TY LO N G T E R M

PROVIDE POWER FOR TOWEL WARMER, COORDINATE ON SIE FOR

mD:oPCgTV:g FP(:'?ORSAL?TIZRE:,GQI;DINATE ON SIE FOR EXACT CAR E D EVE LO P M E N T

LOCATION PRIOR TO ROUGH-IN. PROVIDE FUSIBLE DISCONNECT
/ \ SWITCH (C/W FUSES TO SUIT) TO CONTROL POWER TO THE
SANITIZER.

/ \ 2 %?333&%33 :ggvn%?s %%Ttlg::m%ron ROOMS, CLEAN 603 COUﬂty Road 49, PiCtOﬂ,

& RESIDENT UTILITY ROOMS & SOILED UTILITY ROOMS PRIOR TO ROUGH-INS.

\ BEDROOM 7 ) &> PROVIDE 21MM THCK, 2.44M HIGH FRE RESISTANT Ontario KOK 2T0
% 1A125 | . COMMUNICATION PLYWOOD BOARD FOR TEL,/CABLE/DATA

/ / SERVICES
¢ / \ <4> / @ PROVIDE #6 AWG GROUNDING CONDUCTOR IN CONDUIT

SEMI-PRIVATE
RESIDENT WC

N\ aizea)
AN

PRIVATE
RESIDENT
BEDROOM

N
SEMI-PRIVATE
RESIDENT
BEDROOM

N

Y
7

&S &® s

PRIVATE
RESIDENT WC

AN
/
A\ SEMIZPRIVATE
AN

RESIDENT
BEDROOM

A PRIVATE
PUBLIC

2 corriDOR

N

PRIVAT ﬁ N
RESIDENT We

N SEMI-PRIVATE

"RESIDENT W,
% 1A120A \‘&, /
2 /

4

C/W GROUNDING BUS BARS OF SIZE 1/4"X2"X10" FOR
N 4 / EACH SYSTEM (AS REQUIRED BY SYSTEM SUPPLIERS)
y’ \ FOR TELEPHONE, LT RACK, FACP, SERVER, SECURITY
/ / N PANEL CABLE TV , DATA EQUIPMENTS BONDING IN LT.
ROOM. EXACT LOCATION TO BE VERIFIED ON SITE.
GROUNDING OF THE EQUIPMENTS IN THE L.T. ROOM
/ I SHALL BE CONNECTED TO MAIN GROUNDING BUS BAR OF

7
/ SEMI-PRIVATE
W

RESIDENT
BEDROOM

TheCounty

PRINCE EDWARD COUNTY * ONTARIC

PRIVATE
RESIDENT

BEDROOM RELAY PANEL-R1F SHALL BE LOCATED ABOVE PANEL-1F.

$ N
1A123 | /
\ 26. COORDINATE ON SITE FOR EXACT LOCATION OF THE PULL CORD
STATIONS & NURSE CALL INDICATION LIGHTS (NURSE CALL

/ N \ @ SYSTEM) PRIOR TO ROUGH-INS.

THE MAIN BUILDING.
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O
DRAWING NOTES: \\\\ @ d a I I l

N\
PROVIDE POWER FOR BATH TUB IN A WEATHERPROOF JUNCTION N /
% BOX VIA A WEATHERPROOF DISCONNECT SWITCH, COORDINATE \\ y 7405 East Danbro Crescent, 2nd Floor
WITH SYSTEM SUPPLIER FOR EXACT LOCATION PRIOR TO N

5

OUGH -]

/ Mississauga, Ontario, L5N 6P8

\\ Tel: 905 285 9900, Fax: 905 567 5246

Email : mail@jainconsultants.com

NURSE CALL SYSTEM ANNUNCIATOR. PROVIDE 2—1" CONDUITS
FROM THE ANNUNCIATOR TO ACCESSIBLE CEILING SPACE IN
EST CORRIDOR.

[ =3TO”FOR ADDITIONA
OF HOME/SUPPORT KITCHENS.
4T0 12 RESERVED.

o

PROVIDE INTERCOM STATION (SUB-MASTER STATION JP-4HD) IN

CARE STATION-1.04.01 (CCT.#), CO-ORDINATE ON SITE FOR
EXACT LOCATION PRIOR TO ROUGH—IN. REFER DWG NOTE-14
ON DWG. E-303 FOR MORE INFORMATION.

@ PROVIDE CALL FOR ASSISTANCE SYSTEM IN THIS
WASHROOM,/CHANGEROOM,/POOL DECK WHICH SHALL BE
CAMDENf CX-WEC10K2 CONSISTING OF:

CAMDENJ CM-AF540S0 (CM—-450R/12, CM—AF501SO COMBO)
DOUBLE GANG, PUSH/PULL MUSHROOM PUSH BUTTON RED,
"ASSISTANCE REQUIRED’ WITH LED ANNUNCIATOR AND
ADJUSTABLE SOUNDER, "ASSISTANCE REQUESTED'.

THE CM-AFS4050 SHALL BE MOUNTED ON A DOVBLE GANG

EXIT STAIR
[LST-82]

SINGLE GANG LED DOME LIGHT WITH SOUNDER. 'ASSISTANCE
REQUIRED’ (CAMDEN: CM—AF141S0) OF CALL FOR ASSISTANCE
SYSTEM

1 NO. ENGLISH, SOLID WHITE SIGN (152MMX270MM, IN THE
EVENT OF AN EMERGENCY, PUSH EMERGENCY BUTTON AND
AUDIBLE AND VISUAL SIGNAL WILL ACTIVATE), CAMDEN#
CM-SE21A. THIS SIGN SHALL BE MOUNTED ABOVE THE
EMERGENCY PUSH BUTTON OF CALL FOR ASSISTANCE E
1 NO. POWER SUPPLY, 24VAC C/W 40VA STANDARD MOUNT
TRANSFORMER AND AC/DC RECTIFIER ( CAMDEN#
CX-TRK24-50). THE POWER SUPPLY SHALL BE LOCATED IN \ /
NEAREST ACCESSIBLE CEILING SPACE. %
REFER LEGEND FOR MORE INFORMATION. N
PROVIDE ALL MATERIAL, LABOR, CONDUITS AND WIRING FOR \ /
FULLY OPERATIONAL SYSTEM AS PER LATEST NBC

7 PRIVATE

1

PRIVATE
RESIDENT
BEDROOM

O U . t
Unity Design Studio Inc.
@ 138 Simcoe Street
Peterborough, ON K9H 2H5

N
\> / 705 743 3311
AN

REQUIREMENTS. THE SYSTEM SUPPLIED BY DOOR HARDWARE
SUPPLIER, TO BE INSTALLED BY ELECTRICAL CONTRACTOR. p \ / RESIDENT WC

\ PRIVATE
RESIDENT
\/63/ BEDROOM

N %

@ PROVIDE SIGNAGE READING 'OCCUPIED WHEN LI OUTSIDE THE \ / ‘{”z‘,
WASHROOM. THE SIGNAGE SHALL BE 120V INPUT, LED TYPE, <
(BAGHELLI
# QUADRA-SW SPECIAL WORDING SIGN READING ‘OCCUPIED
WHEN LI, BLACK OUT LETTERING, 13°X7.5°X2",
BAGHELLIJQUADRA—SW—BO—OCCUPIED WHEN LIT—120V) . THE
SIGNAGE SHALL BE LOCATED OUTSIDE ABOVE THE DOOR &
SHALL BE OPERATED BY 'PUSH TO LOCK’ BUTTON VIA DOOR

N / info@unitydesignstudio.ca

PRIVATE
RESIDENT WC

PRIVATE
A RESIDENT
BEDROOM

N
CONTACT-DC1 OF THE RESPECTIVE DOOR OF THE WASHROOM. / % N @
s

\ /
PROVIDE ALL NECESSARY MATERIAL & LABOR FOR FULLY SEMI-PRIVATE N
OPERATIONAL SYSTEM. \ E;‘ESEDOEC')“A;I N
PROVIDE SMOKE DETECTOR C/W RELAY BASE ON BOTH SIDES v
@) AND WITHIN 5'-0° OF DOOR WITH MAGNETIC HOLD OPEN DEVICE. N PRIVATE / \ N\ Th C t f th
HOLD OPEN DEVICES SHALL BE WIRED SUCH THAT THEY / \ RESIDENT WC N e Orpora 10N O e
RELEASE UPON LOCAL SMOKE DETECTOR ACTIVATION AND/OR P , \
GENERAL FIRE ALARM. N .
N
@ PROVIDE BASED SMOKE DETECTOR IN ELEVATOR LOBBY. \ PRIVATE N \ County Of PI‘InCe Edward
COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO 8B X RESIDENT
@) ROUGH—IN. BE%%?SM SEMI-PRIVATE \ R
PROVIDE 21MM THICK, 2.44M HIGH FIRE RESISTANT \ N RESIDENT WC R\ \
COMMUNICATION PLYWOOD BOARD FOR TEL/CABLE/DATA iB127A] M
SERVICES /CHBLE/K \ \ N /
PROVIDE #6 AWG GROUNDING CONDUCTOR IN CONDUIT N SEMLPRIVATE SO\ PRINCE EDWARD
C/W GROUNDING BUS BARS OF SIZE 1/4°X2°X10" FOR N \ N /
EACH SYSTEM (AS REQUIRED BY SYSTEM SUPPLIERS) ,
FOR TELEPHONE, T RACK, FACP, SERVER, SECURITY \ h \ COU NTY LO N G TE R M
PANEL CABLE TV , DATA EQUIPMENTS BONDING IN L. N \ \ /
ROOM. EXACT LOCATION TO BE VERIFIED ON SITE.
GROUNDING OF THE EQUIPMENTS IN THE L.T. ROOM RRIVATE S RESIDENE \ ’ CAR E D EVE LO P M E N T
SHALL BE CONNECTED TO MAIN GROUNDING BUS BAR OF N RESIDENT BEDROOM @ \ /
THE MAIN BUILDING. p ) K
@D POWER & SYSTEMS LAYOUT OF THIS NN
UNIT/SUITE/RESIDENT ROOM HAS BEEN SHOWN AS A / N / \ \ d )
TYPICAL LIGHTING LAYOUT. THIS POWER & SYSTEMS
LAYOUT SHALL BE APPLICABLE FOR ALL THE SIMILAR g \ RECYATE o g \ \ 603 COUﬂty Roa 49v PlCtOﬂ,
TYPE OF UNITS/SUITES/RESIDENTS LOCATED ON ALL THE / i
FLOORS. / / p N\ C p \ N Ontarlo KOK 2T0
21. COORDINATE ON SITE FOR EXACT LOCATION OF FRIDGES \ / S o b
22, COORONNTE O STE FU BUCT LOGATON OF ECHANCAL (o \ \
. RESIDENT 1B120
EQUIPMENT PRIOR TO ROUGH—IN. BEDROOM SEVILPRIVATE \ \ 4
&3 PROVIDE 4-3" CONDUTS FOR COMMUNIATION WIRIG. / \ 18125 | ) \ N /
AN
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DRAWING NOTES:

<> PROVIDE CALL FOR ASSISTANCE SYSTEM IN THIS
WASHROOM/CHANGEROOM/POOL. DECK WHICH SHALL BE
CAMDENf CX-WEC10K2 CONSISTING OF:
CAMDENf C-AF540S0 (CM—450R/12, CN-AF501SO COMBO)
DOUBLE GANG, PUSH/PULL MUSHROOM PUSH BUTTON RED,
"ASSISTANCE. REQUIRED' WITH LED ANNUNCIATOR AND
ADJUSTABLE.SOUNDER, "ASSISTANCE REQUESTED'.
THE CM-AF54050 SHALL BE WOUNTED ON A DOUBLE GANG
SINGLE GANG LED DOME LIGHT WITH SOUNDER. *ASSISTANCE
REQUIRED' (CAMDEN: CM-AF141S0) OF CALL FOR ASSISTANCE

1 NO. ENGLISH, SOLID WHITE SIGN (152MMX270MM, IN THE
EVENT OF AN EMERGENCY, PUSH EMERGENCY BUTTON AND
AUDIBLE AND VISUAL SIGNAL WILL ACTIVATE), CAMDEN#
CM—SE21A. THIS SIGN SHALL BE MOUNTED ABOVE THE
EMERGENCY PUSH BUTTON OF CALL FOR ASSISTANCE SYSTEM.
1 NO. POWER SUPPLY, 24VAC C/W 40VA STANDARD MOUNT
TRANSFORMER AND AC/DC RECTIFIER ( CAMDEN#
CX-TRK24-50). THE POWER SUPPLY SHALL BE LOCATED IN
NEAREST ACCESSIBLE CEILING SPACE.

REFER LEGEND FOR MORE INFORMATION.

PROVIDE ALL MATERIAL, LABOR, CONDUITS AND WIRING FOR
FULLY OPERATIONAL SYSTEM AS PER LATEST NBC
REQUIREMENTS.

THE SYSTEM SUPPLIED BY DOOR HARDWARE SUPPLIER, TO BE
INSTALLED BY ELECTRICAL CONTRACTOR.

@ PROVIDE POWER FOR ADULT CHANGE TABLE, COORDINATE ON
ggSGI:lOI?NEXACT LOCATION & MOUNTING HEIGHT PRIOR TO

@ PROVIDE 4—3" CONDUITS FOR COMMUNICATION WIRING.

470 12 RESERVED.

PROVIDE INTERCOM STATION (SUB-MASTER STATION JP-4HD) IN

CARE STATION-1.04.01 (CCT.#), CO-ORDINATE ON SITE FOR
EXACT LOCATION PRIOR TO ROUGH-IN. DWG NOTE-14
TION.

PROVIDE INTERCOM SYSTEM/STATION (PROVIDE CCT.#1L1-23 FOR
THE SYSTEM), CO—ORDINATE ON SITE FOR EXACT LOCATION
FROM THIS INTERCOM STATION AS FOLLOWS:
1-27MM CONDUIT & WIRING TO DISTRIBUTION ADAPTER (JP-8Z)
TO BE LOCATED INSIDE THE BUILDING.

THE SYSTEM SHALL BE AUDIO/VIDEO AIPHONE-JP SERIES C/W
ONE ENTRANCE UNIT LOCATED INSIDE VESTIBULE-2.01 (JP-DV ),
ONE MASTER (JP-4MED,) AND THREE SUB-MASTER/RECEVING
STATIONS (JP—4HD). THE MASTER STATION TO BE LOCATED IN
RECEPTION-2.07 (MASTER JP—4MED). THE THREE SUB-MASTERS
TO BE LOCATED IN THREE CARE STATIONS 1.04.01, 1.04.01,
1.04.1 (JP—4HD), CO-ORDINATE WITH SYSTEM SUPPLIER &
PROVIDE ALL NECESSARY MATERIAL, LABOR, CONDUITS, WIRING
ETC. FOR FULLY OPERATIONAL SYSTEM, NO ADDITIONAL
ALLOWANCE WHATSOEVER SHALL BE ADMISSIBLE ON THIS
ACCOUNT AT A LATER DATE.

@ PROVIDE SIGNAGE READING 'OCCUPIED WHEN LIT" OUTSIDE THE
WASHROOM. THE SIGNAGE SHALL BE 120V INPUT, LED TYPE,
(BAGHELLI
# QUADRA-SW SPECIAL WORDING SIGN READING ‘OCCUPIED
WHEN LIT', BLACK OUT LETTERING, 13"X7.5"X2",
BAGHELLI#QUADRA-SW—BO-OCCUPIED WHEN LIT—120V) . THE
SIGNAGE SHALL BE LOCATED OUTSIDE ABOVE THE DOOR &
SHALL BE OPERATED BY 'PUSH TO LOCK’ BUTTON VIA DOOR
CONTACT-DC1 OF THE RESPECTIVE DOOR OF THE WASHROOM.
PROVIDE ALL NECESSARY MATERIAL & LABOR FOR FULLY
OPERATIONAL SYSTEM.

@ PROVIDE SMOKE DETECTOR C/W RELAY BASE ON BOTH SIDES
AND WITHIN 5°-0" OF DOOR WITH MAGNETIC HOLD OPEN DEVICE.
HOLD OPEN DEVICES SHALL BE WIRED SUCH THAT THEY

RELEASE UPON LOCAL SMOKE DETECTOR ACTIVATION AND/OR
GENERAL FIRE ALARM.

PROVIDE 21MM THICK, 2.44M HIGH FIRE RESISTANT
COMMUNICATION PLYWOOD BOARD FOR TEL/CABLE/DATA
SERVICES

PROVIDE #6 AWG GROUNDING CONDUCTOR IN CONDUIT
C/W GROUNDING BUS BARS OF SIZE 1/4"X2°X10" FOR
EACH SYSTEM (AS REQUIRED BY SYSTEM SUPPLIERS)
FOR TELEPHONE, I.T RACK, FACP, SERVER, SECURITY
PANEL CABLE TV , DATA EQUIPMENTS BONDING IN LT.
ROOM. EXACT LOCATION TO BE VERIFIED ON SITE.
GROUNDING OF THE EQUIPMENTS IN THE LT. ROOM
SHALL BE CONNECTED TO MAIN GROUNDING BUS BAR OF
THE MAIN BUILDING.

@ PROVIDE BASED SMOKE DETECTOR IN ELEVATOR LOBBY.
COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO
ROUGH-IN.

20. COORDINATE ON SITE FOR EXACT LOCATION OF FRIDGES
IN MEDICATION ROOMS PRIOR TO ROUGH-IN.

21. COORDINATE ON SITE FOR EXACT LOCATION OF MECHANICAL
EQUIPMENT PRIOR TO ROUGH-IN.

@ REFER DWG. E-309 FOR ADDITIONAL POWER & SYSTEMS
LAYOUT OF MAIN PRODUCTION KITCHEN &

HOME/SUPPORT KITCHENS.

PROVIDE TWO (2) KEY SWITCHES FOR SELECTION OF
FIRE ALARM STAGES & RELEASING MAG LOCKS LOCATED
IN THE BUILDING. REFER LEGEND FOR MORE
INFORMATION.

@ NURSE CALL SYSTEM (PROVIDE A DEDICATED 4’ HIGH, 3/4”
THICK FIRE RATED PLYWOOD FOR INSTALLATION OF NURSE
CALL SYSTEM). PROVIDE TWO DATA OUTLETS FOR THE
SYSTEM. COORDINATE WITH SYSTEM SUPPLIER FOR EXACT
LOCATION PRIOR TO ROUGH-IN. PROVIDE 1-1" CONDUIT
FROM THIS LOCATION TO TELECOM ROOM-1B500 AT
GROUND FLOOR FOR NURSE CALL SYSTEM. PROVIDE
2-2" CONDUITS FROM THIS LOCATION TO
ACCESSIBLE CEILING SPACE IN NEAREST
CORRIDOR.

PROVIDE POWER FOR AR CURTAIN (TO BE FED FROM

SWITCHBOARD—AA), COORDINATE ON SITE FOR EXACT
LOCATION PRIOR TO ROUGH-IN.

RELAY PANEL-R1B SHALL BE LOCATED ABOVE PANEL-1B.

® &

©

& &

27. COORDINATE ON SITE FOR EXACT LOCATION OF THE PULL CORD
STATIONS & NURSE CALL INDICATION LIGHTS (NURSE CALL
SYSTEM) PRIOR TO ROUGH-INS.

@) PROVIDE POWER (CCT.#1N1-54) FOR TRAP SEAL PRIMER,
COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO
ROUGH-IN.

@ PROVIDE POWER (CCT.#1N3-67) FOR TRAP SEAL PRIMER,
COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO
ROUGH-IN.

@ PROVIDE POWER (CCT.#1K2-66) FOR TRAP SEAL PRIMER,
COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO
ROUGH-IN.

@ PROVIDE POWER (CCT.§1N2-84) FOR TRAP SEAL PRIMER,
COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO

g

@) DISTRIBUTION ADAPTER (JP—8Z) FOR THE INTERCOM SYSTEM
IN RECEPTION—1D201 (CCT.#1L1-23), CO—ORDINATE ON
SITE & WITH SYSTEM SUPPLIER FOR EXACT LOCATION &
MOUNTING HEIGHT (IN CEILING SPACE AS RECOMMENDED BY

THE SYSTEM SUPPLIER) PRIOR TO ROUGH-IN. REFER DWG
NOTE-14 FOR MORE INFORMATION.

@ PROVIDE INTERCOM STATION (MASTER STATION JP—4MED) IN
RECEPTION-1D201 (CCT.#1L1-23), CO—-ORDINATE ON SITE
FOR EXACT LOCATION PRIOR TO ROUGH-IN. REFER DWG
NOTES-14 & 32 FOR MORE INFORMATION.
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DRAWING NOTES: 7405 East Danbro Crescent, 2nd Floor
<> PROVIDE POWER FOR BATH TUB IN A WEATHERPROOF JUNCTION Mississauga, Ontario, LSN 6P8
T YT S e o A ATON. BRiOR SONATE Tel: 905 285 9900, Fax: 905 567 5246

@ NURSE CALL SYSTEM ANNUNCIATOR. PROVIDE 2—1" CONDUITS
FROM THE ANNUNCIATOR TO ACCESSIBLE CEILING SPACE IN
NEAREST CORRIDOR.

Email : mail@jainconsultants.com

PROVIDE 4-3" CONDUITS FOR COMMUNICATION WIRING.

470 12 RESERVED.

@) PROVIDE INTERCOM STATION (SUB-MASTER STATION JP-4HD) IN
CARE STATION-1.04.01 (CCT.#), CO-ORDINATE ON SITE FOR
EXACT LOCATION PRIOR TO ROUGH-IN. REFER DWG NOTE-14
ON DWG. E-303 FOR MORE INFORMATION.

14. COORDINATE ON SITE FOR EXACT LOCATION OF FRIDGES
IN MEDICATION ROOMS PRIOR TO ROUGH-IN.

15.  COORDINATE ON SITE FOR EXACT LOCATION OF MECHANICAL
EQUIPMENT PRIOR TO ROUGH-IN.
PROVIDE SMOKE DETECTOR C/W RELAY BASE ON BOTH SIDES

AND WITHIN 5'-0" OF DOOR WITH MAGNETIC HOLD OPEN DEVICE.
HOLD OPEN DEVICES SHALL BE WIRED SUCH THAT THEY

RELEASE UPON LOCAL SMOKE DETECTOR ACTIVATION AND/OR
GENERAL FIRE ALARM.

PROVIDE POWER FOR SANITIZER, COORDINATE ON SIE FOR EXACT
LOCATION PRIOR TO ROUGH-IN. PROVIDE FUSIBLE DISCONNECT

SWITCH (C/W FUSES TO SUIT) TO CONTROL POWER TO THE

SANIZER. C 6C 5C 4C 3C 2C |

PROVIDE POWER FOR TOWEL WARMER, COORDINATE ON SIE FOR

EXACT LOCATION PRIOR TO ROUGH-IN. n

19.  COORDINATE ON SITE FOR EXACT LOCATION OF U I t
RECEPTACLES/POWER PROVISIONS IN MEDICATION ROOMS, CLEAN

® © @

UTILITY ROOMS & SOILED UTILITY ROOMS PRIOR TO ROUGH-INS.
RELAY PANEL-R1A SHALL BE LOCATED ABOVE PANEL-1A.

&S

RELAY PANEL-R1H SHALL BE LOCATED ABOVE PANEL-1H. Unity Design Studio Inc.

22. COORDINATE ON SITE FOR EXACT LOCATION OF THE PULL CORD .
STATIONS & NURSE CALL INDICATION LIGHTS (NURSE CALL betert 138h5(')”|1\10?<% S”Zi%
SYSTEM) PRIOR TO ROUGH-INS. eterborough,

PROVIDE POWER (CCT.#1N2-84) FOR TRAP SEAL PRIMER,
COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO 705 743 3311

ROUGH-IN. Q — — — - = — — - = — — = — — — = — = — = — — - — = — — = - - — — = = — - T — — info@unitydesignstudio.ca
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DRAWING NOTES:

PROVIDE POWER FOR BATH TUB IN A WEATHERPROOF JUNCTION
BOX VIA A WEATHERPROOF DISCONNECT SWITCH, COORDINATE
WITH SYSTEM SUPPLIER FOR EXACT LOCATION PRIOR TO

NEAREST CORRIDOR.
RESERVED.

REFER DWG. E-310 FOR ADDITIONAL POWER & SYSTEMS LAYOUT

OF HOME/SUPPORT KITCHENS.

570 12 RESERVED.

PROVIDE INTERCOM STATION (SUB-MASTER STATION JP—4HD) IN
CARE STATION-1.04.01 (CCT.#), CO—ORDINATE ON SITE FOR
EXACT LOCATION PRIOR TO ROUGH-IN. REFER DWG NOTE-14

ON DWG. E-303 FOR MORE INFORMATION.
PROVIDE CALL FOR ASSISTANCE SYSTEM IN THIS

NURSE CALL SYSTEM ANNUNCIATOR. PROVIDE 2-1" CONDUITS
FROM THE ANNUNCIATOR TO ACCESSIBLE CEILING SPACE IN

WASHROOM,/CHANGEROOM/POOL DECK WHICH SHALL BE

CAMDEN# CX-WEC10K2 CONSISTING OF:

CAMDENf CM—AF540S0 (CM—450R/12, CM-AF501SO COMBO)
DOUBLE GANG, PUSH/PULL MUSHROOM PUSH BUTTON RED,

'ASSISTANCE REQUIRED' WITH LED ANNUNCIATOR AND

ADJUSTABLE SOUNDER, 'ASSISTANCE REQUESTED'.

THE CM—AF540S0 SHALL BE MOUNTED ON A DOUBLE GANG

BOX.

SINGLE GANG LED DOME LIGHT WITH SOUNDER. 'ASSISTANCE
REQUIRED' (CAMDEN: CM—AF141S0) OF CALL FOR ASSISTANCE
SYSTEM.

1 NO. ENGLISH, SOLID WHITE SIGN (152MMX270MM, IN THE
EVENT OF AN EMERGENCY, PUSH EMERGENCY BUTTON AND

AUDIBLE AND VISUAL SIGNAL WILL ACTIVATE), CAMDEN#
CM-SE21A. THIS SIGN SHALL BE MOUNTED ABOVE THE

EMERGENCY PUSH BUTTON OF CALL FOR ASSISTANCE SYSTEM.
1 NO. POWER SUPPLY, 24VAC C/W 40VA STANDARD MOUNT

TRANSFORMER AND AC/DC RECTIFIER ( CAMDEN#

CX-TRK24-50). THE POWER SUPPLY SHALL BE LOCATED IN

NEAREST ACCESSIBLE CEILING SPACE.
REFER LEGEND FOR MORE INFORMATION.

PROVIDE ALL MATERIAL, LABOR, CONDUITS AND WIRING FOR
FULLY OPERATIONAL SYSTEM AS PER LATEST NBC

REQUIREMENTS.

THE SYSTEM SUPPLIED BY DOOR HARDWARE SUPPLIER, TO BE

INSTALLED BY ELECTRICAL CONTRACTOR.

PROVIDE SIGNAGE READING ‘OCCUPIED WHEN LIT' OUTSIDE THE
WASHROOM. THE SIGNAGE SHALL BE '120V INPUT, LED TYPE,

(BAGHELLI

# QUADRA-SW SPECIAL WORDING SIGN READING 'OCCUPIED

WHEN LT, BLACK OUT LETTERING, 13"X7.5°X2",

BAGHELLI{{QUADRA-SW-BO—OCCUPIED WHEN LIT-120V) . THE
SIGNAGE SHALL BE LOCATED OUTSIDE ABOVE THE DOOR &
SHALL BE OPERATED BY 'PUSH TO LOCK' BUTTON VIA DOOR
CONTACT-DC1 OF THE RESPECTIVE DOOR OF THE WASHROOM.

PROVIDE ALL NECESSARY MATERIAL & LABOR FOR FULLY

OPERATIONAL SYSTEM.

PROVIDE SMOKE DETECTOR C/W RELAY BASE ON BOTH SIDES
AND WITHIN 5'-0" OF DOOR WITH MAGNETIC HOLD OPEN DEVICE.

HOLD OPEN DEVICES SHALL BE WIRED SUCH THAT THEY

RELEASE UPON LOCAL SMOKE DETECTOR ACTIVATION AND/OR

GENERAL FIRE ALARM.

COORDINATE ON SITE FOR EXACT LOCATION OF FRIDGES

IN MEDICATION ROOMS PRIOR TO ROUGH-IN.

COORDINATE ON SITE FOR EXACT LOCATION OF MECHANICAL

EQUIPMENT PRIOR TO ROUGH-IN.

PROVIDE 4-3" CONDUITS FOR COMMUNICATION WIRING.

PROVIDE POWER FOR TOWEL WARMER, COORDINATE ON SIE FOR

EXACT LOCATION PRIOR TO ROUGH-IN.

PROVIDE POWER FOR SANITIZER, COORDINATE ON SIE FOR EXACT
LOCATION PRIOR TO ROUGH-IN. PROVIDE FUSIBLE DISCONNECT
SWITCH (C/W FUSES TO SUIT) TO CONTROL POWER TO THE

ER.

SANITIZ
COORDINATE ON SITE FOR EXACT LOCATION OF

RECEPTACLES/POWER PROVISIONS IN MEDICATION ROOMS, CLEAN
UTILITY ROOMS & SOILED UTILITY ROOMS PRIOR TO ROUGH-—INS.

PROVIDE 21MM THICK, 2.44M HIGH FIRE RESISTANT
COMMUNICATION PLYWOOD BOARD FOR TEL/CABLE/DATA

SERVICES

PROVIDE #6 AWG GROUNDING CONDUCTOR IN CONDUIT
C/W GROUNDING BUS BARS OF SIZE 1/4°X2°X10" FOR
EACH SYSTEM (AS REQUIRED BY SYSTEM SUPPLIERS)
FOR TELEPHONE, LT RACK, FACP, SERVER, SECURITY
PANEL CABLE TV , DATA EQUIPMENTS BONDING IN LT.

ROOM. EXACT LOCATION TO BE VERIFIED ON

SITE.

GROUNDING OF THE EQUIPMENTS IN THE LT. ROOM

SHALL BE CONNECTED TO MAIN GROUNDING BUS BAR OF

THE MAIN BUILDING.

COORDINATE ON SITE FOR EXACT LOCATION OF THE PULL CORD
STATIONS & NURSE CALL INDICATION LIGHTS (NURSE CALL

SYSTEM) PRIOR TO ROUGH-INS.
PROVIDE POWER (CCT.#2N3-56) FOR TRAP SEAL

COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO

ROUGH-IN.
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DRAWING NOTES:

NEAREST CORRIDOR.

ROUGH-IN.

OF HOME/SUPPORT KITCHENS.

5 T0 12 RESERVED.

ON DWG. E-303 FOR MORE INFORMATION.

CAMDEN§ CX-WEC10K2 CONSISTING OF:

BOX.

NEAREST ACCESSIBLE CEILING SPACE.
REFER LEGEND FOR MORE INFORMATION.

REQUIREMENTS.
INSTALLED BY ELECTRICAL CONTRACTOR.

(BAGHELLI

OPERATIONAL SYSTEM.

GENERAL FIRE ALARM.

ROUGH-IN.

EQUIPMENT PRIOR TO ROUGH-IN.

&Y s

EXACT LOCATION PRIOR TO ROUGH-IN.

& &

SERVICES

® &

THE MAIN BUILDING.

SYSTEM) PRIOR TO ROUGH-INS.

ROUGH-IN.

PROVIDE POWER FOR ADULT CHANGE TABLE, COORDINATE ON
SITE FOR EXACT LOCATION & MOUNTING HEIGHT PRIOR TO

SINGLE GANG LED DOME LIGHT WITH SOUNDER. °ASSISTANCE
REQUIRED' (CAMDEN: CM—AF141S0) OF CALL FOR ASSISTANCE
SYSTEM.

@ PROVIDE POWER FOR BATH TUB IN A WEATHERPROOF JUNCTION
BOX VIA A WEATHERPROOF DISCONNECT SWITCH, COORDINATE
WITH SYSTEM SUPPLIER FOR EXACT LOCATION PRIOR TO

@ NURSE CALL SYSTEM ANNUNCIATOR. PROVIDE 2—1" CONDUITS
FROM THE ANNUNCIATOR TO ACCESSIBLE CEILING SPACE IN

@ REFER DWG. E-310 FOR ADDITIONAL POWER & SYSTEMS LAYOUT

PROVIDE INTERCOM STATION (SUB-MASTER STATION JP—4HD) IN
CARE_STATION-1.04.01 (CCT.#), CO-ORDINATE ON SITE_FOR
EXACT LOCATION PRIOR TO ROUGH—IN. REFER DWG NOTE-14

<D PROVIDE CALL FOR ASSISTANCE SYSTEM IN THIS
WASHROOM,/CHANGEROOM/POOL. DECK WHICH SHALL BE

CAMDENf CM—AF540S0 (CM—450R/12, CM-AF501S0 COMBO)
DOUBLE GANG, PUSH/PULL MUSHROOM PUSH BUTTON RED,
"ASSISTANCE REQUIRED’ WITH LED ANNUNCIATOR AND

ADJUSTABLE SOUNDER, 'ASSISTANCE REQUESTED'.
THE CM—-AF540SO SHALL BE MOUNTED ON A DOUBLE GANG

1 NO. ENGLISH, SOLID WHITE SIGN (152MMX270MM, IN THE
EVENT OF AN EMERGENCY, PUSH EMERGENCY BUTTON AND
AUDIBLE AND VISUAL SIGNAL WILL ACTIVATE), CAMDEN#
CM—SE21A. THIS SIGN SHALL BE MOUNTED ABOVE THE
EMERGENCY PUSH BUTTON OF CALL FOR ASSISTANCE SYSTEM. N
1 NO. POWER SUPPLY, 24VAC C/W 40VA STANDARD MOUNT
TRANSFORMER AND AC/DC RECTIFIER ( CAMDEN#
CX-TRK24-50). THE POWER SUPPLY SHALL BE LOCATED IN

PROVIDE ALL MATERIAL, LABOR, CONDUITS AND WIRING FOR
FULLY OPERATIONAL SYSTEM AS PER LATEST NBC

THE SYSTEM SUPPLIED BY DOOR HARDWARE SUPPLIER, TO BE

@ PROVIDE SIGNAGE READING 'OCCUPIED WHEN LIT' OUTSIDE THE
WASHROOM. THE SIGNAGE SHALL BE 120V INPUT, LED TYPE,

# QUADRA-SW SPECIAL WORDING SIGN READING ‘OCCUPIED
WHEN LIT', BLACK OUT LETTERING, 13°X7.5°X2",
BAGHELLI#QUADRA-SW-BO-OCCUPIED WHEN LIT-120V) . THE
SIGNAGE SHALL BE LOCATED OUTSIDE ABOVE THE DOOR &
SHALL BE OPERATED BY 'PUSH TO LOCK' BUTTON VIA DOOR
CONTACT-DC1 OF THE RESPECTIVE DOOR OF THE WASHROOM.
PROVIDE ALL NECESSARY MATERIAL & LABOR FOR FULLY

@ PROVIDE SMOKE DETECTOR C/W RELAY BASE ON BOTH SIDES
AND WITHIN 5'~0" OF DOOR WITH MAGNETIC HOLD OPEN DEVICE.
HOLD OPEN DEVICES SHALL BE WIRED SUCH THAT THEY
RELEASE UPON LOCAL SMOKE DETECTOR ACTIVATION AND/OR

@ PROVIDE BASED SMOKE DETECTOR IN ELEVATOR LOBBY.
COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO

18. COORDINATE ON SITE FOR EXACT LOCATION OF FRIDGES
IN MEDICATION ROOMS PRIOR TO ROUGH-IN.

COORDINATE ON SITE FOR EXACT LOCATION OF MECHANICAL

PROVIDE 4-3" CONDUITS FOR COMMUNICATION WIRING.

NURSE CALL SYSTEM (PROVIDE A DEDICATED 4’ HIGH, 3/4"
THICK FIRE RATED PLYWOOD FOR INSTALLATION OF NURSE
CALL SYSTEM). PROVIDE TWO DATA OUTLETS FOR THE
SYSTEM. COORDINATE WITH SYSTEM SUPPLIER FOR EXACT
LOCATION PRIOR TO ROUGH-IN. PROVIDE 1—1" CONDUIT
FROM THIS LOCATION TO L.T. CLOSET-2E304 AT SECOND
FLOOR FOR NURSE CALL SYSTEM. PROVIDE 2—-2"
CONDUITS FROM THIS LOCATION TO ACCESSIBLE
CEILING SPACE IN NEAREST CORRIDOR.

PROVIDE POWER FOR TOWEL WARMER, COORDINATE ON SIE FOR

PROVIDE POWER FOR SANITIZER, COORDINATE ON SIE FOR EXACT
LOCATION PRIOR TO ROUGH-IN. PROVIDE FUSIBLE DISCONNECT

SWITCH (C/W FUSES TO SUIT) TO CONTROL POWER TO THE
SANITIZER.

24, COORDINATE ON SITE FOR EXACT LOCATION OF
RECEPTACLES/POWER PROVISIONS IN MEDICATION ROOMS, CLEAN
UTILITY ROOMS & SOILED UTILITY ROOMS PRIOR TO ROUGH-INS.
PROVIDE 21MM THICK, 2.44M HIGH FIRE RESISTANT

COMMUNICATION PLYWOOD BOARD FOR TEL/CABLE/DATA

PROVIDE #6 AWG GROUNDING CONDUCTOR IN CONDUIT
C/W GROUNDING BUS BARS OF SIZE 1/4°X2°X10" FOR
EACH SYSTEM (AS REQUIRED BY SYSTEM SUPPLIERS)
FOR TELEPHONE, LT RACK, FACP, SERVER, SECURITY
PANEL CABLE TV , DATA EQUIPMENTS BONDING IN LT.
ROOM. EXACT LOCATION TO BE VERIFIED ON SITE.
GROUNDING OF THE EQUIPMENTS IN THE LT. ROOM
SHALL BE CONNECTED TO MAIN GROUNDING BUS BAR OF

27. COORDINATE ON SITE FOR EXACT LOCATION OF THE PULL CORD
STATIONS & NURSE CALL INDICATION LIGHTS (NURSE CALL

@ PROVIDE POWER (CCT.#2N5-78) FOR TRAP SEAL PRIMER,
COORDINATE ON SITE FOR EXACT LOCATION PRIOR TO
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