Addendum #1 — Landscape Architectural Scope October 17, 2024

Project: Scanlon Creek NAtureCentre
2450 Line9
Bradford, ON

PMA Landscape Architects Ltd.

1A Howard Park Avenue,

Toronto, ON, M6R 1V3

1. LANDSCAPE DRAWING REVISIONS

Drawing L-110 Landscape Plan - North

a. Revise width of elevated grate path
b. Add callouts for detail 6/ L-201 Plug Planting

Drawing L-201 Landscape Details

a. Revise spacing note for detail 5 Perennial Planting
b. Add detail 6 Plug Planting

Drawing L-202 Landscape Details
a. Revise thickness of Granular ‘A’ for detail 2 (Limestone Screenings with Stone Curb)
b. Revise detail 3 Limestone Screenings w/ Double Stone Curb at Key Transitions) to match
structural outriggers.
c. Add note “Planting soil per planting details” to detail 6 (Rain Garden)
Drawing L-203 Landscape Details

a. Revise detail 2 (Elevated Grate Path) to match Structural attachments and foundation
supports.




GENERAL NOTES:

1. REFER TO CIVIL DRAWINGS FOR SITE GRADING (INCLUDING RAIN GARDEN GRADING), STORMWATER
INFRASTRUCTURE AND ROADWAY AND PARKING LOT SPECIFICATION.

2. REFER TO CIVILAND ELECTRICAL FORALL UTILITY INFORMATION, BOTH EXISTING AND PROPOSED.

3. REFER TO ARCHITECTURAL DRAWINGS FOR ALL BUILDING ELEMENTS, INCLUDING COVERED TERRACE,
SOUTH DECK, NORTH AND EAST DECK ALONG WITH NORTH MECHANICAL ENCLOSURE.

4. REFER TO STRUCTURAL FOR STEEL GRATE RAMP FOUNDATION DESIGN.

5. REFER TO ELECTRICAL DRAWINGS FOR ALL SITE LIGHTING. ALL LIGHTING TO BE PLACED WITH CONSITENT
OFFSET FROM PATH AND BE FREE OF VEGETATION.

6. ALL DISTURBED AREAS TO BE RESTORED TO ORIGINAL CONDITION OR BETTER UNLESS OTHERWISE
SPECIFIED, INCLUDING ALL AREAS BEYOND PROPERTY LINE. RESTORE ANY AREA THAT IS IMPACTED WITH
ADJACENT SEED MIX.

7. LANDSCAPE DRAWINGS ARE TO BE READ IN CONJUNCTION WITH ARCHITECTURAL, STRUCTURAL,
ELECTRICAL, CIVIL, AND MECHANICAL ENGINEERING DRAWINGS.

8. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS IN THE FIELD AND REPORT ANY
DISCREPANCIES BETWEEN PLANS AND ACTUAL CONDITIONS TO THE LANDSCAPE ARCHITECT PRIOR TO

STARTING THE WORK.

9. ALL LINE AND GRADE WORK PER DRAWINGS AND SPECIFICATIONS SHALL BE LAID OUT BY AREGISTERED
CIVIL ENGINEER OR SURVEYOR ENGAGED BY THE CONTRACTOR.

10. WHERE NEW EARTHWORK MEETS EXISTING PAVING OR EARTHWORK, SMOOTHLY BLEND LINE AND GRADE
OF EXISTING WITH NEW.

11. STORAGE AREAS FOR CONSTRUCTION EQUIPMENT AND MATERIALS SHALL BE IN AND REMAIN WITHIN
LIMITS OF WORK.

13. NO MOVEMENT OF VEHICLES OR MACHINERY IS PERMITTED WITHIN THE TREE PROTECTION ZONE
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Drawings and specifications, as instruments of service, are the
property of PMA Landscape Architects Ltd., the copyright in the
same being reserved to them. No reproduction may be made
without the permission of PMA Landscape Architects Ltd.

The contractor is to verify dimensions and data noted herein with
conditions on the site and is held responsible for reporting
discrepancies to PMA Landscape Architects Ltd for adjustment. No
variations or modifications to work shown shall be implemented
without prior written approval from PMA Landscape Architects Ltd.
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TREE PLANTING NOTES:

1. SPECIFIED DEPTHS OF MULCH, TOPSOIL AND PLANTING SOIL MIXARE DEPTHS
AFTER SETTLEMENT.

2. TREE PIT EXCAVATION WIDTH SHOULD BE A MINIMUM OF THREE (3) TIMES THE
WIDTH OF THE DIAMETER OF THE ROOT BALL FOR TREES AND SHRUBS.
EXCAVATION DEPTH FOR TREES SHOULD BE NO DEEPER THAN THE DEPTH OF
THE ROOT BALL.

3. PLANTING MIX: 2/3 NATIVE SOIL FROM TREE PIT EXCAVATION AND 1/3
'AMENDED SOIL". ADD 0.75 kg

SUPERPHOSPHATE PER m3. 'AMENDED SOIL' TO BE 'ENVIRO-MIX' (A BLEND OF
MUSHROOM COMPOST, SAND, SAWDUST AND PEAT) AS SUPPLIED BY ZEPHYR
PEAT LAND HARVESTING 905-473-5244 (OR APPROVED EQUAL).

4 CAREFULLY REMOVE ANY LOOSE SOIL AROUND TRUNK. TOP OF ROOT BALL
SHOULD NOT BE DISTURBED OR COVERED WITH SOIL.

5. REMOVE BURLAP AND WIRE AS NOTED BELOW. BACKFILL WITH PLANTING MIX
AROUND THE BOTTOM HALF OF THE ROOT BALL. STABILIZE ROOT BALL BY
TAMPING THE SOIL BY FOOT AROUND THE BOTTOM HALF OF THE ROOT BALL.
BACKFILL THE REMAINING PLANTING PIT TO THE TOP OF THE ROOT BALL.

6. SOAK BACKFILLED AREA TO ENSURE FULL CONTACT BETWEEN ROOT BALL
AND BACKFILL (50 GALLONS).

7. REMOVE WRAP AND TIRES FROM TRUNK AND INSPECT FOR DAMAGE.

8. TIES AND GUYS ARE NOT REQUIRED FOR BALL AND BURLAPPED TREES.

9. MAINTAIN ORIGINAL GRADE AFTER TRANSPLANTING. DEPTH OF TREE HOLE
VARIES WITH THE SIZE OF THE ROOT BALL. REMOVE ALL STRINGS OR ROPES
FROM TRUNK AFTER TRANSPLANTING APPROVAL.

10. WATER THOROUGHLY AFTER INSTALLATION AND MAINTAIN WATERING PER 2
YEAR WATERING SCHEDULE

11. REPAIR ALL DAMAGED ADJACENT GRASS WITH SOD. INSTALL MULCH IN
MINIMUM 1500 DIAMETER CIRCLE OVER TREE PIT.

12. ALL TWINE AND BURLAP MUST BE BIO-DEGRADABLE.

13. ALL TREE PLANTING TO BE TO THE SATISFACTION OF THE LANDSCAPE

PRUNE TO REMOVE ALL DEAD AND
INJURED BRANCHES PRIOR TO
PLANTING. DO NOT CUT LEADER
BRANCHES

ARCHITECT.
14. ALL TREES MUST BE PLANTED AS PER THE PLANS, APPROVED BY LANDSCAPE
ARCHITECT AND MUST ARRIVE ON SITE IN BALLED AND BURLAPPED CONDITION

(UNLESS OTHERWISE NOTED), WITH A MINIMUM CALIPER OF 70mm (OR AS
SPECIFIED IF LARGER). EACH TREE SHALL HAVE THE BURLAP AND WIRE CAGE | ‘ ‘
OPENED AND SOIL BRUSHED AWAY UNTIL THE FIRST PROPER ROOT IS FOUND .
INDICATING THE TOP OF THE REAL ROOT BALL, THE TREE IS THEN TO BE
PLANTED WITH THIS LEVEL TO BE CONSIDERED THE TOP OF THE ROOT BALL FOR
ALL OTHER INSTRUCTIONS. ANY TREE FOUND PLANTED WITH THE FIRST PROPER
ROOT MORE THAN 2.5cm BELOW PLANTING LEVEL WILL BE REJECTED AND
REQUIRE REPLACEMENT OR REPLANTING AT THE CITY'S DISCRETION.

1000 MIN
SOIL DEPTH

OFF SLAB

REMOVE ALL TIES AND NURSERY TAGS
TREE WRAP

SET ROOT COLLAR AT EXISTING GRADE

100mm DEEP SAUCER. FILL WITH 150mm
DEEP APPROVED MULCH (TAPER TO
50mm AT TRUNK)

ADJACENT PLANTING VARIES - REFER TO
PLANTING PLAN

PLANTING MIX AS SPECIFIED. BACKFILL
IN 150mm LIFTS

BALLED & BURLAPPED OR WIRE BASKET

ROOT BALL. CUT AND REMOVE BURLAP
- AND WIRE DOWN TO THE FIRST PROPER

‘ ‘ ‘ ~ ROOT FROM ROOT BALL

e SCARIFY SURFACE OF SUBSOIL BEFORE
T PLANTING. ENSURE SUBSOIL HAS

SUFFICIENT DRAINAGE TO PROMOTE
HEALTHY ROOT GROWTH. TAMP DOWN
BACKFILL SOIL UNDER ROOT BALL TO
ELIMINATE AIR POCKETS AND MINIMIZE
SETTLEMENT.

PLACE ROOTBALL IN UNDISTURBED SOIL

@ DECIDUOUS TREE PLANTING
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TOP OF ROOTBALL SHOULD NOT BE
DISTURBED OR COVERED WITH SOIL

FORM EARTH WATERING SAUCER/TREE
WELL AROUND TREE, 100mm HIGH.

REFER TO PLAN ENLARGEMENT ABOVE
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GROWING MEDIUM AS SPECIFIED. BACKFILL IN
150mm LIFTS AND COMPACTED TO 85% S.P.D.

CUT, LOOSEN AND ROLL BACK APPROX. 1/2 OF
TWINE, BURLAP AND WIRE ON ROOTBALL.

PLACE ROOTBALL ON COMPACTED SOIL

@ CONIFEROUS TREE PLANTING
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Ref:

Ref:

PERENNIAL AND ORNAMETAL GRASS PLANTING NOTES:

1. AMEND SOIL TO 300mm DEEP WITH ADDITIVES AND MIX -
THOROUGHLY AND UNIFORMLY OVER ENTIRE PLANTING
AREA TAMP AND WATER WHILE BACKFILLING TO ELIMINATE

AIR POGKETS.

2. PLANT PERENNIALS AND GRASSES IN TRIANGULAR GRID
UNLESS NOTED OTHERWISE WITH EQUAL GEOMETRIC
SPACING AS PER PLANTING PLAN.

PLAN

3. SCARIFY SOIL TO 450mm DEEP EXCEPT WITHIN TREE A
PROTECTION ZONES.

“

REMOVE ALL TIES AND NURSERY TAGS

PRUNE TO REMOVE ALL DEAD AND
INJURED BRANCHES PRIOR TO
PLANTING. DO NOT CUT LEADERS.

SET ROOT COLLAR AT EXISTING GRADE.
TOP OF ROOTBALL SHOULD NOT BE
DISTURBED OR COVERED WITH SOIL

FORM EARTH WATERING SAUCER/TREE
WELL AROUND TREE, 100mm HIGH.
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@ MULTI-STEM TREE PLANTING

SOIL PREPARATION AREA:

+ SCARIFY COMPACTED SUBGRADE TO 450mm DEEP
IN AREA 5X ROOTBALL DIAMETER

+ DIG PIT 300mm WIDE AROUND OUTER EXTENT OF

PLANTING BED

PLANTING DEPTH:

POSITION ROOT COLLAR:

+IN CLAY OR WET SOILS: 100-150MM HIGHER THAN

SURROUNDING GRADE

+ IN REGULAR SOILS: 50MM HIGHER THAN
SURROUNDING GRADE.

EXCAVATION:

+ EXCAVATE TO SAME DEPTH AS ROOTBALL

+ REMOVE CONTAMINATING MATERIALS (OIL,
DEBRIS, HERBICIDES).

ROOTBALL, BURLAP, TWINE:
+ CUT AND REMOVE ALL WIRE, ROPE, BURLAP, AND
TWINE FROM STEM AND TOP 1/3 OF ROOTBALL.

SOIL PREPARATION, BACKFILLING AND

CULTIVATION:

+ IF EXISTING SOIL IS POOR ENOUGH TO INHIBIT
PLANT GROWTH, IMPORT SOIL OF A STRUCTURE
AND TEXTURE SIMILAR TO EXISTING

+ADD BONE MEAL

+ ADD FERTILIZERS AS REQUIRED

+ADD:

* IN HEAVY CLAY SOIL: 30% WASHED GRAVEL
OR WASHED COARSE SAND; 20% DECOM-
POSED ORGANIC MATTER (LEAF COMPOST)

+IN SANDY LOAM: 20% DECOMPOSED ORGANIC
MATTER

+ IN WELL DRAINED SANDY OR GRAVELLY SOIL:
20% SANDY LOAM; 20% DECOMPOSED
ORGANIC MATTER.

+ AMEND SOIL TO 450mm DEEP WITH ADDITIVES
AND MIX THOROUGHLY AND UNIFORMLY OVER
ENTIRE PLANTING AREA

+ TAMP AND WATER WHILE BACKFILLING TO
ELIMINATE AIR POCKETS.

SAUCER:
+ CONSTRUCT TOPSOIL SAUCER 75MM
DEEP AROUND SHRUB OR BED.

WATERING:
+ ENSURE SHRUBS ARE THOROUGHLY
WATERED AT PLANTING AS REQUIRED.

MULCHING:

* MULCH WITH SHREDDED BARK OR COM-
POSTED HARDWOOD CHIPS TO MAXIMUM
DEPTH OF 100mm OVER AREA OF ROOTBALL.

CROWN PRUNING:
+ ONLY AS REQUIRED, CAREFULLY REMOVE
DEAD OR DAMAGED BRANCHES.

PRUNE AS REQUIRED TO PRESERVE THE
NATURAL CHARACTER OF THE PLANT

SOIL SAUCER - FILL WITH 75mm DEEP
APPROVED MULCH AROUND EACH
SHRUB

ADJACENT PLANTING VARIES - REFER TO
PLANTING PLAN

PLANTING SOIL
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CONTAINER BEFORE PLANTING
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Ref:

PLUG PLANTING NOTES:

1. AMEND SOIL TO 300mm DEEP WITH ADDITIVES AND MIX

THOROUGH

AREA TAMP AND WATER WHILE BACKFILLING TO ELIMINATE

2. PLANT PL

LY AND UNIFORMLY OVER ENTIRE PLANTING

AIR POCKETS.
UGS IN A TRIANGULAR GRID UNLESS NOTED "

OTHERWISE WITH EQUAL GEOMETRIC SPACING (APPROX.
300 mm) FOR EACH SPECIES AND PER QUANTITIES NOTED PLAN
ON THE PLANT LIST.

3. SCARIFY SOIL TO 450mm DEEP EXCEPT WITHIN TREE

PROTECTIO

N ZONES.
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PLANTING BED
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PRIOR TO PLANTING, ROMOVE PLUG
FROM CONTAINER AND GENTLY COMB
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PLANTING SOIL
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The contractor is to verify dimensions and data noted herein with
conditions on the site and is held responsible for reporting
discrepancies to PMA Landscape Architects Ltd for adjustment. No
variations or modifications to work shown shall be implemented
without prior written approval from PMA Landscape Architects Ltd.
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NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETRES. DO NOT SCALE DRAWING.
2. SPECIFIED DEPTHS OF MULCH AND TOPSOIL ARE DEPTHS AFTER SETTLEMENT. SPECIFIED DEPTH OF GRANULAR BASE IS
COMPACTED DEPTH.
3. ALLARMOUR STONE BOULDERS TO BE SIZED AS INDICATED.
4. INSTALL ALL ARMOUR STONE WITH MINIMUM ONE-FIFTH BELOW FINISHED GRADE OF SURROUNDING MULCH AS SHOWN.
5. ENSURE THAT ALL ARMOUR STONE ARE STABLE AND FREE FROM ALL MOVEMENT AFTER INSTALLATION IS COMPLETE.
NOTES: 6. ENSURE THAT ANY SHARP CORNERS AND EDGES ON EXPOSED SIDES OF ARMOUR STONE ARE ROUNDED BY GRINDING OR OTHER
MEANS TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT
1. REFER TO CIVIL FOR RAIN GARDEN DEPTH ADN GRADING. PLANTINGS. REFER TO PLANTING PLAN 7. MINIMIZE GAPS BETWEEN ARMOUR STONE TO REDUCE DANGER OF ENTANGLEMENT OR ENTRAPMENT, TO THE SATISFACTION OF
2. SLOPE SWALE 0.5% - 3.0% LONGITUDINALLY. THE LANDSCAPE ARCHITECT. GAPS ARE TO BE LESS THAN 25mm
3. PERMEABLE SOIL INFILTRATION RATE IS TO BE MINIMUM 9. ENSURE THAT ALL ARMOUR STONE ARE INSTALLED WITH SEATING SURFACE LEVEL.
15mm/ hr PLANTINGS 10. ARMOUR STONE INSTALLATION TO BE TO THE SATISFACTION OF THE LANDSCAPE ARCHITECT
4. REFER TO GRADING PLAN FOR ADDITIONAL INFORMATION. REFER TO PLANTING PLAN
5. PRIOR TO CONSTRUCTION, A QUALIFIED GEOTECHNICAL EEEEEC%EDETG?{/kﬁngE STONE 500 WIDE
OCATION OF THE BIOSWALE T N THE AND SLABS PLACED IN SELECTED GRANITE ROCKS | |
- \ ARANDOM PATTERN ALONG 750 - 1000 LONG
6. AQUALIFIED GEOTECHNICAL ENGINEER IS TO BE ON SITE EDGE OF SWALE. 100-YEAR STORM WATER LEVEL- REFER TO CIV
DURING CONSTRUCTION OF THE BIO-SWALE TO TEST THE o 70 BE BAGED IN THE ARMOUR STONE TO BE ANGULAR IRREGULAR
sl A e S
: 1800mm(L) X 1000mm (H)
7. INSTALL EROSION AND SEDIMENT CONTROLS PRIOR TO ANY
1200mm(L) X 800mm (H) ROCK, NOT SPALLING OR FLAKING). TYPICAL
GRADING WORKS. 600mm(L) X 400mm (H) BOTTOM AREA 75-100mm RIVER ROCK & PEA GRAVEL BOULDERS SHOULD BE RELATIVELY UNIFORM IN
8. SET BACK MATERIAL STOCKPILES A MINIMUM 15m FROM REFER TO PLAN CONTINUOUS TERRAFIX 270R FILTER CLOTH SIZE AND SHAPE (APPROXIMATELY RECTANGULAR) —
SWALES AND WATERCOURSES. LANDSCAPE ARCHITECT TO BUT ARE NOT TO HAVE SAW-CUT EDGES.
9. PROVIDE PERIMETER SILT FENCING AND INSTALL REVIEW STAKEOUTAND ADVISE
ACCORDING TO OPSD 219.30. INSTALLAND MAINTAIN 8“ ;T\TYS 3&355 RANITE SLABS > SURFACE AS SHOWN ON LANDSCAPE PLANS 3
THROUGH COURSE OF CONSTRUCTION AND REMOVE ONCE CONSTRUCTION /%/\ — _ X \/ 2 RESTORE ALL DISTURBED LANDSCAPE
SITE HAS STABILIZED. CONSERVATION AN ==t NN
AUTHORITY TO DETERMINE SITE STABILIZATION. REF TO DET 4/L-202 ' N A />N BIORETENTION SOILWIX. RE
10. COMPLETE ALL SWALE WORKS DURING DRY WEATHER. o 2 v d—T—1|||— , e |
60% 3" RIVER ROCK AND 30% ) e ‘Hi‘
11. THE BIORETENTION FILTER BED SOIL TO BE BROUGHT TO PEA GRAVEL ! ‘ ‘ ‘ ‘ L EXVACATION EXTEND MIN. S — 1=
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NOTES: No.  Description Date By
1. ALL DIMENSIONS ARE IN MILLIMETRES. DO NOT STAMP
SCALE DRAWING.
2. BURIED PORTION OF ALL POSTS TO BE TREATED PLAN
300 TO 450mm @ PEELED CEDAR POSTS OR APPROVED EQUAL. WITH TWO COATS OF APPROVED CLEAR AND NORTH
RADIUS TOP EDGE TO 10mm AND SAND SMOOTH. ALTERNATE TAPERS 'ONE o PENETRATING WOOD PRESERVATIVE PRIOR TO N
UP, ONE DOWN' TO FACILITATE TIGHT JOINTS. SAND POSTS 5 INSTALLATION
LIGHTLY WITH BELT SANDER PRIOR TO INSTALLATION. PRE-DRILL AND z £ 3. ALL POSTS TO BE INSTALLED VERTICAL, WITH NOTES:
L n .
INSTALLED MINILM 800 5.0, COUNTER.SINK ENDS AND PLUG WITH = 9 INDICATED ON LAYOUTPLAN, 0
" = ; 1. HANDLE WITH CARE
CEDAR @ | = 4. NUMBER OF POSTS VARIES. REFER TO PROJECT
DOWEL (TYP). Z | » DRAWINGS FOR TOTAL QUANTITY 2. REFER TO MANUFACTURER SPECIFICATIONS
= |3 5. POSTS TO BE ROUND WHITE CEDAR, BARK 3. FINISH: STAINLESS STEEL
S | 2 REMOVED, SKINNED OR TURNED TO REMOVE 3. CONTACT: TRACY COOK /
FREE FROM WARPS, CHECKS AND CRACKS. TRACY@LANDSCAPEFORMS.COM
6. ALL FASTENERS TO BE HOT-DIPPED GALVANIZED. " 810 5 CLIENT
7. STEPPED POSTS INSTALLATION TO COMPLY WITH AL e 7
CAN/ CSA-Z614, LATEST EDITION. i |
FINISHED GRADE 8. STEPPED POSTS INSTALLATION TO BE TO THE ol ! ! Scanlon Creek Natu re Centre
REFER TO PLAN TO FINISHED GRADE SATISFACTION OF THE LANDSCAPE ARCHITECT AND/ e | EXTEND OF CONCRETE FOOTING
ADJACENT SURFACE REFER TO PLAN TO OR SCANLON CREEK NATURE CENTRE ... ;
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i Scanlon Creek Nature
78 ] 7 MINIMUM 150mm (ON
\\/ | | LYY | %\\ ALL SIDES) LIMESTONE Centre
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HELICAL PILE WITH ADJUSTABLE BEAM
SADDLE (2 PER BEAM)

2x 2x6 PRESSURE TREATED BEAMS
2x6 PRESSURE TREATED JOISTS @ 16" OC

CANTILEVER TIMBER WITH BLOCKING BACK
SPAN. CONNECT FOR MOMENT AND SHEAR

1x6 VERTICAL THERMALLY MODIFIED ASH
CLADDING

3/8" BENT PLYWOOD FASCIA TO CREATE
SMOOTH RADIUS

2x6 PRESSURE TREATED BLOCKING TO /
EXTENTS OF CIRCLE //
/

NOTES:

1. FABRICATOR TO PROVIDE DETAILED SHOP DRAWING AND STRUCTURAL APPROVAL
2. DECKING, CLADDING AND FASCIAWOOD TO BE THERMALLY MODIFIED ASH, FREE OF
CRACKS CHECKS OR MARKS

3. NON DECKING WOOD TO BE PRESSURE TREATED

4. CONTRACTOR TO PROVIDE SAMPLE OF DECKING FOR APPROVAL

5. ALL FASTENERS TO BE GALVANIZED OR AS AVAILABLE WITH ADDITIONAL
CORROSION-RESISTANCE

7. HELICAL PILES TO BE INSTALLED SO AS TO NOT DAMAGE EXISTING TREE
8. GOLIATH TECH HELICAL PILES CONTACT: info@goliathtechpiles.com

6. MEASUREMENTS TO BE DONE ON SITE TO ENSURE THAT IT FITS EXISTING TOPOGRAPHY

. EXISTING TREE TO REMAIN

Drawings and specifications, as instruments of service, are the
property of PMA Landscape Architects Ltd., the copyright in the
same being reserved to them. No reproduction may be made
without the permission of PMA Landscape Architects Ltd.

The contractor is to verify dimensions and data noted herein with
conditions on the site and is held responsible for reporting
discrepancies to PMA Landscape Architects Ltd for adjustment. No
variations or modifications to work shown shall be implemented
without prior written approval from PMA Landscape Architects Ltd.

Do not scale drawings.

Landscape
Architects

1A Howard Park Ave. Unit 2
Toronto, ON M6R 1V3

t. 416.239.9818

f. 416.239.1310
www.pmalarch.ca
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NOTES:
1. REFER TO STRUCTURAL FOR ATTACHMENTS AND FOUNDATION SUPPORT DETAILS
2. COORDINATE WITH ARCHITECTURE DRAWINGS TO ENSURE A CONTINUOUS AND LEVEL WALKWAY
S 3. REFER TO CIVIL DRAWINGS FOR GRADING
T T T e s S S S SIS S s RAIN GARDEN. REFER TO DET 6/L202 N 4. STRICTLY PEDESTRIAN LOADING ONLY. REFER TO STRUCTURAL DRAWINGS FOR DESIGN LOADING.
FSEFES{UL%%I%L,{]C;—&JJEQSSF S\é\q-’l:ﬁ;_g 5. OHIO GRATINGS CONTACT: CARLTON LENARTOWICZ. P 330.525.9700 E. clenartowicz@ohiogratings.com
6. FABRICATOR TO PROVIDE DETAILED SHOP DRAWINGS FOR APPROVAL
GRATE PATH TO MEET LIMESTONE
SCREENINGS PATH. REFER TO OHIO GRATINGS 7-SGCS-4, 2" x 3/16” SWAGED LIGHT DUTY
______________________ # 9845 CIVIL DRAWINGS FOR GRADING. GRATING WITH ALGRIP FINISH SEE PLAN
____________ s AN N OR APPROVED EQUAL MAX. 3048 mm
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DETAILS ,
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PROPOSED
1-STORY BUILDING o N i N

GRATE PATH TO MEET LIMESTONE
SCREENINGS PATH. REFER TO
CIVIL DRAWINGS FOR GRADING.
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CLIENT

Scanlon Creek Nature Centre

Scanlon Creek Nature
Centre

2450 Line 9, Bradford, ON

LANDSCAPE DETAILS

ELEVATED GRATE PATH
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