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MATERIALS LEGEND

Vertical Wood CladdingWD1

Vertical Wood Cladding 

Horizontal Wood Cladding 

Storefront Window System

WD2
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S1

Exterior Wood FinsES1

High Density Etched Concrete

Cast-in-Place Concrete
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Prefinished Aluminum PanelMTL1

Precast Concrete PanelPC
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Deck Roof
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Install blueskin SA
gussets with primer 
as per manufacturers
instructions 

2mm min. gap 
om sheathing

Step 2
Fold the tab tightly 
into the corner

Step 1
Place 100mm x 100mm piece of 
blueskin SA in corner so that it is 
38mm into  the opening each 
way

300mm strip of starter 
self- adhesive blueskin

a300mm

50300mm
Extend up the jambs
by 100mm min.

Seal corner with caulk

Apply blueskin SA with primer as 
per manufacturers requirements 
from inside of sill extend down 
and up the jambs by 100mm min.

Place plastic horseshoe 
shims or doubled up strips 
of blueskin SA blocking on 
sill spaced as per window 
manufacturers 
specifications. 
Ensure that the shims do 
not exend past the inside 
of the window frame.

Return self-adheisve 
blueskin into rough opening

Overlap all flashing paper
shingle style (as shown)

a

300mm

55300mm

a300mm

DO NOT CAULK THE SILL 

TO ALLOW FOR DRAINAGE

To allow for drainage 10mm 
holes may be drilled in the 
bottom flange. Obtain permission 
from the window manufacturer

Fasten window as 
per manufacturer's 
instructions

1. 2.

3. 4.

Window flashing
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A-009

Scanlon Creek Nature Centre

2450 Line 9
Bradford, Ontario, L3Z 2A5

Window Schedule &
Details
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1

South Entrance
1 : 50

2
South Classroom 1

1 : 50
3

South-East Classroom 1
1 : 50

4
South-West Classroom 2

1 : 50
5

South Classroom 2

1 : 50
6

East Classroom 2
1 : 50

7
North Corridor

1 : 50
08

North Staff Room

EXTERIOR WINDOW ELEVATIONS

1 : 50
9

West Classroom 3

1 : 50
11

South Classroom 4

1 : 50
12

East First Aid Room

1 : 50
13

South Clerestory

1 : 50
10

West Classroom 4

1 : 50
14

South Clerestory Classroom 1
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1 Issued for Permit R1 08/26/24

3 100% CD Review 08/30/24

4 Issued for Tender 09/26/24

8 Addendum 3 10/24/24
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Typical Window Installation
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