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1. PLAN DATUM (FINISHED FLOOR ELEVATION) IS AT GEODETIC ELEVATION 272.381m.

2. TOP OF STRUCTURAL SLAB IS [± 0.00] FROM PLAN DATUM EXCEPT AS CROSSED AND NOTED.

3. ELEVATIONS FOR AREAS CROSSED AND NOTED ARE TO BE READ FROM THE PLAN DATUM.

4. ALL STEEL ELEMENTS INCLUDING THEIR CONNECTIONS, OUTSIDE OF BUILDING VAPOUR BARRIER ARE TO BE GALVANIZED.

5. ALL EXTERNAL TIMBER JOISTS TO BE PRESSSURE TREATED.

STUD WALL LEGEND 

W1 - 38x140 SPF STUDS AT 400C/C 

WITH 16mm ONE SIDE OSB 

(SHEAR WALL ONLY)

W2 - 38x140 SPF STUDS AT 400C/C WITH 

16mm ONE SIDE OSB

(SHEAR WALL AND LOAD BEARING WALL) 
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CONCRETE WITH 12mm DIA HILTI 

ANCHORS (120 EMBED) @450 C/C. 
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GRATING TO STRUCTURE STEEL BY 

GRATING SUPPLIER5
0

WELD STEEL BEAM 

TO BASE PLATE (TYP)

300x300 PIER 

R/W 2-10 U-BARS EW

SONO TUBE

M
IN

4
0

0
4

0
0

CANTILEVER GRATING 

OVER STEEL BEAMS 

525

C150x12 OUTRIGGERS AT 1000 C/C 

CONNECTED TO STEEL BEAM FOR 

V5, M5

LEVEL 1

272381

G F

200

STEEL BEAM

15mm THK BASEPLATE 

WELDED TO BEAM AND 

CONNECTED TO CONCRETE 

WITH 4-12mm HILIT 

ANCHORS. NON SHRINK 

GROUT UNDER BASEPLATE 

TO PROVIDE SLOPE

REFER TO

FOR REINF

4/S-400

GRATING

SHIM AS REQUIRED TO

PROVIDE SLOPES

Project Number:

Drawn By:

Checked By:

Scale:

©2024 ENTUITIVE CORPORATION. MUST BE RETURNED UPON REQUEST. 
REPRODUCTION OF THESE DRAWINGS, SPECIFICATIONS, RELATED 
DOCUMENTS AND DESIGNS IN WHOLE OR IN PART IS STRICTLY 
FORBIDDEN WITHOUT THE PRIOR WRITTEN PERMISSION OF ENTUITIVE 
CORPORATION. DRAWINGS SHALL ONLY BE USED FOR THE PURPOSE 
NOTED IN THE REVISION LIST. DRAWINGS SHALL NOT BE USED FOR 
CONSTRUCTION UNLESS SPECIFICALLY INDICATED.

1 : 20

EN021-02059

CH

DF

S-401

SCANLON CREEK NATURE
CENTRE

2450 Line 9, Bradford, ON

SUBSTRUCTURE

SECTIONS AND DETAILS

1 : 20

S-401

1

1 : 20

S-401

2

1 : 20

S-401

3

1 : 20

S-401

5

No. ISSUED/REVISED DATE

1 100% DESIGN DEVELOPMENT 2024-02-12

2 ISSUED FOR 30%
CONSTRUCTION DOCUMENTS

2024-04-16

3 ISSUED FOR PROGRESS 2024-07-05

4 ISSUED FOR PERMIT 2024-08-16

5 ISSUED FOR TENDER 2024-09-11

6 ISSUED FOR TENDER
ADDENDUM

2024-10-17

1 : 20

S-401

4

1 : 20

S-401

6

1 : 20

S-401

7

1 : 20

S-401

8



LEVEL 1

272381

BASEMENT

268935

D

250

1
5

@
5

0
0

V

1
5

@
5

0
0

H

1
5

@
5

0
0

H

2
0

@
1

5
0

V

15@300 L-BARS 

(TYP)

1-15 CONT

1

SLAB-ON-GRADE

250

1
5

@
5

0
0

V

1
5

@
5

0
0

H

1
5

@
5

0
0

H

2
0

@
1

5
0

V

15@300 L-BARS 

(TYP)

1-15 CONT

LEVEL 1

272381

BASEMENT

268935

A B

SONO TUBE

250

ARCHITECTURAL SCREEN 

HUNG FROM ABOVE AND 

LATERALLY RESTRAINED 

AT DECK LEVEL TIMBER DECK

PROVIDE SLIP MEMBRANE 

BETWEEN TIMBERS 

REFER TO SECTION                

FOR DETAILS

3/S-401

SLOPE

LEVEL 1

272381

BASEMENT

268935

MIN

 300

OPEN

OPEN
4-20V WITH

10@300 TIES

8

M
IN

1
5

0

CONCRETE PIER 

AND FOOTING.

SEE PLAN

STEEL GRATING

TIMBER COLUMN

4
0

0

M
IN

4
0

0

525

SEE ARCH FOR 

CONNECTION OF 

SCREEN TO STEEL 

OUTRIGGERS

REFER TO               5A/S-402

REFER TO              

FOR DETAILS            

7/S-401

5
0

8

STEEL GRATING

L51x51x6.4 CONT

CONNECTED TO

OUTRIGGERS AND

SUPPORTING GRATING

SEE ARCH FOR 

CONNECTION OF SCREEN 

TO STEEL OUTRIGGERS
C150x12 OUTRIGGERS AT 1000 C/C 

MIN BUT COORDINATED WITH 

SCREEN MODULES AT 1875 C/C. 

CONNECTED TO STEEL BEAM FOR

V5, M5

SHIM AS REQUIRED

LEVEL 1

272381

7

1
5

@
5

0
0

 V
E

F

1
5

@
5

0
0

 H
E

F

1
5

0
0

 M
IN

 F
R

O
S

T
 C

O
V

E
R

EXTERNAL 

GRADEVARIES

300x300 ANGLE CONT 

FABRICATED FROM 10mm 

PLATES WITH STIFFENERS 

AT 450 C/C BOLTED TO 

WALL WITH 12 DIA HILTI 

ANCHORS AT 450 C/C

1
5

0

250

Project Number:

Drawn By:

Checked By:

Scale:

©2024 ENTUITIVE CORPORATION. MUST BE RETURNED UPON REQUEST. 
REPRODUCTION OF THESE DRAWINGS, SPECIFICATIONS, RELATED 
DOCUMENTS AND DESIGNS IN WHOLE OR IN PART IS STRICTLY 
FORBIDDEN WITHOUT THE PRIOR WRITTEN PERMISSION OF ENTUITIVE 
CORPORATION. DRAWINGS SHALL ONLY BE USED FOR THE PURPOSE 
NOTED IN THE REVISION LIST. DRAWINGS SHALL NOT BE USED FOR 
CONSTRUCTION UNLESS SPECIFICALLY INDICATED.

As indicated

EN021-02059

CH

DF

S-402

SCANLON CREEK NATURE
CENTRE

2450 Line 9, Bradford, ON

SUBSTRUCTURE

SECTIONS AND DETAILS

1 : 20

S-402

1

No. ISSUED/REVISED DATE

1 100% DESIGN DEVELOPMENT 2024-02-12

2 ISSUED FOR 30%
CONSTRUCTION DOCUMENTS

2024-04-16

3 ISSUED FOR PROGRESS 2024-07-05

4 ISSUED FOR PERMIT 2024-08-16

5 ISSUED FOR TENDER 2024-09-11

6 ISSUED FOR TENDER
ADDENDUM

2024-10-17

1 : 20

S-402

2

1 : 20

S-402

3

1 : 50

S-402

4 ELEVATION

1 : 20

S-402

5

1 : 20

S-402

5A

1 : 20

S-402

6


	Sheets
	S-101 - FRAMING PLAN - LEVEL 1
	S-401 - SUBSTRUCTURE SECTIONS AND DETAILS
	S-402 - SUBSTRUCTURE SECTIONS AND DETAILS


