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ELECTRICAL LEGEND
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SYMBOL DESCRIPTION SYMBOL DESCRIPTION SYMBOL DESCRIPTION SYMBOL DISCRIPTION
Sheet Number Sheet Title
- 120V U-GROUND 20A DUPLEX RECEPTACLE. Eeo= DOOR BELL C/W SOUNDER AND STROBE NURSE CALL DEVICES
LINETYPES & 120V U-GROUND DUPLEX RECEPTACLE MOUNTED DOOR BELL (SOUNDER ONLY) STAFF PRESENCE STATION EA 07 AN 01 ELECTRICAL COVER SHEET
NI ABOVE COUNTER TOP OR AS INSTRUCTED ON SITE.
120V U-GROUND DUPLEX RECEPTACLE - RSN DFTECTor INFRARED DETECTOR EA 07 AN 02 ELECTRICAL DRAWING LIST, LEGEND AND KEYPLAN
7777777777 WORK TO BE DEMOLISHED, OR REMOVED S AUTOMATICALLY CONTROLLED (ASHRAE 90.1-2013, o) GLASS BREAK (GB) NURSE CALL DOME LIGHT ’
8.4.2). 'ZL', WHERE SHOWN DENOTES CORRIDOR ZONE LIGHT
EXISTING MATERIAL/EQUIPMENT/SERVICES TO REMAIN ) MOTION DETECTOR (MD) N R S o S SRR O 2
ABBREVIATIONS 120V U-GROUND 20A DUPLEX RECEPTACLE - LIGHT C/W CHIME EP 07 AN 01 PARTIAL SEVENTH FLOOR PLAN - POWER & SYSTEMS
- AUTOMATICALLY CONTROLLED (ASHRAE 90.1-2013, KEYPAD (KP)
EXISTING TO REMAIN 8.4.2). VIDEO SURVEILLANGE SINGLE BED NURSE CALL BED STATION
EXISTING TO BE DEMOLISHED/REMOVED 120V U-GROUND DUPLEX RECEPTACLE - HALF OF = CCTV CAMERA DUAL BED NURSE CALL STATION EL 07 AN 01 PARTIAL SEVENTH FLOOR PLAN - LIGHTING
- RECEPTACLE AUTOMATICALLY CONTROLLED (ASHRAE
ER EXISTING IN RELOCATED POSITION 00.1.2013, 8.4.2). op CCTV CAMERA, CEILING OR POLE MOUNTED - g?;ﬁ(EDSAIE)IIJEﬁE(E)E‘BVT\/\,’(\s’EHROOM EMERGENCY
RR REMOVE AND RELOCATE - ED 07 AT 01 ELECTRICAL DETAILS |
c CEILING MOUNTED CONNECTION =i MANUALLY CONTROLLED SPLIT RECEPTACLE CCTV CAMERA, WALL MOUNTED NURSE CALL EMERGENCY STATION - PULL CORD TYPE
& 120V U-GROUND QUAD RECEPTACLE. i AN TR T2oon NURSE CALL EMERGENCY STATION - WATERPROOF ED 07 AT 02 ELECTRICAL DETAILS Il AND PANELBOARD SCHEDULE
WALL MOUNTED CONNECTION DURESS SYSTEM PULL CORD TYPE
- INDICATES RECEPTACLE COMPLETE WITH ONE TYPE A
¢ CENTRE LINE o SPECIAL RECEPTACLE. VERIFY OUTLET TABLETOP)
AFF ABOVE FINISHED FLOOR REQUIREMENTS PRIOR TO ROUGH-IN. s DBW WALL MOUNTED DURESS BUTTON WITH ESSSEBS#(L)E%ESENCY STATION - WATERPROOF
AFG ABOVE FINISHED GRADE - SPECIAL RECEPTACLE. VERIFY OUTLET POLYCARBONATE ANTI-TAMPER COVER
REQUIREMENTS PRIOR TO ROUGH-IN. FIRE DETECTION AND ALARM - GENERAL lefTR,f Elgglé‘lfy gARS_ENCY STATION - PULL CORD TYPE
o/C OVER COUNTER FLOOR RECEPTACLE OR RECEPTACLE IN FLOOR BOX
e UNDER CABINET (POWER ONLY) CACF CENTRAL ALARM AND CONTROL FACILITY - NURSE CALL MASTER STATION
UF UNDER RAISED FLOOR SERVICE POLE. PROVIDE POWER TO JUNCTION BOX IN FACP FIRE ALARM CONTROL PANEL NURSE CALL SUB-MASTER STATION
3] CEILING SPACE ABOVE. DEVICES ON POLE AS NOTED FAAP FIRE ALARM ANNUNICIATOR PANEL NURSE GALL DUTY STATION
ccT CIRCUIT ON PLANS.
FAAG FIRE ALARM ACTIVE ANNUNCIATOR C/W GRAPHIC
CTE CONNECT TO EXISTING FB1 ADJACENT TO FLOOR RECEPTACLE, DENOTES FLOOR Cape IRE ALARM PASSIVE GRAPHIC NURSE CALL STAFF STATION
BOX TYPE NURSE CALL STAFF REGISTER
AFCI ARC FAULT CIRCUIT INTERRUPTER
LIGHTING FIXTURES DGP DATA GATHERING PANEL NURSE CALL EQUIPMENT AND AREA CONTROL UNITS
GFCl GROUND FAULT CIRCUIT INTERRUPTER SYMBOLS IN ACCORDANCE WITH IES DG-3-00 AND IES HB-10-11 WHERE FAZ FIRE ALARM ZONE
GFI GROUND FAULT INTERRUPTER NOT DETAILED OTHERWISE HERE. NURSE CALL CODE BLUE STATION
REFER TO LIGHTING FIXTURE SCHEDULE FOR FURTHER DETAILS AND Fsz FIRE ALARM SUPERVISORY ZONE NURSE CALL CODE WHITE STATION
IG ISOLATED GROUND EXACT FIXTURE REQUIREMENTS.
FDSPCP FIRE DETECTION, SUPPRESSION, AND PRE-ACTION NURSE CALL CODE PINK STATION
TL TWIST LOCK LINEAR LUMINAIRE, SURFACE MOUNTED TO CEILING CONTROL PANEL
TR TAMPER RESISTANT LINEAR LUMINAIRE, RECESSED IN CEILING FDSCP FIRE DETECTION AND SUPPRESSION CONTROL PANEL NURSE CALL ZONE TONE SOUNDER
WG WIRE GUARD LINEAR LUMINAIRE, SUSPENDED: PENDANT, CHAIN, FIRE DETECTION - INITIATION DEVICES UVUHIT'?IIEE) ?@F"QXQ(;EESECSE'LUEAJ 'ggll\_’}ﬁEE,\L/l%SUSN(TCE%DE
STEM, OR AIRCRAFT CABLE HUNG TO SUIT @ By ) .
WP WEATHER PROOF APPLICATION. OR AS NOTED IN SCHEDULE. "X". WHEN N MANUAL PULL STATION (MPS) Fieé(é I;/?/VHEEIEE SHOWN DENOTES RADIO FREQUENCY
R/l ROUGH-IN ONLY USED DENOTES POWER FEED LOCATION. WHERE NOTED ADJACENT TO MANUAL PULL STATIONS, :
LX DENOTES PULL STATION C/W POLYCARBONATE .
NIC NOT IN CONTRACT LINEAR LUMINAIRE, WALL MOUNTED (LEXAN) COVER. @ PATIENT WANDERING
SIM. SIMILAR TO we WHERE NOTED ADJACENT TO MANUAL PULL STATIONS, INFANT PROTECTION
TYP. TYPICAL AS ABOVE, CONNECTED TO EMERGENCY OR NIGHT DENOTES;ULL STATfN o V\(’)W'RE GUARD CCS)VER'O S @
LIGHTING CIRCUIT AS INDICATED. WHERE NOTED ADJACENT TO MANUAL PULL STATIONS, . TELEMETRY ANTENNA
* ﬁ&éﬁ?gg ;gDDFE%/(')CN'IEE%%ﬁgi%gg'ﬁ;gﬁé‘#wNA'RE' AUX DENOTES MANUAL PULL STATION C/W AUXILIARY
: CONTACT. () NA NARCOTICS ALARM LIGHT
ABBREVIATIONS - CODES AND STANDARDS ROUND OR SQUARE DOWNLIGHT, RECESSED ) PHOTOELECTRIC SMOKE DETECTOR - NARCOTICS CABINET ALARM ANNUNCIATOR
OBC ONTARIO BUILDING CODE RECESSED DOWNLIGHTS. CONNEGTED TO @ SAME AS ABOVE, WALL MOUNTED DS', WHERE SHOWN INDICATES DOOR SWITCH
OESC ONTARIO ELECTRICAL SAFETY CODE EMERGENCY OR NIGHT LIGHT CIRCUIT A ADJACENT TO SMOKE DETECTOR, INDICATES C/W K} L "LASER IN USE" LIGHTING FIXTURE - WALL MOUNTED
ANNOTATIONS ROUND SUSPENDED LUMINAIRE AUXILIARY RELAY G
L "LASER IN USE" LIGHTING FIXTURE - CEILING MOUNTED
oL CLOSET WALL SCONCE OR OTHER WALL MOUNTED WHEN ADJACENT TO PHOTOELECTRIC SMOKE
SHROO LUMINiICRcI)ESC ORO ov SA DETECTOR, INDICATES RESIDENTIAL SMOKE ALARM
WR WASHROOM : ] ]
CONNECTED TO EMERGENCY NIGHT LIGHT CIRCUIT (24 RESIDENTIAL SMOKE ALARM, 120 VOLT. FOR AREAS AS K} R PRAY IN USE LIGHTING FIXTURE - WALL MOUNTED
PLUMBING EM HOUR) » INDICATED ON PLANS BY "CO", PROVIDE INTEGRAL
e ELECTRONIG TRAP PRIVER CARBON MONOXIDE DETECTION. COMPLETE WITH {} XR "X-RAY IN USE" LIGHTING FIXTURE - WALL MOUNTED
CONNECTED TO EMERGENCY CIRCUIT. PROVIDE CUL STROBE.
PSC PLUMBING SENSOR CONTROL (TOUCHLESS FAUCETS) oE 924 LISTED SHUNT TRIP RELAY OR EQUAL TO PERMIT THIS LEGEND IS GENERIC. ALL SYMBOLS LISTED MAY NOT BE APPLICABLE
CONTROL OF LUMINAIRE WITH ZONING BASED ON KD SAME AS ABOVE, WALL MOUNTED FOR THIS PROJECT. REFER TO FLOOR PLANS TO DETERMINE USED
HVAC LOCAL LIGHTING CONTROLS. DSD DUCT MOUNTED SMOKE DETECTOR DEVICES AND EQUIPMENT.
©) THERMOSTAT OR TEMPERATURE SENSOR NL LUMINAIRE CONNECTED TO NON-EMERGENCY NIGHT @ DUGT MOUNTED SMOKE DETECTOR
TIMER CONTROL LIGHT CIRCUIT (24 HOUR)
A,B,Z1,22 DENOTES ZONING/CIRCUTING ASSIGNMENTS FOR co CARBON MONOXIDE DETECTOR
BBH ELECTRIC BASEBOARD HEATER (BBH) ETC. LUMINAIRES AND CONTROLS IN THE SAME SPACE. VESDA VERY EARLY SMOKE DETECTING APPARATUS
FFH FORCED FLOW HEATER EMERGENCY LIGHTING BSDT BEAM SMOKE DETECTOR TRANSMITTER
REFER TO EMERGENCY LIGHTING FIXTURE SCHEDULE FOR EXACT
ERV ENERGY RECOVERY VENTILATOR © G ,:?XTUCF;{E REngE,\UﬂENng ULE FO c BSDR BEAM SMOKE DETECTOR RECEIVER (OR REFLECTOR)
HRU HEAT RECOVERY UNIT CEILING OR WALL MOUNTED ILLUMINATED EXIT SIGN. ASD ASPIRATING SMOKE DETECTOR
MUA MAKE-UP AIR UNIT oI | SHADED AREA INDICATES ILLUMINATED FACE. — END OF LINE (EOL) DEVICE ON ZONE INITIATION OR
CONDUIT AND BOXES EEA?I\YSIDE DIRECTIONAL ARROWS AS INDICATED ON SIGNAL GIRCUITS
- : HEAT DETECTOR - FIXED TEMPERATURE
- CONDUIT WITH END BUSHING CEILING OR WALL MOUNTED ILLUMINATED EXIT SIGN. @
— 0 CONDUIT UP T T SHADED AREA INDICATES ILLUMINATED FACE. @ SAME AS ABOVE, WALL MOUNTED
3 CONDUIT DOWN lEE{AO’\\l/SII?E DIRECTIONAL ARROWS AS INDICATED ON o %2 ;A ‘;EE{'XTT JSE'T!E AT DETECTOR, DENOTES "HIGH
— CONDUIT CONTINUES _M DENOTES 'RUNNING MAN' STYLE PICTOGRAM EXIT ° HEAT DETECTOR - 94 DEGREES C (200 DEGREES F)
JUNCTION BOX SIGNS FIXED TEMPERATURE
SL DENOTES 'SELF-LUMINOUS' EXIT SIGN > HEAT DETECTOR - 58 DEGREES C (135 DEGREES F)
PULL BOX PL PHOTOLUMINOUS EXIT SIGN FIXED TEMPERATURE AND RATE OF RISE
HAND HOLE o2 EMERGENCY LIGHTING BATTERY UNIT, WITH AND FLOW SWITCH
WITHOUT HEADS. FIRE DETECTION AND ALARM - SUPERVISORY DEVICES
CONNECTIONS TO EQUIPMENT Cees Sgiﬁmg TRVI\ElﬁgTEéAB’L/:/TAé_L MOUNTED EMERGENCY OV TANK LEVEL
DW DISHWASHER :
e e ONE AND TWO HEAD CEILING MOUNTED EMERGENCY LOSS OF POWER
FR FRIDGE LIGHTING REMOTE UNITS. LOW TEMPERATURE
MW MICROWAVE O RECESSED EMERGENCY REMOTE HEAD. PRESSURE SWITCH
HD HAND DRYER. ALLOW UP TO 208V-1PH-20A EM DENOTES 'EMERGENCY" SUPERVISED VALVE
® 1-PHASE DIRECT CONNECTION OUTLET AS NOTED. ccT CORRELATED COLOUR TEMPERATURE FIRE DETECTION AND ALARM - SIGNALLING DEVICES
® 3-PHASE DIRECT CONNECTION OUTLET AS NOTED. CRI COLOUR RENDERING INDEX 4O FIRE ALARM BELL, WALL MOUNTED.
SYSTEM FURNITURE WALL FEED FOR POWER AND EXTERIOR LIGHTING ADJACENT TO BELL OR HORN. DENOTES CEILING
= TELECOMMUNICATIONS UNLESS NOTED OTHERWISE.. C MOUNTED.
'C' ADJACENT TO SYMBOL DENOTES CEILING FEED, 'F' A ARM MOUNTED LUMINAIRE ON POLE. DIRECTIONAL
ADJACENT TO SYMBOL DENOTES FLOOR FEED. o] gFFilFE?\IVTVAggERE INDICATED DENOTES PRIMARY LUMEN 7 X FIRE ALARM HORN
ADJACENT TO 3-PHASE DIRECT CONNECTION, : " ADJACENT TO FIRE ALARM HORN, DENOTES 'MINI'
w DENOTES WALL SYSTEM FURNITURE FEED FOR > ';V%SETRITECTE[l)-ILCJ;'\/ﬂ\‘E/E'RDEEggf&LEh?&iiCYTBTA%\IARROW, HORN
POWER AND COMMUNICATIONS. _ SCOPE OF WORK AREA
© COMMUNICATIONS ORIENTATION. &< FIRE ALARM HORN/STROBE, WALL MOUNTED.
6 CONNECTION TO SINGLE PHASE MOTOR, HP (KW) AS ~
NOTED. PROVIDE LOCAL DISCONNECT. > LIGHTING BOLLARD. DIRECTIONAL ARROW, WHERE FIRE ALARM EVACUATION SPEAKER, CEILING
INDICATED DENOTES PRIMARY LUMEN ORIENTATION. ® MOUNTED
o THREE PHASE MOTOR, HP (KW) AS NOTED. PROVIDE
- - _ - - - ﬂ
LOCAL DISCONNECT. cq GROUND MOUNTED FLOOD LIGHT o FIRE ALARM EVACUATION SPEAKER, COMPLETE WITH e — —— —
2 STROBE LIGHT, CEILING MOUNTED |_ f
C) CLOCK. TELECOMMUNICATIONS
HE) FIRE ALARM EVACUATION SPEAKER, WALL MOUNTED ‘| | |
LIGHTING CONTROLS X SYSTEM FURNITURE FEED. | |
REFER TO SPECIFICATIONS AND RESPECTIVE SCHEDULES FOR EXACT - FIRE ALARM EVACUATION SPEAKER COMPLETE WITH
REQUIREMENTS ADJACENT TO SYSTEM FURNITURE FEED, DENOTES HED = STROBE LIGHT, WALL MOUNTED ‘| | |
W WALL SYSTEM FURNITURE FEED FOR | |
-~ SWITCH OR OTHER USER INTERFACE DEVICE AS COMMUNICATIONS. SILENCE SWITCH |_ J
DESCRIBED ON LIGHTING CONTROLS SCHEDULE. ADJACENT TO SYSTEM FURNITURE FEED, DENOTES - FIRE ALARM WALL MOUNTED STROBE LIGHT ‘ R =N ‘ ‘ ‘
HAIW 3-WAY SWITCH F FLOOR SYSTEM FURNITURE FEED FOR ~
DIM ADJACENT TO SWITCH, DENOTES DIMMING SWITCH. COMMUNICATIONS. FIRE DETECTION AND ALARM - VOICE COMMUNICATION DEVICES | | | |
K ADJACENT TO SWITCH, DENOTES KEY SWITCH. R L S T RN LoRe FEED: DENOTES «FF EMERGENCY TELEPHONE FOR FIREFIGHTER'S USE | FAZ 762 FAZ 7-63
T ADJACENT TO SWITCH, DENOTES COUNTDOWN TIMER c COMMUNICATIONS (SERVICE POLE OR DROP CORD AS FIRE DETECTION AND ALARM - OTHER DEVICES | |
SwiTen NOTED) EOL END OF LINE DEVICE ELECTRICAL PANEL "EP-7EA-WEST" vl |
AT ADJACENT TO SWITCH, DENOTES ASTRONOMICAL < WALL MOUNTED DATA (D) OR VOICE (V) OUTLET. we WIRE GUARD TEA-
TIMER SWITCH PROVIDE 1V AND 1D UNLESS NOTED OTHERWISE. ELECTRICAL PANEL "LP-7B" } —— B
PIR PASSIVE INFRARED SENSOR < WALL MOUNTED VOICE (TELEPHONE) OUTLET. DNE "DO NOT ENTER" SIGN T T T ——— e —I
DT DUAL TECHNOLOGY SENSOR PROVIDE 1V UNLESS NOTED OTHERWISE. KEY SWITCH FOR FIREFIGHTER CONTROL OF r‘ APPROXIMATE LOCATION OF
WALL MOUNTED DATA OUTLET. PROVIDE 1D UNLESS ELEVATOR RECALL, OR AS NOTED | EXISTING FA TRANSPONDER
ut ULTRASONIC SENSOR < NOTED OTHERWISE. iy ISOLATOR MODULE F.AZ. 7-6-1 | (N%DE 6) IN 8A36B ON LEVEL .
ABOVE
SENSOR (TYPE UNKNOWN
os ( ) < WALL MOUNTED TELEVISION OUTLET. R OUTPUT RELAY, FUNCTION AS INDICATED L J
ADJACENT TO SWITCH, DENOTES MASTER CONTROL VOICE. DATA. OR TV OUTLET AS DESCRIBED ABOVE E E
’ ' : MAGNETIC DOOR HOLDER AND RELEASING DEVICE
M Z?)? éAI:I)_L LUMINAIRES IN A ROOM OR SPACE, OR AS ALge MOUNTED ABOVE COUNTER TOP OR AS INSTRUCTED (..HSLD OSEN?)O © SING c B
: ON SITE.
E E
g@ﬁé%%gg;ggﬁggg:ﬁ%?FE)/_*FNSIJN%ET';‘ESS(?DRU::R B ADJACENT TO COMMUNICATIONS OUTLET, INDICATES LD FIRE SUPPRESSION ABORT STATION i — E ]
: BLANK-OFF PLATE. o
o PASSIVE INFRARED/ULTRASONIC'. LINE VOLTAGE TO SINGLE LINE DIAGRAM E @,/ MASHER IITERCOM
SUIT CONTROLLED CIRCUIT, OR AS NOTED. HDMI OUTLET. & ox AIR CIRCUIT BREAKER | <Jc VE | | |
E
RP RELAY PANEL AUDIO VIDEO GANG, AS NOTED. PR MOLDED CASE CIRCUIT BREAKER E
PP POWER PACK WAP WIRELESS ACCESS POINT (WIFI) —s DISCONNECT (UNFUSED) [ Iy I, S | f (| S J L J
sc SCENE CONTROLLER. @ PUBLIC ADDRESS SPEAKER, CEILING MOUNTED. s FUSE STAIR 1 AND STAIR 2 ] “ / ELEC%CA;ANEL LpTAY 7’7 r -\
NOTIFICATION HORN-STROBES
@ PHOTOCELL SENSOR. He) PUBLIC ADDRESS SPEAKER, WALL MOUNTED. METERING CABINET CEILING MOUNTED L " ELECTRICAL PANEL "CP-7CA" J
/ \
PHOTOCELL SENSOR. 'PC’' DENOTES CLOSED LOOP K gggk‘é’E’;DDRESS SPEAKER, WALL MOUNTED HORN <\ BUSDUCT CCTV MONITOR =
PHOTOCELL CONTROL, 'PO' DENOTES OPEN LOOP -
PHOTOCELL CONTROL VoL ;UWI?_II:ICCHADDRESS SPEAKER VOLUME CONTROL gg TRANSFORMER
CEILING MOUNTED OCCUPANCY SENSOR. PIR :
DENOTES 'PASSIVE INFRARED', UT DENOTES <« INTERCOM
'ULTRASONIC' (OR MICROPHONIC), DT DENOTES 'DUAL ATS AUTOMATIC TRANSFER SWITCH
TECHNOLOGY" '0S' DENOTES UNKNOWN IDC INSULATION DISPLACEMENT CONNECTION c CONTACTOR
TECHNOLOGY.
ACCESS CONTROL AND DOOR HARDWARE op DISTRIBUTION PANELBOARD
WALL MOUNTED OCCUPANCY SENSOR. CARD READER Lp LIGHTING PANELBOARD |: — T CLOSET 7704A
. |
DISTRIGUTION EQUIPMENT POSITION SWITCH, REGUEST TOEXIT TERUINATE NEW DATA HERE
@ TRANSFORMER, PLAN VIEW DOOR ALARM SOUNDER McC MOTOR CONTROL CENTRE -EXISTING ACCESS CONTROL
— SURFACE MOUNTED LIGHTING AND RECEPTACLE DOOR CONTACT MTS MANUAL TRANSFER SWITCH
PANELBOARD ELECTRIC LATCH RP RECEPTACLE PANELBOARD
— RECESSED RECEPTACLE AND LIGHTING PANELBOARD L CTRIO STRICE SPD SURGE PROTECTIVE DEVICE
[— DISTRIBUTION PANELBOARD LECTRIG HINGE TS STATIC TRANSFER SWITCH
Eﬁ EISSCEZN;?;?:;CTHSWITCH FT ELECTRIC POWER TRANSFER CABLE SWBD SWITCHBOARD
v POWER TRANSFER HINGE LR TRANSFORMER
CONTACTOR UPS UNINTERRUPTIBLE POWER SUPPLY
%
Xy

COMBINATION STARTER.
ADJACENT TO STARTER, DENOTES VARIABLE

VFD FREQUENCY DRIVE
POWER RECEPTACLES AND BOXES
o 120V U-GROUND DUPLEX RECEPTACLE.
@ 120V U-GROUND DUPLEX RECEPTACLE MOUNTED

ABOVE COUNTER TOP OR AS INSTRUCTED ON SITE.

THIS LEGEND IS GENERIC. ALL SYMBOLS LISTED MAY NOT BE
APPLICABLE FOR THIS PROJECT. REFER TO FLOOR PLANS TO
DETERMINE USED DEVICES AND EQUIPMENT.

<] I I e R e R
3
B EEEE

5 © ®

WS

REQUEST TO EXIT SENSOR

MUSHROOM HEAD PUSH BUTTON FOR 'REQUEST TO
EXIT' MAGLOCK RELEASE, OR OTHER PUSH BUTTON
AS INDICATED

BARRIER FREE DOOR OPERATOR PUSH BUTTON

TOUCHLESS "WAVE SWITCH" FOR DOOR OPERATOR
CONTROL

D
JAN

REVISION NUMBER

THIS LEGEND IS GENERIC. ALL SYMBOLS LISTED MAY NOT BE
APPLICABLE FOR THIS PROJECT. REFER TO FLOOR PLANS TO
DETERMINE USED DEVICES AND EQUIPMENT.

THIS LEGEND IS GENERIC. ALL SYMBOLS LISTED MAY NOT BE
APPLICABLE FOR THIS PROJECT. REFER TO FLOOR PLANS TO
DETERMINE USED DEVICES AND EQUIPMENT.
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CONNECT CAMERA TO EXISTING IT RACK
ON LEVEL 1 ABOVE, INCLUDE FOR UP TO

70M RUN,

(SECURITY)EF

6TH FLOOR PARTIAL PLAN
SCALE: 1:50

POWER & SYSTEMS - MAIN FLOOR PARTIAL PLAN - NEW WORK

SCALE: 1:50

REVISIONS

SHEET KEYNOTES

GENERAL NOTES

NO. | ITEM DATE BY

AUSTCO TO SECURE ALL DEVICE SURROUNDS FOR NURSE CALL DEVICES WITH
TAMPER RESISTANT SECURITY SCREW(S) AND VERIFY/TEST ALTERED DEVICES
WORK ACCORDINGLY. THE INTENT IS TO MAKE THE EXISTING DEVICES TAMPER
PROOF.

VISIT THE SITE, EXAMINE EXISTING CONDITIONS AND BECOME FAMILIAR WITH THE
EXTENT OF THE NECESSARY REMOVAL, RELOCATION, RECONNECTING, AND
REROUTING OF ELECTRICAL EQUIPMENT AND WIRING AS NECESSARY FOR THE
COMPLETION OF THE PROJECT. COORDINATE WITH ARCHITECTURE, GENERAL
CONTRACTOR AND CLIENT FOR THE FULL EXTENT OF DEMOLITION.

WATER SHUTOFF, CONNECT TO NOTED 120V EMERGENCY POWER CIRCUIT.
COORDINATE LOCATION WITH MECHANICAL.

ITEMS DESIGNATED FOR RELOCATION OR REINSTALLATION SHALL BE REMOVED
CAREFULLY TO AVOID MATERIAL DAMAGE. ITEMS DAMAGED BY METHODS OF
REMOVAL OR STORAGE SHALL BE REPLACED AT NO EXTRA COST TO THE CLIENT.

DESIGN INTENT FOR RECEPTACLE IS TO REPLACE EXISTING WITH NEW TAMPER
PROOF RECEPTACLE. EXISTING CIRCUIT, WIRING AND CONDUIT TO BE REUSED.

EXISTING FIRE ALARM DEVICES NOTED TO BE RELOCATED MUST BE KEPT
OPERATIONAL CONTINUOUSLY DURING DEMOLITION AND CONSTRUCTION UNTIL

THE TIME AT WHICH THEY ARE RELOCATED.

ELECTRICAL SEPARATE PRICE #1 : INCLUDE FOR REMOVAL AND
REINSTATEMENT OF ELECTRICAL FIXTURES TO FACILITATE VENTING WORK
REQUIRED. COORDINATE WITH MECHANICAL. RE-VERIFICATION OF THE FIRE
ALARM SYSTEM INCLUDING 3RD PARTY TESTING IS REQUIRED FOR ALL
AFFECTED FIRE ALARM DEVICES.

REROUTE AND REWORK AS REQUIRED TO MAINTAIN CONTINUITY FOR ALL SYSTEM
TO REMAIN WHICH ARE AFFECTED BY THE ALTERATION OR DEMOLITION.

CAMERAS SUPPLIED BY HOSPITAL AND INSTALLED BY CONTRACTOR. NEW
CAMERAS WILL BE AXIS P3265-V. CONTRACTOR TO CHECK CAMERAS FIELD OF

VIEW FOR OPTIMAL LOCATION FOR NO BLIND SPOTS.

DESIGN INTENT FOR ELECTRONIC FAUCETS AND TOILETS IS TO REPLACE
EXISTING WITH NEW TAMPER PROOF. EXISTING CIRCUIT, WIRING AND CONDUIT
TO BE REUSED.

RECEPTACLES AND DIRECT CONNECTIONS BEING REMOVED AND REINSTALLED,
OR REPLACED WITH NEW TAMPER RESISTANT TO BE CONNECTED TO THEIR

EXISTING RESPECTIVE CIRCUITS.

DESIGN INTENT FOR DOORS IS TO REPLACE EXISTING WITH NEW TAMPER
PROOF. EXISTING CIRCUIT TO BE REUSED WHERE POSSIBLE.

ALL DEVICES AND FIXTURES IN ROOMS 7A29, 7A28, 7A27A AND 7A27 (I.E. ANY IN
SCOPE AREAS WHERE PATIENTS MAY BE, "MENTAL HEALTH AREAS" AS SPECIFIED)
SHALL BE TAMPER RESISTANT, AND ANTI-LIGATURE. SUBMIT SHOP DRAWINGS
FOR CONSULTANT REVIEW PRIOR TO PLACING ANY ORDER. FOR DEVICES TO BE
REUSED, PROVIDE ALL NECESSARY SCREWS, COVERS, ETC TO ENSURE ANTI

LIGATURE AND TAMPER RESISTANT.

INCLUDE FOR THE REMOVAL AND REINSTALLATION OF ALL CEILING ELECTRICAL
DEVICES ON LEVEL 6 BELOW THE BATHROOM TO ACCOMMODATE MECHANICAL

WORK.

NEW MACKLOCKS BASIS OF DESIGN: SECURITRON M680E SERIES MAGNALOCK.

10

SMOKE FIRE DAMPERS (SFD) TO BE INTERCONNECTED TO THE FIRE ALARM
SYSTEM, SUCH THAT THE SYSTEM ALARMS IN THE EVENT THE SFD SMOKE
DETECTOR DETECTS SMOKE, AND THE SFD IS CLOSED. COORDINATE WITH

MECHANICAL TRADE.
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SickKids

THE HOSPITAL FOR SICK CHILDREN

555 UNIVERSITY AVE

TORONTO ONTARIO M5G 1X8

PROJECT NAME

/A SCHEDULE
1 BEDS REFRESH

SHEET TITLE

PARTIAL SEVENTH
FLOOR PLAN - LIGHTING

O SHEET KEYNOTES GENERAL NOTES
VISIT THE SITE, EXAMINE EXISTING CONDITIONS AND BECOME FAMILIAR WITH THE
. POSITION RELOCATED OCCUPANCY SENSOR TO AVOID NUISSANGCE EXTENT OF THE NECESSARY REMOVAL, RELOCATION, RECONNECTING, AND
ACTIVATION FROM MOVEMENT OUTSIDE OF WASHROOM. TEST COMPLETE. 1 |REROUTING OF ELECTRICAL EQUIPMENT AND WIRING AS NECESSARY FOR THE
COMPLETION OF THE PROJECT. COORDINATE WITH ARCHITECTURE, GENERAL
CONTRAGTOR AND CLIENT FOR THE FULL EXTENT OF DEMOLITION.
) ITEMS DESIGNATED FOR RELOCATION OR REINSTALLATION SHALL BE REMOVED
2 |CAREFULLY TO AVOID MATERIAL DAMAGE. ITEMS DAMAGED BY METHODS OF
REMOVAL OR STORAGE SHALL BE REPLACED AT NO EXTRA COST TO THE GLIENT.
EXISTING FIRE ALARM DEVICES NOTED TO BE RELOCATED MUST BE KEPT
3 |OPERATIONAL CONTINUOUSLY DURING DEMOLITION AND CONSTRUCTION UNTIL
THE TIME AT WHICH THEY ARE RELOCATED.
, | REROUTE AND REWORK AS REQUIRED TO MAINTAIN CONTINUITY FOR ALL SYSTEM
TO REMAIN WHICH ARE AFFECTED BY THE ALTERATION OR DEMOLITION.
5 |NEW LIGHTING TO BE CONNECTED TO NEARBY EXISTING NORMAL AND
EMERGENCY LIGHTING CIRCUITS RESPECTIVELY.
CONTRACTOR TO ENSURE NEW DIMMER SWITCHES ARE COMPATIBLE WITH
6 |RESPECTIVE EXISTING LIGHTING FIXTURES THAT ARE TO REMAIN THAT THE NEW
SWITCHES WILL CONTROL.
. [PROVIDE LAMACOID LABELLING FOR NEW SWITCHES IN NURSE POD. COORDINATE
VERBIAGE WITH HOSPITAL.
ALL DEVICES AND FIXTURES IN ROOMS 7A29, 7A28, 7A27A AND 7A27 (IE. ANY IN
EMERGENCY POWERED 8 |SCOPE AREAS WHERE PATIENTS MAY BE) SHALL BE TAMPER RESISTANT, AND
LU M I NAI RE ANTI-LIGATURE.
N.C.BYPASS RELAY
®
OCCUPANCY SENSOR
NORMAL OR SLAVE PACK
s o7 (WHERE SHOWN)
POWER SUPPLY / &
WALL SWITCH
(WHERE SHOWN)
>
EMERGENCY \_ ®
POWER SUPPLY /
LIGHTING FIXTURE SCHEDULE
LUMEN PACKAGE
SYMBOL TYPE DESCRIPTION SASIS OF DESIGNMANUFACTURER AND CATNO. OTASE oo 8?;;&'\/%355 MOUNTING REFERENCE REMARKS LOCATIONS
MINIMUM 80 CRI
NOTES: TAMPER RESISTANT RECESSED LED TROFFER, 1'X4' NOMINAL, WHITE FINISH, DRYWALL FLANGE, LFESHIELD BY CURRENT. 20V RECESSED IN
— L1A DIFFUSE POLYCARBONATE (220) LENS, SAFETY SECURED DOOR FRAME. DOOR AND HOUSING TO BE ' 4296 LM GYPSUM BOARD TAMPER RESISTANT NURSE CALL STATION.
8 AND 30 G CoL b ROLLED SToFL. OBX-V-14-DW-0-S-PCH-PCD-DP2-1C-8-35K-L040-ED1-U 33 W LG
1. UNLESS OTHERWISE NOTED ELSEWHERE ON FLOOR PLANS, BY-PASS RELAY
TAMPER RESISTANT RECESSED LED TROFFER, 1'X4' NOMINAL, WHITE FINISH, DRYWALL FLANGE, LFESHIELD BY CURRENT. 20V RECESSED IN
SHALL BE PROVIDED FOR ALL SWITCHED, EMERGENCY POWERED LUMINAIRES. —— L1 1I:)EI3FAF'EIJDSI;OPglli\gloALlT)ngI/:\JEED(.g_?_(é)ELLI'ENS, SAFETY SECURED DOOR FRAME. DOOR AND HOUSING TOBE oo B o 1 C 838K L020EDIY 17 W 2031 LM S\E(IFils'hJé\A BOARD TAMPER RESISTANT CORRIDOR.
2. UPON FAILURE OF NORMAL POWER, BY-PASS RELAY SHALL AUTOMATICALLY 0w TAMPERRESSTAVWALL NOUNTED MGERNIGHTLIGHT LOWERED I CLEARPOLYCARIONATE  AIGOLUNAR ERIS i on N Recesseo N AMPERRESTANT | OBSERUATON ROOHS
CLOSE, BY-PASSING ALL LIGHTING CONTROLS AND AUTOMATICALLY PROVIDING
LIFESHIELD BY CURRENT: RECESSED IN
POWER TO EMERGENCY LUMINAIRE. O At TAMPER RESISTANT, 4" NOMINAL, WHITE FINISH, DRYWALL FLANGE. LTR4RD-H-SLOBL-DM1_LTR4RD-T-SLISKBXWSS LTR4 20 500 LM GYPSUM BOARD TAMPER RESISTANT CORRIDOR
RD-CEVR-WT-B6 CEILING
3. PROVIDE NAMEPLATE ON SWITCH AND BALLAST COVER TO READ AS FOLLOWS: cocron o
TAMPER RESISTANT, POLYCARBONATE PICTOGRAM EXIT SIGN, UNIVERSAL MOUNTING, FACTORY EMERGILITE : CEILING OR WALL,
'SWITCH FOR LUMINAIRE CAN BE BY-PASSED DURING NORMAL POWER FAILURE mow w pwesEss o cierour cwes | e conec Camimie  conaoon
AND FIXTURE CAN BE ENERGIZED. ENSURE BREAKER SERVING LUMINAIRE IS REVIEW.
]
TURNED OFF PRIOR TO SERVICING LIGHTING FIXTURE SCHEDULE NOTES:
1. ACCEPTED ALTERNATE LIGHTING MANUFACTURES AND SUPPLIERS: COOPER, KENNAL, PHILIPS & ACUITY.
2. WHERE AN INCOMPLETE MODEL/CAT NO. IS LISTED, MANUFACTURERS/SUPPLIERS MUST CONFIRM THE PROPOSED FIXTURE WITH THE CONSULTANT A MINIMUM OF ONE WEEK PRIOR TO TENDER CLOSE.
3. SUBMIT SHOP DRAWINGS FOR CONSULTANT'S REVIEW PRIOR TO PLACING ANY ORDER.
4. EXIT SIGNS SHALL BE CAPABLE OF UNIVERSAL 120/347V AC AND 6 TO 48V DC INPUT. FOR EXIT SIGNS, REFER TO ARROWS AND NUMBER OF SHADED FACES AS DIRECTED ON LIGHTING LAYOUT. WHERE ARROWS INDICATE TWO DIRECTIONS, PROVIDE TWO PICTOGRAM STYLE EXIT SIGNS.
5. ACCEPTABLE EXIT LIGHTING MANUFACTURERS: AIMLITE, BEGHELLI, LUMACELL, STANPRO.
4 2
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FT6 RATED CAT6A KIDNET CABLES RUN
DIRECTLY TO DATA CLOSET.
(TYPICAL UNLESS OTHERWISE NOTED)

FT6 RATED CAT6A TELEPHONE CABLES

CONDUIT HOME RUN RUN DIRECTLY TO DATA CLOSET.
\ (TYPICAL UNLESS OTHERWISE NOTED)
(24
Iy
CEILING mm
EMT CONDUIT CONCEALED — J-HOOKS (TYPICAL) OR

IN DRYWALL \ CABLE TRAY
)\()\()

@ SYMBOL SHOWN ON PLANS )] [c}——— TELEPHONE OUTLET

SYMBOL SHOWN ON
PLANS 2V
\ 4

DATA OUTLET SYMBOL
SHOWN ON PLANS 2D
v

FLOOR

NOTES:

1. CONFIRM EXACT MOUNTING HEIGHTS WITH ARCHITECTURAL DRAWINGS.

SICKKIDS - KIDNET DETAIL

SCALE: N.T.S.
100 mm BY 100 mm (4" BY 4") 100 mm BY 100 mm (4" BY 4")
TO ACCESS CONTROL JUNCTION BOX LOCATED ABOVE TO ACCESS CONTROL JUNCTION BOX LOCATED ABOVE
AND INTRUSION = ACCESSIBLE CEILING ON SECURE AND INTRUSION < ACCESSIBLE CEILING ON SECURE
DETECTION SYSTEM \ \ SIDE OF DOOR. DETECTION SYSTEM \ \ SIDE OF DOOR.
ELECTRICAL
e JB N\ DOOR OPERATOR JB .\_\ ) CLOSET 8A36B
POWER (TO 120 VOLT €=~ E
CIRCUIT AS INDICATED 1. | ISSUED FOR PERMIT & TENDER | 2025-02-20
ON PLANS) EXISTING
TRANSPONDER NO. ISSUED TO DATE
] d N d CONTRACTOR TO CONFIRM EXACT
p——— |9 ’ g G PP ) LOCATION OF TRANSPONDER ISSUED
FINISHED CEILING mm (3/4") FINISHED CEILING —21mm @@ C PRIOR TO TENDER CLOSE.
C/W PULL STRINGS, C/W PULL STRINGS, GENERAL NOTES
TYPICAL TYPICAL
- "ALL DRAWINGS, SPECIFICATIONS AND RELATED
% rt\ DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
N — o THE CONSULTANT AND MUST BE RETURNED
1\ ] » QE%UEST TO EXIT "REX" ON SECURE LEVEL 8 UPON REQUEST. REPRODUCTION OF DRAWINGS,
\ DOOR OPERATOR SPECIFICATIONS AND RELATED DOCUMENTS IN
DOOR CONTAGTS INSTALLED ON "~ DOOR CONTACTS PART OR WHOLE IS FORBIDDEN WITHOUT THE
SECURE SIDE OF CONSULTANT'S WRITTEN PERMISSION".
DOOR CCT#1  CCT#2 CCT#1  CCT#2
e & & & [}~ PATIENT'S ROOM (TYPICAL)
7 A 3 A 37 A 37
Sion CARD READER ON BOTH SIDES =" CARD READER ON =R CDil(iANETNRSAlgLCS)Fé I\,\/lIL_JI_IS_'TE cjgf;q AND VERIFY ALL
NON-SECURE SIDE CCT#3  CCT#4  CCT#3  CCT#4 CORRIDORS AND GENERAL
BARRIER FREE PUSH BUTTON BY DOOR = ER ER ER AREAS (TYPICAL)
HARDWARE TRADE. ELECTRICAL TO
PROVIDE 100 mm BY 100 mm OUTLET \Q/ \Q/—D STROBE LIGHT CCT
n BOXES, TYPICAL OF BOTH SECURE, AND o o ER
NON-SECURE SIDES. PROVIDE FOR ANY
/ DOORS WITH DOOR OPENERS
ELECTRIC LATCH ELECTRIC STRIKE & S -, 1} T, Ce Or
BY DOOR BY DOOR E ER E KEY PLAN
HARDWARE TRADE HARDWARE TRADE FF FE
<7 SZ D |
E E ER E E —E N
VRN
ADDRESSABLE CONTROL MODULE [ GERRARD ST
ADDRESSABLE MODULE =
I e
DUAL CONTACT
6 ]
NOTES: NOTES: LEVEL 7 < o .
1. REFER TO DETAIL "MOUNTING HEIGHTS FOR ACCESSIBLE DESIGN" FOR EXACT MOUNTING 1. REFER TO DETAIL "MOUNTING HEIGHTS FOR ACCESSIBLE DESIGN" FOR EXACT MOUNTING > %//Q/g —
HEIGHTS OF DEVICES AND APPLICABLE CODE REFERENCES. HEIGHTS OF DEVICES AND APPLICABLE CODE REFERENCES. o //"} 2
2. REFER TO DOOR HARDWARE SCHEDULE FOR EXACT SCHEDULE OF DEVICES AT DOOR. 2. REFER TO DOOR HARDWARE SCHEDULE FOR EXACT SCHEDULE OF DEVICES AT DOOR. ] - 5
COORDINATE EXACT ROUGH-IN DETAILS WITH DOOR HARDWARE TRADE. COORDINATE EXACT ROUGH-IN DETAILS WITH DOOR HARDWARE TRADE. z 7 /// Q
3. INTERLOCK OPERATION OF DOOR OPERATOR WITH CARD READER ON THE NON-SECURE SIDE. 3. INTERLOCK OPERATION OF DOOR OPERATOR WITH CARD READER ON THE NON-SECURE SIDE. > S N
4. SECURITY CARD ACCESS CONTROL SYSTEM IS TO BE TIED INTO THE BASE BUILDING SYSTEM AS 4. SECURITY CARD ACCESS CONTROL SYSTEM IS TO BE TIED INTO THE BASE BUILDING SYSTEM AS . o, w
PER THE BASE BUILDING STANDARD. (CONTACT: [ ] FOR REQUIREMENTS.) PER THE BASE BUILDING STANDARD. (CONTACT: [ ] FOR REQUIREMENTS.) AN J N
N ELM STREET N (]
SEAL
6 5 4
SCALE: N.T.S SCALE: N.T.S. SCALE: N.T.S.

CONSULTANT

> CONDUIT TO ACCESS
CONTROL PANEL.

100 mm BY 100 mm (4" BY 4") JUNCTION BOXES LOCATED 21 mm (3/4")@C N\
\J

ABOVE ACCESSIBLE CEILING ON SECURE SIDE OF DOOR. \
2-21mm @) BC~ 21 mm (3/4") @ C (EACH) —

S ] \ 21 mm (3/4") @ C -
IT/LV ROOM \ /
1 TO FIRE ALARM
FINISHED CEILING CONTROL PANEL G
IP-TalkTwo Gateway ‘ ,
MONITORING
CONTACTS SUPPLIED OOR CONTACTS —_ . am CONSULTING GROUP
BY SECURITY TRADE el ‘ ‘ i’
| (ON BOTH DOOR) o < Emergency -
AND INSTALLED BY 21 mm (34 @ G aonochonodhhn o b con Power
ELECTRICAL TRADE L
L Gl 2 mm e c MAXIMUM BRANCH WIRING DISTANCE FOR 120 V IP-Voice Gateway 250 ROWNTREE DAIRY RD, WOODBRIDGE, ON
ATA
—-‘\_\\ ARMATURES (ON BOTH DOOR) SUPPLIED 0 L2 s e s s 18 s owow 120V 120V TEL: 905-507-0800
———H— BY SECURITY TRADE, INSTALLED BY SYSTEM AT 3% VOLTAGE DROP LT LT < Emergency Emergency WEB: WWW.QUASARCG.COM
ELECTRICAL TRADE. P —— I_ E NURSE STATION Power
SIGNAGE ON EACH SIDE OF (AMPERES) 15 20 30 40 50 60 70 80 100 - IP-TSNS/M
ELECTROMAGNETS | 11 DOOR. REFER TO NOTE 7 WIRE with HANDSET
(ON BOTH DOOR) EMERGENCY /_// FIRE ALARM MANUAL PULL STATION, C/W SIZE MAX. LOAD AT GENERAL NOTES.
SUPPLIED BY EB)\((HI;IURI\IJEL/?LCA};EI\AD DUAL CONTACTOR. REFER TO PLANS AND 80% 12 16 24 32 40 48 56 68 80 Network Switch [ € 1. COORDINATE EXACT REQUIREMENTS
SECURITY TRADE, EGRESS PATH DRAWING FOR PLACEMENT (AMPERES) i ! PRIOR TO TENDER GLOSE. |
INSTALLED BY [ OF MANUAL PULL STATION ON SECURE | S 120v
ELECTRICAL TRADE. u SIDE. NO. 12 _ 24 .4 18.3 _ _ _ _ _ _ _ I " I " I I " I I I I I I " I I_II_"_I_I — g;”v‘jgenc}’ . . ®
0O NO. 10 y 38.1 29.0 19.1 y - - - - - — s
ANNUNCIATOR
NO. 8 - 594 442 305 229 - - - - - ANPD1
NO. 6 y 91.4 70.1 472 35.1 28.2 236 y - -
100 100 mm (@ BY 4" THE HOSPITAL FOR SICK CHILDREN
mm X mm
| 555 UNIVERSITY AVE
DEEP OUTLET BOX TO HOUSE NO. 4 - - 109.7 73.2 54.9 42.7 38.1 32.0 27.4 - TORONTO ONTARIO M5G 1X8
CARD READER SECURE SIDE ACS Floor Controller
100 100 mom (4" BY 4% NO. 2 - - - 1143 853 68.6 57.9 50.3 41.1 35.0
mm X mm (4" "),
\— DEEP OUTLET BOX TO HOUSE \ NO. 1 - - - - 1036  85.3 732 61.0 54.9 43.4 — ]
CARD READER ENTRY SIDE f FINISHED FLOOR DOOR FRAME N )
NO. 1/0 - - - - 1280 1029 853 732 64.0 48.8 N i { & PROJECT NAME
ETHIETH2 IPnet1 IPnet2 DD
DETAIL NOTES: MAGLOCK DEVICE EMERGENCY SEQUENCE OF OPERATION: NO. 2/0 - - - - - 1219 | 1006 | 869 | 747 | 609 — IP-CCT 2 - o C 7A SCHEDULE
O Facllity Lan — s&
1. ALL CONDUITS MINIMUM 21 mm (3/4") UNLESS NOTED REF 2012 OBC 3.4.6.16(4): NO. 3/0 - - - - - - 1181 1021 | 884 | 7041 LD o 1 BEDS REFRESH
OTHERWISE. PROVIDE PULL STRINGS IN ALL CONDUITS FOR & & ¢
SECURITY CONTRACTOR. b. MAGLOCKS TO RELEASE IMMEDIATELY UPON ACTIVATION OF NO. 4/0 - - - - - - - 1204 1029  83.8 IP-ODL-4RGB IP-CPG/P IP-TALKTWO IP-CPS-PC
THE ALARM SIGNAL FROM THE FIRE ALARM SYSTEM.
2. CONFIRM EXACT REQUIREMENTS WITH SECURITY c. THE LOCKING DEVICE RELEASES IMMEDIATELY UPON LOSS OF 250 MCM - - - - - - - - 1143 914
CONTRACTOR PRIOR TO START OF ROUGH-IN INSTALLATION. POWER TO THE FIRE ALARM CONTROL PANEL, OR LOSS OF SHEET TITLE
POWER CONTROLLING THE ELECTROMAGNETIC LOCKING 300 MCM - - - - - - - - - 103.6 120
3. OUTLET BOXES AND CONDUIT ROUGH-INS FOR ACCESS MECHANISM AND ITS AUXILIARY CONTROLS (— Emergency ELECTRICAL DETAILS |
CONTROL DEVICES TO BE PROVIDED BY ELECTRICAL TRADE. d. THE LOCKING DEVICE RELEASES IMMEDIATELY UPON NOTE: DISTANCES INDICATED IN METRES FROM PANEL TO LOAD FOR SINGLE PHASE. Power TYPICAL TACERA SYSTEM WIRING CABLE LEGEND
ACTUATION OF A MANUALLY OPERATED SWITCH EASILY 24V Power Supply 16/2 AWG
4. ALL EXPOSED DEVICES OR WIRES TO BE MOUNTED INSIDE ACCESSIBLE ONLY TO AUTHORIZED PERSONNEL AND LOCATED CAT5
SECURE AREA. NEAR THE MAIN ENTRANCE OF THE BUILDING. CAT6
e. THE LOCKING DEVICE RELEASES IMMEDIATELY UPON A FAULT
5. PROVIDE EMERGENCY LIGHTS ON BOTH SIDES OF DOOR BEING DETECTED IN THE ELECTRICAL CIRCUIT BETWEEN THE
WITH ELECTROMAGNETIC LOCKS (REF 2012 OBC FIRE ALARM CONTROL PANEL AND THE CONTROLLER OF THE
3.4.6.16(4)(k)). LOCKING DEVICE.
f.  THE LOCKING DEVICE RELEASES IMMEDIATELY UPON THE
6. METRIC DIMENSIONS GOVERN. OPERATION OF A MANUAL PULL STATION FOR THE FIRE ALARM
SYSTEM LOCATED ON THE WALL NOT MORE THAN 600 MM
7. PROVIDE A LEGIBLE SIGN PERMANENTLY MOUNTED ON EACH FROM THE DOOR.
SIDE OF THE DOOR HAVING THE WORDS "EMERGENCY EXIT i. UPON RELEASE, THE LOCKING DEVICE MUST BE RESET SoALE ——
UNLOCKED BY FIRE ALARM". (2012 OBC 3.4.6.16(4)(g)). MANUALLY BY THE ACTUATION OF THE MANUALLY OPERATED
SWITCH.
i THE OPERATION OF ANY BYPASS SWITCH, WHERE PROVIDED DRAWN BY CHECKED BY
FOR TESTING OF THE FIRE ALARM SYSTEM, CAUSES AN op M
AUDIBLE SIGNAL AND A VISUAL SIGNAL TO BE INDICATED AT ol M-
THE FIRE ALARM ANNUNCIATOR PANEL AND AT THE PROJECT NO. RFQ# SICKKIDS AR NO.
MONITORING STATION. HC-23-106
DRAWING NO.

,  DOUBLE DOOR MAGLOCK ACCESS CONTROL ROUGH-IN @ MAX BRANCH WIRING DISTANCE FOR 120 V SYSTEM AT 3 PER CENT VOLTAGE DROP TACERA NURSE CALL TYPICAL SYSTEM RISER ED 07 AT 01

SCALE: N.T.S. SCALE: N.T.S. 1 SCALE: N.T.S.
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26 06 20.16 - ELECTRICAL PANELBOARD SCHEDULE

26 06 20.16 - ELECTRICAL PANELBOARD SCHEDULE

26 06 20.16 - ELECTRICAL PANELBOARD SCHEDULE

EXISTING PANEL ID: EP-7TEA-WEST VOLTS: 120/208V LOCATION: AS SHOWN

MAIN BUS: EXISTING PHASE: 3 FED FROM: DP-EM5

MAIN BREAKER: EXISTING WIRE: 4 FEEDER ENTRY AT: EXISTING

TYPE: FEDERAL PIONEER MOUNTING: RECESSED FEEDER: EXISTING

ENCLOSURE RATING:

EXISTING PANEL ID: LP-7B VOLTS: 120/208V LOCATION: AS SHOWN

MAIN BUS: EXISTING PHASE: 3 FED FROM: DP-4A

MAIN BREAKER: EXISTING WIRE: 4 FEEDER ENTRY AT: EXISTING

TYPE: FEDERAL PIONEER MOUNTING: RECESSED FEEDER: EXISTING

ENCLOSURE RATING:
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ENCLOSURE RATING:
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/A SCHEDULE
1 BEDS REFRESH

INTERRUPTING CAPACITY: EXISTING EXISTING REMARKS: INTERRUPTING CAPACITY: EXISTING EXISTING REMARKS: INTERRUPTING CAPACITY: EXISTING EXISTING REMARKS:
ﬁg DESCRIPTION WATTACE BRKR @ BEK WATTACE DESCRIPTION ﬁg ﬁ'g DESCRIPTION WATTAGE BRKR @ BEK WATTAGE DESCRIPTION ﬁ'g ﬁg DESCRIPTION WATTACE BEK o BEK WATTACE DESCRIPTION ﬁg
oA OB @C @A @B @C GA OB @C GA OB @C oA OB @C GA OB @C
1 o - - A o - - 2 1 o - - A o - - 2 43 o - - A o - - 44
3 -0 - B -0 - 4 3 -0 - B -0 - 4 45 -0 - B -0 - 46
5 - - 0 c - - 0 6 5 - - 0 c - - 0 6 47 - - 0 c - - 0 48
7 o - - A o - - 8 7 o - - A o - - 8 49 o - - A o - - 50
9 -0 - B -0 - 10 9 -0 - B -0 - 10 51 -0 - B -0 - 52
11 - - 0 c - - 0 12 11 - -0 c - -0 12 53 - - 0 c - -0 54
13 0 - - A 0 - - 14 ELECTRICAL 15A-1P 55 0 - - A 0 - - 56

13 ROLLERRM7A28& 0 - - N A o - - 14
15 -0 - B -0 - 16 7A29 57 -0 - B .0 - 58
17 - - 0 c - - 0 18 1 R 8 1Y 10 59 - - 0 c - - 0 60
19 o - - A o - - 20 1 o R c o R 8 61 o - - A o - - 62
21 -0 - B -0 - 22 19 S A L 20 63 -0 - B -0 - 64
23 - - 0 c - - 0 24 21 N 8 1Y 22 65 - - 0 c - - 0 66
25 o - - A o - - 26 2 o c o 24 67 o - - A o - - 68
25 0 - - A 0 - - 26
27 MEC: v?/g"#gs oL - 0 - 15(/?\1')1 P - 0 - 28 69 i 0 i B i 0 i 70
SHUTOFF 27 -0 - B -0 - 28
71 - - 0 C - - 0 72
29 siggs: P 128, - o 15(/?\1')1'3 c - -0 30 29 - -0 c - -0 30 . . N A s
31 o - - A o - - 32 3 O - |- A ° - %2 75 -0 - B -0 - 76
33 -0 - B - 0 - 34 % 1Y 8 i I 34 77 - - 0 c - -0 78
35 - - 0 c - - 0 36 % o c o % 79 o - - A o - - 80
37 o - - A o - - 38 3 N A ° - %8 81 -0 - B -0 - 82
39 -0 - B -0 - 40 39 HEa B 1 40 83 - - 0 c - - 0 84
41 - -0 c - -0 42 41 - -0 c - -0 42

TOTAL GA: W, TOTAL @B: W, TOTAL 9C: w
NOTES:

* - PROVIDE LOCKABLE BREAKER

** - PROVIDE GFI TYPE BREAKER

*** - COORDINATE EXACT BREAKER SIZE WITH EQUIPMENT SHOP DRAWINGS
R - RECEPTACLE

L - LIGHTING

N - NEW BREAKER

CIRCUIT NUMBERS ARE GIVEN FOR GROUPING ONLY. SITE VERIFY AVAILABLE CIRCUIT BREAKER SPACES IN
PANELS DURING TENDER WALKTHROUGH.
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