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GENERAL NOTES
THE LOCATION OF PROPERTY LINES, ELEVATIONS AND
FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A
DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER
CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS
CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,
LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN
EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON
SITE AND REPORTED TO THE CONSULTING LANDSCAPE
ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON
THE SUITABILITY OF THE PROPOSED DEVELOPMENT.

CONSTRUCTION MUST CONFORM TO ALL CODES AND
REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.

REVISIONS

 NO.    DATE                  NOTES                              
   01    2024-02-16     BUILDING PERMIT                            
   02    2024-11-01     PROGRESS ISSUANCE                            
   03    2024-11-15     BUILDING PERMIT                            
   04    2025-01-31     ISSUED FOR BID                            

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE
LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE
DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY
REQUIRE FURTHER CONSTRUCTION DETAILING AND
COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN
SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION
COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO
CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS
ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE
ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF
THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS
NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM
UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE
SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS
CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND
CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT
DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE
LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

Landscape Architects & Consulting Arborists
230 Westney Road S Unit 308, Ajax, ON  L1S 7J5
O: (905) 839-5599  \\  Email: info@hkla.ca  \\  Web: www.hkla.ca
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REMOVALS PLAN

EXISTING CONCRETE PAVING AND
SUBGRADE TO BE SAW CUT AND
REMOVED

EXISTING STAIRS, LANDING,
RAMP, AND SUBGRADE TO BE
REMOVED

EXISTING FIRE HYDRANT TO
REMAIN AND BE PROTECTED
THROUGHOUT THE
CONSTRUCTION

EXISTING UNDERSIZED TREE TO
BE REMOVED

EXISTING NO STANDING SIGN
TO REMAIN

HANDWELL TO REMAIN

EXISTING PLANTER BOX AND
FOUNDATION TO BE REMOVED

EXISTING BIKE RINGS TO
REMAIN

8 QTY. OF BIKE RINGS TO BE
RELOCATED,  REFER TO THE
SITE PLAN (A003) FOR NEW
LOCATION

LEGEND

AREAS OF REMOVAL

ALL GRADING WORK AND SOIL
REMOVAL IS TO BE IN
ACCORDANCE WITH ONTARIO
ON-SITE AND EXCESS SOIL
MANAGEMENT REGULATION
406/19

NOTE:

EXISTING TREE TO BE REMOVED

EXISTING UNIT PAVERS TO BE
REMOVED AND REINSTALLED

EXISTING UNIT PAVERS AND
SUBGRADE TO BE REMOVED

EXISTING UNIT PAVERS TO BE
REMOVED AND REINSTALLED

AREAS OF STAIRS, LANDING, AND RAMP REMOVAL

CONTRACTOR TO PROTECT
EXISTING BUILDING FACADE
DURING DEMOLITION WORKS.
REFER TO HERITAGE DRAWINGS
H-01 TO H-03.
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Accessible
SYMBOL DESCRIPTION QTY DETAIL

Tactile Walking Surface 3.4 m² 10/L-D1

Concrete Paving
SYMBOL DESCRIPTION QTY DETAIL

Concrete Paving 42.0 m² 5/L-D1

Unit Paving
SYMBOL DESCRIPTION QTY DETAIL

Techo-Bloc,Blu 60 slabs 46.1 m² 4/L-D1

Aggregate/Stone Surfacing
SYMBOL DESCRIPTION QTY DETAIL

6mm Crushed Stone 7.0 m² 6/L-D1

REFERENCE NOTES SCHEDULE

L-L1

KF 31-OCTOBER-2023
1:25FL

LANDSCAPE PLAN

1
L-D1

DECIDUOUS TREE
PLANTING

2
L-D1

SHRUB PLANTING

3
L-D1

CONCRETE SEATING
WALL

5
L-D1

CONCRETE
SIDEWALK JOINT

(9)
2gal

RIB ALP

(63)
1gal

PAN SW2

(9)
1gal

EUP ASC
(8)

1gal
HOS RSD

CODE QTY BOTANICAL NAME COMMON NAME SIZE CONT
REMARK
S

TREES
CAR OVA 1 Carya ovata Shagbark Hickory 70mm Cal. DT/N

SHRUBS
EUP ASC 9 Euphorbia x martinii 'Ascot Rainbow' Ascot Rainbow Euphorbia 1gal Potted
HOS RSD 8 Hosta x 'Raspberry Sundae' Raspberry Sundae Hosta 1gal Potted
PAN SW2 63 Panicum virgatum Switch Grass 1gal Potted DT/N
RIB ALP 9 Ribes alpinum Alpine Currant 2gal Potted DT

PLANT SCHEDULE

PLANTER SOIL MIX (TYP):

SOIL COMPOSITION: A SANDY LOAM TEXTURE PROFILE (50-60% SAND,
20-40% SILT, AND 6-10% CLAY), 2-5% ORGANIC MATTER BY DRY
WEIGHT, AND A MAXIMUM PH OF 7.5.

NOTE:

10
L-D1

7
L-D1

ALUMINUM PLANTER
6

L-D1
PLANTER & 6MM

CRUSHED STONE
CONCRETE RETAINING WALL, REFER
TO STRUCTURAL DRAWINGS, S730

6MM SAW-CUTS

TRENCH DRAIN OUTLET, SOLID
110MM DIA PIPE TO SUB

GRADE DRY BASIN

NEW WATER CONNECTION TO BE
CONTROLLED BY THE EXISTING IRRIGATION
TIMER SYSTEM. 100MM DIA PVC PIPE
CONDUIT UNDER RAMP WITH STANDPIPES IN
EACH PLANTER AGAINST WALL FOR FUTURE
IRRIGATION.

O 100MM PIPE

8
L-D1

STAIRS AND
HANDRAIL SECTION

9
L-D1

RECESSED STEP
LIGHT

4
L-D1

PAVING, TECHO
BLOC, BLU 60MM

11
L-D1

STEP OVERLAY
SYSTEM, TECHO
BLOC, VENETIAN

45MM

15
L-D1

TRENCH DRAIN WITH
O 110 PIPE

14
L-D1

TRENCH DRAIN
12

L-D1
STREETLIFE - WOOD

TOP SYSTEM

NEW LIGHTING SCONCE
TO REPLACE EXISTING,
REFER TO ELECTRICAL
DRAWINGS

NEW LIGHTING SCONCE
TO REPLACE EXISTING,
REFER TO ELECTRICAL
DRAWINGS

POST-MOUNTED ADO

REMOVE AND REINSTALL BRICK PAVERS

REMOVE AND REINSTALL BRICK PAVERS

EXISTING FH

EXISTING HANDWELL

EXISTING SIGN

TRENCH DRAIN OUTLET,
SOLID 110MM DIA PIPE TO
SUB GRADE DRY BASIN

NEW GARBAGE BIN LOCATION, MOUNTED
OVER 150MM CONCRETE PAD

EXISTING BIKE RINGS
(8 QTY) TO BE
RELOCATED

TACTILE WALKING
STRIP

17
L-D1

NATURAL CONCRETE
PAD W/ MESH

EXISTING BIKE RINGS
TO BE RETAINED

16
L-D1

BIKE RACK
INSTALLATION

REFER TO CIVIL DRAWINGS (C2.1) FOR GRADING INFORMATION.

NOTE:

1



BIKE RACK INSTALLATION
N.T.S.

90
0

CRUSHER RUN
COMPACT TO 95% SPD

CONCRETE PIER
300mm WIDE SONO TUBE

ADJACENT SURFACE
AS PER PLAN

COMPACTED SUB SOIL

NOTE:
ALL GIVEN DIMENSIONS ARE IN
MILLIMETERS.

SET BIKE RACK IN WET CEMENT
ENSURING THAT IT IS SUPPORTED
IN A PLUMB POSITION AS CEMENT
HARDENS.

REPRESENTS GRADE

P-CO-3-13
16CUSTOMIZED WOOD SEATING BOARD MOUNTED ON CONCRETE.  STREETLIFE - WOOD TOP SYSTEM

N.T.S
12

P-CO-3-12

CONCRETE TACTILE WALKING SURFACE10

WARMUP, SNOW MELTING MATS13

SUB GRADE DRY BASIN, CLEAR
STONE

WOODCHIP MULCH TAPERED TO
GROUND LEVEL AT THE TRUNK

NEW CONCRETE SIDE WALK ON COMPACTED
AGGREGATE TO MATCH THE EXISTING PAVING

EXISTING
CONCRETE PAVING

SOIL VOLUME 33.6 M3

CONCRETE RETAINING WALL

CONCRETE SEATING WALL
N.T.S

ROOT BARRIER

PAVING, TECHO
BLOC, BLUE 60MM

SEALANT

BITUMINOUS FELT
EXPANSION JOINT

STREETLIFE - WOOD TOP SYSTEM MOUNTED
ON CONCRETE WALL

SLOPED CONCRETE WALL

SNOW MELTING
MATS, REFER TO
ELECTRICAL
DRAWINGS

RECESSED STEP
LIGHT, VISTA 1503
BORDER, REFER TO
ELECTRICAL
DRAWINGS

CONCRETE RETAINING WALL, REFER
TO STRUCTURAL DRAWINGS

CONCRETE SLAB,
REFER TO
STRUCTURAL
DRAWINGS

CONCRETE

3
4 CRUSHER RUN LIMESTONE

COMPACTED TO 98% SPD IN 50MM LIFTS
COMPACTED SUBGRADE

TO 95% SPD

3
P-CO-3-07

7

DECIDUOUS TREE PLANTING
CITY OF TORONTO

1

ROOT BARRIER18

12MM NEW BITUMINOUS FELT
EXPANSION JOINT C/W SEALANT

EXISTING SIDEWALK PAVER TO REMAIN

NEW SIDEWALK PAVER ON
COMPACTED AGGREGATE TO
MATCH EXIST.

CONCRETE SIDEWALK JOINT
N.T.S

ALIGN

SAWCUT CONTRACTION
JOINT TO MATCH EXIST.

5
P-CO-3-08

PLANTER & 6MM CRUSHED STONE 
N.T.S

6MM CRUSHED STONE

CONCRETE RETAINING
WALL

3
4 CRUSHER RUN LIME

STONE COMPACTED TO
98% SPD.

COMPACTED SUBGRADE

PUREMODERN ALUMINUM
PLANTER

SOIL VOLUME: 8.8 M3

WOODCHIP MULCH TAPERED TO
GROUND LEVEL AT THE STEM

EXISTING WEEPING TILE
TO BE RETAINED

6
P-CO-3-01
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KF 31-OCTOBER-2023
AS SHOWNFL

DETAIL PLAN

PREPARATION OF BED: EXCAVATE
SHRUB BED TO SIZE OUTLINED
ON DRAWING, MINIMUM 500mm
DEPTH.

WATER WELL UPON COMPLETION
ALL TWINE AND BURLAP
MUST BE BIO-DEGRADABLE

PRUNE TO REMOVE DAMAGED AND
BROKEN BRANCHES. DO NOT REMOVE

UNDISTURBED SOIL
PLACE ROOTBALL ON

ALL DIMENSIONS ARE IN MILLIMETRES
NOTE:

LEADER.

SHRUB PLANTING

SOAK BACKFILLED AREA TO ENSURE
FULL CONTACT BETWEEN ROOTBALL
AND BACKFILL.
CUT AND REMOVE ALL WIRE, ROPE, BURLAP
AND TWINE FROM THE TOP 1/2 OF ROOTBALL AS
REQUIRED

BED SHALL BEAR SAME RELATION TO PREVIOUS
EXISTING GRADE. PLANT 50-100mm ABOVE
DESIRED GRADE TO ALLOW FOR SETTLING.

FORM A SOIL SAUCER 125mm IN DEPTH AND FILL
WITH WATER. SOON AFTER WATER HAS BEEN
ABSORBED COVER WITH APPROX. 100mm OF
WOODCHIP MULCH TAPERED TO GROUND LEVEL
AT THE STEM.

BACKFILL WITH PARENT SOIL IN 150mm
LIFTS, TAMPED TO PREVENT AIR POCKETS

ADD SANDY LOAM SOIL IF REQUIRED.
TOPSOIL TO CONSIST OF:
50-60% SAND
20-40% SILT
6-10% CLAY
2-5% ORGANIC
7.5 pH OR LESS

CITY OF TORONTO2

MORTAR

SNOW MELTING
MATS, REFER
TO ELECTRICAL
DRAWINGS

SLOPE

TRENCH DRAIN
PROFILE

STAIRS AND HANDRAIL SECTION
N.T.S

NEW CONCRETE SIDE WALK ON COMPACTED
AGGREGATE TO MATCH THE EXISTING PAVING

SAW
CUTS

CONCRETE FOUNDATION, SEE
STRUCTURAL DRAWINGS

WELDED BRASS HANDRAIL 13x50MM PROVIDE
P.ENG STAMPED SHOP DRAWINGS

SNOW MELTING MET, REFER
TO ELECTRICAL DRAWINGS

TECHO BLOC, VENETIAN
CAP

PAVING, TECHO BLOC,
BLU 60MM

TECHO BLOC, SAWN
VENETIAN RISER

COLORED CONTRASTING STRIP
ON THE HORIZONTAL SURFACE
OF THE STAIR NOSING, COVERING
THE SAW CUTS

8
P-CO-3-04

RECESSED STEP LIGHT
1:20

CONDUIT

PROVIDE NOTCH IN CONCRETE
DURING POUR TO
ACCOMMODATE LIGHT
FIXTURE HOUSING, REFER TO
ELECTRICAL DRAWINGS

LIGHT FIXTURE - VISA 1503

9
P-CO-3-05

PAVING, TECHO BLOC, BLU 60MM4

STEP OVERLAY SYSTEM, TECHO BLOC, VENETIAN 45MM11

TRENCH DRAIN 14 TRENCH DRAIN WITH O 110 PIPE 
N.T.S

TRENCH DRAIN

O 110 DRAINAGE PIPE

CONCRETE RETAINING WALL

SOIL

BEDDING LAYER

SUB GRADE DRY BASIN

CONCRETE ENCASEMENT

P-CO-3-10
15 NATURAL CONCRETE PAD W/ MESH

CONTINUOUS CONCRETE PAVING

WITH OPTIONAL DRAIN17

5
L/D1

17
L/D1SEE

18
L/D1SEE

SEE CIVIL DRAWINGS FOR
SPECIFICATION

12
L/D1SEE

9
L/D1SEE

4
L/D1SEE

13
L/D1SEE 17

L/D1
SEE FOR SPECIFICATION

SEE

13
L/D1SEE

14
L/D1SEE

4
L/D1SEE

11
L/D1SEE

13
L/D1SEE

5
L/D1

17
L/D1

8300 1200 900
MM

1


