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Civil Questions:

Question 18: Please provide concrete toe wall detail.

TYPE 1l TYPE 1l

NOTES:

1 Walls shall be founded on undisturbed soil having @ minimum bearing copacity at ultimote

limit stotes of 200kPa for Type | and 300kPa for Type Il and Type Il

2 Excovation for toe wolls sholl be backfilled with free draining granulor material.

3 10mm preformed joint filler, Type A, non—extruding ond resilient bituminous type
as specified

4 Cold applied rubber asphalt joint sealing compound

S Where specified, wall droins shall be instolled os per OPSD 3190.100.

6 150mm dia perforoted pipe subdrain wrapped in geotextile.

PLAN OF
JOINT DETAIL
IN CONCRETE TOE WALLS
AT 3.0m SPACING

A Mo height of slope above top of wall is 4m.
8 Concrete for toe walls shall be 30MPa
C Al dimensions are in millimetres unless otherwise shown
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RETAINING :

CONCRETE TOE WALL OPSD 3120.1

675 Queen Street South
Suite 111, Kitchener, ON
Canada N2M 1A1

T 519.576.2150
F 519.576.5499



Question 22: Please provide detail for pup CB203

Due to the shallow invert, a standard catchbasin may not be able to accommodate a normal frame and grate.

If not, we would suggest a “PUP” Catchbasin which has an inset frame and grate.
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