
~~

G

G

G

G
G

G

G

PRV

PRV

+/-5682

+/
-7

28
0

+/
-6

15
5

+/-2550

+/-1800+/-1802 +/-13900
GUARD RAIL

+/-6005

+/
-1

08
00

+/
-4

00
0

PR
OT

EC
TI

ON
 G

UA
RD

+/-5200

17
50

0
GU

AR
D 

RA
IL

15
20

0
GU

AR
D 

RA
IL

+/-1430

+/-3623

+/-3307

+/-5134

+/-1150

+/
-2

45
0

CE

0.8

B A1

1

C1 B1

2

3

4

DF

0.7

G A2

0.9

0.6

0.5

A

~~G

G
G

G
G

G
G

G

G G G G G G G G G G G G G G G G G G G G

G G G G G G G G G

G
G

G
G

G
G

G
G

G
G

G
G

G

G

50
Ø

G

G
G

G G

G
G

G G G G

G

G
G

PRV

PRV

PRV

PRV

+/-805+/
-8

07

PREFABRICATED  GALVANIZED STEEL  CURB SIZED TO
SUIT EQUIPMENT & OPENING c/w MINERAL WOOL
INSULATION  (REFER TO MECHANICAL FOR
PREFABRICATED CURB)

MECHANICAL EQUIPMENT
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EXISTING METAL ROOF

STEEL CHANNEL OR BEAM, REFER TO STRUCTURAL

FASTEN PREMANUFACTURED  CURB ONTO
WOOD BLOCKING

EDGE OF DUCT

FILL VOID WITH MINERAL WOOL
BATT INSULATION

LOOP VAPOUR RETARDER TO DUCT AND UP
AND OVER WOOD BLOCKING

FASTEN WOOD BLOCKING TO STEEL FRAMING

FASTEN EXISTING METAL ROOF TAB THROUGH
PREFABRICATED CURB TAB AND EXISTING METAL LINER

CONTINUOUS SEALANT

PROVIDE ADDITIONAL BLOCKING OR SPACERS
AS REQUIRED SO MECHANICAL EQUIPMENTS
SITS ON CURB COMPLETELY LEVEL AS PER
MANUFACTURERS RECOMMENDATIONS COUNTER FLASHING ON CURB, FASTEN FLASHING TO

NAILER STRIP

METAL CLOSURE FLASHING, FASTEN TO EXISTING
ROOFING LINER PANEL, COMPLETE WITH SEAL

LAP MEMBRANE ONTO WOOD BLOCKING EDGING

FILL OPENING ALL FOUR SIDES WITH SPRAY
FOAM INSULATION

GASKET, BY EQUIPMENT SUPPLIER

CONTINUOUS SEAL

BEYOND DUCT, INFILL REMAINDER OF CURB
INTERIOR  WITH MINERAL WOOL INSULATION
AND METAL ROOF LINER PANEL EQ

UA
L

EQ
UA

L

REMOVED METAL ROOFING TO
ACCOMMODATE NEW DUCT WORK EXISTING

METAL ROOF

PREFABRICATED RUBBER
FLASHING WITH
REINFORCED RING

SEALANT

CONTINUOUS
SEALANT

CUT OPENING IN
ROOF TO SUIT SIZE
OF PLUMBING VENT

FASTENERS

CONTINUOUS
SEALANT AROUND
VENT PIPE

PLUMBING VENT

PROFILE OF SEALANT
AND RUBBER BOOT
WRAPPING PROFILE OF
METAL ROOF

CONTINUOUS  SEALANT
AROUND VENT PIPE

LOCATION OF VENTS NOT
SHOWN ON ROOF PLAN.
REFER TO MECHANICAL FOR
REQUIREMENTS

EXISTING INSULATED
METAL ROOF SYSTEM

EXISTING PURLIN

REMOVE ALL METAL  FAN
SUPPORTS

REMOVE EXISTING
ASSOCIATED
DUCTWORK, REFER
TO MECHANICAL

REMOVE CLOSURE
FLASHING AROUND
DUCT

METAL CLOSURE
PIECE FASTEN TO
EXISTING PURLINS

INSULATED  METAL ROOF SYSTEM
INFILL PANEL TYPICAL AT ALL
OPENINGS

CAULKING

D A2BC1 B1EFG A A1

CE B A1C1 B1DFG A2A

3

2

0.8

0.7

1

4

0.9

0.5

0.6

1:100

ARCHITECTURAL

ROOF PLAN - NEW WORK
& DETAILS

A.D.

H.A. / I.B.

G.M.

A.D. / G.M.

X.X.

J.C.

X.X.

X.X.

L-B147-9618-307

# 

XX | XX

X.X.

GENERAL NOTES:

1. CONTRACTOR TO COORDINATE LOCATION OF ALL NEW ROOF OPENINGS TO CLEAR ALL
EXISTING STRUCTURAL, MECHANICAL AND ELECTRICAL SYSTEMS.

2. REFER TO DETAIL 4/307 FOR TYPICAL FLASHING DETAIL AT PIPE VENT. REFER TO MECHANICAL
DOCUMENTS FOR SCOPE OF WORK.

ROOFING  NOTES

1. EXISTING MAKE-UP AIR UNIT, REFER TO MECHANICAL.
2. EXISTING EXHAUST FAN , REFER TO MECHANICAL.
3. PROVIDE NEW INSULATED METAL ROOF FILLER PANEL AT EXISTING ROOF OPENING AND

METAL LINER PANEL AT CEILING LEVEL  AFTER REMOVAL OF EXHAUST FAN DUCT. FASTEN
METAL ROOF LINER PANEL AND OVERLAP ONTO EXISTING LINER BY 300mm,  PROVIDE
CONTINUOUS SEALANT ALL AROUND PANEL. REFER TO DETAIL 3/307.

4. NOT IN USE
5. EXISTING ROOF ACCESS HATCH.
6. EXISTING HORIZONTAL ROOF WIRE CABLES BELOW.
7. NEW 800mm WIDE SERVICE WALKWAY SYSTEM, CLAMPED TO EXISTING METAL STANDING SEAM

ROOF. REFER TO SPECIFICATIONS.
8. NEW PREFABRICATED CURB TO SUPPORT MAKE UP AIR UNIT OR EXHAUST FAN. METAL

CRICKET AT ALL NEW EQUIPMENT PENETRATIONS. SEAL ALL JOINTS.
9. INFILL REMAINDER OF INSIDE OF CURB WITH MINERAL WOOL INSULATION AND METAL ROOFING

PANEL.
10. APPROXIMATE LOCATION OF EXISTING STRUCTURE BELOW (TYP.)
11. 1070mm HIGH PRE-MANUFACTURED GUARD RAIL SYSTEM, CLAMPED TO EXISTING METAL

STANDING SEAM ROOF. REFER TO SPECIFICATIONS.
12. EXISTING STRUCTURAL SUPPORT FRAMING FOR THE REMOVED MECHANICAL UNIT IS TO

REMAIN, REMOVE ANY DEBRIS/CAULKING/GASKETS FROM THE SUPPORT FRAME.
13. REPAIR OPENING AT REMOVED DUCT PENETRATION THROUGH ROOF. REFER TO DETAIL 3/307

SIMILAR.
14. NEW GAS LINE AND PIPE SUPPORTS. CONTRACTOR TO COORDINATE (LOCATION, TYPE AND

LAYOUT) ALL ROOF TOP PIPING SUPPORTS WITH ALL EXISTING AND NEW ROOFTOP ELEMENTS.
REFER TO MECHANICAL DRAWINGS AND SPECS FOR FURTHER DETAILS/INFORMATION

15. PROVIDE SMOOTH & LEVELED TRANSITION AT NEW / EXISTING WALKWAY CONNECTION.
16. EXISTING WALKWAY TO REMAIN.
17. NOT IN USE.
18. VENT PIPE THROUGH METAL ROOF.

ROOF LEGEND

1.                EXISTING EQUIPMENT/CURBS/WALKWAYS/OPENINGS. REFER TO NOTES FOR SCOPE
                     AND IDENTIFICATION.

2.                ROOF PANELS

3.                STRUCTURAL JOIST BELOW

SCALE:
ROOF PLAN - NEW WORK
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SCALE:
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This design is an instrument of service and is protected by copyright, copyright for the consultant's
instrument of service belongs to the consultant.  Copies including electronic copies, may only be used
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not be offered for sale or transfer without the express written consent of the consultant.
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