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GENERAL NOTES:
1. CONTRACTOR TO COORDINATE LOCATION OF ALL NEW ROOF OPENINGS TO CLEAR ALL LEVEL OF SECURITY | NIVEAU DE SECURITE
_ . EXISTING STRUCTURAL, MECHANICAL AND ELECTRICAL SYSTEMS. UNCLASS I NON CLASSIFIE
I I I I | I = \I I 2. REFER TO DETAIL 4/307 FOR TYPICAL FLASHING DETAIL AT PIPE VENT. REFER TO MECHANICAL This design is an instrument of service and is protected by copyright, copyright for the consultant's
| | | | : | ! | DOCUMENTS FOR SCOPE OF WORK. instrument of service belongs to the consultant. Copies including electronic copies, may only be used
. . . . I . | : for the purpose intended and for a one-time use, on the same site, and for the same project and may
I I I I +/-1802 I ; I +/-13900 not be offered for sale or transfer without the express written consent of the consultant.
g y T
! l l l I l | l GUARD RAIL w Cette conception est un instrument de service protégé par le droit d'auteur. Le droit d'auteur sur
''''''''''' 25 ey I t —d . | s l'instrument de service de I'expert-conseil appartient a ce dernier. Les exemplaires de ce dessin,
i | | | - T | e 1. EXISTING MAKE-UP AIR UNIT, REFER TO MECHANICAL. y compris les exemplaires électroniques, ne peuvent servir qu'aux fins prévues, et ce, qu'une fois,
. . . . | \'/ 4 2. EXISTING EXHAUST FAN . REFER TO MECHANICAL. sur le méme chantier et pour le méme projet. lls ne peuvent étre offerts en vente ni transférés sans
! ! ! ! i ! SLOPE - " 3. PROVIDE NEW INSULATED METAL ROOF FILLER PANEL AT EXISTING ROOF OPENING AND 'e consentement écrit exprés de fexpert-conseil.
I I I I | : I METAL LINER PANEL AT CEILING LEVEL AFTER REMOVAL OF EXHAUST FAN DUCT. FASTEN
I I I I - l I METAL ROOF LINER PANEL AND OVERLAP ONTO EXISTING LINER BY 300mm, PROVIDE
| | | I | ‘. NTINUOUS-SEALANT ALL AROUND PANEL. REFER TO DETAIL 3/307.
I I I I : I N _
: : : : : : 5, EXISTING ROOFACCESS HATCH,
! ! ! v ! B —-vm N . EXISTING HORIZONTAL ROOF WIRE CABLES BELOW.
| | | | I | 7. NEW 800mm WIDE SERVICE WALKWAY SYSTEM, CLAMPED TO EXISTING METAL STANDING SEAM A R ( : H I T E ( : T U R E 49
I I I I L] RQOF_REEER TQ SREGIEICATION
I I I I | I 8. NEW PREFABRICATED CURB TO SUPPORT MAKE UP AIR UNIT OR EXHAUST FAN. METAL
. : : | . . . CRICKET AT ALL NEW EQUIPMENT PENETRATIONS. SEAL ALL JOINTS.
@ I I I I : I ! @ 9. INFILL REMAINDER OF INSIDE OF CURB WITH MINERAL WOOL INSULATION AND METAL ROOFING
''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' T : R PANEL.
10. APPROXIMATE LOCATION OF EXISTING STRUCTURE BELOW (TYP.)
079 HIGH PRE-MANUFACTURED-GUARD RA {STEM AMPEDTO NG WVETA

STANDING SEAM ROOF. REFER TO SPECIFICATIONS.

12. EXISTING STRUCTURAL SUPPORT FRAMING FOR THE REMOVED MECHANICAL UNIT IS TO
REMAIN, REMOVE ANY DEBRIS/CAULKING/GASKETS FROM THE SUPPORT FRAME.

13. REPAIR OPENING AT REMOVED DUCT PENETRATION THROUGH ROOF. REFER TO DETAIL 3/307

SIMILAR.
14. NEW GAS LINE AND PIPE SUPPORTS. CONTRACTOR TO COORDINATE (LOCATION, TYPE AND
! LAYOUT) ALL ROOF TOP PIPING SUPPORTS WITH ALL EXISTING AND NEW ROOFTOP ELEMENTS.
: REFER TO MECHANICAL DRAWINGS AND SPECS FOR FURTHER DETAILS/INFORMATION
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15. PROVIDE SMOOTH & LEVELED TRANSITION AT NEW / EXISTING WALKWAY CONNECTION.

ROOF LEGEND
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1. EXISTING EQUIPMENT/CURBS/WALKWAYS/OPENINGS. REFER TO NOTES FOR SCOPE
AND IDENTIFICATION.

2. ROOF PANELS

HANGAR STREET
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i 16. EXISTING WALKWAY TO REMAIN.
| 17. NOT IN USE,
| 18. VENT PIPE THROUGH METAL ROOF,
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