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FI R E  S E P A R A T I O N S
NO TE S

LI F E  S AF E T Y  LE G E N D :

1. FIRE SEPARATIONS AND NON-RATED SMOKE SEALS SHALL
CONTINUE FROM FLOOR SLAB TO UNDERSIDE OF STRUCTURE
ABOVE. WHERE EXISTING SERVICES INTERFERE WITH
PARTITIONS REACHING THE UNDERSIDE OF STRUCTURE, GC TO
PROVIDE ADEQUATE FIRESTOPPING AND/OR SMOKE SEAL AS
INDICATED. REFER TO SPECIFICATIONS FOR PROCEDURES.

2. OPENINGS IMPRACTICAL TO BE FIRESTOPPED WITH CAULKING
CAN BE FIRST REDUCED IN SIZE WITH FIRE RATED GYPSUM
BOARD INSTALLED BY AN APPROVED ULC METHOD AND THEN
FIRESTOPPING CAULKING CAN BE APPLIED.

3. CONTRACTOR SHALL REDUCE EXISTING WALL OPENING TO THE
SMALLEST APPLICABLE FIRESTOPPING DETAIL.

4. REFER TO DWGA002 LIFE SAFETY PLAN AND A100 &A200 SERIES ENLARGED FLOOR PLAN PARTITION TYPES FOR FIRE RATED WALL ASSEMBLIES

5. GC MUST VERIFY THAT ALL FIRE SEPARATIONS LABELED AS
EXISTING WITHIN THE AREA ARE ADEQUATELY CONTINUOUS AND
MEET THE LISTED RATING. THE GC IS RESPONSIBLE FOR
ENSURING THE FIRE RATING IS MET. IF PARTITIONS CONTAIN
OPENINGS, THE GC IS RESPONSIBLE FOR PROVIDING
ADEQUATE FIRESTOPPING

EX 60 MINUTE FIRE RESISTANCE RATING

EX 1 1/2 HR FIRE RESISTANCE RATING

EX NON-RATED FIRE SEPARATION

EX 2 HR FIRE RESISTANCE RATING

60 MINUTE FIRE RESISTANCE RATING

1 1/2 HR FIRE RESISTANCE RATING

NON-RATED FIRE SEPARATION

2 HR FIRE RESISTANCE RATING

EXIT PATH

V D

EXISTING

SECURITY
PORTABLE

STAIR
No.2

G1-05

STAIR
No.1

G1-04

VEST IBULE
G.101

 290
SF

COMM UNI TY
RE SOURC E
CENT RE
G.102

FIRE
CONTROL
G.103

80
SF

MAIN
LOBBY
G.104

PAY
PHONE S
G.105

 25
SF

WOM ENS
WASHROOM
G.106

H. K
G.107

CAF.
STO.

G.108

VE NDING
MAC HI NE
AREA
G.109

 115
SF

STORA GE
G.110

SAFE
ROOM
G.111a

 35
SF

VOL UNTE ER
SERVIC ES
G.112

OFFI CE
G.113

 115
SF

M ANAGER
VO LUN TEER
SER VIC ES

REC EPTI ON
G.114

VO LUN TEER
SER VIC ES

MENS
WASHROOM
G.115

LOUNGE/
KIT CHEN
G.116

 195
SF

REC EPTI ON/
APPOI NT MENT

BOOKING
G.118

 235
SF

SOIL ED
UTILITY
G.119

 55
SF

TOW ER
CORRI DOR
G.121

CAFE TER IA
CORRI DOR
G.123

CLINI CAL
NUT RI TI ONRE SOURC E

RM.
G.122

 80
SF

NFS
STAFF

EDUDAT ION
ROOM
G.124

 195
SF

NFS
SEC RE TA RY

G.125
 145
SF

MAREK
HOSPIT ALI TY

G.126

CAFE TER IA
G.128

CAFE TER IA
SEV ERY
G.129

FOOD
PREPARAT ION

G.130

FRE EZER
2

G.132

FRE EZER
1

G.133

NFS
COODDI NA TOR

OFFI CE
G.135

 110
SF 2

O CC.
N UTRI TI ON

&
FO O D
SER VIC ES

HOT
WASH
AREA
G.137

W/R
G.139

 N OT
O P ER ATIO NAL

W/R
G.138

 NON
O P ER ATIO NAL

U N USED

DISH
WASHI NG
ROOM
G.140

G.141

NFS
MANAGER
OFFI CE
G.142

 95
SF

S. B ULL
M ANAGER-  N UTRI TI ON

&
FO O D
SER VIC ES

NFSMULTI.
WORK

AREA
G.144

 145
SF
4

O CC.
D I ETIC I AN S
N UTRI TI ON

&
FO O D
SER VIC ES

G.145

STORA GE
G.141a

MEC H.
ROOM
G.700

55
SF

G.701

OFFI CE
G.702

LAN
ROOM
G.703

G.705
205
SF

OFFI CE
G.706

140
SF

 S.  SYED ,
M . EC KER

AD ULT
P ATH OLOG Y

H. K
G.707

W/R
G.708

80
SF

OFFI CE
G.709

80
SF

M . YO SH I DA,
A. CH AI

N EP HR OLO GY
O FFIC E

OUT PA TIE NTOCC UPATI ONAL
THE RA PY
G.710

625
SF

O C CU PATI ON AL
TH ER AP Y

OFFI CE
G.711

65
4

O CC.
O C CU PATI ON AL

TH ER AP Y

STORA GE
G.712

45
SF

H.K.
G.713

50
SF

REHAB
OFFI CE
G.714

80
SF

OUT PA TI ENT-PHYS IOTHERAPY
GY M
G.715

G EREATR IC  PH YSI OTHER AP Y

PHY SI O.
REC PT ION
G.716

92
SF

SEA TI NG
AREA
G.717

VEST IBULE
G.720

165
SF

MEET ING
ROOM
G.721

185
SF

OFFI CE
G.722

85
SF

STOR AG E
CCAC
OFFI CE
G.723

135
SF
4

O CC.

TRA NSCA RECCA C
OFFI CE
G.724

85
SF

OFFI CE
G.725

75
SF

D R .
J. M ASER
D R . Y.
P UN JANI
D R.  T.
P IN TO

GAI N
4

G.726
95
SF

GAI N
3

G.727
100
SF

OFFI CE
G.728

75
SF

D .D IVER
N U RSE

P R AC TI TI ON ER
G AIN
C LIN IC

GAI N
2

G.729
125
SF

CLINI CALGAI N
1

G.730
170
SF

W/R
G.731

45
SF

W/R
G.732

45
SF

VE NDING
MAC HINES
G.733

CROC KF ORD
CORRI DOR
G.737

HOSPIT AL
SERVIC ES
G.433

ELEC TRI CALROOM
#8

G.200
460
SF

PAEDIAT RIC
OCC UPATI ONALTHE RA PY

OFF IC E
G.201

440
SF

G.202

CAST
ROOM
G.209

CLE AN
UTILITY
G.210

130
SF

CORRI DOR
G.211

I.S.
COM PUTE RSTORA GE

ARE A
G.212

1120
SF

G.213

ISOL ATI ON
ROOM
G.214

155
SF

G.215

I.S
COM PUTE R
STORA GE
G.216

W/R
G.217B

G.218

SA PHIRE
FIRESUPPRESS ION

SY STEM S
G.220

550
SF

CLOSE T/
CHUTE
G.221

VEST IBULE
G.222

G.224

G.225

G.226

W/R
G.227

35
SF

MECHANI CAL
ROOM
G.226a

100
SF

LOC ATI NG
G.228

125
SF

OFFI CE
G.229

90
SF

JO SH EP H
H AGO S

D IR EC TO R,
I NFOR MATI ON
SYSTEM S

G.230
120
SF

CAN
WASH/

CAFE TER IA
STORA GE
G.231

I.S.MULT I.
WORKSTA TI ON

AREA
G.232

280
SF
3

O CC.

TBD

RE SOURC E
LIBRARY
G.233

930
SF

LIBRARY
REC EPTI ON
G.234

165
SF

COM PUTE R
LAB

G.235
145
SF ETHIC S/

RESEA RC H
DEPARTMENT

G.236
210
SF

OFFI CE
G.237

110
SF

M .ADU RO GB AN GA

B I OETHI C IST

SWI NG
OFFI CE
G.238

100
SF

G.252

TBD

I.T.HEL P
DESK
G.255

115
SF

I.S.COM PUTE R
SERVIC ES
G.261

6
O CC.

ELEC.ROOM
6

G.264

G.265
110
SFT.

R O NI OTIS

EVI RO N MEN TAL
SER VIC ES
H OU SE
K EEPI NG

OFFI CE
G.266

85
SF

C . ASHLEY
EVI RO N MEN TAL

SER VIC ES
H OU SE
K EEPI NG

OFFI CE
G.268

95
SF

M .N ORB ERG
EN VI R ON MEN TAL

SER VIC ES
H OU SE
K EEPI NG

OFFI CE
G.267

105
SF

J. SI G IAN NI S

Y. LOP EZ
H OU SE
K EEPI NG

G.269

TBD

G.270

TBD

I.S.
STORA GE/
SE RV ERS
G.271

RENEL
DIET ICI AN
OFFI CE
G.273

95
SF
2

O CC.

VACA NT
OFFI CE
G.275

160
SF

FO RM ER
C P AP
R OOM

BRE AT HI NG
CENT RE

REC EPTI ON
G.277

RADIA TI ON
G.278

50
SF

ENV IRONMENT AL
SERVIC ES
EQUIPMENT
G.279

450
SF G.280

120
SF

VOL UNTE ER
LOUNGE
G.282

265
SF

VOL UNTE ER
STORA GE
G.283

145
SF

STAFF
LOUNGE
G.284

195
SF

EN VI R ON MEN TAL
SER VIC ES

MAIL
ROOM
G.286

190
SF

MAIL
OFFI CE
G.287

155
SF

RESTR ICT ED
ACCESS
G.288

G.289

TBD

DRY
STORA GE
G.290

270
SF

MECHANI CAL
ROOM
G.291

G.304

G.305

TBD

COL D
ROOM /PRODUC E
FRI DGE
G.306

260
SF

NFS
STORA GE
ROOM
G.307

690
SF

G.309
290
SF

LA UNDRY
ROOM
G.310

270
SF

G.272

STO
G.112a

STOR.
G.124a

STOR.
G.125a

OFFI CE
G.111

 230
SF

 GORDON

M AREK
M ANAGER

FRE EZER
3

G.130a

FRI DGE
1

G.130b

FRI DGE
2

G.130c

FRI DGE
3

G.130d

HOLD ING
FRI DGE
G.130g

W/R
G.230a

OFFI CE
G.230b

70
SF

P . PERSUAD
TELEC OM MU N IC ATI ON S

C OO RDI NATOR

OFFI CE
G.704

140
SF

G.309a

TBD

STAIR
No. 4

G1- 26
SF

STAIR
No. 3

G1- 25
SF

CASHI ER/
DI SC HA RGE

ROOM
G2- 08

200
SF

CORRI DOR
G1- 22

SF

ACUTE
CARE

NURS INGSTA TI ON
1

G5- 87
SF

PHY SI CIA NS
LOUNGE
G.4609

220
SF

MEDI CAT ION
G.3426

80
SF

W'CH
W.C.

G.3318
45
SF

HSKP
G.3423

SF

CHARTI NG/
PHY SI CIA NS

G.3324

CLE AN
ROOM
G.3225

SF

RAPIDASSESSMENT
ZONEWAIT ING
ROOM
G.3317

510
SF

INF ORMA TI ON
DESK
G.3802

SF

FIRE
COM MA ND
CENT RE
G.3801

SF

WAL KI NG
WOUNDED
ENT RA NC E
G1- 03

SF

CORRI DOR
G5- 06

SF

CORRI DOR
G5- 06

SF

CORRI DOR
G1- 06

SF

VEST IBULE
G1- 24

SF

W'CH
W.C.
G.3111

45
SF

VEST.
G1- 01

SF

VEST.
G1- 09

SF

DOUBL E
OCC .
OFFI CE
G.4607

160
SF

S. GI LB ERT,
C RL

H . HEND ER SO N,
G EM
E. VALLES,
G EM

STAFF
LOUNGE
G.4605

SF

AMB UL ANC E/
POLI CE
G.4602

105
SF

OFFI CE
G.4602

100
SF

S. EN GELS
P SD,  EM ER GENC Y

&
U R GENT
C ARE
M EN TAL
H EALTH
P RO GRAMS

VEST IB.
G.4203

SF

CORRI DOR
G5- 06

SF

W.C./
SHOWER
G.4204

SF

OFFI CE
G.3701

95
SF

T. I SMAI L

AD MI N ISTRATIVE
ASSI STAN T,
EM ER GENC Y
SER VIC ES

CORRI DOR
G1- 22

SF

WHE EL CHA IR
G3- 01

SF

STAFF
LOUNGE
G7112

175
SF

LOBBY
CORRI DOR
G1- 13

SF

STAIR
No. 5

G1- 14
SF

LOBBY
No. 2

G1- 16
SF

LOBBY
CORRI DOR
G1- 20

SF

ELEV.
LOBBY
No. 3

G1- 21

CORRI DOR
G1- 22

G1- 08
SF

G1- 02
SF

MEDICI NE
G.3325

MEDICI NE
G.3224

SF

PEDI ATR IC
WAIT ING
AREA

G.3102
85
SF

SHW R
W.C.
G.4610

30
SF

W.C.
G.3220

35
SF

RESUSCI TA TI ONROOM
2

G.3215
260
SF

NURSE
STA TI ON
G.3223

SF

ASSESSMENT
ROOM
G.3302

120
SF

AMB UL ATORY
WAIT ING
ROOM
G.3304

120
SF

CORRI DOR
G5- 06

SF

CORRI DOR
G5- 06

WC
G.3314

30
SF

PROC EDUREROOM
3

G.3321
140
SF

CORRI DOR
G5- 06

SF

SOIL ED
UTILITY
G.3327

SF

RAZROOM
8

G.3316
135
SF

CORRI DOR
G5- 06

W.C.
G.3319

40
SF

PANTRY
G.3302

90
SF

PHY SI CI ANS'
OFFI CE
G.3323

160
SF

SUPPORT /
EQP.
G.3211

135
SF

PROC EDUREROOM
1

G.3301
175
SF

TRIA GE
1

G.3106
SF

TRIA GE
2

G.3107
SF

CORRI DOR
G5- 06

SF

VEST.
G5- 45A

30
SF

STAFF
W.C.

G.4606
90
SF

W.C.
G.3303

25
SF

COMM.
ROOM
G.4604

40
SF

WAIT ING
AREA

G3- 04
SF

W.C.
G.3212

25
SF

ACUTE
7

G.3413
100
SF

ACUTE
4

G.3418
100
SF

ACUTE
3

G.3419
100
SF

ACUTE
2

G.3420
100
SF

ACUTE
1

G.3421
105
SF

ACUTEOVE RFL OW
3

G.3417
100
SF

W.C.
G.3416

30
SF

SOIL ED
HOL D
G.3416

50
SF

W'CH
W.C.
G.3406

60
SF

SOIL ED
HOL D
G.3422

135
SF

STAFF
W.C.

G.3429
35
SF

CLE AN
ROOM
G.3427

170
SF

NURSE
STA TI ON
G.3428

SF

NURSE
STA TI ON
G.3424

SF

CORRI DOR
G5- 06

SF

QUI ET
ROOM
G.4201

165
SF

OFFI CE
G.116A

105
SF

JO SEP H
H AGO S

D IR EC TO R,
I NFOR MATI ON
SER VIC ES

OFFI CE
G7114

115
SF
G ARY
LAM

I . S.

ISOL ATI ONROOM
2

G.3208
145
SF

ISOL ATI ONROOM
3

G.3211
145
SF

BED
ALL OC ATI ON

G.3110
SF

REGIS TRA TI ON
G.3109

SF

RESPI RA TORY
TREA TMENT

ROOM
G.3105

155
SF

ALCOVE
G5- 61

SF

SOIL ED
HOL D
G.3226

30
SF

W'CH
W.C.

G.3411
60
SF

RAZ
ROOM
2

G.3308
120
SF

C
O
R
R
ID
O
R

G
5
-
0
6

S
F

CORRI DOR
G5- 06

WC
G.3210

35
SF

WC
G.3207

35
SF

VEST IB.
G5- 07

40
SF

VEST IB.
G5- 10

SF

W.C.
G4- 17

30
SF

VEST IB.
G.3214

85
SF

ACCUTE
8

G.3412
115
SF

ACUTE
5

G.3415
100
SF

ACUTE
6

G.3414
100
SF

CORRI DOR
G5- 99

SF

CORRI DOR
G7- 01

SF

EXIT
VEST IBULE
G1- 11

SF

CORRI DOR
G5- 85

SF

CORRI DOR
G5- 88

CORRI DOR
G5- 69

SF

TI M
HORT ON' S
G.3803

SF

PRESSURI ZE D
LINK

VEST IBULE
G1- 12

SF

WHE EL CHA IR
AREA

G2- 01
SF

REGIS TRA TI ON
LOBBY
G.3101

SF

CORRI DOR
G5- 06

SF

CORRI DOR
G5- 06

SF

CORRI DOR
G5- 02

SF

HALL
G4- 06

SF

EXI STI NG
CORRI DOR
G5- 02

SF

RAM P
No. 10
-
SF

RAMP
No.9
-
SF

COMM.
ROOM
G.3822

75
SF

RAMP
No.9
-
SF

W'CH
WC

G.3103
60
SF

W'CH
W.C.
G.3310

60
SF

W.C.
G.3104

25
SF

W.C.
G.3106

30
SF

N/S
G.3311

CORR.
G.3305

SF

HSKP
G1- 17

SF

EXI STI NGELEC.
ROOM
FTG- 12

50
SF

PE RF ORMA NC E
&

DEC IS ION
SUPPORT
G.3703

275
SF

OFFI CE
G.3705

155
SF

OFFI CE
G.3706

120
SF

A. DAMJI
D IR EC TO R,

D EC ISIO N SUP PO RT
&

P ERFOR MANC E
I M PR OVEM EN T

PRI NT ER
G.3707

50
SF

DOC TORS '
LOUNGE
G7- 14

405
SF

WORKSTA TI ON
3

G7- 15
35
SF

WORKSTA TI ON
2

G7- 16
35
SF

MAIL
G7- 09

SF

LOC KERS
G7- 10

325
SF

WORKSTA TI ON
1

G7- 11
35
SF

W'CH
W.C.

G7- 18
45
SF

W'CH
W.C.

G7- 17
45
SF

W.C.
G7- 12

30
SF

W.C.
G7- 13

35
SF

CORRI DOR
G7- 01

SF

VEST IBULE
G7- 05

SF

F.A.T.
ROOM
FTG- 09

SF

PRESSURI ZE D
VEST IBULE
G1- 19

SF

CCAC
OFFI CE
G.3702

65
SF

ACUTE
13

G.3405
100
SF

ACUTE
14

G.3404
100
SF

ACUTE
15

G.3403
100
SF

ACUTE
16

G.3402
100
SF

ACUTE
12

G.3407
100
SF

ACUTE
11

G.3408
100
SF

ACUTE
10

G.3409
100
SF

ACUTE
9

G.3410
100
SF

ACUTEOVE RFL OW
1

G.3402
115
SF

AMBULANCE
VEST IBULE
G5- 01

160
SF

VAULT
G2- 09

40
SF

PATI ENT
ROOM
G2- 10

SF

VEST IBULE
G1- 29

SF

EXI STI NG
CORRI DOR
G5- 02

SF

CCAC
OFFI CE
G.3703

85
SF

FAT
ROOM
G.3812

40
SF

PATI ENT
REGIS TRA TI ON

G.3813
1110
SF

TI M
HORT ON' S
STORA GE
G.3820

95
SF

OFFI CE
G.3814

95
SF

JENN ETTE
P ARSON S

C OO RDI NATOR
P ATI EN T

R EGI STR ATIO N

WORSHI P
CENT RE
G.3804

SF

SEA TI NG
AREA

G2- 05

EXI STI NG
CORRI DOR
G1- 30

SF

CHA PLA IN
OFFI CE
G.3809

85
SF

CPE
STUDENT S
G.3808

145
SF

PANTRY
G2- 14

35
SF

W.C.
G.3806

35
SF

VISIT ING
CLERGY
G.3810

OFFI CE
G.3807

75
SF
2

O CC.
C H AP LAI NS,
SP IR ITUAL

&
R ELI GI OU S
C ARE

REC EPTI ON
G.3811

OFFI CE
G.3805

85
SF

A. VAR G HESE

M ANAGER,SP IR ITUAL
&

R ELI GI OU S
C ARE

FILE
ALCOVE
G2- 20

WC
G-02

WC
G-01

CART
HOLD ING
G-04

STOR.
G-07

320
SF

G-08

MORGUE
G-06

AUT OPSY
G-11

ELEV.
No. 1

BIO.
G-12

STORA GE
G-13155

SF

SEC URE
HOL D
G-17

PA PE RSEC URE
STORA GE
G-27225

SF

STAIR
No .SR- 2
G- SR2

STAIRNo.
SR- 1
G- SR1

CLE AN
ROOM
G-16

70
SF

WASTE
ROOM
G-15

445
SF

PRI NT ING
SHOP
G-25

555
SF

EXIS T.
CORRI DOR

G-28

NI TROUS
OXI DE

CYL INDE RS
G-23

130
SF

CONFI DENTI AL
WASTE
STORA GE
G-30

90
SF

EXIS T.
STAI RS
G-31

SERVE RY
G-45285

SF

PURC HA S ING
REC EPTI ON/WAIT ING

AREA
G-33

OFFI CE
G-42

250
SF

N ICK
D I MO VSKI
SENI OR
M ANAGER,

P RO CU REMENT
AND

C O NTR AC T
M ANAGEM EN T

OFFI CE
G-41

135
SF

K . RENA
M ANAGER,
P UR CH ASI NG

WC
G-51

WC
G-50

STORA GE
G-43

160
SF

LEE
FAMILY

AUDIT ORI UM
G-44

2370
SF

COA TS
G-48

CHA NGE
G-0985

SF

WRM
G-10

CORRI DOR
G-03

CORRI DOR
G-05

LOA DI NG
DOCKS
G-14

ACCESS
G-21

EMPTY
GASCYL INDER

STOR.
G-22

160
SF

EXI STI NG
STAIR
G-24

CORRI DOR
G-53

CORRI DOR
G-52

LOBBY
G-54

JAN.
G-47

ELEC.
G-55

MANAGER
OFFI CE
G-55

120
SF

FUTURE
SPECIA LIS T/CLE RK

OFFI CE
G-56150

SF

WAIT ING
AREA

G.715a

G EREATR IC  PH YSI OTHER AP Y

OFFI CE
G.704A

75
SF

WAIT ING
AREA
G.274

OFFI CE
G.276

145
SF

W/R
G.281

CORRI DOR
G-29

CENT RA L
SUPPLI ES/GENERAL
STORE S
G-26

REC EI VI NG
OFFI CE
G-19

LOA DI NG
DOCKS
G-18

REGIS TRA TI ON
G.104A

EXAM
ROOM
G.214

190
SF

G.705A
30
SF

VEST.
G.704B

50
SF

GAIN
CLINICMULT I.

WORKSTA TI ON

AREA
G.736

395
SF
 4
O CC.

G ER IATRI C  ASSISTAN C E
&

I N TERVENTIO N
N ETWO RK

OFFI CE
G.116B

 125
SF

J. HO
P ATIEN T
C ARE
M ANAGER

EN D O/ SPEC IALTY,O U TP ATI EN T
C LIN IC

OFFI CE
G.116C

 100
SFD O CTOR 'S

D I CTATIO N

WAIT ING
AREA
G.117
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

MECHANICAL DRAWING LIST

SHEET NO. DRAWING NAME

M000 MECHANICAL LEGENDS & DRAWING LIST

M111 GROUND LEVEL - VENTILATION DEMO

M121 GROUND LEVEL - PLUMBING DEMO

M122 BASEMENT LEVEL - PLUMBING DRAINAGE DEMO

M131 GROUND LEVEL - FIRE PROTECTION DEMO

M141 GROUND LEVEL - HVAC PIPING DEMO

M151 GROUND LEVEL - MEDICAL GAS DEMO

M211 GROUND LEVEL - VENTILATION

M221 BASEMENT LEVEL - PLUMBING DRAINAGE

M222 GROUND LEVEL - PLUMBING DRAINAGE

M223 GROUND LEVEL - PLUMBING WATER

M231 GROUND LEVEL - FIRE PROTECTION

M241 BASEMENT LEVEL - HVAC PIPING

M242 GROUND LEVEL - HVAC PIPING

M251 GROUND LEVEL - MEDICAL GAS

M401 MECHANICAL DETAILS

M402 MECHANICAL DETAILS

M403 MECHANICAL DETAILS

M500 MECHANICAL SCHEDULES

GENERAL NOTES

1. CONTRACTOR TO NOTIFY CONSULTANT OF ANY SITE CONDITIONS WHICH ARE 
NOT INDICATED ON THESE PLANS THAT WILL BE AFFECTED BY THE 

RENOVATION.

2. THE CONTRACTOR MUST SURVEY AND VERIFY THAT SERVICES TO BE 
DEMOLISHED, HAVE BEEN COMPLETELY REMOVED PRIOR TO NEW 
INSTALLATION.

3. DURING DEMOLITION, ALL ACTIONS MUST BE TAKEN TO AVOID DAMAGE OR 

SERVICE INTERRUPTIONS TO OTHER FLOORS. ASSUME ALL ISOLATIONS WLL 
REQUIRE PIPE FREEZING TO ALLOW FOR DEMOLITION OR RELOCATION. 

PROVIDE TEMPORARY INSTALLATIONS OR BYPASSES AS REQUIRED TO 
ENSURE CONTINUAL OPERATION WITHIN THE FACILITY. 

4. ALL EXISTING REDUNDANT SERVICES WITHIN THE GROUND LEVEL CEILING 
SPACE SHALL BE REMOVED AS PART OF THIS PROJECT.

5. AFTER HOURS/WEEKEND WORK MAY BE REQUIRED AT THE DISCRETION OF 

THE HOSPITAL AT NO ADDITIONAL COST.

6. PRIOR TO INSTALLATION OF NEW WORK, CONTRACTOR TO COORDINATE ALL 

NEW WORK WITH EXISTING SERVICES THAT ARE TO REMAIN AND REPORT 
CONFLICT TO OWNER AND CONSULTANT.

7. CONTRACTOR SHALL PROVIDE "FIRE WATCH" TO THE REQUIREMENTS OF 

NATIONAL FIRE CODE OF CANADA, OBC AND AUTHORITY HAVING JURISDICTION, 
WHILE THE WORK ENTAILS AN INTERRUPTION OF THE NORMAL OPERATION OF 
THE FIRE PROTECTION SYSTEM. 

8. CONTRACTOR TO PROVIDE FIRE ALARM BYPASS, DRAIN DOWN, AND FILLING OF 

SYSTEM AS REQUIRED.

9. SCAN FOR AND DO NOT CUT EXISTING REINFORCING BARS.

1

KEY PLAN

SATELLITE DIAGNOSTIC IMAGING1

1 ISSUED FOR CLASS C COSTING BR LY 2024.11.27

2 ISSUED FOR DRAFT BR LY 2025.02.21
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1. ALL EXISTING HVAC DUCTWORK SHOWN ARE APPROXIMATE 
AND BASED ON VISUAL SITE SURVEY AND EXISTING RECORD 
DRAWINGS. CONTRACTOR SHALL VERIFY ALL DUCT SIZES 
AND CONNECTIONS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING HVAC DUCTWORK THAT MAY NOT BE SHOWN 
ON THE DRAWINGS AND ARE EXPOSED DURING DEMOLITION/ 
CONSTRUCTION SHALL BE VERIFIED BY THE CONTRACTOR 
AS TO THE SOURCE AND ROUTING, AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 
BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS ON PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL HVAC SERVICES TO 
ACCOMMODATE ALL TRADE WORK.

5. PRIOR TO COMMENCEMENT OF WORK CONTRACTOR SHALL 
PRE-TEST EXISTING HVAC SYSTEM AND PROVIDE A WRITTEN 
REPORT AND TEST RESULTS TO THE ENGINEER. UPON 
COMPLETION OF WORK CONTRACTOR MUST RE-BALANCE 
EXISTING HVAC SYSTEM AND PROVIDE THE ENGINEER WITH 
A WRITTEN BALANCING REPORT AND RESULTS.

6. PROVIDE DUCT FILTER MEDIA ON RETURN AIR DUCT BRANCH 
OPENINGS IN RENOVATION AREA PRIOR TO CONSTRUCTION.

7. DURING CONSTRUCTION, MAINTAIN REQUIRED AIRFLOW IN 
EXISTING SPACES. EXISTING SPACES SHALL REMAIN 
OPERATIONAL. REBLANCE TO EXISTING REQUIRED AIRFLOW 
UPON COMPLETION.
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SATELLITE IMAGING RENOVATION

1 : 50M111

1 GROUND LEVEL - VENTILATION DEMO

1

KEY NOTES:

EXISTING AC UNIT AND CU UNIT SHALL BE REMOVED AND 
TURNED OVER TO OWNER. DEMOLISH ASSOCIATED 
REFRIGERATION PIPING.

EXISTING DUCT ROUTING IS UNKNOWN. CONTRACTOR SHALL 
ALLOW FOR DUCT TRACING AND DEMOLITION OF BRANCH 
DUCTS. CUT AND CAP EXISTING SERVICES AT MAIN.
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1. ALL EXISTING HVAC DUCTWORK SHOWN ARE APPROXIMATE 
AND BASED ON VISUAL SITE SURVEY AND EXISTING RECORD 
DRAWINGS. CONTRACTOR SHALL VERIFY ALL DUCT SIZES 
AND CONNECTIONS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING HVAC DUCTWORK THAT MAY NOT BE SHOWN 
ON THE DRAWINGS AND ARE EXPOSED DURING DEMOLITION/ 
CONSTRUCTION SHALL BE VERIFIED BY THE CONTRACTOR 
AS TO THE SOURCE AND ROUTING, AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 
BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS ON PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL HVAC SERVICES TO 
ACCOMMODATE ALL TRADE WORK.

5. PRIOR TO COMMENCEMENT OF WORK CONTRACTOR SHALL 
PRE-TEST EXISTING HVAC SYSTEM AND PROVIDE A WRITTEN 
REPORT AND TEST RESULTS TO THE ENGINEER. UPON 
COMPLETION OF WORK CONTRACTOR MUST RE-BALANCE 
EXISTING HVAC SYSTEM AND PROVIDE THE ENGINEER WITH 
A WRITTEN BALANCING REPORT AND RESULTS.

6. PROVIDE DUCT FILTER MEDIA ON RETURN AIR DUCT BRANCH 
OPENINGS IN RENOVATION AREA PRIOR TO CONSTRUCTION.

7. DURING CONSTRUCTION, MAINTAIN REQUIRED AIRFLOW IN 
EXISTING SPACES. EXISTING SPACES SHALL REMAIN 
OPERATIONAL. REBLANCE TO EXISTING REQUIRED AIRFLOW 
UPON COMPLETION.
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1 GROUND LEVEL - VENTILATION DEMO

1

KEY NOTES:

EXISTING AC UNIT AND CU UNIT SHALL BE REMOVED AND 
TURNED OVER TO OWNER. DEMOLISH ASSOCIATED 
REFRIGERATION PIPING.

EXISTING DUCT ROUTING IS UNKNOWN. CONTRACTOR SHALL 
ALLOW FOR DUCT TRACING AND DEMOLITION OF BRANCH 
DUCTS. CUT AND CAP EXISTING SERVICES AT MAIN.
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EXISTING MOP SINK SHALL 
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EXISTING WASHROOM 
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1. ALL EXISTING PLUMBING SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. MECHANICAL CONTRACTOR 
SHALL VERIFY ALL CONNECTIONS, PIPE SIZES AND 
LOCATIONS ON SITE AND REPORT ANY DISCREPANCY TO 
THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING PLUMBING SERVICES THAT MAY NOT BE 
SHOWN ON THE DRAWINGS AND ARE EXPOSED DURING 
DEMOLITION/ CONSTRUCTION SHALL BE VERIFIED BY THE 
MECHANICAL CONTRACTOR AS TO THE SOURCE AND 
ROUTING, AND SHALL BE REPORTED TO THE CONSULTANT 
WITH PROPOSED RESOLUTIONS REQUIRED FOR THE 
SERVICE THAT HAVE BEEN EXPOSED AT NO EXTRA COST TO 
THE OWNER.

3. NEW WORK SHALL BE CO-ORDINATED WITH ARCHITECTURAL 
PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS OF PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL PLUMBING SERVICES TO 
ACCOMMODATE ALL TRADE WORK. 

5. CONTRACTOR TO CONFIRM LOCATION OF STRUCTURAL 
CONCRETE JOISTS PRIOR TO CUTTING/CORING HOLES IN 
EXISTING FLOOR STRUCTURE. DO NOT CUT/CORE THROUGH 
CONCRETE JOISTS.

6. PROVIDE PLUMBING VENTS AS PER OBC.

7. TEMPORARILY SEAL ALL SANITARY DRAINS AND VENTS TO 
PREVENT SEWER GAS FROM ENTERING SPACE.

8. CONTRACTOR SHALL INCLUDE FOR PIPE FREEZING AT ALL 
CONNECTIONS TO EXISTING SERVICES AND ASSUME 
EXISTING ISOLATION VALVES WILL NOT HOLD. PROVIDE NEW 
VALVES AT ALL CONNECTION TO EXISTING SERVICES.
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1 : 50M121

1 GROUND LEVEL - PLUMBING DEMO

1

2

KEY NOTES:

EXISTING FIXTURES AND ASSOCIATED PIPING SHALL BE 
DEMOLISHED. REMOVE ALL BRANCH PIPING BACK TO MAIN 
PIPE. CAP VENT AND DOMESTIC WATER PIPING IN CEILING 
SPACE.

EXISTING DCW AND DHW PIPE ROUTING IS UNKNOWN. 
CONTRACTOR SHALL ALLOW FOR PIPE TRACING AND 
DEMOLITION OF BRANCH PIPES. CUT AND CAP EXISTING 
SERVICES AT MAIN.

DEMOLISH SANITARY PIPING AND CAP DRAIN IN WALL SPACE 
FOR NEW CONNECTION.

DEMOLISH SANITARY PIPING AND PATCH FLOOR OPENING.

DEMOLISH EXISTING LEAKING SANITARY DRAINAGE RISER 
ON LEVEL 1 AND IN LEVEL 0. TEMPORARILY CAP EXISTING 
RISER FOR NEW CONNECTION.

3

4

5

1 ISSUED FOR CLASS C COSTING BR LY 2024.11.27

2 ISSUED FOR DRAFT BR LY 2025.02.21

3 ISSUED FOR TENDER AND PERMIT BR LY 2025.04.07



LOCKERROOM
#5
B.407

MEN'S

LOCKERROOM
#2

D.I.
STORAGE

LOCKERROOM
#3
B.405

LOCKERROOM
#4
B.406

CENTRAL
WINGLINEN
CHUTE

MECHANICALROOM
#10

ELECTRICALROOM
#4

Gy

H

Hx

Ix

Jx

Jy

Kx

Ky

Kz

3x3 4

4 Kc

Kb

Kc

3 3x
3 3x 4 Ka

Kc

Kb

3x3 4

Kx

Ky

Ix

Jx

Jy

Gy

H

Hx

Kz

UP

FD

CD

PS

PS

11 EXISTING LOCKERS

EX
. 
FH
C

-9.46'

-12.36'

MECHANICAL
ROOM
C1-40

ELECTRICAL
ROOM
C1-39

WOMEN'S
LOCKER
ROOM
C1-37

MEN'S
LOCKER
ROOM

VEST.
C1-38

CORRIDOR
C1-28

EXISTING
ELEVATOR
LOBBY
C1-47

EXISTING
MECHANICAL
ROOM No.6

EXISTING
VESTIBULE

EXISTING
MEN'S
W.C.

EXISTING
WOMEN'S
W.C.

C1-37B

EXISTING SANITARY 
STACK #15

EXISTING SANITARY 
STACK #13 (TO REMAIN)

EXISTING SANITARY 
STACK #14 (TO REMAIN)

EXISTING SANITARY 
STACK #11 (TO REMAIN)

EXISTING SANITARY 
STACK #4 (TO REMAIN)

EX 50ø

EX 40ø

EX 32ø

EX 100ø

CO

CO

CO

CO

CO

CO

EX 32ø  SAN

EX 32ø  SAN

EX 100ø  SAN

EX 100ø  SAN

EX 100ø  SAN (DN)

EX 80ø  SAN

EXISTING SANITARY 
STACK #5 (TO REMAIN)

EXISTING SANITARY 
STACK #12 (TO REMAIN)

CO

EXISTING SANITARY 
STACK #10 (TO REMAIN)

EXISTING SANITARY 
PIPING TO REMAIN

1

2CO

3

1. ALL EXISTING PLUMBING SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. MECHANICAL CONTRACTOR 
SHALL VERIFY ALL CONNECTIONS, PIPE SIZES AND 
LOCATIONS ON SITE AND REPORT ANY DISCREPANCY TO 
THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING PLUMBING SERVICES THAT MAY NOT BE 
SHOWN ON THE DRAWINGS AND ARE EXPOSED DURING 
DEMOLITION/ CONSTRUCTION SHALL BE VERIFIED BY THE 
MECHANICAL CONTRACTOR AS TO THE SOURCE AND 
ROUTING, AND SHALL BE REPORTED TO THE CONSULTANT 
WITH PROPOSED RESOLUTIONS REQUIRED FOR THE 
SERVICE THAT HAVE BEEN EXPOSED AT NO EXTRA COST TO 
THE OWNER.

3. NEW WORK SHALL BE CO-ORDINATED WITH ARCHITECTURAL 
PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS OF PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL PLUMBING SERVICES TO 
ACCOMMODATE ALL TRADE WORK. 

5. CONTRACTOR TO CONFIRM LOCATION OF STRUCTURAL 
CONCRETE JOISTS PRIOR TO CUTTING/CORING HOLES IN 
EXISTING FLOOR STRUCTURE. DO NOT CUT/CORE THROUGH 
CONCRETE JOISTS.

6. PROVIDE PLUMBING VENTS AS PER OBC.

7. TEMPORARILY SEAL ALL SANITARY DRAINS AND VENTS TO 
PREVENT SEWER GAS FROM ENTERING SPACE.

8. CONTRACTOR SHALL INCLUDE FOR PIPE FREEZING AT ALL 
CONNECTIONS TO EXISTING SERVICES AND ASSUME 
EXISTING ISOLATION VALVES WILL NOT HOLD. PROVIDE NEW 
VALVES AT ALL CONNECTION TO EXISTING SERVICES.

GENERAL NOTES:
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Stantec Consulting Ltd.
200-835 Paramount Drive
Stoney Creek, ON L8J 0B4
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1 : 50M122

1 BASEMENT LEVEL - PLUMBING DRAINAGE DEMO

1

KEY NOTES:

DEMOLISH EXISTING LEAKING SANITARY DRAINAGE RISER 
ON LEVEL 1 AND IN LEVEL 0. TEMPORARILY CAP EXISTING 
RISER FOR NEW CONNECTION.

CONTRACTOR SHALL TRACE ROUTING OF LEVEL 0 SANITARY 
DRAINAGE FROM ABOVE AND DEMOLISH ASSOCIATED LEVEL 
0 PIPING. CAP AT MAIN PIPE.

RELOCATE EXISTING PIPE HANGERS TO ENABLE 
STRUCTURAL PLATE INSTALLATION.

2

3
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1. ALL EXISTING FIRE PROTECTION SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. CONTRACTOR SHALL VERIFY 
ALL CONNECTIONS, PIPE SIZES, LOCATION OF SPRINKLERS 
AND PIPE ROUTINGS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ANY SPRINKLER SERVICE THAT MAY NOT BE SHOWN ON THE 
DRAWING THAT ARE EXPOSED DURING 
DEMOLITION/CONSTRUCTION SHALL BE VERIFIED BY THE 
CONTRACTOR TO THE SOURCE AND ROUTING AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAS BEEN 
EXPOSED. CONTRACTOR SHALL INCLUDE FOR THE REMOVAL 
AND REPLACEMENT OF 5 ADDITIONAL HEADS AND BRANCHES 
NOT SHOWN ON DRAWINGS.

3. UPON COMPLETION OF SPRINKLER WORKS, CONTRACTOR 
SHALL TEST REVISED SPRINKLER ZONES TO THE LATEST 
REQUIREMENTS OF NFPA 13 "INSTALLATION OF SPRINKLER 
SYSTEM".

4. CONTRACTOR SHALL ALLOW COST FOR OFF HOURS WORKING 
IN ORDER TO KEEP THE HOSPITAL FUNCTIONING DURING 
CONSTRUCTION PERIOD.

5. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

6. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS FOR 
DETAILS ON PHASING AND SUMMARY OF WORK. MECHANICAL 
CONTRACTOR MUST REVIEW DRAWINGS OF ALL TRADES TO 
INCLUDE FOR TEMPORARY REMOVAL AND REINSTALLATION 
OF ALL FIRE PROTECTION SERVICES TO ACCOMMODATE ALL 
TRADE WORK.

7. PROVIDE HYDRAULIC CALCULATIONS IN ACCORDANCE WITH 
NFPA 13 AND NFPA 14.

8. FIRE PROTECTION SHALL BE MAINTAINED AT ALL TIMES WITH 
SPRINKLERS OR FIRE WATCH. ANY LIVE SPRINKLER HEADS 
WITHIN THE SPACE MUST BE PROVIDED WITH CAGE HEAD 
GUARDS.

9. CONTRACTOR SHALL PROVIDE "FIRE WATCH" TO THE 
REQUIREMENTS OF NATIONAL FIRE CODE OF CANADA, OBC 
AND AUTHORITY HAVING JURISDICTION, WHILE WORK 
ENTAILS AN INTERRUPTION OF THE NORMAL OPERATION OF 
THE FIRE PROTECTION SYSTEM.

10. CONTRACTOR TO PROVIDE FIRE ALARM BYPASS, DRAIN 
DOWN, AND FILLING OF SYSTEM AS REQUIRED.

GENERAL NOTES:

1
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EXISTING 100MM F PIPING TO REMAIN

11

1

1

1

1

1 1

1

1

1 1 1

1

1

1

2

2

4

4

CONSTRUCTION 
NORTH

TRUE NORTH

1 2 3 4 5 6 7 8

A

B

C

D

E

F

F

8

Client/Project

Drawing No.

Project No.

Title

Permit-Seal

Issued

Revision

Scale

By Appd YYYY.MM.DD

ISSUED FOR CONSTRUCTION DISCLAIMER

ORIGINAL SHEET - ISO A0 (841x1189)

The Contractor shall verify and be responsible for all dimensions. 

DO  NOT scale the drawing - any errors or omissions shall be 

reported to Stantec without delay.

The Copyrights to all designs and drawings are the property of 

Stantec. Reproduction or use for any purpose other than that 

authorized by Stantec is forbidden.

Copyright Reserved

STRUCTURAL, MECHANICAL, ELECTRICAL AND 
CIVIL

Consultants

Key Plan

Stantec Consulting Ltd.

www.stantec.com

By Appd YYYY.MM.DD

As indicated

4
/2

9
/2

0
2

5
 1

0
:5

8
:3

9
 A

M
C

:\
U

se
rs

\
P

u
b

lic
\

D
o

c
u

m
e

n
ts

\
Lo

c
a

l_
R

e
v

it
_
Fi

le
s\

st
n

_
m

e
c

h
_
1
4

0
0
2

3
0

3
4
_
S
u

ja
n

a
.H

e
ra

th
@

st
a

n
te

c
.c

o
m

.r
v

t
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GROUND LEVEL - FIRE PROTECTION

DEMO

M131

140023034

3050 LAWRENCE AVE E, SCARBOROUGH, ONTARIO

Stantec Consulting Ltd.
200-835 Paramount Drive
Stoney Creek, ON L8J 0B4
Tel:      (905) 385-3234  /   Fax:      (905) 385-3534

SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1

KEY NOTES:

REMOVE EXISTING SPRINKLER HEADS AND BRANCH PIPING 
BACK TO MAIN (TYPICAL)

EXISTING FIRE HOSE CABINET SHALL REMAIN.

1 : 50M131

1 GROUND LEVEL - FIRE PROTECTION DEMO
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1. ALL EXISTING FIRE PROTECTION SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. CONTRACTOR SHALL VERIFY 
ALL CONNECTIONS, PIPE SIZES, LOCATION OF SPRINKLERS 
AND PIPE ROUTINGS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ANY SPRINKLER SERVICE THAT MAY NOT BE SHOWN ON THE 
DRAWING THAT ARE EXPOSED DURING 
DEMOLITION/CONSTRUCTION SHALL BE VERIFIED BY THE 
CONTRACTOR TO THE SOURCE AND ROUTING AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAS BEEN 
EXPOSED. CONTRACTOR SHALL INCLUDE FOR THE REMOVAL 
AND REPLACEMENT OF 5 ADDITIONAL HEADS AND BRANCHES 
NOT SHOWN ON DRAWINGS.

3. UPON COMPLETION OF SPRINKLER WORKS, CONTRACTOR 
SHALL TEST REVISED SPRINKLER ZONES TO THE LATEST 
REQUIREMENTS OF NFPA 13 "INSTALLATION OF SPRINKLER 
SYSTEM".

4. CONTRACTOR SHALL ALLOW COST FOR OFF HOURS WORKING 
IN ORDER TO KEEP THE HOSPITAL FUNCTIONING DURING 
CONSTRUCTION PERIOD.

5. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

6. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS FOR 
DETAILS ON PHASING AND SUMMARY OF WORK. MECHANICAL 
CONTRACTOR MUST REVIEW DRAWINGS OF ALL TRADES TO 
INCLUDE FOR TEMPORARY REMOVAL AND REINSTALLATION 
OF ALL FIRE PROTECTION SERVICES TO ACCOMMODATE ALL 
TRADE WORK.

7. PROVIDE HYDRAULIC CALCULATIONS IN ACCORDANCE WITH 
NFPA 13 AND NFPA 14.

8. FIRE PROTECTION SHALL BE MAINTAINED AT ALL TIMES WITH 
SPRINKLERS OR FIRE WATCH. ANY LIVE SPRINKLER HEADS 
WITHIN THE SPACE MUST BE PROVIDED WITH CAGE HEAD 
GUARDS.

9. CONTRACTOR SHALL PROVIDE "FIRE WATCH" TO THE 
REQUIREMENTS OF NATIONAL FIRE CODE OF CANADA, OBC 
AND AUTHORITY HAVING JURISDICTION, WHILE WORK 
ENTAILS AN INTERRUPTION OF THE NORMAL OPERATION OF 
THE FIRE PROTECTION SYSTEM.

10. CONTRACTOR TO PROVIDE FIRE ALARM BYPASS, DRAIN 
DOWN, AND FILLING OF SYSTEM AS REQUIRED.

GENERAL NOTES:

1

1

EXISTING 100MM F PIPING TO REMAIN

11

1

1

1

1

1 1

1

1

1 1 1

1

1

1

11

1

2

2

CONSTRUCTION 
NORTH

TRUE NORTH

1 2 3 4 5 6 7 8

A

B

C

D

E

F

F

8

Client/Project

Drawing No.

Project No.

Title

Permit-Seal

Issued

Revision

Scale

By Appd YYYY.MM.DD

ISSUED FOR CONSTRUCTION DISCLAIMER

ORIGINAL SHEET - ISO A0 (841x1189)

The Contractor shall verify and be responsible for all dimensions. 

DO  NOT scale the drawing - any errors or omissions shall be 

reported to Stantec without delay.

The Copyrights to all designs and drawings are the property of 

Stantec. Reproduction or use for any purpose other than that 

authorized by Stantec is forbidden.

Copyright Reserved

STRUCTURAL, MECHANICAL, ELECTRICAL AND 
CIVIL

Consultants

Key Plan

Stantec Consulting Ltd.

www.stantec.com

By Appd YYYY.MM.DD

As indicated

4
/4

/2
0

2
5

 4
:5

5
:0

6
 P

M
C

:\
U

se
rs

\
P

u
b

lic
\

D
o

c
u

m
e

n
ts

\
Lo

c
a

l_
R

e
v

it
_
F
i le

s\
st

n
_
m

e
c

h
_
1
4

0
0
2

3
0
3
4

_
b

la
k
e

.r
e

in
so

n
TL

C
7
H

.r
v

t
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GROUND LEVEL - FIRE PROTECTION
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140023034
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Stantec Consulting Ltd.
200-835 Paramount Drive
Stoney Creek, ON L8J 0B4
Tel:      (905) 385-3234  /   Fax:      (905) 385-3534

SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1

KEY NOTES:

REMOVE EXISTING SPRINKLER HEADS AND BRANCH PIPING 
BACK TO MAIN (TYPICAL)

EXISTING FIRE HOSE CABINET SHALL REMAIN.

1 : 50M131

1 GROUND LEVEL - FIRE PROTECTION DEMO
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1. ALL EXISTING HVAC PIPE WORK SHOWN ARE APPROXIMATE 

AND BASED ON VISUAL SITE SURVEY AND EXISTING RECORD 

DRAWINGS. CONTRACTOR SHALL VERIFY ALL PIPE SIZES 

AND CONNECTIONS ON SITE AND REPORT ANY 

DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING HVAC PIPE WORK THAT MAY NOT BE SHOWN 

ON THE DRAWINGS AND ARE EXPOSED DURING DEMOLITION/ 

CONSTRUCTION SHALL BE VERIFIED BY THE CONTRACTOR 

AS TO THE SOURCE AND ROUTING, AND SHALL BE 

REPORTED TO THE CONSULTANT WITH PROPOSED 

RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 

BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. CONTRACTOR SHALL ASSUME EXISTING ISOLATION VALVES 

WILL NOT HOLD AND INCLUDE FOR FREEZING. PROVIDE NEW 

VALVES AT ALL CONNECTION TO EXISTING SERVICES.

4. ALL NEW WORK SHALL BE CO-ORDINATED WITH

ARCHITECTURAL PHASING DRAWINGS.

5. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 

FOR DETAILS ON PHASING AND SUMMARY OF WORK. 

MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 

ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 

REINSTALLATION OF ALL HVAC PIPING SERVICES TO 

ACCOMMODATE ALL TRADE WORK.

6. DURING DEMOLITION, AVOID SERVICE INTERRUPTIONS TO 

EXISTING HEATING PIPE LOOP. PROVIDE TEMPORARY 

INSTALLATIONS OR BYPASSES AS REQUIRED TO ENSURE 

CONTINUAL OPERATION WITHIN THE FACILITY.
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1

KEY NOTES:

DEMOLISH EXISTING REHEAT COIL. REMOVE EXISTING HWS 

& HWR PIPING CONNECTIONS AND TEMPORARILY CAP.

EXISTING THERMOSTAT AND ASSOCIATED CONTROL WIRING 

SHALL BE DEMOLISHED.

DEMOLISH EXISTING PERIMETER HEATER. REMOVE 

EXISTING HWS & HWR PIPING CONNECTIONS AND 

TEMPORARILY CAP.

EXISTING AC UNIT AND CU UNIT SHALL BE REMOVED AND 

TURNED OVER TO OWNER. DEMOLISH ASSOCIATED 

REFRIGERATION PIPING.

EXISTING PERIMETER HEATER HWS AND HWR PIPE ROUTING 

IS UNKNOWN. CONTRACTOR SHALL ALLOW FOR PIPE 

TRACING AND DEMOLITION OF BRANCH PIPES. CUT AND CAP 

EXISTING SERVICES AT MAIN.
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1. ALL EXISTING HVAC PIPE WORK SHOWN ARE APPROXIMATE 
AND BASED ON VISUAL SITE SURVEY AND EXISTING RECORD 
DRAWINGS. CONTRACTOR SHALL VERIFY ALL PIPE SIZES 
AND CONNECTIONS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING HVAC PIPE WORK THAT MAY NOT BE SHOWN 
ON THE DRAWINGS AND ARE EXPOSED DURING DEMOLITION/ 
CONSTRUCTION SHALL BE VERIFIED BY THE CONTRACTOR 
AS TO THE SOURCE AND ROUTING, AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 
BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. CONTRACTOR SHALL ASSUME EXISTING ISOLATION VALVES 
WILL NOT HOLD AND INCLUDE FOR FREEZING. PROVIDE NEW 
VALVES AT ALL CONNECTION TO EXISTING SERVICES.

4. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

5. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS ON PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL HVAC PIPING SERVICES TO 
ACCOMMODATE ALL TRADE WORK.
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1

KEY NOTES:

DEMOLISH EXISTING REHEAT COIL. REMOVE EXISTING HWS 
& HWR PIPING CONNECTIONS AND TEMPORARILY CAP.

EXISTING THERMOSTAT AND ASSOCIATED CONTROL WIRING 
SHALL BE DEMOLISHED.

DEMOLISH EXISTING PERIMETER HEATER. REMOVE 
EXISTING HWS & HWR PIPING CONNECTIONS AND 
TEMPORARILY CAP.

EXISTING AC UNIT AND CU UNIT SHALL BE REMOVED AND 
TURNED OVER TO OWNER. DEMOLISH ASSOCIATED 
REFRIGERATION PIPING.

EXISTING PERIMETER HEATER HWS AND HWR PIPE ROUTING 
IS UNKNOWN. CONTRACTOR SHALL ALLOW FOR PIPE 
TRACING AND DEMOLITION OF BRANCH PIPES. CUT AND CAP 
EXISTING SERVICES AT MAIN.
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1. ALL EXISTING MEDICAL GAS SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. CONTRACTOR SHALL VERIFY 
ALL PIPE SIZES AND CONNECTIONS ON SITE AND REPORT 
ANY DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING MEDICAL GAS SERVICES THAT MAY NOT BE 
SHOWN ON THE DRAWINGS AND ARE EXPOSED DURING 
DEMOLITION/ CONSTRUCTION SHALL BE VERIFIED BY THE 
CONTRACTOR AS TO THE SOURCE AND ROUTING, AND 
SHALL BE REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 
BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. PRIOR TO COMMENCEMENT OF WORK, CONTRACTOR SHALL 
COORDINATE WITH THE HOSPITAL THE DATE AND 
SHUTDOWN PERIOD FOR DISCONNECTING AND MAKING NEW 
CONNECTION TO EXISTING MEDICAL GAS SERVICES, IN 
ORDER TO KEEP INTERRUPTIONS OF THE HOSPITAL DAILY 
OPERATIONS AS MINIMAL AS POSSIBLE.

4. CONTRACTOR TO CONFIRM LOCATION OF STRUCTURAL 
CONCRETE JOISTS PRIOR TO CUTTING/CORING HOLES IN 
EXISTING FLOOR STRUCTURE. DO NOT CUT/CORE THROUGH 
CONCRETE JOISTS.
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1 GROUND LEVEL - MEDICAL GAS DEMO
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KEY NOTES:

DEMOLISH EXISTING MEDICAL GAS OUTLETS AND 
ASSOCIATED PIPING.

EXISTING MEDICAL GAS PIPE ROUTING IS UNKNOWN. 
CONTRACTOR SHALL ALLOW FOR TRACING AND 
DEMOLITION OF BRANCH PIPE.

DEMOLISH EXISTING ZONE VALVE ALARM PANEL.
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1. ALL EXISTING HVAC DUCTWORK SHOWN ARE APPROXIMATE 
AND BASED ON VISUAL SITE SURVEY AND EXISTING RECORD 
DRAWINGS. CONTRACTOR SHALL VERIFY ALL DUCT SIZES 
AND CONNECTIONS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING HVAC DUCTWORK THAT MAY NOT BE SHOWN 
ON THE DRAWINGS AND ARE EXPOSED DURING DEMOLITION/ 
CONSTRUCTION SHALL BE VERIFIED BY THE CONTRACTOR 
AS TO THE SOURCE AND ROUTING, AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 
BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS ON PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL HVAC SERVICES TO 
ACCOMMODATE ALL TRADE WORK.

5. PRIOR TO COMMENCEMENT OF WORK CONTRACTOR SHALL 
PRE-TEST EXISTING HVAC SYSTEM AND PROVIDE A WRITTEN 
REPORT AND TEST RESULTS TO THE ENGINEER. UPON 
COMPLETION OF WORK CONTRACTOR MUST RE-BALANCE 
EXISTING HVAC SYSTEM AND PROVIDE THE ENGINEER WITH 
A WRITTEN BALANCING REPORT AND RESULTS.

6. PROVIDE BALANCING DAMPERS AT ALL BRANCHES AND 
TAKE-OFFS.

7. PROVIDE DUCT FILTER MEDIA ON RETURN AIR DUCT BRANCH 
OPENINGS IN RENOVATION AREA PRIOR TO CONSTRUCTION.

8. DURING CONSTRUCTION, MAINTAIN REQUIRED AIRFLOW IN 
EXISTING SPACES. EXISTING SPACES SHALL REMAIN 
OPERATIONAL. REBLANCE TO EXISTING REQUIRED AIRFLOW 
UPON COMPLETION.
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1. ALL EXISTING HVAC DUCTWORK SHOWN ARE APPROXIMATE 
AND BASED ON VISUAL SITE SURVEY AND EXISTING RECORD 
DRAWINGS. CONTRACTOR SHALL VERIFY ALL DUCT SIZES 
AND CONNECTIONS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING HVAC DUCTWORK THAT MAY NOT BE SHOWN 
ON THE DRAWINGS AND ARE EXPOSED DURING DEMOLITION/ 
CONSTRUCTION SHALL BE VERIFIED BY THE CONTRACTOR 
AS TO THE SOURCE AND ROUTING, AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 
BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS ON PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL HVAC SERVICES TO 
ACCOMMODATE ALL TRADE WORK.

5. PRIOR TO COMMENCEMENT OF WORK CONTRACTOR SHALL 
PRE-TEST EXISTING HVAC SYSTEM AND PROVIDE A WRITTEN 
REPORT AND TEST RESULTS TO THE ENGINEER. UPON 
COMPLETION OF WORK CONTRACTOR MUST RE-BALANCE 
EXISTING HVAC SYSTEM AND PROVIDE THE ENGINEER WITH 
A WRITTEN BALANCING REPORT AND RESULTS.

6. PROVIDE BALANCING DAMPERS AT ALL BRANCHES AND 
TAKE-OFFS.

7. PROVIDE DUCT FILTER MEDIA ON RETURN AIR DUCT BRANCH 
OPENINGS IN RENOVATION AREA PRIOR TO CONSTRUCTION.

8. DURING CONSTRUCTION, MAINTAIN REQUIRED AIRFLOW IN 
EXISTING SPACES. EXISTING SPACES SHALL REMAIN 
OPERATIONAL. REBLANCE TO EXISTING REQUIRED AIRFLOW 
UPON COMPLETION.
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1. ALL EXISTING PLUMBING SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. MECHANICAL CONTRACTOR 
SHALL VERIFY ALL CONNECTIONS, PIPE SIZES AND 
LOCATIONS ON SITE AND REPORT ANY DISCREPANCY TO 
THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING PLUMBING SERVICES THAT MAY NOT BE 
SHOWN ON THE DRAWINGS AND ARE EXPOSED DURING 
DEMOLITION/ CONSTRUCTION SHALL BE VERIFIED BY THE 
MECHANICAL CONTRACTOR AS TO THE SOURCE AND 
ROUTING, AND SHALL BE REPORTED TO THE CONSULTANT 
WITH PROPOSED RESOLUTIONS REQUIRED FOR THE 
SERVICE THAT HAVE BEEN EXPOSED AT NO EXTRA COST TO 
THE OWNER.

3. NEW WORK SHALL BE CO-ORDINATED WITH ARCHITECTURAL 
PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS OF PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL PLUMBING SERVICES TO 
ACCOMMODATE ALL TRADE WORK. 

5. PROVIDE PLUMBING VENTS AS PER OBC.

6. CONTRACTOR SHALL INCLUDE FOR PIPE FREEZING AT ALL 
CONNECTIONS TO EXISTING SERVICES AND ASSUME 
EXISTING ISOLATION VALVES WILL NOT HOLD. PROVIDE NEW 
VALVES AT ALL CONNECTION TO EXISTING SERVICES.
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1 : 50M221

1 BASEMENT LEVEL - PLUMBING DRAINAGE

KEY NOTES:

REPLACE EXISTING LEAKING SANITARY DRAINAGE RISER 
(STACK #15) ON LEVEL 1 AND IN LEVEL 0.

PROVIDE CONDENSED WATER DRAINAGE FROM CT GANTRY 
TO EXISTING FUNNEL FLOOR DRAIN.

PROVIDE DRIP TRAY C/W LEAK DETECTION SENSOR AND 
BMS ALARM. DRIP TRAY SHALL DRAIN TO EXISTING FUNNEL 
FLOOR DRAIN. 

PROVIDE SHAFT WALL OPENING AND REPAIR.

1

2

3
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1. ALL EXISTING PLUMBING SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. MECHANICAL CONTRACTOR 
SHALL VERIFY ALL CONNECTIONS, PIPE SIZES AND 
LOCATIONS ON SITE AND REPORT ANY DISCREPANCY TO 
THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING PLUMBING SERVICES THAT MAY NOT BE 
SHOWN ON THE DRAWINGS AND ARE EXPOSED DURING 
DEMOLITION/ CONSTRUCTION SHALL BE VERIFIED BY THE 
MECHANICAL CONTRACTOR AS TO THE SOURCE AND 
ROUTING, AND SHALL BE REPORTED TO THE CONSULTANT 
WITH PROPOSED RESOLUTIONS REQUIRED FOR THE 
SERVICE THAT HAVE BEEN EXPOSED AT NO EXTRA COST TO 
THE OWNER.

3. NEW WORK SHALL BE CO-ORDINATED WITH ARCHITECTURAL 
PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS OF PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL PLUMBING SERVICES TO 
ACCOMMODATE ALL TRADE WORK. 

5. CONTRACTOR TO CONFIRM LOCATION OF STRUCTURAL 
CONCRETE JOISTS PRIOR TO CUTTING/CORING HOLES IN 
EXISTING FLOOR STRUCTURE. DO NOT CUT/CORE THROUGH 
CONCRETE JOISTS.

6. ALL PLUMBING FIXTURES AND VENTING OF ALL FIXTURES TO 
MEET ONTARIO BUILDING CODE AND NATIONAL BUILDING 
CODE REQUIREMENTS. VENT ALL PLUMBING TRAPS PER 
OBC.

7. PIPEWORK 75MM OR LESS SHALL BE SLOPED AT 1 IN 50 (2%). 
PIPEWORK 100MM AND LARGER SHALL BE SLOPED AT 1 IN 
100 (1%). TRAP SEAL PRIMER TO BE PROVIDED FOR ALL 
FLOOR DRAIN TRAPS AND DIALYSIS DRAIN CONNECTIONS 
PROVIDE ACCESS TO PRIMER. REFER TO SPECIFICATION 
FOR DETAILS.
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Stoney Creek, ON L8J 0B4
Tel:      (905) 385-3234  /   Fax:      (905) 385-3534

SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1 : 50M222

1 GROUND LEVEL - PLUMBING DRAINAGE

KEY NOTES:

REPLACE EXISTING LEAKING SANITARY DRAINAGE RISER 
(STACK #15) ON LEVEL 1 AND IN LEVEL 0.

PROVIDE 50MM CONDUIT THROUGH SLAB FOR CONDENSED 
WATER HOSE PROVIDED BY CT EQUIPMENT SUPPLIER. 
CONNECT TO 50MM SAN PIPING BELOW SLAB.

CONNECT TO NEW FIXTURE TO EXISTING CAPPED SANITARY 
DRAINAGE PIPING IN WALL SPACE.

1

2

3
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1. ALL EXISTING PLUMBING SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. MECHANICAL CONTRACTOR 
SHALL VERIFY ALL CONNECTIONS, PIPE SIZES AND 
LOCATIONS ON SITE AND REPORT ANY DISCREPANCY TO 
THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING PLUMBING SERVICES THAT MAY NOT BE 
SHOWN ON THE DRAWINGS AND ARE EXPOSED DURING 
DEMOLITION/ CONSTRUCTION SHALL BE VERIFIED BY THE 
MECHANICAL CONTRACTOR AS TO THE SOURCE AND 
ROUTING, AND SHALL BE REPORTED TO THE CONSULTANT 
WITH PROPOSED RESOLUTIONS REQUIRED FOR THE 
SERVICE THAT HAVE BEEN EXPOSED AT NO EXTRA COST TO 
THE OWNER.

3. NEW WORK SHALL BE CO-ORDINATED WITH ARCHITECTURAL 
PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS OF PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL PLUMBING SERVICES TO 
ACCOMMODATE ALL TRADE WORK. 

5. PROVIDE PLUMBING VENTS AS PER OBC.

6. CONTRACTOR SHALL INCLUDE FOR PIPE FREEZING AT ALL 
CONNECTIONS TO EXISTING SERVICES AND ASSUME 
EXISTING ISOLATION VALVES WILL NOT HOLD. PROVIDE NEW 
VALVES AT ALL CONNECTION TO EXISTING SERVICES.
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SCARBOROUGH HEALTH NETWORK

GROUND LEVEL - PLUMBING WATER

M223

140023034

3050 LAWRENCE AVE E, SCARBOROUGH, ONTARIO

Stantec Consulting Ltd.
200-835 Paramount Drive
Stoney Creek, ON L8J 0B4
Tel:      (905) 385-3234  /   Fax:      (905) 385-3534

SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1 : 50M223

1 GROUND LEVEL - PLUMBING WATER

KEY NOTES:

PROVIDE CHECK VALVE AND THERMOSTATIC VARIABLE 
FLOW VALVE BEFORE CONNECTING END OF RUN DHW TO 
DHWR LINE

PROVIDE ENCASED NON FREEZE EXTERIOR HOSEBIB

PROVIDE TRIP TRAY C/W LEAK DETECTION SENSOR AND 
BMS ALARM.
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1. ALL EXISTING FIRE PROTECTION SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. CONTRACTOR SHALL VERIFY 
ALL CONNECTIONS, PIPE SIZES, LOCATION OF SPRINKLERS 
AND PIPE ROUTINGS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ANY SPRINKLER SERVICE THAT MAY NOT BE SHOWN ON THE 
DRAWING THAT ARE EXPOSED DURING 
DEMOLITION/CONSTRUCTION SHALL BE VERIFIED BY THE 
CONTRACTOR TO THE SOURCE AND ROUTING AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAS BEEN 
EXPOSED. CONTRACTOR SHALL INCLUDE FOR THE REMOVAL 
AND REPLACEMENT OF 5 ADDITIONAL HEADS AND BRANCH 
PIPING TO PROVIDE FULL COVERAGE.

3. UPON COMPLETION OF SPRINKLER WORKS, CONTRACTOR 
SHALL TEST REVISED SPRINKLER ZONES TO THE LATEST 
REQUIREMENTS OF NFPA 13 "INSTALLATION OF SPRINKLER 
SYSTEM".

4. CONTRACTOR SHALL ALLOW COST FOR OFF HOURS WORKING 
IN ORDER TO KEEP THE HOSPITAL FUNCTIONING DURING 
CONSTRUCTION PERIOD.

5. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

6. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS FOR 
DETAILS ON PHASING AND SUMMARY OF WORK. MECHANICAL 
CONTRACTOR MUST REVIEW DRAWINGS OF ALL TRADES TO 
INCLUDE FOR TEMPORARY REMOVAL AND REINSTALLATION 
OF ALL FIRE PROTECTION SERVICES TO ACCOMMODATE ALL 
TRADE WORK.

7. PROVIDE HYDRAULIC CALCULATIONS IN ACCORDANCE WITH 
NFPA 13 AND NFPA 14.

8. FIRE PROTECTION SHALL BE MAINTAINED AT ALL TIMES WITH 
SPRINKLERS OR FIRE WATCH. ANY LIVE SPRINKLER HEADS 
WITHIN THE SPACE MUST BE PROVIDED WITH CAGE HEAD 
GUARDS.

9. CONTRACTOR SHALL PROVIDE "FIRE WATCH" TO THE 
REQUIREMENTS OF NATIONAL FIRE CODE OF CANADA, OBC 
AND AUTHORITY HAVING JURISDICTION, WHILE WORK 
ENTAILS AN INTERRUPTION OF THE NORMAL OPERATION OF 
THE FIRE PROTECTION SYSTEM.

10. CONTRACTOR TO PROVIDE FIRE ALARM BYPASS, DRAIN 
DOWN, AND FILLING OF SYSTEM AS REQUIRED.
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SCARBOROUGH HEALTH NETWORK

GROUND LEVEL - FIRE PROTECTION

M231

140023034

3050 LAWRENCE AVE E, SCARBOROUGH, ONTARIO

Stantec Consulting Ltd.
200-835 Paramount Drive
Stoney Creek, ON L8J 0B4
Tel:      (905) 385-3234  /   Fax:      (905) 385-3534

SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1 : 50M231

1 GROUND LEVEL - FIRE PROTECTION

1

KEY NOTES:

PROVIDE NEW SPRINKLER HEADS AND ASSOCIATED 
BRANCH PIPING (TYPICAL)

EXISTING FIRE HOSE CABINET SHALL REMAIN.

PROVIDE NEW FIRE EXTINGUISHER.
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1. ALL EXISTING FIRE PROTECTION SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. CONTRACTOR SHALL VERIFY 
ALL CONNECTIONS, PIPE SIZES, LOCATION OF SPRINKLERS 
AND PIPE ROUTINGS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ANY SPRINKLER SERVICE THAT MAY NOT BE SHOWN ON THE 
DRAWING THAT ARE EXPOSED DURING 
DEMOLITION/CONSTRUCTION SHALL BE VERIFIED BY THE 
CONTRACTOR TO THE SOURCE AND ROUTING AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAS BEEN 
EXPOSED. CONTRACTOR SHALL INCLUDE FOR THE REMOVAL 
AND REPLACEMENT OF 5 ADDITIONAL HEADS AND BRANCH 
PIPING TO PROVIDE FULL COVERAGE.

3. UPON COMPLETION OF SPRINKLER WORKS, CONTRACTOR 
SHALL TEST REVISED SPRINKLER ZONES TO THE LATEST 
REQUIREMENTS OF NFPA 13 "INSTALLATION OF SPRINKLER 
SYSTEM".

4. CONTRACTOR SHALL ALLOW COST FOR OFF HOURS WORKING 
IN ORDER TO KEEP THE HOSPITAL FUNCTIONING DURING 
CONSTRUCTION PERIOD.

5. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

6. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS FOR 
DETAILS ON PHASING AND SUMMARY OF WORK. MECHANICAL 
CONTRACTOR MUST REVIEW DRAWINGS OF ALL TRADES TO 
INCLUDE FOR TEMPORARY REMOVAL AND REINSTALLATION 
OF ALL FIRE PROTECTION SERVICES TO ACCOMMODATE ALL 
TRADE WORK.

7. PROVIDE HYDRAULIC CALCULATIONS IN ACCORDANCE WITH 
NFPA 13 AND NFPA 14.

8. FIRE PROTECTION SHALL BE MAINTAINED AT ALL TIMES WITH 
SPRINKLERS OR FIRE WATCH. ANY LIVE SPRINKLER HEADS 
WITHIN THE SPACE MUST BE PROVIDED WITH CAGE HEAD 
GUARDS.

9. CONTRACTOR SHALL PROVIDE "FIRE WATCH" TO THE 
REQUIREMENTS OF NATIONAL FIRE CODE OF CANADA, OBC 
AND AUTHORITY HAVING JURISDICTION, WHILE WORK 
ENTAILS AN INTERRUPTION OF THE NORMAL OPERATION OF 
THE FIRE PROTECTION SYSTEM.

10. CONTRACTOR TO PROVIDE FIRE ALARM BYPASS, DRAIN 
DOWN, AND FILLING OF SYSTEM AS REQUIRED.
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SCARBOROUGH HEALTH NETWORK

GROUND LEVEL - FIRE PROTECTION

M231

140023034

3050 LAWRENCE AVE E, SCARBOROUGH, ONTARIO

Stantec Consulting Ltd.
200-835 Paramount Drive
Stoney Creek, ON L8J 0B4
Tel:      (905) 385-3234  /   Fax:      (905) 385-3534

SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1 : 50M231

1 GROUND LEVEL - FIRE PROTECTION

1

KEY NOTES:

PROVIDE NEW SPRINKLER HEADS AND ASSOCIATED 
BRANCH PIPING (TYPICAL)

EXISTING FIRE HOSE CABINET SHALL REMAIN.

PROVIDE NEW FIRE EXTINGUISHER.
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1. ALL EXISTING HVAC PIPE WORK SHOWN ARE APPROXIMATE 
AND BASED ON VISUAL SITE SURVEY AND EXISTING RECORD 
DRAWINGS. CONTRACTOR SHALL VERIFY ALL PIPE SIZES 
AND CONNECTIONS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING HVAC PIPE WORK THAT MAY NOT BE SHOWN 
ON THE DRAWINGS AND ARE EXPOSED DURING DEMOLITION/ 
CONSTRUCTION SHALL BE VERIFIED BY THE CONTRACTOR 
AS TO THE SOURCE AND ROUTING, AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 
BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS ON PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL HVAC PIPING SERVICES TO 
ACCOMMODATE ALL TRADE WORK.

5. REFER TO DETAIL 9/M402 FOR REHEAT COIL PIPING 
ARRANGEMENT

6. CONTRACTOR SHALL INCLUDE FOR PIPE FREEZING AT ALL 
CONNECTIONS TO EXISTING SERVICES AND ASSUME 
EXISTING ISOLATION VALVES WILL NOT HOLD. PROVIDE NEW 
VALVES AT ALL CONNECTION TO EXISTING SERVICES.
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SCARBOROUGH HEALTH NETWORK

BASEMENT LEVEL - HVAC PIPING

M241
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION
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1 : 50M241

2 BASEMENT LEVEL - HVAC PIPING

KEY NOTES:

PROVIDE TWO 75MM CONDUITS TO CONTAIN FLEX HOSES. 
CONTRACTOR SHALL ALLOW FOR CORING AND ROUTE 
CONDUIT BENEATH GROUND LEVEL SLAB. FLEX HOSES 
SHALL BE SUPPLIED AND INSTALLED BY CT EQUIPMENT 
VENDOR.
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1. ALL EXISTING HVAC PIPE WORK SHOWN ARE APPROXIMATE 

AND BASED ON VISUAL SITE SURVEY AND EXISTING RECORD 

DRAWINGS. CONTRACTOR SHALL VERIFY ALL PIPE SIZES 

AND CONNECTIONS ON SITE AND REPORT ANY 

DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING HVAC PIPE WORK THAT MAY NOT BE SHOWN 

ON THE DRAWINGS AND ARE EXPOSED DURING DEMOLITION/ 

CONSTRUCTION SHALL BE VERIFIED BY THE CONTRACTOR 

AS TO THE SOURCE AND ROUTING, AND SHALL BE 

REPORTED TO THE CONSULTANT WITH PROPOSED 

RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 

BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. ALL NEW WORK SHALL BE CO-ORDINATED WITH

ARCHITECTURAL PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 

FOR DETAILS ON PHASING AND SUMMARY OF WORK. 

MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 

ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 

REINSTALLATION OF ALL HVAC PIPING SERVICES TO 

ACCOMMODATE ALL TRADE WORK.

5. REFER TO DETAIL 9/M402 FOR REHEAT COIL PIPING 

ARRANGEMENT

6. CONTRACTOR SHALL INCLUDE FOR PIPE FREEZING AT ALL 

CONNECTIONS TO EXISTING SERVICES AND ASSUME 

EXISTING ISOLATION VALVES WILL NOT HOLD. PROVIDE NEW 

VALVES AT ALL CONNECTION TO EXISTING SERVICES.

7. DURING NEW CONSTRUCTION, AVOID SERVICE 

INTERRUPTIONS TO EXISTING HEATING PIPE LOOP. PROVIDE 

TEMPORARY INSTALLATIONS OR BYPASSES AS REQUIRED 

TO ENSURE CONTINUAL OPERATION WITHIN THE FACILITY.

GENERAL NOTES:
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SCARBOROUGH HEALTH NETWORK

GROUND LEVEL - HVAC PIPING

M242

140023034
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Stantec Consulting Ltd.
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Stoney Creek, ON L8J 0B4
Tel:      (905) 385-3234  /   Fax:      (905) 385-3534

SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

KEY NOTES:

PROVIDE NEW REHEAT COIL C/W HWS & HWR PIPING 

CONNECTIONS PER DETAIL 9/M402.

PROVIDE NEW THERMOSTAT AND ASSOCIATED CONTROL 

WIRING. COORDINATE LOCATION ON WALL WITH OTHER 

DEVICES.

PROVIDE TWO 75MM CONDUITS TO CONTAIN FLEX HOSES. 

CONTRACTOR SHALL ALLOW FOR CORING AND ROUTE 

CONDUIT BENEATH SLAB. HYDRONIC FLEX HOSES SHALL BE 

SUPPLIED AND INSTALLED BY CT EQUIPMENT VENDOR.

PROVIDE TWO 75MM CONDUITS TO CONTAIN FLEX HOSES. 

CONTRACTOR SHALL ROUTE CONDUIT IN CEILING SPACE 

AND ALLOW FOR CORING. HYDRONIC FLEX HOSES SHALL BE 

SUPPLIED AND INSTALLED BY CT EQUIPMENT VENDOR.

INSTALL NEW CT SCANNER HEAT REJECTION UNIT, 

SUPPLIED BY CT EQUIPMENT VENDOR. COORDINATE EXACT 

LOCATION AS PER STRUCTURAL AND ARCHITECTURAL 

DRAWINGS. 

EXISTING THERMOSTAT AND CONTROLS TO REMAIN.
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3 GROUND LEVEL - HVAC PIPING
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1. ALL EXISTING HVAC PIPE WORK SHOWN ARE APPROXIMATE 
AND BASED ON VISUAL SITE SURVEY AND EXISTING RECORD 
DRAWINGS. CONTRACTOR SHALL VERIFY ALL PIPE SIZES 
AND CONNECTIONS ON SITE AND REPORT ANY 
DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING HVAC PIPE WORK THAT MAY NOT BE SHOWN 
ON THE DRAWINGS AND ARE EXPOSED DURING DEMOLITION/ 
CONSTRUCTION SHALL BE VERIFIED BY THE CONTRACTOR 
AS TO THE SOURCE AND ROUTING, AND SHALL BE 
REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 
BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. ALL NEW WORK SHALL BE CO-ORDINATED WITH
ARCHITECTURAL PHASING DRAWINGS.

4. REFER TO ARCHITECTURAL DRAWINGS AND DOCUMENTS 
FOR DETAILS ON PHASING AND SUMMARY OF WORK. 
MECHANICAL CONTRACTOR MUST REVIEW DRAWINGS OF 
ALL TRADES TO INCLUDE FOR TEMPORARY REMOVAL AND 
REINSTALLATION OF ALL HVAC PIPING SERVICES TO 
ACCOMMODATE ALL TRADE WORK.

5. REFER TO DETAIL 9/M402 FOR REHEAT COIL PIPING 
ARRANGEMENT

6. CONTRACTOR SHALL INCLUDE FOR PIPE FREEZING AT ALL 
CONNECTIONS TO EXISTING SERVICES AND ASSUME 
EXISTING ISOLATION VALVES WILL NOT HOLD. PROVIDE NEW 
VALVES AT ALL CONNECTION TO EXISTING SERVICES.
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SCARBOROUGH HEALTH NETWORK

GROUND LEVEL - HVAC PIPING

M242

140023034

3050 LAWRENCE AVE E, SCARBOROUGH, ONTARIO

Stantec Consulting Ltd.
200-835 Paramount Drive
Stoney Creek, ON L8J 0B4
Tel:      (905) 385-3234  /   Fax:      (905) 385-3534

SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

KEY NOTES:

PROVIDE NEW REHEAT COIL C/W HWS & HWR PIPING 
CONNECTIONS PER DETAIL 9/M402.

PROVIDE NEW THERMOSTAT AND ASSOCIATED CONTROL 
WIRING. COORDINATE LOCATION ON WALL WITH OTHER 
DEVICES.

PROVIDE TWO 75MM CONDUITS TO CONTAIN FLEX HOSES. 
CONTRACTOR SHALL ALLOW FOR CORING AND ROUTE 
CONDUIT BENEATH SLAB. HYDRONIC FLEX HOSES SHALL BE 
SUPPLIED AND INSTALLED BY CT EQUIPMENT VENDOR.

PROVIDE TWO 75MM CONDUITS TO CONTAIN FLEX HOSES. 
CONTRACTOR SHALL ROUTE CONDUIT IN CEILING SPACE 
AND ALLOW FOR CORING. HYDRONIC FLEX HOSES SHALL BE 
SUPPLIED AND INSTALLED BY CT EQUIPMENT VENDOR.

INSTALL NEW CT SCANNER HEAT REJECTION UNIT, 
SUPPLIED BY CT EQUIPMENT VENDOR. COORDINATE EXACT 
LOCATION AS PER STRUCTURAL AND ARCHITECTURAL 
DRAWINGS. 

EXISTING THERMOSTAT AND CONTROLS TO REMAIN.
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3 GROUND LEVEL - HVAC PIPING
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1. ALL EXISTING MEDICAL GAS SERVICES SHOWN ARE 
APPROXIMATE AND BASED ON VISUAL SITE SURVEY AND 
EXISTING RECORD DRAWINGS. CONTRACTOR SHALL VERIFY 
ALL PIPE SIZES AND CONNECTIONS ON SITE AND REPORT 
ANY DISCREPANCY TO THE CONSULTANT FOR RESOLUTION.

2. ALL EXISTING MEDICAL GAS SERVICES THAT MAY NOT BE 
SHOWN ON THE DRAWINGS AND ARE EXPOSED DURING 
DEMOLITION/ CONSTRUCTION SHALL BE VERIFIED BY THE 
CONTRACTOR AS TO THE SOURCE AND ROUTING, AND 
SHALL BE REPORTED TO THE CONSULTANT WITH PROPOSED 
RESOLUTIONS REQUIRED FOR THE SERVICE THAT HAVE 
BEEN EXPOSED AT NO EXTRA COST TO THE OWNER.

3. PRIOR TO COMMENCEMENT OF WORK, CONTRACTOR SHALL 
COORDINATE WITH THE HOSPITAL THE DATE AND 
SHUTDOWN PERIOD FOR DISCONNECTING AND MAKING NEW 
CONNECTION TO EXISTING MEDICAL GAS SERVICES, IN 
ORDER TO KEEP INTERRUPTIONS OF THE HOSPITAL DAILY 
OPERATIONS AS MINIMAL AS POSSIBLE.

4. CONTRACTOR TO CONFIRM LOCATION OF STRUCTURAL 
CONCRETE JOISTS PRIOR TO CUTTING/CORING HOLES IN 
EXISTING FLOOR STRUCTURE. DO NOT CUT/CORE THROUGH 
CONCRETE JOISTS.
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

1 : 50M251

1 GROUND LEVEL - MEDICAL GAS

1

KEY NOTES:

PROVIDE NEW MEDICAL GAS OUTLETS. OUTLET LOCATIONS 
SHALL BE COORDINATED WITH ARCHITECTURAL DRAWINGS

PROVIDE NEW ZONE VALVE ALARM PANEL. ZONE VALVE 
LOCATIONS SHALL BE COORDINATED AS SHOWN ON 
ARCHITECTURAL DRAWINGS
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ROOF SLAB

JOIST 75mm x 75mm x 6mm
ANGLE  (TYP.)

20Ø ROD

BOLT THRU WALL

INSULATION SHIELD

PIPE ROLLERS, TYPICAL OF
GRINNEL No. 175, OR EQUAL

WALL

NOTES:

1. PROVIDE HIGH DENSITY POLYURETHANE AT HANGER.

WALL

ANCHOR BOLTSPIPE ROLLERS TYPICAL OF
GRINNEL No. 175, OR EQUAL

75mm x 75mm x 6mm ANGLE

PACKED WITH APPROVED 
FIRE STOPPING MATERIALS
AS PER SPECIFICATIONS

SEAL TOP AND BOTTOM 
WITH APPROVED FIRE 

STOPPING SEALANT 
AS PER SPECIFICATIONS

FLOOR 
CONSTRUCTION

3mm THICK SHIM PLATE
UNDER PIPE CLAMP

BEARING PLATE

STANDARD PIPE CLAMP

MINIMUM OF TWO LAYERS OF RIBBED OR
WAFFLE PATTERN NEOPRENE TO PROVIDE

SEPARATION BETWEEN PIPE CLAMP AND
BUILDING. 16 GA. S.S. PLATE BETWEEN

LAYERS OF NEOPRENE

PLAN

NOTES:

1. NEOPRENE SHOULD BE 50 DUROMETER.

METAL SLEEVE PROVIDED 
BY MECH. CONTRACTOR

SEAL BOTH SIDES WITH 
NON-HARDENING RESILIENT 

SEALER

PACKED WITH FIBROUS
MATERIAL ALL AROUND

WALL CONSTRUCTION

NOTES:

1. PACKING AND SEALING MATERIALS FOR FIRE RATED WALLS TO BE U/L APPROVED 
    AS PER SPECIFICATIONS.

GALVANIZED STEEL PIPE - THE I.D.
OF THE SLEEVE SHALL BE 50mm MIN.
LARGER THAN THE O.D. OF PIPE.

GALVANIZED STEEL PIPE SLEEVE c/w 
STEEL ANCHORING COLLAR/SEALING
FLANGE. THE I.D. OF THE SLEEVE 
SHALL BE 50mm MIN. LARGER THAN 
THE O.D. OF THE PIPE. 

SEAL WATER-TIGHT BETWEEN PIPE AND
SLEEVE WITH ACTIVATED, EXPANDABLE
OAKUM. 

PIPE

UNDISTURBED SOIL OR COMPACTED
TO THE SATISFACTION OF THE 
STRUCTURAL ENGINEER. 

BOTTOM OF FOOTING

WALL

PIPE

WALL OF FOOTING

BOTTOM OF 
FOOTING

ELEVATION

10
00

M
A

X
.

15
0

15
0

NOTES:

1. FOR PIPES GREATER THAN ONE METER BELOW BOTTOM OF FOOTING - TRENCH
    MAY BE BACKFILLED WITH COMPACTED FILL AS PER SPECIFICATIONS.

2. CONCRETE FILL SHALL BE SAME WIDTH OF PIPE TRENCH. PLACE CONCRETE 
    FILL BEFORE FOOTING IS PLACED. FILL ABOVE AND BELOW PIPE TO BE 150 MIN.
    TOTAL CONCRETE FILL SHALL NOT EXCEED ONE METER.

HANGER ROD

HANGER

VAPOR BARRIER

INSULATION AS SPEC'D

PIPE

14 GA. SHEET METAL SADDLE
400mm LONG IN HANGER

HIGH DENSITY CALCIUM 
SILICATE INSULATION MIN.

1/3 CIRCUMFERENCE OF PIPE
WIDE AN D 300mm LONG

225mm (MIN.)

138mm

100mm100mm

75mm

203mm

292mm (MIN.)

75mm

SUPPORT IF NEEDED

90° ELL

25

25X12 
REDUCER

SUSPENDED 
CEILING

PENDANT 
SPRINKLER

100 MAXIMUM LENGHT
NIPPLE UP

BRANCH OR MAIN

6mm FILLET WELD

25
m

m
 V

O
ID

LINK SEAL

CONTINUOUS FILLET WELD BOTH SIDES
TO 12mm PLATE TO SLEEVE

APPLY ANTI CORROSION PAINT TO 
EXPOSED SURFACES BOTH SIDES OF WALL

INFILL 12mm DEEP HI-TEMP CAULKING
CHAMFER AT END

CALCIUM SILICATE INSULATION
SUPPORT SECTION

22
5m

m

150mm
SCH 20 SLEEVE PACK 25mm VOID ALONG

LENGTH WITH HI-TEMP
MINERAL FIBRE

INSULATION AS SPECIFIED

INSULATION RECOVER TO EXTEND 
INTO SLEEVE 50mm (TYP.)

CLEVIS HANGER
SUPPORT FROM
JOIST OR DECK
ABOVE

BRANCH LINE

TEE

PIPE NIPPLE
(IF NECESSARY)

REDUCER

UPRIGHT SPRINKLER

UNDERSIDE 
OF DECK

MINIMUM, MAXIMUM 
DIMENSION TO NFPA-13

SOLDER (TYP.)

DETAIL OF TYPICAL COIL INTERCONNECT
COIL END POSITION

AS RECEIVED

DETAIL OF TYPICAL PIGTAIL

DETAIL OF TYPICAL U-BEND

12.7mm O.D. (NOMINAL DIA.) 
TYPE L SOFT COPPER TUBING 
BY RESPONSIBLE TRADE

12.8mm I.D. PANEL COIL

METALLURGICAL BOND BETWEEN
COPPER TUBING AND PANEL

SOLDER (TYP.)

5mm GAP ALL SIDES 
FOR EXPANSION (TYP.)

150mm Ø PIGTAIL OF
12.8mm COPPER TUBING,
NO FITTINGS REQUIRED
LAY AS FLAT AS POSSIBLE 

RAISE END OF PANEL COIL

110mm (TYP.)

T-BAR BY RESPONSIBLE TRADE

SOLDER (TYP.)

12mm I.D. PANEL COIL

12.8mm I.D. RETURN U-BEND 
NO FITTINGS REQUIRED

NOTES:

1. PANEL COIL MUST BE RAISED BEFORE INSERTING COPPER TUBING.

2. TOOL FOR RAISING END OF COIL AND RESIZING COIL MAY BE 
    OBTAINED FROM SUPPLIER.

O
X

Y
G

E
N

M
E

D
 V

A
C

M
E

D
 A

IR

M
E

D
 A

IR

M
E

D
 V

A
C

O
X

Y
G

E
N

MED AIR

MED VAC

SIMULATED
OXYGEN

ACCESS PANEL FOR TESTING
REFER TO DETAIL THIS SHEET

VALVE PANEL

NAME PLATE AS PER CLAUSE 
4.4.3 OF C.S.A. CODE

EMERGENCY PULL RING

SHUT-OFF VALVE

SHUT-OFF/ALARM PANEL DETAIL

NOT TO SCALE

M
E

D
IC

A
L 

G
A

S
 L

IN
E

S

ALARM PANEL

ACCESS DOOR

DISS TEST FITTINGS
WITH CAP AND CHAIN

6mm (¼" NOMINAL) 
COPPER FLEX TUBING

ALARM TESTING BOX
REFER TO SPECIFICATION

FOR REQUIREMENTS
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MECHANICAL DETAILS
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140023034
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Stantec Consulting Ltd.
200-835 Paramount Drive
Stoney Creek, ON L8J 0B4
Tel:      (905) 385-3234  /   Fax:      (905) 385-3534

SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

N.T.S.M401

9 PIPE SUPPORT DETAIL 4
N.T.S.M401

10 PIPE SUPPORT DETAIL 5
N.T.S.M401

11 PIPE THRU FLOOR PENETRATION
N.T.S.M401

12 PIPE THRU WALL PENETRATION
N.T.S.M401

13

PIPE UNDER FOOTING OR THRU
STRUCTURAL WALL INSTALLATION
DETAIL

N.T.S.M401

8 PIPING INSULATION DETAIL @ HANGER
N.T.S.M401

6 SINGLE CARRIER IN METAL STUD WALL
N.T.S.M401

5 SINGLE CARRIER IN BLOCK WALL
N.T.S.M401

7 TYPICAL SPRINKLER DETAIL

N.T.S.M401

2

TYPICAL SLEEVE DETAIL FOR WALL
PENETRATION

N.T.S.M401

3 TYPICAL UPRIGHT SPRINKLER
N.T.S.M401

1 LINEAR RADIANT PANEL CONNECTION DETAILS
N.T.S.M401

4 ALARM PANEL TESTING DETAIL
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2 ISSUED FOR DRAFT BR LY 2025.02.21

3 ISSUED FOR TENDER AND PERMIT BR LY 2025.04.07



6

THROUGH 900mm MAX. DUCT DIMENSION.
STRAP HANGERS 25mm x 1.6mm 
TO 600mm MAX. DUCT DIMENSION. 
38mm x 1.6mm FROM 600mm

3000 MAX.
HANGER SPACING

SHEET METAL SCREWS
200 ON CENTRES

TRAPEZE ANGLE
SUPPORT

ROD HANGERS WITH
ANGLE IRON SUPPORT

ROD AND ANGLE SIZES TO BE AS FOLLOWS

MAX. DUCT
DIMENSION (mm)

UP THRU. 450 2340 38x38x3 3.0m

MIN. ATTACH
RATING (kg)

ROD HANGER
SIZE (mm)

NO. OF
HANGERS

TRAPEZE 
ANGLE (mm)

MAX.
SPACING

6475 TO 900 2455 38x38x3 3.0m

9925 TO 1525 2910 50x50x6 2.4m

91550 TO 3050 21090 50x50x6 2.4m

FLOOR SLAB

DOW FS-2000

FIRE RESISTANT
MINERAL FIBRE

STEEL SLEEVE

DOW FS-2000

FIRE RESISTANT 
MINERAL FIBRE

DOW FS-2000

PIPE

PIPE INSULATION

PIPE

STEEL SLEEVE WHERE POURED
IN PLACE WITH 

BEAD OF DOW FS-2000

DRYWALL OR MASONRY

STEEL DECK

FIRE STOPPING AT PENETRATION OF HORIZONTAL FIRE SEPARATION

FIRE STOPPING AT PENETRATION VERTICAL FIRE SEPARATION

NOTES:

1. THICKNESS OF FIRE RESISTANT MINERAL FIBRE AND FS-2000 AS REQUIRED FOR FIRE
    SEPARATION RATING.

2.FIRE STOPPING SHALL BE INSTALLED BY A QUALIFIED APPLICATOR. 

1"

1500 MAX.

HANGER STRAPS (DO NOT
MOUNT TO ROOF DECK)

SELF TAPPING CADMIUM PLATED HEX
HEAD SHEET METAL SCREWS, STRAPS
TO BE TIGHT AGAINST DUCT

ANCHORING SHALL SUPPORT MINIMUM
OF 400 lbs. SEE SPECIFICATIONS FOR

ANCHOR TYPE

FASTEN TO 
ROOF TRUSSES

HANGER STRAPS OR RODS
(DO NOT MOUNT TO ROOF DECK)

NOTES:

1. ALL SUPPLY AIR DUCTS SHALL BE LINED INTERNALLY AS PER SPECIFICATIONS. NO POP RIVETS ALLOWED.

DUCT

DUCT LINING AS REQUIRED

BUILDING WALL

SEALER

IF OPENING IN STRUCTURE IS IRREGULAR
AND GREATER THAN 25mm, WRAP DUCT 
W/ 25mm THICK FIBROUS MATERIAL AND
FILL REMAINING OPENING WITH GROUT

IF OPENING IS LIMITED TO
DESIRED 19mm SPACE, PACK
WITH FIBREGLASS AND SEAL
BOTH ENDS WITH RESILIENT
NON-HARDENING SEALER

NOTE:

PACKING AND SEALING MATERIALS FOR FIRE RATED 
WALLS TO BE U/L APPROVED.

R = 1W

R = 1W

SPLITTER
DAMPER

ADJUSTING 
ROD

R = 1W

SPLITTER DAMPER
WITH ADJUSTING ROD

15° MAX

W

W

W

W

L

R = W

OFFSET TYPE 1
(MITERED)

OFFSET TYPE 2
(RADIUSED)

DOUBLE WALL
TURNING VANES

DOUBLE WALL
TURNING VANES

SPLITTER 
DAMPER

ADJUSTING ROD

DOUBLE WALL
TURNING VANES

SPLITTER DAMPER
W/ ADJUSTING ROD

ADJUSTING ROD

AIR FLOW

HOT WATER RETURN

HOT WATER SUPPLY

ISOLATION VALVE

2-WAY CONTROL VALVE

UNION

PRESSURE GAUGE

THERMOMETER

AUTOMATIC AIR VENT
HEATING COIL

STRAINER

DRAIN VALVE

NOTES:

1. SINGLE COIL: PIPED SIMILARLY.

BALANCING VALVE

DUCT

DUCT

NOTES:

1. FOR FIRE DAMPERS OVER 2400mm, STEEL ANGLE SHALL 
    BE 38mm x 38mm x 4mm.

2. PROVIDE ACCESS DOOR IN DUCT FOR ACCESS TO THE 
    FIRE DAMPER, MIN. SIZE 300mm x 300mm.

38mm x 38mm x 4mm STEEL ANGLE FRAME
FASTEN TO SLEEVE ONLY WITH RIVETS, 
TACK WELDS, OR BOTH AT 150mm O.C.

JOINT AS SPECIFIED FOR LOW VELOCITY 
DUCT. (BREAK AWAY JOINT AS REQUIRED)

SLEEVE TO BE OF SAME THICKNESS AS
DUCT BUT NOT LESS THAN 1/8 THICK.

FLEXIBLE DUCT (MAX. 1500mm)

SUPPLY DIFFUSERCEILING TILE

RIGID DUCT COLLAR

DIFFUSER LAID-IN
THE T-BAR

DUCT HANGER AT THE 
ELBOW. ELBOW TO BE 

RIDIGLY SUPPORTED TO 
PERMIT NO SWAY

OR MOVEMENT.

2  X 'L'

FAN DUCTS

TYPICAL - BOTH SIDES

FLEX MATERIAL

'L'

RETAINING BAND
SEALED AIR TIGHT
(TYPICAL OF 2)

CONTINUOUS SEAL

CONTINUOUS SEAL

DRAIN VALVE WITH
CAP & CHAIN

INSULATION

RISER UP

RISER ISOLATION/CONTROL VALVE

VALVE TAG WITHIN  150 
OF FINISH CEILING

WALL

38mm x 38mm x 19mm STEEL ANGLE FRAME
FASTEN TO SLEEVE ONLY WITH RIVETS, 
TACK WELDS, OR BOTH AT 150mm O.C.

WALL SLEEVE, GAUGE TO SMACNA STANDARD
SLEEVE TO BE OF SAME THICKNESS AS DUCT
BUT NOT LESS THAN 1.6mm

JOINT AS SPECIFIED FOR LOW VELOCITY DUCT
(BREAK-AWAY JOINT REQUIRED)

NOTES:

1. FOR FIRE DAMPERS OVER 1200mm, STEEL ANGLE SHALL BE 38mm x 38mm x 2mm.

2. PROVIDE ACCESS DOOR IN DUCT FOR ACCESS TO THE FIRE DAMPER.

DUCT

PIPE RISER

PLAN

ELEVATION

STEEL CHANNEL

CONCRETE WALL

STEEL EMBEDMENT PLATE

ANCHOR BOLTS C/W 
NEOPRENE WASHERS

STUD ANCHORS

I-BEAM

ALTERNATIVELY PROVIDE CONCRETE
ANCHOR BOLTS IF STEEL EMBEDMENT 

PLATE CANNOT BE USED 

STEEL CHANNEL

I-BEAM

CONCRETE WALL

DESIGNER NOTE:

CO-ORDINATE WITH
STRUCTURAL ENGINEER

FILLET WELDS BOTH SIDES

PIPE RISER

CONSTRUCTION 
NORTH

TRUE NORTH
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MECHANICAL DETAILS

M402

140023034
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Stantec Consulting Ltd.
200-835 Paramount Drive
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

N.T.S.M402

8

ALTERNATE HANGERS FOR
RECTANGULAR DUCTS

N.T.S.M402

6

DETAIL FOR PENETRATIONS OF FIRE
SEPARATIONS

N.T.S.M402

12 DUCT HANGERS

N.T.S.M402

4 DUCTING WALL PENETRATION
N.T.S.M402

1 DUCTWORK DETAILS 1
N.T.S.M402

2 DUCTWORK DETAILS 2
N.T.S.M402

3 DUCTWORK DETAILS 3

N.T.S.M402

9 HEATING COIL SCHEMATIC

N.T.S.M402

7

HORIZONTAL TYPE FIRE DAMPER
DETAIL

N.T.S.M402

11 LAY-IN TYPE DIFFUSER DETAIL
N.T.S.M402

10

FAN/DUCT FLEXIBLE CONNECTION
DETAIL

N.T.S.M402

5 RISER CONTROL AND DRAIN VALVE

N.T.S.M402

13 VERTICAL TYPE FIRE DAMPER DETAIL
N.T.S.M402

14 WALL MOUNT RISER ANCHORING
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DRAIN

METAL EDGE

SPOUT BRACE

SPOUT WITH HOSE END
AND PAILHOOK C/W 
VACUUM BREAKER

SERVICE FAUCET WITH 
VACUUM BREAKER

75Ø P-TRAP

250

900

NOTES:

1. PROVIDE EACH JANITORY SINK C/W MOP RACK & STAINLESS STEEL WALL GUARD.

100 VENT
50x100 REDUCER

BACKWATER VALVE

SPRINKLER DRAINS

100x150 INCREASER

150 DEEP SEAL
P-TRAP

CONCRETE SLAB

MINIMUM OF 3 ANCHORS
ON EACH ANGLE RUN

75mm x 75mm x 6mm  ANGLE
IRON WELDED TO TOP PLATE
AND THE TOP  ANGLE IRONS

75mm x 75mm x 6mm ANGLE
IRON ON EACH ANGLE IRON

CONTINUOUS WELD

30"

18"

450

SIDE VIEW END VIEW

CONTINUOUS WELD

450mm MIN. LENGTH

FIBERGLASS
INSULATION

16 GAUGE   
INSULATION SHIELD

CALCIUM SILICATE 
INSULATION OR SIMILAR
NON-COMPRESSIBLE
INSULATION

HOT WATER SUPPLY

PIPE PIPE INSULATION

TYPICAL SNAP ON OR STRAP ON
VINYL MARKER WITH INTEGRAL FLOW

ARROW & FACTORY APPLIED GRAPHICS

TYPICAL 2" WIDE COLOUR CODED
TAPE (WRAP A MINIMUM OF 1-1/2 
TIMES AROUND PIPE)

NOTES:

1. REFER TO MECHANICAL SPECIFICATION FOR ADDITIONAL DETAILS.

2. REFER TO SPECIFICATION FOR COLOUR CODING OF SERVICES.

3. INSTALL AT 15m INTERVALS (MAXIMUM) AND AT EACH DIRECTION CHANGE.

4. DUCTWORK IDENTIFICATION SIMILAR - REFER TO MECHANICAL SPECIFICATIONS
    FOR DETAILS.

PLAN

ELEVATION

STEEL PLATE
(SIZE TO SUITE WEIGHT
REQUIREMENTS)

BOLTED TO FLOOR 
(SIZE TO SUITE LOAD
REQUIREMENTS)

PIPE RISER (REFER TO
DIAGRAMS FOR 
LOCATIONS)

CONTINUOUS WELD ON
VERTICAL AND HORIZONTAL

PIPE RISER

CONTINUOUS WELD ON
VERTICAL AND HORIZONTAL

STEEL PLATE

25mm (1") VIBRATION 
PAD BETWEEN FLOOR
AND STEEL PLATE

DESIGNER NOTE:

CO-ORDINATE WITH
STRUCTURAL ENGINEER

200mm SLEEVE
216mm O.D.

FIRE STANDPIPE

25
0m

m

32
5m

m

10
0 15

0 23
1

26
0

750mm 200mm

315mm

1140mm

75mm

BARRETT TYPE, 
BOLTED COVER, 
BRASS CAP SCREWS

ACCESS DOOR

ACCESS DOOR

ALTERNATE LOCATION FOR 
CLEANOUT AND ACCESS

IRON FERRULE WITH 
RAISED HEAD BRASS PLUG

¢ FIXTURE

IRON FERRULE WITH 
RAISED HEAD BRASS PLUG

ACCESS COVER TO SUIT 
FLOOR FINISH MATERIAL

IRON FERRULE WITH 
RAISED HEAD BRASS PLUG

FLOW

C.I. CLEANOUT TEE

WASTE LINE
LENGTH TO SUIT

FOR WALL CONSTRUCTION
REFER TO ARCHITECTURAL

DRAWINGS

MAY EXTEND AS 
WASTE OR VENT CLEANOUT PLUG

COUNTERSUNK SCREW

POLISHED S.S. 
ACCESS COVER

WASTE LINE

CAULKING FERRULE

FINISHED FLOOR

CLEANOUT PLUG

CSK SCREW

CLEANOUT COVER

CONCRETE SURFACE OR FLOOR
COVERING AS REQUIRED

FLOW

BRANCH DUCT

B.D.

45°

DIRECTION OF AIR FLOW

HEIGHT OF TAKE-OFF BOOT
TO BE SAME AS THE 
FLEXIBLE DUCT DIAMETER

CONSTRUCTION 
NORTH

TRUE NORTH
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SCARBOROUGH GENERAL HOSPITAL

SATELLITE IMAGING RENOVATION

N.T.S.M403

9 JANITOR SINK DETAIL

N.T.S.M403

4 OPEN END DRAIN

N.T.S.M403

7 PIPE ANCHOR DETAIL
N.T.S.M403

8 PIPE HANGER INSULATION DETAIL
N.T.S.M403

6 PIPE IDENTIFICATION DETAIL

N.T.S.M403

1 FLOOR MOUNTED PIPE ANCHORING

N.T.S.M403

5

FIRE HOSE CABINET SPACE
REQUIRMENTS

N.T.S.M403

14

CLEANOUT IN STACK BASE (CLEANOUT
SAME FOR EXPOSED STACK) - PLAIN
END PIPING-SLEEVE (MJ) COUPLINGS

N.T.S.M403

10

CLEANOUT IN PIPE SPACE (HORIZONTAL
ABOVE FLOOR) - PLAIN END
PIPING-SLEEVE (MJ) COUPLINGS

N.T.S.M403

11

CLEANOUT BELOW GRADE (INSIDE
BUILDING) - PLAIN END PIPING-SLEEVE
(MJ) COUPLINGS

N.T.S.M403

12

CLEANOUT ABOVE GRADE (INSIDE
BUILDING) - PLAIN END PIPING - SLEEVE
(MJ) COUPLINGS

N.T.S.M403

13

WALL CLEANOUT - FINISHED ROOMS
(SANITARY)

N.T.S.M403

3 FLOOR CLEANOUT - FINISHED ROOMS
N.T.S.M403

2

SUPPLY TO DIFFUSER TAKE-OFF BOOT
DETAIL
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REFERENCE DESCRIPTION
SERVICES (mm)

SAN VENT CWS HWS

CW TO MULTIPLE FIXTURES (mm)

2 4 6 8

PLUMBING FIXTURE SCHEDULE

SK-1 STAINLESS STEEL SINK 40 32 15 15 15 20 25 32

EW-1 EMERGENCY EYEWASH 75 40 15 15 15 20 25 32

HHS-1 HAND HYGIENE SINK 40 32 15 15 15 20 25 32

EWSS-1 EYEWASH AND SAFETY SHOWER 50 25 --- --- --- ---100 50

FD-1 FLOOR DRAIN 100 75 - - --- --- ------

HB-1 HOSE BIBB - - 15 - --- --- ------

L-1 LAVATORY SINK 15 15 15 20 25 3240 32

WC-1 WATERCLOSET 40 - --- --- --- ---100 50
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SATELLITE IMAGING RENOVATION

NOTES:
1.   REFER TO REFLECTED CEILING PLANS EXACT LOCATION.  PROVIDE ALL FRAMES AND ACCESSORIES AS REQUIRED FOR PROPER INSTALLATION.
2.   FLEXIBLE DUCTWORK SHALL BE THE SAME SIZE AS THE DIFFUSER NECK OR AN EQUIVALENT ROUND DUCT.  FLEXIBLE DUCTWORK SHALL BE SUPPORTED TO
PREVENT KINKS OR BENDS.
3.   COLOR TO BE SELECTED BY ARCHITECT FROM STANDARD COLORS.

E-1 SEE DRAWINGS SEE DRAWINGS STEEL EH PRICE 530 1, 3

R-1 SEE DRAWINGS LAY-IN STEEL EH PRICE 530 1, 3

S-1 600x600 LAY-IN STEEL EH PRICE SPD 1, 2, 3

TAG

UNIT...
DIFFUSER
FACE SIZE

(IN)

MOUNTING
TYPE

MATERIAL MANUFACTURER
MODEL

NUMBER
NOTES

GRILLE, REGISTER, DIFFUSER SCHEDULE

NOTES:

RHC-12 4.271 2 6 6 8 0.3 192 55.0 75.0 462.0 0.17 WATER 0.4 200.0 180.0 0.5 0.1 DAIKIN 5BB0602B

RHC-11 10.846 1 6 9 12 0.8 440 55.0 77.5 586.7 0.09 WATER 1.0 200.0 177.5 1.0 0.3 DAIKIN 5BS0601B

RHC-10 5.998 1 6 6 10 0.4 270 55.0 74.6 672.0 0.12 WATER 0.6 200.0 180.4 0.7 0.2 DAIKIN 5BS0601B

RHC-9 11.439 1 6 9 12 0.8 480 55.0 76.8 640.0 0.11 WATER 1.0 200.0 178.2 1.1 0.3 DAIKIN 5BS0601B

RHC-8 13.148 1 6 9 13 0.8 565 55.0 76.3 695.4 0.13 WATER 1.2 200.0 178.7 1.3 0.4 DAIKIN 5BS0601B

RHC-7 7.481 1 6 6 12 0.5 340 55.0 75.1 680.0 0.12 WATER 0.7 200.0 179.9 0.8 0.2 DAIKIN 5BS0601B

RHC-6 5.998 1 6 6 10 0.4 280 55.0 74.6 672.0 0.12 WATER 0.6 200.0 180.4 0.7 0.2 DAIKIN 5BS0601B

RHC-5 4.271 2 6 6 8 0.3 195 55.0 75.0 462.0 0.17 WATER 0.4 200.0 180.0 0.5 0.1 DAIKIN 5BB0602B

RHC-4 5.160 1 7 6 8 0.3 228 55.0 74.8 714.0 0.15 WATER 0.5 200.0 180.2 0.6 0.2 DAIKIN 5BS0701B

RHC-3 5.160 1 7 6 8 0.3 238 55.0 74.8 462.0 0.15 WATER 0.5 200.0 180.2 0.6 0.2 DAIKIN 5BS0701B

RHC-2 11.654 1 6 9 12 0.8 495 55.0 76.5 660.0 0.11 WATER 1.1 200.0 178.5 1.2 0.3 DAIKIN 5BS0601B

RHC-1 1.893 1 12 6 8 0.3 89 55.0 74.4 267.0 0.07 WATER 0.2 200.0 180.6 0.2 0.1 DAIKIN 5BB1201C

TAG
TOTAL

CAPACITY
(MBH)

NUMBER
OF ROWS

FIN
DENSITY
(FINS/IN)

FIN
HEIGHT

(IN)

FIN
LENGTH

(IN)

FACE
AREA
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AIRFLOW
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EDB
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LDB
(F)

FACE
VELOCITY

(FPM)

MAX APD
(IN-WG)

FLUID
TYPE

FLUID
FLOW
(GPM)

EWT
(F)

LWT
(F)

FLUID
VELOCITY

(FT/S)

MAX WPD
(FT)

UNIT IDENTIFICATION COIL AIR FLUID

MANUFACTURER
MODEL

NUMBER
NOTES

DUCT MOUNTED HOT WATER HEATING COIL SCHEDULE

NOTES:
1. EXACT PANEL SIZE AND CONFIGURATION TO BE SITE MEASURED AND VERIFIED. PANEL TO BE ALTERED AS REQUIRED TO SUIT LAYOUT.
2. LISTED CAPACITIES MAY NOT BE FULLY ACHIEVABLE DUE TO PHYSICAL DIMENSION RESTRAINTS.

RCP 4 327.0 24.0 0.45 0.0285 82.2 71.1 LINEAR 13 6 4.050 457.2 SMOOTH 4.01 SIGMA SLC 18-6 1,2

RCP 3 327.0 24.0 0.17 0.0107 82.2 71.1 LINEAR 13 6 1.525 457.2 SMOOTH 4.01 SIGMA SLC 18-6 1,2

RCP 2 327.0 24.0 0.30 0.0190 82.2 71.1 LINEAR 13 6 2.700 457.2 SMOOTH 4.01 SIGMA SLC 18-6 1,2

RCP 1 327.0 24.0 0.13 0.0084 82.2 71.1 LINEAR 13 6 1.200 457.2 SMOOTH 4.01 SIGMA SLC 18-6 1,2

MARK NUMBER
FLOW
(GPM)

FLOW
(L/min)

EWT
(°C)

LWT
(°C)

TYPE
TUBE

DIAMETER
(mm)

NO OF
PASSES

LENGTH
(m)

WIDTH
(mm)

FINISH

UNIT...

CAPACITY
(Watts/m)

AMBIENT
(°C)

WATER PANEL
OPERATING

WEIGHT
(kg/m)

MANUFACTURER
MODEL

NUMBER
NOTES

HOT WATER RADIANT CEILING PANEL SCHEDULE

1 ISSUED FOR CLASS C COSTING BR LY 2024.11.27

2 ISSUED FOR DRAFT BR LY 2025.02.21

3 ISSUED FOR TENDER AND PERMIT BR LY 2025.04.07

NOTES:
1. EXACT PANEL SIZE AND CONFIGURATION TO BE SITE MEASURED AND VERIFIED. PANEL TO BE ALTERED AS REQUIRED TO SUIT LAYOUT.
2. LISTED CAPACITIES MAY NOT BE FULLY ACHIEVABLE DUE TO PHYSICAL DIMENSION RESTRAINTS.

RP 4 663.0 637.9 24.0 0.59 0.0371 82.2 71.1 LINEAR 13 6 2.700 900.0 SMOOTH AIRTEX LINEAR HEF-2 1,2

RP 3 663.0 637.9 24.0 0.46 0.0288 82.2 71.1 LINEAR 13 6 2.100 900.0 SMOOTH AIRTEX LINEAR HEF-2 1,2

RP 2 663.0 637.9 24.0 0.59 0.0371 82.2 71.1 LINEAR 13 6 2.700 900.0 SMOOTH AIRTEX LINEAR HEF-2 1,2

RP 1 663.0 637.9 24.0 0.33 0.0206 82.2 71.1 LINEAR 13 6 1.500 900.0 SMOOTH AIRTEX LINEAR HEF-2 1,2
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FLOW
(GPM)

FLOW
(L/min)

EWT
(°C)

LWT
(°C)

TYPE
TUBE

DIAMETER
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NO OF
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(m)
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FINISH

UNIT...

CAPACITY
(Btuh / ft)

CAPACITY
(Watts/m)

AMBIENT
(°C)

WATER PANEL

MANUFACTURER
MODEL

NUMBER
NOTES

HOT WATER RADIANT WALL PANEL SCHEDULE
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