
SANITARY VENT PIPING

LAVATORY / SINK AND
FAUCET ASSEMBLY

CLEAN-OUT INSTALLED 1100mm AFF.
COORDINATE LOCATION WITH FAUCET.

SLAB SLEEVE & FIRE
STOP ASSEMBLY

SANITARY PIPING

SUPPORTING CARRIER

TEMPERATURE MIXING VALVE BOX

GENERAL NOTES:

1. THIS DETAIL IS TYPICAL FOR ALLFIXTURES SUPPLIED WITH TEMPERED WATER.
2. INSTALL VALVE IMMEDIATELY ABOVE REMOVABLE CEILING OR WITHIN ACCESSIBLE

MOUNTING BOX BELOW FIXTURE.
3. SINGLE TMV DESIGNATED TO SERVICE MAXIMUM ONE SINK OR TWO LAVATORIES.
4. SET MIXER TO PROVIDE TEMPERED WATER TEMPERATURE AT FIXTURE AS SPECIFIED
5. CHECK VALVES ARE IN ADDITION TO ANY O.E.M CHECK VALVES PROVIDED WITH TMV.

HOT WATER IN

MIXING VALVE

RECESSED MOUNTING
BOX C/W ACCESS PANEL TEMPERED WATER OUTLET

TO HOT WATER CONNECTION
ON FIXTURE

SWING CHECK VALVES WITH
THREADED ENDS (EXTERNAL TO
MIXING VALVE) REFER TO NOTE 5.

UNION
BALL VALVE

COLD WATER IN

THERMOMETER

2
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BACKFLOW PREVENTER ASSEMBLY IN CABINET
N.T.S.

1
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TYPICAL INSTALLATION DETAIL FOR RADIANT PANELS
N.T.S.
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REFERENCE NOTES:

BACKFLOW PREVENTER (BFP) REDUCED ZONE PRESSURE TYPE.

DRAIN, SIZED PER BFP.

UNION (TYPICAL).

CABINET DRAIN NPS 1.

STAINLESS STEEL ESCUTCHEON.

CHROME PLATED NPS 1 14 WITH 45° WHISTLE CUT

50 mm HIGH INTEGRAL DRAIN PAN.

SLOTWAY FOR FRAME ADJUSTMENT.

FACEFRAME RETURN, TOP AND BOTH SIDES. FASTENED TO INSIDE OF TUB.

SERVICE PANEL TUB, RECESSED IN WALL

GENERAL NOTES:

1. DIMENSIONS ON THIS DETAIL ARE APPLICABLE TO A SET OF 2 BACKFLOW
PREVENTER (BFP) SIZE NPS  14 TO 2.  FOR NPS 2 12 AND  GREATER, REFER TO
MANUFACTURER'S INFORMATION FOR DIMENSION 'A'.

2. FOR FREESTANDING INSTALLATION PROVIDE PAINTED STEEL SUPPORTING
FRAME .

3. FOR INSTALLATION IN SERVICE ROOMS BFP CAN BE INSTALLED ON THE WALL
WITHOUT CABINET.

25
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FRAME

RETURN

PART DETAIL

RECESSED CABINET
LIP

FRAME
FACE

SEE
PART
DETAIL

FRONT
TRIM
(PANEL
FACE)
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THERMOSTATIC MIXING VALVE ASSEMBLY
N.T.S.
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RADIANT CEILING PANELS IN DRYWALL AND T-BAR CEILING (TYPICAL)
N.T.S.
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TYPE 'B' RADIANT PANEL CIRCUITING (TYPICAL)
N.T.S.

4
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LAVATORY - SINK INSTALLATION DETAIL
N.T.S.

GENERAL NOTES:

1. FLEXIBLE CONNECTION TO PLUG, PLENUM, AXIAL &
TUBULAR CENTRIFUGAL FANS SHALL BE SIMILAR.

2. DO NOT USE ON CONNECTIONS TO GREASE
EXHAUST FANS
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EXTENDED COLLAR FASTENED
TO FAN INLET FLANGE

FLEXIBLE CONNECTION

COLLAR AND FLANGE
WELDED TO DUCT

DUCT DIAMETER TO SUIT
INLET DIAMETER OF FAN
WITH 12mm CLEARANCE ALL
AROUND

AIR

FLOW

GENERAL NOTES:
1. PIPING TO HEADER TYPE COILS TO BE SIMILAR.
2. WHEN SPECIFIED PRE-ASSEMBLED COIL PIPING CONSISTING OF:

- SUPPLY - ISOLATION VALVE, STRAINER, TEMPERATURE/PRESSURE PORT, HOSE , AND UNIONS
- RETURN - UNIONS, HOSE, TEMPERATURE/PRESSURE PORT, AUTOMATIC CONTROL VALVE, AND
  ISOLATION VALVE

3. TEST PLUG C/W CAP & GASKET TO HAVE NORTEC CORE
4. FLEXIBLE CONNECTORS SHALL ONLY BE INSTALLED IN A SINGLE PLANE - DO NOT USE AS AN ELBOW

SERPENTINE COIL

NPS 1/2 COMBINATION
TEMPERATURE AND
PRESSURE TEST PLUG

CONTROL VALVE

ISOLATION VALVE

COIL HOSE
(MINIMUM
LENGTH 600mm)

STRAINER

ISOLATION
VALVE

UNION (TYPICAL)

PIPE SIZES AS
SHOWN

2

2

REFERENCE NOTES:

1

1 WHEN SPECIFIED PRE-ASSEMBLED COIL PIPING CONSISTING OF:
- SUPPLY - ISOLATION VALVE, STRAINER, TEMPERATURE/PRESSURE PORT, HOSE , AND UNIONS
- RETURN - UNIONS, HOSE, TEMPERATURE/PRESSURE PORT, AUTOMATIC CONTROL VALVE, AND
  ISOLATION VALVE

MAXIMUM HOSE OFFSET
25mm IN ANY DIRECTION

25mm MAX.

DETAIL N.T.S.

SUPPLY

RETURN

SCREWDRIVER AIR VENT

5
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FLEXIBLE CONNECTION TO SUCTION SIDE OF FAN
N.T.S.

3
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DUCT MOUNTED COIL
N.T.S.

9
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BED PAN WASHER CONNECTIONS
N.T.S.

AV

P/T

FAN COIL UNIT

25mm (min) 25MM (MIN)

 AIR BREAK

45°

NOTE: THE AIR BREAK SHALL NOT SMALLER
THAN THE SIZE OF THE INDIRECTLY
CONNECTED PIPE, OR 25MM

25 MM (MIN) ABOVE TOP
OF JANITORS MOP SINK

25 MM (MIN) ABOVE TOP
OF DRAIN

COMBINATION
FLOOR DRAIN

JANITORS MOP SINK

 ELEVATION

 FLOOR DRAIN

FAN COIL UNIT

 ELEVATION

6 INLET COLLAR DIAMETERS (MAX.)
4 INLET COLLAR DIAMETERS (MIN.)
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ACCESS DOORBDBD

BDBD

200MM (MIN.)

INLET DUCT.

TERMINAL UNIT TO BE C/W 3'-0" LONG ATTENUATOR ON BOXES SIZE
10 AND UNDER,  AND C/W 5'-0" LONG ATTENUATOR ON BOXES SIZE 12
AND LARGER. TERMINAL UNIT TO BE C/W REHEAT COIL WHERE
SPECIFIED.  REHEAT COIL TO BE DOWNSTREAM OF ATTENUATOR.

TERMINAL UNIT C/W
ATTENUATOR

FOR DOWNSTREAM DISCHARGE
DUCT SIZE, REFER TO
SCHEDULE, UNLESS NOTED
OTHERWISE

SPIN-ON
CONNECTION C/W
BALANCING 
DAMPER (TYP.)

INSULATED FLEXIBLE ROUND DUCT.
(DIA. TO MATCH DIFFUSER NECK SIZE)
(TYP.)

INSULATED RIGID DUCT.
REFER TO FLOOR PLAN
DRAWINGS OR TERMINAL
BOX SCHEDULE FOR SIZE
OF THE DUCT.
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