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NOTES
NOTES. NOTES 1. REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE AT EACH DOOR.
. DETERMINE EXACT LOCATION AND MOUNTING HEIGHT OF BACKEOX ONSITE PRIOR T0 ANY INSTALLATION. 1. REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE AT EACH DOOR. 2. THESE DETAILS ARE TYPICAL. REFER TO DOOR HARDWARE SCHEDULE FOR MOUNTING AND ROUGH-IN REQUIREMENTS OF LOCKING DEVICES. HH ?A"e%ﬁrﬁ‘c;séggfézf Ltd
2, ELECTRICAL CONTRACTOR TO PROVIDE ALL CONDUIT C/W PULLSTRING, JUNCTION BOXES, AND BACK BOXES. SECURITY CONTRACTOR SHALL PROVIDE ALL HARDWARE, DEVICES, SOFTWARE AND 2. THESE DETAILS ARE TYPICAL. REFER TO DOOR HARDWARE SCHEDULE FOR MOUNTING AND ROUGH-IN REQUIREMENTS OF LOCKING DEVICES. 3 AL CONDUITS TO BE MARKED CLEARLY AT BOTH ENDS. North Yor:(%?NL,?AS;;"g 28j6 Canada
CONFIGURATION AS REQUIRED FOR A COMPLETELY FUNCTIONAL AND FULLY OPERATIONAL SYSTEM. THE SECURITY CONTRACTOR SHALL PROVIDE COMMUNICATION CABLING FOR VIDEO SURVEILLANCE ; ; ’
CONFIGUR 3 ALL CONDUITS TO BE MARKED CLEARLY AT BOTH ENDS. 4. MINIMUM CONDUIT SIZE SHALL BE 3/4" (21mm) UNLESS OTHERWISE NOTED. 416.443.8200
. ALL CONDUIT SHALL BE MINIMUM 21mm UNLESS OTHERWISED NOTED. 4. MINIMUM CONDUIT SIZE SHALL BE 3/4" (21MM) UNLESS OTHERWISE NOTED. 5. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT OF ALL BACK BOXES ON SITE PRIOR TO INSTALLATION. A StephenSOn
o ss . o s 5. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT OF ALL BACK BOXES ON SITE PRIOR TO INSTALLATION 6. ELECTRICAL CONTRACTOR SHALL PROVIDE ALL CONDUIT C/W PULLSTRING, BACK BOXES AND 120VAC POWER. SECURITY CONTRACTOR SHALL PROVIDE ALL LOW VOLTAGE WIRING, HARDWARE, ’ . ENGINEERING
4. ALL CONDUITS SHALL BE MARKED CLEARLY AT BOTH ENDS. ' ' SOFTWARE, DEVICES AND CONFIGURATION AS REQUIRED FOR A COMPLETELY FUNCTIONAL AND FULLY OPERATIONAL SYSTEM. i A O'BRIEN COMPANY
5 PROVIDE ALL MOUNTING BRACKETS AND ACCESSORIES AS REQUIRED. 6. SECURITY CONTRACTOR SHALL PROVIDE ALL CONDUIT C/W PULLSTRING, BACK BOXES AND 120VAC POWER. SECURITY CONTRACTOR SHALL PROVIDE ALL LOW VOLTAGE WIRING, HARDWARE, SOFTWARE, DEVICES
AND CONFIGURATION AS REQUIRED FOR A COMPLETELY FUNCTIONAL AND FULLY OPERATIONAL SYSTEM. 7. WIRING SHALL BE COORDINATED AND CONFIRMED WITH SUPPLIER. Stephenson Engineering Ltd
6. ADJUST CCTV LENS TO OBTAIN OPTIMUM FIELD OF VIEW AS REQUIRED. 7 WIRING SHALL BE COORDINATED AND CONEIRMED WITH SUPPLIER 8. TYPE AND QUANTITY OF WIRING AND SIZE AND QUANTITY OF CONDUIT SHALL BE TO THE SPECIFIC MANUFACTURERS REQUIREMENTS. Structural Engineer
) : 2550 Victoria Park Ave. #602
7. WIRING SHALL BE COORDINATED AND CONFIRMED WITH SUPPLIER. North York, ON M2J 5A9, Canada

8. TYPE AND QUANTITY OF WIRING AND SIZE AND QUANTITY OF CONDUIT SHALL BE TO THE SPECIFIC MANUFACTURERS REQUIREMENTS. 416.635 9970
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1. REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE. |
2. ALL CONDUITS TO BE CLEARLY MARKED AT BOTH ENDS. ISSUED FOR TENDER
3. MINIMUM CONDUIT SIZE SHALL BE 3/4" (21MM) UNLESS OTHERWISE NOTED. |
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WITH ARCHITECT ON SITE PRIOR TO INSTALLATION. HOLLOW METAL CABLE - OPTICAL KEYBOARD AND MOUSE
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1. REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE. 1 e e e el e e 0
2. ALL CONDUITS TO BE CLEARLY MARKED AT BOTH ENDS. 2 QA/QC 95% CDs 11/01/2022
3. MINIMUM CONDUIT SIZE SHALL BE 3/4" (21MM) UNLESS OTHERWISE NOTED.
1 LEVEL 03 RENOVATIONS - 06/30/2021
4. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT OF ALL BACK BOXES WITH ARCHITECT ON SITE PRIOR TO INSTALLATION. NOTES STAGE 3 SUBMISSION
5. BUTTON SHALL BE NO MORE THAN 2.5"L x 2.5"W x 1"D NOTES:
6. ELECTRICAL CONTRACTOR TO PROVIDE ALL CONDUIT C/W PULLSTRING AND BACK BOXES. SECURITY CONTRACTOR SHALL PROVIDE ALL LOW VOLTAGE WIRING, HARDWARE, SOFTWARE, DEVICES AND CONFIGURATION AS REQUIRED FOR A 1.REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE AT EACH DOOR. R Descrio Dat
COMPLETELY FUNCTIONAL AND FULLY OPERATIONAL SYSTEM. 1. QUANTITY, SIZE AND LOCATION OF SERVERS/NVR'S AND STORAGE SHALL BE AS REQUIRED FOR A FULLY FUNCTIONING SYSTEM. ev. escription ate
7. WIRING SHALL BE COORDINATED AND CONFIRMED WITH SUPPLIER. 2.ALL CONDUITS TO BE MARKED CLEARLY AT BOTH ENDS. 2. REFER TO SECURITY FLOOR PLANS AND RISER DIAGRAMS FOR EXACT DEVICE QUANTITIES AND LOCATIONS.
" 3. COORDINATE ALL RACK, CABINET AND PANEL INSTALLATIONS WITH THE COMMUNICATION CONTRACTOR AND OWNER PRIOR TO INSTALLATION. THE SECURITY CONTRACTOR SHALL COORDINATE WITH THE
3.MINIMUM CONDUIT SIZE SHALL BE 3/4" (21mm) UNLESS OTHERWISE NOTED. IT CONTRACTOR IN REGARDS TO LOCATION OF IT RACK DESIGNATED FOR SECURITY DEVICES AS WELL AS THE ORIENTATION AND POSITIONING OF THE SECURITY EQUIPMENT WITHIN THE IT RACK.
4. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT OF ALL BACK BOXES AND DEVICES ON SITE PRIOR TO INSTALLATION. 4 THE SECURITY SYSTEM SRALL RESIDE ON THE LOCAL AREA NETWORK (LAN) (PROVIDED BY OTHERS)

5. ALL RACK EQUIPMENT SHALL BE FED FROM UPS AND EMERGENCY POWER.
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