
092900 VINYL OR METAL 
CONTROL JOINT

098100 SOUND BATT 
INSULATION

GYPSUM PARTITION,
DO NOT SPAN CONTROL 
JOINT WITH STUD FRAMING 
OR FINISHES

1/2"

1 HOUR RATED JOINT ASSEMBLY SHOWN 
WARNOCK HERSEY #WHI-647-3024

092900 VINYL OR METAL 
CONTROL JOINT APPLIED TO 
OUTER LAYER OF GYP.BD 
FO.BD. FOR PARTITIONS 
WITH MULTIPLE LAYERS

092900 (2) LAYERS TYPE-X 
GYPSUM BOARD

SCHEDULED RATED 
PARTITION
DO NOT SPAN CONTROL 
JOINT WITH STUD FRAMING 
OR FINISHES

1/2"

3/4"  GAP

DASHED LINES REPRESENT 
ADDITIONAL LAYERS OF 
GYP.BD. FOR PARTITIONS 
WITH MULTIPLE LAYERS

1" SHAFT LINER

092900 VINYL OR METAL CONTROL 
JOINT  APPLIED TO OUTER LAYER OF 
GYP.BD FO.BD. FOR PARTITIONS 
WITH MULTIPLE LAYERS

092900 (1) LAYER TYPE-X GYPSUM 
BOARD

SCHEDULED RATED SHAFT WALL 
PARTITION. DO NOT SPAN CONTROL 
JOINT WITH STUD FRAMING OR 
FINISHES

1/2" MAX

092216.23 CH-STUD

092216.23 CH-STUD

092900 VINYL OR METAL CONTROL 
JOINT  APPLIED TO OUTER LAYER OF 
GYP.BD FO.BD. FOR  PARTITIONS 
WITH MULTIPLE LAYERS

092900 (2) LAYERS TYPE-X 
GYPSUM BOARD

SCHEDULED RATED SHAFT WALL 
PARTITION. DO NOT SPAN CONTROL 
JOINT WITH STUD FRAMING OR FINISHES

1 5/8" TYPE S SCREWS 24" O.C.

1/2" MAX

1" SHAFT LINER

HIGHER 
PRIORITY

LOWER 
PRIORITY

CONSTRUCTION
PRIORITY

TWO HOUR FIRE & SMOKE WALL 1

TWO HOUR FIRE & SHAFT WALL 2

ONE HOUR FIRE & SMOKE WALL 3

ONE HOUR FIRE WALL 4

CORRIDOR WALL 5

NON-RATED WALL 6

LOWER 
PRIORITY

092900 GYPSUM BOARD CONTROL 
JOINT PROVIDE A CONTROL JOINT ALL 
INTERSECTIONS OF HIGHER PRIORITY 
AND LOWER PRIORITY WALLS.

1= HIGHEST

VERTICAL RUNNER CHANNEL 
SECURED TO MASONRY PARTITION

PERIMETER ABUTTING MATERIAL 
OR STRUCTURE

FIRE BARRIER SEALANT AND 
BACKER ROD AT RATED 
PARTITIONS CASING BEAD AT NON-
RATED PARTITIONS

1/2"

GYPSUM BOARD PARTITION
1 HOUR SHOWN, ADDITIONAL 
LAYERS REQUIRED AS INDICATED 
ON THE PARTITION TYPE

GYPSUM BOARD TO  BE SECURED 
TO VERTICAL STUDS NOT RUNNER 
TRACK

MAX

2"

M
A

X
 H

E
IG

H
T

 4
'-
0

"

OBSTRUCTION OUTLINE

SEALANT

(3) LAYERS 5/8" TYPE X GYPSUM 
BOARD REQUIRED ON HORIZONTAL 
PORTION REGARDLESS OF RATING

1/2" TYPE S PAN HEAD SCREW AT 12" 
O.C. (ATTACH BOTH SIDES OF EACH C-H 
STUD & J-RUNNER AT TOP AND BOTTOM 
OF STUD)

FASTENER 24" O.C. MAX (SHEAR AND 
WITHDRAWAL RESISTANCE AS REQ. BY 
SPECIFIC DESIGN CONSIDERATIONS)

1" GYPSUM LINER

BRACE AS REQUIRED TO MAINTAIN 
LATERAL STABILITY, 4'-0" O.C. MAX.

OFFSET RATED WALL AS REQUIRED TO ACCOMMODATE OBSTRUCTIONS

WARNOCK HERSEY ASSEMBLY 694.0300.1

(1) LAYER 5/8" TYPE X GYPSUM 
BOARD ACCEPTABLE ON VERTICAL 
PORTION AT 1-HOUR RATED 
ASSEMBLY

1 HOUR RATED  WALL SHOWN
HEAD, JAMB AND SILL SIM.

4" MAX TO FACE OF CABINET

092900 - 5/8" TYPE-X GYPSUM BOARD. 
ADDITIONAL LAYERS REQUIRED AS 
INDICATED ON THE PARTITION TYPE

SCHEDULED RATED PARTITION. SEE 
PLAN AND PARTITION TYPES FOR 
DETAILS

-

104413 - SEMI-RECESSED FIRE EXTINGUISHER / 
VALVE CABINET. REFER TO PLANS FOR 
LOCATIONS.
(FIRE-RATED CABINET REQUIRED WHEN 
INSTALLED IN FIRE-RATED WALL CONSTRUCTION)

061053 - FIRE TREATED WOOD BLOCKING

FRAMED PARTITION

098100 SOUND ATTENUATION BLANKETS 
AS REQUIRED

SEPARATE DEVICES ON OPPOSITE
SIDES OF PARTITIONS A MIN. OF (1) STUD SPACE

078413 FIRE-RATED PUTTY PAD (FIRE 
RATED AND SMOKE-RATED PARTITIONS)
OR
098100 ACOUSTICAL PUTTY PAD 
(ACOUSTICAL RATED PARTITIONS)

FOR TOP CAP DETAILS 

BEAM CLIP FOR THREADED 
ROD

VERTICAL SHAFT WALL REFER 
TO PARTITION TYPE J

TYPE
STUD
SIZE

PART.
THICK.

SOUND 
BATTS 

STC HORIZONTAL SPAN L/240

2-1/2" CT 3-3/4" 1-1/2" 

20 GAUGE (33MIL) SHAFT WALL FRAMING @ 24" O.C.

- 9'-8"

4" CT 5-1/4" 3" - 13'-7"

6" CT 7-1/4" 5" - 18'-8"

HS2

HS4

HS6

053100 COMPOSITE FLOOR DECK

CONCRETE FLOOR AND BEAM

STEEL BEAM WITH FIREPROOFING

092216 J -RUNNER

SEE MECHANICAL

S
E

E
 M

E
C

H
A

N
IC

A
L

VARIES (5'-4" MAX)

SUSPENDED STEEL ANGLE ON 
THREADED ROD

092900 1/2" TYPE "X" GYPSUM BOARD 
(3) LAYERS

079200 - FIRE RESISTIVE 
JOINT SYSTEM

092900 1" TYPE X GYPSUM LINER 
PANEL

2 HOUR RATED ASSEMBLY
FIRE TEST WHI 495-PSH-0154/0167 & P-E-I REPORT AER-09038

ICC-ES LEGACY REPORT NO. NER-258

REFER TO 4 / XA0843

FINISHED CEILING (SEE RCP)

UNDERSIDE OF DECK ABOVE

M
IN

.

6
"

PARTITION INDICATED ON 
PLANS AND PARTITION 
SCHEDULE

LINE OF NEW OR EXISTING 
PARTITION OR SUBSTRATE

FINISHED CEILING (SEE RCP)

UNDERSIDE OF DECK ABOVE

M
IN

.

6
"

EXTEND 3" THICK SOUND 
ATTENUATION BLANKETS 
(098100) 2'-0" HORIZONTALLY 
EACH SIDE OF PARTITIONS 
SCHEDULED TO RECEIVE 
BLANKETS

PARTITION INDICATED ON 
PLANS AND PARTITION 
SCHEDULE

098100 SOUND ATTENUATION BLANKETS TO 
2'-0" EACH SIDE OF CENTER OF PARTITION

CEILING HOLD-DOWN CLIP AT EACH TILE 
IN CONTACT WITH TOP OF PARTITION

NON-TEGULAR HIGH CAC CEILING TILE

DRYWALL J BEAD

092216 TOP OF WALL BRACE AT 8'-0" OC, 
NO FEWER THAN TWO PER LINEAR RUN 
OF WALL

098100 ACOUSTICAL GASKET

FINISHED CEILING (SEE RCP)

092216 - PARTITION ACOUSTICAL GRID 
BRACING CLIP SPACE AT MAX 4'-0" OC

098100 ACOUSTICAL GASKET

UNBRACEDBRACED

PARTITION TYPE T

1
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"

1
/2

"
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NON-RATED GYP. BD. CONTROL JOINT
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RATED GYP. BD. CONTROL JOINT
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1-HOUR SHAFT WALL CONTROL JOINT
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2-HOUR SHAFT WALL CONTROL JOINT
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INTERSECTION PRIORITY
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GYPSUM WALL BOARD PARTITION
PERIMETER RELIEF
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OFFSET RATED WALL CONSTRUCTION
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FIRE EXTINGUISHER / VALVE CABINET
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DEVICE SEPARATION IN FRAMED PARTITIONS
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HORIZONTIAL SHAFT WALL ENCLOSURE
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13

NON-RATED HEAD DETAIL GWB 6" ABOVE
CEILING (H TYPE PARTITION MODIFIER)
PERIMETER

1 : 8
14

NON-RATED HEAD DETAIL GWB  6" ABOVE CEILING

1 : 4
15

PARTIAL HEIGHT PARTITION TOP OF WALL BRACING
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