
DOOR MONITORNG CONTACT
(BY DOOR HARDWARE)

PROVIDE 25mm (1") DIAMETER HOLE AT DOOR FRAME
AND TOP OF DOOR FOR DOOR MONITORNG CONTACT
AND MAGNET

JUNCTION BOX MOUNTED ON DOOR FRAME TO HOUSE
ELECTROMAGNETIC DOOR LOCK

ELECTROMAGNETIC DOOR LOCK (BY DOOR
HARDWARE)

JUNCTION BOX ON SECURE SIDE OF
DOOR

JUNCTION BOX MOUNTED AT TOP OF
DOOR FRAME TO HOUSE DOOR
MONITORING CONTACT

FINISHED FLOOR

DOOR FRAME

CARD READER
(ON NON-SECURE SIDE)

NOTES

1. REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE AT EACH DOOR.

2. THESE DETAILS ARE TYPICAL. REFER TO DOOR HARDWARE SCHEDULE FOR MOUNTING AND ROUGH-IN REQUIREMENTS OF LOCKING DEVICES.

3. ALL CONDUITS TO BE MARKED CLEARLY AT BOTH ENDS.

4. MINIMUM CONDUIT SIZE SHALL BE 3/4" (21MM) UNLESS OTHERWISE NOTED.

5. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT OF ALL BACK BOXES ON SITE PRIOR TO INSTALLATION.

6. SECURITY CONTRACTOR SHALL PROVIDE ALL CONDUIT C/W PULLSTRING, BACK BOXES AND 120VAC POWER. SECURITY CONTRACTOR SHALL PROVIDE ALL LOW VOLTAGE WIRING, HARDWARE, SOFTWARE, DEVICES
AND CONFIGURATION AS REQUIRED FOR A COMPLETELY FUNCTIONAL AND FULLY OPERATIONAL SYSTEM.

7. WIRING SHALL BE COORDINATED AND CONFIRMED WITH SUPPLIER.

8. TYPE AND QUANTITY OF WIRING AND SIZE AND QUANTITY OF CONDUIT SHALL BE TO THE SPECIFIC MANUFACTURERS REQUIREMENTS.

CARD READER
(ON SECURE SIDE)

CONDUIT AND CABLING

FINISHED FLOOR

JUNCTION BOX MOUNTED AT TOP OF DOOR
FRAME TO HOUSE DOOR MONITORING CONTACT

JUNCTION BOX MOUNTED ON SECURE SIDE OF
DOOR

DOOR MONITORNG CONTACT (BY
DOOR HARDWARE)

DOOR FRAME

CONDUIT AND CABLING

LINE OF CEILING

B

A

BAB

CARD READER (ON SECURE
SIDE)

ELECTROMAGNETIC
DOOR LOCK (BY DOOR HARDWARE)

JUNCTION BOX MOUNTED AT TOP OF
DOOR FRAME TO HOUSE
ELECTROMAGNETIC LOCK

B

D

CARD READER (ON NON-SECURE SIDE)

D

NOTES

1. REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE AT EACH DOOR.

2. THESE DETAILS ARE TYPICAL. REFER TO DOOR HARDWARE SCHEDULE FOR MOUNTING AND ROUGH-IN REQUIREMENTS OF LOCKING DEVICES.

3. ALL CONDUITS TO BE MARKED CLEARLY AT BOTH ENDS.

4. MINIMUM CONDUIT SIZE SHALL BE 3/4" (21mm) UNLESS OTHERWISE NOTED.

5. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT OF ALL BACK BOXES ON SITE PRIOR TO INSTALLATION.

6. ELECTRICAL CONTRACTOR SHALL PROVIDE ALL CONDUIT C/W PULLSTRING, BACK BOXES AND 120VAC POWER. SECURITY CONTRACTOR SHALL PROVIDE ALL LOW VOLTAGE WIRING, HARDWARE,
SOFTWARE, DEVICES AND CONFIGURATION AS REQUIRED FOR A COMPLETELY FUNCTIONAL AND FULLY OPERATIONAL SYSTEM.

7. WIRING SHALL BE COORDINATED AND CONFIRMED WITH SUPPLIER.

8. TYPE AND QUANTITY OF WIRING AND SIZE AND QUANTITY OF CONDUIT SHALL BE TO THE SPECIFIC MANUFACTURERS REQUIREMENTS.

MINIMUM 21MM CONDUIT
TO SECURITY DGP AND INTRUSION PANEL
(AS REQUIRED)

MINIMUM 21MM CONDUIT
TO SECURITY DGP AND INTRUSION PANEL
(AS REQUIRED)

RJ-45 PATCH PANELS  (PROVIDED BY
OTHERS)

RJ-45 POE NETWORK
SWITCHES
(PROVIDED BY OTHERS)

FIBRE PATCH PANEL  (PROVIDED BY
OTHERS)

VIDEO SURVEILLANCE SERVERS

17" LCD RACK MOUNTED MONITOR W/ KVM,
OPTICAL KEYBOARD AND MOUSE

IT RACK
(RACK PROVIDED
BY IT CONTRACTOR)

NOTES:

1. QUANTITY, SIZE AND LOCATION OF SERVERS/NVR'S AND STORAGE SHALL BE AS REQUIRED FOR A FULLY FUNCTIONING SYSTEM.

2. REFER TO SECURITY FLOOR PLANS AND RISER DIAGRAMS FOR EXACT DEVICE QUANTITIES AND LOCATIONS.

3. COORDINATE ALL RACK, CABINET AND PANEL INSTALLATIONS WITH THE COMMUNICATION CONTRACTOR AND OWNER PRIOR TO INSTALLATION. THE SECURITY CONTRACTOR SHALL COORDINATE WITH THE
IT CONTRACTOR IN REGARDS TO LOCATION OF IT RACK DESIGNATED FOR SECURITY DEVICES AS WELL AS THE ORIENTATION AND POSITIONING OF THE SECURITY EQUIPMENT WITHIN THE IT RACK.

4.  THE SECURITY SYSTEM SHALL RESIDE ON THE LOCAL AREA NETWORK (LAN) (PROVIDED BY OTHERS)

5. ALL RACK EQUIPMENT SHALL BE FED FROM UPS AND EMERGENCY POWER.

SCALE: NTSSC03

2

SCALE: NTSSC600

1

SCALE: NTSSC600

4

AUDIBLE ANNUNCIATOR / PIEZO BUZZER

WITH AUDIBLE ANNUNCIATOR / PIEZO BUZZER

CORE DRILL THROUGH
FLOOR

ARMOURED
CABLE

JUNCTION BOX MOUNTED
TO UNDERSIDE OF SLAB

SECURITY WIRING IN MINIMUM
3/4" (21MM) CONDUIT TO DGP

W D

L

NOTES
1. REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE.
2. ALL CONDUITS TO BE CLEARLY MARKED AT BOTH ENDS.
3. MINIMUM CONDUIT SIZE SHALL BE 3/4" (21MM) UNLESS OTHERWISE NOTED.
4. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT OF ALL BACK BOXES

WITH ARCHITECT ON SITE PRIOR TO INSTALLATION.
5. BUTTON SHALL BE NO MORE THAN 2.5"L x 2.5"W x 1"D
6. ELECTRICAL CONTRACTOR TO PROVIDE ALL CONDUIT C/W PULLSTRING AND

BACK BOXES. SECURITY CONTRACTOR SHALL PROVIDE ALL LOW VOLTAGE
WIRING, HARDWARE, SOFTWARE, DEVICES AND CONFIGURATION AS
REQUIRED FOR A COMPLETELY FUNCTIONAL AND FULLY OPERATIONAL
SYSTEM.

7. WIRING SHALL BE COORDINATED AND CONFIRMED WITH SUPPLIER.

PANIC BUTTON

NOTES

1. REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE.

2. ALL CONDUITS TO BE CLEARLY MARKED AT BOTH ENDS.

3. MINIMUM CONDUIT SIZE SHALL BE 3/4" (21MM) UNLESS OTHERWISE NOTED.

4. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT OF ALL BACK BOXES WITH ARCHITECT ON SITE PRIOR TO INSTALLATION.

5. BUTTON SHALL BE NO MORE THAN 2.5"L x 2.5"W x 1"D

6. ELECTRICAL CONTRACTOR TO PROVIDE ALL CONDUIT C/W PULLSTRING AND BACK BOXES. SECURITY CONTRACTOR SHALL PROVIDE ALL LOW VOLTAGE WIRING, HARDWARE, SOFTWARE, DEVICES AND CONFIGURATION AS REQUIRED FOR A
COMPLETELY FUNCTIONAL AND FULLY OPERATIONAL SYSTEM.

7. WIRING SHALL BE COORDINATED AND CONFIRMED WITH SUPPLIER.

SCALE: NTSSC600

5

SECURITY CABLING IN MINIMUM 3/4" (21MM) CONDUIT

VANDAL RESISTANT ACRYLIC BUBBLE

4S DEEP ELECTRICAL BACKBOX

CEILING

CCTV CAMERA TRIM

NOTES:

1. DETERMINE EXACT LOCATION AND MOUNTING HEIGHT OF BACKBOX ONSITE PRIOR TO ANY INSTALLATION.

2. ELECTRICAL CONTRACTOR TO PROVIDE ALL CONDUIT C/W PULLSTRING, JUNCTION BOXES, AND BACK BOXES. SECURITY CONTRACTOR SHALL PROVIDE ALL HARDWARE, DEVICES, SOFTWARE AND
CONFIGURATION AS REQUIRED FOR A COMPLETELY FUNCTIONAL AND FULLY OPERATIONAL SYSTEM. THE SECURITY CONTRACTOR SHALL PROVIDE COMMUNICATION CABLING FOR VIDEO SURVEILLANCE
CAMERAS.

3. ALL CONDUIT SHALL BE MINIMUM 21mm UNLESS OTHERWISED NOTED.

4. ALL CONDUITS SHALL BE MARKED CLEARLY AT BOTH ENDS.

5. PROVIDE ALL MOUNTING BRACKETS AND ACCESSORIES AS REQUIRED.

6. ADJUST CCTV LENS TO OBTAIN OPTIMUM FIELD OF VIEW AS REQUIRED.

7. WIRING SHALL BE COORDINATED AND CONFIRMED WITH SUPPLIER.

SCALE: NTSSC600

6

FINISHED FLOOR

DOOR FRAME

JUNCTION BOX ON
SECURE SIDE OF DOOR

ACCESS CONTROL COMMUNICATION
CABLE

120VAC

HOLLOW METAL CABLE
SHIPPING BOX

TRANSFER
HINGE

NOTES

1.REFER TO PLAN DRAWINGS FOR EXACT QUANTITY AND TYPE OF DEVICE AT EACH DOOR.

2.ALL CONDUITS TO BE MARKED CLEARLY AT BOTH ENDS.

3.MINIMUM CONDUIT SIZE SHALL BE 3/4" (21mm) UNLESS OTHERWISE NOTED.

4. CONFIRM EXACT LOCATION AND MOUNTING HEIGHT OF ALL BACK BOXES AND DEVICES ON SITE PRIOR TO INSTALLATION.

POWER SUPPLY

CARD ACCESS ELECTRONIC
LOCKSET C/W DOOR MONITORING
CONTACT, LATCH BOLT MONITOR
AND REQUEST-TO-EXIT

21mm C.

21mm C.

CARD READER (ON
NON-SECURE SIDE)

SCALE: NTSSC600

3

ACCESS CONTROL AND ALARM
MONITORING SERVERS

SC600

SECURITY DETAILS

IM

1 LEVEL 03 RENOVATIONS -
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2 QA/QC 95% CDs 11/01/2022

3 PHASE 4 CONSTRUCTION
DOCUMENTS
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KEY PLAN

MULVEY & BANANI
Electrical Engineer

90 Sheppard Ave. E Suite 500
North York, ON M2N 3A1, Canada

416.751.2520

www.cannondesign.com

50 Fountain Plaza Suite 200

P: 716.773.6800
F: 716.773.5909

Buffalo, NY 14202

HH Angus & Associates Ltd
Mechanical Engineer

North York, ON M3C 2J6, Canada
416.443.8200
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MULVEY & BANANI
Electrical Engineer

90 Sheppard Ave. E Suite 500
North York, ON M2N 3A1, Canada

416.751.2520

Rev. Description Date

www.cannondesign.com

50 Fountain Plaza Suite 200

P: 716.773.6800
F: 716.773.5909

Buffalo, NY 14202

Stephenson Engineering Ltd
Structural Engineer

2550 Victoria Park Ave. #602
North York, ON M2J 5A9, Canada

416.635.9970

1127 Leslie St.
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Additional Acute Mental
Health Inpatient Beds

Project

TOANCHE - LEVEL 03

Waypoint Centre for
Mental Health Care

18 DEC 2023
ISSUED FOR TENDER18 DEC 2023
ISSUED FOR TENDER

Ministry of Health Project Number# 205004
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