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GENERAL NOTES
1. ALL WORKMANSHIP WILL BE TO THE STANDARDS OF
LANDSCAPE ONTARIO.

2. ALL PLANT MATERIAL TO BE NO.1 GRADE NURSERY GROWN IN
ACCORDANCE WITH THE CANADIAN STANDARDS FOR NURSERY
STOCK, 9TH EDITION, 2017, BY THE CANADIAN NURSERY TRADES
ASSOCIATION.

3. BACKFILL WILL CONSIST OF SOIL NATIVE TO THE SITE OR
GENERAL SOIL TYPE/CLASS NATIVE TO THE SITE.  TOPSOIL TO BE
TESTED FOR NUTRIENT VALUE, AND AMENDED FOR OPTIMAL
GROWTH AS PER THE RECOMMENDATIONS OF THE SOIL TEST.

4. CONTRACTOR SHALL MAINTAIN ALL LANDSCAPE AREAS UNTIL
OWNER'S ACCEPTANCE OF PROJECT.

5. CONTRACTOR TO LOCATE ALL UNDERGROUND UTILITIES.

6. PLANTING MAY BE ADJUSTED TO SUIT LOCATIONS OF SITE
UTILITY STRUCTURES/SERVICES.

7. ALL MATERIALS MUST BE APPROVED BY LANDSCAPE
ARCHITECT PRIOR TO INSTALLATION.

8. SPREAD MULCH TO A MINIMUM OF 100mm COMPACTED DEPTH
ON ALL TREE PITS AND PLANTING BEDS.

9. CHECK AND VERIFY ALL DIMENSIONS AND QUANTITIES PRIOR TO
COMMENCEMENT OF WORK.  ANY DISCREPANCIES ARE TO BE
REPORTED IN WRITING TO THE LANDSCAPE ARCHITECT.
QUANTITIES NOTED WITHIN THE PLAN SUPERCEDE THOSE IN THE
PLANT LIST.  ANY SUBSTITUTIONS SHALL BE APPROVED BY THE
LANDSCAPE ARCHITECT.

10. SOD AS MARKED WITH NURSERY SOD ON A MINIMUM OF 100mm
OF CLEAN TOPSOIL.  FINE GRADE AND SOD ALL BOULEVARD AREAS
TO MUNICIPAL SPECIFICATIONS AND REPAIR DAMAGE TO
ADJACENT PROPERTIES, AS REQUIRED.

11. FINAL INSPECTION AND ACCEPTANCE OF PLANTING WORK
SHALL COINCIDE WITH THE FINAL INSPECTION AND ACCEPTANCE
OF ALL WORK INCLUDED IN THE CONTRACT.

12. ALL SEEDED SLOPES 3:1 AND GREATER TO RECEIVE EROSION
CONTROL MATTING.  PIN SOD ON ALL SLOPES OF 3:1 OR GREATER.

13. SUBMIT A WRITTEN GUARANTEE TO THE EFFECT THAT ALL
PLANTS ACCEPTED DURING THE PERIOD OF JANUARY 1st TO JULY
15th SHALL BE GUARANTEED UNTIL JULY 15th THE FOLLOWING
YEAR.  PLANTS ACCEPTED DURING THE PERIOD OF JULY 15th TO
DECEMBER 31st SHALL BE GUARANTEED FOR ONE YEAR FROM THE
DATE OF ACCEPTANCE.  THE GUARANTEE PERIODS LISTED ABOVE
SHALL APPLY TO ALL "NURSERY GROWN" PLANTS.

14. AT THE TIME OF FINAL INSPECTION ALL PLANTS SHALL BE IN A
HEALTHY, VIGOUROUS GROWING CONDITION, PLANTED IN FULL
ACCORDANCE WITH DRAWINGS AND CONDITIONS.

15. SITE PLAN INFORMATION AS PER MASRIO ARCHITECTS INC.

16. ENGINEERING INFORMATION AS PER MTE AND IS FOR
INFORMATION ONLY.

17. SITE LIGHTING BY OTHERS
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PROPOSED FLAG POLE

PROPOSED ELECTRONIC SIGN

PROPOSED STAMPED CONCRETE PATIO,
PATTERN: LARGE ASHLAR SLATE
COLOUR: ARTEVIA PEARL BEIGE (SRI 31)
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PROPOSED TWSI. (TYP.)

PROPOSED EXTENT OF
BUILDING OVERHANG

PROPOSED RIVER PEBBLE
SEE DETAIL

PROPOSED FIRE HYDRANT

PROPOSED FIRE HYDRANT

PROPOSED LIMIT OF SOD

PROPOSED LIMIT OF SOD

NOTE:
SLOPES 3:1 AND GREATER TO RECEIVE EROSION CONTROL MATTING AT THE
DIRECTION OF THE LANDSCAPE ARCHITECT/ENGINEER.

FINE GRADE AND SEED ALL DISTURBED AREAS WITHIN 30 DAYS WITH BOTH
THE SPECIFIED HYDROSEED MIX AND THE ANNUAL RYE GRASS AT THE RATES
LISTED ABOVE.

NOTE:
HYDROSEED MIXES AS PER OSC
(PHONE) 1-800-465-5849

HYDROSEED: ECO LAWN MIX
ECO LAWN MIX (OSC #8340)

35% CHEWING FESCUE
20% CREEPING RED FESCUE
35% HARD FESCUE
10% PERENNIAL RYE GRASS

TO BE APPLIED AT 1.8Kg per 100 SQUARE METERS.

ALL DISTURBED AREA TO BE RESTORED WITH
100mm OF TOPSOIL AND ECO LAWN SEED MIX

PROPOSED BIKE RACKS
SEE DETAIL

PROPOSED 533mm HIGH U-CARA
SEAT WALL BY UNILOCK c/w
UMBRIAMO COPING SEE DETAIL

PROPOSED CONIFEROUS TREES

PROPOSED CANOPY AS
PER ARCHITECT

PROPOSED CANOPY AS
PER ARCHITECT

PROPOSED ASPHALT PARKING

PROPOSED STORMWATER
INFILTRATION GALLERY
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KEY QUANT. COMMON NAMEBOTANICAL NAME

Dk Diervilla x Kodiak Orange Kodiak Orange Bush Honeysuckle25 Pot40cm, 3 gal.
Js Juniperus sabina Savin Juniper27 Pot40cm, 3 gal.

Celtis occidentalis Common HackberryCO 6 W.B.60mm cal.

SIZE COND.

PLANT MATERIAL LIST 

93 Rudbekia hirta Gloriosa Daisy Pot1 gal.rh

Acer saccharum Sugar MapleAS 6 W.B.60mm cal.

Sj Spiraea japonica 'Macrophylla' Big Leaf Spirea29 Pot40cm, 3 gal.

23sn Sorghastrum nutans 'Indian Steel' Indian Steel Grass Pot1 gal.

PROPOSED LIMIT
OF SWM SEED MIX

PROPOSED SOD

PROPOSED SWM POND SEED MIX SEE DETAIL THIS PAGE

HYDROSEED: SWM POND MIX
SWM POND MIX WET/DRY MIX (OSC #8190)

3% BLACK EYED SUSAN (RUDBECKIA HIRTA)
20% CANADIAN WILD RYE (ELYMUS CANADENSIS)
17%  FOX SEDGE (CAREX VULPINOIDEA)
15% INDIAN GRASS (SORGHASTRUM NUTANS)
3% NEW ENGLAND ASTER (ASTER NOVAE-ANGLIAE)
1% SPOTTED JOE PYE WEED (EUPATORIUM MACULATUM)
20% SWITCHGRASS (PANICUM VIRGATUM)
20% VIRGINIA WILD RYE (ELYMUS VIRGINICUS)
1% WILD BERGAMOT (MONARDA FISTULOSA)

TO BE APPLIED AT A RATE OF 25kg/ha

100% ANNUAL RYE GRASS (LOLIUM MULTIFLORUM)

ANNUAL RYE GRASS (NURSE CROP)

TO BE APPLIED AT A RATE OF 22kg/ha

PROPOSED SWM
POND SEED MIX SEE
DETAIL THIS PAGE

PROPOSED PIP
CONCRETE APRON

2. Feb.05.25 Issued for Approval EH
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PROPOSED NEW ASPHALT ROAD
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PROPOSED TRANSFORMER LOCATION
AS PER ELECTRICAL DRAWINGS

PARIS

Quercus macrocarpa Bur OakQM 7 W.B.60mm cal.

91 Rudbekia fulgida 'Goldstrum' Black-Eyed Susan Pot1 gal.rf

3. Mar.19.25 Issued as per Comments EH
4. Apr.16.25 Issued as per Updated Site Plan EH
5. May.16.25 Issued for Building Permit EH
6. Issued for Tender EH
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MIN. 200mm RIVER WASHED PEBBLE
100mm TO 150mm DIA.

GEOTEXTILE FABRIC

APPROVED NATIVE BACKFILL
MATERIAL

COMPACTED SUBGRADE

RIVER PEBBLE MULCH DETAIL
NTSNTS

1 BIKE RACK DETAIL

BIKE RACK BY MAGLIN
(OR APPROVED EQUAL)
T 1-800-716-5506
F 1-877-260-9393
WWW.MAGLIN.COM
SALES@MAGLIN.COM

SPECIFICATIONS:
MODEL: MBR-0500-00003
FINISH: BLACK POWDER COAT
OPTIONS: NONE
INSTALLATION: SURFACE MOUNT
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Umbriano Coping

Gravel ASTM No. 57

Concrete Adhesive

U-Cara Fascia Panel

Minimum 6" Clear

SureTrack™ Backer Block

Universal Base Unit

Unilock Pavers
Setting Bed

NTS
TYPICAL SEAT WALL DETAIL

NOTES:

1. U-CARA SEAT WALL  BY UNILOCK (OR APPROVED EQUAL)
COLOUR: MIDNIGHT SKY
COPING: UMBRIANO COPING
COPING COLOUR: MIDNIGHT SKY

ENGINEERING OF WALL BY OTHERS. SHOP
DRAWING TO BE PROVIDED

WWW.UNILOCK.CA
1-800-265-6124

2

533mm Max. Height

PARIS

EARTH SAUCER

15
0

BACKFILL MATERIAL
APPROVED NATIVE

150 150

SHRUBS TO BE PLACED IN

MIN. 100mm DEEP
SHREDDED BARK MULCH

CONTINUOUS BEDS

UNDISTURBED SOIL

FINISHED GRADE

MAINTAIN ORIGINAL GRADE
OF SHRUB BASE AFTER

LIMBS, DO NOT CUT LEADER

PLANTING
MULCH

*

PRUNE ONLY DEAD OR 
DAMAGED LIMBS

NEVER CUT A LEADER

300

1/3 OF BURLAP
CUT AND REMOVE TOP 

FINISHED GRADE

UNDISTURBED SOIL

VARIES

15
00

EARTH SAUCER

MIN. 100mm DEEP
SHREDDED BARK

300

15
0

APPROVED NATIVE
BACKFILL MATERIAL

2440 LONG WOOD 
STAKES (TYP.) ATTACH TO 
TREE WITH NO. 14 GALV. WIRE 
ENCASED WITH RUBBER 
GARDEN HOSE AT POINT OF 
CONTACT WITH TREE

NOTE: WOOD STAKES ARE 
NOT TO BE DRIVEN THROUGH 
ROOT BALL

TREE TO BEAR SAME 
RELATIONSHIP TO GRADE AS 
PREVIOUS PLANTING

CUT DOWN SIDE BUT
DO NOT REMOVE

BOTTOM & COLLAR
TEAR OFF FIBRE POT

DECIDUOUS TREE PLANTING DETAIL5
NTS

SHRUB PLANTING DETAIL4
NTS

TREEGATOR:

INSTALL TREEGATOR ORIGINAL SLOW
RELEASE WATERING BAG ON ALL CALIPER
DECIDUOUS TREES. SEE MANUFACTURERS
DETAIL FOR SPECIFICATIONS AND
DIRECTIONS.

REVISIONS
no. date description by

North Paris Fire Station
21 Ann Wilson Way

(Scott Ave), Paris ON
County of Brant

Landscape Plan

REVISIONS
no. date description by

Hill
Design
Studio IN

C

Hill
Design
Studio IN

C

226-686-0700      www.hilldesign.ca

1. Dec.19.24 Issued for 60% Submission EH

PLOT DATE: Jul. 09, 2025

2. Feb.05.25 Issued for Approval EH
3. Mar.19.25 Issued as per Comments EH
4. Apr.16.25 Issued as per Updated Site Plan EH
5. May.16.25 Issued for Building Permit EH
6. Jul.09.25 Issued for Tender EH

 PROJECT NO. CPS-RFT-25-03

AutoCAD SHX Text
36.875

AutoCAD SHX Text
1 5/8" X 1/8" WALL 

AutoCAD SHX Text
STEEL TUBE

AutoCAD SHX Text
19.25

AutoCAD SHX Text
A

AutoCAD SHX Text
DETAIL A 

AutoCAD SHX Text
SCALE 1 : 3


	Sheets and Views
	2024-38 Paris Fire-L2 - LANDSCAPE PLAN
	2024-38 Paris Fire-L3 - LANDSCAPE DETAILS


