COUNTY OF
Bm Simply Grand

Activity/Traffic Control Protection Plan

Date Date: ‘Time: Start Finish ‘ Location:
H
Time, Work Performed:
Location &
Work
Visibility [ less than 150 metres [ greater than 150 metres
Conditions | Traffic Volume ,
(300 x no. of cars in 3 minutes) O ow (,3000 cars per day) O high (. 3000 cars per day)
Duration O moving O very short (< 30 min) O short (<24 hr) O long (Mgr approval
required)
Weather
Site Conditions O single lane O mutti-lane O Intersection O pedestrian
Set-up number for Traffic control Layout: Layout modified (D No [ VYes, (if yes indicate changes below)
COI’ItI'Ol Sketch traffic control layout below if specific set-up as per manual not used or existing layout modified.
Hazard(s)
[0 Road Work [J Lane Closure 0 TCP Ahead [J Survey Crew Ahead [JStop/Slow
O Lane (indication number of lanes): O Sidewalk
. . . O Barricades O Delineators O Block/Buffer Truck
Traffic Control Equipment: O  Sign Truck O Speed Control O Longitudinal Buffer
bn site (specify services provided):
Set—up and Removal Considerations
» Place vehicles upstream for protection » Assemble devices away from traffic
> Always face traffic » Minimize exposure to traffic
» Plan escape routes » Ensure workers are visible and conspicuous
» Do not back-up » Cover signs that are installed before they are needed
» Start setting up upstream » Remove in opposite order of set-up on closed side (move upstream)
» Maintain lane width of 3 metres » Remove in same order as installation on open side (move downstream)
EMS O Police Notified O Ambulance Notified O Fire Notified
Police, ambulance and fire vehicles must be allowed to pass through traffic control zones as quickly as possible.
Supervisor: Name Duties:
0O TCP O Operator
Crew Name: Duties: Name Duties:
O TCP_ O Operator 00 TCP__ O Operator
Name: Duties: Name Duties:
O TCP O Operator 0O TCP_ O Operator
Name: Duties: Name Duties:
0O TCP O Operator 0O TCP O Operator
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