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Document Responsibility and Project Directory

11 Document Responsibility

.1 Refer to Project Manual, Section 00 01 10 - Table of Contents, for indication of document
responsibility (DR). Abbreviations for entity responsible for document preparation are as

follows:

A A - Denotes documents prepared by Architect.

2 E - Denotes documents prepared by Electrical Engineer.

3 M - Denotes documents prepared by Mechanical Engineer.
4 O - Denotes documents prepared by Owner.

.2 Professional seals if applied next to company names in the project directory (below)
govern only those specification sections and schedules identified by the corresponding
document responsibility (DR) abbreviation in Section 00 01 10.

1.2 Project Directory
.1 Owner:

Trent University
1600 W Bank Dr, Peterborough, ON K9L 0G2
Contact: Cheryl Schnurr

(705) 748-1011, ext. 7405
(705) 875-2827 cell

.2 Architect (the Consultant):

CMV Group Architects
20 Camden Street
Toronto, Ontario

M5V 1V1

Tel: 416-506-1600

END OF SECTION
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Summary of Work

PART 1 - GENERAL

1.1

1.2

© N o oM w N D

Section Includes

Contract Documents conventions.

Contract Documents for construction purposes.
Law, notices, permits and fees.

Documents at the Place of the Work.

Use of premises and the Place of the Work.
Items supplied by Owner.

Electronic files.

Incentives, Rebates, and Refunds.

Contract Documents Conventions

The Contract Documents have been arranged into various divisions, sections, drawings,
and schedules for the purpose of presenting the Work in a logical and organized form and
to enable ease of reference and interpretation and are not intended to be an arrangement
of precise and independent Subcontractors, or jurisdiction of responsibility for the various
parts of the Work.

A The Contractor shall be solely responsible for coordinating the execution of the
Work of this Contract in accordance with the requirements of the Contract
Documents.

2 The Consultant and Owner shall not be required to decide on questions arising

with regard to agreements or contracts between the Contractor and
Subcontractors or Suppliers, nor to the extent of the parts of the Work assigned
thereto, nor to establish subcontract limits between Sections or Divisions of the
Work.

3 No extra will be allowed as a result of the failure to coordinate and allocate the
Work such that the Work is Provided in accordance with the Contract Documents.

The specifications are written in the imperative mood and in streamlined form. The
imperative language is directed to Contractor, unless stated otherwise.

Complete sentences by reading "shall", "Contractor shall", "shall be", and similar phrases
by inference. Where a colon (:) is used within sentences and phrases, read the words
"shall be" by inference.

Fulfill and perform all indicated requirements whether stated imperatively or otherwise.

When used in the context of a Product, read the word “Provide” to mean “supply and install
to result in a complete installation ready for its intended use”.
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.6 Named Products alternates or equals, indicated by the phrases "or approved alternate by

.10

1.3

1.4

2

XYZ Manufacturing” or "or approved equal by XYZ Manufacturing", shall be interpreted to
mean that named Product alternate or equal, if selected for use in lieu of indicated or
specified Product, meets or exceeds performance, appearance, general arrangement,
dimensions, availability, code and standards compliance, and colour of specified Product.
Be responsible for costs and modifications associated with the inclusion of named Product
alternate or equal at no additional cost to the Owner.

The use of the words “include” or “including”, or variations thereof, within the Contract
Documents is not limiting.

The words “make good” or “making good” shall mean that, when a finish or material has
been altered, the material or finish shall be repaired or replaced, and refinished to match
existing quality and appearance to acceptance of Consultant, and that repaired or
replaced and refinished Work shall not be discernible from existing materials or finishes
when judged by the Consultant from a viewing distance of 1830 mm (6'), and that such
work is included in the Contract Price.

Where a component, device, item or part of materials or equipment is referred to in the
singular number, such reference shall require the provision of as many components,
devices, items or parts of material or equipment necessary to complete the Work.

Reference standards:

A “Reference standards” means consensus standards, trade association standards,
guides, and other publications expressly referenced in Contract Documents.

2 Where an edition or version date is not specified, referenced standards shall be
deemed to be the latest edition or revision issued by the publisher at the time of
bid closing, except as follows:

.1 If a particular edition or revision date of a specified standard is referenced in
an applicable code or other regulatory requirement, the edition or version
referenced in the applicable code or other regulatory requirement shall apply.

3 The Contract Documents may specify, indicate, or schedule requirements that
exceed the requirements of the building code, other applicable codes,
requirements of authorities having jurisdiction, and standards cited in the Contract
Documents. In such cases, the requirements specified, indicated, or scheduled in
the Contract Documents shall govern.

4 If compliance with two or more reference standards is specified and the standards
establish different or conflicting requirements, comply with the most stringent
requirement. Refer uncertainties to Consultant for clarification.

Contract Documents for Construction Purposes

Owner shall supply Contractor with Contract Documents in accordance with GC 1.1.12.

Laws, Notices, Permits, and Fees

The building code - Ontario Regulation 332/12, including amendments, shall govern the
Work.

Comply with codes, by-laws, and regulations of authorities having jurisdiction over the
Place of the Work. Codes and regulations form an integral part of the Contract Documents.
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1.5

Owner shall apply and pay for the building permit. The Contractor shall pick up building
permit from the municipal department having jurisdiction at the Place of the Work. Obtain
and pay for all other permits, licenses, deposits and certificates of inspection as part of the
Work.

Arrange for inspection, testing and acceptance of the Work required by the authorities
having jurisdiction. Be responsible for necessary preparations, provisions and pay costs.

Obtain permits required to execute work on municipal rights of way. Obtain damage
deposits for sidewalks, roads and services, unless otherwise indicated.

It is the responsibility of the Contractor to schedule notifications and inspections required
by authorities having jurisdiction such that notifications can be properly received and that
inspections can be properly undertaken without causing a delay in the Work. The
Contractor, at no additional cost to the Owner, shall be solely responsible for any delay in
the Work caused by failure to properly schedule required notifications and inspections.

The Contractor shall provide to the chief building official or the registered code agency,
where a registered code agency is appointed under the Ontario Building Code Act in
respect of the construction to which the notice relates, the required notices set out in
Division C — Part 1 Sentence 1.3.5.1(2) and Sentence 1.3.5.2 of the Ontario Building
Code, O. Reg. 332/12 as amended. The Contractor shall be present at each site
inspection by an inspector or registered code agency as applicable under Division C —
Part 1 Sentence 1.3.5.2 of the building code.

A Itis the responsibility of the Contractor to schedule notifications to the chief building
official or the registered code agency such that the inspection pertaining to the
notifications can be made within the time frame as required under Division C — Part
1 Sentence 1.3.5.3 of the Ontario Building Code, O. Reg. 332/12 as amended,
without causing a delay in the Work. The Contractor, at no additional cost to the
Owner, shall be solely responsible for any delay in the Work caused by failure to
properly schedule required notifications and inspections.

Documents at the Place of the Work

Maintain at the Place of the Work documents in accordance with GC 1.1.13, supplemented
with the following:

Construction and submittal schedules.

RFI responses and RFI log.

Field test reports and independent testing reports.

Consultant’s field review reports and deficiency reports.
Manufacturer’s field review reports.

Reports by authorities having jurisdiction.

Building and other applicable permits, and related permit documents.

© N o o~ w N D

Daily log including:
.1 Weather (precipitation, high and low temperatures, wind, and visibility).

.2 Pertinent conditions at the Place of the Work (muddy, flooded, frozen ground,
water level).
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1.6

1.7

.3 Number of workers actively working at the Place of the Work by each
subcontract.

Subcontractors working at the Place of the Work.
Parts of the Work being worked on.

Working hours worked at the Place of the Work.
Activities with intermittent progress.

Time lost and explanation for such time lost.

© o N o o~

Difficulties (work scheduled to start but did not with the reason why, delays,
labour inefficiencies, labour shortage, weather).

.10 Products and materials delivered.

.11 Equipment mobilized and/or demobilized.

.12 Demolition conditions.

.13 Start and finish date of each part of the Work.

9 As-built drawings recording as-built conditions, instructions, changes for structure,
equipment, wiring, plumbing, and the like, as called for in Section 01 77 00 and
Divisions 21, 22, and 23 and Divisions 26, 27, and 28, prior to being concealed.

Use of Premises and the Place of the Work

Except as otherwise specified, Contractor has unrestricted use of Place of the Work from

time of Contract award until Substantial Performance of the Work.

Not In Contract Items and Items Supplied by Owner

NIC (Not In Contract) shall be used to designate various items of equipment that require
coordination for installation although are not Provided as part of the Work.

SBO (Supplied by Owner) shall be used to designate various items of equipment that will
be supplied by the Owner for installation by the Contractor as part of the Work.

A Owner Responsibilities:
.1 Order and pay for items supplied by Owner not already in Owner’s possession.

.2 Arrange and pay for delivery of items supplied by Owner F.O.B. the Place of
the Work, within time frames required by Contractor’s progress schedule. If
delivered sooner than required by Contractor’s latest progress schedule
submitted to Owner, arrange and pay for delivery to a temporary storage
location and subsequent delivery to the Place of the Work.

.3 Advise Contractor in writing of the value of items supplied by Owner for
Contractor’s insurance purposes.

4 Arrange and pay for delivery to Contractor of reviewed shop drawings, Product
data, samples, and manufacturer's installation instructions.

Inspect deliveries jointly with Contractor.
6 Submit claims for transportation damage.

7 Arrange for replacement of damaged, defective or missing items identified at
time of delivery.
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1.8

1.9

.8 Arrange for manufacturer's field services.

.9 Arrange for delivery of manufacturer's warranties to Contractor for inclusion in
operation and maintenance manual.

2 Contractor Responsibilities:

.1 Designate in progress schedule, time frames for delivery of items supplied by
Owner to the Place of the Work and for receipt of related submittals. If the
Place of the Work is not ready to receive delivery of items supplied by Owner
within the time frame indicated in the latest progress schedule submitted to
Owner, arrange and pay for delivery to a temporary storage location and
subsequent delivery to the Place of the Work.

.2 Review all required submittals and notify Consultant of any observed
discrepancies or anticipated problems.

.3 Ensure that course of construction insurance is adequate to cover items
supplied by Owner.

Receive and unload items supplied by Owner at the Place of the Work.

Inspect deliveries jointly with Owner. Record and notify Owner and Consultant
of shortages and visibly damaged or defective items.

.6 Handle items supplied by Owner at the Place of the Work, including uncrating
and storage. Dispose of waste materials and debris.

.7 Take appropriate precautions to protect items supplied by Owner from loss or
damage.

Repair or replace items damaged at the Place of the Work.

9 Assemble, install, connect, adjust, and finish items supplied by Owner as
specified.

.10 Arrange for inspections required by authorities having jurisdiction as specified.
.11 Arrange for or perform testing as specified.

.12 Workmanship warranty for installation.

Electronic Files

In the event that the Contractor, a Subcontractor, or a Supplier requests AutoCAD files
from the Consultant, the Consultant will be allowed to use their discretion whether or not
they will provide them. The Consultant may charge a fee for providing the electronic files
and/or require a copyright waiver to be signed, also at the Consultant’s discretion.

Incentives, Rebates, and Refunds

The Contractor shall, at the request of the Owner, assist the Owner with, join in with the
Owner for, or, at Owner’s expense, make application on behalf of the Owner for, any
exemption, recovery, rebate, or refund.

Provide the Owner with copies, or originals (where required) of records, invoices,
purchase orders, or other documentation as may be necessary to support such
application.

A Such documentation shall be in the form and to the level of detail required by the
authorities governing the incentive being targeted.
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PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION
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Allowances

PART 1 - GENERAL

1.1

1.2

Section Includes

.1 Cash allowances.

Cash Allowances

.1 Expenditure of cash allowances:

A

The Owner, through the Consultant, will provide the Contractor with documentation
required to permit pricing of a cash allowance item.

The Owner, through the Consultant, may request the Contractor to disclose
originals of all bids, quotations, and other price-related information received from
potential Suppliers or Subcontractors.

The Owner, through the Consultant, will determine by whom each cash allowance
item will be performed and for what amount. Obtain Owner’s prior written approval
in the form of a Change Order before entering into a subcontract, amending an
existing subcontract, or before performing by own forces, work that is covered by
a cash allowance. Upon issuance of the Change Order, the Contractor’s
responsibilities for a cash allowance item shall be the same as for other work of
the Contract.

Cash allowances are for supply and installation unless otherwise specified.

Amount of each cash allowance does not include Contractor’s overhead and profit, and
other related costs, which shall be included in the Contract Price and not in the cash
allowance.

4 Cash allowances for supply only:

A

Amount of each cash allowance includes:

.1 Cost of Products as invoiced by the Supplier, including delivery and applicable
taxes but excluding Value Added Taxes.

Amount of each cash allowance does not include costs of the following items,
which costs shall be included in the Contract Price and not in the cash allowance:

.1 Unloading, handling and storage at the Place of the Work.
.2 Installation and all other related costs.

.5 Cash allowances for install only:

A

Amount of each cash allowance includes:

.1 Unloading, storing, handling of Products at the Place of the Work.
.2 Installation, finishing, and commissioning of Products.

.3 Applicable taxes and duties (excluding Value Added Taxes).

Amount of each cash allowance does not include costs of the following items,
which costs shall be included in the Contract Price and not in the cash allowance:

.1 Net cost of Products.
.2 Delivery to the Place of the Work.
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.6 Cash allowances for supply and install:
A Amount of each cash allowance includes:

.1 All costs to provide the specified Products, including supply, installation, and
related costs, excluding Value Added Taxes.

.2 Subcontractor’s and sub-Subcontractor’s overheads and profits related to the
cash allowance.

.7 Cash allowances for services:
A Amount of each cash allowance includes:
.1 All costs related to the services, excluding Value Added Taxes.

.2 Subcontractor’'s and sub-Subcontractor’s overheads and profits related to the
cash allowance.

.8 List of cash allowances

A The Contract Price includes a total cash allowance of $10,000.00 which covers
the following items:

.1 Independentinspection and testing per Section 01 45 Q0.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION
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Substitution Procedures

PART 1 - GENERAL

1.1

1.2

1.3

Section Includes
Substitution procedures.

Submission requirements for proposed substitutions.

Definition

In this Section “Substitution” means a Product, a manufacturer, or both, not originally
specified in Contract Documents by proprietary name but proposed for use by Contractor
in place of a Product, a manufacturer, or both, specified by proprietary name.

Substitution Procedures

Proposals for substitutions of Products and materials must be submitted in accordance
with procedures specified in this section.

Contractor may propose a Substitution wherever a Product or manufacturer is specified
by proprietary name(s), unless there is accompanying language indicating that
Substitutions will not be considered.

Contractor may propose a Substitution wherever a Product or manufacturer is specified
by proprietary name(s) and accompanied by language such as "or equal”, "or approved
equal", or other similar words. Do not construe such language as an invitation to
unilaterally provide a Substitution without Consultant’s prior acceptance in writing. Do not
order or install any Substitution without a Supplemental Instruction or Change Order.

Provided a proposed Substitution submission includes all of the information specified in
this Section under Submission Requirements For Proposed Substitutions, Consultant may
review submissions, if directed by Owner, but in any case with the understanding that the
Contract Time will not be altered due to the time required by the Consultant to review the
submission and by the Contractor to implement the substitution in the Work.

Consultant may recommend to Owner acceptance of a Substitution proposed by
Contractor if satisfied that:

A The proposed substitute Product is the same type as, is capable of performing the
same functions as, interfaces with adjacent work the same as, and meets or
exceeds the standard of quality, performance and, if applicable, appearance and
maintenance considerations, of the specified Product.

2 The proposed substitute manufacturer has capabilities comparable to the specified
manufacturer.
3 The Substitution provides a benefit to Owner.

If Contractor fails to order a specified Product or order a Product by a specified
manufacturer in adequate time to meet Contractor’s construction schedule, neither
Consultant nor Owner will consider that a valid reason to accept a Substitution.

If Owner accepts a Substitution, the change in the Work will be documented in the form of
either a Supplemental Instruction or Change Order as specified in Section 01 26 00.

If a Substitution is accepted in the form of a Supplemental Instruction or Change Order,
Contractor shall not revert to an originally specified Product or manufacturer without
Consultant’s prior written acceptance.
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1.4 Submission Requirements for Proposed Substitutions

.1 Include with each proposed Substitution the following information:

A

10
1

A2
A3

14

Identification of the Substitution, including Product name and manufacturer's
name, address, telephone numbers, and web site.

Reason(s) for proposing the Substitution.

A statement verifying that the Substitution will not affect the Contract Price and
Contract Time or, if applicable, the amount and extent of a proposed increase or
decrease in Contract Price and Contract Time on account of the Substitution.

A statement verifying that the Substitution will not affect the performance or
warranty of other parts of the Work.

Manufacturer's Product literature for the Substitution, including material
descriptions, compliance with applicable codes and reference standards,
performance and test data, compatibility with contiguous materials and systems,
and environmental considerations.

Product samples as applicable.

A detailed comparison of the physical properties and performance characteristics
of the specified Product and the Substitution, with any significant variations clearly
highlighted.

Availability of maintenance services and sources of replacement materials and
parts for the Substitution, as applicable, including associated costs and time
frames.

If applicable, estimated life cycle cost savings resulting from the Substitution.
Details of other projects and applications where the Substitution has been used.

Identification of any consequential changes in the Work to accommodate the
Substitution and any consequential effects on the performance of the Work as a
whole. A later claim for an increase to the Contract Price or Contract Time for other
changes in the Work attributable to the Substitution will not be considered.

Confirmation of proposed substitution delivery, in writing by Product manufacturer.

Compliance with the building codes and requirements of authorities having
jurisdiction.

Copy of manufacturer’s warranty for any Product or system for which an extended
warranty has been specified, along with copy of manufacturer's warranty for
specified Product or system with differences highlighted.

.2 Substitutions submitted on shop drawings without following requirements of this section
prior to submission of the affected shop drawings will cause the shop drawings to be
rejected.

.3 Proposed substitutions shall include costs associated with modifications necessary to
other adjacent and connecting portions of the Work.

PART 2 - PRODUCTS

Not applicable.
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PART 3 - EXECUTION
Not applicable.

END OF SECTION



Trent University Champlain College North Quad Window Replacement Section 01 26 00
CMV Group Architects Page 1
Project No.: 25A110 January 30, 2026

Contract Modification Procedures

PART 1 - GENERAL

1.1

1.2

1.3

Section Includes
Schedule of labour rates.
Schedule of equipment rates.

Supplemental Instructions.

Schedule of Labour Rates

Prior to the first application for payment, submit for the Consultant’s review a schedule of
labour rates for all trades and classifications of trades, such as journeymen, apprentices,
and foremen that will be employed in the Work. Provide a breakdown of payroll burden
component of labour rates.

Labour rates shall reflect the salaries, wages, and benefits paid to personnel in the direct
employ of the Contractor, Subcontractors, and sub-Subcontractors, stated as hourly rates,
that will be used when:

A Preparing price quotations for Change Orders.
2 Determining the cost of work attributable to Change Directives.

Labour rates stated in the schedule of labour rates shall be consistent with rates that will
actually be paid, and payroll burden costs that will actually be incurred, in the normal
performance of the Work, during regular working hours. Labour rates shall not include any
additional overhead and profit component.

Where collective agreements apply, the labour rates shall not exceed those established
by collective agreement.

Obtain the Owner’s written acceptance of the schedule of labour rates before submitting
the first Change Order quotation.

Accepted schedule of labour rates will be used solely for evaluating Change Order
quotations and cost of performing work attributable to Change Directives.

The Contractor may request amendments to the accepted schedule of labour rates if
changes in the labour rates that will actually be paid, or payroll burden cost that will actually
be incurred, in the normal performance of the Work can be demonstrated. Obtain the
Owner’s written acceptance of such changes.

Schedule of Equipment Rates

Prior to the first application for payment, submit for the Consultant’s review a schedule of
equipment rates for Contractor owned Construction Equipment.

Equipment rates shall reflect the rates that will be used when:
A Preparing price quotations for Change Orders.
2 Determining the cost of work attributable to Change Directives.

Equipment rates stated in the schedule shall be consistent with local equipment rental
market rates and shall not include any additional overhead and profit component.

Provide equipment rates for hourly, daily, weekly, and monthly use.
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Contract Modification Procedures

1.4

5

.6

Obtain the Owner’s written acceptance of the schedule of equipment rates before
submitting the first Change Order quotation.

Accepted schedule of equipment rates will be used solely for evaluating Change Order
quotations and cost of performing work attributable to Change Directives.

The Contractor may request amendments to the accepted schedule of equipment rates if
changes in local equipment rental market rates can be demonstrated. Obtain the Owner’s
written acceptance of such changes.

Supplemental Instructions

The Consultant may issue Supplemental Instructions to provide clarifications to the
Contract Documents, provide additional information, or make minor variations in the Work
not involving adjustment in the Contract Price or Contract Time.

If the Contractor considers a Supplemental Instruction to require an adjustment in Contract
Price or Contract Time, the Contractor shall promptly notify the Consultant and the Owner
in writing and shall not proceed with any work related to the Supplemental Instruction
pending receipt of a Change Order, a Change Directive, or, in accordance with the dispute
resolution provisions of the General Conditions of Contract, a Notice in Writing of a dispute
and instructions to proceed.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION
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Payment Procedures

PART 1- GENERAL

1.1

1.2

Section Includes

Schedule of values.

Cash flow projection.

Payment for Products stored off site.

Schedule of Values

Prior to the first application for payment, submit for Consultant’s review an initial schedule
of values. Modify the initial schedule of values if and as requested by Consultant. Obtain
Consultant’s written acceptance of the initial schedule of values prior to the first application
for payment.

Together with the first and all subsequent applications for payment, submit updated
versions of the schedule of values to indicate the values, to the date of application for
payment, of work performed and Products delivered to Place of the Work.

Provide the schedule of values in an electronic spreadsheet format acceptable to
Consultant and Owner and that includes the following:

A

Identifying information including title and location of the Work, name of Contractor,
number and date of application for payment, and period covered by the application
for payment.

A work breakdown structure based on Contractor, Subcontractor, and sub-
Subcontractor work, systems description, Specification sections, or material and
labour breakdown, as appropriate.

Provisions for approved unit price work, assignable contracts, Change Orders, and
allowances, so that the breakdown amounts indicated in the schedule of values
aggregate to the current total Contract Price. Also provide for indicating the
estimated value of Change Directives within the schedule of values, separately
from the current total Contract Price.

For each item in the work breakdown structure, provide as a minimum the following
information, under headings as indicated:

.1 Breakdown Amount: A dollar amount, including an appropriate pro rata portion
of Contractor’s overhead and profit.

.2 Performed to Date: The value of Work performed and Products delivered to
Place of the Work up to the date of the application for payment, stated as a
percentage of the Contract Price and in dollars.

.3 Previously Performed: The value of Work performed and Products delivered to
the Place of the Work for which payment has been previously certified, stated
in dollars.

.4 Current Period: The value of Work performed and Products delivered to Place
of the Work for which Contractor is currently applying for payment, stated in
dollars.

.5 Balance to Complete: The value of Work not yet performed and Products not
yet delivered to Place of the Work, stated in dollars.
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1.3 Cash Flow Projection

.1 Prior to the first application for payment submit, for Consultant’s review, a forecast of
approximate monthly progress payments for each month of the Contract Time.

.2 Submit revised cash flow forecasts monthly. Submit additional revised cash flow forecasts
when there are significant changes in rate of progress of the Work or significant changes
in the Contract Price as determined by the Consultant. Submit additional revised cash flow
forecasts when requested by Consultant.

1.4 Payment for Products Stored Off Site

.1 Owner may, due to extraordinary circumstances and at Owner’s sole discretion, make
payments for Products delivered to and stored at a location other than Place of the Work,

subject to:
A A request submitted by Contractor in writing, with appropriate justification.
2 Whatever conditions Owner or Consultant may establish for such payments, as

required to protect Owner’s interests.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION
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Project Management and Coordination

PART 1 - GENERAL

1.1

> w i o

1.2

10

1

1.3

Section Includes

Building dimensions, templates, built-ins, and coordination.
Project manager and superintendent.

Discrepancies and clarifications.

Request for interpretation (RFI) procedures.

Building Dimension, Templates, Built-ins, and Coordination

Take necessary dimensions for the proper execution of the Work. Assume complete
responsibility for the accuracy and completeness of such dimensions, and for
coordination.

Verify dimensions at the Place of the Work before commencing shop drawings. Before
fabrication commences report discrepancies to Consultant in writing. Incorporate
accepted variances on shop drawings and as-built records.

Supply forms, templates, anchors, sleeves, inserts and accessories required to be fixed
to or inserted in the Work and set in place or instruct separate Subcontractors as to their
location.

Supply items to be built in, as and when required together with templates, measurements,
shop drawings and other related information and assistance.

Pay the cost of extra work and make up time lost as a result of failure to provide necessary
information and items to be built in.

Verify that the Work, as it proceeds, is executed in accordance with dimensions and
positions indicated which maintain levels and clearances to adjacent work, as set out by
requirements of the Contract Documents, and ensure that work installed in error is rectified
before construction resumes.

Check and verify dimensions referring to interfacing of services. Verify such dimensions
with interconnected portions of the Work.

Do not scale directly from drawings. Obtain clarification from Consultant if there is
ambiguity or lack of information.

Details and measurements of any work which is to fit or to conform with work installed
shall be taken at the Place of the Work.

Prepare and submit setting drawings, templates and other information necessary for the
location and installation of material, holes, sleeves, inserts, anchors, accessories,
fastenings, connections and access panels.

Subcontractors shall direct related Subcontractors on site of specific locations required for
sleeves and openings.

Project Manager and Superintendent

Provide project manager, superintendent, and necessary supporting staff personnel who
shall be in attendance at the Place of the Work while Work is being performed, with proven
experience in erecting, supervising, testing and adjusting projects of comparable nature
and complexity.
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1.4

1.5

.2 The Contractor shall appoint project manager and superintendent at the Place of the Work

who shall have overall authority at the Place of the Work and shall speak for the Contractor
and represent the Contractor’s interest and responsibilities at meetings at the Place of the
Work and in dealings with the Consultant and the Owner.

A The project manager shall fulfill the role of supervisor in accordance with GC 3.5.

Discrepancies and Clarifications

Advise Consultant of discrepancies discovered in requirements of the Contract
Documents and request clarification in written form.

Advise Consultant when clarifications are required pertaining to meaning or intent of
requirements of Contract Documents and request clarification from Consultant in written
form.

Do not proceed with related work until written clarification is provided by Consultant.

Failure to notify Consultant shall result in Contractor incurring responsibility for resulting
deficiencies and expense at no additional cost to the Owner.

Written requirements issued by Consultant for the purpose of clarification, implicitly
supersede applicable and relevant aspects of the Contract Documents irrespective of
whether or not these documents are explicitly or specifically cited in clarification requests
or clarification requirements.

Request for Interpretation - RFI

A request for interpretation (RFI) is a formal process used during the Work to obtain an
interpretation of the Contract Documents pursuant to GC 2.2.6 through GC 2.2.9
(inclusive).

A An RFI shall not constitute notice of claim for a delay.

.2 Submittal procedures:

A RFI form:

.1 Submit RFI on “Request for Interpretation” in form acceptable to the
Consultant, an example of which is appended to this section. The Consultant
shall not respond to an RFI except as submitted on this form.

.2 Where RFI form does not provide sufficient space for complete information to
be provided thereon, attach additional sheets as required.

.3 Submit with RFI form necessary supporting documentation.
2 Submit RFI form as follows:

.1 Submit RFls sufficiently in advance of affected parts of the Work so as not to
cause delay in the performance of the Work. Costs resulting from failure to do
this will not be paid by the Owner.

RFls shall be submitted only to the Consultant.

RFls shall be submitted only by Contractor. RFls submitted by Subcontractors
or Suppliers shall not be accepted.

4 Number RFls consecutively in one sequence in order submitted.
.5 Submit one distinct RFI per RFI form.



Trent University Champlain College North Quad Window Replacement Section 01 31 00

CMV Group Architects Page 3
Project No.: 25A110 January 30, 2026
Project Management and Coordination

3 RFI log:
.1 Maintain log of RFls sent to and responses received from the Consultant,
complete with corresponding dates.
.2 Submit updated log of RFIs with each progress draw submittal.
4 Consultant shall review RFls from the Contractor submitted in accordance with this

section, with the following understandings:

A

Consultant’s response shall not be considered as a Change Order or Change
Directive, nor does it authorize changes in the Contract Price or Contract Time
or changes in the Work.

.2 Only the Consultant shall respond to RFls. Responses to RFls received from

entities other than the Consultant shall not be considered.

5 Allow 5 Working Days for review of each RFI by the Consultant.

A

Consultant’s review of RFI commences on date of receipt by the Consultant of
RFI submittal and extends to date RFI returned by Consultant.

When the RFI submittal is received by Consultant before noon, review period
commences that day; when RFI submittal is received by Consultant after noon,
review period begins on the next Working Day.

If, at any time, the Contractor submits a large enough number of RFls such
that the Consultant cannot process these RFls within 5 Working Days, the
Consultant, will confer with the Contractor within 1 Working Day of receipt of
such RFls, and the Consultant and the Contractor will jointly prepare an
estimate of the time necessary for processing same as well as an order of
priority between the RFls submitted. The Contractor shall accommodate such
necessary time at no increase in the Contract Time and at no additional cost
to the Owner.

Undertake a review of the Contract Documents to determine that the matter in
question relating to the interpretation of the Contract Documents cannot be
resolved by direct reference to the Contract Documents. Describe this review in
detail on the RFI form. RFI submittals that lack a detailed review description, or
where the detail provided is insufficient, in the sole opinion of the Consultant, shall
not be reviewed by the Consultant and shall be rejected.

PART 2 - PRODUCTS

Not applicable.

PART 3 - EXECUTION

Not applicable.

END OF SECTION
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Project Meetings

PART 1 - GENERAL

1.1

1.2

1.3

Section Includes

Project meeting requirements.

Administrative
The Contractor shall prepare agendas for meetings specified herein.

.1 Agendas shall include, as a minimum, the agenda items specified in the Contract
Documents.

The Contractor shall distribute written notice of each meeting specified herein, complete
with meeting agenda, 5 Working Days in advance of meeting date to the Consultant and
the Owner and other affected parties.

The Contractor shall chair and record the minutes of meetings specified herein.

.1 Contractor shall distribute copies of minutes to the Owner, the Consultant, and all
others in attendance within 3 Working Days after date of meeting.

Representatives of parties attending meetings shall be authorized to act on behalf of the
parties they represent.

Subcontractors and Suppliers shall attend meetings only when directed by the Consultant,
or when specifically called for in the Contract Documents.

The Contractor shall prepare, and distribute to the Consultant and the Owner 4 days in
advance of next progress meeting date, the following:

| Monthly progress reports containing updated construction schedule, submittal
logs, requests for interpretation logs, and budget.
Contract Start-Up Meeting

Within 5 days after award of Contract, request a meeting of parties in Contract to discuss
and resolve administrative procedures and responsibilities prior to the commencement of
the Work.

Attendees at Contract start-up meeting shall include the following:

A Contractor.

2 Contractor’s site superintendent(s).

3 Consultant.

4 Owner.

5 Independent inspection and testing company.

Agenda to include the following:

A Owner’s guidelines and policies.

2 Appointment of official representative of participants in the Project.

3 Statgs gf permits, fees and requirement of authorities having jurisdiction. Action
required.

4 Establishing a schedule for progress meetings.
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5 Requirements for Contract modification and interpretation procedures, including,
but not limited to: requests for interpretation, contemplated change orders, Change
Orders, Change Directives, Supplemental Instructions, procedures, approvals
required, mark-up percentages permitted, time extensions, overtime, and
administrative requirements.
Submittal requirements and procedures.
Schedule of submission of samples, colour chips, and items for Owner’s and/or
Consultant’s consideration.

.8 Construction schedule and progress scheduling.

.9 Delivery schedule of specified equipment.

10 Appointment of independent inspection and testing agencies or firms.

A1 Requirements for notification for reviews. Allow a minimum of 48 hours’ notice to
Consultant for review of the Work.

12 Requirements for Temporary Work.

13 Requirements for firestopping coordination and preparation of firestopping manual
(refer to Section 01 33 00).

14 Security requirements at and for the Place of the Work.

.15 Owner supplied Products.

.16 Review of waste management and disposal procedures and requirements.

A7 As-built documents.

.18 Operation and maintenance manuals.

19 Take-over procedures, acceptance, warranties.

.20 Publication to be used for publishing certificate of substantial performance.

.21 Progress claims, administrative procedures, holdbacks.

.22 Insurances, transcripts of policies.

.23 Contractor’s safety procedures.

24 Certificate of Clearance from the Workplace Safety and Insurance Board (WSIB).

1.4

Pre-Installation Meetings

During the course of the Work prior to Substantial Performance of the Work, schedule pre-
installation meetings as required by the Contract Documents and coordinated with the
Consultant.

As far as possible, pre-installation meetings shall be scheduled to take place on the same
day as regularly scheduled progress meetings.

Attendees at pre-installation meetings shall include the following:

A
2

Contractor.

Subcontractors affected by the work for which the pre-installation meeting is being
conducted.

Consultant.
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4 Manufacturer’s representatives, as applicable.
5 Independent inspection and testing company, as applicable.

1.5

4 Agenda to include the following:

A

N o o x> w i

10

1
A2
A3

Owner’s guidelines and policies.

Appointment of official representatives of participants in the Project.

Review of existing conditions and affected work, and testing thereof as required.
Review of installation procedures and requirements.

Review of environmental and site condition requirements.

Schedule of the applicable portions of the Work.

Schedule of submission of submittals, samples, mock-ups, and items for
Consultant’s consideration.

Requirements for Temporary Work.

Requirements for notification for reviews. Allow a minimum of 48 hours’ notice to
Consultant for review of the Work.

Requirements for inspections and tests, as applicable. Schedule and undertake
inspections and tests.

Delivery schedule of specified equipment.
Special safety requirements and procedures.

Publication to be used for publishing certificate of substantial performance.

Progress Meetings

.1 During the course of the Work prior to Substantial Performance of the Work, schedule

regular progress meetings to occur as directed by the Consultant.

A
2
3
4

.2 Attendees at progress meetings shall include the following:

Contractor.

Contractor’s site superintendent(s).
Consultant.

Owner.

.3 Agenda to include the following:

A

2
3
4

Owner’s guidelines and policies.
Review, approval of proceedings of previous meeting.
Review of items arising from proceedings.

Review of progress of the Work since previous meeting and Contractor’'s monthly
progress report.

Field observations, problems, conflicts.
Update construction schedule.

Problems that impede compliance with construction schedule.
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.8 Review of off-site fabrication delivery schedules.

9 Review material delivery dates/schedule.

10 Corrective measures and procedures to regain construction schedule.

1 Revisions to construction schedule.

12 Progress, schedule, during subsequent period of the Work.

13 Review submittal schedules.

14 Review status of submittals.

15 Maintenance of quality standards.

.16 Pending changes and substitutions.

A7 Review of Contract modifications and interpretations including, but not limited to:
requests for interpretation and log, contemplated change orders, Change Orders,
Change Directives, and Supplemental Instructions for effect on construction
schedule and on Contract Time.

18 Review of status of as-built documents.

19 Other business.

1.6

Pre-Takeover Meeting

30 days prior to application for Substantial Performance of the Work, schedule a pre-
takeover meeting.

Agenda to include the following:

A
2
3

o 0 ® N o

12
A3
14

Review, approval of proceedings of previous meeting.
Review of items arising from proceedings.

Review of procedures for Substantial Performance of the Work, completion of the
Contract, and handover of the Work.

Field observations, problems, conflicts.

Review of outstanding Contract modifications and interpretations including, but not
limited to: requests for interpretation and log, contemplated change orders,
Change Orders, Change Directives, and Supplemental Instructions for effect on
construction schedule and on Contract Time.

Problems which impede Substantial Performance of the Work.

Review of procedures for deficiency review. Corrective measures required.
Review of arrangements for hydro, heating, and other services.

Progress, schedule, during succeeding period of the Work.

Review submittal requirements for warranties, manuals, and all demonstrations
and documentation required for Substantial Performance of the Work.

Review of keying and hardware requirements.
Review of status of as-built documents and record drawings.
Status of commissioning and training.

Review Contractor’s deficiency list and status.
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.15 Cleaning for occupancy.

.16 Other business.

1.7 Post-Construction Meeting

.1 Prior to application for completion of Contract, schedule a post-construction meeting. 5
Working Days prior to date for meeting, Consultant shall confirm a date for meeting based
on evaluation of completion requirements.

.2 Agenda to include the following:

A Review, approval of proceedings of previous meeting.
2 Confirmation that no business is arising from proceedings.
3 Confirmation of completion of the Contract, and handover of reviewed

documentation from the Consultant to the Owner.

A4 Confirmation of completion of contemplated change orders, Change Orders,
Change Directives, and Supplemental Instructions.

Problems that impede Contract completion.

Identify unresolved issues or potential warranty problems.
Confirmation of completion of deficiencies.

Corrective measures required.

Confirmation of arrangements for hydro, heating and other services.

o 0o N o »

0 Confirm submittal requirements for warranties, manuals, and demonstrations and
documentation for Contract completion are in order.

1 Review of procedures for communication during post-construction period.
12 Handover of reviewed record documents by the Contractor to the Owner.
13 Submission of final application for payment.

14 Review and finalize outstanding claims, pricing, and allowance amounts.
15 Status of commissioning and training.

.16 Demobilization and the Place of the Work restoration.

A7 Review of requests for interpretation log.

18 Other business.

1.8 Special Meetings

.1 Owner and/or Consultant reserves the right to require special meetings which may be held
on short notice and at which attendance by Contractor and representatives of affected
Subcontractors and Suppliers is mandatory. Contractor shall keep detailed and accurate
meeting notes and distribute copies within 3 Working Days to all in attendance and those
affected by agreements made at such meetings.

PART 2 - PRODUCTS
Not applicable.
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PART 3 - EXECUTION
Not applicable.

END OF SECTION
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Construction Progress Documentation

PART 1 - GENERAL

1.1

1.2

1.3

o O r w N

o W N -

1.4

Section includes

Construction progress schedule.

Submittals schedule.

Inspection and testing schedule.

Recording actual site conditions on as-built documents.
Schedule management.

Digital photographs.

Summary

This Section specifies Contractor’s responsibilities for preparation and submission of
schedules and other documentation related to tracking construction progress.

The schedule shall:

A Show actual progress versus planned progress.

2 Demonstrate that scheduling issues are being proactively identified and addressed
in a timely manner, and that planned progress is being maintained as closely as
possible.

Schedule Format

Prepare schedules in accordance with GC 3.4.1.

Include horizontal time scale identifying the first Working Day of each week.

Include a separate bar for each trade, work package, or operation.

Format for listings: The chronological order of the start of each item or part of the Work.

Identification of listings: By systems description.

Construction Progress Schedule
Format and content:

A Include the complete sequence of construction activities, including provision for
climate and weather.

2 Provide a work breakdown structure identifying key activities, work packages, and
major milestones at a sufficient level of detail to effectively manage construction
progress, including:

Long delivery Products.

Dates for the commencement and completion of inspection and testing.
Preparation and review of mock-ups.

Owner decisions for cash allowances.

Shutdown or closure activities.

o O r W N~

Delivery of items supplied by Owner.
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Owner performed work.
Demonstration and training activities.

Dates for the commencement and completion of each major element of the
Work parallel to the sections of the specifications.

.10 Dates for Ready-for-Takeover and Substantial Performance of the Work.

.11 Dates for delivery of Products, equipment, finish items, factory-finished
manufactured items. Show last dates for order, shipment, and delivery in order
to meet construction schedule.

3 Show projected percentage of completion for each item as of the first Working Day
of each week.

.2 Submission:
A Submit initial schedule in accordance with GC 3.4.1.

2 Consultant will review format and content of initial schedule and request necessary
changes, if any, within 10 Working Days after receipt.

3 If changes are required, resubmit finalized initial schedule within 5 Working Days
after return of review copy.

A4 Submit updated progress schedule to Owner and Consultant with each application
for progress payment, indicating actual and projected start and finish dates with
report date line and progress. Submit more frequently if requested by Owner or
Consultant.

.5 At each date of submission of construction schedule, indicate progress of each
activity.

.1 Show changes occurring since previous submission of the construction
schedule:

.1 Major changes in scope.
.2 Change Orders and Change Directives.
.3 Activities modified since previous submission.
.4 Revised projections of progress and completion.
.5 Other identifiable changes.

.2 Include a narrative report to define:
.1 Problem areas, anticipated delays, and the impact on the schedule.
.2 Corrective action recommended and its impact on the schedule.

.3 Include cash flow projection with minimum look ahead as directed by the
Consultant.

1.5 Submittals Schedule
.1 Format and content:

A Prepare a detailed schedule of submittals required by the Contract Documents,
including samples required for testing, and including those for items supplied by
Owner.
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2 Provide a separate line for each required submittal, organized by specifications
section names and numbers, and further broken down by individual Products and
systems as required.

3 Indicate dates for submitting, review time, resubmission time, float time, and last
date for meeting construction schedule.

4 Schedule submissions of submittals well in advance of scheduled dates for
installation, to provide lead time for reviews and possible resubmissions and for
placing orders and securing delivery so as to avoid delays in the Work.

5 Make provisions in schedule for at least 10 Working Days for Consultant’s review
of submittals. When submittals have to be reviewed by one or more of Consultant’s
subconsultants, add 5 more Working Days for a total 15 Working Days review
period.

.6 If the Consultant requires resubmission of submittals, allow for an additional 10
Working Days review for each resubmission.

7 If, at any time, the Contractor submits a large enough number of submittals such
that the Consultant cannot process these submittals within 10 Working Days, the
Consultant, in consultation with the Contractor within 3 Working Days of receipt of
such submittal, will provide the Contractor with an estimate of the time necessary
for processing same. The Contractor shall accommodate such necessary time at
no increase in the Contract Time and at no additional cost to the Owner.

.8 Changes in the construction schedule shall maintain the minimum review periods
for the Consultant’s review specified above.

.2 Submission:
A Submitinitial schedule to Consultant within 15 Working Days after Contract award.

2 Submit schedule in pdf format to Consultant using the Consultant’s document
management system.

3 Consultant will review format and content of initial schedule and request necessary
changes, if any, within 10 Working Days after receipt.

4 Consultant will review submittal schedule and advise Contractor if volume and
timing of submittals will permit review of and response to submittals within
timeframes specified under Section 01 32 16. Consultant may require
modifications to submittals schedule in order to allow adequate time for review of
submittals. Adjust submittals schedule and construction schedule as required to
comply with Consultant’s needs.

5 If changes are required, resubmit finalized schedule within 5 Working Days after
return of review copy.

.6 Submit updated submittals schedule monthly to the Consultant or more frequently
as directed by the Consultant.

g Schedule shall be accompanied by a checklist, correlated to each of the schedule
of submittals, the construction schedule, and the schedule of inspections and tests,
listing the following:

.1 Shop drawings.
.2 Samples.
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1.6

1.7

1.8

.3 Mock-ups.

4 Reviews, tests and inspections by:
.1 Manufacturers.

Authorities having jurisdiction.

The Owner.

> w N

The Consultant.
.5 Independent inspection and testing companies.

.5 Demonstration and training.

Inspection and Testing Schedule

Prepare schedule for inspection and testing by advance discussion with the selected
independent inspection and testing company to determine the time required for the
independent inspection and testing company to perform its tests and to issue each of its
findings, and allow for required time in the construction schedule.

Refer to Section 01 45 00 for additional requirements for inspection and testing
scheduling.
Schedule Management

A schedule submitted as specified and accepted by Consultant shall become the baseline
schedule and shall be used as the baseline for updates.

At each regular progress meeting, review and discuss current construction progress and
submittals schedules with Consultant and Owner, including activities that are behind
schedule and planned measures to regain schedule slippage in key areas on or near the
critical path.

Activities considered behind schedule are those with start or completion dates later than
the dates shown on the baseline schedule.
Recording Actual Site Conditions on As-Built Documents

Owner will provide 1 set of Contract Documents to the Contractor for as-built
documentation purposes. Record information and maintain as-built documents in clean,
dry and legible condition.

Clearly label each drawing as “AS-BUILT DRAWING” and each specification “AS-BUILT
SPECIFICATION” and each schedule “AS-BUILT SCHEDULE”. Record information
concurrently with construction progress. Do not conceal Work until required information is
recorded.

Accurately document as-built conditions and deviations from Contract Documents as the
Work progresses.

Mark changes in red ink.

Document actual construction including:

A Field changes of dimensions/details.

2 Changes by Change Orders, Change Directives, and Supplemental Instructions.

3 References to shop drawings, where shop drawings show more detail.
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4 Locations of interior mechanical and electrical equipment and distribution.

5 In specification as-builts: Document as-built Products, including manufacturer,
manufacturer’'s model or system number.

.6 Do not use as-built drawings for construction purposes.

1.9 Digital Photographs

.1 Provide photographic documentation in digital format and in accordance with procedures
and submission requirements specified in this section.

A No other photographs of the Place of the Work or of any portion of the Work will
be permitted without written approval of the Owner.

Equipment: Provide photographs using minimum 10-megapixel digital camera.
Submit the required photographs to the Consultant and to the Owner.

Output: Supply date stamped maximum resolution colour photos to Consultant in JPEG
format, on CD-ROM format.

.5 Number of photos required:

A Prior to construction: Provide necessary number of photographs, as required to
document existing conditions and verify damage to adjacent streets and property
that may have existed prior to construction or demolition work: Minimum 50 photos.

2 Each Progress draw: Provide 24 construction photographs each month to
accompany each application for progress draw to document the stage of the Work
from points selected by the Consultant showing as much as possible of the Work
installed during the previous month.

3 Provide minimum of 8 photographs on each meeting report and for each progress
meeting.
4 Completion: When the Work is completed, arrange to take final photographs of the

Work from a minimum of 8 points of view.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION
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PART 1 - GENERAL

1.1
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Section Includes

Administrative requirements.

Submission procedures.

Certificates and Certification Submittals
Product data sheets.

Shop drawings.

Engineered Judgements.

Project firestopping manual and coordination.

Samples.

Administrative Requirements

Submit submittals as requested by the Contract Documents, as specified herein, and in
accordance with the submittals schedule prepared in accordance with Section 01 32 00.

In addition to submittals specifically requested by the Contract Documents, submit other
submittals as may be reasonably requested by the Consultant, or as are required to
coordinate the Work and to provide the Owner with choices available, within the scope of
Contract Documents.

Where required by authorities having jurisdiction, provide submittals to such authorities
for review and approval.

Make submittals with reasonable promptness and in an orderly sequence so as to cause
no delay in the Work. Be solely responsible for delays, make up time lost, and pay added
costs incurred because of not making submittals in due time to permit proper review by
Consultant.

Once submitted, a submittal shall not be re-submitted until original submission has been
reviewed by Consultant and returned to Contractor.

Submittals that contain substitutions will be rejected. Substitutions are permitted only in
accordance with Section 01 25 00.

Do not proceed with work affected by a submittal, including ordering of Products, until
relevant submittal has been reviewed by Consultant.

Prepare submittals using S| (metric) units.

Contractor’s responsibility for deviations in submittal from requirements of Contract
Documents is not relieved by Consultant’s review of submittal, unless Consultant gives
written acceptance of specific deviations.

Keep copies of reviewed submittals at the Place of the Work in an organized condition.
Only submittals that have been reviewed by the Consultant and are marked with
Consultant’s review stamp, as applicable, are permitted at the Place of the Work.

The Work shall conform to reviewed submittals subject to the requirements of this section.
Remove and replace materials or assemblies not matching reviewed submittals at no
increase in the Contract Time and at no additional cost to the Owner.
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.12 Contractor’s review of submittals:

A

Review submittals for conformity to Contract Documents before submitting to
Consultant. Submittals shall bear stamp of Contractor and signature of a
responsible official in Contractor’s organization indicating in writing that such
submittals have been checked and coordinated by Contractor. Review shall be
performed by qualified personnel who have detailed understanding of those
elements being reviewed and of the conditions at the Place of the Work proposed
for installation.

Check and sign each submittal and make notations considered necessary before
submitting to Consultant for review. Where submittal is substantially and obviously
in conflict with requirements of Contract Documents, reject submittal without
submitting to Consultant and request resubmission. Note limited number of
reviews of each submittal covered under Consultant’s services as specified below.

Assume sole responsibility for any conflicts occurring in the Work that result from
lack of comparison and coordination of submittals required for the Work.

Assume sole responsibility for dimensions to be confirmed and correlated at the
Place of the Work for information that pertains to fabrication processes or to
techniques of construction and installation, and for coordination of the Work.

Submittals that have not been reviewed, checked, and coordinated by Contractor
prior to submission to Consultant, or that do not bear the stamp and signature of
Contractor as described above, will be stamped “REVISE AND RESUBMIT” and
returned.

Notify Consultant in writing of changes made on submittals from Contract
Documents. Consultant’s review of submittals shall not relieve Contractor of
responsibility for changes made from Contract Documents not covered by written
notification to Consultant.

.13 Consultant’s review of submittals:

A

Review of submittals by Consultant is for the sole purpose of ascertaining
conformance with the general design concepts and the general intent of the
Contract Documents. This review shall not mean that Consultant approves the
detail design inherent in the submittals, responsibility for which shall remain with
the Contractor. Such review shall not relieve the Contractor of responsibility for
errors or omissions in the submittals, nor of responsibility for meeting requirements
of Contract Documents.

As part of their scope of work, Consultant shall review shop drawings no more than
twice. Should three or more reviews be required due to reasons of Contractor
omissions causing resubmission requests, then Contractor shall reimburse the
Consultant for time expended in these extra reviews. Time shall be invoiced to the
Owner (to be deducted from monies due to the Contractor and paid to Consultant
by Owner) at rates recommended by Consultant’s professional association and
disbursements shall be invoiced at Consultant’s cost. The Contractor shall cover
directly costs and administration associated with courier services and the like for
these extra shop drawings reviews.
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Consultant’s review and markings on submittals do not authorize changes in the
Work nor in the Contract Time, and shall be accommodated at no additional cost
to the Owner. If, in the opinion of the Contractor, the Consultant’s markings on
submittals constitute a change in the Work or will effect a change in the Contract
Time, then the Contractor shall so notify the Consultant in writing and request an
interpretation following the procedures for requests for interpretation in accordance
with Section 01 31 00. If the Consultant finds that the Consultant’s markings on
submittals do constitute a change in the Work or will effect a change in the Contract
Time, then a Change Order will be prepared therefore. The time taken to process
such a request for interpretation shall not, in and of itself, constitute a change in
the Work nor an increase the Contract Time.

Submittals that are not required by the Contract Documents or not requested by
the Consultant will not be reviewed by the Consultant and will be marked 'NOT
REVIEWED' by the Consultant and returned to the Contractor.

.14 Engineered submittals:

A

Submittals for items required to be sealed by professional engineer (engineered)
shall be duly prepared, sealed, and signed under the direct control and supervision
of a qualified professional engineer licensed in the jurisdiction in which the Place
of the Work is located, having in force professional liability insurance with minimum
coverage limit of $2,000,000 per claim and annual aggregate.

Include with engineered submittal, proof of insurance identifying insurer, policy
number, policy term, and limit of liability, on duly signed letterhead and / or
certificates of insurance.

Design includes life safety, sizing of supports, anchors, framing, connections,
spans, and as additionally required to meet or exceed requirements of applicable
codes, standards, regulations, authorities having jurisdiction, and design
requirements of the Contract Documents.

Engineered submittals shall include design calculations, complete with references
to codes and standards used in such calculations, supporting the proposed design
represented by the submittal.

Professional engineer responsible for the preparation of engineered submittals
shall undertake periodic field review, including review of associated mock-ups
where applicable, at locations wherever the work as described by the engineered
submittal is in progress, during fabrication and installation of such work, and shall
submit a field review report after each visit. Field review reports shall be submitted
to the Consultant, to authorities having jurisdiction as required, and in accordance
with the building code.

Field reviews shall be at intervals as necessary and appropriate to the progress of
the work described by the submittal to allow the engineer to be familiar with the
progress and quality of such work and to determine if the work is proceeding in
general conformity with the Contract Documents, including reviewed shop
drawings and design calculations.



Trent University Champlain College North Quad Window Replacement Section 01 33 00
CMV Group Architects Page 4
Project No.: 23A119 January 30, 2026

Submittal Procedures

1.3

1.4

1.5

7 Upon completion of the parts of the Work covered by the engineered submittal, the
professional engineer responsible for the preparation of the engineered submittal
and for undertaking the periodic field reviews described above, shall prepare and
submit to the Consultant and authorities having jurisdiction, as required, a letter of
general conformity for those parts of the Work, certifying that they have been
Provided in accordance with the requirements both of the Contract Documents and
of the authorities having jurisdiction over the Place of the Work.

.8 Costs for such field reviews and field review reports and letters of general
conformity are included in the Contract Price.
Submission Procedures

Coordinate each submittal with requirements of the Work and Contract Documents.
Individual submittals shall include related information.

Distribute copies of submittals to parties whose work is affected by submittals except
Consultant and Owner before final submission for review by Consultant.

Accompany submittals with transmittal letter containing:
Date.

Project title and number.

Contractor’s name and address.

Contractor’s review stamp.

Identification and quantity of each submittal.

o 0 r w N

Other pertinent data.

Each submittal shall be identified numerically by relevant specifications section number
with a numeric indicator for multiple submittals by that section followed by revisions
number, for example 04 05 19-01-R0.

Submit original PDF documents only: scanned documents shall not be accepted.

A PDF submittals shall be bookmarked and linked to a Table of Contents or cover
letter identifying the contents of the submission.

Make any changes in submittal that Consultant may require, consistent with Contract
Documents, and resubmit as directed by Consultant.

Notify Consultant, in writing, when resubmitting, of any revisions other than those
requested by Consultant.

After Consultant’s review, distribute copies to affected parties.

Certificates and Certification Submittals

Certificates and certifications submittals: Provide a statement that includes signature of
entity responsible for preparing certification.

Product Data Sheets

Submit Product data sheets as follows:

A 1 copy digitally as a bookmarked PDF to Consultant using the Consultant’s
document management system.
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1.6

9
.10 Shop drawings shall include:

Submit Product data sheets as called-for by the Contract Documents or as the Consultant
may reasonably request where shop drawings will not be prepared due to a standardized
manufacture of a Product. Manufacturers' catalogue cuts will be acceptable in such cases,
providing that they are 213 mm x 275 mm (8-1/2" x 11") originals, and that they indicate
choices including sizes, colours, model numbers, options and other pertinent data,
including installation instructions. Submissions showing only general information are not
acceptable.

Where requirements of Contract Documents are more stringent than design proposed on
Product data sheets, the requirements of the Contract Documents take priority.

Upon completion of review by Consultant, 1 marked set of Product data sheets will be
returned to Contractor in digital format for reproduction and distribution.

Retain 1 complete set of reviewed Product data sheets for issuance as part of closeout
submittals in accordance with Section 01 78 00.

Shop Drawings

Submit shop drawings as follows:

A 1 copy digitally as a bookmarked PDF to Consultant using the Consultant’s
document management system.

Lettering on shop drawings shall be not less than 3 mm (1/8") high.

Reproduction of construction drawings to serve as background for shop drawings is not
permitted.

Where requirements of Contract Documents are more stringent than design proposed on
shop drawings, the requirements of the Contract Documents take priority.

Consultant markings and resulting action required:

A Shop drawings requiring no changes will be marked 'REVIEWED', and shall be
submitted for as-built drawings purposes.

2 Shop drawings requiring several changes will be marked 'REVIEWED as NOTED'
and shall be revised and submitted for as-built drawings purposes.

3 Shop drawings requiring substantial changes will be marked 'REVISE AND RE-
SUBMIT" and shall be revised and resubmitted until Consultant stamps drawings
with 'REVIEWED' or 'REVIEWED as NOTED'.

Shop drawings size shall be multiple of 213 mm and 275 mm (8-1/2" and 11") excluding
38 mm (1-1/2") binding margin and not larger than 838 mm x 1117 mm (33" x 44"). Leave
minimum 150 mm x100 mm (6" x 4") clear space for Consultant’s comments.

Upon completion of review by Consultant, 1 marked set of shop drawings will be returned
to Contractor in digital format for reproduction and distribution.

Retain 1 complete set of reviewed shop drawings for issuance as part of closeout
submittals in accordance with Section 01 78 00.

Submit copies of reviewed shop drawings to authorities having jurisdiction as required.

A Fabrication and erection dimensions.
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.10

1

A2
A3
14

15

.16

A7

18

19

Plans, sections, elevations, arrangements and sufficient full size details which
indicate complete construction, components, methods of assembly as well as
interconnections with other parts of the Work.

Design calculations for items that require design calculations.

Clear definition of the division of responsibility for the work described thereon. No
Products, items or equipment, or description of work, shall be indicated to be
supplied, or work to be done, “By Others” or “By Purchaser’. Shop drawings
marked with either of these phrases shall be rejected without having been
reviewed by the Consultant.

Location and type of exposed anchors, attachments and locations and types of
fasteners, including concealed reinforcements to accept mounted fasteners.

Adhesives, joinery methods and bonding agents.

Kinds and grades of materials, their characteristics relative to their purpose,
detailed description of finishes and other fabrication information.

Configurations, types and sizes required; identify each unit type on drawing and
on Product.

Descriptive names of equipment and mechanical and electrical characteristics
when applicable.

Data verifying that superimposed loads will not affect function, appearance and
safety or work shown on shop drawings, as well as other interconnected work.

Assumed design loadings, dimensions of elements and material specifications for
load-bearing members.

Proposed chases, sleeves, cuts and holes in structural members.
Wall thicknesses of metals.

Location and types of welds. For structural welds use AWS symbols and clearly
show net weld lengths and sizes.

Materials, gauges, and sizes being supplied including connections, attachments,
reinforcement, anchorage and locations of exposed fastenings.

Installation instructions and details for Products to be installed by separate
Subcontractors, including function of each part.

A list of Products covered by, or included on, the shop drawing. List of Products
shall be complete and show manufacturer's name, Product name, generic
description, standard certification where specified, manufacturer's complete
installation data and precautions against wrong installation, operation and
maintenance.

Refer to individual sections of the specifications for more particular requirements
for shop drawings.

Compatibility statement: Include with each shop drawings a statement that each
Product and material indicated on the shop drawings is compatible with each
Product and material with which it comes into contact.
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1.7 Engineered Judgements

.1 When an engineered judgement is required by authorities having jurisdiction, such
engineered judgement shall be prepared as an engineered submittal in accordance with
Section 01 33 00.

1.8 Project Firestopping Manual and Coordination

.1 The Contractor shall assign a firestopping and smoke seal firestopping coordinator to
coordinate the firestopping details and systems required in the Work. Applicator shall
designate a single individual as Project foreperson who shall be present at the Place of
the Work throughout the Work.

.2 Firestopping manual:

A Contractor and firestopping and smoke seal coordinator shall prepare a preliminary
fire stopping manual, inclusive of all firestopping systems in the Work, to be
submitted to the Consultant prior to the installation of any firestopping and smoke
seal work.

2 Manual shall include:

.1 Project key plans of each level, with enlarged key plans at areas where
required, which identify and tag each anticipated penetration and fire stopping
location and type (i.e. multiple metallic pipes though gypsum board wall
assembly; single metallic pipe though concrete floor assembly, and the like).

.2 Product data sheets: data and installation instructions for Products providing
descriptions sufficient for identification at the Place of the Work.

.1 Materials list of Products proposed for use in the Work; complying with
listed systems designs.

.2 Listing agency's detailed drawing showing joint assemblies and
firestopping materials, identified with listing agency's name and number or
designation, fire rating achieved, and date of listing.

.3 Manufacturers’ installation instructions and recommendations.
.3 Shop drawings:

.1 Submit drawings indicating fire resistance rated assembly number,
required temperature, hose stream, and flame rating, material thicknesses,
installation methods and materials of firestopping and smoke seals,
primers, supports, damming materials as applicable, reinforcements,
anchorages, fastenings and methods of installation for each condition to be
encountered.

.2 Designate on shop drawings static through penetrations and dynamic joint
systems, relative positions, expansion and control joints in rated slabs and
walls, and firestopping details.

.3 Engineered shop drawings; for engineering judgements:
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1.9

Where Project conditions require modification to an accredited third
party testing agency's listed system design to address a particular
firestopping condition that is not covered by a listed system, submit
engineered shop drawings detailing the modifications to the listed
system design as an engineering judgment or equivalent fire-
resistance-rated assembly, for each Project location and condition.

Submit the manufacturer's engineering judgment identification number
and shop drawings details prepared by a professional engineer. The
engineering judgment submittal shall include both Project name,
Project location, and Subcontractor’s name who will install firestop
system as described in engineering judgement shop drawings.

Provide complete details of specific application of listed system and its
modifications upon which the engineered judgement is based upon.

For perimeter fire barrier systems:

.1 Submit engineered shop drawings for engineering judgements
covering perimeter fire barrier systems. Identify each cladding
assembly type in contact with each perimeter fire barrier system.

.4 Fire resistance rating test listings for firestopping and smoke seal systems.

Firestopping manual shall be submitted within 4 weeks of Contract award.

Prior to concealment of firestopping conditions above a ceiling or by another
assembly or finish, the Contractor shall submit an updated firestopping manual
including as-built drawings that identify firestopping conditions and penetrations.

.3 Closeout submittals:

A Submit closeout submittals in accordance with Section 01 78 00.

2 Submit the following certification documents with closeout submittals:

.1 Manufacturer’s certification: Submit manufacturer's certification that installed

firestopping and smoke seal Products are suitable for the use indicated and
comply with specified requirements.

Installation certification: Installer shall submit certification that all joint
firestopping system installations are completed and that installations comply
with listed systems designs.

.3 As-built copy of the firestopping manual.

Samples

Submit a minimum of 3 samples unless a greater amount is specified.

.2 Deliver samples to the following location with expenses, including carrying costs, prepaid,
unless otherwise instructed:

A Consultant’s office.

.3 Identify samples or assemblies by Project number and name, name of Consultant,
Contractor and Subcontractor, and date of submission. Identify location, specified material
reference and any other pertinent information. Show construction by layered method if
necessary, clearly displaying textures and patterns.
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.4 Where a required colour, pattern or texture has not been specified, submit full range of
available Products meeting other specified requirements.

.5 Consultant selection from samples is not intended to change the Contract Price or
Contract Time. If a selection would affect the Contract Price or Contract Time, notify
Consultant in writing prior to proceeding with the Work.

Resubmit samples until written acceptance is obtained from Consultant.

Reviewed and accepted samples will establish the standard against which installed Work
will be reviewed.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION
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PART 1 - GENERAL

1.1
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1.2

5

Section Includes

General scope and responsibility.
Existing facilities.

Existing services.

Protection of the existing building.
Emergency and fire protection.

Noise Control.

General Scope and Responsibility
For the purposes of this section:

.1 The words “worker” or “workers” shall mean the Contractor, Contractor’s staff or
employees, Subcontractors, Subcontractor’s staff or employees, Suppliers,
Supplier’s staff or employees, or anyone engaged for the Work, directly or
indirectly, by the Contractor, unless otherwise indicated.

Operational limitations:

A The existing building will remain in full use and occupancy throughout the Work,
except for such parts of the building that have been vacated for the Work.

2 Contractor’s use of the Place of the Work is limited to permit regular use of existing
Owner’s facilities to continue with the least amount of interference and disruptions
possible.

3 In consultation with, and to acceptance of, the Consultant in the presence of the

Owner, designate an entrance and a circulation route that workers shall use and
that shall not be used by Owner’s staff, building occupants, or the public.

Dust tight enclosure and partition doors and entrance doors to the Place of the Work shall
remain closed.

Areas of the existing building adjacent to the Place of the Work or areas affected by the
Work, including circulation and access routes, shall be maintained in a clean state
equivalent to the level of cleanliness maintained in the existing building, and as follows:

A Clean and vacuum the Place of the Work and areas surrounding the Place of the
Work daily or more frequently as required.

2 Wet mop floor areas in vicinity of access doors to the Place of the Work daily, or
more frequently as required.

3 Vacuum carpeted areas daily or more frequently as required.

Wet clean carpets in accordance with manufacturer’'s recommendations once work
in such areas is complete.

5 Final cleaning shall be in accordance with Section 01 74 00.

Waste protection and removal:
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A Waste management and disposal shall be in accordance with Section 01 74 00 as
supplemented herein.
2 Transport waste in containers with tightly fitting lids or cover waste with a wet
sheet.
3 Remove waste as it is created. Debris shall be contained and covered if it cannot

1.3

© N o o

1.4

be removed immediately.
Do not transport waste through occupied areas of existing building.

Remove waste at the end of each Working Day through construction access
routes.

Document condition of the existing building in areas immediately adjacent to the Place of
the Work by means of construction photographs in accordance with Section 01 32 00.

Existing Facilities

Restrict access, parking, material deliveries, execution of work, operations and
procedures to designated locations and times and do not deviate from designated
procedures without prior acceptance by the Consultant in the presence of the Owner.

Periodically review proposed construction operations with the Consultant in the presence
of the Owner and cooperate as required to ensure that Owner’s interests and requirements
are not unduly compromised with regard to the normal operation and function of occupied
areas on the existing building.

Traffic through occupied areas of the existing building shall be kept to a minimum. Travel
within occupied areas of the existing building shall be via the most direct route.

Noise, dust and debris, and odours shall be minimized to ensure building occupants in
adjacent areas are disturbed as little as possible. Corrective action to cease or limit
disagreeable annoyances to building occupants shall be implemented immediately upon
notification by the Consultant or the Owner.

Use of new or existing laundry and garbage chutes shall not be permitted.
Use of existing containers and garbage bins shall not be permitted.
Use of existing elevators shall not be permitted.

Existing fire protection equipment:

A Existing fire protection equipment shall only be used in an emergency situation.
2 Do not remove existing fire protection equipment.
3 If any existing fire protection equipment is used or interfered with in any way, the

Owner’s fire equipment inspector shall be retained to inspect, test, recharge, and
otherwise repair such equipment at no additional cost to the Owner.

Sanitary facilities: in accordance with Section 01 52 00.

Existing Services

Service interruptions:
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1.5

A Connection or disconnection of services that will interfere with the operation of the
Owner’s facilities shall not be done without the prior written acceptance of the
Consultant in the presence of the Owner and during the times designated by the
Owner. Premium charges associated with such work shall be included in the
Contract Price.

2 Provide at least 10 Working Days’ prior written notice to the Consultant and the
Owner of requirement or intention to interrupt services, and obtain written
permission of the Consultant in the presence of the Owner prior to commencing
such interruption.

3 In no instance shall interruptions affect the entire existing building.

As far as possible, coordinate interruptions with the Owner’s regular maintenance
of building services and systems.

5 Areas adversely affected by changes in air flows outside the construction areas as
a result of a required shut-down of portions of the existing HVAC system within the
construction areas are to be re-balanced to comfortable levels as advised by the
Consultant.

Should existing services be interrupted in breach of the above, Make Good immediately
and provide protection against further such disruptions. Costs resulting from such
interruptions and for making good shall be the responsibility of the Contractor at no
additional cost to the Owner.

Protection of the Existing Building

Protection requirements shall be in accordance with Section 01 56 00, as supplemented
herein.

Keep Place of the Work safe and secure, denying access to unauthorized personnel.

Protect existing work from damage. Make Good any damage caused. The onus is on the
Contractor to substantiate that damage existed prior to commencement of the Work.

Do not overload the existing structure due to the Work.

Take special measures to protect existing work from damage when moving heavy loads
or equipment. Protect areas used as passageways or through which materials are moved.
Use resilient tired conveyances only when moving materials and equipment inside
building. Provide coverings as required to protect existing work from damage.

Separate exterior access, work and storage areas from Owner occupied existing areas,
with fencing and hoarding as specified in Section 01 56 00. Rearrange fencing/hoarding
as Work progresses to suit extent and configuration of the Work.

Provide guards, barricades and other temporary protection to prevent injury to persons.

Protect existing building components and contents from damage by weather, when
executing Work affecting integrity of the building envelope. Provide temporary insulated
and air tight weatherproof closures to protect openings made in existing building envelope.
Make Good existing building components and contents damaged by weather resulting
from inadequate temporary protection measures.

Protection of existing occupied areas:
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1.6

A Existing exterior walls with windows of plain glazing, when exposed to the Work,
shall be protected with 16 mm (5/8”) gypsum board for interior surfaces and
9.5 mm (3/8”) exterior grade plywood for exterior surfaces, mounted on suitable
framing.

.1 Plywood: in accordance with Section 06 10 53.

.2 Metal framing: in accordance with Section 09 22 00.
.3 Gypsum board: in accordance with Section 09 29 00.
Maintain such protection throughout the Work.

Other openings in the existing exterior walls, such as doors and louvres, shall be
similarly protected or replaced with doors of solid core wood or hollow steel
construction.

Emergency and Fire Protection

Provide and maintain ready access to fire protection equipment, in accordance with
Section 01 52 00.

Provide temporary fire resistant closures at existing areas openings exposed to
construction areas for the Work to maintain fire and life safety of existing building.

Contractor shall coordinate the work with the Owner in order to ensure no disruption to the
existing fire detection and annunciation systems. Failure to provide such coordination
shall result in the Contractor incurring the responsibilities and expenses associated with
disruption to the existing fire detection and annunciation systems at no additional cost to
the Owner.

A Provide fire watch when existing fire detection and annunciation systems are not
operational or on bypass.

2 Whenever a changeover time occurs, which is an outage time of at least a portion
of the fire alarm system, the municipal fire department shall be notified of the
temporary shutdown and alternative measures shall be devised.

Contractor shall coordinate the work carefully with the Consultant in the presence of the
Owner in order to prevent unapproved disruptions to the existing sprinkler system,
standpipe system, or other fire protection systems.

A Where temporary shut-down is necessitated, such shut down shall be in
accordance with the requirements of authorities having jurisdiction and the building
code.

Obtain ‘Hot Work Permit’ from Owner prior to hot work operation, which may cause the
building's fire alarm system to be activated or create an unwarranted fire risk condition.
The prevention of fires and false fire alarms caused by hot work operations is the primary
goal of this procedure. Gas hoses, backflow preventers, fire resistive tarpaulins, curtains
and other cutting and welding equipment must be in good repair before the permit is
issued.

A ‘Hot Work'’ is defined as work using open flames or sources of heat that could ignite
materials in the work area.

Fire separations:
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A

Maintain the integrity of fire separations, fire protection systems, and fire rated
assemblies.

Make good fire separations, fire protection, and fire rated assemblies compromised
as a result of the Work.

.7 Temporary fire separations:

A

Provide temporary fire separations between existing occupied floor areas and new
areas under construction.

Construct temporary fire separations out of steel studs and gypsum board to
provide a construction equivalent to a minimum of 1 hour fire resistance rating,
unless otherwise indicated.

.1 Firestopping and smoke sealant: in accordance with Section 07 84 00.
.2 Gypsum board: in accordance with Section 09 29 00.
.3 Steel studs: in accordance with Section 09 22 00.

Where access is required, the doorway shall be protected by a door of solid core
wood or hollow steel construction.

Finish hardware equivalent to a minimum of 1 hour fire resistance rating, unless
otherwise indicated.

.8 Maintaining existing building exit facilities:

A
2

Maintain exit facilities serving the existing building.

Where an exit is blocked-off or deleted as a result of the Work, an alternative exit
shall be Provided that is acceptable to the Consultant, the Owner, and authorities
having jurisdiction.

Where it is necessary for access to be gained to an exit through the Place of the
Work, the access shall be clearly defined and protected so that it is separated from
construction areas by a smoke tight fire separation equivalent to a minimum of 1
hour fire resistance rating, unless otherwise indicated.

.9 Fire department access:

A
2

Do not obstruct access route designated for fire department equipment.

If it is necessary that existing access routes be obstructed or deleted, alternative
access routes acceptable to the fire department and in accordance with the
requirements of the Contract Documents and authorities having jurisdiction shall
be Provided prior to commencement of work that will obstruct or delete existing
access.

.10 Combustible materials:

A

Stockpiling of combustible materials adjacent to or inside the existing building shall
not be acceptable.

.11 Temporary protection of openings in fire separations:

A

Openings in existing floor assemblies and vertical fire rated assemblies required
by the Work, shall be temporarily protected with materials as required to maintain
continuity of the required fire resistance rating for existing fire rated assembly.
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PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION
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PART 1 - GENERAL

1.1 Section Includes
.1 Contractor’s quality assurance program.
Contractor’s field quality control.
Subcontractor Qualification Statements
Independent inspection and testing — Owner’s Quality Assurance.
Inspection and testing schedule.
Reports and documents.

Manufacturer’s field review.
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Mock-ups.

1.2 Contractor’s Quality Assurance Program

.1 Submit to the Owner and the Consultant for their information, a quality assurance program
(the “Quality Assurance Program”).

.2 The Quality Assurance Program shall meet the requirements of Canadian Standards
Association CSA CAN3-Z2299.3 or such other requirements as set out in the Contract
Documents.

A The Quality Assurance Program shall be designed so that quality requirements are
obtained by progressive implementation of the controls and inspection functions
stated in the Quality Assurance Program.

2 Make any modifications to the Quality Assurance Program as reasonably
requested by the Owner and/or the Consultant.

3 The Quality Assurance Program shall include, but shall not be limited to, the
following:

.1 A system by which changes to the Contract Documents and correspondence
with Subcontractor and other correspondence is handled in a controlled
manner.

.2 A system for purchased or manufactured materials to be identified, inspected
to the specified standard, and covered by a material test report.

.3 A system by which measuring and testing equipment is properly stored,
handled, and calibrated to a known standard.

4 A system by which incoming materials are: inspected to the specified standard;
accepted; allocated safe storage; and properly recorded.

.5 A system by which process inspection requirements shall be clearly stated for
operations and carried out by qualified personnel.
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1.3

.6 A system by which final inspections will be carried out and accepted by
authorized personnel prior to release for shipping or major assembly.

.7 A system by which non-conformance to requirements of the Contract
Documents shall be recorded and solutions proposed by the Owner or the
Consultant are also recorded.

.8 A system by which instructions for handling and storage of equipment shall be
given.

.9 A system by which SBO items can be inspected and received in a manner
which allows replacement or correction.

.10 A system by which a record of quality inspections, tests, and actions shall be
kept, including field quality control.

.11 A system by which the Owner and the Consultant shall be afforded access to
manufacturing areas and quality records and issued with copies of pertinent
drawings and manufacturing schedules.

Provide the Owner and the Consultant with regular Quality Assurance Reports for their
information according to an agreed schedule.
Contractor’s Field Quality Control

Provide and be responsible for field quality control throughout the Work, including quality
control of Subcontractors and major Suppliers.

Ensure that the only specified or approved Products and materials are used.

Provide and maintain an effective quality control program, in accordance with the Quality
Assurance Program, and perform inspections and tests to ensure compliance with
Contract Documents.

Furnish appropriate facilities, instruments, and testing devices required for performance
of the quality control function.

Deliver inspection testing reports or approvals in in accordance with the requirements of
Section 01 45 00.

Develop a field quality control manual covering field installation. The form of the manual
shall be acceptable to the Owner and the Consultant. This manual will document field
quality control practices of the Contractor, Subcontractors, and major Suppliers. The
manual shall include, but not be limited to:

A Concrete slab moisture and pH testing and surface preparation, including flatness
and levelness.

Surface preparation.
Fastener and anchor installation.

Material compatibility testing.

o w N

On line fabrication quality control practices.
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1.4

1.5

6 Shipping.

Ve Field installation.

8 Field inspection and testing by Contractor.
9 Field inspection and testing independent.

Inspection and testing shall be performed by company qualified to perform the inspections
or tests specified or required by the building code, regulations, by-laws, or authorities
having jurisdiction.

Retain and pay for inspection and testing that is for Contractor’s own quality control or is
required by regulatory requirements

Maintain a logbook (copies to be provided to the Consultant at completion of fabrication)
documenting date, time, results, and significance of in-plant testing carried out, where
applicable, linked to daily production. The form of this logbook shall be acceptable to the
Owner and the Consultant.

Subcontractor Qualification Statements

Upon request by the Consultant, submit proof, in the form of CCDC 11 - Contractor's
Qualification Statement, of qualifications of Subcontractors to verify Subcontractor’s
qualifications and experience meet or exceed the requirements of the Contract
Documents.

A If, upon review of the Contractor’s Qualification Statement, it is found that the
Subcontractor does not meet the qualification requirements specified in the
Contract Documents pertaining to the parts of the Work for which the
Subcontractor has been retained, the Contractor shall replace the unqualified
Subcontractor with a qualified Subcontractor, satisfactory to the Contractor and the
Owner, at no additional cost to the Owner and at no increase in the Contract Time.

Independent inspection and Testing — Owner’s Quality Assurance

Independent inspection and testing services are used by the Owner to verify compliance
with requirements of the Contract Documents.

Employment of inspection and testing agencies by Contractor or Owner does not relieve
Contractor from responsibility to perform the Work in accordance with Contract
Documents.

A Independent inspection and testing services do not relieve the Contractor of
responsibility for normal shop and site inspection, and quality control of
manufacturing and installation.

2 Specified tests, inspections, and related actions do not limit the Contractor’s other
quality assurance and control procedures that facilitate compliance with the
Contract Documents requirements.
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3 Requirements for the Contractor to provide quality control services required by the
Contract Documents, Consultant, Owner, or authorities having jurisdiction are not
limited by Owner’s independent inspection and testing services.

4 Inspections and tests specified or required that are not specified as independent
inspection and testing are the responsibility of the Contractor and are not covered
under the Owner’s quality assurance requirements.

.3 The Consultant will, on behalf of Owner, appoint independent inspection and testing
companies, representing, reporting and responsible to the Owner through the Consultant.

A Cost of independent inspection and testing company services will be authorized
as a disbursement from Cash Allowance as specified in Section 01 21 00.
Independent inspection and testing company shall submit monthly invoice original
to Contractor for review, relating invoices to tests and inspection reports. Provide
original receipts for disbursements. Invoices for inspection and testing services
shall be forwarded by Contractor to Consultant for inclusion in progress payment
application.

.4 Additional inspection and testing required because of changes in materials proposed by
Contractor or Subcontractors, by lack of proper notice for inspection and testing specified,
or required as a result of failure of such materials to meet requirements of the Contract
Documents when originally tested, shall be carried out at no additional cost to the Owner.

.5 Inspection and testing required by codes or ordinances, or by an authority having
jurisdiction, and made by a legally constituted authority, shall be the responsibility of the
Contractor and shall be paid for by the Contractor, is not part of the Owner’s quality
assurance requirements, and shall not be paid by Owner, unless otherwise specified in
the Contract Documents.

.6 Inspection or testing performed exclusively for Contractor’s convenience shall be sole
responsibility of Contractor, is not part of the Owner’s quality assurance requirements, and
shall not be paid by Owner.

.7 Independent inspection and testing shall be performed by company qualified to perform
the inspections or tests specified or required.

.8 Requirements of regulatory companies:
A Testing shall be conducted in accordance with requirements of the building code.
2 Obtain certification where required by the building code and standards.

.9 Cooperation with independent inspection and testing companies:

A Provide independent inspection and testing companies with materials and
installation information as required and/or requested.

2 Submit test samples required for testing.

.3 Cooperate with independent inspection and testing companies and give adequate

notification of any changes in source of supply, additional work shifts, and other
proposed changes.
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4 Provide access to the Work for independent inspection and testing companies
wherever the Work is in progress, or wherever Products, materials, or equipment
are stored prior to shipping.

5 Provide labour, Construction Equipment, and temporary facilities required to assist
independent inspection and testing companies in sampling and making tests.

.10 Inspection and test specimens

A Inspection and testing will, generally, consist of procedures listed in the following
paragraphs, but additional tests may be performed as required to verify
conformance to Contract Documents.

2 Specimens and samples for testing, unless otherwise specified in the Contract
Documents, shall be taken by the independent inspection and testing company;
sampling equipment and personnel shall be provided by the independent
inspection and testing company; and deliveries of specimens and samples to the
testing company shall be performed by the testing company unless otherwise
specified.

3 Independent inspection and testing company shall take samples necessary to
verify quality as specified. Taking of samples shall not endanger the structure or
life safety, and shall be taken so as to best represent the Work as a whole.

4 Samples shall be handled, packaged, stored and delivered in accordance with
specified tests. Sample handling where required shall duplicate conditions at the
Place of the Work (such as site-cured concrete cylinders).

.11 Where evidence exists that defective workmanship may have occurred, or that the Work
may have been carried out incorporating defective materials, or where tests demonstrate
that installed conditions do not comply with the requirements of the Contract Documents,
the Consultant reserves the right to have additional inspections, tests, analysis, and
surveys performed in order to help determine the extent of defect and whether such work
must be replaced. Inspections, tests, and surveys carried out under these circumstances
will be made at the Contractor’s expense, and will not be paid by Owner, unless the results
indicate that the work so tested, inspected or surveyed is not defective or that, in
Consultant’s opinion, the work so tested, inspected, or surveyed may be accepted, in
which case tests, inspections or surveys will be paid by Owner.

.12 Repair work damaged as a result of independent inspection and testing work.

1.6 Inspection and Testing Schedule

.1 Prepare schedule for inspection and testing company services in accordance with Section
01 32 16 and as follows:

A Establishing schedule:

.1 By advance discussion with the selected independent inspection or testing
company, determine the appropriate time necessary to perform the required
services and to issue related reports.
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.2 Allow for required time within construction schedule.
2 Adherence to schedule:

.1 Contractor shall advise independent inspection and testing companies in
advance when inspection and testing of the Work is required.

.1 Amount of advance notice shall be as required by the independent
inspection and testing company, but shall be no less than 2 Working Days.

.2 When independent inspection and testing company is ready to perform
inspection and testing according to predetermined schedule, but is prevented
from inspection and testing or taking specimens due to incompleteness of the
parts of the Work scheduled for inspection and testing, extra costs for
inspection and testing attributable to the delay may be back-charged to
Contractor at no additional cost to the Owner.

3 Notify independent inspection and testing company at least 3 Working Days before
work required to be inspected commences, and arrange for a meeting at the Place
of the Work, to be held 1 Working Day before the work starts with the following
present:

.1 The Contractor, and the Subcontractor responsible for the work to inspected
and/or tested, the inspection and testing company representatives, the product
manufacturer's representative when required, and the Consultant.

4 For inspection and testing required by Contract Documents or by authorities having
jurisdiction, provide Consultant and inspection and testing agencies with timely
notification in advance of required inspection and testing.

5 Give 2 Working Days’ prior notice to independent inspection and testing company
of the commencement of each phase of the Work requiring inspection, and provide
independent inspection and testing company with materials and installation
information.

1.7 Reports and Documents

.1 Inspection and testing company, whether for Owner’s quality assurance or for Contractor’s
quality assurance, shall submit shop inspection and site inspection reports within 5
Working Days of each inspection.

.2 Inspection and testing company, whether for Owner’s quality assurance or for Contractor’s
quality assurance, shall submit shop inspection and site inspection reports within 7 days
of each inspection.

.3 Distribute reports in accordance with GC 2.3.3, supplemented digitally to the following:
A Owner.
2 Consultant.
3 Contractor.
4

Consulting engineers, as applicable.
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1.8

1.9

Inspection and testing companies, whether for Owner’s quality assurance or for
Contractor’s quality assurance, shall submit a written report for each inspection or test,
including pertinent data such as conditions at the Place of the Work, dates, test references,
locations of tested materials, actual Product identification, testing methodology,
procedures, and descriptions, site instructions given, recommendations and/or any other
information required by standard applicable to reporting of tests and inspections.

A Report shall clearly indicate failure of Product or procedures to meet applicable
standards, give recommendations for retesting or correction. Inspector shall
contact Contractor and Consultant immediately when Product or assembly fails to
meet requirements of the Contract Documents.

Upon completion of portions of the Work subject to inspection and testing, whether for
Owner’s quality assurance or for Contractor’s quality assurance, submit to the Consultant
duplicate certificates of acceptance of the installation issued by the inspection and testing
company.

Manufacturer’s Field Review

Where manufacturer’s field review is specified, manufacturer’s representative shall review
the relevant parts of the Work at the Place of the Work, or wherever such affected work is
in progress, to verify that the relevant parts of the Work are being executed in accordance
with manufacturer's written requirements and verify their product is fit for the purpose
intended.

Manufacturer’s field review is to verify that the Products specified are being used in the
Work and are being applied on surfaces prepared in accordance with manufacturer’s
written requirements and the requirements of the Contract Documents.

Unless otherwise indicated, manufacturer’s representative shall undertake a minimum of
3 field reviews, with additional reviews as required by the manufacturer, to verify that the
relevant parts of the Work are in accordance with the manufacturer’s written requirements.

Manufacturer's representative shall submit a type-written report on manufacturer’s
letterhead after each field review following procedures for reports and documents
specified in Section 01 45 00. Report shall document manufacturer’s representative’s field
observations and recommendations.

Mock-Ups

Provide field or shop erected example of work complete with specified materials and
workmanship.

Provide field or shop erected mock-ups of Work as specified in the specifications. If a
mock-up location is not indicated in the drawings or specifications, locate where directed
by Consultant.

Do not proceed with work for which mock-ups are required prior to Consultant’s review of
mock-ups.

Modify mock-up as required until Consultant written acceptance is obtained.
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.5 Protect and maintain mock-ups until directed to be removed.

.6 Commence work demonstrated in mock-up only after review and acceptance of
workmanship.

.7 Remove mock-ups only when the Work they represent is complete or when otherwise
directed by Consultant.

.8 Mock-ups may not become part of finished work, except with explicit, prior, written
acceptance of Consultant.

.9 Reviewed and accepted mock-ups shall be the standard of workmanship and material
against which installed work will be compared.

.10 Remove and replace materials or assemblies appearing in the finished work that do not
match reviewed and accepted mock-ups.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION



Trent University Champlain College North Quad Window Replacement Section 01 51 00
CMV Group Architects Page 1
Project No.: 25A110 January 30, 2026

Temporary Utilities

PART 1 - GENERAL

1.1

1.2

1.3

1.4
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Section Includes
Temporary utilities - general.
Temporary electrical services.
Temporary water supply.

Temporary heating and ventilation.

Temporary Utilities - General

Provide temporary utilities as specified and as otherwise necessary to perform the Work
expeditiously.

Arrange and pay for required temporary services, unless otherwise specified.

Provide connection and disconnection of temporary services and facilities required in the
Work, including connection to existing services made available by the Owner.

Remove temporary utilities after use.
Existing services:

A Do not use any existing services and facilities during construction unless specific
written permission is provided by Owner.

2 Protect and maintain without interruption, existing water, heating, drainage, and
other services within the Place of the Work to existing buildings not within the
scope of the Work of this Contract. Obtain written permission of the Owner for
services required to be temporarily shut off, at least 2 full Working Days in advance.

3 Do not use permanent mechanical, or electrical systems during the course of the
Work unless specific written permission is provided by the Consultant. Use of
permanent services for temporary construction service shall not prejudice
warranties.

Temporary Electrical Services

Provide and maintain an adequate temporary electrical service for performance of the
Work including, but not limited to, operation of electric pumps, motors, vibrators and other
power tools, hoisting and related construction and general illumination during the Work.

A Use existing electrical service into building. Owner will pay electrical bills.

2 Do not use new building power systems during construction without prior written
authorization from Consultant and Owner.

Provide and maintain any components and equipment necessary to transform supply
power to necessary temporary power voltage.

Temporary Water Supply

Provide and maintain a temporary supply of water for use in the Work.

A Use existing water supply. Owner will pay water bills.

Extend supply pipe or pipes from nearest available sources and maintain in good condition
until permanent system is installed and ready for use.
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1.5 Temporary Heating and Ventilation

.1 Provide and pay for temporary heating, cooling and ventilating required for the Work,
including attendance, maintenance and fuel.

.2 Provide temporary heat and ventilation as required to:

A
2

Facilitate continuous uninterrupted progress of the Work.

Protect the Work and Products against damage and defacement caused by
weather, harmful levels of temperature, humidity, and moisture.

Protect the Work against dampness and cold.

Prevent moisture condensation on surfaces, freezing, or other damage to finishes
or stored Products.

Provide ambient temperatures and humidity levels for proper storage, installation
and curing of materials, in accordance with specified standards and manufacturer's
requirements.

Provide adequate ventilation to meet health regulations for safe working
environment.

.3 Solid fuel salamanders will not be permitted.

Furnish other temporary heating as required by various sections of the specifications or
by Product manufacturers.

.5 Ventilate to the exterior of the building work areas as required when toxic materials are

being u

tilized or cured.

.6 Replace with new, any work damaged due to failure to provide adequate heat at no cost
to Owner.

PART 2 - PRODUCTS

Not applicable.

PART 3 - EXECUTION

Not applicable.

END OF SECTION
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PART 1 - GENERAL

1.1

1.2

1.3

1.4

—

© ® N o o~ w N

N
o

Section Includes

General scope and responsibility.
Parking.

Temporary sanitary facilities.
Temporary site office.

Temporary telephone and computer.
Fire protection.

Elevators.

Temporary site storage.

Traffic Control and Road Maintenance.

Signs and notices.

General Scope and Responsibility

Temporary facilities specified in this section shall be supplemented as applicable in
accordance with Section 01 35 13.

Arrange, obtain and pay cost for permits required for temporary facilities and controls.

Provide and maintain temporary facilities for the Work and remove them from the Work
upon issuance of certificate of Substantial Performance of the Work.

Do not use permanent facilities, during the course of the Work unless specific written
permission is provided by the Consultant. Where use of permanent facilities is granted
for temporary construction service, such use of permanent facilities shall not prejudice
warranties.

Construction Parking

A parking area has been designated for the use of workers engaged for the Project.

A There is no reserved parking. Parking is on a first-come-first-served basis. It may
be necessary for workers to park off-site.

Do not interfere with the operation of existing premises. Keep existing parking areas and
road system remain free and clear of obstructions resulting from the Work.

lllegally parked vehicles that are ticketed and/or towed shall be the sole responsibility of
the vehicle owner.
Temporary Sanitary Facilities

Provide and maintain temporary sanitary facilities for use by workers. The use of existing
building’s sanitary facilities by workers shall be prohibited.
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1.5

1.6

1.7

1.9

.2 Use of new sanitary facilities by workers is prohibited.

Temporary Site Offices

Provide heated, lighted, air conditioned and ventilated site office, of sufficient size to
accommodate site meetings for 12 people, and furnished with drawing layout table, filing
cabinets, telephone, and computer as described below.

Temporary Telephone and Computer

Provide and maintain a telephone in temporary site office for exclusive use of Consultant,
Contractor, and Subcontractors. Pay phone is not acceptable.

Superintendents shall be equipped with mobile telephone devices.
Long distance charges shall be paid by party making calls.

Provide and maintain a computer for the purposes of email and internet access. Computer
to have dedicated, high-speed access, and be Provided complete with a printer capable
of printing 11” x 17” format.

Fire Protection

Provide and maintain temporary fire protection systems and equipment during
construction.

Refer also to Section 01 35 13.

Temporary Site Storage

Handle and store materials so as to prevent damage or defacement to the Work and
surrounding property.

Construct weather-tight storage sheds for storage of materials that may be damaged or
defaced by weather. Provide floors raised 150 mm (6”) clear of ground for storage of
Products.

Owner is not responsible for securing Products or materials at the Place of the Work.

Traffic Control and Road Maintenance
Provide and maintain adequate access to Place of the Work.

Do not block roads or impede traffic. Keep construction traffic to designated roads only.
Provide flag person to direct traffic as required.

Provide a hard surface area at the Place of the Work for cleaning down trucks prior to
entry onto municipal roads or private roads outside of the Place of the Work.

Keep public and private roads free of dust, mud and debris resulting from truck, machinery
and vehicular traffic related specifically to this Project, for the duration of Work.
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.5 Clean roads regularly, public or private. Wash down and scrape flush roads at least daily
when earth moving operations take place. Maintain public property in accordance with
requirements of authorities having jurisdiction.

PART 2 - PRODUCTS
Not applicable.

PART 3 — EXECUTION
Not applicable.

END OF SECTION
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PART 1 - GENERAL

1.1

1.2

1.3
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Section Includes

General scope and responsibility.
Temporary enclosures and protection.
Protection of the public.

Protection of the Work.

Protection of foundations.

Protection of concrete floors to remain exposed in finished work.

General Scope and Responsibility

Temporary facilities and controls specified in this section shall be supplemented as
applicable in accordance with Section 01 35 13.

Provide and maintain signs, guard-rails, barriers, warning lights and other protection as
required by authorities having jurisdiction for safety of the Place of the Work. Be
responsible for adequacy of protection.

Plant, Machinery and Scaffolding:

A Provide formwork, scaffolding, equipment, tools, machinery and incidental
appurtenances necessary for the proper execution of the Work.

Erect plant, machinery and scaffolding to permit access to building and the Work.

Use scaffolds in such manner as to interfere as little as possible with other trades'
operations.

A4 Support scaffolds from finished surfaces only after taking precautions to prevent
damage. No supports, clips, brackets, or similar devices shall be welded, bolted,
or otherwise affixed to any finished member or surface without prior permission.

Maintain temporary barriers and enclosures in good condition for the duration of the Work.
Remove temporary barriers and enclosures from Place of the Work when no longer
required.

Temporary Enclosures and Protection

Provide temporary enclosures and protection of adequate construction to prevent
dispersion of dust and dirt into other areas of existing building and to prevent dispersion
of dust and dirt beyond the Place of the Work.

Provide temporary weather-tight enclosures and protection for exterior openings in
building as soon as walls, floors and roofs are built so as to protect the Work from weather
and vandalism. Provide doors in enclosures as necessary to maintain fire exits.

Erect, maintain, and relocate enclosures as required to facilitate construction operations
and Owner’s operational requirements.

Temporary enclosure and protection shall be of finished appearance and painted to colour
approved by Owner.
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1.4

1.5

1.6

1.7

Provide dust seal and sound resistant enclosures to protect existing building and
operations as indicated. Include temporary doors, fastenings and keys.

Insulate and airseal exterior enclosures to prevent condensation and drafts.

Supplement these requirements in accordance with Section 01 35 13.

Protection of the Public

Provide fencing, barricades, hoarding, notices and warning boards and maintain lights and
signals for protection of workers engaged on the Work, for protection of adjoining property
and for protection of the public.

Where any special hazard exists from which it is not possible to protect the public safety
by other means, watchpersons shall be employed to preserve public safety until the area
of special hazard no longer poses a risk to public safety.

Fire Routes

Maintain fire access routes, including overhead clearances, for use by emergency
response vehicles.

Protection of the Work

Protect the Work from damage, discolouring, and defacement. Maintain protection until
the Work is complete.

Provide necessary temporary barriers and enclosures to protect existing surfaces from
damage during performance of the Work.

Have damaged or defaced work corrected by workers meeting qualification requirements
of the Contract Documents.

Provide plywood protection to precast stair treads, until Ready-for-Takeover.

Protect historically important surfaces during the course of the Work and remove
protection only for the purposes of cleaning or restoration work. Protect such surfaces
from damage caused by impacts, moisture, weather, lubricants, corrosive materials, paint,
weld spatter, exhaust fumes, and chemicals that could leave stains or residues. Ensure
that historically important surfaces are protected from exposure to precipitation by
providing temporary flashings at tops of walls and other locations where moisture may
collect and enter masonry assemblies.

Protection of Concrete Floors to Remain Exposed in Finished Work

Non-marking protection material shall be placed over concrete floors designated as
exposed.

Post the following on warning signs at locations leading to areas of where concrete floors
are to remain exposed in finished work (see Concrete Floor Contractors Association of
Canada):

A Concrete floors shall be protected from staining, damage and excessive loading at
all times:

.1 No traffic is permitted on new concrete floors for the first 3 days after
placement.
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Foot traffic is permitted between 3-7 days after placement (curing materials
must be replaced where disturbed by traffic).

Scissor lifts and light equipment are permitted 7 days after slab placement.

4 Vehicles shall be diapered to prevent oil and other liquid spills (remove leaking

equipment from the jobsite immediately).

Tires shall be non-marking or taped with non-marking tape to prevent marking
of the floors.

Trucks, forklifts and any other heavy loads may only to be placed on the floor
if they have been previously approved by the Consultant.

Spills must shall be cleaned up immediately to avoid permanent staining of the
concrete.

Concrete shall be protected from scratching and impact damage at all times.
No cutting, painting, welding or other injurious activities shall be performed
without protecting the concrete from damage prior to the commencement of
work.

PART 2 - PRODUCTS

Not applicable.

PART 3 — EXECUTION

Not applicable.

END OF SECTION
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PART 1 - GENERAL

1.1

1.2

1.3

1.4

1.5
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Section Includes

General scope and responsibility.
Security.

Pest control.

Dust, debris and noise control.
Pollution control.

General Scope and Responsibility

Temporary controls specified in this section shall be supplemented as applicable in
accordance with Section 01 35 13.

Arrange, obtain and pay cost for permits required for temporary controls.

Provide temporary controls as necessary for performance of the Work and in compliance
with applicable regulatory requirements.

Maintain temporary controls in good condition for the duration of the Work.

Remove temporary controls and Construction Equipment used to provide temporary
controls from Place of the Work when no longer required.

Security

The Contractor shall be solely responsible for securing the Place of the Work and the
Work, and for securing areas used for the storage of Products or construction machinery
and equipment. The Owner shall have no responsibility in this regard.

A Provide and maintain security lighting.
2 Provide and maintain temporary locks. Premises to be locked after working hours.

Provide security for the Place of the Work by methods compatible with the security system
for the existing building.

A Contractor shall coordinate the work carefully with the Owner in order to ensure no
disruption to the existing building’s security system.

2 Where existing building’s security system is breached due to Contractor’s
negligence, be responsible for any damage or theft of property, regardless if area
where damage or theft occurred is under Contractor’s control or not.

Refer also to Section 01 35 13.

Pest Control

Provide rodent control and other pest control programs during the Work in accordance
with the requirements of authorities having jurisdiction.

Dust, Debris and Noise Control

Cover or wet down dry materials and rubbish to prevent blowing dust and debris.



Trent University Champlain College North Quad Window Replacement Section 01 57 00

CMV Group Architects Page 2
Project No.: 25A110 January 30, 2026
Temporary Controls
.2 Control dust and dirt produced during the Work to prevent dispersion beyond the
immediate work areas.

.3 Prevent materials from contaminating air beyond application area, by providing temporary
enclosures and ventilation/filtration.

4 Implement and maintain dust and particulate control measures in accordance with
applicable regulatory requirements.

.5 Execute Work by methods that minimize dust from construction operations and spreading
of dust on site or to adjacent properties.

.6 Provide temporary enclosures to prevent extraneous materials resulting from sandblasting
or similar operations from contaminating air beyond immediate work area.

.7 Cover or wet down dry materials and rubbish to prevent blowing dust and debris. Provide
dust control for temporary roads.
Use appropriate covers on trucks hauling fine, dusty, or loose materials.
Limit noise levels in accordance with requirements of authorities having jurisdiction and
the Owner.

.10 Prevent abrasive-blasting, pressure-washing spray, and other extraneous materials from
contaminating air beyond application area.

.11 Supplement these requirements in accordance with Section 01 35 13.

1.6 Pollution Control

.1 Prevent contamination of soil, water, and atmosphere through uncontrolled discharge of
noxious or toxic substances and other pollutants, potentially causing environmental
damage.

.2 Be prepared, by maintaining appropriate materials, equipment, and trained personnel on

site, to intercept, clean up, and dispose of spills or releases that may occur. Promptly
report spills and releases that may occur to:

A Authority having jurisdiction.
2 Person causing or having control of pollution source, if known.

3 Owner and Consultant.

4 Take immediate action to contain and mitigate harmful effects of the spill or release.

PART 2 - PRODUCTS

Not applicable.

PART 3 - EXECUTION

Not applicable.

END OF SECTION
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Product Requirements

PART 1 - GENERAL

1.1

1.2

1.3

Section Includes
Availability of Products.
Product handling.

Product requirements and quality.

Availability of Products

Promptly upon Contract award and periodically during construction, review and confirm
Product availability and delivery times. Order Products in sufficient time to meet the
construction progress schedule and the Contract Time.

If a specified Product is no longer available, promptly notify the Consultant. The Consultant
will take action as required.

In the event of delays in supply of Products, and should it subsequently appear that the
Work may be delayed for such reason, Consultant reserves the right to substitute more
readily available Products of similar character, at no additional cost to the Owner.

Product Handling

Handle and store Products in a manner to prevent damage, adulteration, deterioration and
soiling and in accordance with manufacturers’ and Supplier’'s recommendations and so as
to ensure preservation of their quality and fitness for the Work, and protect from vandalism
and theft.

Store packaged or bundled Products in original and undamaged condition with
manufacturer's seals and labels intact, facing to outside. Do not remove from packaging
or bundling until required in the Work.

Store materials susceptible to environmental damage in a weathertight enclosure raised
clear of ground so that they are protected from weather, dampness and deterioration. Do
not use such materials which have been damaged by exposure to moisture.

Keep sand, when used as ingredients for grout, mortar or similar mixed materials, clean
and dry. Store sand on wooden platforms and cover with waterproof tarpaulins during
inclement weather.

Store sheet materials, lumber and other Products susceptible to deterioration on flat, solid
supports and keep clear of ground or slab. Slope to shed moisture.

Handle materials to preclude damaging existing surfaces and work of others.

Remove damaged Products and replace with new undamaged Products.

Transportation:
A Pay cost of transportation of Products required in performance of Work.
2 Transportation cost of Products supplied by Owner will be paid for by Owner.

Unload, handle and store such Products at the Place of the Work.

3 Reject Products damaged during transport.
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Product Requirements

4 Transportation of Products must be undertaken to suit construction schedule.
Contractor is responsible for determining mode of transport to ensure delivery,
obtaining shop drawings, placement of orders, and on-time premium costs, air
freight, and the like.

PART 2 - PRODUCTS

21

Product Requirements and Quality

Compatibility of options: If given option of selecting between two or more Products, select
Product compatible with products previously selected, even if previously selected products
were also options.

A Unless otherwise indicated in the Contract Documents, maintain uniformity of
Product and manufacturer for any like item, material, equipment or assembly for
the duration of the Work.

Products used for temporary facilities may have been previously used, providing they are
sound in structural qualities.

Products and Product installation shall be in compliance with building code, regulations
and requirements of authorities having jurisdiction.

Specified options: The Work is based on materials, Products and systems specified by
manufacturer's catalogued trade names, references to standards, by prescriptive
specifications and by performance specifications.

A Wherever a Product or manufacturer is specified by a single proprietary name,
provide the named Product only.

2 Wherever more than one Product or manufacturer is specified by proprietary name
for a single application, provide any one of the named Product.

3 Wherever a Product is specified by reference to a standard only, provide any
Product that meets or exceeds the specified standard. If requested by Consultant,
submit information verifying that the proposed Product meets or exceeds the
specified standard.

4 Wherever a Product is specified by descriptive or performance requirements only,
provide any Product that meets or exceeds the specified requirements. If
requested by Consultant, submit information verifying that the proposed Product
meets or exceeds the specified requirements.

5 The onus is on the Contractor to prove compliance with governing published
standards, prescriptive specifications and with performance specifications.

.6 Visual selection specifications:

.1 Where specifications include the phrase "as selected by Consultant from
manufacturer's full range" or similar phrase, select a product that complies with
requirements. Consultant will select colour, gloss, pattern, density, or texture
from manufacturer's product line that includes both standard and premium
items.

Ve Visual matching specifications:

.1 Where specifications require "match Consultant’s sample", provide a product
that complies with requirements and matches Consultant’s sample.
Consultant’s decision will be final on whether a proposed product matches.
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Product Requirements

10

1

Provide Products that are not damaged or defective, and suitable for purpose intended,
subject to specified requirements. If requested by Consultant, furnish evidence as to type,
source and quality of Products provided.

A Defective Products, whenever identified prior to completion of the Work, will be
rejected, regardless of previous reviews. Review of the Work by the Consultant or
independent inspection and testing companies does not relieve the Contractor of
the responsibility for executing the Work in accordance with the requirements of
the Contract Documents, but is a precaution against oversight or error.

Basis of design:

A Where Contract Documents list “basis of design”, this indicates the Product or
system that was used in the preparation of the design included in the Contract
Documents, and which may be deemed as an acceptable Product.

2 The basis of design establishes the significant qualities related to type, function,
dimension, in-service performance, physical properties, appearance, and other
characteristics for purposes of evaluating comparable products from other
manufacturers.

3 This does not preclude the use of other Products or systems in the Work, provided
the proposed Product or system complies with the design and performance
requirements contained in the Contract Documents, and Products or systems
proposed for use in the work that are not the named basis of design follow
procedures for product substitutions specified under Section 01 25 00.

Where Contract Documents require design of a Product or system, and minimum material
requirements are specified, the design of such Product or system shall employ materials
specified within applicable section. Where secondary materials or components are not
specified, augment with materials meeting applicable code limitations, and incorporating
compatibility criteria with adjacent work.

Should dispute arise as to quality or fitness of Products, the decision rests strictly with
Consultant based upon the requirements of the Contract Documents.

Products exposed in the finished work shall be uniform in colour, texture, range, and
quality, and be from one production run or batch, unless otherwise indicated.

Owner retains right to select from choices available within specified Products for colours,
patterns, finishes or other options normally made available. Submit full range of Product
options in accordance with Section 01 33 00 for such selection.

Exposed to weather: Products and materials in environments not protected by the
building’s HVAC and/or climate control systems shall be considered exposed to weather.

PART 3 — EXECUTION
Not applicable.

END OF SECTION
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Examination and Preparation

PART 1 - GENERAL

1.1

1.2

1.3

Section Includes

Examination of the Place of the Work, documents, surfaces and conditions.
Public utilities and services.

Setting out the Work.

Examination of the Place of the Work, Documents, Surfaces and Conditions

Examine the Place of the Work and investigate matters relating to the nature of the Work,
means of access and egress, obstacles, rights and interests of other parties which may
be interfered with during the execution of the Work, conditions and limitations including
obstructions, existing structures or facilities, local conditions, actual levels, character and
nature of the Work, documents related to existing building or buildings, as applicable and
when available, and other consideration which may affect performance of the Work.

Examine the extent of work to be performed and matters which are referred to in the
Contract Documents prior to start of the Work.

Examine work to which work is to be applied, anchored or connected, and relevant as-
built conditions.

Each work operation following on a previous work operation of a differing Subcontractor,
shall include a thorough examination of the condition of the previous work to verify that
work is complete and in a condition suitable to receive the subsequent work. Conditions
found unacceptable, either for the commencement of the new work or its satisfactory
completion, shall be reported in writing to the Consultant.

Verify that ambient conditions are suitable before commencing the work of any Section
and will remain suitable for as long as required for proper setting, curing, or drying of
Products used.

Ensure that substrate surfaces are clean, dimensionally stable, cured and free of
contaminants.

Do not commence work until unsatisfactory conditions are corrected. Commencement of
work shall mean acceptance of surfaces, tolerances, and conditions, and existing
conditions will not be accepted as a contributing factor to subsequent failure or
unacceptability of the Work.

Work adjacent to public property:

A Verify before commencing portions of the Work adjacent to public and private
properties, that no plans for altering clearances, set-backs, easements, grades, or
otherwise have been established by authorities having jurisdiction, subsequent to
issuance of the building permit.

2 Notify Consultant of any such plans that will affect the Work and proceed as
directed by Consultant.
Public Utilities and Services

Prior to commencement of the Work at the Place of the Work, verify limitations imposed
on the Work by presence of utilities and services, and cause no damage to them as a
result of the Work.
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Examination and Preparation

.2 Before commencing excavation, drilling or other earthwork, establish or confirm location

and extent of existing underground utilities and structures at the Place of the Work.

Promptly notify Consultant if underground utilities, structures, or their locations differ from
those indicated in Contract Documents or in available project information. Consultant will
provide appropriate direction.

Notify service authorities concerned so that they may protect, remove, relocate, or
discontinue existing utilities and services, as they may require.

Record locations of maintained, re-routed, and abandoned utility lines.

Setting Out the Work

Assume full responsibility for and execute complete layout of the Work to required
locations, lines and elevations.

Arrange meeting with Consultant to discuss critical setting out assumptions for the Work
and establish limiting conditions for setting out the Work. Consultant Contractor shall chair
and prepare minutes of the meeting, and prepare and submit sketches recording
understanding of key setting out principles.

.3 Provide devices needed to lay out and construct the Work.

PART 2 - PRODUCTS

Not applicable.

PART 3 - EXECUTION

Not applicable.

END OF SECTION
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Execution

PART 1 - GENERAL

1.1

1.2

D0 No R W N

10

1

A2
A3

Section Includes

Inserts, anchors, and fasteners.
Penetrations.

Concealed services.

Trademarks and labels.
Interferences.

Publicity releases and photographs.
Manufacturer’s instructions.
Galvanic/dissimilar metal corrosion.
Workmanship.

General construction tolerances.

Inserts, Anchors, and Fasteners

Use only factory made, threaded or toggle type inserts as required for supports and
anchors, properly sized for load to be carried.

Where inserts cannot be placed, use factory made expansion shields for light weights
only.

Supply and locate inserts, holes, anchor bolts and sleeves during placement or fabrication
of structural elements.

Fasteners stressed in withdrawal are not acceptable, except where otherwise indicated.

Prevent electrolytic action and corrosion between dissimilar metals and materials by using
suitable non-metallic strips, washers, sleeves, or other permanent separators to prevent
direct contact.

Use non-corrosive fasteners and anchors for securing exterior work and in spaces where
high humidity levels are anticipated.

Space anchors within individual load limit or shear capacity and install such that they
provide positive permanent anchorage.

Keep exposed fastenings to a minimum, space evenly and install neatly.

Fastenings for prefinished materials shall be of concealed type unless otherwise indicated,
and when exposed finish is required, of matching prefinishing materials.

Do not use fastenings or fastening methods that may cause spalling or cracking of material
to which anchorage is made.

Use fastenings of standard commercial sizes and patterns with material and finish suitable
for service.

Bolts shall not project more than one diameter beyond nuts.

Provide metal fastenings and accessories in same texture, colour and finish as adjacent
materials being fastened.
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Execution

.14 Power actuated fasteners:

1.3

1.4

1.5

1.6

A Fastener system of type suitable for application indicated, fabricated from
corrosion-resistant materials, with capability to sustain, without failure, a load equal
to 10 times design load, as determined by testing per ASTM E1190-11(2018)
conducted by a qualified independent testing agency.

2 Do not use power actuated fasteners which are stressed in withdrawal in finished
work.
3 Do not use power actuated fasteners within 100 mm (4") of the edge of concrete

or masonry, unless otherwise accepted in writing by Consultant.

4 Do not use power actuated fasteners in post-tensioned concrete.

Penetrations

Holes or voids created in assemblies or partitions for penetrating mechanical, electrical,
or sprinkler service items, shall be of sufficient size to accommodate the penetrating item
as well as additional required fill materials, such as sealants, firestopping and smoke
sealants, insulation, and the like, without exceeding the maximum opening allowable by
the manufacturer of the additional required fill material.

When penetrating fire rated walls, ceiling, or floor assemblies, completely seal voids with
firestopping materials, smoke seals, or both, in full thickness of the construction element
as required to maintain the integrity of the fire rated assembly.

Concealed Services

Unless otherwise indicated, conceal pipes, ducts, and wiring in floors, walls, and ceilings
in finished areas. Do not conceal until after:

A Review by Consultant and authority having jurisdiction.

2 Recording actual locations on as-built drawings where locations differ from those
shown on drawings.

Provide incidental furring or other enclosures as required.

Notify Consultant in writing of interferences before installation.

Trademark and Labels

Trademarks and labels, including applied labels, shall not be visible in finished work in
finished areas, unless otherwise accepted or indicated by Consultant, and except for
trademarks and labels:

A That are essential to identify materials, systems, assemblies, and equipment for
maintenance and replacement purposes.

2 That are essential for life safety, fire resistance, and temperature rise ratings.

Interferences

Coordinate placement of equipment to ensure that components will be properly
accommodated within spaces provided prior to commencement of the Work.

Take complete responsibility for remedial work that results from failure to coordinate
aspects of work prior to its fabrication/installation.
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Execution

1.7

Maintain accesses and clearance required by jurisdictional authorities and/or for easy
maintenance of equipment in layout of equipment and services, Notify Consultant if
indicated clearances are in conflict.

Publicity Releases and Photographs

No press or publicity releases, including photographs of the Place of the Work, will be
permitted without prior written approval of the Owner.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION

3.1

3.2

3.3

Manufacturer's Instructions

Install, erect, or apply Products in accordance with manufacturer's written requirements.
Do not rely on labels or enclosures supplied with Products. Obtain written requirements
directly from manufacturers.

Notify Consultant, in writing, of conflicts between Contract Documents and manufacturer’s
instructions where, in Contractor’s opinion, conformance with Contract Documents instead
of the manufacturer’s instructions may be detrimental to the Work or may jeopardize the
manufacturer’s warranty.

Improper installation or erection of Products, due to failure in complying with these
requirements, shall result in removal and re-installation of such Products as part of the
Work at no additional cost to the Owner.

Provide manufacturer’'s representatives with access to the Work at all times. Render
assistance and facilities for such access so that manufacturer's representatives may
properly perform their responsibilities.

Galvanic/Dissimilar Metal Corrosion

Insulate dissimilar metals from each other by suitable plastic strips, washers or sleeves to
prevent galvanic corrosion where conductive liquid or electrolyte exists or may reasonably
be expected to exist.

Workmanship

General:

A Execute the Work using workers experienced and skilled in the respective duties
for which they are employed.

Do not employ an unfit person or anyone unskilled in their required duties.

Remove Products or materials that have been broken, chipped, cracked,
discoloured, abraded, or damaged during construction period and Provide
undamaged Products or materials meeting the requirements of the Contract
Documents.

.2 Coordination:

A Ensure cooperation of workers in layout of the Work. Maintain efficient and
continuous supervision.
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2 Be responsible for coordination and placement of openings, sleeves and

accessories.

.3 Backer plates:

A

Provide backer plates to support and provide anchorage base to carry loads from
surface or recessed applied materials.

4 Cutting and remedial work:

A

Perform cutting and remedial work required to make parts of the Work come
together. Coordinate the Work to ensure this requirement is maintained. Comply
with requirements of Section 01 73 29.

Notify Consultant of, and perform remedial work required to, repair or replace
defective or unacceptable work. Ensure that properly qualified workers perform
remedial work. Coordinate adjacent affected work as required.

.5 Location of fixtures:

A

Locations of fixtures, access panels, outlets, and mechanical and electrical items
indicated on drawings are approximate only.

Locate fixtures, outlets, and devices to provide minimum interference, maximum
usable space, and as required to meet safety, access, maintenance, acoustic, and
regulatory, including barrier free, requirements. Architectural drawings will relate
these items to known dimensions, such as ceiling tile grid or wall locations and the
like.

Obtain Consultant’s acceptance for precise locations of fixtures, access panels,
outlets, mechanical, and electrical items.

Consultant reserves the right to relocate electrical outlets and mechanical fixtures
at a later date, but prior to installation, without cost, provided that the relocation
per outlet does not exceed 3050 mm (10') from the original location.

Promptly notify Consultant in writing of conflicting installation requirements for
fixtures, outlets, and devices. If requested, indicate proposed locations and obtain
approval for actual locations.

.6 Protection of work in progress:

A
2

Provide protection required by authorities having jurisdiction.

Protect parts of the Work completed or in progress from soiling, abrasion,
punctures, damage, and defacement, and maintain protection until the surrounding
or overhead work is complete.

Remove and replace materials damaged or defaced as a result of failure to provide
adequate protection.

Do not cut, drill, or sleeve any load bearing structural member without written
permission of Consultant. Comply with requirements of Section 01 73 29.

Protect finished flooring from damage. Take special measures when moving heavy
loads or equipment on them.

Keep surfaces free of oils, grease or other materials that may damage or deface
them or affect bond of applied Products.
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7 Protect existing buildings, curbs, roads and lanes. If, during the Work, any

buildings, curbs, roads or lanes are damaged, bear costs for repairs.
.7 Protection of mechanical and electrical Products or materials:

A Wrap in protective plastic and seal mechanical and electrical items and equipment
prior to and during shipment, storage at the Place of the Work and after installation.

2 Remove protective coverings only to the extent required for installation of the
items. Re-install protection immediately following installation.

3 Remove protective coverings in stages, as work areas are completed, or when
directed by Consultant.

.8 Operational requirements:
A Operable Products shall be Provided fully operational and ready for intended use.

2 Adjust operating hardware and accessories for a tight fit at contact points and
weather stripping for smooth operation and weathertight closure. Lubricate
hardware and moving parts for smooth squeak-free function, in accordance with
manufacturer’s requirements.

.9 Alterations:

A Restore new or existing work which is altered as a result of the Work and Make
Good.
2 Materials and workmanship shall match existing materials and workmanship.

Exposed materials shall match and blend in with the appearance of the existing
undamaged surfaces in all respects including colours, textures, layout, jointing,
and material types so as to not vary in appearance when compared to adjacent
materials from a viewing distance of 1830 mm (6').
3.4 General Construction Tolerances
Match existing tolerances in every respect unless otherwise specified.

.2 Where tolerances are not defined elsewhere in the Contract Documents or building code,
construct the Work to the following tolerances:

A Maximum variation from plumb in vertical lines, surfaces of columns, walls, and
arrises:

.1 6.4 mm (1/4”) in 3 m (10 ft)
.2 9.6 mm (3/8”) in a storey height not to exceed 6 m (20 ft)
3 12.7 mm (1/2”) in 12 m (40 ft) or more

2 Maximum variation from plumb for external corners, expansion joints, and other
conspicuous lines:

.1 6.4 mm (1/4”) in any storey or 6 m (20 ft)
2 12.7 mm (1/2”) in 12 m (40 ft) or more

3 Maximum variation from level of grades for exposed lintels, sills, parapets,
horizontal grooves, and other conspicuous lines:

.1 6.4 mm (1/4”) in any bay or 6 m (20 ft)
2 12.7 mm (1/2”) in 12 m (40 ft) or more
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4 Maximum variation from drawing location of columns, walls, and partitions:

1 12.7 mm (1/2”) in any storey or 6 m (20 ft)
.2 19 mm (3/4”) in 12 m (40 ft) or more.

5 Maximum variation in cross-sectional dimension of columns and thicknesses of
wall from dimensions indicated:

.1 Minus 6 mm (1/4”)
2 Plus 12.7 mm (1/27)

.6 Maximum variation from plane or from straight:
.1 3.2mm (1/8”) in 3 m (10 ft) under a 3 m (10 ft) straight edge.
v Maximum variation from angle indicated:

.1 10 seconds.

.8 Tolerances shall be non-cumulative.

END OF SECTION



Trent University Champlain College North Quad Window Replacement Section 01 73 29
CMV Group Architects Page 1
Project No.: 25A110 January 30, 2026

Cutting and Patching

PART 1 - GENERAL

11 Request for Cutting, Patching and Remedial Work

.1 Submittal ltems:

A Comply with administrative requirements of Section 01 33 00.

2 Submit written request in advance of cutting, coring, and alteration that affects or
is likely to affect:

A

o r w N

.6

Structural integrity of any element of Work.

Integrity of weather-exposed or moisture-resistant elements.
Efficiency, maintenance, or safety of any operational element.
Visual qualities of sight-exposed elements.

Owner or work of other contractors.

Warranty of Products affected.

3 Include in request:

A
2

© o N o o r W

Identification of Project.

Location and description of affected work, including drawings or sketches as
required.

Statement on necessity for cutting or alteration.
Description of proposed work, and Products to be used.
Alternatives to cutting and patching.

Effect on Owner or work of other contractors.

Written permission of affected separate contractor.
Date and time work will be performed.

Non-destructive structural survey: Radiography (X-ray) imaging of work to be
cut or cored.

4 Do not commence cutting, patching, or remedial work until request has been
reviewed by Consultant.

PART 2 - PRODUCTS

2.1 Materials

.1 Unless otherwise specified, when replacing existing or previously installed Products in the
course of cutting and patching work, use replacement Products of the same character and
quality as those being replaced.

.2 If an existing or previously installed Product must be replaced with a different Product,
submit request for substitution in accordance with Section 01 25 00.
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Cutting and Patching

PART 3 - EXECUTION

3.1

3.2

3.3

Preparation

Inspect existing conditions in accordance with Section 01 71 00, including elements
subject to damage or movement during cutting and patching.

After uncovering, inspect conditions affecting performance of the Work.
Beginning of cutting or patching means acceptance of existing conditions.

Provide supports to maintain structural integrity of surroundings. Provide devices and
methods to protect other portions of the Work from damage.

Provide protection from elements for areas which may be exposed by uncovering work.

Where uncovering of area exposes local deterioration, cracking, evidence of water
infiltration, structural settlement, previous modifications, or other unexpected conditions,
advise Consultant immediately in writing and leave conditions exposed until receipt of
Consultant’s written instructions. If area is exposed to the exterior, Provide temporary
protection from inclement weather.

Existing Services and Utilities

Protect, relocate, or maintain existing active services or utilities except where breaking
into or connecting to them. When inactive services are encountered, cap off in a manner
approved by authority having jurisdiction and stake or otherwise record location of capped
service. Record location of services, including depth, on as-built drawings.

When breaking into or connecting to existing active services or utilities, execute the Work
at times approved by Owner, with a minimum of disturbance to Owner’s ongoing
operations, the Work, and traffic. Give notice to authorities having jurisdiction as required
by such authorities.

Keep duration of interruptions to a minimum.

Carry out interruptions outside regular working hours of occupants unless Owner’s prior
written approval is obtained.

Construct or erect barriers in accordance with Section 01 56 00 as required to protect
pedestrian and vehicular traffic.
Cutting and Patching

Execute cutting, fitting, and patching to complete the Work. Under no circumstances will
overcutting of corners of opening be accepted. Ensure corners of openings to be cut are
predrilled or sawed.

Remove and replace defective and non-conforming work.
Remove samples of installed work for testing if directed by Consultant.

Provide openings in non-structural elements of the Work for penetrations of mechanical
and electrical work.

Perform work by methods to avoid damage to other work, and which will Provide proper
surfaces to receive patching and finishing.
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.6 Employ qualified installer with at least 3 years of relevant experience to perform cutting
and patching for weather-exposed and moisture-resistant elements, and sight-exposed
surfaces.

.7 Perform cutting, patching, and remedial work using competent and qualified specialists

1

A2

A3

14

familiar with the Products affected, in a manner that neither damages nor endangers the
Work.

Cut rigid materials using masonry saw or core drill. Pneumatic or impact tools not allowed
to be used anywhere within existing buildings unless approved by Consultant.

Restore work with new Products in accordance with requirements of Contract Documents.

Fit work to pipes, sleeves, ducts, conduit, and other penetrations through surfaces and
with suitable allowance for deflection, expansion, contraction, and firestopping.

Enclose pipes, ducts, conduit and wires passing through floors at areas where faucets
occur in a 100 mm (4") high metal sleeve and make air and watertight with water resistant
firestopping.

Completely seal voids of penetrations of fire rated wall, ceiling, and floor constructions
with firestopping and smoke seals.

Execute cutting, patching, and remedial work in manner that does not jeopardize
manufacturers’ warranties.

Refinish surfaces to match adjacent finishes. Refinish continuous surfaces to nearest
intersection. Refinish entire assembly units.

END OF SECTION



Trent University Champlain College North Quad Window Replacement Section 01 74 00

CMV Group Architects Page 1

Project No.: 25A110 January 30, 2026
Cleaning and Waste Management

PART 1 - GENERAL

11 Section Includes

Waste management.

Storage, handling, and protection.
Coordination.

Cleaning.

o w N -

Disposal of waste.

1.2 Waste Management
Comply with requirements of authorities having jurisdiction.

.2 Remove waste material from the Place of the Work daily. If waste is collected in bins, bins
to be removed from site once full.

Arrange and pay for removal of debris and waste from the Place of the Work.
Make arrangements with and obtain permits from authorities having jurisdiction for
disposal of waste and debris. Pay fees.

1.3 Storage, Handling and Protection

.1 Store, materials to be reused, recycled and salvaged in locations to prevent contamination
of materials being diverted from landfill.

.2 Prevent contamination of materials to be salvaged and recycled, and handle such
materials, in accordance with requirements for acceptance by designated facilities.
1.4 Coordination

.1 Coordinate waste management and disposal procedures and requirements with other
activities at the Place of the Work so that there is no delay in the Work, and at no increase
in either the Contract Time or the Contract Price.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION

3.1 Cleaning

.1 General cleaning requirements:

A Conduct cleaning and disposal operations to comply with local ordinances and
anti-pollution laws.

2 Store volatile wastes in covered metal containers, and remove from Place of the
Work daily.

Prevent accumulation of wastes which create hazardous conditions.

Provide adequate ventilation during use of volatile or noxious substances. Do not
rely on building ventilation systems for this purpose.
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Cleaning and Waste Management

5 Prevent cross-contamination during the cleaning process.
.6 Notify the Consultant of the need for cleaning caused by Owner or other
contractors.
.2 Materials:

A

Use only cleaning materials in accordance with written requirements of
manufacturer of surface to be cleaned and in accordance with written requirements
of cleaning material manufacturer.

.3 Cleaning during construction/progressive cleaning:

A

10

Clean-up the Place of the Work daily. Maintain clean and clear egress routes at all
times.

Maintain Place of the Work, grounds and public properties free from accumulations
of waste materials and rubbish.

Provide appropriate, clearly marked containers at the Place of the Work for
collection of waste materials and rubbish. Remove waste materials and rubbish
from the Place of the Work when containers become full.

Clean interior building areas prior to start of finish work and maintain free of dust
and other contaminants during finishing operations.

Vacuum and clean interior building areas when ready to receive finish painting,
and continue vacuum cleaning on an as-needed basis until Substantial
Performance of the Work.

Schedule cleaning operations so that dust and other contaminants resulting from
cleaning process will not fall on wet, newly painted surfaces nor contaminate
building systems.

Promptly as the Work proceeds, on a daily basis and upon completion, clean up
and remove rubbish, surplus materials and equipment.

Remove as the work of this section progresses, corrosive and foreign materials
which may set or become difficult to remove at time of final cleaning or which may
damage members.

Wash exposed surfaces with a cleaning solution approved by Product
manufacturers.

Debris and waste not permitted within cavities of Work.

4 Cleaning Prior to Ready-for-Takeover:

A

Immediately prior to Consultant’s review to determine if Ready-for-Takeover has
been achieved, remove surplus Products and construction machinery and
equipment not required for the performance of the remaining Work and clean in
accordance with Final Cleaning paragraphs in Section 01 74 00 to the greatest
extent practicable given work remaining to be completed. Cleaning shall be to a
sufficient extent to permit the Consultant’s review to be performed properly and
reasonably.

.5 Final cleaning:

A

Before final cleaning, arrange a meeting at Place of the Work to determine the
acceptable standard of cleaning. Ensure that Owner, Consultant, and Contractor
are in attendance.
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2 Remove from Place of the Work surplus Products, waste materials, recyclables,
Temporary Work, and Construction Equipment not required to perform any
remaining work and other than that caused by the Owner, and leave the Work
clean and suitable for occupancy by Owner.

3 Remove waste material and debris from crawlspaces and other accessible
concealed spaces.

4 Clean and polish prefinished and finished surfaces including: glass, mirrors,
hardware, wall tile, stainless steel, chrome, porcelain enamel, baked enamel,
plastic laminate, and mechanical and electrical fixtures. Replace broken, scratched
or otherwise damaged glass.

Clean exterior and interior window glass and frames.
Remove stains, spots, marks and dirt from decorative parts of the Work, electrical
and mechanical fixtures, furniture fittings, walls, and floors.

7 Vacuum clean and remove dust from building interiors, exposed wall, floor, and
ceiling surfaces, behind grilles, louvres, and screens, and above suspended ceiling
tiles and panels. Vacuum clean interior of electrical equipment.

.8 Clean floor finishes in accordance with manufacturer’s written requirements.

9 Remove non-permanent labels.

.10 Remove dirt and residue from surfaces.

1 Inspect finishes, fittings and equipment and ensure specified workmanship and
operation.

12 Remove protective coatings, clean surfaces and remove excess compounds and
sealant materials. Make good defective, scratched or damaged work.

13 Clean equipment and fixtures to a sanitary condition,

14 Remove seal wrap and protective coverings from mechanical and electrical
Products and materials and clean as required.

.15 Clean mechanical, electrical, and other equipment. Replace filters for mechanical
equipment.

.16 Clean and/or replace lighting reflectors, lamps, light fixtures, lenses, bulbs, and
other lighting surfaces, and grilles.

A7 Clean architectural concrete to remove surface discolouration, efflorescence, and
the like. Use a suitable cleaning agent which will not stain the surfaces or mar the
texture.

18 Lock or otherwise restrict access to each room or area after completing final
cleaning in that area.

19 Re-clean as necessary areas that have been accessed by Contractor’s workers

3.2

prior to Owner occupancy.

Disposal of Waste

Remove waste materials and recyclables from work areas, separate, and deposit in
designated containers at end of each Working Day. Collect packaging materials for
recycling or reuse.
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N o o w

Handle waste materials not reused, salvaged or recycled in accordance with appropriate
regulations and codes.

Do not bury rubbish and waste materials at the Place of the Work.

Do not dispose of waste or volatile materials into waterways or storm or sanitary sewers.
Do not burn waste materials at the Place of the Work.

Comply with waste disposal requirements of authorities having jurisdiction.

Deliver to nearest appropriate depot materials accepted for recycling by region or
municipality having jurisdiction over the Place of the Work, including but not limited to
cardboard, paper, plastic, aluminum, steel, and glass. Deliver to nearest appropriate depot
scrap and excess gypsum wallboard for recycling of this material. Costs for this work are
included in the Contract Price.

Make arrangements with and obtain permits from authorities having jurisdiction for
disposal of waste and debris. Pay fees.

END OF SECTION
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Closeout Procedures

PART 1 - GENERAL

1.1

1.2

1.3

N o o M w N

Section Includes

General Contract closeout procedures.
Substantial Performance of the Work.
Ready-for-Takeover.

Inspection and review before Ready-for-Takeover.
Partial user occupancy.

Final inspection for completion of the Contract.

Warranty period.

General Contract Closeout Procedures

The procedures for completing Contract and acceptance by the Owner shall be in
accordance with the methods described in OAA/OGCA Document 100 (July 1, 2018, and
reissued January 8, 2019) and any additional requirements described below.

Stages will be reviewed at the Contract start-up meeting to ensure that parties understand
their responsibilities. Refer to Section 01 31 19 for procedures and requirements for
Contract start-up meeting.

Within 4 weeks of commencement of the Work, submit to the Consultant a list of closeout
submittals required by the Contract Documents.

Substantial Performance of the Work

The prerequisites to, and the procedures for, attaining Substantial Performance of the
Work, or similar such milestone as provided for in the Construction Act Place of the Work,
shall be:

A As described in Section 01 77 00.

2 Independent of those for attaining Ready-for-Takeover of the Work.
3 In accordance with the Construction Act Place of the Work.
Deficiency review:

A Neither Owner nor Consultant will be responsible for preparation or issuance of
extensive lists of deficiencies. Contractor assumes prime responsibility for
ensuring that items shown and described in the Contract Documents are complete.
Any reviews to approve the certificate of Substantial Performance of the Work will
be immediately cancelled if it becomes obvious to the Consultant that extensive
deficiencies are outstanding.
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1.4

1.5

5

The Contractor shall conduct an inspection of the Work to identify deficiencies and
defects, which shall be repaired. When the Contractor considers that the Work is
substantially performed, the Contractor shall prepare and submit to the Consultant
a comprehensive list of items to be completed or corrected (the deficiency list) and
apply for a review of the Work by the Consultant to determine if Substantial
Performance of the Work has been achieved.

The Contractor’s request described above shall include a statement by Contractor
that the Work to be reviewed by Consultant for deficiencies is, to the best of the
Contractor’s knowledge, in compliance with Contract Documents, reviewed shop
drawings, and samples, and that deficiencies and defects previously noted by
Consultant have been repaired.

No later than 10 Working Days after the receipt of the Contractor’s request
described above, but contingent upon the prior receipt, by the Consultant, of the
closeout submittals in the manner and form specified in Section 01 77 00, the
Consultant and the Contractor will review the Work to identify any defects or
deficiencies. If necessary, the Contractor shall tabulate a list of deficiencies to be
corrected prior to Substantial Performance of the Work being certified by the
Consultant. During review, the Consultant and the Contractor will decide which
deficiencies or defects must be rectified before Substantial Performance of the
Work can be certified, and which defects are to be treated as warranty items.

Provide a schedule of planned deficiency review having regard to the foregoing.

.3 Certification of Substantial Performance of the Work:

A

When the Consultant considers that the deficiencies and defects have been
completed and that it appears that the requirements of the Contract Documents
have been substantially performed, the Consultant shall issue a certificate of
Substantial Performance of the Work to the Contractor, stating the date of
Substantial Performance of the Work.

The certificate of Substantial Performance of the Work shall be prepared and
issued in accordance with the Construction Act Place of the Work.

.1 Inform Owner, Consultant, Subcontractors, and Suppliers which publication is
to be used for publishing certificate of substantial performance in accordance
with Section 01 31 19.

Ready-for-Takeover

.1 The prerequisites to attaining Ready-for-Takeover of the Work are described in the
General Conditions of the Contract, as amended.

Inspection and Review Before Ready-for-Takeover

.1 Contractor’s Inspection: Before applying for the Consultant’s review to establish Ready-
for-Takeover of the Work:
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A Ensure that the specified prerequisites to Ready-for-Takeover of the Work are

completed.
2 Conduct an inspection of the Work to identify defective, deficient, or incomplete
work.
3 Prepare a comprehensive and detailed list of items to be completed or corrected.
4 Provide an anticipated schedule and costs for items to be completed or corrected.

1.6

1.7

Consultant’s Review: Upon receipt of the Contractor’s application for review, together with
the Contractor’s list of items to be completed or corrected, the Consultant will review the
Work. The Consultant will advise the Contractor whether or not the Work is Ready-for-
Takeover and will provide the Contractor with a list of items, if any, to be added to the
Contractor’s list of items to be completed or corrected. Provide the Consultant with a copy
of the Contractor’s revised list.

Maintain the list of items to be completed or corrected and promptly correct or complete
defective, deficient and incomplete work. The Contractor’s inspection and Consultant’s
review procedures specified above shall be repeated until the Work is Ready-for-Takeover
and no items remain on the Contractor’s list of items to be completed or corrected.

When the Consultant determines that the Work is Ready-for-Takeover, the Consultant will
notify the Contractor and the Owner in writing to that effect.

Partial User Occupancy

If partial Owner occupancy of a part of the Work is required before the date of Ready-for-
Takeover of the entire Work of the Contract, the provisions of this Section shall apply, to
the extent applicable, to that part of the Work that the Owner intends to occupy.

Final Inspection for Completion of the Contract

Deficiencies and defects shall be made good before the Contractor submits a written
request for final review of the Work and before the Contract is considered complete.

When Contractor is satisfied that the Work is complete, and after the Contractor has
reviewed the Work to verify its completion in accordance with the requirements of the
Contract Documents, the Contractor shall submit a written request for a final review by the
Consultant, who in turn will notify the Owner.

If there are any deficiencies identified as a result of this review, they shall be listed by the
Consultant and submitted to the Contractor. This list shall be recognized as the final
deficiency list for purposes of acceptance of the Work under the Contract.

Such deficiencies shall be corrected by a date mutually agreed upon between Consultant
and the Contractor, unless a specific date is required by Contract, and a further review by
the Consultant shall be called for by the Contractor following his own review to take place
within 7 days from date of request.

Contractor shall thereafter submit invoice for final payment.



Trent University Champlain College North Quad Window Replacement Section 01 77 00

CMV Group Architects Page 4

Project No.: 25A110 January 30, 2026
Closeout Procedures

.6 Money withheld for deficiency work shall be released only when all deficiencies have been
completed. No partial payment to be recognized until all work is completed.

.7 Return all Project documentation to Owner at completion of the Contract.

1.8 Warranty Period

.1 Provide on-going review and attendance to building call-back, maintenance and repair
problems during the warranty periods.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION



Trent University Champlain College North Quad Window Replacement Section 01 78 00
CMV Group Architects Page 1
Project No.: 25A110 January 30, 2026

Closeout Submittals

PART 1 - GENERAL

1.1

1.2

o 0o N W N

Section Includes

As-built documents.

Record drawings.

Closeout Submittals USB Flash Drive File Structure
Operation and maintenance manuals.

Operation and maintenance book.

Project data book.

Shop drawing book.

Warranty book.

Posted operating instructions.

Spare parts, maintenance materials, and special tools.

Administrative Requirements

Collect reviewed submittals, and assemble required closeout submittals executed by
Subcontractors, Suppliers, and manufacturers. Prior to submitting closeout submittals to
the Consultant:

A Review maintenance manual contents (operating, maintenance instructions, as-
built drawings, materials) for completeness.

2 Review supply and completeness of spare parts required by Contract Documents
and manufacturers.

3 Review in relation to Contract Price, Change Orders, Change Directives,
holdbacks and other adjustments to the Contract Price.

4 Review inspection and testing reports to verify conformance to intent of Contract
Documents and that changes, repairs or replacements have been completed.

5 Execute transition of performance bond and labour and materials payment bond
to warranty period requirements.

.6 Submit a final statement of accounting giving total adjusted Contract Price,
previous payments, and monies remaining at time of application for completion of
the Contract. Consultant will issue a final change order reflecting approved
adjustments to Contract Price not previously made.

No later than 10 Working Days prior to submitting request for Consultant’s review to
determine if Substantial Performance of the Work has been achieved, submit to the
Consultant the closeout submittals specified in this section and elsewhere in the Contract
Documents.

For equipment put into use with Owner’s permission during the Work, submit required
closeout submittals within 10 Working Days after start-up.

For items of the Work delayed materially beyond date of Substantial Performance of the
Workprovide updated closeout submittals within 10 Working Days after acceptance, listing
date of acceptance as start of warranty period.
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.5 Neither the Consultant’s review to determine if Substantial Performance of the Work has
been achieved, nor acceptance of the Work, will take place until receipt, by the Consultant,
of acceptable copies of the closeout submittals required herein and by the Contract
Documents.

1.3 Closeout Submittals USB Flash Drive File Structure

.1 General Layout:

W Project Mame
» | | 1.GD Manual
1. Cover Table of Contents
W 2. Drawings
A 1. Drawing List
100 Series
v 200 Series
Az Built, Record
v 300 Series
Az Built, Record
v 400 Series
Az Built, Record
v 500 Series
Az Built, Record
Etc
v 2. Shop Drawings Product Data Warranty
v Division xx
Section xx xx xx
v Division xy
Section xx xx xx
v Division xz
Section xx xx xx
Etc
v 3. Inspection Reports
Materials Testing
Site Reports
4. Independent Specialty Engineers Sign-Off
5. Final Survey Drawing
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v | 2.0 8&8MManual
1. Cover Table of Contents
v 2. Drawings
1. Drawing List
v 100 Series
Az Built
Record
v 200 Series
A Built
Record
v 300 Series
As Built
Record
Etc
v 3. Shop Drawings Product Data Warranty
v 1. Contents
Division xx
Division xy
Division xz
Etc
v 2. TAB Inspection Reports
v Inspection Reports
Materials Testing
Site Reports
3. Air Balancing
4. Autemated Control Systems Operation
Etc
4, Spare Parts Listing
5. Maintenance Materials Listing
B. Special Teels Listing
w | | 3. Warranty Manual
1. Cover Table of Contents
2. Contractors

3. Warrantees and Guarantees
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.2 Typical shop drawing, Product data and warranty folder in GD Manual:

Section xx xx xx

1 Section xx xx xx Tab Page - Copy
2 Shop Drawing x - Copy

3 Warranty

[/ (v (9

.3 Typical shop drawing, Product data and warranty folder in O & M Manual:

1.4

1.5

1.6

Section 25 xx xx

1 Section x Tab Page

2 Shop Drawing x

3 Operating Instructions x

4 Maintenance Instructions x

5 Warranty x

[T [ [ [ [0

File structure shall be edited to suit project requirements.

As-Built Documents

Submit digital scanned copy (“PDF” files) of as-built documents. Submit using digital
storage medium or transfer process acceptable to the Consultant and the Owner.

Record Drawings

Once hard copy of as-built drawings have been accepted by Consultant, Contractor shall
receive digital media in format compatible with currently licensed edition of AutoCAD
software from the Consultant, to update drawings to reflect "As-Built" conditions as
referenced above. Refer also to requirements of Divisions 21, 22, and 23 and Divisions
26, 27, and 28.

Transcribe hard copy changes to the drawings into the electronic media.
Mark revised drawings as "RECORD DRAWINGS".

After final acceptance by Consultant, submit electronic copies of record drawings to
Owner.

Operation and Maintenance Manuals

Prepare a comprehensive operation and maintenance manual, in the language of the
Contract, using personnel qualified and experienced for this task.

Submit an initial draft of the operation and maintenance manual for Consultant’s review.
If required by Consultant’s review comments, revise manual contents and resubmit for
Consultant’s review. If required, repeat this process until Consultant accepts the draft
manual in writing.
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.3 Submit operation and maintenance manuals as follows:

A Submit digital copies (“PDF” files) of operation and maintenance manuals. Submit
using digital storage medium or transfer process acceptable to the Consultant and
the Owner.

1.7 Operation and Maintenance Manual Format
.1 Organize operation and maintenance manuals into the following general components:

A Operation and maintenance book.

2 Project data book.

3 Shop drawing book.

4 Warranty book.

Organize data in the form of an instructional manual.

Text: Manufacturer's printed data, or typewritten data.

1.8 Operation and Maintenance Book

.1 Operation and maintenance books shall contain operating and maintenance data and
information specified below for supplied Products.

Neatly type lists and notes. Use clear drawings, diagrams of manufacturers' literature.

Each Item of Equipment and Each System: include description of unit or system and
component parts. Give function, normal operation characteristics, and limiting conditions.
Include performance curves, with engineering data and tests, and complete nomenclature
and commercial number of replaceable parts.

.4 Panel Board Circuit Directories: provide electrical service characteristics, controls, and
communications.

Include installed colour coded wiring diagrams.

Description, operation and maintenance instructions for equipment and parts list. Indicate
nameplate information such as make, size, capacity, serial number.

.7 Operating Procedures: include start up, break in, and routine normal operating instructions
and sequences. Include regulation, control, stopping, shut down, and emergency
instructions. Include summer, winter, and any special operating instructions.

.8 Maintenance Requirements: include routine procedures and guide for trouble shooting;
disassembly, repair, and reassembly instructions; and alignment, adjusting, balancing,
and checking instructions.

.9 Provide servicing and lubrication schedule, and list of lubricants required.
.10 Include manufacturer's printed operation and maintenance instructions.
.11 Include sequence of operation by controls manufacturer.

.12 Provide original manufacturer's parts list, illustrations, assembly drawings, and diagrams
required for maintenance.

.13 Provide installed control diagrams by controls manufacturer.

.14 Provide Contractor’s coordination drawings, with installed colour coded piping diagrams.
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.15 Provide charts of valve tag numbers, with location and function of each valve, keyed to

flow and control diagrams.

.16 Provide list of original manufacturer's spare parts, current prices, and recommended
quantities to be maintained in storage.

.17 Include testing and balancing reports.

.18 Include additional content as specified in technical specifications sections.

1.9 Project Data Book

.1 Project Data Book shall include the following information supplemented by additional

required data specified elsewhere in the Contract Documents:

A Maintenance instructions for finished surfaces and materials.

2 Copy of hardware and paint schedules.

3 Names, addresses and phone numbers of Subcontractors and Suppliers, as
applicable.

A4 Additional material used in the Work listed under various sections showing name
of manufacturer and source of supply.

5 Report recording demonstration and instruction provided to Owner for operation
and maintenance of building systems as described in Section 01 79 00.
Key construction photos.
Permits and forms:
.1 Certificate of Clearance from the Workplace Safety and Insurance Board

(WSIB).

.2 Electrical authority certificate of inspection.

.8 Waste management and disposal reports, prepared in accordance with Section
0174 13.

110 Shop Drawing Book

.1 Submit one copy of each final accepted shop drawings issued for the Work on which have
been recorded changes made during fabrication and installation caused by unforeseen
conditions.

.2 Engineered shop drawings shall include copies of the certificate of insurance, the
engineer’s field review reports, and the engineer’s letters of general conformity that were
provided as part of the engineered submittal in accordance with Section 01 33 00
appended to the pertinent engineered shop drawings in the shop drawing manual.

1.11  Warranty Book

Submit copies of bonds, guarantees, warranties and extended warranties together,
complete with an indexed summary list of warranties and expiration dates. Warranties to
be in accordance with Section 01 78 36.

List each warrantor with complete contact information.

Verify that documents are in proper form and contain full information. Warranties shall be
for the correct duration and shall be in Owner’s name.
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4 Include maintenance bond(s).

112 Posted Operating Instructions

.1 Prepare operating instructions in English for posting near equipment and systems. Posted
instructions to be glass covered, framed and mounted.

.2 Posted instructions to consist of simplified, consolidated equipment, control and power
diagrams graphically representing the entire system, including concise instructions on how
to start and stop systems, what settings and conditions are to be observed by the
operators, and what control adjustments are to be made or maintained by the operator.

.3 Posted instructions shall include control diagrams with added specific operating
instructions, controls, interlocks, and the like.

4 Posted instructions shall include:

A HVAC controls for each system.
2 One line schematic diagrams of water supply.
3 One line isometric diagrams of sanitary drainage.
4 One line diagrams of steam distribution, hot and cold water systems, including
risers, valves, control devices, etc.
1.13 Spare Parts, Maintenance Materials, and Special Tools

.1 Provide overage, extra stock, and maintenance materials, including keys, in quantities
specified in the Contract Documents.

.2 Submit to Consultant a typed inventory list of maintenance materials prior to application
for Substantial Performance of the Work. List all items, complete with quantities, and
storage locations. Include Consultant reviewed inventory listing in final submission to
Owner.

.3 Prepare and submit a master list identifying maintenance materials and maintain a log of
when materials are turned over to Owner and signing authority for acceptance of materials
on behalf of Owner.

Provide tags for special tools identifying their function and associated Product.

.5 Supply spare parts, maintenance materials, and special tools in quantities specified in
technical specifications sections.

.6 Ensure spare parts and maintenance materials are new, not damaged nor defective, and
of same quality, manufacturer, and batch or production run as installed Products.

A Replace incorrect or damaged maintenance materials.
.7 Deliver to and store items at location and time directed by Owner. Store in original

packaging with manufacturer’s labels intact and in a manner to prevent damage or
deterioration.

A Clearly mark cartons or packaging as to contents, project name, and Supplier.
2 If applicable give colour and finish, room number or area where material is used.
3 Include necessary information for re-ordering of materials as part of packaging of

materials.
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.8 Catalogue all items and submit to Consultant an inventory listing organized by
specifications section. Include Consultant reviewed inventory listing in operation and
maintenance manual.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION
Not applicable.

END OF SECTION
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PART 1 - GENERAL

1.1 Warranties

.1 Warranties shall be in accordance with GC 12.3, as amended.

1.2 Extended Warranties

.1 Extended warranties shall be in accordance with GC 12.3, as amended, and as follows:

A

Where specifically identified in the Contract Documents, extended warranties shall
be furnished by individual manufacturer for particular product/system/assembly.

Extended warranties shall include for proper performance of the portion of the
Work as defined by the scope of the applicable specifications section to the extent
that the design and Contract Documents permit such performance.

The Owner shall promptly give the warrantor notice in writing of observed defects
and deficiencies which occur during the warranty period.

Extended warranties shall commence at date of Ready-for-Takeover.

Extended warranties specified shall be in addition to, and run concurrent with,
other warranties required by the Contract Documents. Manufacturer's disclaimers
and limitations on product warranty do not relieve Contractor of obligations under
requirements of the Contract Documents.

Submit extended warranty on warrantor’s standard form specifically endorsed by
the warrantor to the Owner and shall include the following information:

.1 Name and address of Project.

2 Warranty commencement date.
.3 Warranty period.
4

Specific warranty terms as required in applicable portion of Contract
Documents.

.5 Name and title of authorized signing officer and seal of warrantor.

PART 2 - PRODUCTS

Not applicable.

PART 3 - EXECUTION

Not applicable.

END OF SECTION



Trent University Champlain College North Quad Window Replacement Section 01 79 00
CMV Group Architects Page 1
Project No.: 25A110 January 30, 2026

Demonstration and Training

PART 1 - GENERAL

1.1

1.2

1.3

1.4

Section Includes
Systems demonstration and training.

Preparation
Prior to scheduling demonstration and training:

A Review condition of equipment or systems for which demonstration and training is
required and that have been used in the course of the Work to ensure turning over
at completion in "as new condition", with warranties dated and certified from time

specified.

2 When partial occupancy of uncompleted project is required by Owner, coordinate
Owner’s uses, requirements, access, and the like, with requirements to complete
the Work.

Submittals

Submit proposed dates, times, durations, and locations for demonstration and training of
each item of equipment and each system for which demonstration and training is required.
Allow sufficient time for training and demonstration for each item of equipment or system,
or time as may be specified in technical specifications.

A Correlate with construction schedule in accordance with Section 01 32 00.

Consultant and Owner will review submittal and advise Contractor of any necessary
revisions.

Submit report(s) within 5 Working Days after completion of demonstration and training:

A Identifying time and date of each demonstration and training session.
2 Summarizing the demonstration and training performed.
3 Including a list of attendees.

Demonstration and Training

Perform system demonstration work no later than 15 Working Days, prior to submitting
request for Consultant’s review to determine if Substantial Performance of the Work has
been achieved.

A Provide Owner with 5 Working Days prior written notice of dates scheduled for
demonstration and training.

Submit required certificates of approval or acceptance from authorities having jurisdiction.
Prerequisites to demonstration and training:

A Testing, adjusting, and balancing has been performed in accordance with Contract
Documents.

Equipment and systems are fully operational.

Copy of completed operation and maintenance manual is available for use in
demonstration and training.
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A4 Conditions for demonstration and training comply with requirements specified in

technical specifications.
4 Demonstration and training:

A Demonstrate and provide training to Owner’s personnel.

2 Instruct Owner’s personnel in operation and maintenance of equipment and
systems, using operation and maintenance data provided as the basis for
instructions. Arrange and coordinate instruction of Owner’s staff in care,
maintenance, and operation of building systems and finishes

3 Contractor, manufacturer's representatives, and responsible personnel from
Subcontractors whose work is being demonstrated shall be present at these
demonstrations, as well as Owner’s personnel.

4 Owner shall provide list of personnel to receive training and shall coordinate their
attendance at agreed upon times.

5 Demonstration shall include start up, operation, control, adjustment, trouble-
shooting, servicing, and maintenance of each item of equipment and system.

.6 Review operation and maintenance manual in detail to explain all aspects of
operation and maintenance.

Ve Instruct Owner’s representative on use of software required for operation and
maintenance of building systems and provide a toll-free telephone number or
website address for further assistance to the Owner.

.8 Prepare and insert additional data in the operation and maintenance data manuals

when the need for additional data becomes apparent during demonstration or
instruction.

.5 Correct deficiencies and defects identified during demonstration, instruction, or
commissioning.

.6 Attend’

end-of-work' testing and break-in or start-up demonstration.

PART 2 - PRODUCTS

Not applicable.

PART 3 - EXECUTION

Not applicable.

END OF SECTION
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PART 1 - GENERAL

11 Summary

.1 Section includes:

A Demolition and removal of selected non-structural portions of building.
2 Removal of surplus materials from the Place of the Work.
3 Salvage:

.1 Salvage of designated items to be reused or recycled.

4 Related mechanical and electrical work and demolition requirements are covered
under Divisions 21, 22, and 23 and Divisions 26, 27, and 28 respectively.

.2 Section excludes:
A Demolition, removal, remediation, or abatement of designated substances or
materials and toxic and hazardous substances.
1.2 Administrative Requirements
.1 Pre-demolition meeting:

A Schedule a pre-demolition meeting following the procedures specified for pre-
installation meetings in accordance with Section 01 31 19.

2 Review existing conditions at the Place of the Work thoroughly to establish full
extent of items to be removed, including footings, foundations, slabs, toppings,
secondary floor finishes, and structures and items to remain. Commencement of
demolition work will be considered to be acceptance of existing conditions at the
Place of the Work and removal of such items.

.3 Examine adjacent properties to determine extent of protection required.

1.3 Submittals
.1 Submit required submittals in accordance with Section 01 33 00.
.2 Special procedures submittals:
A Existing conditions documentation:

.1 Document existing conditions of adjoining construction and site improvements,
including pre-existing damage to finish surfaces that might be misconstrued as
damage caused by demolition operations.

.2 Comply with Section 01 32 33.
.3 Submit existing conditions documentation before demolition work begins.
2 Inventory of items to be salvaged:

.1 Prepare typed inventory of units to be salvaged and cross-reference to drawing
showing existing elevations.

.2 Submit inventory following procedures for submittal of shop drawings in
accordance with Section 01 33 00.
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1.4  Quality Assurance
.1 Qualifications:

A Installers / applicators / erectors: the work of this section shall be executed by a
Subcontractor having a minimum of 5 years specialized demolition experience and
able to deploy adequate equipment and skilled personnel to complete work
expediently in an efficient and orderly manner.

PART 2 - PRODUCTS
Not applicable.

PART 3 - EXECUTION

31 Examination
Verify that utilities have been disconnected and capped.

.2 Observe existing conditions and correlate with requirements indicated to determine extent
of selective demolition required.

.3 Inventory and record the condition of items to be removed and reinstalled and items to be
removed and salvaged.

4 When unanticipated mechanical, electrical, or structural elements that conflict with
intended function or design are encountered, investigate and measure the nature and
extent of conflict. Promptly submit a written report to Consultant.

.5 Survey of existing conditions: Record existing conditions by use of photographs in
accordance with Section 01 32 33.

3.2 Utility Services and Mechanical / Electrical Systems
.1 Refer to Divisions 21, 22, and 23 and Divisions 26, 27, and 28 respectively.

3.3 Selective Demolition, General

.1 Demolish and remove existing construction only to the extent required by new
construction, and as otherwise indicated. Use methods required to complete the work
within limitations of governing regulations and as follows:

A Proceed with selective demolition systematically, from higher to lower level.
Complete selective demolition operations above each floor or tier before disturbing
supporting members on the next lower level.

2 Neatly cut openings and holes plumb, square, and true to dimensions required.
Use cutting methods least likely to damage construction to remain or adjoining
construction. Use hand tools or small power tools designed for sawing or grinding,
not hammering and chopping, to minimize disturbance of adjacent surfaces.
Temporarily cover openings to remain.

.3 Cut or drill from the exposed or finished side into concealed surfaces to avoid
marring existing finished surfaces.

4 Do not use cutting torches until work area is cleared of flammable materials. At
concealed spaces, such as duct and pipe interiors, verify condition and contents
of hidden space before starting flame-cutting operations. Maintain fire watch and
portable fire-suppression devices during flame-cutting operations.
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3.4

3.5

3.6

Maintain adequate ventilation when using cutting torches.

Remove decayed, infested, or otherwise dangerous or unsuitable materials and
promptly dispose of off-site.

7 Locate selective demolition equipment and remove debris and materials so as not
to impose excessive loads on supporting walls, floors, or framing.

.8 Dispose of demolished items and materials promptly.

Dispose of demolished materials from Project site except where noted otherwise and in
accordance with authorities having jurisdiction. Remove and transport debris in a manner
that will prevent spillage on adjacent surfaces and areas.

Do not sell demolished material at the Place of the Work.

Clean existing surfaces specified to receive new applied finishes to assure proper
adherence.

Selective Demolition Procedures for Specific Materials

Concrete: Demolish in sections. Cut concrete full depth at junctures with construction to
remain and at regular intervals, using power-driven saw, then remove concrete between
saw cuts.

Masonry: Demolish in small sections. Cut masonry at junctures with construction to
remain, using power-driven saw, then remove masonry between saw cuts.

Concrete Slabs-on-Grade: Saw-cut perimeter of area to be demolished, then break up
and remove.

Salvage

Remove and store items indicated or directed for salvage. Remove, handle and transport
such items to storage area designated in the Contract Documents, to an area within the
Place of the Work designated by Consultant, or to an area away from the Place of the
Work as directed by the Consultant. Perform such work to prevent damage to the items
during removal and in storage.

The Owner shall review Place of the Work prior to commencement of demolition and
instruct the Contractor of the items to be retained for re-use or be turned over to the Owner.

Remove and store indicated items for future use by Owner. Remove, handle and transport
such items to storage area indicated in the Contract Documents or to an area within the
Place of the Work designated by Consultant. Perform such work carefully and with
diligence to prevent any damage to the items during removal and in storage.

Protection

Prevent movement, settlement or damage of adjacent structures, services, walks, paving,
trees, landscaping, adjacent grades and parts of existing building to remain. Make good
damage caused by demolition.

Take precautions to support affected structures and, if safety of building being demolished
or adjacent structures or services appears to be endangered, cease operations and notify
demolition engineer, Contractor and Consultant.

Provide temporary weather enclosures in accordance with Section 01 50 00.

Prevent debris from obstructing active services and drainage systems.
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.5 Protect work to remain against damage. Repair or replace damaged work at no additional
cost to the Owner.

END OF SECTION
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PART 1 - GENERAL

11 Summary
.1 Section includes:
A The work of this section includes, but is not necessarily limited to, the following:

.1 Wood grounds, nailers, blocking and sleepers.

1.2 Submittals

.1 Submit required submittals in accordance with Section 01 33 00.

1.3 Delivery, Storage, and Handling

.1 When it is required that wood maintain dimensional stability and tolerances to ensure
accurate installation of later work, store and install it only in dry areas, and where no further
installation of moist materials is contemplated.

PART 2 - PRODUCTS

21 Wood Materials
.1 General requirements:

A Except as indicated or specified otherwise lumber shall be softwood, S4S,
moisture content not greater than 19% at time of installation, in accordance with
following standards:

.1 CSA 0141-05.
.1 NLGA-2014 Standard Grading Rules for Canadian Lumber.
.2 Furring, blocking, nailing strips, grounds:
A Use S2S material.
2 Dimension lumber sizes: in compliance with Section 12 of the NLGA-2014.
3 Dimension lumber species and grades:
.1 Spruce-Pine-Fir.
.2 Light framing to NLGA-2014 Construction grade, S-Dry.
.3 Planks to NLGA-2014 No. 2 grade, S-Dry.
.4 Boards to NLGA-2014 No. 4 Common grade, S-Dry.

2.2 Panel Materials
Softwood plywood (CSP): to CSA 0151-09.
.2 Douglas Fir plywood (DFP): to CSA 0121-08.

2.3 Wood Treatment

.1 Fire retardant pressure treatment:
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A Wood shall be pressure impregnated with fire-retardant chemicals to CAN/CSA
080 and have flame-spread rating of not more than 25 to CAN/ULC-S102-10 after
wood has been subjected to an accelerated weathering test as specified in ASTM
D2898-10 for exterior applications.

24 Fastenings and Hardware

.1 General:

A Provide fasteners of size and type indicated, acceptable to authorities having
jurisdiction, and that comply with requirements specified in this article for material
and manufacture. Provide nails or screws, in sufficient length, to penetrate not less
than 38 mm (1-1/2") into wood substrate.

2 Anchors to concrete and unit masonry: Capability to sustain, without failure, a load
equal to 6 times the load imposed when installed in unit masonry assemblies and
equal to 4 times the load imposed when installed in concrete as determined by
testing according to ASTM E488/E488M-22, conducted by a qualified independent
inspection and testing company.

3 Use surface fastenings of following types, except where specific type is indicated.

.1 To hollow masonry, plaster and panel surfaces use 9 mm (11/32") expansion
bolts or other acceptable anchor.

2 To solid masonry and concrete use expansion bolts.

3 To structural steel use bolts through drilled hole, or welded stud-bolts or power
driven self-drilling screws, or welded stud-bolts.

4 To steel deck use bolts through drilled hole or power driven self-drilling screws.
A4 Fastener materials:

.1 Hot-dip galvanized fasteners: ASTM A153/A153M-09 Class A or B1 G185 and
connectors meeting ASTM AG653/A653M-13 Class G-185 sheet or better.

5 Hardware materials:
.1 Hot-dipped galvanized complying with ASTM A153/A153M-09, Class A or B1,
and connectors complying with ASTM A653/A653M-13, Class G185.
2.5 Source Quality Control
.1 Identify lumber by grade stamp of an agency certified by Canadian Lumber Standards
Accreditation Board.
PART 3 - EXECUTION

3.1 General

.1 Layout work to accommodate work of others. Cut and fit accurately. Erect in position
indicated. Align, level, square, plumb, and secure work permanently in place.

.2 Bore holes true to line and to same size as bolts. Drive bolts into place for snug fit, and
use plates or washers for bolt head and nut bearings. Turn up bolts and lag screws tightly
when installed, and again just before concealed by other work or at completion of work.
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.3 Include in work of this section rough hardware such as nails, bolts, nuts, washers, screws,
clips, and connectors required for complete and proper installations; and operating
hardware required on work of this section for temporary use.

Do not attach work by wood plugs or blocking in concrete or masonry.

.5 Do not regard nailers, blocking, and such other fastening provision indicated as exact or
complete. Install required provisions for fastening, located and secured to suit Place of the
Work conditions, and adequate for intended support.

.6 Verify that grounds required for fastening of components and equipment are located
correctly, and sized for adequate support.

.7 Do not rip or mill fire retardant treated lumber. Only end cuts, drilling holes, and joining
cuts are permitted.

END OF SECTION
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PART 1 - GENERAL

11 Summary
.1 Section includes:

A Work of this section includes architectural woodwork including, but not limited to,
the following:

.1 Window trim.

1.2 Administrative Requirements
.1 Coordination:

A Coordinate with other work for satisfactory and expeditious completion of the work
of this section. Coordinate with partition accessories, electrical, communications,
and finish components to ensure that proper provisions are made for the
installation of the work of this section and for work by others.

2 Where woodwork is to be fitted to other construction, check actual dimension of
other construction by accurate field measurements before manufacturing
woodwork; show recorded measurements on final shop drawings. Coordinate
manufacturing schedule with construction progress to avoid delays in the Work.

3 Provide forms, templates, anchors, sleeves, inserts and accessories required to
be fixed to or inserted in the work of this section and set in place. Instruct applicable
Subcontractors as to their locations.

4 Provide cut-outs for raceways, sleeves, grommets and other manufactured
accessories which are required for the work of this section and for work by others.

.2 Conduct a pre-fabrication meeting in accordance with Section 01 31 19.

1.3 Submittals
.1 Submit required submittals in accordance with Section 01 33 00.
.2 Product data sheets:

A Submit manufacturer's Product data for each type of Product and process
proposed for use in the work of this section and incorporated into items of
architectural woodwork.

.3 Shop drawings:

A Submit shop drawings for the work of this section complying with the North
American Architectural Woodwork Standards 4.0 requirements.

Indicate quality standards and grades.
Include full scale drawings of all exposed-to-view edge conditions.

Include plans, sections and large scale details, and indicate components and
methods of assembly, fastenings, and other fabrication information required for the
work of this section. Indicate assembly joint lines.
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5 Include materials and their characteristics and finishes as applicable including the

following:

.1 Panel core and material types, thicknesses, compliance with specified
standards, special treatments.

2 Adhesive types to be used and locations.

Finishing requirements including North American Architectural Woodwork
Standards 4.0finish system number, sheen, and required application steps.

.6 Submit coordination drawings indicating locations of concealed grounds, cut-outs,
plates, and other required fabrications.

v Show relation to adjoining construction, details of outside and inside corners and
door openings.

4 Verification samples:

A Submit samples for purpose of verification of compliance with specified
requirements.

2 Submit 3 sets of 200 mm x 200 mm (8” x 8”) samples, or 200 mm (8”) long as
applicable, of each specified Product, material and finish, including but not limited
to the following:

.1 Shop finished materials, showing each type of finish and colour.
.2 Samples of each specified Product, in each specified colour and finish.

.3 Plastic laminates, in each specified colour and finish.

1.4 Closeout Submittals
Submit closeout submittals in accordance with Section 01 78 00.
.2 Operation and maintenance data:

A Submit maintenance and cleaning instructions for finishes requiring specific care,
noting particularly those procedures or materials which will cause damage to
finished surfaces to be included in maintenance manuals.

1.5  Quality Assurance
.1 Qualifications:
A Manufacturers:

.1 Architectural woodwork shall be manufactured by a firm having 5 years’
experience, minimum, on work of similar size and quality.

2 Installers:

.1 Has successfully completed 2 architectural woodwork projects similar in scope,
materials and design to this Project within the last 5 years.

.2 Quality standard:

.1 Work shall be in accordance with the North American Architectural Woodwork
Standards 4.0, Premium Grade, or the highest grade available for performance
and appearance characteristics of materials in Sections 3 — 5 used that apply to
Product fabrication and installation requirements governed by Sections 6 — 12.
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.3 Requirements of regulatory agencies: the work of this section that functions to resist forces
imposed by dead and live loads shall conform to requirements of jurisdictional authorities.

4 Mock-ups:

A All edge and joint types.
1.6 Delivery, Storage, and Handling

.1 Protect architectural woodwork during transit, delivery, storage and handling to prevent
damage, spoilage, and deterioration.

.2 Do not deliver woodwork until painting, wet work, grinding, and similar operations that
could damage, soil, or deteriorate architectural woodwork have been completed in
installation areas. If woodwork must be stored in other than installation areas, store only
in areas whose environmental conditions meet requirements specified under paragraph
1.7 Field Conditions.

.3 The architectural woodwork manufacturer and the Contractor shall be jointly responsible
to make certain that architectural woodwork is not delivered until the building and storage
areas are sufficiently dry so that the architectural woodwork will not be damaged by
excessive changes in moisture content.

1.7 Field Conditions

Environmental conditions:

A During storage and installation: Obtain and comply with North American
Architectural Woodwork Standards 4.0 for optimum temperature and relative
humidity conditions for woodwork during its storage and installation. Do not install
woodwork until these conditions have been attained. Woodwork shall be
acclimatized for a minimum of 72 hours prior to commencing woodwork
installation.

2 During finishing: Comply with Architectural Woodwork Standard’s temperature and
humidity requirements before, during, and after application of finishes.

3 During service life of woodwork: Obtain and comply with woodwork manufacturer's
advice for optimum temperature and humidity conditions.

PART 2 - PRODUCTS

21

2.2

Performance/Design Requirements

Casework integrity shall meet the minimum acceptance levels in accordance with SEFA 8-
1999 as outlined in the North American Architectural Woodwork Standards 4.0 and
additional or greater loading capacities as specified throughout the North American
Architectural Woodwork Standards 4.0.

Maximum allowable adjustable shelf lengths shall comply with shelves assembly rules per
the North American Architectural Woodwork Standards 4.0 based on shelf thickness
indicated or scheduled.

Wood Materials

Lumber:
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A Hardwood for concealed blocking and framing: Economy grade, any species that,
when painted, will not show any defects.

2 Moisture content: Provide kiln-dried (KD) lumber with moisture content range
between 6% to 12% for interior architectural woodwork. Maintain temperature and
relative humidity during fabrication, storage and finishing operations so that
moisture content values for woodwork at time of installation do not exceed 5% to
10%.

3 Solid hardwood for transparent finish.
.1 Species: Birch.
.2 Cut: Plain.

2.3 Panel Materials
.1 Panel material schedule; except where indicated otherwise:

A Thickness: 19 mm (3/4") minimum.
.2 Plywood:
A Veneer core plywood non telegraphing grain: Sanded good one side or good two

sides (when both sides exposed or to receive applied finish materials) plywood:
.1 Hardwood plywood: to ANSI/HPVA HP-1-2009.

.2 Softwood plywood: to US Plywood Standard APA PS-1-09 Structural Plywood
(with Typical APA Trademarks).

19 mm (3/4") thick plywood, 10 — 15 layered sheets.
Finish of window trin to match existing in appearance and character to existing.

24 Fasteners and Adhesives
.1 Fasteners shall comply with North American Architectural Woodwork Standards 4.0

.2 Adhesives: Shall be used for intended purpose and manufacturer materials applications
and installation, applied in accordance with manufacturer’s written requirements and shall
comply with the “adhesive usage guidelines” recommendations of North American
Architectural Woodwork Standards 4.0

2.5 Fabrication

.1 Fabricate woodwork to dimensions, profiles, and details indicated with openings and
mortises pre-cut, where possible, to receive hardware and other items of work.
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Complete fabrication, assembly, finishing, hardware application, and other work before
shipment to maximum extent possible. Trial fit in shop and disassemble components only
as necessary for shipment and installation. Where necessary, provide ample allowance
for scribing, trimming, and fitting. Reassemble with concealed fasteners.

Provide woodwork, solid tops and other indicated materials with pre-cut openings, where
possible, for hardware, appliances, plumbing fixtures, electrical work, telephone cut-outs
and similar items. Locate openings accurately and Provide proper size and shape. Smooth
edges of cut-outs and, where located in countertops, seal edges of cut-outs with a water-
resistant coating.

Provide framing for architectural woodwork, complete with all bracing and fastening
devices as required for a rigid installation, and as required to sustain the imposed loads.

Reinforcing shown is minimum. Provide additional reinforcing as required to ensure a rigid
assembly. Take responsibility for the stability of furniture and fitments.

Provide balancing sheets as required, and specified, complying with the North American
Architectural Woodwork Standards 4.0.

Provide surface mount blocking & strapping necessary to support the work of this section.
Such blocking shall not be exposed upon completion of work.

Prefinish work at the factory, except where specified or indicated otherwise.

Solid wood edging: No end grain shall be visible; mitre external corners; house internal
corners.

PART 3 - EXECUTION

3.1

3.2

Preparation

Condition woodwork to field conditions in installation areas before installing. Ensure that
field conditions have been provided as requested and specified.

Before installing architectural woodwork, examine shop-fabricated work for completion
and complete work as required, including back priming and removal of packing.

Provide all grounds, nailers and other required fabrications which are to be built into other
work when required.

Ensure that wall and ceiling variations are not in excess of 6.4 mm (1/4") in 3658 mm
(144") and that floors are not in excess of 12.7 mm (1/2") in 3658 mm (144") of being
plumb, level, flat, straight, square, of the correct size. Variations shall be corrected prior
to installation of work of this section.

Report conditions contrary to requirements preventing proper installation. Do not proceed
with the installation until unsatisfactory conditions have been corrected.
Installation

Install woodwork to comply with North American Architectural Woodwork Standards 4.0
for same grade specified in Part 1 of this section for type of woodwork involved.

Install woodwork plumb, level, true, and straight with no distortions.

Scribe and cut woodwork to fit adjoining work and refinish cut surfaces or repair damaged
finish at cuts.
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.4 Anchor woodwork to anchors or blocking built in or directly attached to substrates. Secure

3.3

3.4

3.5

to grounds, stripping and blocking with countersunk, concealed fasteners and blind nailing
as required for a complete installation. Except where prefinished matching fastener heads
are required, use fine finishing nails for exposed nailing, countersunk and filled flush with
woodwork and matching final finish where transparent finish is indicated.

Complete the finishing work specified in this section to whatever extent not completed at
shop or before installation of woodwork.
Installation - Tolerances

Install to a tolerance of 3 mm in 2400 mm (1/8" in 8’-0") for plumb and level (including
tops) and with no variations in flushness of adjoining surfaces unless otherwise acceptable
in accordance with the North American Architectural Woodwork Standards 4.0.
Adjusting and Cleaning

Repair damaged and defective woodwork where possible to eliminate defects functionally
and visually; where not possible to repair, replace woodwork.

Clean, lubricate, and adjust hardware.

Clean woodwork on exposed and semi-exposed surfaces. Touch up factory-applied
finishes to restore damaged or soiled areas.

Protection

Protect architectural woodwork during remainder of construction period to ensure that
work will be without damage or deterioration at time of acceptance.

Provide final protection and maintain conditions, in a manner acceptable to manufacturer
and installer, that ensure that woodwork is without damage or deterioration at time of
Substantial Performance of the Work.

END OF SECTION
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PART 1 - GENERAL

11 Summary
.1 Section includes:

A Sheet-applied self-adhesive vapour permeable air barrier membrane.

1.2 Administrative Requirements

.1 Conduct a pre-installation meeting in accordance with Section 01 31 19.

1.3 Submittals
Submit required submittals in accordance with Section 01 33 00.
.2 Product data sheets:

A Submit manufacturer's Product data sheets for Products proposed for use in the
work of this section.

.3 Compatibility statement:
| Submit manufacturer’'s compatibility statement validating compatibility of air barrier
system materials with substrates and adjacent materials.
1.4 Quality Assurance
.1 Qualifications:

.1 Installers: Shall have 5 years’ experience, minimum, in application of Products,
systems and assemblies specified and with approval and training of Product

manufacturers.
.2 Mock-up:
A Construct minimum 10 m? (100 ft?) area of each typical wall assembly installation

for each type of Product.

2 Locate at the Place of the Work as part of final installation. Space installation to
include exterior wall panel incorporating window, glazing system and insulation.

3 Do not proceed until mock-up has been reviewed by Consultant.

1.5 Delivery, Storage, and Handling

.1 Package materials and identify on attached labels the manufacturer, contents and material
specification number.

.2 Store flammable solvent-base liquids away from excessive heat and open flame. Primer
contains solvent. Do not use near open flame.

.3 Store surface conditioner at temperature above 5°C to facilitate handling.

Store roll materials on end.

1.6 Field Conditions
Provide forced air circulation during curing period for enclosed applications.
.2 Low temperature application:
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1.7

Perform adhesion test for membrane when ambient temperature is below -5°C.

2 Proceed with work when temperature is (or predicted) to fall below -5°C ambient
temperature only with the mutual documented agreement of independent
inspection and testing company, manufacturer and applicator.

Do not perform installation during rainy or inclement weather or on wet or frost covered
surfaces.

Provide temporary protection of the applied membrane to prevent mechanical damage or
damage from spillage of oil or solvents.

Warranty

Warrant work of this section in accordance with Section 01 78 36.

Extended warranty:

A Labour, materials, and workmanship for work of this section.

2 Duration: 2 years.

PART 2 - PRODUCTS

21

Performance/Design Requirements

Air barrier system shall perform as continuous air barrier and as liquid-water drainage
plane flashed to discharge to exterior of building envelope incidental condensation or
water penetration.

At wall and roof assembly transitions, air barrier system shall perform as continuous air
barrier and as liquid-water drainage plane flashed to discharge to exterior of building
envelope incidental condensation or water penetration by creation of unobstructed
drainage plane that extends across the cladding transition or by flashing to discharge to
exterior of building envelope incidental condensation or water penetration.

Air barrier system shall accommodate substrate movement, construction material
changes, and transitions at perimeter conditions without deterioration which permits air
and water leakage exceeding the following specified limits and requirements, or
interruption of the drainage plane:

A Air permeance of air barrier material: Maximum 0.02 L/s.m? at 75 Pa (0.004 cfm/ft?
at 1.57 psf) in accordance with ASTM E2178-13.

2 Rate of air leakage of air barrier system: Maximum 0.15 L/s.m? at 75 Pa (0.030
cfm/ft? at 1.57 psf) in accordance with ASTM E283-04.

3 Water vapour transmission for air / vapour barriers: Maximum 5.7 ng/Pa.m?.s. (0.1
perms).

4 Water vapour transmission for vapour permeable air vapour barriers: Minimum

570 ng/Pa.m?.s. (10 perms).

5 Air barrier system structural performance while maintaining air barrier performance
for air leakage: Air barrier system shall transfer wind loads to structure and shall
resist design wind load in accordance with the building code.

.6 Low temperature performance: Minimum -30°C (-22°F).
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2.2

23

7 Compatibility: Air barrier system materials shall be compatible with substrate and
adjacent materials with material manufacturers and show no performance
deterioration during service conditions.

.8 Self-sealability: in accordance with ASTM D1970/D1970M-21.

4 Air barrier system shall be joined in an airtight and flexible manner to air barrier material

of adjacent building envelope air barrier systems, allowing for relative movement of
systems due to thermal and moisture variations and creep. Connection shall be made
between the following unless otherwise applicable:

A Foundation and walls.

Walls and openings (windows, doors, louvres, and other wall penetrations).
Wall and roof systems.

Wall and roof over unconditioned space.

Walls, floor and roof across construction, control, and movement joints.

o U r W N

Walls, floors and roof to utility, pipe and duct penetrations.

Materials - General

Single source responsibility: Materials shall be sourced from one manufacturer including
sheet membranes, air barrier sealants, primers, mastics and adhesives.

Sheet-Applied, Self-Adhesive Vapour Permeable Air Barrier Membrane System

Description: Water resistive, vapour permeable, air barrier membrane consisting of a tri-
laminate of two outer layers of modified polyolefin or polypropylene, bonded with
permeable adhesive layer and split-back release film, complete with manufacturer’s
recommended primer. Membrane, with physical properties as follows:

A Weight: minimum 160 gm/m? (0.539 ounces/ft?).

Penetration and termination sealant: in accordance with manufacturers written
requirements.

Acceptable product systems:

Dorken ‘Delta-Vent SA'.

Dorken ‘Delta-Stratus SA’.

Henry 'Blueskin VP 160’.

Soprema ‘Sopraseal Stick VP'.

SRP Canada Inc. ‘SRP AirOutshield SA280'.
Vaproshield ‘WrapShield SA'.

o o r w N

PART 3 - EXECUTION

3.1

A

Installation - General

Surfaces to receive air barrier systems shall be smooth, dry and free from conditions that
will adversely affect execution, permanence, or quality of the work of this section.
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3.2

3.3

.2 Air barrier system shall be continuous in the building envelope. Lap and seal air barrier

systems in accordance with product manufacturer’s written installation requirements to
construction, control, and expansion joints, across junctions between different building
assemblies, and around penetrations through the building assembly.

Wrap into jamb, head and sill of building envelope window openings, door openings, and
other openings with air barrier system membrane by returning membrane to inside face of
opening unless otherwise indicated.

Installation - Sheet-Applied, Vapour Permeable, Self-Adhesive Membrane

Apply self-adhering membrane continuous to prepared and primed substrate in an
overlapping shingle fashion to shed moisture towards exterior and in accordance with
manufacturer's written requirements.

At the end of each days work seal the top edge of the membrane where it meets the
substrate using liquid air seal mastic. Trowel apply termination mastic to a feathered edge
to seal termination and shed water to seal termination and shed water.

Apply self-adhering membrane continuous across junctions between different building
assemblies, and around penetrations through the building assembly. Provide overlap in
accordance with manufacturer’s written requirements.

Inspect membrane for punctures, misaligned seams and fishmouths, apply additional layer
of membrane over affected area.

Apply membrane continuous across junctions between different building assemblies, and
around penetrations through the building assembly. Provide overlap in accordance with
manufacturer’s written requirements. Where adjacent air barrier or other building material
is sensitive to damage by heat required for application, provide transition membrane which
is compatible with thermofusible membrane and adjacent building material in accordance
with manufacturer’s written requirements.

Field Quality Control

Conduct quality control in accordance with Section 01 45 00.

END OF SECTION
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PART 1 - GENERAL

11 Summary
.1 Section includes:
A Supply and installation of prefinished steel flashings.
2 Supply and installation of prefinished aluminum flashings and fascia.
3 Supply and installation of steel soffits.
4

Supply and installation of prefinished aluminum fascia.

1.2 Administrative Requirements

.1 Conduct a pre-installation meeting in accordance with Section 01 31 19.

1.3 Submittals
Submit required submittals in accordance with Section 01 33 00.
.2 Shop drawings:
A Submit shop drawings including the following:
.1 Plans, elevations, sections, and attachment details.

.2 Detail fabrication and installation layouts, expansion-joint locations, and key
details. Distinguish between shop and field assembled work.

.3 Include identification of material, thickness, weight, and finish for each item and
location in the work.

Include details for forming, including profiles, shapes, seams, and dimensions.

.5 Include details for joining, supporting, and securing, including layout and
spacing of fasteners, cleats, clips, and other attachments. Include pattern of
seams.

Include details of termination points and assemblies.

Include details of expansion joints and expansion-joint covers, including
showing direction of expansion and contracting from fixed points.

.8 Include details of roof penetrations flashing.
.9 Include details of edge conditions and counter flashings as applicable.
.10 Include details of special conditions.
.11 Include details of connections to adjoining work.
.3 Samples:

A Submit full-size samples of each specified flashing material formed to detailed
profile including corner, curb, cap, and parapet flashing, and coping including lock-
joints and hold-down clips.

2 Submit 2 - 50 mm x 50 mm (2" x 2") samples of each type of sheet metal material,
colour and finish.
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1.4  Quality Assurance
.1 Qualifications:
A Installers / applicators / erectors:

.1 Installers: Shall have 5 years’ experience, minimum, in application of Products,
systems and assemblies specified and with approval of Product
manufacturers.

.2 Sealant shall be applied by a Subcontractor of recognized standing, having
preferably not less than 5 years of proven experience in this type of work, and
who has the necessary equipment and skilled mechanics to carry out the work
of this section satisfactorily and can substantiate this to satisfaction of
Consultant.

.2 Quality standards:
A Quality of fabrication and installation of sheet metal work shall comply with
recommendations published by Sheet Metal and Air Conditioning Contractors
National Association.
1.5 Delivery, Storage, and Handling

.1 Comply with AAMA CW-10 — Care and Handling of Architectural Aluminum from Shop to
Site.

.2 Keep materials and equipment free from debris, ice, snow and contaminants. Allow air to
circulate around metal components, sheets and break shapes.

.3 Protect holes, and reglets from water and ice during freezing weather.
PART 2 - PRODUCTS

21 Prefinished Steel Flashing and Soffits

.1 Sheet steel: Commercial quality to ASTM A653/A653M-13 with Z275 designation zinc
coating.

A Minimum thickness: 0.45 mm (0.0179”) (26 gauge).

2.2 Prefinished Aluminum Flashing and Fascia

.1 Aluminum flat sheet: Flat aluminum sheet to ASTM B209/B209M-21a, to the following
minimum thickness and alloy:

A Anodizing quality: 5005H14 to ANSI H35.1/H35.1M-2017.
2 Minimum thickness: 1.02 mm (0.040"), except as follows:
.1 Fascia thickness: 0.5 mm (0.019”).

2.3 Prefinished Metal Finishes
.1 Provide the following finish to exposed prefinished steel:
A Finish: factory prefinished CSSBI 10000 Series.
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.1 10000 Series (Polyvinylidene Fluoride - PVDF) will not visibly (within 10 metres
to the unaided naked eye) crack, chip, or peel (lose adhesion) for thirty-five
(35) years from date of application. This does not include minute fracturing that
may occur during the normal fabrication process. 10000 Series (Polyvinylidene
Fluoride - PVDF) will not chalk in excess of a number eight (8) rating, in
accordance with ASTM D4214-07(2015) method D659 at any time for thirty
(30) years; will not change colour more than five (5.0) Hunter AE units as
determined by ASTM D2244-22 at any time for thirty (30) years.

.2 Colour to later selection by Consultant from manufacturer's full range, except
as follows:

.1 Soffit: White, to later selection by Consultant from manufacturer's standard
range

.2 Provide the following finish to exposed prefinished aluminum:
A Clear anodized to AAMA 611-20, designation AA-M12C22A31, except as follows:
.1 Fascia:

.1 70% Kynar 500 or Hylar 5000 fluoropolymer resin systems, ceramic
pigments and other select inorganic pigments to AAMA 2605-17a.

.1 Acceptable Products:
.1 PPG 'Duranar XL'".

.2 Sherwin-Williams ‘Fluropon Classic’.

.2 Colour: to later selection by Consultant from manufacturer’s standard range
of colours.

24 Accessories
Isolation coating: to CAN/CGSB-1.108, bituminous type.
.2 Sealants:

A Exposed sealants: Silicone in accordance with Section 07 92 00, colour as
selected by Consultant from manufacturer's full range.

2 Concealed flashing sealants; hooked-type expansion joints with limited movement:
Butyl sealant to ASTM C1311, single-component, solvent-release butyl rubber
sealant; polyisobutylene plasticized; heavy bodied.

.3 Cleats: of matching metal to flashing material, continuous, and of greater thickness than
flashing material. Offset joints in cleats 305 mm (12”) with joints in perimeter edge metal.
Allow a 12.7 mm (1/2") gap between pieces.

4 Fasteners:

A Wood screws, annular threaded nails, self-tapping screws, self-locking rivets and
bolts, and other suitable fasteners designed to withstand design loads and
recommended by manufacturer of primary sheet metal.

2 General: Blind fasteners or self-drilling screws, gasketed, with hex-washer head:

.1 Exposed screws: 38 mm (1-1/2") long minimum at 450 mm (18") on centre
maximum. Heads matching colour of sheet metal using plastic caps or factory-
applied coating. Provide metal-backed EPDM washer under heads of exposed
fasteners.
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.2 Blind fasteners: High-strength aluminum or stainless-steel rivets suitable for
metal being fastened.

.3 Cleat fasteners: Corrosion-resistant barbed angular ring or screw shank nail;
length to achieve approximately 32 mm (1-1/4") penetration into nailer.

Fasteners for prefinished aluminum sheet: Aluminum or Series 300 stainless steel.

Fasteners for prefinished galvanized steel sheet: Series 300 stainless steel or hot
dip galvanized steel to ASTM A153/A153M-09 and ASTM A653/A653M-13 Class

G185.

5 Fasteners for galvanized steel sheet: Series 300 stainless steel or hot dip
galvanized steel to ASTM A153/A153M-09 and ASTM A653/A653M-13 Class
G185.

.6 Fasteners and plates to meet the requirements of FM 4470-12 for wind uplift and

corrosion resistance.

2.5 Fabrication

.1 Fabricate metal flashings and other sheet metal work in accordance with applicable
SMACNA "Architectural Sheet Metal Manual (Seventh Edition) details and as indicated.

Form pieces in 3048 mm (10 ft) maximum lengths. Make allowance for expansion at joints.
Sealed joints: Form non-expansion but movable joints in metal to accommodate sealant.

Fabricate cleats and attachment devices of sizes as recommended by SMACNA's
"Architectural Sheet Metal Manual" and by FMG Loss Prevention Data Sheet 1-49 for
application, and of greater thickness of metal being secured.

.5 Hem exposed edges on underside 12.7 mm (1/2"). Mitre and seal corners with butyl
sealant.

.6 Form sections square, true and accurate to size, free from distortion and other defects
detrimental to appearance or performance.

Apply isolation coating to metal surfaces to be embedded in concrete or mortar.

Provide 25.4 mm (1") gap between drip edges and wall finish material to redirect water
runoff away from walls.

.9 At parapets, provide 25.4 mm (1") minimum overlap between bottom of wood blocking or
flashing anchorage support and edge of drip or termination of flashing.
PART 3 - EXECUTION

3.1 Field Quality Control
.1 Conduct quality control in accordance with Section 01 45 00.
A The work of this section will be inspected and tested in conjunction with inspection
and testing of roofing work.
3.2 Adjusting and Cleaning

.1 Remove deposits, stains or protections and wash metals left unpainted and exposed to
view as recommended by manufacturer of metal or paint finish.
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3.3 Protection

.1 Advise Contractor of required procedures for surveillance and protection of flashings and
sheet metal work during construction to ensure that work will be without damage or
deterioration other than natural weathering.

END OF SECTION
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PART 1 - GENERAL

1.1

1.2

1.3

Summary

Section includes:

A Exterior building sealants.

2 Interior building sealants.

Section excludes:

A Glazing sealants in accordance with Section 08 80 00.

2 Mechanical and electrical sealant work.

Administrative Requirements
Coordination:

A Coordinate cleaning, priming and installation to avoid contamination of wet, freshly
coated or adjacent finished surfaces.

Conduct a pre-installation meeting in accordance with Section 01 31 19.

A The following items shall be addressed at the pre-installation meeting:
Analysis of the work and weather conditions.

Shape factor of the joint.

Recommendations for priming joints.

Inspection of surfaces and joints.

Compatibility of materials.

o o r W N

Backing materials.

Submittals
Submit required submittals in accordance with Section 01 33 00.
Product data sheets:

A Submit manufacturer's Product data sheets for Products proposed for use in the
work of this section.

2 Submit manufacturer's and Product name for each sealant which will be used in
the Work prior to commencing the Work.

Samples:

A Submit "wet sample" sealant colour samples for each sealant Product and colour.

Test and evaluation reports:

A Test sealant in contact with samples of materials to be sealed to verify adhesion
will be achieved and no staining of the material will result. Prepare sample joints
at the Place of the Work of each type of sealant for each joint condition.

.1 Submit test results to Consultant prior to application of sealants.
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2 Test sealant in contact with samples of porous materials to be sealed to ensure
that no staining of the material will result in accordance with ASTM C1248-22.

.1 Submit test results to Consultant prior to application of sealants.

1.4  Quality Assurance
.1 Qualifications:
A Subcontractor:

.1 Shall have 5 years’ experience, minimum, in application of Products, systems
and assemblies specified.

2 Installer to comply with quality assurance articles referenced in ASTM C1193-16
for installation of joint sealants.
.2 Mock-up:

A Submit 2440 mm (96") long sealant joint mock-up.

1.5 Field Conditions
Conform to sealant manufacturer's specifications and recommendations.
.2 Do not proceed with installation of joint sealants under the following conditions:

A When ambient and substrate temperature conditions are outside limits permitted
by joint sealant manufacturer, or are below 5° C (40° F).

When joint substrates are wet.

Where joint widths are less than those allowed by joint sealant manufacturer for
applications indicated.

4 Where contaminants capable of interfering with adhesion have not yet been
removed from joint substrates.

PART 2 - PRODUCTS

2.1 Performance/Design Requirements

.1 Interior sealants shall have a VOC limit of 50 g/L maximum, unless otherwise specified,
and comply with South Coast Air Quality Management District (SCAQMD) Rule 1168,
Adhesive and Sealant Applications.

.2 Joint sealants:
A Shall perform as air tight and water-tight joints.
2 Defects shall include, but are not limited to:
.1 Staining from abutting materials or filler.
Migrating, bleeding into, or staining abutting materials.
Unsightly surface deformation.

Excessive colour change, chalking, or dust pick-up.

o r W N

Failing adhesively or cohesively where maximum elongation is less than 25%
of designed width of exposed joints.

.6 Hardening to more than 25% over specified hardness.
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2.2 Sealants

.1 General:

A

Single source responsibility: Obtain joint sealant from a single manufacturer for
each joint sealant type.

Colours: Sealant colours shall match colours of adjacent materials, as selected
and approved by Consultant.

.1 Colours shall be selected from manufacturer’s full range of colours.

In accordance with ASTM C920-14 and other requirements indicated for each
liquid-applied chemically curing sealant, including those referencing ASTM C920-
14 classifications for type, grade, class, and uses.

For sealants to be applied to porous substrates:

.1 Provide products that have undergone testing in accordance with ASTM
C1248-22 and have not stained porous joint substrates indicated for Work.

Sealant supplied shall not exude any material(s) which travels into adjacent
materials, or travels onto surfaces of adjacent materials; causing damage, or
attracting soiling, which becomes apparent during the service life of the building.

.2 Exterior sealants; joints in vertical and overhead surfaces:

A

Silicone sealant; general grade; 100% inorganic type:

.1 Sealant: single component, non-sag, low to medium modulus, 100% silicone
joint sealant, in accordance with the following: ASTM C920-14, Type S, Grade
NS, Class 25 or greater. SWR Institute Sealant Validation Program.

.2 Acceptable Products:

.1 Low modulus sealants:
.1 DOWSIL ‘Contractors Concrete Sealant CCS’.
.2 Sika ‘Sikasil WS-290'.
.3 Momentive ‘Silicone Weatherproofing Sealant SWS’.
4 Tremco, Inc. 'Spectrem 1'.

.2 Medium modulus sealants:
.1 DOWSIL ‘Contractors Weatherproofing Sealant CWS'.
.2 Sika ‘Sikasil WS-295'.

.3 Tremco, Inc. 'Tremsil 400'.

.3 Interior general sealants:

A

2

VOC limit: less than 250 g/L.

Interior sealant; gap filler: at movement paintable joints in vertical surfaces: One-
component polyurethane sealant in accordance with the following: ASTM C920-
14, Type M or S, Grade NS, Class 25.

.1 Acceptable Products:
.1 Master Builders Solutions Canada ‘MasterSeal NP100’.
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23

.2 Sika ‘Sikaflex 15LM".
.3 Substitutions: in accordance with Section 01 25 00.

3 Interior sealant; at movement joints in vertical surfaces: one-component
polyurethane sealant in accordance with the following: ASTM C920-14, Type M or
S, Grade NS, Class 25.

.1 Acceptable Products:
.1 Master Builders Solutions Canada ‘MasterSeal NP1’.
.2 Sika ‘Sikaflex 15LM'.
.3 Tremco, Inc. ‘Dymonic 100’
.4 Substitutions: in accordance with Section 01 25 00.

4 Interior sealant; at vertical and trafficable movement joints: one-component low
modulus silicone sealant in accordance with the following: ASTM C920-14, Type
S, Grade NS, Class 100/50. SWR Institute Sealant Validation Program.

.1 Acceptable Products:
.1 DOWSIL ‘790'.
.2 Momentive ‘Silpruf LM SCS2700’.
.3 Sika ‘Sikasil WS-290'.
4 Tremco, Inc. ‘Spectrem 1’.

Accessories

General: Provide joint sealants, primers, backings, and fillers that are compatible with one
another and with joint substrates and other sealants or joint fillers specified and approved
for applications indicated under joint sealant scheduled and under conditions of service
and application as demonstrated by joint sealant manufacturer based on proven test
results and field experience. When incompatible, inform Consultant and change to
compatible type acceptable to Consultant.

Cylindrical sealant backings: Provide joint backings that meet ASTM C1330-02, Type O
(open-cell polyurethane), or Type B (non-absorbent bi-cellular backing materials with
surface skin), sized 25 percent or greater than joint opening with proper density to control
sealant depth and profile. Follow joint sealant manufacturer's recommendations with
backing selections for optimum joint sealant performance, in accordance with the following
schedule:

A Use open cell foam with non-absorbing closed cell skin (Sof-Rod) for vertical joints;
round shape for open joints and triangular shape for angular joints.

2 Use closed cell foam for horizontal joints.

Bond-breaker tape: Polyethylene tape or other approved plastic tape as recommended by
joint sealant manufacturer to prevent 3-sided joint adhesion to rigid, inflexible joint fillers
or joint surfaces at back of joint where such adhesion would restrict proper sealant
movement or result in sealant failure.

Masking tape: Non-staining, non-absorbent and compatible with joint sealants and
adjacent surfaces.
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.5 Sealant primers: Use primers only as recommended by sealant manufacturer where

required to enhance adhesion of sealant to specific joint substrates indicated and as
determined for use from pre-construction mock-up testing. Select primers in consultation
with sealant manufacturer and manufacturer of substrate material which do not have a
detrimental effect on sealant adhesion or in-service performance.

.6 Cleaners for nonporous surfaces:

A Provide non-staining, chemical cleaners of type which are acceptable to
manufacturer of sealant and sealant backing material, which are not harmful to
substrates and adjacent nonporous materials, and which do not leave oily residues
or otherwise have a detrimental effect on sealant adhesion or in-service
performance.

2 Provide cleaner conditioner required for glass and glazed surfaces as
recommended by sealant manufacturer.

PART 3 - EXECUTION

3.1

3.2

3.3

Manufacturer’'s Recommendations

Unless specified otherwise herein, comply with the recommendations and directions of the
manufacturer whose materials are being used in the work of this section.

Preparation

Protect adjacent work areas and finished surfaces from damage during joint sealant
installation.

Clean and prepare joint surfaces and substrates of substance that could impair the bond
of joint sealants immediately before installing joint sealants.

Provide a dry, dust-free and cleaned substrate for optimum results.

Clean porous joint surfaces by using heavy-duty brushing, light abrasive, mechanical
abrading or combination of these methods to produce a clean, sound surface for optimum
bond with joint sealants per manufacturer’'s recommendations.

Non-porous surfaces shall be cleaned using the two-cloth wipe method as referenced in
ASTM C1193-16 and outlined by joint sealant manufacturer’s written requirements.

Rusting or scaling surfaces shall be prepared using abrasive cleaning methods as
recommended by joint sealant manufacturer prior to joint sealant installation.
Efflorescence, mould, mildew and algae must be removed and neutralized prior to joint
sealant installation.

Prepare finish-coated surfaces per joint sealant manufacturer's specific
recommendations.

Test materials for indications of staining or poor adhesion before any sealing is
commenced. Submit reports in writing to Consultant of results.
Masking

Where necessary to prevent contamination or marring surfaces of adjacent materials,
mask areas adjacent to joints with masking tape prior to priming or sealing application.
Remove tape immediately after joint has been completed and an initial set achieved.
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3.4
A

Installation

Install in accordance with joint sealant manufacturer’s installation written requirements for
products, primers and applications indicated unless more stringent project-specific
instructions or requirements apply.

Apply joint sealants for continuous waterproof sealant joint protection. Vertical joints shall
be lapped over horizontal joints as recommended by sealant manufacturer. Comply with
installation recommendations in ASTM C1193-16 for use of joint sealants as applicable to
each specific sealant installation.

Install sealant primers only when recommended by sealant manufacturer and
demonstrated at pre-construction tests after joint surface preparation has been completed
and when surfaces are verified as clean and dry. Allow any primer installation to
completely dry or cure prior to installation of backing or joint sealants. Primer is mandatory
for gun applied sealants.

Install joint sealants using proven techniques that comply with the following and in proper
sequence with installation of primers and backings.

A Using proper joint sealant dispensing equipment, place sealants by pushing
sealant beads into opening to fully wet-out joint sealant substrates. Fill sealant joint
opening to full and proper configuration.

2 Install, providing uniform cross-sectional shapes and depths in relation to joint
width for optimum sealant movement capability per joint sealant manufacturer’s
written requirements.

Joint sealant tooling is required for non-sag joint sealant installations. Immediately after
placing fresh sealants and before skinning or curing begins, tool sealants using metal
spatulas designed for this purpose in accordance with manufacturer’'s recommendations.
Provide a smooth, uniform sealant finish, eliminating air pockets and ensuring good
contact for optimum sealant adhesion within each side of the joint opening.

A Provide concave joint configuration as indicated per figure 5-A in ASTM C1193-16
unless otherwise indicated.

2 Use tooling agents that are approved in writing by sealant manufacturer and that
do not discolour sealants or adjacent surfaces.

.3 Remove excess sealant from surfaces adjacent to joint openings using metal
spatula, promptly cleaning any sealant residue from adjacent finished surfaces.
Remove masking after joint sealant is installed.

Allow single-component sealants to fully cure before adhesion testing is performed as
recommended by joint sealant manufacturer.

Match approved sealant mock-up for colour, finish and overall aesthetics. Remove,
refinish or re-install work not in compliance with the Contract Documents.

When surfaces of adjacent materials are to be painted, perform sealant work before these
surfaces are painted.

Check form release agent used on concrete for compatibility with primer and sealant. If
they are incompatible inform Consultant and change primer and sealant to compatible
type, or clean concrete to sealant manufacturer's acceptance.
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3.5

3.6

10

1

A2

A3

14

15

16

A7

18

19

Install joint backing material, filler strips, gaskets, bond breakers and similar type material
of comparable performance characteristics. Install bond breaker tape or packing over
asphalt impregnated fibre board as recommended by sealant manufacturer.

Where joints are 12.7 mm (1/2") or deeper, insert backing material in continuous uniform
compression with setback from finished face of adjoining materials equal to required depth
of sealant (width/depth ratio) as specified herein.

On horizontal traffic surfaces, support joint filler against vertical movement which might
result from traffic loads, including foot traffic.

Install bond breaker tape in bottom of joints in lieu of sealant backing where proper depth
cannot be obtained when backing is installed.

Maintain correct sealant depth. Sealant depth shall be 1/2 the width of the joint, maximum
depth shall be 12.7 mm (1/2"), minimum depth shall be 6 mm (1/4"). Comply with
manufacturer's written recommendations.

Fillet bead sealant joints to be sized to provide proper contact area with substrates, in
accordance with manufacturer's written recommendations.

Apply sealants using pressure-operated guns fitted with suitable nozzles in accordance
with manufacturer's directions. Apply sealants in such manner as to ensure good adhesion
to sides of joints and to completely fill voids in joints.

Apply sealants so that surfaces of joints are smooth, full bead, free from ridges, wrinkles,
sags, air pockets and embedded impurities. Tool sealant surfaces to produce a smooth
surface.

Install sealant with exterior face of sealant set back 10 mm (3/8") from face of adjacent
materials at building movement joints, unless otherwise indicated.

Do not apply sealants to areas where installation of paints, coatings or flooring is in
progress. Apply sealants after such work is complete and fully cured.
Exterior Sealant Schedule

Include in work of this section joint sealants in exterior assemblies to seal open joints in
surfaces exposed to view, and to make building weather-tight, as indicated, and as
otherwise specified, except where specified under the work of other sections.

Exterior sealant work is part of the work of this section. Install sealant to:

A Perimeters of exterior openings where frames/glazing meet exterior facade of
building.

Movement and control joints in exterior surfaces of insitu concrete and masonry.
Exterior joints between masonry and insitu concrete.

Exterior joints in horizontal wearing surfaces.

o w N

Perimeters of mechanical and electrical penetrations including but not limited to
outlets and electrical boxes.

Interior Sealant Schedule

Include in work of this section sealants to seal open joints in surfaces exposed to view,
and to make building weather-tight and air-tight, as applicable, as indicated, and as
otherwise specified, except where specified under the work of other sections.
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3.7

3.8

3.9

Install sealant to:

A Movement and control joints on exposed insitu concrete walls.
2 Interior control and expansion joints in floor and wall surfaces.
3 Raked out joints at junctions of masonry with concrete walls and columns, and at

intersection of masonry walls and partitions where joint reinforcement is installed.
Perimeters of exterior and interior door and window frames.

5 Joints at tops of non-load bearing masonry walls at the underside of insitu
concrete.

Exposed interior control joints in gypsum board.
Millwork junctions with walls.

Field Quality Control

Conduct quality control in accordance with Section 01 45 00.

Adjusting and Cleaning

Remove droppings and clean off excess sealant or sealant residue adjacent to sealant
joint installations as the work progresses by methods approved by joint sealant
manufacturer before material achieves initial set.

Do not damage adjacent surfaces with harmful removal techniques and protect finished
surfaces beyond those that have been masked.

Remove and replace damaged joint sealants.

Remove temporary coverings and masking protection from adjacent work areas upon
completion.

Protection

Protect installed sealants during and after final curing from damage resulting during
construction.

END OF SECTION
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PART 1 - GENERAL

1.1

1.2

1.3

Summary

Section includes:

o o xM w N -

Aluminum curtain wall.

Fixed aluminum windows.

Operable windows.

Aluminum entrance doors.

Glass and glazing in accordance with Section 08 80 00.

Seal joints within the work of this section in accordance with Section 07 92 00, except
where specified otherwise and at abutting joints between this section and the work of
other sections.

Prefinished aluminum panel fabrications, including closures, sills, cap flashings at
interface with roofing, channel and bent plate, complete with cap for existing wall
finish.

Administrative Requirements

.1 Conduct a pre-installation meeting in accordance with Section 01 31 19 and the

following requirements:

.1 Review methods and procedures related to glazing systems including the
following:

.1 Review flashings, special interface details and scheduling with adjacent
material assemblies, penetrations, and conditions of other construction that will
affect glazing systems.

Submittals

Submit required submittals in accordance with Section 01 33 00.

Submit warranty specimen prior to commencement of shop drawings.

Product data sheets:

A

Submit manufacturer's Product data sheets for Products proposed for use in the
work of this section.

Shop drawings:

A
2

Submit engineered shop drawings.

Indicate with plans, sections, elevations and sufficient full size details,
components and methods of assembly, materials and their characteristics
relative to their purpose, and other fabrication information relationships to
adjacent systems.
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3 Identify and describe material types being supplied, wall thicknesses of

extrusions, and shapes including connections and grades, dimensions and
tolerances (minimum and maximum), attachments, reinforcing, anchorage and
locations of fastenings, air barrier transitions to various adjacent building
envelope air barrier materials, and provisions for thermal and structural
movement between components of this section and adjacent materials.

Include description of materials, metal finishing specifications, and other pertinent
information.

Design loads, typical reactions and support movement allowances, both vertical
and horizontal, shall be placed on the shop drawings.

Shop drawings shall clearly indicate the specification of materials and, where
applicable, indicate installation methods and coordination with other sections.

Shop drawings shall clearly indicate paths and methods of moisture egress
(should this occur) and ventilation of framing and spandrel conditions.

Clearly indicate each type of frame and screen, extrusion profiles, method of
assembly, section and hardware reinforcement and mounting plates, locations of
exposed fasteners, finishes, glazing systems, glass type, accessories, line of air
barrier and drainage path, and as required to completely represent the proposed
window system.

Indicate fastening system for anchorage of windows to opening, and structural
window design for each window type and size, structural designed under seal of
qualified professional engineer registered in the Place of the Work.

.5 Design Calculations:

A

Submit under seal, calculations prepared by the professional engineer responsible for

the preparation of the shop drawings that clearly indicate the following:
.1 Design assumptions regarding loadings related to the building code.
.2 Codes and standards to which calculations are based upon.

.3 Materials proposed and their allowable shear and bending stresses.

4 Maximum and minimum tolerances for proposed materials including anchors,

holes and spacings.

.5 Testing data to confirm compliance with performance requirements for the work

of this section.

.6 Analysis for dead, wind, snow and guard loads as required and movements

caused by temperature changes, support deflections and building sway.

.7 Analysis to include anchors, glazing members, structural joints, sealants, glass.
Show section property computations for framing members and submit full sized

drawings.

.8 Analysis to include thermal performance.

.6 Samples:

A

Submit samples of frame, sill and mullion sections, sill flashing and accessories,
fasteners for connection of frame to opening, glazing tape, glass retainers, glazing
gaskets, screening and frame, spandrel panels and each finish material and any
other material, as requested.
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2 Samples of colour and finish prepared as specified on respective metal
components for both extrusion and sheet.
3 Identify samples as to treatment, thickness, alloy, framing composition, colour,
manufacture, performance standard and portion of the work to which they apply.
4 Fabrication shall not proceed without written acceptance of samples from
Consultant.

.7 Test and evaluation reports:

.1 Submit valid independent laboratory test reports of full-scale mock-up for the
specific glazing systems required under the work of this section, including framing
members, glazing units, anchorage, slab edge covers, opening units, and
transitions to adjoining assemblies and materials to demonstrate compliance
respecting specified air and water infiltration and environmental separation
performance and specified performance requirements specified in this section.

.1 Test reports shall be recent and produced within the past 5 years.

.2 Work shall not be fabricated until laboratory test reports demonstrate compliance
with requirements of the Contract Documents. Where independent laboratory test
reports do not demonstrate compliance with the Contract Documents include the
cost of necessary testing in the Contract Price.

.1 Adhesion of sealant to samples of metal and glass is adequate when
tested in accordance with ASTM C794-18(2022).

.2 Materials in contact with sealant are compatible with sealant after 4,500
hours, tested in accordance with ASTM C1135-19 using QUV
Weatherometer.

.3 Stress on each detailed sealant joint will not exceed design stress of
sealant when exposed to specified wind loads.

.4 Insulating glass units will withstand design loads specified in the Contract Documents.

1.4 Closeout Submittals
.1 Operation and maintenance data:
A Submit manufacturer’s operation and maintenance instructions for incorporation
into the operation and maintenance manuals in accordance with Section 01 77 00.
1.5 Quality Assurance

.1 Qualifications:

A Installers / applicators / erectors:

.1 The work of this section shall be performed by a Subcontractor who is regularly
engaged in the engineering, manufacture, fabrication, assembly, glazing and
installation of curtain wall glazing systems. Subcontractor shall demonstrate to
the acceptance of the Consultant, that they have successfully performed on

comparable projects over the previous 10 years.
.2 Foreperson experience: Minimum 10 years experience as glazing mechanic.

.3 Typical glazing mechanic experience: Minimum 3 years experience as glazers.
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4 Welding: Perform welding of structural components only by fabricators certified
by Canadian Welding Bureau to CSA Welding qualification codes; CSA W47.1-
19 for welding of steel, and CSA W47.2-11(R2020) for welding of aluminum.

1.6 Delivery, Storage, and Handling

.1 Comply with AAMA CW-10 — Care and Handling of Architectural Aluminum from Shop to
Site.

.2 Brace and protect frame units to prevent distortion and damage in shipment and handling.
.3 Provide methods for lifting or hoisting units into place without causing damage.
1.7 Warranty
.1 Warrant work of this section in accordance with Section 01 78 36.
.1 System:
.1 Labour, materials, and workmanship for work of this section.
.2 The warranty is a total system warranty.
.3 Duration: 10 years.
.2 Glass units:
.1 In accordance with Section 08 80 00.

.3 Aluminum finishes:
.1 Repair finishes or replace aluminum that shows evidence of failure to comply
with specified performance requirements of factory-applied finishes within
specified warranty period.

.2 Duration: 5 years.
PART 2 - PRODUCTS

2.1 Manufacturer

.1 Manufacturers shall develop materials and Products of this and related sections to achieve
design intent as indicated and specified. Comply with design requirements and building
code.

.2 Work of this section shall be provided by one of the following acceptable manufacturers:
.1 Commdoor
.2 Oldcastle Building Envelope
.3 Alumicor Limited
4 Kawneer Company Inc.
.3 Substitutions: in accordance with Section 01 25 00.

2.2 Glazing System Design- Specific Component Requirements

.1 Glass design:

.1 Design glass in accordance with CAN/CGSB 12.20-M89 and Section 08 80 00.
.2 Insulating glass units in accordance with Section 08 80 00.
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.2 Curtainwall:
A Depth: 160 mm (6-1/4").
.1 Acceptable Products:
.2 Aluminum Curtain Wall Units
.1 Commdoor 8200 Series (6-1/4” overall frame depth).
.2 Commdoor 225 Series Operable Vents.
.3 Commdoor 4300 Series Swing Doors
2 Description:
.1 Thermally broken assemblies.
.2 Mechanically fasten horizontal and vertical edges of infill materials and glass
units with mechanically fastened continuous pressure plates complete with caps.
.3 Fasteners: concealed.
3 Hardware:
.1 THOO Awning:
.1 Roto Operator with non-folding handle (nickel plated)
.2 Stainless Steel friction arms.
.3 Claw locking handles (nickel plated)
4 Insect screens
4 All extruded structural aluminum to be of alloy 6063-T6.
.3 Aluminum Window Units
.1 Commdoor 425 Series (4” overall frame depth)
.2 Commdoor 225 Series Operable Vents
.2 Description:
.1 Thermally broken assemblies.
.2 Fasteners: concealed.

.3 Glazing pockets shall be vented, pressure equalized and drained to the exterior.
Elastomeric air seal gasket shall be installed around the full perimeter of glass
and sealed at corners with silicone sealant. Air seal gasket must provide
adhesion with silicone sealant.

3 Hardware:
.1 Casements:
.1 Roto operator
.2 Caldwell butt hinges (black finish)
.3 Multi-point locking mechanism
4 Insect screens.
4 Aluminum entrances, and framing:
.1 Acceptable entrance framing products:

.1 Exterior entrance framing; acceptable Products:
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.1 Curtainwall framing as specified above.
.2 Acceptable door products:
.1 Exterior doors; acceptable Products:
.1 Commdoor 4300 Series Entrance.
.3 Description:
.1 Fasteners: concealed.

.2 Door framing connections: Reinforce mechanically-joined corners of doors by
welding, spigotting, welding and spigotting or by one piece cast aluminum
angle to produce sturdy door unit.

.3 Weather-stripping:
.1 Jambs and head: Dense, bulb polymeric material, resilient and retains
weathering ability under normal temperature range.

.2 Door sweeps; exterior doors only: Sweep strip applied to the bottom
door rail.

.4 Door hardware; butt hinges, closers, thresholds, push/pulls, locks, exit
hardware, and as indicated: for installation by this section.

Performance/Design Requirements - General

Reinforce units to withstand handling stresses, temperature changes, the effect of
shrinkage forces, wind loads, dead and live loads, and related loads.

Design, fabricate, and install work of this section in compliance with building code.

Design components to achieve sufficient freedom of movement of members to allow for
thermal expansion and contraction within the range of air and surface temperatures as
applicable to the location of the components without causing harmful buckling, opening of
joints, distortion, undue stress on fasteners, breakage of sealants, or other detrimental
effects

Make provision at operable units, fixed glazing units, and at spandrel panels for drainage
to the exterior. Design system to comply with building code requirements.

Design and fabricate windows to AAMA/WDMA/CSA 101/1.S.2/A440-11 - Windows, and
to the following minimum criteria:

A Air leakage: A3.

2 Forced entry resistance: F20 ground floor and units with access from terrace
levels, and other windows to F10 requirements.

3 Glazing: G1.
4 Screen type: S2.

Design and anchor work so that there will be no objectionable distortion or seriously
stressed fastenings as metal expands and contracts. Design and fabricate expansion
joints to ensure that they will be, and remain, permanently watertight. Locate joints as
shown on reviewed shop drawings. Incorporate necessary wind bracing as required.

Design mullions for maximum deflection of 1/175 or 19 mm (3/4") maximum, under design
wind load.

Design horizontal mullions for maximum reduction of glass bite by 3 mm (1/8"), under
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greatest glass dead load condition. Design location of setting blocks to suit glass loads.

Design total system to specified performance and ensure that proper and recommended
use of materials forming part of the work.

Design to drain to exterior face of the wall or window assembly, any water entering at
joints and any condensation occurring within the wall or window assembly.

Design structural support framing components to CSA A157 under direct supervision of a
professional structural engineer experienced in design of work in this section and licensed
at the Place of the Work.

Edges of glass shall be secured in place using aluminum glazing retainers.

Vision glazing shall be replaceable from the interior with finished aluminum stops; spandrel
glazing shall be replaceable from the exterior.

Edges of glass shall be secured in place using aluminum glazing retainers.
Vision glazing shall be replaceable from the interior with finished aluminum stops; spandrel
glazing shall be replaceable from the exterior.

Performance/Design Requirements - Structural

.1 Design components to the relevant sections of the building code, using limit states design

methods.
.2 Design glass in accordance with CAN/CGSB 12.20-M89, except where greater

requirements are specified. For the purposes of glass design, and cladding design, wind

loads shall be taken to have a minimum duration of 60 seconds.

.3 Glass units shall withstand thermal stresses. Base thermal stress calculations on the use
of roller shades mounted not less than 64 mm (2-1/2") from the inside face of glass units
and slab edge pocket as indicated. Glass units shall also withstand thermal stresses
created by shadowing of exterior components or assembly and elevated interstitial space

temperatures. Glass thermal stress analysis to be provided as formal submittal.

.4 Design of framing systems shall include necessary adjustments to wall thickness of
mullions, mullion reinforcing or other necessary structural design to comply with the
specified design requirements. Such design measures shall not relieve the Contractor of

achieving other requirements.

.5 Movement criteria: the Work shall be designed and constructed so as to allow for

movements of the Work and/or supporting structure as follows:

.1 Expansion and contraction of component materials of the Work produced by an

exterior surface temperature range of -35°C to +60°C.

.2 Structural and thermal movements of the reinforced concrete and structural steelas

prepared by the Consultant’s structural engineers.

.3 For work connected to adjacent floor slabs the design shall accommodate total

differential slab to slab movement of 16 mm (5/8") unless otherwise indicated.

.4 The above movements to be accommodated without overstressing components in
the Work, and without buckling, failure of weather seals, undue stress on glass,

glass breakage, undue stress on structural elements, or other detrimental effects.

.6 Design aluminum framing members in accordance with CAN/CSA-S157-05/S157.1-05.
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.7 Deflection limits:

.1 The deflection of framing member in direction normal to plane of glass when
subjected to uniform load deflection test in accordance with ASTM E330/E330M-
14(2021), under specified design loads, shall not exceed 1/175 of clear span clear
spans up to 4110 mm (13’-6”) and to 1/240 of clear span plus 6.4 mm (1/4") for spans
greater than 4110 mm (13’-6”) or an amount that restricts edge deflection of individual
glazing lites to 19 mm (3/4"), whichever is less.

.2 In the plane of the wall, deflection of framing members shall not reduce the glass or
panel bite below 75% of the design dimension and shall not reduce the glass or panel
edge clearance below 25% of the design dimension or 3 mm (1/8") whichever is
greater. Restrict dimensions further if required for assembly, fit of components or to
accommodate movements specified herein.

.3 Deflection limits for sheet metal air/vapour barriers including backpans shall be L/240
or maximum 6.4 mm (1/4") whichever is less, under specified design loads.

4 For the work of this section, air barrier components, including sealants and
membranes shall not fail under design conditions. Failure shall include loss of
adhesion, excessive deflection, movement or displacement beyond product
limitations, materials placed under stress beyond manufacturers recommended range.

.8 Glazing that extends to a dimension of less than 1070 mm (42") above the adjacent
finished floor level which is greater than 600 mm (24") above the ground on the exterior
or interior of the building, shall have the glass, mullions and connections be designed as
a guard to the following:

.1 The building code requirements for guards.
.2 The building code requirements for glazing subject to human impact.

.9 Design structural steel structural components and fasteners in accordance with CSAS16-
14,

.10 The design of the structural action of glazing systems shall be "simply supported" and
shall not induce bending moment or thrust reactions into the building.

.11 Design systems to withstand own dead load, snow, ice and wind loads and combination
thereof, as calculated in accordance with the building code, to maximum allowable
deflection without permanent deformation.

.12 Design systems to have a method of attachment to the structure that will take into
account peculiarities at the Place of the Work so that there shall be no possibility of site
and air vibrations or normal temperature movements of the building to loosen, weaken,
or fracture the connection between building envelope assembly components and the
structure or between the components themselves.

.13 Assembly shall be secured in a manner that will keep stresses on sealant within the
sealant manufacturer's recommended working range.

.14 Uniform load: No principal member shall display undue effects or permanent set in the
framing members in excess of 0.2% of their clear spans after being subjected to
structural load test equal to 1.5 times the specified design load, when tested in
accordance with ASTM E330/E330M-14(2021).



Trent University Champlain College North Quad Window Replacement Section 08 51 13

CMV Group Architects

Project No.: 25A110 January 30, 2026
Aluminum Framed Glazing Systems

25 Performance/Design Requirements - Air Filtration and Water Resistance

.1 Air infiltration/exfiltration rate:

.1 Fixed glazing: Maximum 0.3 L/s/m2 (0.06 cfm/ft2) of glazing area when tested in
accordance with ASTM E283-04(2012) at test pressure of 75 Pa (1.57 psf).

.2 Single entrance doors: Maximum 2.54 L/s/m2 (0.5 cfm/ft2) when tested in
accordance with ASTM E283-04(2012), at a pressure differential of 75 Pa (1.57

psf).

.3 Paired entrance doors: Maximum 5.08 L/s/m2 (1.0 cfm/ft2) when tested in
accordance with ASTM E283-04(2012), at a pressure differential of 75 Pa (1.57

psf).
.2 Water resistance:

.1 Static; fixed glazing: No water penetration shall occur when the work is tested
accordance with ASTM E331-00, amended to prohibit water from passing through
interior glazing seals or frame joints, at a test pressure equal to 20% of positive
design wind pressure and but not less than 300 Pa (6.27 psf).

.3 Design glazing systems using rain screen principle with the following characteristics:

.1 Interior (room-side) air seal at component interfaces.

.2 Exterior (weather-side) deterrent seal formed by continuous gaskets or flush
silicone seal as applicable.

.3 Glazing pockets vented and drained to the exterior.

4 Extrusions with integral gutters of sufficient depth to carry intruded rainwater and
snow-melt to the exterior.

.5 System of baffles to prevent water entering the glazing cavity due to gravity,
capillary action or rain momentum.

.6 Metal to metal joints within the glazing cavity shall be designed and installed to be
sealed prior to assembly and fixing and so as to provide continuous drainage of
water to points of egress from assembly. Where location of drainage must drain
more than one lite and/or spandrel, the number of drainage holes shall be
increased according to rain screen design principle.

.4 Cap and seal exposed ends of mullions and caps, while not compromising drainage
qualities.

2.6 Performance/Design Requirements - Thermal

.1 No condensation or frost shall form on the interior of glazing or framing members when
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tested under the following conditions:

.1 Interior air: 22°C, 30% R.H.
.2 Exterior air: -19°C, 24 km/h (15 mph) wind speed.

.2 In addition to the above requirements the framing system shall be designed such that
condensation or frost will not form on the interior surface of the aluminum members
before appearing on the adjacent insulating glass units. To achieve this requirement,
any metal on the exterior of the Work will require a thermal break between metal on the
interior.

.3 Brackets and attachment shall not cause thermal bridging resulting in interior
condensation forming at design conditions.

2.7 Materials
.1 Glass: in accordance with Sections 08 80 00.

.2 Aluminum extrusions: Accurately formed, extruded aluminum alloy in accordance with
ASTM B221-21: AA-6063-T5/T6, free from defects impairing appearance, strength and
durability.

.1 Minimum thickness of 3 mm (0.125”) for framing members, and 1.27 mm (0.050”) for
glazing stops, snap caps and similar components unless indicated otherwise.

.3 Aluminum flashing:

.1 Minimum wall thickness: 0.812 mm (0.0320")(20 B&S gauge), unless otherwise
indicated.

.2 Aluminum alloy:

.1 For anodized finish, where indicated:
.1 In accordance with ASTM B209/B209M-21a: AA5005-H34 Anodizing Quality.

.4 Shims: Utility grade aluminum sheet when not in contact with concrete; stainless steel
when in contact with concrete or cementitious substances of thickness required, or
galvanized steel.

.5 Air barrier materials; transition from glazing system air barrier and tying into building
envelope air barrier systems:

.1 Silicone sheet air barrier membrane and manufacturer’'s recommended sealants
and accessories:

.1 Air barrier transition system to resist specified design loads when subjected to
uniform load deflection test in accordance with ASTM E330/E330M-14(2021).

.2 Air barrier transition system to allow no water penetration in accordance with ASTM
E331-00 to a design pressure not less than 720 Pa (15 psf).



Trent University Champlain College North Quad Window Replacement Section 08 51 13

CMV Group Architects

Project No.: 25A110 January 30, 2026
Aluminum Framed Glazing Systems

.3 Acceptable Products:

.1 Tremco ‘Proglaze ETA Engineered Transition Assembly’.
.2 Substitutions: in accordance with Section 01 25 00.

.6 Fasteners:

.1 Non-magnetic (austenitic) 300 series alloy stainless steel unless otherwise
indicated.

.2 Use self-locking devices where fasteners are subject to loosening or turning out
from thermal and structural movements, wind loads, or vibration.

.3 Provide nuts or washers of design having means to prevent disengagement;
deforming of fastener threads is not acceptable.

.4 Provide concealed fasteners unless indicated otherwise.

.5 For exposed locations, provide countersunk flathead fasteners with finish matching

item fastened.

.7 Anchors: Three-way adjustable anchors with minimum adjustment that accommodate
fabrication and installation tolerances in material and finish compatible with
adjoining materials and recommended by manufacturer.

.1 Inserts and surface mounted supports: Hot-dip galvanized cast-iron, malleable
iron or steel complying with ASTM A123/A123M-13 or ASTM A153/A153M-09
requirements.

.8 Sheet metal backpans and air barriers: 0.91 mm (0.036") (20 gauge) thickness,
galvanized sheet steel in accordance with ASTM A653/A653M-13, Designation
G90/Z2275.

.1 Fasteners: Corrosion resistant, zinc plated, covered and sealed to sheet metal with
silicone sealant.

.9 Galvanic/dissimilar metal corrosion inhibitor (isolation coating): in accordance with Section
01 73 00 and written requirements of manufacturers of metals affected.

.10 Internal sealant and air barrier sealant: One-part, neutral cure, high performance silicone
sealant complying with ASTM C920-14, Type S, Grade NS, Class 25, capable of
sustaining dynamic movements, SWRI sealant validated.

.11 Insulation at spandrels, closures and flashings: in accordance with ASTM C612-14, Type
IVA or IVB, non-combustible in accordance with CAN/ULC-S114-05.

.1 Acceptable Products:
.1 Johns Manville ‘MinWool Curtainwall’.
.2 Rockwool 'CurtainRock'.

.12 Insulation attachment:
.1 Galvanized stick-pins, welded to sheet metal backpans, located at maximum
spacing of 300 mm (12") o/c and within 150 mm (6") from edge of insulation

boards. Seal welds with 1 coat zinc-rich coating.

13 Zinc-rich coating: Touch-up paint for welded galvanized areas; 2 coats of zinc-rich
paint in accordance with CAN/CGSB 1.171-98, VOC <340 g/L.
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.14 Thermal barrier component:

.1 Rigid polyvinyl chloride or neoprene or polyurethane providing full separation of
interior and exterior components. Thickness shall be as required to meet design.

.2 Glass fibre reinforced polyamide porthole extrusion providing full separation of
interior and exterior components. Thickness shall be as required to meet design.

.15 Miscellaneous steel: in accordance with CSA G40.21-13, Grade 300W.

.1 Finishes:
.1 Behind air/vapour barrier: CISC/CPMA 2-75 primer.
.2 Exterior to air/vapour barrier, and where condensation could occur: hot dip
galvanized after fabrication or Type 300 series stainless steel.

.16 Spacers for glazing sections receiving metal flashed, panels; behind pressure plate: High
density polyethylene (HDPE) or PVC.

.17 Foamed-in-place insulation:
2.8 Finishes

.1 Exposed aluminum surfaces: 70% Kynar 500 or Hylar 5000 fluoropolymer resin systems,
ceramic pigments and other select inorganic pigments in accordance with AAMA 2605-20.

.1 Acceptable Products:
.1 PPG 'Duranar’.
.2 Sherwin-Williams ‘Fluropon’.

.2 Colour; custom:

.1 Aluminum Curtain Wall Frame Material Finish
.1 Exterior Finish: UCFX14073 — Dark Green
.2 Interior Finish: UC149086 — Dark Green

.2 Aluminum Window Frame Material Finish
.1 Exterior Finish: UCFX14073 — Dark Green
.2 Interior Finish: UC149086 — Dark Green

.3 Aluminum Door Frame Material Finish
.1 Exterior Finish: UCFX14073 — Dark Green
.2 Interior Finish: UC149086 — Dark Green

4 Aluminum Window Accessories Finish
.1 Aluminum Flashing — To match window frame finish (exterior)
.2 Aluminum Trim — To match window frame finish (interior)
Finish exposed metal fasteners, if applicable, to related aluminum surfaces.

Finish steel clips and reinforcing steel with 380 g/m? (13.4 0z/ft?) zinc coating to CAN/CSA
G164-M92.

.7 PVC extrusions: Colour to match adjacent aluminum finish.
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Fabrication

Sill flashing: extruded aluminum, finished to match window frames, 20 mm (3/4") minimum
drip projection beyond wall surface. Fabricate preformed drip deflectors for sill ends at
jambs. Fabricate with preformed butt joint and corner sill splice connectors and applied
sealant to prevent water penetration. Locate splice connectors (joint covers) at center line
of mullions when required. Trim and detail corners to remove hazardous projections at
entry doors.

Fabricate with continuous condensation track to retain and evaporate condensation from
interior exposed window surfaces.

Glass stops: interior removable plastic glazing stops.

Incorporate heal bead sealant to seal between glass and aluminum framing at glazing unit
heal under glass unit snap cap.

Anchors shall be factory prefabricated, bent and formed.

Utilize concealed internal drainage design (holes in glazing stop not permitted) to drain
moisture from glazing rebate space to exterior of building envelope. Cover exterior
exposed drainage ports with insect and weather proof covers.

Make allowances for deflection of structure and temperature movement. Ensure structural
loads are not transmitted to aluminum work.

Incorporate structural steel reinforcement for strength, stiffness and connections, as
required.

Fit intersecting members to flush, hairline, and weather tight joints and mechanically fasten
together.

Conceal fastenings from view, unless otherwise indicated.
Reinforce aluminum to suit hardware requirements.

Fabricate items fitting to building from as-built measurements taken at the Place of the
Work. Full responsibility for proper coordination of different components of cladding and
windows rests with this section.

Fabricate and assemble work by skilled glazing installers. Do forming operations prior to
finishing.

Insofar as practical, jig assemble components in the shop and partially disassemble where
necessary before moving to the Place of the Work and re-assemble just prior to
installation. Fabricate windows to shape, profiles, spacing, sections and arrangements.
Do fitting and assembling in the shop accurately square and true. Carefully fit and screw
joints and reinforce with corners permanently sealed to prevent infiltration of air or
moisture. Fabricate and erect units to ensure a windproof and watertight installation.

Utilize aluminum condensate collection channels at bottom of windows at interior face,
and aluminum closure strips between windows and underside of concrete slabs, where
applicable.

Incorporate continuous aluminum cover strip at interior window heads to cover anchors.

Fill perimeter frames with rigid insulation.

PART 3 - EXECUTION

3.1
A

Examination

Take dimensions at the Place of the Work to ensure that adjustments in fabrication or
installation are incorporated, that allowance is made for possible deflection of structure at
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heads and that clearance to other constructions have been maintained.

Ensure that anchors and inserts, installed by others are adequate to meet specified
requirements.

Installation

Install work plumb, square, level, free from warp, twist and superimposed loads.

Secure work in required position. Do not restrict thermal movement.

Install hardware in accordance with templates.

Adjust operable parts for correct function.

Install in accordance with CAN/CSA A440.4-07 and requirements of building code.
Insulate hollow corner window sections where enclosed within this section's work.

Fasten window jambs at 450 mm (18") on centre maximum spacing with corrosion
resistant anchors, and aluminum anchor plates as required.

Install slab edge firestopping in accordance with Section 07 84 00, if applicable.

Explosive actuated or powder actuated fasteners will not be permitted.

Glazing

Glaze aluminum windows with specified glazing tapes, blocks, and spacer shims in
accordance with Section 08 80 00.

Air Barrier Continuity

Fill perimeter gap with foamed-in-place insulation to maintain continuity of air barrier seal
to adjacent materials that windows and frames abut as part of the work of this section.
Foamed-in-Place (Gap Filler) Insulation

Install one-component foam insulation to fill gaps where required or indicated, in
accordance with CAN/ULC S710.2-11 application standard.

Field Quality Control

Conduct quality control in accordance with Section 01 45 00.

END OF SECTION
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Finish Hardware

PART 1 - GENERAL

1.1 Summary

.1 Section includes:

A

Supply and off-load to place in a clean, dry, and secure room at the Place of the
Work, which has been designated for storage of all finish hardware specified
including necessary fastening devices.

Supply all finish hardware required and not supplied under other Sections.

Check and verify hardware information on door and frame shop drawings, prior to
fabrication.

Packaging, labelling, provision of installation instructions, templates, fixings and
similar items, and delivery to the Work site.

Give assistance at the Place of the Work to organize hardware storeroom and
supply qualified staff to correctly categorize, mark, and arrange each item in
groups to enable efficient dispensing in specified hardware groups for each door
to installation trades.

Provide qualified staff at the Place of the Work promptly to assist installation trades
subsequent to being requested and to ensure that hardware is being correctly
installed.

Upon completion of installation of hardware, hardware Supplier shall arrange and
conduct, in company of Consultant and Contractor, inspections to verify that all
hardware is installed and functioning satisfactorily, and where necessary shall
recommend adjustments of such items as closer arms, valves, door holders and
latch and locksets. Report comments in writing to Consultant and Contractor.

Supply temporary locking cylinders and keys for construction purposes. Locks
used for Contractor security shall be keyed as required to conform to building
operations’ security requirements.

1.2 Administrative Requirements

.1 Coordination:

A

Coordinate work of this section to ensure information and material is promptly
provided, to ensure orderly and expeditious progress of the Work, and to comply
with schedule for completion.

Within 3 weeks of Confract Award, submit confirmed orders to
manufacturers/Suppliers to Consultant.

Assist Contractor to organize hardware storeroom and supply qualified staff to
correctly categorize, mark, and arrange each item in groups to enable efficient
dispensing in specified hardware groups for each door to installation trades.

Coordinate the work of this section to ensure supplied hardware can function as
required and can be installed within the particular details of the door and frame
assemblies. Hardware that cannot be installed or will not function as intended will
be replaced at no cost to the Owner.
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1.3

Submittals
Submit required submittals in accordance with Section 01 33 00.

Product data sheets:

A

Submit manufacturer’'s Product data sheets for Products proposed for use in the
work of this section.

Schedules and samples:

A

Prepare and submit for review, a finish hardware schedule with technical product
data sheets for use in the Work. List type, selected manufacturer's name and
number, location, mounting heights and finish of hardware, and complete cross
reference to door schedule.

The indication or omission of a hardware component on the hardware schedule
does not remove the responsibility of this section to ensure that all hardware can
be installed and will function as intended.

Submit samples of complete line of hardware and finishes. Identify samples
indicating hardware item numbers used in the Finish Hardware Schedule,
manufacturer's numbers, names, types, finishes, sizes and indication of door
location(s). Approved samples will be retained for comparisons and returned upon
completion of the Work.

Prepare and submit for review, a keying schedule recognizing Owner requirements
which shall be determined after award of Contract.

4  Templates:

1.4

A

Jigs:

Submit for distribution, 3 copies of templates, template information, installation
instructions and details necessary to enable preparation for, and installation of
finish hardware in accordance with Door Hardware Institute recommended
procedures. Submit templates arranged and marked coincident with specified
hardware designations.

Submit promptly when requested, the foregoing information in 3-ring plastic hard-
covered binders suitably identified.

In lieu of 1.3.4.1 arrange for the issue by each hardware manufacturer, the
manufacturer's standard book of template drawings, at the option of door and
frame manufacturers.

Submit template jigs for each component to be recessed to enable installation
trades to prepare doors to preclude misalignment and improper fit.

Closeout Submittals

Submit closeout submittals in accordance with Section 01 78 00.

Operation and maintenance data:

A

2

Instruct the Owner’s designated representative in proper care and preventative
maintenance of hardware to assure longevity of operation.

Submit maintenance data for cleaning and maintenance of finish hardware.
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.3 Submit to building maintenance staff prior to date of Substantial Performance of the Work,

1.5

1.6

1.7

two sets of wrenches for door closers, locksets and fire exit hardware.

Quality Assurance
Qualifications:
A Supplier:

.1 Shall have 5 years’ experience, minimum, in Products, systems and
assemblies specified and with approval of Product manufacturers.

2 Finish Hardware Supplier’'s project manager shall be directed involved in the day
to day management of the project and shall be an accredited Architectural
Hardware Consultant (AHC).

Product Handling

Package each item of hardware individually, complete with trim and necessary fastenings,
and accessories, including wrenches, keys, and other appurtenances required for correct
installation. Mark each package as to contents and appropriate use in specified groups.

Items of hardware subject to handling when installed shall be submitted with an easily
removable covering to protect against scratches, abrasions, coating with dissimilar finish
materials on adjacent surfaces, and tarnishing.
Warranty
Warrant work of this section in accordance with Section 01 78 36.
Extended warranty:
A Manufacturer's standard extended warranties.
2 Labour, materials, and workmanship for work of this section.
.1 Duration: 5 years.
3 Closers:

.1 Duration: 5 years.

PART 2 - PRODUCTS

21

2.2

Performance/Design Requirements

Comply with codes and requirements of governing authorities, and as specified.

Provide hardware items with characteristics to meet specified fire ratings, and conform to
exit requirements of governing authorities.

Materials

Finish hardware: in accordance with Hardware Schedule.
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PART 3 - EXECUTION

3.1

3.2

3.3

.10

Examination

Before furnishing any hardware, carefully check Contract Documents, verify door swings,
door and frame materials and operating conditions, and assure that hardware will fit work
to be attached.

Check shop drawings and frame and door lists affecting hardware type and installation,
and verify to correctness thereof, or advise of required revisions. Check that doors, frames
and panels requiring additional support are reinforced.

Point out special requirements to installer. Make final adjustment of hardware, in particular
closer arms, valves and locksets, to work properly.
Installation

Install in accordance with manufacturer’s written installation requirements. Refer also to
installation requirements indicated, and specified in other sections of specifications.

Accurately locate and adjust hardware to meet manufacturer's written requirements. Use
special tools and jigs as recommended.

Locate door stops to contact doors 75 mm (3") from latch edge.

Refer to Section 08 14 00 with respect to factory preparation for hardware for wood doors.
Install wood doors and applicable hardware, including hinges.

Take delivery of finishing hardware and install, except hardware specified as part of work
of another section. Check each item as received.

Set, fit and adjust hardware according to manufacturer's directions, at heights later
directed by Consultant. Hardware shall operate freely. Protect installed hardware from
damage and paint spotting.

Sound and weather seals:

A Install seals to continuously seal entire perimeter of doors. Secure in place with
non-ferrous screws, in accurate alignment.

2 Maintain integrity of seal at head of doors fitted with closers. Adapt seals as
required to achieve specified performance.

Pre-drill kickplates and doors prior to installation of kickplates. Apply with water-resistant
adhesive and countersunk stainless steel screws.

Set thresholds on two continuous beads of polyurethane caulking fastened with a
minimum of 4 countersunk screws.

At wood doors, use screw attachment for exit devices and closers except as follows:

A Use through-bolt attachment for exit devices and closers at mineral core doors.

Electrified Hardware

Install electronic components, security components such as magnetic locks, sentronic
hold open devices door status switches, card readers, processors, transformers, and other
electric devices.
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.2 Power wiring will be supplied and installed by Electrical Divisions 26, 27, and 28 including

3.4

3.5

3.6

conduit, boxes and other electrical appurtenances, including connections and
terminations. Be responsible for ensuring that all wiring work is done in accordance with
the Suppliers wiring diagrams and directions.

Arrange for testing and commissioning of system by the distributor of the system. Submit
a copy of reports to the Consultant.
Keying

Construction Master Keys: Provide cylinders with feature that permits voiding of
construction keys without cylinder removal. Provide 10 construction master keys.

Submit Construction Master Keying (CMK) and Grand Master Keying (GMK) upon
completion of the work of this section.

Field Quality Control

Field tests and inspections:

A Inspect the installation of finish hardware on an agreed frequency.

2 Advise in writing of work being performed that will prejudice the installation or
correct operation of items of hardware.

3 Ensure items have been installed complete with required trim and accessories,
and fastenings are adequately secured and approved. Ensure closer arms, valves,
holder devices, locksets and latchsets are correctly adjusted.

Adjusting and Cleaning

Adjust doors to swing freely, smoothly and easily, to remain stationary at any point, to
close evenly and tightly against stops without binding, and to latch positively when doors
are closed with moderate force.

Adjust hardware so that latches and locks operate smoothly and without binding, and
closers act positively with the least possible resistance in use. Lubricate hardware if
required by Supplier’'s requirements.

Ensure that doors equipped with closers operate to close doors firmly against anticipated
wind and building air pressure, and to enable doors to be readily opened as suitable for
function, location and traffic.

Clean hardware after installation in accordance with Supplier’s requirements.

END OF SECTION
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PART 1 - GENERAL

1.1 Summary
.1 Section includes:

A Automatic door operators.

1.2 Administrative Requirements
.1 Coordination:

A Check dimensions at the Place of the Work before fabrication commences, and
report to Consultant in writing all discrepancies.

2 Where dimensions are not available before fabrication commences, the dimension
required shall be agreed upon between the various sections concerned.

.2 Conduct a pre-installation meeting in accordance with Section 01 31 19.

1.3 Submittals
.1 Submit required submittals in accordance with Section 01 33 00.
.2 Product data sheets:

A Submit manufacturer's Product data sheets for Products proposed for use in the
work of this section.

2 Include covering letter, signed by the manufacturer of the barrier free door
operators and on manufacturer’s letterhead, verifying that barrier free door
operators comply with performance design criteria in accordance with CAN/CSA
C22.2 No. 247-92(R2014), and ANSI/BHMA A156.19-2013.

.3 Shop drawings:

A Shop drawings to be prepared specifically for this Contract and to indicate location
of components, anchorage details, adjacent construction interface, and
dimensions as well as all necessary wiring and electrical requirements.

4 Samples:
A Submit samples of each finish material proposed for use in the Work.
.5 Templates:

A Submit templates to Contractor for use by installers and fabricators as required for
proper location and installation of hardware.

1.4 Closeout Submittals
Submit closeout submittals in accordance with Section 01 78 00.
.2 Operation and maintenance data:

A Demonstrate, and provide instruction in, the proper operation and maintenance of
the Products Provided as part of the work of this section to the Owner.
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2 Submit operation data and maintenance data for cleaning and maintenance of
hardware for incorporation into the operation and maintenance manual.

1.5 Quality Assurance
.1 Qualifications:
A Installers / applicators / erectors:
.1 Subcontractor.

.1 Has adequate plant, equipment, and skilled workers to perform the work
expeditiously.

.2 Has successfully completed installations similar to that specified during a
period of at least the immediate past 5 years.

.3 Has 10 years’ satisfactory experience.

.2 Installer shall be approved in writing by the manufacturer of the operators for
installation of their Product.

1.6 Product Handling

.1 Package each item of hardware individually, complete with trim and necessary fastenings,
and accessories, including wrenches, and other appurtenances required for correct
installation. Label each package as to item definition and location.

.2 Submit hardware with an easily removable covering to protect against scratches,
abrasions, coating with dissimilar finish materials on adjacent surfaces, and tarnishing.

1.7 Warranty
.1 Warrant work of this section in accordance with Section 01 78 36.
.2 Extended warranty:
A Labour, materials, and workmanship for work of this section.

2 Duration: 5 years.

PART 2 - PRODUCTS

21 Performance/Design Requirements
Use ULC or ULI listed and labelled hardware in fire separations and exit doors.

.2 Be responsible for, and abide by, all requirements and regulations of the building code.
Conduct tests and inspections required, and pay all charges incidental thereto.

2.2 Automatic Door Operators
.1 Acceptable Products:
A See Door Hardware Schedule for Door Operator per

Trent University requirements.
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.2 Operation:
A Activation type:
.1 Push-button.

.2 Push-plate.

2 Door to safely stop and reverse if an object is encountered in the opening or closing
cycle.

3 Operating forces:

.1 Push plate: 22.2 N.

.2 Door, manual opening force: 62 N.
.3 Door, Closing force: 26.6 N.
Factory-set door hold open voltage.

5 Fail safe: In the event of power failure, door shall operate manually, without
damage to operator components.

.3 Activators; wall-mounted:
A Push-button:
.1 Wall-mounted push-button switch, 2 required per opening.
2 Push-plate:

.1 Formed stainless steel plate, satin finish, approximately 127 mm (5") square,
with depressed wheelchair logo marking, 2 required per opening.

.4 Control switch:

A Provide off and on shut-off operator key control switch.
2 Flush mount.
3 Provide cylinders/keys as required.

.5 Electrical supply: 120 Volt.

2.3 Automatic Door Operators - Door Frame/Wall Mounted
.1 Provide adjustment by microprocessor for the following:

Opening speed.

Back-check.

Hold-open, from 5 seconds to 30 seconds.

Closing speed.

o N

Opening force.
.2 Controller:

A Completely electromechanical capable of the following functions:
.1 Obstruction detection.
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2.4

2.5

.2 Initialization and power on.
.3 Door motion learn cycle.
4 Manual mode, without spring closer.

.5 Power open/power close logic.

2 Control box and motor/gear box to be contained in aluminum housing finished to
match aluminum entrances, precision-machined gears and bearing seats and all-
weather lubricant, mounted on vibration isolators.

.1 Design for surface-mounted application on surface of door frame/wall,
maximum 3 mm (1/8") above top of door.
.2 Design for interior application.

3 Gears: manufactured by operator manufacturer specifically for operators being
provided.

4 Motor: DC permanent magnet motor with shielded ball bearings. Stop motor when
door stops or is fully open and when breakaway is operated.

.5 Door operating arm: forged steel, attached at natural pivot point of door. Do not
use side block in top of door. Exposed arms to be factory polished and finished to
match operator enclosure.

Control circuits for actuators and safeties: low-voltage, NEC Class Il.
Service conditions: satisfactory operation between -34°C and 71°C.
Finishes

Finish components to match aluminum framed glazing systems in conjunction with which
they are to be Provided, in accordance with Section 08 44 00.

Exposed components; paint finish: Fluoropolymer coating to AAMA 2604-22.

A

2

Acceptable Product.
.1 PPG ‘Duranar’.

Colour; custom: to match window frame colour.

Fabrication

Fit intersecting members to flush hairline weathertight joints and mechanically fasten
together, except where indicated otherwise.

Conceal fastenings from view, except where indicated otherwise.

Form cut-outs, recesses, mortising or milling for finishing hardware to templates supplied.
Reinforce with aluminum or galvanized steel plates.

Provide galvanic/dissimilar metal corrosion inhibitor (isolation coating) in accordance with
Section 01 73 00 and written requirements of manufacturers of metals affected.



Proposed Commercial Development Section 08 71 13
CMV Group Architects Page 5
Project No.: 25A110 January 30, 2026

Automatic Door Operators

PART 3 - EXECUTION

3.1

3.2

3.3

3.4

Examination

Verify that door openings are properly installed and ready to receive the work of this
section.

Verify that electrical service is available, properly located, and of proper type.

Check dimensions at the Place of the Work before fabrication commences, and report to
Consultant in writing all discrepancies.

Where dimensions are not available before fabrication commences, the dimension
required shall be agreed upon between the various sections concerned.

Preparation

Before furnishing any hardware, carefully check Contract Documents, verify door swings,
door and frame materials and operating conditions, and assure that hardware will fit work
to be attached.

Check shop drawings and frame and door lists affecting hardware type and installation,
and verify to correctness thereof, or advise of required revisions. Check that doors, frames
and panels requiring additional support are reinforced.

Point out special requirements to installer. Make final adjustment of hardware, in particular
closer arms, valves and locksets, to work properly.

Installation

Install in accordance with manufacturer’'s requirements and in accordance with CAN/CSA
C22.2 No. 247-92(R2014).

Provide operator system complete in all its parts and connected to electrical service
Provided as part of the work of Divisions 26, 27, and 28. Secure all wiring such that it is
concealed from view.

Install operator key control switches at locations as indicated.

Provide galvanic/dissimilar metal corrosion inhibitor (isolation coating) in accordance with
Section 01 73 00 and written requirements of manufacturers of metals affected.

Adjusting and Cleaning

Verify that installed hardware and operators function properly, and instruct installers
accordingly of requirements and procedures for adjustments for operation without binding
or scraping, and without excessive noise.

Clean hardware after installation in accordance with Supplier's requirements.

END OF SECTION
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PART 1 - GENERAL

1.1

1.2

1.3

1.4

A

Summary
Section includes:

A Glass and glazing.

Submittals
Submit required submittals in accordance with Section 01 33 00.
Product data sheets:

A Submit manufacturer’s Product data sheets for Products proposed for use in the
work of this section.

Shop drawings:

A Show details of each type of glazing system in conjunction with the framing system
indicating type of glass, sizes, shapes, glazing material and quantity. Show details
indicating glazing material, glazing thickness, bite on the glass and glass edge
clearance.

Samples:

.1 Submit 305 mm (12") square samples of obscure pinhead glass for approval of the
pattern by Consultant. Submit samples as many times as required for approval by
Consultant.

Test and evaluation reports:

A Obtain compatibility and adhesion test reports from sealant manufacturer
indicating that glazing materials were tested for compatibility and adhesion with
glazing sealant as well as other glazing materials including insulating units.

Manufacturer reports:

.1 Submit glass fabricator’s product information and structural calculations indicating
compliance with glazing standards established by the Glass Association of North
America (GANA). Submittal to include thermal stress and structural load analysis
of the proposed glass types, configuration and sizes.

Submit sample glazing warranty.

Submit letter from insulating glass unit fabricator that insulating glass units supplied will

bear the certification mark of IGMAC or IGCC/IGMA.

Closeout Submittals

Submit closeout submittals in accordance with Section 01 78 00.

Operation and maintenance data:

A Submit maintenance and cleaning instructions for glass and glazing for
incorporation into the operating and maintenance manuals.

Quality Assurance

Quialifications:
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A Manufacturers: Fabrication processes, including low emissivity and reflective
coatings, insulating, laminated, silk-screening and tempering shall be
manufactured by a single manufacturer with a minimum of ten (10) years of
fabrication experience and meet ANSI / ASQC 9002 1994.

2 Installers / applicators / erectors:
.1 Subcontractor
.1 Shall be thoroughly trained and experienced in skills required.

.2 Shall be completely familiar with referenced standards and requirements
of the work of this section.

.3 Shall personally direct installation performed under this section.

.2 Foreperson experience: Shall have 10 years’ experience, minimum, as glazing
mechanic.

.3 Glazing mechanic experience: Shall have 3 years’ experience, minimum, as
glazers.

3 Aspects of the work of this section are required to be prepared by a professional
engineer. Refer to Section 01 33 00 for specific details and requirements in this
regard.

1.5 Delivery, Storage, and Handling

.1 Protect glass from edge damage, dust, and contaminants during handling and storage.
For insulating units exposed to substantial altitude changes, comply with insulating glass
manufacturers written recommendations for venting and sealing to avoid hermetic seal
ruptures.

.2 Storage and protection: Protect glazing materials according to manufacturer’s written
requirements and as needed to prevent damage to glass and glazing materials from
condensation, temperature changes, direct exposure to sun or other causes.

1.6 Field Conditions

.1 Ambient Conditions: Do not proceed with glazing when ambient and substrate
temperature conditions are outside limits permitted by the glazing material manufacturers
and when glazing channel substrates are wet from rain, frost, condensation or other
causes.

.2 Do not install liquid glazing sealants when ambient and substrate temperature conditions
are outside limits permitted by glazing sealant manufacturer or below 4.4°C.
1.7 Warranty
.1 Warrant work of this section in accordance with Section 01 78 36.
.2 Extended warranty:
A General extended warranty:
.1 Labour, materials, and workmanship for work of this section.
.2 Duration: 10 years.

2 Special product warranty for tempered glass products:
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.1 Warrant that tempered glass will not break spontaneously as a result of Nickel
Sulfide (NiS) inclusions at a rate exceeding 0.8% (8/1000) for a period of five
years from the date of manufacture. Warranty shall be manufacturer's standard
form in which tempered-glass manufacturer agrees to replace tempered-glass
units.

.2 Duration: 5 years from date of manufacture for fully tempered glass.
3 Special product warranty for insulating glass unit products:

.1 Provide a written warranty from date of manufacture for sealed insulating glass
units. Warranty shall cover the following:

.1 Manufacturer agrees to replace insulating-glass units that deteriorate
within specified warranty period. Deterioration of insulating glass is defined
as failure of hermetic seal under normal use that is not attributed to glass
breakage or to maintaining and cleaning insulating glass contrary to
manufacturer's written instructions. Evidence of failure is obstruction of
vision by dust, moisture, or film on interior surfaces of glass.

.2 Duration: 10 years.
PART 2 - PRODUCTS

21 Performance/Design Requirements
.1 General:

A Publications: Comply with recommendations in the publications below, except
where more stringent requirements are indicated. Refer to these publications for
glazing terms not otherwise defined in this section.

.1 GANA Glazing Manual.
.2 GANA Engineering Standards Manual.
.3 GANA Laminated Glazing Reference Manual.
4 GANA Sealant Manual.
.2 Glass strength:

A Design glass in conformance with the building code and the following
requirements:

.1 All glazing in curtain wall framing systems to be designed to meet the
requirements of OBC 4.1.5.16 ‘Loads On Walls Acting as Guards’'. All glazing
in curtain wall systems to be safety glazing with impact safety resistance in
accordance with CAN/CGSB 12.1 -M90.

.2 Minimum thickness of annealed or heat-treated glass products to be selected
so the worst-case probability of failure does not exceed the following:

.1 8 breaks per 1000 for glass installed vertically less than 15 degrees from
the vertical plane and under wind action.

2 Provide annealed, heat strengthened, and tempered lights where required by the
building code, and where required for the various solar exposures on the building.
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2.2

2.3

3 Glass thicknesses and glass types specified, indicated, or scheduled in the
Contract Documents are minimums required. Modify glass thickness as required
to satisfy design and building code requirements, and requirements of authorities
having jurisdiction, and any such modifications shall be clearly indicated on shop
drawings.

Provide glass Products of uniform appearance, reflectivity, hue, shade, visible light
transmittance, and colour when viewed from distance of 3 m (10 ft) to 30 m (100 ft)
perpendicular to the glass or from 45 degree angle to the glass.

Protect laminated glass interlayer from damage or discolouration resulting from contact
with deleterious and incompatible sealants, substances, and materials. Comply with
manufacturer’'s recommended installation requirements.

Glass Manufacturers

Subject to compliance with the requirements of the Contract Documents, provide primary
glass by one of the following float glass manufacturers:

A AGC Glass North America.
Cardinal Glass Industries.
Guardian Industries, LLC.

Pilkington North America.

o r w N

Vitro Architectural Glass.

Glass Materials
General:

A Single source responsibility: Provide materials from a single manufacturer or
fabricator for each kind and condition of glass indicated and composed of primary
glass obtained from a single source and manufacturing plant for each type and
class required.

Insulating glass units:

A Hermetically sealed, in accordance with CAN/CGSB 12.8-97 or ASTM E2190-10,
minimum 12 mm (1/2") air space, with 90% filled argon gas, double sealed edges
(primary to be polyisobutylene, secondary to be polysulphide/polyurethane,
desiccant filled aluminum spacer bar.

Grey coloured polyisobutylene shall not be acceptable.

Edge delete low ‘E’ coating down to bare glass in accordance with manufacturer’s
written requirements. Deletion shall be continuous around the entire periphery of
glass edges to minimum deletion width from edge of glass to at least 50% through
the primary sealant bead width.

A4 IGMAC or IGCC/IGMA certified, permanently marked either on spacers or on at
least one component lite of units with appropriate certification label.

5 Low 'E' coating:
.1 Acceptable Products:
.1 Cardinal ‘Low E Solarban 60 on Surface #2’.

.2 Substitutions: in accordance with Section 01 25 00.
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24

.3 Heat treated (tempered or heat strengthened) float glass:

A In accordance with CAN/CGSB 12.1-M90.

2 Minimum thickness: 6 mm (1/4").

3 Fabrication process: By horizontal (roller-hearth) process with roll-wave distortion
parallel to bottom edge of glass as installed unless otherwise indicated.

4 For uncoated glass, comply with requirements for Condition A in accordance with
ASTM C1048-18.

5 For coated vision glass, comply with requirements for Condition C (other coated
glass) in accordance with ASTM C1048-18.

.6 Heat strengthened glass shall have surface compression of 24-52 MPa (3,500-
7,500 psi).

Glazing Materials (Non-Fire Rated)

Glazing materials; general: Select glazing sealants, tapes, gaskets and additional glazing
materials of proven compatibility with other materials they will contact, including glass
products, seals of insulating glass units and glazing channel substrates, under conditions
of installation and service, as demonstrated by testing and field experience.

Glazing gaskets: Moulded or extruded gaskets of profile and hardness required to
maintain watertight seal, made from the following:

A Preformed silicone to ASTM C1115-17(2022).

Setting blocks: Moulded or extruded material with Shore, Type A Durometer hardness of
85, plus or minus 5, made from the following:

A Preformed silicone to ASTM C1115-17(2022).

Spacers: Moulded or extruded blocks or continuous extrusions of hardness required by
glass manufacturer to maintain glass lites in place for installation indicated made from the
following:

A Preformed silicone to ASTM C1115-17(2022).

Edge blocks: Moulded or extruded material of hardness needed to limit glass lateral
movement (side walking) made from the following:

A Preformed silicone to ASTM C1115-17(2022).
Cleaners, primers and sealers: Type recommended by sealant or gasket manufacturer.

Polyurethane foam glazing tape:

A High density, closed-cell, flexible, non-extruding tape, adhesive backed one side
only; recommended by manufacturer for exterior applications with nominal
pressure in glazing channel.

2 Acceptable Products: As recommended by manufacturer suitable for conditions of
application and use.

Silicone glazing (Weatherseal) sealant:

A Non-staining, low dirt pick-up, medium-modulus, neutral-curing silicone sealant;
complying with ASTM C920-14, Type M or S, Grade NS, Class 50.

SWRI Validation.

Colour: As selected by Consultant from full range.
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2.5 Fabrication of Glazing Units

.1 Fabricate glazing units in sizes required to fit openings, with edge and face clearances,
edge and surface conditions, and bite complying with written instructions of product
manufacturer and referenced glazing publications, to comply with system performance
requirements.
A Allow for thermal movements from ambient and surface temperature changes

acting on glass framing members and glazing components.

.2 Clean-cut or flat-grind vertical edges of butt-glazed monolithic lites to produce square
edges with slight chamfers at junctions of edges and faces.

.3 Grind smooth and chamfer, and polish exposed glass edges and corners, unless

otherwise indicated.

PART 3 - EXECUTION

3.1
A

3.2

Examination

Examine framing, glazing channels, and stops, with glazing installer present, for
compliance with the following:

A Manufacturing and installation tolerances, including those for size, squareness,
and offsets at corners.

2 Inspect butt and mitre joints in framing. Seal joints found to be open with a
compatible sealant prior to glazing.

3 Glazing pockets and surfaces are free of dust, construction debris, and
contaminants.

A4 Presence and functioning of weep systems.

.5 Minimum required face and edge clearances as per FGIA and GANA standards.

.6 Effective sealing between joints of glass-framing members.

Proceed with installation only after unsatisfactory conditions have been corrected.

Preparation

Clean glazing channels and other framing members receiving glass immediately before
glazing. Remove coatings not firmly bonded to substrates.
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3.3

.10
1

3.4

Examine glazing units to locate exterior and interior surfaces. Label or mark units as
needed so that exterior and interior surfaces are readily identifiable. Do not use materials
that will leave visible marks in the completed work.

Clean contact surfaces with solvent and apply primers to surfaces to receive tapes and
sealants in accordance with the manufacturer's requirements. Ensure surfaces are free of
moisture and frost.

Glazing - General

Comply with combined written requirements of manufacturers of glass, sealants, gaskets,
and other glazing materials, unless more stringent requirements are indicated, including
those in referenced glazing publications.

Adjust glazing channel dimensions as required by conditions during installation to provide
necessary bite on glass, minimum edge and face clearances, and adequate sealant
thicknesses, with reasonable tolerances.

Protect glass edges from damage during handling and installation. Remove damaged
glass from Project site and legally dispose of off Project site. Damaged glass is glass with
edge damage or other imperfections that, when installed, could weaken glass and impair
performance and appearance.

Clean glazing rebate surfaces of traces of dirt, dust, or other contaminants.

Apply primers to joint surfaces where required for adhesion of sealants, as determined by
preconstruction testing.

Install setting blocks in sill rabbets, sized and located to comply with referenced glazing
publications, unless otherwise required by glass manufacturer. Set blocks in thin course
of compatible sealant suitable for heel bead.

Do not exceed edge pressures stipulated by glass manufacturers for installing glass lites.
Provide spacers for glass lites where length plus width is greater than 1270 mm (50").

A Locate spacers directly opposite each other on both inside and outside faces of
glass. Install correct size and spacing to preserve required face clearances, unless
gaskets and glazing tapes are used that have demonstrated ability to maintain
required face clearances and to comply with system performance requirements.

2 Provide 3.2 mm (1/8") minimum bite of spacers on glass and use thickness equal
to sealant width.

Provide edge blocking where indicated or needed to prevent glass lites from moving
sideways in glazing channel.

Set glass lites in each series with uniform pattern, draw, bow, and similar characteristics.

Set glass lites with proper orientation so that coatings face exterior or interior as specified.

Tape Glazing

Position tapes on fixed stops so that, when compressed by glass, their exposed edges
are flush with or protrude slightly above sightline of stops.

Install tapes continuously, but not necessarily in one continuous length. Do not stretch
tapes to make them fit opening.
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.3 Cover vertical framing joints by applying tapes to heads and sills first and then to jambs.
Cover horizontal framing joints by applying tapes to jambs and then to heads and sills.

4 Place joints in tapes at corners of opening with adjoining lengths butted together, not
lapped. Seal joints in tapes with compatible sealant approved by tape manufacturer.

Do not remove release paper from tape until right before each glazing unit is installed.

Centre glass lites in openings on setting blocks and press firmly against tape by inserting
dense compression gaskets formed and installed to lock in place against faces of
removable stops. Start gasket applications at corners and work toward centres of
openings.

3.5 Field Quality Control

.1 Conduct quality control in accordance with Section 01 45 00.

3.6  Adjusting and Cleaning

.1 Immediately remove sealant and compound droppings from finished surfaces. Remove
labels after work is completed.

.2 Final cleaning of glass in accordance with Section 01 78 00.

END OF SECTION
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PART 1 - GENERAL

11 Summary
.1 Section includes:
A Metal support systems for interior gypsum board partitions, and interior assemblies
as indicated.
1.2 Submittals
.1 Submit required submittals in accordance with Section 01 33 00.
.2 Product data sheets:

A Submit manufacturer’s Product data sheets for Products proposed for use in the
Work of this section, including additional data as may be required to demonstrate
compliance with the Contract Documents.

.3 Test and evaluation reports:
A Submit certified test results for each required fire resistance rated assembly for
work of this section.
1.3 Quality Assurance
.1 Qualifications:
A Installers / applicators / erectors:

.1 Subcontractor. Shall have 5 years’ experience, minimum, in application of
Products, systems and assemblies specified and with approval and training of
Product manufacturers.

2 Aspects of the work of this section are required to be prepared by a professional
engineer. Refer to Section 01 33 00 for specific details and requirements in this
regard.

PART 2 - PRODUCTS

2.1 Performance/Design Requirements - Fire Resistance Rated Assemblies

.1 Where gypsum board systems with fire resistance ratings are indicated or required,
provide materials and installations that are identical with those of applicable assemblies
tested by fire testing laboratories acceptable to authorities having jurisdiction.

2.2 Materials - General

.1 For sheet metal Products: Sheet metal thickness indicated herein pertains to the
“minimum base steel thickness exclusive of coating”.

.2 Protective coatings for metal supports and framing:

A Minimum corrosion protection: Z120 (G40) ASTM A653/A653M-13.
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2 Heavy duty corrosion protection where schedule or indicated: Z275 (G90) ASTM
AB53/A653M-13.

.3 Sheet metal screws shall have a minimum coating thickness of 0.008 mm (0.0003") of
zinc. Other coatings providing equal or better corrosion protection may be used, subject
to acceptance of Consultant.

4 Screws:
A Steel screws shall be equal to or exceed minimum diameter indicated on shop
drawings.
2 Penetration beyond joined materials shall be not less than 3 exposed threads.
3 Thread types and drilling capability shall conform to manufacturer's
recommendations.

2.3 Partition Support Materials

.1 Interior non-loadbearing channel stud framing: to ASTM C645-18; roll formed from
0.455 mm (0.0179”) minimum thickness unless otherwise indicated or as recommended
by gypsum board manufacturer, galvanized steel sheet. Provide service holes starting at
450 mm (18") from bottom, then 914 mm (36") on centre to top of studs.

.2 Interior floor and ceiling tracks (runners): to ASTM C645-18; in widths to suit stud sizes.
A Metal thickness: to match studs.

2 For openings wider than 914 mm (36"), provide 0.836 mm (0.0329”) minimum
thickness for header.

.3 Interior floor and ceiling track (runner) fasteners:
A To concrete and masonry: Use stub nails or power-driven fasteners.

2 To suspended acoustic ceiling tile grid: Manufactured to fit applicable ceiling grid
profile; CGC ‘Partition Clip’.

4 Bracing channels: Minimum 19 mm x 10 mm x 1.087 mm (3/4" x 3/8" x 0.0428") cold
rolled galvanized steel.

24 Furring

.1 Furring channels: 0.455 mm (0.0179”) minimum typical thickness, cold rolled steel, wiped
coated, nominal size of 22 mm (7/8") depth x 35 mm (1-3/8") face, hat type with knurled
face.

.2 Z-furring members: Galvanized steel z-shaped furring members; ASTM A653/A653M-13,
G60, 0.836 mm (0.0329”) minimum thickness of base metal, of depth indicated, designed
for mechanical attachment of insulation boards or blankets.
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2.5

Fasteners for furring members: Type and size recommended by furring manufacturer for
substrate and application indicated, corrosion resistant finish for exterior building envelope
applications, load rating and spacing to support materials carried by assembly with factor
of safety of 3x per fastener manufacturer data sheets.

Accessories

Backer plates:

A Metal backer plates: Steel, galvanized; minimum 150 mm (6") wide x 0.836 mm
(0.0329”) minimum x length and width to suit size of items to be attached; fastened
to studs for attachment of surface mounted fittings and accessories.

2 Plywood backer plates: Softwood plywood; 19 mm (3/4") minimum x length and
width to suit size of items to be attached; fastened to studs for attachment of
surface mounted fittings and accessories.

3 Dimensional wood blocking in accordance with Section 06 10 53 Rough
Carpentry.
4 Elimination of backer plates or direct attachment of accessories or equipment to

studs will not be permitted.

PART 3 - EXECUTION

3.1

Installation General

Comply with ASTM C754-20 and manufacturer's requirements, except as modified herein.
Do not bridge building expansion joints with support system. Frame both sides of joints
with furring and other supports as indicated.

Provide and install studs, framing, shimming, and furring to provide proper support for
gypsum board to achieve the following installation tolerances:

A Do not exceed 3 mm (1/8") in 3 m (10’) variation from plumb, level, and plane.

2 Do not exceed 10 mm (3/8”) from drawings locations.

3 Do not exceed 1.5 mm (1/16”) variation between planes of abutting edges or ends.
4 Install each framing member so fastening surfaces vary not more than 3.2 mm

(1/8") from the plane formed by faces of adjacent framing.

5 In double stud walls, do not bridge across studs on opposite sides of wall with
gypsum board or metal cross bracing.

Give complete cooperation and direction to trades erecting framing and furring over which
this work is applied. Coordinate finished joint location with framing.

Coordinate installation and cooperate with mechanical and electrical work to
accommodate mechanical electrical items and any other work required to be incorporated
into or coordinated with the partitions, ceiling and soffit systems.
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3.2

3.3

3.4

A Where the presence of suspended ductwork or other mechanical or electrical
services or devices above ceiling framing conflicts with ceiling framing suspension
points from structure above, provide bridging framing below conflicting work as
required to support ceiling framing on specified intervals.

2 Do not suspend ceiling framing from mechanical or electrical suspension systems
unless agreement is obtained in writing from engineer for Subcontractor installing
such framing that additional imposed loads are acceptable; obtain Consultant’s
acceptance before proceeding.

Provide clearances between work of this section and structural elements to prevent
transference of structural loads.

Do not bridge building expansion joints with steel framing or furring members.
Independently frame both sides of joints with framing of furring members or as indicated.

Size framing systems according to manufacturer’s engineered load tables, to meet
allowable deflection without permanent deformation.

A Maximum allowable deflection: L/240.

Blocking

Attach to framing adequate backer plates to support the load of, and to withstand the
withdrawal and shear forces imposed by, items installed upon the work of this section.
Furring - General

Furring indicated in Contract Documents is schematic. Do not regard as exact or complete.
Provide all necessary framing and furring to support gypsum board in accordance with
manufacturers' specifications.

Shim furring as required to achieve required installation tolerances.

Leave finished work rigid, secure, square, level, plumb, curved to detailed radius and
erected to maintain finish gypsum board line dimensions and contours. Make allowance
for thermal movement.

Thermally separate metal studs from exterior concrete or masonry.

Wall Furring

Install steel furring for braced walls, free standing walls, walls that are furred out as
indicated.

Frame openings and around built-in equipment, cabinets, access panels, on 4 sides, with
channels. Extend furring into reveals. Check clearances with equipment suppliers.

Provide bulkheads and boxed-in duct shafts, for beams, columns, pipes and around
exposed services where indicated. Install 19 mm (3/4") channels at corners and at
305 mm (12") on centre.
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3.5
A

2

.10

1

Metal Stud Partition Framing

Provide partition tracks (runners) at floor and underside of structural assembly and as
follows:

A Align accurately and lay out according to partition layout.

2 Secure runners to concrete, access flooring and to concrete slabs, as applicable,
with screwed or shot fasteners located 50 mm (2") from each end and spaced at
maximum 610 mm (24") on centre.

3 At partition corners, extend one runner to end of corner and butt other runner to it,
allowing necessary clearance for gypsum board thickness. Runners should not be
mitred.

Unless otherwise indicated, place interior studs vertically at centres as follows:

A Provide studs at 400 mm (16") on centre, and as specially spaced in accordance
with details indicated.

2 Provide studs not more than 50 mm (2") from abutting walls, openings and each
side of corners.

3 Provide freedom for 19 mm (3/4") deflection under beams, structural slabs and the
like to avoid transmission of structural loads to studs, or install 50 mm (2") leg
ceiling tracks.

Install studs in tracks at floor and ceiling.

Where horizontal runs of service lines are scheduled to be installed, arrange with
applicable trades and install studs simultaneously with services.

At openings in stud walls, erect track at head and sills to accommodate intermediate studs.
At each end of track, cut out flanges, turn up web, and fasten to studs. Install intermediate
studs above and below openings in same manner and spacing as wall studs. Install double
studs at each jamb, and double tracks at head of door openings.

At partitions requiring fire rating, erect in accordance with requirements of listing.

Size studs, connections, and runners to carry loads according to stud manufacturer’s load
tables, at 24 kg/m? (5 Ib/ft?) live load to meet maximum allowable deflection limits. Where
depth of stud is indicated, size metal thickness to meet allowable deflection limits.

Provide three studs at corner and intermediate intersections of partitions.

Coordinate work with others installing horizontal runs of service lines so that work is done
simultaneously. Where standard holes are too small for installed services, notch studs,
and splice notched flanges with splice pieces 305 mm (12") longer than notches, each
fastened with 2 screws.

Coordinate simultaneous erection of studs with installation of service lines. When erecting
studs ensure web openings are aligned.

Coordinate erection of studs with installation of door/window frames and special supports
or anchorage for work specified in other sections.
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.12 Unless otherwise indicated, partitions, together with gypsum board facings, shall extend
above ceilings to underside of structure above.

.13 Chase walls:
A Provide chase walls consisting of two parallel steel stud partitions.
2 Provide cross bracing consisting of metal furring, located at quarter points on each
pair of studs. Attach cross bracing to studs with metal screws.
3.6 Control Joints

.1 Control joints: in accordance with Section 09 29 00.

3.7 Concrete Anchors

.1 Provide anchors and anchorage points in reinforced concrete floor slab underside in
accordance with gypsum board manufacturer’s suspension requirements. Drill holes with
carbide-tipped drill bits conforming to ANSI B212.15-1994 (R2000).

.2 Provide anchors; minimum installation depth, and method of expansion as recommended
by the anchor manufacturer.
3.8 Field Quality Control
.1 Conduct quality control in accordance with Section 01 45 00.
A Field tests and inspections:

.1 Independent inspection and testing company will perform random load tests
for ceiling anchor installation.

.2 Allow for testing of 1 in 20 anchors.

END OF SECTION
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PART 1 - GENERAL

1.1

1.2

1.3

1.4

Summary

Section includes:

A Gypsum board; paper-faced.

2 Gypsum board; fire-rated, paper-faced.

3 Exterior sheathing board; glass scrim.

A4 Gypsum board accessories and miscellaneous related materials.

Submittals
Submit required submittals in accordance with Section 01 33 00.
Product data sheets:

A Submit manufacturer's Product data sheets for Products proposed for use in the
work of this section.

Fire-rated assembly listings and STC assembly ratings:

A Submit fire-rated assembily listings for each required fire resistance rated assembly
for work of this section.

2 Submit STC assembly ratings for each required STC rated assembly for work of
this section.

Quality Assurance
Qualifications:

A Subcontractor: Shall have 10 years’ experience, minimum, in successful
installation of work of type and quality indicated and specified.

Field Conditions

Comply with requirements of referenced gypsum board application standards and
recommendations of gypsum board manufacturer, for environmental conditions before,
during and after application of gypsum boards.

When ambient outdoor temperatures are below 12°C maintain continuous, uniform
comfortable building working temperatures of not less than 12°C for a minimum period of
48 hours before, during and following application of gypsum board and joint treatment
materials or bonding of adhesives.

Ventilate building spaces as required to remove water in excess of that required for drying
of joint treatment material immediately after its application. Avoid drafts during dry, hot
weather to prevent too rapid drying.

Protection:

A Provide adequate protection of materials and work of this section from damage by
weather and other causes. Protect work of other trades from damage resulting
from work of this section. Make good such damage at no additional cost to the
Owner.
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2 Exterior sheathing board’s exposure to weather: Comply with manufacturer’'s
written requirements. Provide protection prior to exposure for periods greater than
manufacturer’'s recommendations and warranty.

PART 2 - PRODUCTS

21

2.2

Performance/Design Requirements

Single source responsibility: Obtain gypsum and cement board products from a single
manufacturer.

Fire resistance rating:

A Construct fire resistance rated assemblies in accordance with listing and CAN/ULC
S101-14.

Paper-faced gypsum board: in accordance with ASTM C1396/C1396M-17.
Glass scrim gypsum board: in accordance with ASTM C1658/C1658M-13.

Fire rated in accordance with listed assemblies where indicated: Type X or Type C.

Gypsum Board Panels
Gypsum board; paper faced:
A Minimum thickness: 16 mm (5/8").
2 Acceptable Products:
.1 CertainTeed ‘Regular Gypsum Board’.
.2 CGC ‘Sheetrock Brand Gypsum Panel’.
.3 Georgia-Pacific ‘ToughRock Gypsum Board'.
Gypsum board; fire-rated, paper faced:
A Acceptable Products:
.1 CertainTeed ‘Type X and Type C'.
.2 CGC ‘SHEETROCK Brand Firecode X and Firecode C’.

.3 Georgia-Pacific ‘ToughRock Fireguard X Gypsum Board and ToughRock
Fireguard C Gypsum Board'.

4 PABCO Gypsum ‘QuietRock ES’.
Exterior sheathing board; fibreglass mat faced:
A Service grade: Exterior grade.
2 In accordance with ASTM C1396/C1396M-17 and ASTM C1177/C1177M-13.
.3 Acceptable Products:
.1 CertainTeed ‘GlasRoc Sheathing’.
.2 CGC ‘Securock Glass-Mat Sheathing’.
.3 Georgia-Pacific ‘DensGlass Sheathing’.

Section 09 29 00
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2.3 Attachment Materials

.1 Screws; for gypsum board: bugle head, fine thread, self-tapping, Type W or S or S-12
point to suit framing type and metal gauge, with corrosion resistant finish in accordance
with ASTM C1002-07/ASTM C954-11.

A Screw sizing:
.1 #6 x 25 mm (1") for single thickness board fastening.
.2 #6 x 32 mm (1-1/4") for single thickness 15.9 mm (5/8") board fastening.
.3 #7 x41 mm (1 5/8") for double thickness board fastening.

.2 Screws; for exterior sheathing board: in accordance with exterior sheathing board
manufacturer’s installation requirements to comply with design wind loads.

.3 Tie wire: 1.6 mm (0.063") diameter galvanized soft annealed steel wire.

24 Accessories

.1 Accessories: in accordance with ASTM C1047-19 unless otherwise indicated, maximum
length pieces per location. Flanges shall be free from dirt, grease, or other material that
adversely affects the bond of joint treatment or decoration.

.2 Casing trim; “L” or “LC” beads: Fillable edge trim, 0.55 mm (0.022") base thickness
commercial grade sheet steel with zinc wiped coating to ASTM A653/A653M-13;
perforated flanges.

A Acceptable Product:
.1 Bailey ‘D200’ and ‘4411’
.2 Substitutions: in accordance with Section 01 25 00.

.3 Corner bead: Fillable edge trim, 0.55 mm (0.022") base thickness commercial grade sheet
steel with zinc wiped coating to ASTM A653/A653M-13; perforated flanges.
A Acceptable Product:

.1 Bailey ‘D100'.
.2 Substitutions: in accordance with Section 01 25 00.
.4 Reveal trim at junctions to exposed masonry and concrete:
A Gordon Series 300, 312-5/8, or matching style by Fry Reglet.
.5 Reveal trim; at acoustic tile to gypsum board transitions:
A Fry Reglet ‘Drywall/Acoustical Reveal DRMAD-50-50, or matching style by Gordon
Interior Specialties.
.6 Zreveal types:
A Fry Reglet DRMZ-625-100, or matching style by Gordon Interior Specialties.
2 Fry Reglet DRMZ-625-50, or matching style by Gordon Interior Specialties.
3 Fry Reglet DRMZ-25-25, or matching style by Gordon Interior Specialties.
.7 Control joints:

A No. 093 Zinc Control Joint by CGC Inc. or approved alternate, certified by
manufacturer for use at fire resistance rated assemblies.
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2.5

2.6

2 Fry Reglet DRM-50-25 2-PC, or matching style by Gordon Interior Specialties.
3 093V Expansion Bead by Trim-Tex Drywall Products Inc.

Related Support Assemblies and Backer Plates

Dimensional wood blocking at interior assemblies: in accordance with Section 06 10 53.
Metal support systems and backer plates at interior assemblies: in accordance with
Section 09 22 00.

Joint Treatment Materials

General: Comply with ASTM C475/C475M-17(2022).

Joint tape: in accordance with manufacturer’s written requirements.

Joint compound for interior gypsum board: For each coat use formulation that is
compatible with other compounds applied on previous or for successive coats.

A Prefilling: Use setting-type compound as recommended by panel board
manufacturer.
2 Embedding and first coat: Use setting-type or taping compound as recommended

by panel board and trim accessory manufacturers.

3 Fill and finish coats: Use sanding type setting-type or taping compound as
recommended by panel board manufacturer.

4 Joint compound for exterior applications: in accordance with manufacturer’s written

requirements.

PART 3 - EXECUTION

3.1

Installation
General:

A Comply with ASTM C840-18b, GA 216-21, GA 600-21, and manufacturer's written
requirements, except as otherwise indicated.

2 Do not bridge building expansion joints with support system.
.3 Frame both sides of joints with furring and other supports as indicated.

Install exposed gypsum board with face side out. Do not install imperfect, damaged or
damp boards. Butt boards together for a light contact at edges and ends with not more
than 1.6 mm (1/16") open space between boards. Do not force into place.

Cover both faces of stud partition framing with gypsum board in concealed spaces (above
ceiling, and the like) unless otherwise indicated, except in chase walls which are properly
braced internally.

Attach gypsum board to supplementary framing and blocking provided for additional
support at openings and cut-outs.

Apply components of fire-rated assemblies in conformance with indicated designs.
Do not apply gypsum board in close proximity to hot pipes or heating ducts.

Install materials with the minimum number of joints. Tightly butt joints, without force, and
neatly align them.
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3.2

3.3

10

1

Frame openings on every side. Provide clearances with services.

Work shall include bulkheads over doors, frames, screens, and changes in ceiling levels,
pipe space and as indicated.

Provide clearances between work of this section and structural elements to prevent
transference of structural loads in accordance with Section 09 22 00.

Tolerances:

A Do not exceed 3 mm (1/8") in 3 m (10’) variation from plumb, level, and plane in
exposed surfaces, except at end joint between gypsum board panels.

Do not exceed 10 mm (3/8”) from indicated location.
Do not exceed 1.5 mm (1/16”) variation between planes of abutting edges or ends.

Surface flatness shall not exceed 1.5 mm (1/16") within 305 mm (12") straight
edge. For non-tapered-edge end joints between boards, measure flatness
tolerance with end of straight end at centreline of joint.

Accessories

At external corners install corner trim secured to framing at 230 mm (9-1/16") on centre
on both flanges with screw fasteners or clinch tool.

Secure casing trim at board edges where exposed to view, where board butts against
other materials with no trim to conceal junction, at perimeter of ceiling surfaces at tops of
partitions where they stop against continuous ceiling surfaces, and where indicated.

Erect accessories straight, plumb or level, rigid and at proper plane.
Use full length pieces.

Make joints tight, accurately aligned and rigidly secured. Mitre and fit corners, free from
rough edges. Secure in accordance with manufacturer's specifications unless otherwise
required.

Installation tolerances:
A Alignment with board panels shall not exceed tolerances specified above.
2 End joints shall be flush aligned to maximum offset of 0.5 mm (0.020”).

Board Application - General

Before installation of board commences, ensure that internal services have been installed,
tested, and approved; conduits, pipes, cables, and outlets are plugged, capped, or
covered; and that fastenings and supports installed by others are in place.

Extend board into door, window, and other openings, reveals, behind fitments, and other
applied items and on metal stud partitions to structure above unless indicated otherwise.

Apply board with long dimension perpendicular to supports, unless otherwise indicated.

Locate joints on opposite sides of partitions on different studs, and at least 305 mm (12")
from opening jambs.

Install board to minimize joints, and align end joints to be the least objectionable (where
they are unavoidable), according to the indicated lighting design. Locate joints in ceilings
where least prominently discerned, and never line them up with opening edges.
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3.4

3.5

Form smooth joints at ends and at field cut edges of board panels.

Fasten board to metal support members by metal gypsum board screws, 9.5 mm (0.374")
minimum to, and 12.7 mm (1/2") maximum from, centre of joints.

A Space screws:
.1 At fire rated board as per fire-rated assembly.

.2 At typical board walls at 400 mm (16") on centre at edges and field unless
otherwise required.

.3 At typical board ceilings at 305 mm (12") on centre at edges and field unless
otherwise required.

Offset gypsum board joints 150 mm (6") minimum from corners of openings.

Locate gypsum panel product joints so that no joint will align with the edge of an opening
unless control joints are to be installed at these locations.

Exterior Sheathing Board Application - Gypsum Sheathing Board

Gypsum sheathing board: Install sheathing in accordance with manufacturer’'s written
requirements and applicable instructions in GA 253-21, ASTM C1280-18, and ASTM
C1397-13. Do not bridge building expansion joints with support system. Frame both sides
of joints with furring and other supports as indicated.

Use maximum board lengths to minimize number of joints. Stagger sheathing joints, offset
by at least one framing member. Offset gypsum board joints 150 mm (6") minimum from
corners of openings.

Install sheathing with exterior board side facing exterior. Butt boards together for a light
contact at edges and ends with not more than 1.6 mm (1/16") open space between boards.
Do not force into place.

Drive fasteners to bear tight against and flush with surface of sheathing. Do not
countersink.

Locate fasteners minimum 10 mm (3/8") from edges and ends of sheathing boards.

Provide and install fasteners in accordance with manufacturer’s written requirements to
comply with design wind loads.

Provide clearances between work of this section and structural elements to prevent
transference of structural loads, and in no case less than 16 mm (5/8”).

Tolerances:

A Sheathing where acting as substrate for direct applied or insulated finishing system
shall be flat to within 6 mm in 3050 mm (1/4" in 10’), in accordance with ASTM
C1397-13.

2 Maximum gap between board joints: 1.6 mm (1/16").

Replace damaged or weathered sheathing boards.
Finishing
Provide levels of gypsum board finish for locations as follows, in accordance with GA-214.

A Level 1: Ceiling plenum areas and concealed areas, except provide higher level
of finish as required to comply with fire resistance ratings and acoustical ratings.
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2 Level 2: Gypsum board substrate at applied hard surfaces, except remove tool
marks and ridges.

3 Level 3: Skimming of existing drywall at new commercial grade vinyl wallcovering.

Level 4: Exposed gypsum board surfaces, except where another finish level is
indicated.

.2 Joint compound:

A Apply finish coat of compound feathering 75 to 100 mm (3” to 4”) beyond tape

edges.

2 Feather coats onto adjoining surfaces so that camber is maximum 0.79 mm
(1/327).

3 Trim:

A Use same fasteners to anchor trim accessory flanges as required to fasten gypsum
board to supports, unless otherwise recommended by trim manufacturer.
Install metal corner beads at external corners.
Install metal casing bead trim whenever edge of gypsum base would otherwise be
exposed or semi exposed, and where gypsum base terminates against dissimilar
material.

4 Erect beads plumb or level, with minimum joints.

4 Control joints:

A Provide control joints set in board facing. Support control joints with studs or furring
channels on both sides of joint.

2 Provide control joints in required locations
.1 Review control joint locations with Consultant prior to installation.

3 Install control joints where a partition, wall, or ceiling traverses a construction joint
(expansion, seismic or building control element) in the building structure.

4 Install control joints where a wall or partition runs in an uninterrupted straight plane
exceeding 9100 mm (30 linear feet).

.5 Install control joints in interior ceilings:
.1 With perimeter relief:

.1 Linear dimensions between control joints shall not exceed 15000 mm
(50 ft) and total area between control joints shall not exceed 230 m?
(2500 ft?).

.2 Without perimeter relief:

.1 Linear dimensions between control joints shall not exceed 9100 mm (30 ft)
and total area between control joints shall not exceed 84 m? (900 ft2).

.6 Install control joints where ceiling framing members change direction.
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7 Where a control joint occurs in an acoustical or fire-rated system, provide blocking
behind the control joint by using a backing material such as 16 mm (5/8") Type X
gypsum panel products, mineral fibre, or other tested equivalent. Construct
through-wall control joints at fire-rated assemblies in accordance with assembly
listing requirements.

.8 Line up control joints with joints in other construction or with centre lines of
mullions, columns, piers, or similar building elements, where accepted by
Consultant.

9 Install control joints straight and true.

10 Ceiling height door frames may be used as control joints. Less than ceiling height
frames shall have control joints extending to the ceiling from both corners. If control
joints are not used, additional reinforcement is required at corners to distribute
concentrated stresses.

1 Locate board joints so that no joint will align with the edge of an opening unless

control joints are to be installed at these locations.

3.6 Finishing
.1 Provide levels of gypsum board finish for locations as follows, in accordance with GA-214.

A

Level 1: Ceiling plenum areas and concealed areas, except provide higher level
of finish as required to comply with fire resistance ratings and acoustical ratings.

Level 2: Gypsum board substrate at applied hard surfaces, except remove tool
marks and ridges.

Level 3: Skimming of existing drywall at new commercial grade vinyl wallcovering.

Level 4. Exposed gypsum board surfaces, except where another finish level is
indicated.

.2 Interior gypsum board:

A

2

Prefill:

.1 Use setting-type joint compound. Mix joint compound according to
manufacturer's written requirements.

Fill joints between boards flush to top of eased or beveled edge.
Fill joints of gypsum board above suspended ceilings in fire rated partitions.

Wipe off excess compound and allow compound to harden.

o w N

Prefill joint gaps not greater than 3.2 mm (1/8") with either ready-mix or setting
type joint compound; prefill joint gaps greater than 3.2 mm (1/8") with setting-
type joint compound.

Taping (Level 1):

.1 Butter taping compound into inside corners and joints.

.2 Center tape over joints and press down into fresh compound.
.3 Remove excess compound.

.4 Tape joints of gypsum board above suspended ceilings.

First coat (Level 2):
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Use taping or all-purpose drying-type compound.

.2 Immediately after bedding tape, apply skim coat of compound and allow to dry
completely in accordance with manufacturer's written requirements.

.3 Apply first coat of compound over flanges of trim and accessories, and over
exposed fastener heads and finish level with board surface.

4 Cover fastener heads and accessories with 1 coat of joint compound.

Second coat (Level 3): After first coat treatment is dried, apply second coat of
compound over tape and trim, feathering compound 50 mm (2") beyond edge of
first coat.

.1 Cover fastener heads and accessories with total of 2 separate coats of joint
compound.

Third coat (Level 4):

.1 After second coat has dried, sand surface lightly and apply thin finish coat to
joints, fasteners and trim, feathering compound 50 mm (2") beyond edge of
second coat.

.2 Allow third coat to dry. Apply additional compound, and touch-up and sand, to
provide surface free of visual defects, tool marks, and ridges, and ready for
application of finish.

.3 Finished joints will be accepted with a camber not greater than 1 mm (1/32")
and shall be seamless, plumb, true and flush and with square, neat corners.

.4 Cover fastener heads and accessories with total of 3 separate coats of joint
compound.

.5 Where new partitions align with existing gypsum board, apply required amount
of skim coats to make transition inconspicuous from a distance of 914 mm
(36”).

.6 Completed installation at interface between new and existing construction shall
provide an inconspicuous joint.

.3 Joint compound:

A

4 Trim:

4

Apply finish coat of compound feathering 75 to 100 mm (3” to 4”) beyond tape
edges.

Feather coats onto adjoining surfaces so that camber is maximum 0.79 mm
(1/327).

Use same fasteners to anchor trim accessory flanges as required to fasten gypsum
board to supports, unless otherwise recommended by trim manufacturer.

Install metal corner beads at external corners.

Install metal casing bead trim whenever edge of gypsum base would otherwise be
exposed or semi exposed, and where gypsum base terminates against dissimilar
material.

Erect beads plumb or level, with minimum joints.

.5 Control joints:
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3.7

10
1

A2

Provide control joints set in board facing. Support control joints with studs or furring
channels on both sides of joint.

Provide control joints in required locations.
.1 Review control joint locations with Consultant prior to installation.

Install control joints where a partition, wall, or ceiling traverses a construction joint
(expansion, seismic or building control element) in the building structure.

Install control joints where a wall or partition runs in an uninterrupted straight plane
exceeding 9100 mm (30 linear feet).

Install control joints in interior ceilings:
.1 With perimeter relief:

.1 Linear dimensions between control joints shall not exceed 15000 mm
(50 ft) and total area between control joints shall not exceed 230 m?
(2500 ft?).

.2 Without perimeter relief:

.1 Linear dimensions between control joints shall not exceed 9100 mm (30 ft)
and total area between control joints shall not exceed 84 m? (900 ft?).

Install control joints in exterior ceilings and soffits so that linear dimensions
between control joints shall not exceed 4000 mm to 5000 mm (13’-1” to 16’-4"),
with no one dimension exceeding 2.5 x the other, and total area between control
joints shall not exceed 20 m? (215 ft?).

Install control joints where ceiling framing members change direction.

Where a control joint occurs in an acoustical or fire-rated system, provide blocking
behind the control joint by using a backing material such as 16 mm (5/8") Type X
gypsum panel products, mineral fibre, or other tested equivalent. Construct
through-wall control joints at fire-rated assemblies in accordance with assembly
listing requirements.

Line up control joints with joints in other construction or with centre lines of
mullions, columns, piers, or similar building elements, where accepted by
Consultant.

Install control joints straight and true.

Ceiling height door frames may be used as control joints. Less than ceiling height
frames shall have control joints extending to the ceiling from both corners. If control
joints are not used, additional reinforcement is required at corners to distribute
concentrated stresses.

Locate board joints so that no joint will align with the edge of an opening unless
control joints are to be installed at these locations.

Fire Separations

Install fire-rated assemblies in accordance with assembly listing requirements in order to
obtain fire ratings indicated and as required by authorities having jurisdiction.

Vertical bulkheads in ceiling spaces over fire rated partitions, doors and the like shall have
same fire rating as the partition over which they occur. Such bulkheads shall be of gypsum
board construction unless otherwise indicated.
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.3 Use fire rated gypsum wallboard as specified.

4 Where lighting fixtures, diffusers, and the like are recessed into fire rated ceilings or
bulkheads, provide enclosure to maintain required fire rating. Form removable panel to
give access to fixture outlet box.

.5 Where fire hose cabinets or other fixtures or equipment are recessed in fire rated walls or
partitions, provide gypsum board enclosure or backing to maintain required fire rating,
unless otherwise detailed.

3.8  Adjusting and Cleaning

.1 Clean up and remove surplus materials and rubbish resulting from the work of this section
upon completion.

.2 Clean off beads, casings, joint compound droppings and the like, leave the work of this
section ready for painting trades.

END OF SECTION
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PART 1 - GENERAL

11 Summary
.1 Section includes:

A Acoustical tile ceiling systems (ACT).

1.2 Administrative Requirements
.1 Coordination:
A Cooperate with mechanical and electrical Subcontractors.

2 Coordinate layout and installation of acoustic ceiling units and suspension systems
components with other work supported by or penetrating through ceilings,
including light fixtures, HVAC equipment, partition system, fire suppression system
components and other work required to be incorporated in or coordinated with the
ceiling system.

.2 Conduct a pre-installation meeting in accordance with Section 01 31 19.
A Independent inspection and testing company shall attend the pre-installation
meeting.
1.3 Submittals
Submit required submittals in accordance with Section 01 33 00.
.2 Product data sheets:

A Submit manufacturer’'s Product data sheets for Products proposed for use in the
work of this section.

.3 Shop drawings:
A Submit manufacturer's standard details.

2 Indicate lay-out, insert and hanger spacing and fastening details, splicing method
for main and cross runners, location of access splines, and acoustical unit support
at ceiling fixture.

3 Submit reflected ceiling plans for special grid patterns as indicated.
4  Samples:
A Submit sample of each component of ceiling system. Samples shall fully represent

materials to be supplied in colour, texture, finish and construction.

2 Submit samples, load test data and design tables for each type of insert to be used
in the Work for hanger supports.

.5 Certificates:

A Submit certificate of compliance stating that the suspension system provided,
including materials and installation, comply with the requirements of the Contract
Documents.

1.4 Closeout Submittals

.1 Submit closeout submittals in accordance with Section 01 78 00.
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.2 Maintenance data:

A Submit maintenance and cleaning instructions for acoustical ceiling systems for
incorporation into the maintenance manuals.

.3 Maintenance materials:

A Deliver for maintenance use, 2% of each type and colour of suspension
components and acoustical tiles used in the Work.

2 Pack panels in suitable containers, clearly dated and identified as to type and
location of installation in the Work, and store where directed by Owner.
1.5 Quality Assurance
.1 Qualifications:
A Installers / applicators / erectors:

.1 Installers: Shall have 5 years’ experience, minimum, in application of Products,
systems and assemblies specified and with approval and training of Product

manufacturers.

2 Aspects of the work of this section are required to be prepared by a professional
engineer. Refer to Section 01 33 00 for specific details and requirements in this
regard.

.2 Mock-ups:
A Construct in locations acceptable to Consultant a typical sample ceiling installation

10 m? (108 ft?) in area, complete with perimeter wall trim, and cut tegular tile
demonstrating rectified edge. Modify sample as directed and as required to obtain
approval. Upon acceptance retain sample as standard of quality for acoustical
ceiling.

2 Do not begin fabrication and erection of remainder of ceiling system until sample
installation has been reviewed and accepted. Accepted sample may become a
part of the final Work, subject of approval of Consultant.

1.6 Delivery, Storage, and Handling

.1 Ship exposed members and mouldings in rigid crates to avoid damage. Bent or deformed
material shall be rejected. Baked enamelled members shall be suitably wrapped and
protected against damage.

.2 Deliver acoustical ceiling units to the Place of the Work in original, unopened packages
and store in a fully enclosed space where they will be protected against damage from
moisture, direct sunlight, surface contamination, and other causes.

.3 Before installing acoustical ceiling units, permit them to reach room temperature and
stabilized moisture content.

4 Handle acoustical ceiling units carefully to avoid chipping edges or damaging units.

1.7 Field Conditions

.1 Commence installation after building is enclosed with windows and exterior doors in place
and glazed, and roof watertight.
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2

Interior temperature of building to range from 15°C to 30°C and relative humidity of not
more than 70% before and during installation. Maintain uniform temperatures for 72 hours
prior to commencement of the work of this section and maintain temperature until
completion of the work of this section.

PART 2 - PRODUCTS

21

2.2

2.3

Performance/Design Requirements

Design suspension systems for a maximum mid-span deflection not exceeding L/360 in
accordance with ASTM C635/C635M-17 deflection test.

Design suspension system to support safely, and without distortion, the superimposed
loads of:

A Air supply diffusers and return grilles.

2 Lighting fixtures.

Regulatory Requirements:

A Fire resistance rated system: 1 hour fire rated system, as listed by accredited
listing agency.

General

Single source responsibility: Obtain each type of acoustical ceiling unit and suspension

system from a single source with resources to provide products of consistent quality in

appearance and physical properties without delaying progress of the Work. Products

installed as part of the work of this section shall be from same production run.

Acoustical Tiles

ACT-1:

Classification: Type lll, Form 2, Pattern CE in accordance with ASTM E1264-22.

Size: 610mm x 1220mm (24” x 48”)

CAC: 0.40 minimum.

NRC: 0.70 minimum.

Material: wet-formed mineral fibre.

Edge: square.

Colour: White.

Flame spread:

.1 Maximum values in accordance with CAN/ULC-S102-10:

.1 Flame Spread Value (FSV): 25.
.2 Smoke Developed Value (SDV): 50.
9 Acceptable Products:

© N o o~ w N Do

.1 Armstrong ‘School Zone Fine Fissured, ltem no.1811".

.2 Substitutions: in accordance with Section 01 25 00.
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24 Metal Suspension Systems

.1 Hanger anchorage devices: Screws, clips, bolts, concrete inserts or other devices
applicable to the indicated method of structural anchorage for ceiling hangers and whose
suitability for use intended has been proven through standard construction practices or by
certified test data. Size devices for 3 x calculated load supported except size direct pull-
out concrete inserts for 5 x calculated loads.

.2 Concrete hanger anchors; post installed: Steel eye bolts and nuts to suit ceiling hangers
with capability to sustain, without failure, a load equal to 4 times that imposed by ceiling
construction, as determined by testing per ASTM E488/E488M-22, conducted by a
qualified independent testing laboratory.

A Dynabolt Sleeve Anchor "TW-1614' or Readi-Tie-Drive "TD4-112' tie wire anchor
by ITW Ramset/Red Head.

Kwik-Bolt [l 'HHDCA 1/4' tie wire anchor by Hilti Corporation.

Fasteners exposed to weather, condensation, and corrosion: Zinc-plated or
stainless steel fasteners in applicable product lines specified in preceding
paragraphs.

.3 Hangers and tie wire: Galvanized wire, recommended by manufacturer of suspension
system, minimum 2.66 mm (0.1") (12 gauge).

4 Suspension system accessories:

A Splices, clips, and perimeter moulding, of manufacturer's standard type to suit the
applicable conditions unless special conditions and access area are shown or
specified.

.5 Fire rated suspension system:

A Intermediate duty to ASTM C635/C635M-17, interlocking tee system designed to
support acoustical panels in patterns indicated in fire rated ceiling assemblies,
consisting of main tees and cross tees, 24 mm (15/16") exposed tee. The system
shall provide lock joint intersections of cross and main tees.

2 Acceptable Products:

.1 Armstrong ‘Prelude Plus XL 15/16" Exposed Tee Systems’.
.2 CertainTeed ‘15/16” FireSecure Stab System’.
.3 CGC ‘DXL’.

2.5 Metal Finish

Metal exposed in finished work shall have a pre-coated baked enamel finish in non-
yellowing colour. Submit paint formulation of grid system to lighting fixture, speaker grille,
sprinkler and diffuser manufacturers to ensure consistency of colour, sheen and texture
of all exposed metal components in the ceiling assemblies.

A Colour: Flat white.
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PART 3 - EXECUTION

3.1

3.2

3.3

10
1

Installation - General

Install ceiling panels and metal suspension system in accordance with manufacturer's
directions. Where manufacturer's directions are at variance with Contract Documents,
notify Consultant before proceeding with installation.

Do not commence installation until all work above suspended ceiling has been completed,
inspected and accepted.

Installation - Suspension System

Install suspension system rigid, secure, square, level and plumb, framed and erected to
maintain dimensions and contours indicated, and in accordance with ASTM C636/C636M-
19, CISCA installation standards and any other applicable national or local code
requirements. Make allowance for thermal and structural movement.

Attach hangers to structure with inserts and hanger supports. Do not use powder activated
fasteners.

Support hangers for suspended ceiling grid independent of walls, columns, pipes and
ducts.

Space hangers for ceilings at maximum 1220 mm (48") on centre in both directions.
Provide additional hangers as required to comply with manufacturer’s written installation
requirements.

Locate hangers at not more than 150 mm (6") from ends of main tee members.

Install exposed tee members to pattern indicated. Securely attach hangers to main tee
members.

Exposed tees shall be as long as possible to minimize joints. Make joints square, tight,
flush and reinforce with splines. Distribute joints to prevent clustering in one area.

Space tee bars to suit ceiling panels and as detailed, and to accommodate lighting fixtures,
diffusers and return grilles.

Cooperate in the installation of ceiling systems, making adjustments where required to
ensure that the lighting fixtures, supply diffusers, exhaust grilles and other built-in items
properly fit into ceiling module and finish flush with rest of ceiling.

Restrict creep inside module panels so that in all cases strips are centred on module lines.

Install edge moulding as detailed where ceiling abuts vertical surfaces. Lap corners, use
maximum lengths to minimize joints. Make joints square, tight and flush.

.1 Screw attach mouldings to substrates at intervals not more than 400 mm (16") on
centre and not more than 210 mm (8") from ends, levelling with suspension
system. Lap corners accurately and connect securely.

Installation - Tiles

Take precautions during installation to ensure tile edges are not chipped or otherwise
damaged.

Minimize field cutting. Rectify cut tile edges of tile to match factory cut edge profile and
colour.
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.3 Install acoustical tiles to form horizontal and level ceiling with all parts flush and joints
butted tightly to hairline appearance.
.4 Distribute variations in colour and texture of panels to obtain a uniform appearance.
34 Installation - Tolerances
Allowable tolerances: to ASTM C636/C636M-19.
Install suspension systems level to tolerance of 1:1200.
Install edge mouldings level to tolerance of 3 mm in 3660 mm (1/8" in 12'-0").
3.5 Field Quality Control
.1 Conduct quality control in accordance with Section 01 45 00 and as follows:
A Field tests and inspections:
.1 Independent inspection and testing company shall perform random load tests
for ceiling anchor installation.
3.6 Adjusting and Cleaning
.1 Replace uneven, defective or damaged materials and finishes, eliminate waves, remove
soiled or stained areas.
.2 Clean dirty and discoloured surfaces of acoustical units and suspension system according

to manufacturer's recommendations.

END OF SECTION
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Painting
PART 1 - GENERAL
11 Summary
A Section includes:Painting of exterior paintable surfaces.
2 Painting of interior paintable surfaces.

.2 Paintable and non-paintable surfaces:

A Paint and finish paintable surfaces included in the Work, except where excluded

by the Contract Documents.

2 The following surfaces are considered non-paintable, except as otherwise

indicated or scheduled:

.1 Material and equipment furnished prime and finish painted.

Internal surfaces of steel tanks and stacks.

Sprayed fire-resistive materials.

> w N

Stainless steel, weathering steel, copper, bronze, chromium plate, nickel,

anodized or lacquered or mill finished aluminum, Monel metal.

Insulation, glass, plastic, brick, stone.
Metallic and mastic insulation finishes.

© N o o

Insulated electric cables.

.9 Machined parts of machinery and equipment.
.10 Concealed surfaces.

.11 Manufactured finish materials.

1.2 Administrative Requirements

.1 Conduct a pre-installation meeting in accordance with Section 01 31 19.

1.3 Submittals
Submit required submittals in accordance with Section 01 33 00.
.2 Product data sheets:

Abrasive material finishes on floors, stair treads, stair nosing and landings.

A Submit manufacturer’s Product data sheets and list of Products proposed for use
in the work of this section as identified in ‘Approved Product List’ section of the
MPI Architectural Painting Specification Manual. Correlate Products to Schedule

furnished by Consultant.
.3 Samples:

A Samples for initial paint colour and finish selection:

.1 Submit manufacturer's colour charts showing full range of colours available,
including light and deep dark tones, for each type of finish material indicated

for colour selection by Consultant.
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.2 Consultant shall have complete freedom in choice of colours in compiling
colour schedule and will not necessarily select colours from standard colour
charts of manufacturer of Products specified.

.3 Submit 3 drawdowns of each selected colour for review by Consultant and
resubmit to Consultant as required to obtain approval. Drawdown to be of
specified colour, sheen, and paint formula for applicable surface.

2 Samples for verification:

.1 Submit 3 samples on 200 mm x 305 mm (8"x 12") material of same type as
that on which coating is to be applied, for Consultant's approval, at least 30
days before materials are required.

.2 ldentify each sample as to Project, finish, formula, colour name, number, gloss
name and number, date and name of Contractor and painting Subcontractor.

.3 Resubmit as required until colours and gloss value are approved.
4 MPI Manual:
A Submit 1 copy of MPI Manual — latest edition, and maintain at site office for
reference.
1.4 Closeout Submittals
Submit closeout submittals in accordance with Section 01 78 00.
.2 Operation and maintenance data:

A Submit manufacturer’s operation and maintenance instructions for inclusion in the
operation and maintenance manuals.

.3 Maintenance materials:

A Provide 2 sealed containers, each of 4 litres (1 gallon) capacity of each paint
product in each colour used in the Work for Owner’s maintenance use. Containers
shall be new, clearly labelled with manufacturer's name, type of paint, colour and
colour number. Store at Place of the Work where directed by Owner.

1.5  Quality Assurance
.1 Qualifications

A Manufacturers:

.1 Paint manufacturers and Products used shall be as listed under the Approved
Product List section of the MPI Painting Manual.

2 Installers / applicators / erectors:

.1 Applicators: Shall have 5 years’, minimum, proven satisfactory painting
experience of projects of similar size and class subject to Consultant’s
approval.

.2 Only qualified journeymen who have a “Tradesman Qualification Certificate of
Proficiency” shall be engaged in painting work. Apprentices shall work under
the direct supervision of a qualified journeyman in accordance with trade
regulations.

.2 Mock-ups:
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A Provide mock-ups of each paint system for indicated surfaces of each colour and
finish selected to verify preliminary paint selections made under Sample
submittals.

2 Mock-ups shall be located to areas as directed by Consultant under lighting

conditions matching final area lighting, for acceptance by Consultant.

3 Mock-ups shall demonstrate aesthetic effects of paint colour and sheen and shall
set quality standards for material and execution of the Work. Final approval of
colour and finish selections shall be based on mock-ups. If colour selections are
not approved, apply additional mock-ups of additional colours selected by
Consultant at no added cost to the Owner.

4 Do not proceed with work, including ordering of paint Products, until mock-ups of
each paint colour and finish and paint system for indicated surfaces have been
reviewed and accepted by Consultant.

5 Upon completion and approval, mock-ups shall serve as a standard for the balance
of the work of this section. Subsequent work carried out and not in the Consultant’s
opinion equal to standard shall be repainted without charge.

1.6 Delivery, Storage, and Handling

.1 Deliver painting materials in sealed, original labelled containers bearing manufacturer’s
name, brand name, type of paint or coating and colour designation, standard compliance,
materials content as well as mixing and/or reducing and application requirements.

.2 Store paint Products and materials in original labelled containers in secure (lockable), dry,
heated and well ventilated single designated area meeting minimum requirements of both
paint manufacturer and authorities having jurisdiction, and at a minimum ambient
temperature of 7°C.

.3 Protect floor and wall surfaces of storage area. Protect floors with sheets or clean plywood
or metal pans where mixing is being carried out.
1.7 Field Conditions
.1 Ambient conditions:
A Comply with environmental requirements of MPI Manual.

2 Perform no painting work when ambient air and substrate temperatures are below
10°C for both interior and exterior work, unless suitable weatherproof covering and
sufficient heating and ventilation facilities are in place in accordance with MPI
Manual.

.3 Perform no painting work when relative humidity is above 85% or when dew point
is less than 3°C (5°F) variance between air/surface temperature.
PART 2 - PRODUCTS

2.1 Performance/Design Requirements

.1 Except where more stringent requirements are specified, the following reference standard
shall govern the work of this section:
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.1 Master Painters Institute (MPI) Architectural Painting Specification Manual (MPI
Manual), including Identifiers, Evaluation, Systems, Preparation and Approved
Product List, latest edition, and referenced herein as the MPI Manual, as issued
by the local MPI Accredited Quality Assurance Association having jurisdiction.

.2 Materials, preparation and workmanship shall conform to requirements of latest edition of
Architectural Painting Specification Manual by the Master Painters Institute (MPI)
(hereafter referred to as the MPI Painting Manual) as issued by the local MPI Accredited
Quality Assurance Association having jurisdiction.

.3 Painting systems:

A Shall remain free from failure due to causes including: material failure; surface
preparation less than that specified; and paint film thickness less than that
specified, or when not specified, less than that coverage recommended by
manufacturer.

2 Presence of any of following shall constitute failure: visible corrosion; film peeling,
blistering, checking, scaling, embrittling or general film disintegration; and poor
adhesion as determined by tape "peel-off" test procedures.

2.2 Materials
Product listed in MPI Manual shall be used in the Work, unless specified otherwise.

.2 Paint and materials (primers, paints, coatings, varnishes, stains, lacquers, fillers, thinners,
solvents, and the like) shall be in accordance with the MPI Manual “Approved Product”
listing and shall be from a single manufacturer for each system used.

.3 Other paint materials, such as linseed oil, shellac, and the like, shall be highest quality
Products of an approved manufacturer listed in the MPI Manual and shall be compatible
with other coating materials as required.

4 Paint materials shall have good flowing and brushing properties and shall dry or cure free
of blemishes or sags.

.5 Where required, paints and coatings shall meet flame spread and smoke developed
ratings designated by building code requirements and/or authorities having jurisdiction.

.6 Paints and coatings materials used within the weatherproofing system shall not exceed
the VOC content limits of the following criteria.

A Interior paints and coatings: to following Green Seal GS-11 VOC limits:
.1 Flat coating type: 50 gm/L.
.2 Non-flat coating type: 150 gm/L.

2 Anti-corrosive and anti-rust paints applied to interior ferrous metal substrates:
Green Seal Standard GC-03, Anti-Corrosive Paints, maximum 250 gm/L.

3 Clear wood finishes, floor coatings, stains, and shellacs applied to interior
elements: South Coast Air Quality Management District (SCAQMD) Rule 1113,
Architectural Coatings.
2.3 Equipment

.1 Painting and coating equipment in accordance with written requirements of MPl Manual.
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24 Mixing and Tinting

25

Unless otherwise specified, paints shall be ready-mixed. Re-mix prior to application to
ensure colour and gloss uniformity.

Paste, powder or catalysed paint mixes shall be mixed in accordance with manufacturer’s
written requirements.

Perform colour tinting operations prior to delivery of paint to Place of the Work.

Where thinner is used, addition shall not exceed paint manufacturer’'s recommendations.

Colours and Gloss Levels

Paint colours and gloss levels shall be as selected by the Consultant. Locations as
indicated or scheduled.

Colour and gloss schedule: as indicated on drawings.

Paint gloss shall be defined as the sheen rating of applied paint, in accordance with the
following MPI values:

Gloss Description Units Units
Level @ 60 degrees @ 85 degrees

G1 Matte or Flat finish Oto5 10 maximum

G2 Velvet finish 0to10 10to 35

G3 Eggshell finish 10 to 25 10 to 35

G4 Satin finish 20to3 5 35 minimum

G5 Semi-gloss finish 35t0 70

G6 Gloss finish 70 to 85

G7 High-Gloss finish > 85

PART 3 - EXECUTION

3.1

3.2

Examination

Prior to commencement of work of this section, thoroughly examine surfaces scheduled
to be painted.

Check moisture content and alkalinity of surfaces to be painted in accordance with
paragraph above titled Field Conditions.

Inspect surfaces to be coated for gouges, marks, nibs, and other defects and properly
prepare patching, filling, smoothing or other surface preparation necessary to ensure
satisfactory finish.

Report in writing any condition adversely affecting work of this section.

Proceed with work only when surfaces and conditions are satisfactory. Remove dust,
grease, rust, scale and extraneous matter, tool and machine marks and insects from
surfaces which could be detrimental to a satisfactory and acceptable finish.

Preparation

Comply with manufacturer's written requirements and recommendations in "MPI
Architectural Painting Specification Manual" applicable to substrates and paint systems
indicated.
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.2 Remove hardware, covers, plates, and similar items already in place that are removable
and are not to be painted. If removal is impractical or impossible because of size or weight
of item, provide surface-applied protection before surface preparation and painting.

.1 After completing painting operations, use workers skilled in the trades involved to
reinstall items that were removed. Remove surface-applied protection if any.

.3 Clean substrates of substances that could impair bond of paints, including dust, dirt, oil,
mildew, grease, and incompatible paints, encapsulants, and other deleterious materials.

4 Paint surfaces when moisture content or alkalinity of surfaces to be painted comply with
paragraph 3.5 Field Quality Control / Standard of Acceptance.

.5 Concrete substrates: Remove release agents, curing compounds, efflorescence, and
chalk.

Masonry substrates: Remove efflorescence and chalk.

Shop-primed steel substrates: Clean field welds, bolted connections, and areas where
shop paint is abraded. Paint exposed areas with the same material as used for shop
priming to comply with SSPC-PA 1 for touching up shop-primed surfaces.

.8 ZF75 and ZF120 galvannealled-metal substrates: Remove grease and oil residue from
galvannealled sheet metal by methods to produce clean surfaces that promote adhesion
of subsequently applied paints.

.9 Z275 galvanized-metal substrates: Remove grease and oil residue from galvanized sheet
metal by mechanical methods to produce clean, lightly etched surfaces that promote
adhesion of subsequently applied paints.

.10 Aluminum substrates: Remove loose surface oxidation.

.11 Wood substrates for paint finish:

A Scrape and clean knots, and apply coat of knot sealer before applying primer.

2 Sand surfaces that will be exposed to view, and dust off.

3 Prime edges, ends, faces, undersides, and backsides of wood.

4 After priming, fill holes and imperfections in the finish surfaces with putty or plastic

wood filler. Sand smooth when dried.

.12 Existing painted substrates:

A Clean substrates as indicated above.

2 Sound existing paint surfaces and remove paint surfaces that are not sound, loose
or are otherwise stained, cracked, wrinkled, peeling, or defective.

3 Dull hard or glossy surfaces by sanding or other abrasive methods prior to
finishing.

4 Apply tie-coat primer product that compatible with substrate as recommended by

paint coatings manufacturer.

5 Follow with paint finish coats as specified for like substrate materials specified
herein.
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Installation

Do not paint unless substrates are acceptable and/or until Field Conditions (heating,
ventilation, lighting and completion of work of other sections) are acceptable for
applications of Products.

Apply primer, paint or stain in accordance with MPI Manual Premium Grade finish
requirements.

Apply paint and coatings within an appropriate time frame after cleaning when Field
Conditions encourage flash-rusting, rusting, contamination or manufacturer's paint
specifications require earlier applications.

Painting coats specified are intended to cover surfaces satisfactorily when applied at
proper consistency and in accordance with manufacturer’'s recommendations.

Tint each coat of paint progressively lighter to enable confirmation of number of coats.

Unless otherwise approved by Consultant, apply a minimum of 4 coats of paint where
deep or bright colours are used to achieve satisfactory results.

Sand and dust between each coat to provide an anchor for next coat and to remove
defects visible from a distance up to 1000 mm (39").

Do not apply finishes on surfaces that are not sufficiently dry. Unless manufacturer’s
directions state otherwise, each coat shall be sufficiently dry and hard before a following
coat is applied.

Prime coat of stain or varnish finishes may be reduced in accordance with manufacturer’s
directions.

Paint finish shall continue through behind wall-mounted items (i.e. chalk and tack boards)
and exposed/ visible in complete work including interiors of cupboards and closets, tops
of doors, trim, and the like, whether in sight line or not, including behind surface mounted
fixtures and heating units.

Consultant shall have right to make changes in colour tone of finishes prior to final coat to
obtain desired results without additional cost to Owner.

Access doors, prime coated butts and other prime painted hardware, registers, radiators
and covers, exposed piping and electrical panels shall be painted to match adjacent
surfaces in terms of colour, texture and sheen, unless otherwise indicated.
Field Quality Control / Standard of Acceptance
Conduct quality control in accordance with Section 01 45 Q0.
A Field tests and inspections:

.1 Paint and Coating Quality Assurance Inspections:

.1 Field quality control shall be in accordance with Section 01 45 00.
.2 Moisture and alkalinity testing:

.1 Check moisture content of surfaces to be painted using properly calibrated
electronic moisture meter approved by paint manufacturer, and Consultant,
or other approved method. Maximum moisture contents shall be in
accordance with manufacturer’'s recommendations and as follows:
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.1 Concrete and concrete masonry (clay and concrete brick/block):
Maximum 12%.

.2 Gypsum board and plaster: Maximum 12%.
.3 Wood: Maximum 15%.

.2 Conduct moisture tests on concrete floors using cover patch test method.
.3 Test concrete, masonry and plaster surfaces for alkalinity.

.3 Painted exterior and interior surfaces shall be considered to lack uniformity
and soundness if any of the following defects are apparent to the Consultant:

.1 Brush / roller marks, streaks, laps, runs, sags, drips, heavy stippling,
hiding or shadowing by inefficient application methods, skipped or missed
areas, and foreign materials in paint coatings.

.2 Evidence of poor coverage at rivet heads, plate edges, lap joints,
crevices, pockets, corners and re-entrant angles.

.3 Damage due to touching before paint is sufficiently dry or any other
contributory cause.

.4 Damage due to application on moist surfaces or caused by inadequate
protection from weather.

.5 Damage and/or contamination of paint due to blown contaminants
(dust, spray paint, etc.).

.4 Painted surfaces shall be considered unacceptable if any of the following are
evident under natural lighting source for exterior surfaces and final lighting
source (including daylight) for interior surfaces to the Consultant:

.1 Visible defects are evident on vertical and horizontal surfaces when
viewed at normal viewing angles from a distance of not less than 1000
mm (39").

.2 Visible defects are evident on ceiling, soffit and other overhead
surfaces when viewed at normal viewing angles.

.3 When final coat on any surface exhibits a lack of uniformity of colour,
sheen, texture, and hiding across full surface area.

.5 Painted surfaces rejected by the Consultant shall be made good at the
expense of the Subcontractor. Small affected areas may be touched up; large
affected areas or areas without sufficient dry film thickness of paint shall be
repainted. Runs, sags of damaged paint shall be removed by scraper or by
sanding prior to application of paint.

.6 Painting Subcontractor shall obtain from Contractor written confirmation of
specific surface preparation procedures and primers used for fabricated steel
items from the fabricator/Supplier to ascertain appropriate and manufacturer
compatible finish coat materials to be used before painting any such work.
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3.5 Adjusting and Cleaning

.1 Promptly as work proceeds and on completion of Work, remove paint where
spilled, splashed or spattered during the progress of the Work. Keep the
premises free from unnecessary accumulation of tools, equipment, surplus
materials and debris; at the conclusion of the work leave the premises clean.

3.6 Exterior Paint Systems

.1 System references listed are based on MPI Manual and are Premium Grade,
High Performance Architectural, unless otherwise indicated:

.1 Galvanized metal (not chromate passivated): (for high contact / high traffic
area, frames, misc. steel, etc.; for low contact / low traffic area ducts,
flashing, etc.)

.1 EXT 5.3B Alkyd finish.
3.7 Interior Paint Systems

.1 System references listed are based on MPI Manual and are Premium Grade,
Low VOC (Green Seal GS-11), High Performance Architectural, unless
otherwise indicated:

.1 Galvanized metal: (frames, misc. steel, ducts, etc.)
.1 INT 5.3M High performance architectural latex.

.2 Plaster and gypsum board: (gypsum wallboard, drywall and textured finishes)

.1 INT 9.2B High performance architectural latex finish.

END OF SECTION
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